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Send a first message to a network-side device, where the first message
explicitly or implicitly indicates a power saving mode or a power saving
class of a terminal device

l

Receive, from the network-side device, first feedback information about
the first message

:

Determine, based on the first feedback information, value(s) of one or
more first parameters related to power consumption of the terminal device

End
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Receive a fi erminal device, where the first message
explicitly or implicitly indicates a power saving mode or a power saving
class of the terminal device

l

Send first feedback information about the first message to the terminal
device, so that the terminal device determines, based on the first feedback
information, value(s) of one or more first parameters related to power
consumption of the terminal device

End

FIG. 3

Receive, from a network-side device, configuration information of a
power saving mode or a power saving class of a terminal device

'

Determine, according to the configuration information, value(s) of one
or more sixth parameters corresponding to the power saving mode or the
power saving level of the terminal device

End
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Send configuration information of a power saving mode or a power
saving class of a terminal device to the terminal device, so that the
terminal device determines value(s) of one or more sixth parameters of
the power saving mode or the power saving level of the terminal device
according to the configuration information

End
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Send a second message to a network-side device, where the second
message includes one or more tenth parameters corresponding to a
power saving mode or a power saving class of a terminal device

'

Receive, from the network-side device, second feedback information
about the second message

:

Set a value of the tenth parameter based on the second feedback
information; or perform signal processing based on the second feedback
information

End
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Receive a second message from a terminal device, where the second
message includes one or more tenth parameters corresponding to a
power saving mode or a power saving class of the terminal device

'

Send second feedback information about the second message to the
terminal device, so that the terminal device sets a value of the tenth
parameter based on the second feedback information or performs signal
processing based on the second feedback information

End
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