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ADJUSTABLE CLEAN-AIR FLOW ENVIRONMENT 

I. TECHNICAL FIELD 

Generally, the invention relates to enclosures having adjustable clean gas __ flow 

environments and methods of enclosed pressme differential distribution techn~l,~gy. 

s Specifically, clean gas flow enclosures, which provide for isolation of materials from airborne 

micro-particulate contamination. 

II. BACKGROUND 

Clean (or filtered) gas flow material handling systems are used in manufacturing to 

isolate clean materials from contamination by airborne macro-particulates or micro-particulateS. 

10 There are three major categories of smaller filtered gas flow material handling systems, which 

are categorized based on the type of air flow: l) Vertical Laminar Flow, 2) Horizontal Laminar 

Flow, and 3) Exhaust or Fume hoods. Each of the three types of devices have advantages 

depending on the various types of material handling application requirements. A focus of some 

of the embodiments of this invention are on the vertical laminar flow and the horizontal laminar 

15 flow categories. Particular embodiments of the invention encompass small, modular, 

reconfigurable, filtered gas flow environments for isolating materials from airborne particulate 

contamination. Smaller filtered gas flow environments ere desirable because they eliminate 

many problems with larger clean room environments. 

A significant problem with large clean room environments may be that gas must be 

20 filtered and moved long distances, while passing by people, machines, and open spac_e. It is 

difficult to maintain such a gas flow and keep it within the Federal Standard 209 guidelines for 

particulate contamination. Federal Standard 209E, Airborne Particulate Cleanliness Classes jn 

Cleanrooms and Clean Zones, 1992 hereby incorporated by reference. It can be even more 

difficult to stay within these guidelines at the work surface or within the work zone. Smaller 

25 clean air environments that move gas a shorter distance, and remove people and machines out 

of the airflow path are generally less costly and provide cleaner air within the work zone {or 

:filtered gas flow space). In addition, it is much easier to direct and maintain the desired gas flow 

when moving air a shorter distance because the gas flow has fewer opportunities to encounter the 

gas currents and eddies that are produced by people moving inside a larger clean environment. 
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Another significant problem with clean room environments may be that it is more costly 

to maintain clean room environments, than a smaller, more modular clean environments. Clean 

rooms typically require people and machines to be totally immersed in the filtered gas flow. This 

requires additional space or cost for facilities and supplies. The people in clean rooms are 

s required to wear clean room suits, shoes, gloves, masks, hair-covers, and other speciali:z.ed 

equipment while inside the clean room environment This also requires a changing room for 

people to enter and exit through and the changing room is usually accompanied by an gas-shower 

to blow off contamination being carried on clothing. In addition, this means that there must be 

aisle ways, standing or sitting areas, or the like that are part of the clean environment further 

10 adding to possible sources of contamination or adding additional cost to the clean room solution. 

By comparison, smaller clean environments that do not require the person to be totally immersed 

in the filtered gas fl.ow can greatly reduce the need for these non-value added costs while 

providing a more human friendly environment to work in. See also, Adjustable Clean Air Flow 

Material Handling Enviromnent, United States Patent Application 60/131,46lhere by 

15 incorporated by reference. . . 

Even though small clean environments are desirable and generally used in manufacturing 

processes which require filtered gas environments, there are major problems which remain 

unresolved in the small clean environment industry. 

A first problem can be the incompatJ."bility of different clean environment enclosures 

20 which can be different shapes and sizes and may not be designed for being coupled or linked 

together. Interior and exterior dimensions vary considerably from manufacturer to manufacturer, 

and even between clean environment encloSW"eS from the same manufacturer. These variations 

impose numerous problems with respect to material handling since even working surface heights 

may differ by inches, or the overall depth from one clean environment enclosure to the next may 

25 differ by several inches. In addition, even where the overall dimensions are compatible there 

may not be compatible side access panels on certain units which may prolu"bit linking units 

together in a side-by-side arrangement. Accommodating these variations may lead to wasted 

factory floor space which may not be reclaimed. 

A second problem can be that existing clean enclosures do not distribute filtered gas to 

30 the entire surface of the gas flow delivery panel (or perforated plenum panel) adjoined to the 
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clean work zone (or filtered gas flow space). In many existing arrangements the filtered gas is 

distributed within a static regain space of a plenum. The .Plenum has a perforated surface to 

deliver the filtered gas as a flow to the filtered gas flow space. Often the configuration of the 

static regain space prevents the flow of the filtered gas to distribute to the entire smface of the 

s perforated plenum adjoined to the static regain space. As such, the filtered gas may not enter the 

filtered gas flow space from the entire surface area of the perforated plenwn panel This may 

result in only a portion of the surface of the perforated plenum panel delivering filte.red gas to 

the filtered gas flow space. As shown for example in United States Patent 4,927 ,.438,. the gas 

flow is directed substantially horizontally within a top plenum space which then delivers the gas 

10 flow substantially vertically into the .filtered gas flow space. A rectangular plenum space with 

a dead end as shown often does not allow distribution of gas flow over the entire smface of the 

filter (28) or to the entire surface of the perforated plenum panel adjoining the plenum space. 

A third problem can be that existing clean environment enclosures do not adjoin the 

perforated surface of the plenum to the entire flow path defined by the .filtered gas flow space. 

15 As shown by United States Patents 4,927, 438; 5,326,316; and 5,487,768, the surfilce of the · . 

perforated plenum panels adjoined to the filtered gas flow space do not adjoin to either the entire 
height and width of the horizontal flow path defined by the filtered gas flow space (as disclosed 

by United States Patents 5, 487,768 and 4,927,438), or to the entire depth and width of the 

vertical flow path defined by the clean work zone (as disclosed by United States Patents 

20 5,326,316 and 4,927,438). 

A fourth problem can be that existing clean environment enclosures do not allow 

selectable gas flow within the filtered gas flow space of the clean environment enclosures. 

Presently, a single clean environment enclosures may not exist which allows for routine 

adjustment between horizontal gas flow, vertical gas flow, or a combination of both horizontal 

25 and vertical gas flow within the same filtered gas flow space. As shown by United States 

Patents 4,557 ,184 and 3,895,570, the clean environment enclosures only allow for gas flow in 

the vertical flow path of the clean work zone. 

A fifth problem can be that existing clean environment enclosures do not provide filtered 

gas flow having a substantially unifonn velocity from the entire surface of the perforated plenum 

30 panel adjoined to the filtered gas flow space. This may be particularly true when the or filtered 

gas flow has a first direction of flow from the gas flow generator and a second direction of flow 
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at the surface of the perforated plenmn panel adjoined to the filtered gas flow space. 

A sixth problem can be that existing clean environment enclosures do not position the 

area of minimum velocity in the filtered gas flow space at a location most distal from the access 

to the filtered gas flow space. As disclosed by United States Patent 4,557,184, as an example, 

s the area oflowest velocity within the clean work zone may be at the bottom rear of the filtered 

gas flow space. This may be the case because the enclosure only delivers filtered gas flow to the 

vertical flow path and the flow exits from the ftont access open area. The path ofleast resistance 

to gas flow (path having highest velocity) may run ftom the perforated plenum panel to. the 

access open area decreasing in velocity toward the back of the enclosure as the flow arr_ows . 

10 indicate. 

A seventh problem can be that existing clean enviromnent enclosures may not be adjusted 

to allow gas flow having velocity gradient substantially symmetrical about a plane which bli!ects 

the clean work zone in a diagonal fashion. As such, there may be iriegular gas flow 

characteristics within the filtered gas flow space which may make it difficult to predict the gas 

15 flow velocity at any particular area within the :filtered gas flow space. As such, the filtered gas 

flow within the filtered gas flow space may be unsuitable for particular applications, ~~~~be 

difficult to tailor for particular applications. 

An eighth problem can be that existing clean environment enclosures do not ~dress. the 

need for flexibility to accommodate changes in manufacturing processes and to accommodate 
. . . . . 

20 shifts in market demand as products proceed through their life cycle. When manufacturing 

processes or demands change it creates deuiancls for expanding or contracting clean space in 

laboratories or manufacturing facilities. These expansions and contractions typically req~ 

additional purchases of equipment (i.e. vertical or horizontal clean environment enclosures) or 

clean room reconstruction activities and may also require unneeded equipment to stand idle or 

25 be stored pending possible future use. Similarly, dming multiple step manufacturing processes, 

there may be different needs for either vertical or horizontal gas flow or the combination of both 

depending on the product, tooling, processing requirements, and the like. As such. having 

flexibility in accommodating these requirements and changes with regard to clean space provides 

a competitive advantage for the manufacturer. 

30 As to each of these problems and the overall desire to provide enclosures having 

adjustable filtered gas flow that provide enclosed pressure differential distribution technology 
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for both larger, and for smaller versatile clean gas handling systems, the present invention 

provides both apparatus and methods which address each of the problems in a practical ~on. 

ID. DISCLOSURE OF INVENTION 

Enclosures having adjustable filtered gas flow environments and methods of enclosed 

s pl'C§UJ'e differential distn"bution technology provide material handling substantially fr~ ~m 

airborne particulate contamination. 

The broad object of particular embodiments of the invention can be to provide class 10 

to class 1,000 environments (according to Federal Standard 209E) inside an enclosed filtered gas 

flow space while the surrounding air quality may be class 200,000 or better. 

10 A second broad object of particular embodiments of the invention can be to allow an 

operator to be external from the filtered gas flow space. Only the operator's hands and a portion 

of the anns may be inside the filtered gas flow space and down stream from the material being 

isolated from airborne micro-particulates. This approach eliminates many of the co~ts and 

constraints of a clean room environment, including gowning areas, m showeI8> clean room suits, 

15 or the like. Operator comfort or ergonomics may also be addressed when the operator is~ 

to the filtered gas flow space. 

A third broad object of particular embodiments of the invention can be that the system 

is modular and can be easily moved and rearranged without major construction efforts or 

structural incompatibilities. The invention may be configured to be utilized as both a single 

20 material isolation device or in a multi-station material isolation device, utilizing multiple such 

modules. Additional options may be purchased to convert the system, for example, if a scale~ 

front panel is required, the front panel and window assembly may be removed and replaced by 

a sealed front panel. If the sealed front panel is required, a perforated table top may allow for 

single pass :filtered gas to exit the filtered gas fl.ow space. The elimination of having to purchase 

25 multiple types of systems or elimination of the efforts of trying to link different brands of units 

together can be a major benefit of the invention which can greatly increase asset utilization. 

Another broad goal of particular embodiments of the invention can be to provide vertical 

laminar flow, horizontal laminar flow, or a combination of both vertical laminar flow and 

horizontal laminar flow within the same filtered gas flow space by making routine adjustments 

30 to the enclosure. The type of gas flow selected can be based upon the type of material being 
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handled, the process requirements, or both. The optimum airflow for any given project may be 

dependent upon many factors, such as the size and shape of the target object being worked upon, 

as well as th«: size and shape of the process tooling. In many, but not all, instances a combination 

of vertical and horizontal gas flow may be optimal. Once the decision has been made as to the · · · 

5 type of gas flow th.at may be optimal, the invention allows the customer.to make a~ minor 

adjustments to the apparatus to achieve the optimal gas flow via the use of the selectabl~ ~.flow 

mechanisms. 

Another significant object of particular embodiments of the invention can be.to configure 

plenums which distribute filtered gas flow from the gas flow generator to the entire surfac~ of 

10 the perforated plenwn panel ad.joined to the plenum space. 

Another significant object of particular embodiments of the invention can be to adjoin 

the perforated surface of the plenum to the entire flow path (horizontal or vertical or otherwise) 

defined by the filtered gas flow space. 

Another significant object of particular embodiments.ofthe invention can be to deliver 

15 filtered gas flow from the perforated surface of the plenum adjoined to the gas flow ~eat a 

substantially uniform velocity. 
·~·- ·•'• :..,r ~-: ··'~ . ..; 

Another significant object of particular embodiments of the invention can be to (:OJ]figure 
- .. -·-.: ·.: · .. :,;- . 

plenums which convert filtered gas flow from the gas flow generator~ a first direction of 

flow to a second direction of flow at the perforated surface of the plenum adjoined to the fil~ered 

20 gas flow space. This object of the invention may also include the above-mentioned objects of 

the invention such as distributing filtered gas to the entire surface area of the perforated surface 

of the plenum that adjoins the plenum space, and providing substantially uniform. gas velocity 

at the perforated surface of the plenum that adjoins the filtered gas flow space. 

Another significant object of particular embodiments of the invention can be to position 

25 the filtered gas flow of lowest velocity at a location within the filtered gas flow space that is most 

distal from the primary access opening to the filtered gas flow space. 

Another significant object of particular embodiments of the invention can be to provide 

a filtered gas flow within the filtered gas flow space having substantial symmetry about a plane 

that projects from the area oflowest velocity within the filtered gas flow space and substantially 

30 bisects the primary access opening. 

Yet another object of particular embodiments of the invention can be to allow for easy 
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room-side maintenance which reduces equipment down time. There may be easy access to the 

gas filters for more frequent or easier preventive maintenance. There may also be a utilities 

attachment panel on top of the unit that aJ,lows for easy hook-up of power and other attachm~ts 

which go to the control panel or optional utility ports. 

Still another object of particular embodiments of the invention can be to allow convenient 

material handUng or material movement frOm one linked unit to another, into and out of tbc,: unit, 

from the front, side, or back. Other embodiments of the invention of may include rear ~s 

doors for material entcy or exit as well as alternate types of side panels allowing for side to side 

material passage. t4aterial may also be moved through the front access panel. Each unit may 

10 have a table or work surface (or bottom panel) placed within it. The design allows for custom 

tables, conveyor systems, standard clean room type tables, special equipment with no tables and 

built-in tables. 

Naturally, further objects of the invention are disclosed throughout either areas of the 

specification and drawings. 

15 IV. BRIEF DESCRJPTION OF DRAWINGS 

Figure 1 shows a perspective view of an embodiment of the invention. 

Figure 2 shows a side view of an embodiment of the invention. 

Figure 3 shows a side view of an embodiment of the invention having a front panel access 
20 element in the open position. 

25 

Figure 4 showsa cross section view of an embodiment of the invention. 

Figure S shows an embodiment of a plenum having a particular static regain 
configuration. 

Figure 6 shows an embodiment of a filtered gas flow interference assembly. 

Figure 7 shows an embodiment of a instrument monitoring panel. 

Figure 8 shows an embodiment of the invention having a plurality of frame assemblies 

(or panel ~semblies) coupled together. 

Figure 9 shows a flow diagram (vector diagram) of an embodiment of the invention 

having a front panel access with an open area of between about eight inches to about thirteen 
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inches providing a vertical filtered gas flow through the filtered gas flow space. 

Figure 10 shows a flow diagram (vector diagram) o~ an embodiment of the invention 

having a front panel access with an open area of about 30 inches providing a vertical filtered gas 

flow through the filtered gas flow space. 

Figure 11 shows a flow diagram (vector diagram} of an embodiment of the invention 

having a front panel access with an open area of about eight inches to about thirteell. ~ches 

providing a horizontal filtered gas flow through the filtered gas flow space. 

Figure 12 shows a flow diagram (vector diagram) of an embodiment of~ .iJnren~on 

having a front panel access with an open area of about 30 inches providing a horizontal filtered 

10 gas flow through the filtered gas flow space. 

Figure 13 shows a flow diagram (vector diagram} of an embodiment of the invention 

having a front panel access with an open area of about eight inches to about thirteen inches 

providing a horizontal filtered gas flow and a vertical gas flow through the filtered gas flow 

space. 

1s Figure 14 shows a flow diagram (vector diagram) of an embodiment of the invention 

having a front panel access with an open area of about 30 inches providing a horizontal filtered 

gas flow and a vertical gas flow through the filtered gas flow space. 

Figure 15 shows a flow diagram (vector diagram) of an embodiment of the invention 

having a front panel access with an open area of between about eight inches to about thirteen 

20 · inches and where material handling equipment is within the filtered gas flow space. 

25 

Figure 16 shows a flow diagram (vector diagram) of an embodiment of the invention 

having a front panel access with an open area of about 30 inches and where material handling 

equipment is within the filtered gas flow space. 

v. MODE(S) FOR CARRYING OUT THE INVENTION 

The invention constitutes a pressure differential distribution enclosure and methods 

which disclose how to make and how to use pressure differential distribution enclosure 

technology. Specifically, pressure differential distribution enclosure technology relating to 

filtered gas flow material handling environments. 

30 The basic concepts of pressure differential distribution enclosure technology, or as it may 

relate to filtered gas flow material handling environments are to be understood as applicable to 
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a variety of circumstances where the distribution of gas pressure or the distribution of gas 

velocity within an enclosure may be desired, for example,. clean room technology, fume hood 

technology, material handling, or material containment technology, or the like, as would be 

readily understood by those skilled in the arts. 

5 Moreover, while this disclosure provides specific descriptions of embodiments of 

apparatus and methods relating to pressure differential distribution enclosures, or filtered,gas 

flow material handling environments as examples, the description of these embodiments is not 

meant to reduce the scope of the invention to such examples. As can be easily understood, the 

basic concepts of the present invention may be embodied in a variety of ways. The invention 

10 involves both methods as well as apparatus to accomplish the appropriate methods. In this 

application, the methods are disclosed as part of the results shown to be achieved by the various 

apparatus described and as steps which are inherent to utilization. They are simply the natural 

result of utilizing the devices as intended and described. In addition, while some particular 

embodiments of the invention are disclosed to accomplish certain methods described, it would 

15 be understood that these can be varied in a number of ways. Importantly, as to all of the 

foregoing, all of these facets should be understoOd to be encompassed by this disclosure. 

The pressure differential distribution enCl~sure concept incorporates various gasp~ 

distribution, gas velocity distribution, or gas filtering aspects which can be used either 

independently or in combination to define the gas flow environment within an interior volume 

20 of an enclosure (or an interior volume) from the gas flow environment external to the enclosure 

(or an exterior volume), or to moderate the gas flow environment within the interior volume (or' 

the :filtered gas flow space). 

As shown in figure 1, an embodiment of the invention may comprise a panel assembly 

(or frame assembly) (1) of substantially polygonal geometry having at least a top panel (2), a 

25 front panel (3), a rear panel (4). and a pair ofside panels (5) which define an interior volume (6) 

from an exterior volume (7). The panels may be made from a suitable material such as sheet 

metal, plastic, or glass or a combination of the same. In the embodiments of the invention shown 

in figures 1 through 4, a left side frame (8) and a right side frame (9) made of tubular metal, sheet 

metal, or plastic, or the like are held in a vertical and parallel orientation by cross frame 

30 components (10) made of similar material. Panels are then secured to the frame assembly by 

hardware as would be well known to those with skill in the art. Details regarding the assembly 
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of particular embodiments of the invention may be found in the reference entitled, Mink 

Environment Assemb~ DBM Technologies, Inc., 1055 Del~are Avenue, Longmont, Colotado 

80501, task descriptions encompass pages 1-25, and accompanying photographs pages 1-109, 

(1999) are hereby incorporated by reference. 

s First referring to figure 4, a filtered gas delivery assembly (11) can be fluidicly coupled 

to the panel assembly (1). The filtered gas delivery assembly comprises a gas flow g~or 

(12) which establishes a gas flow from the exterior volume to the interior volume defined by the 

panel assembly. The gas flow generator may be located at a distance from the panel assembly 

as part of a general gas circulation system within a building, or may be a gas flow generator that 

10 services a single pressure differential distribution enclosure (or panel assembly). The gas flow. 

may be fluidicly coupled to the interior volume of the enclosure at any panel. As such, the gas 

.flow may have a first direction of gas flow within the interior volume which may be horizontal 

or verticle or a combination of both components. Again referring to figure 4, one embodiment 

of the invention may have the gas flow generator (12) built within the panel assembly (1) above 

15 the interior volume with the direction of the gas flow in the verticle directioD. Specifically, the 

gas flow filter assembly can include at least one MAC-10 model unit as produced by Envirco 

having a gas flow rate of about 90 feet per minute. MAC 10 Brochure, Envirco Corporation, 

6701 Jefferson, NE, Albuquerque, NM 87109, pages 1-4 (1998) hereby incorporated by 

20 

reference. 

Figure 4 also shows an embodiment of the invention further comprising a gas filter (13) 

responsive to the gas flow from the exterior volume (6) to the interior volume (7). The gas filter 

(13) may be located before, or may be located after the gas flow generator relative to the· 

enclosure. The gas filter responsive to the gas flow from the exterior volume to the interior 

volume may comprise a Hepa filter, or a Ulpa filter, or other type of macro-particulate or micro-

. 25 particulate filter. Additional prefilters (14) may also be used to capture particles in the gas flow 

prior to entering the gas flow generator (12), or may be used prior to the gas filter (13). In the 

embodiment of the invention shown in figure 4, unfiltered gas is drawn into the first stage 

prefilter (15) then through the second stage prefilter (16) and then through the gas flow generator 

(12). The prefiltered gas is then forced through the gas filter (13) (Hepa filter, or Ulpa filter, or 

30 other type filter). Filtered gas (which may have up to 99.99% of all particles as small as 

approximately 0.3 microns removed from the gas flow when a HepaFilter is used, and which may 
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have up to 99 .99% of all particles as small as approximately 0.12 microns removed from the gas 

flow when a UlpaFilter is used) can then be delivered into the interior volume (6) of the panel 

assembly (1). 

A plenum (17) having a perforated plenum panel (18) can be configured to ~bute the 

5 filtered gas flow from a plenum space (19) to a filtered gas flow space (20) within.th~ ~~or 

volume of the enclosure. The plenum space (19) and the filtered gas flow space (20) c;ui adjoin 

opposed surfuces of the perforated plenum panel (18). The perforated plenum panel can define 

a plenum space which may deliver filtered gas flow to a substantially horizontal flow Pmll: (21) 

within the gas filtered flow space (20), or the perforated plenum panel can define a plenum space 

10 which can deliver filtered gas flow to a verticle flow path (22) within the filtered gas flow space 

(20). The perforated plenum panel can have a perforated surface area adjoined to substantially 

the entire width and depth of the filtered gas flow space to deliver filtered gas to the entire 

verticle flow path defined by the :filtered gas flow space (or can have perforated smface area 

adjoined to a portion of the width and depth of the filtered gas flow space to deliver filtered gas 

15 to a portion of the verticle flow path). Similarly, the perforated plenum panel can have a 

perforated surface area adjoined to substantially the entire width and height of the gas flow space 

to deliver filtered gas to the entire horizontal flow path defined by the gas flow space (or can 

have perforated smface area adjoined to a portion of the width and height of the gas flow space 

to deliver filtered gas to a portion of the horizontal flow path). In this fashion the perforated 

20 surface of the perforated plenum panel can deliver filtered gas to substantially the entire height 

and substantially the entire width of the horizontal flow path (21) within the filtered gas flow 

space (20), or to substantially the entire width and substantially the entire depth of the verti~le 

flow path (22) within the filtered gas flow space (20). 

In one embodiment of the invention, the plenum (l 7) may also comprise a first plenum 

25 (23) fluidicly coupled to the filtered gas delivery assembly (11) where the first plenum has a first 

perforated plenum panel (24) having opposed surfaces respectively adjoined to a first plenum 

space (25) and to a verticle flow path (22) within the filtered gas flow space (20), and where a 

second plenum (26) has a second perforated plenum panel (27) having opposed surfaces 

respectively adjoined to a second plenum space (28) and to a horizontal flow path (21) within the 

30 filtered gas flow space (20). As shown in figure 4, the second plenum space may be fluidicly 

coupled to the first plenum space, however, the two plenum spaces could have independent 
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sources of filtered gas flow as well. 

Again referring to figure 4, for certain embodiment_s of the invention having either a 

single plenum adjoined to either a verticle flow path or adjoined to a horizontal flow within the 

filtered gas flow space, or where the invention has a first and a second plenUm., the plenum (or 

s the first plenum where there is a first plenum and a second plenum) can have a plenum _sp~e of 

substantially rectangular geometry with a height of between about six inches to about 24 ~ches 

between the plane where the gas flow enters the plenum (or ~t plenum space) and the 

perforated plenum panel (or first perforated plenum panel) surface adjoined to the vertical 4ow 

path or the horizontal flow path within the gas flow space. As the width of the plenum (or first 

10 plenum) increases, additional gas flow generators may be used to provide filtered air to. the 

plenum. Refening to figure 8, some embodiments of the invention can have a gas flow generator 

that generates a gas flow of between about 70 feet per minute to about 1 SO feet per min. at 

intervals between about SS inches to about 15 inches of linear width of the gas flow space. While 

figure 4 shows the first plenum space (25) at the top of the filtered gas flow space and delivering 

15 filtered gas to the vertical flow path (22), naturally the first plenum space could be or'.iente,~ to 

deliver filtered gas to a flow path of any orientation within the filtered gas flow space. ·, 
7 
.:''1 

Again referring to figure 4, the second perforated plenum panel (27) conv~. J8:-8 f!ow 

from a first direction of flow within the second plenum space (28) to a second directiQn.of flow 
·. .• ·<I" 

at the surface area of the second perforated plenum panel (27) adjoined to th~ filtered gas flow 

20 path within the filtered gas flow space (20). In the embodiment of the invention sh~ a _,. 

substantially vertical filtered gas flow within the plenum space can be converted to substantially 

horizontal filtered gas flow at the surface area of the second perforated plenum panel adjoined 

to substantially the entire height and substantially the entire width of the horizontal flow path 

within the gas flow space. Naturally, a single plenum may be used in this fashion where the 

2S filtered gas flow has a first direction of flow from the gas flow generator (12) and a second 

direction of flow within the filtered gas flow space (20). 

The plenum (17) can further provide a static regain configuration (or configuration of the 

plenum that maintains substantially constant static pressure and substantially constant gas flow 

velocity to substantially the entire surface area of the perforated plenum panel adjoined to the 

30 plenum space). Where the filtered gas flow from the gas flow generator has the same direction 

of flow as that within the filtered gas flow space the plenum can have a static regain 
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configuration that may be substantially rectangular in geometry having a height of between about 

six and about 24 inches as above-described. However, wher~ the filtered gas flow from the gas 

flow generator has a first direction and the filtered gas flow from the surface of the perforated 

plenum panel adjoined to the filtered gas flow space has a second direction the static regain 

s configuration may be significantly different for the plenum space to distribute the gas flow. {rom 

the gas flow generator to substantially the entire area of the perforated plenum panel adjoin~ to 

the plenum space. As shown in figure S, one embodiment of a static regain configuration can 

have a cross section which defines a right triangle having a base proximal to the gas flow 

generator, and with a vertex opposite the base having an angle of between about ten degrees to 

10 about thirteen degrees where the hypotenuse defines the plane of the perforated plenum panel. 

The apex of the right angle may be truncated sufficiently to ·allow the static regain configuration 

to deliver filtered gas to substantially the entire surface area of the perforated plenum panel (27) 

adjoined to the second plenum space (28). The dimensions of one embodiment of the static 

regain header above-described can have a right triangle with a base of about seven and three-

lS quarters inches, a height of about 33 inches, and a truncated apex of about one and one-::half 

inches (total volume of about S cubic feet). Naturally, as the dimensional geometry of the gas 

flow space varies the static regain configuration can vary in size and shape so as to distribute 

:filtered gas to substantially the entire surface area of the perforated plenum panel adjoined.to the 

plenum space. 

20 The perforated plenum panel (18) may also be configured to deliver filtered gas having 

essentially uniform velocity over substantially the entire perforated surface area of the perforated 

plenum panel adjoining the gas flow space. Delivering filtered gas flow to substantially the 

entire surface area of the perforated plenum panel (18) adjoining the plenum space may not 

assure that the filtered gas will have essentially unifonn velocity over the entire perforated 

25 surface area of the perforated plenum adjoining the gas flow space. As the dimensions or the 

geometry of the plenum space change, or the location of gas flow generator changes (assuming 

that filtered gas flow to substantially the entire surface of the perforated plenum panel has been 

achieved as above-mentioned), the angle of the perforated plenum panel(s) can be adjusted to 

further achieve substantially uniform velocity at the surface of the perforated plenum panel 

30 adjoined to the filtered gas flow path (20). For example, with respect to the second plenum (26) 

of the embodiment shown in figure 4, substantially unifonn velocity of the gas flow to surface 

13 
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of the perforated plenum panel adjoining the horizontal flow path (21) of the :filtered gas flow 

space (20) can be acheived with an angle of the perforated pl~um panel (20) between about 10 

degrees to about 13 degrees. 

The amount of perforated surface can also be adjusted to help achieve distributio~ ~f 

s filtered gas to substantially the entire surface area of the perforated plenum panel ~oined to ~ 
. . ·' ·.-··. -~.·.'" 

plenum space, and to help provide substantially uniform velocity at the entire surface area of the 
' . . : "! :.-.: ~ . 

perforated plenum panel adjoined to the filtered gas flow space {20). For example, a plenum 

panel (or first plenum panel or second plenum panel) can have between about ten perc~~-to 

about thirteen percent perforated surface. 

10 The invention may further comprise a bottom panel {29). The bottom panel can be 
· .. ''\ ~ 

15 

affixed to the panel assembly (1) by standard hardware, or the bottom panel {29) may_ be 

provided as a removable panel, or it may comprise a surface independent of the panel assembly 

(1) and moved into position under the filtered gas flow space (20). The bottom panel (29) can 

have a solid surface or the bottom panel can have a perforated surface that allows at least a 

portion of the gas now within the gas flow space to pass through the bottom panel surface~~ 1he 
. '.·'1.•:o 

exterior volllllle (7). Naturally, the bottom panel (29) could be responsive to the horizontal.~ . . , ....... ~ ,. 

path {21) or the verticle flow path (22) within the filtered gas flow space (20). The perforated 
· ~L ·." '.: .. t_:;;:_.:i . ·. 

area of the bottom panel (29) or could be within a range from zero to about 6()0/o_. : .An.9th.er 

embodiment of the invention could have a more restricted range between zero and about 2()01'. 

20 The panel assembly (1) may further comprise an access element (30) coupled to the panel 

assembly (1 ). The access element (30) can be coupled to the front panel (3), the rear panel,(4), 

to one side panel (5), or to both side panels. In certain embodiments of the invention, at least 

one access element may be coupled to the :front panel (3) having an open area (31) substantially 

the width of the panel assembly (1), or substantially the width of the filtered gas flow path {21) 

25 (22) within the filtered gas flow space (20). The height of the open area (31) can be variably 

adjustable either by sliding a portion of the front access element (32), or by rotating the access 

element from a closed position to an open position. As shown in figure 3, a portion of the front 

access element (32) having substantially the width of the panel assembly (1) rotates from a closed 

position to an open position. In the closed position the open area of the front access element (32) 

30 can be between about eight inches to about 13 inches. In the open position, the open area (31) 

of the front access element (32) can be about 30 inches. The filtered gas flow at the open area 

14 
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can have a velocity of between about 75 feet per minute to about 130 feet per minute when the 

open area (31) of the access element (32) has a height ofb~een about eight and 13 inches. It 

may be somewhat lower as the height of the open area of the access element (32) increases. The 

:filtered gas flow at the open area (31) can have a velocity of between about SO feet per minute 

5 to about 70 feet per minute when the open area (31) of the front access element (32) is open to 

about 30 inches. As shown in figures 4, 5, and 8, the access element (30) can also comprise at 

least one rear access element (33), or as shown in figure 2 may comprise a side panel access 

element (34) or a side panel access element (34) at both side panels. 

Particular embodiments of the invention may also include a closure (35) between the first 

10 plenum space (25) and the second plenum space (28). As shown in figure 4, the first plen~ 

space (2S) and the second plenum space (28) can be fluidicly coupled. A closure (35) between 

the two plenum spaces allows the filtered gas flow :from the fust plenum space (25) to the second 

plenum space (28) to be varied. Certain embodiments may have a closure (35) that has only an 

open position and a closed position. Alternately, the closure-(35) may be selectably adjustable 

15 within the nm.ge :from the open position from the closed position. 'fhe closure (35) as shown in 

figure 4, for example, can be a flat sheet rotatably coupled to the rear panel ( 4) of the enclosure 

allowing rotation :from the open position to the closed position and vice-versa. 

The invention can further include an adjustable gas flow interference assembly (36) 

responsive to the filtered gas flow at the perforated plenum panel. As shown in figure 6, the 

20 filtered gas flow interference assembly (36) can be comprised of a first :filtered gas :flow 

interference panel (or bottom gas flow interference panel) (37) having a perforated surface, and 

a second :filtered gas flow interference panel (or top gas flow interference panel) (38) having a 

perforated surface. The filtered gas flow interference (36) assembly can be made responsive to 

at least a portion of the filtered gas flow from the plenum space to the filtered gas flow space 

25 (20). As such, the filtered gas flow interference assembly (36) can be responsive to the gas flow 

from a plenum that establishes a vertical :filtered gas flow (22) within the :filtered gas flow space 

(20), or responsive to the gas flow from a plenum that establishes a horizontal filtered gas flow 

(21) within the filtered gas flow space (20). Naturally, where the embodiment of the invention 

has a fust perforated plenum panel (24) and a second plenum panel (27) the gas flow interference 

30 assembly (36) can be made responsive to the :filtered gas flow from either the first perforated 

plenum panel, or the second perforated plenum panel, or more than one :filtered gas flow 

15 
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interference assembly can be made responsive to the filtered gas flow from both perforated 

plenum panels. The filtered gas flow interference assembly. (36) can have a location adjacent 

to the surface of the perforated plemnn panel adjoining the plenum space, or in o~ 

embodiments of the invention, the filtered gas flow interference assembly can have a location 

5 adjacent to the surface of the perforated plenum panel adjoining the filtered gas flow space, or 

perhaps even both. The first filtered gas flow interference panel (37) having a perfora,_ted 

surface, and the second gas flow interference panel (38) having a perforated surface can be 

.slidably responsive to vary the amount of the filtered gas flow. The amount of filtered gas fl.~w 

from the plenum space to the filtered gas flow space (20) may be varied by sliding either filtered 

10 gas flow interference panel, or both gas fl.ow interference panels, thereby juxtaposing at least ~ 

portion of the perforated surface area of the first gas flow interference panel with the perforated 

surface area of the second gas flow interference panel. By adjusting the amount of juxtaposed 

perforated surface area the amount of gas flow is varied. Where the non-perforated surface area 

of either filtered gas flow interference panel is juxtaposed to .the entire perforated surface area 
15 of the other filtered gas flow interference panel the gas flow through the filtered gas flow 

assembly can be substantially eliminated. .._ 

By using the closure {35) and the filtered gas flow interference assemb~y (36) in 

combination as shown in figure 4, for example, a single gas filtered flow space (20) u:iay have 

a substantially horizontal filtered gas flow (39), or a substantially vertical :filtered gas flow CiID1 

20 or both a horizontal and a vertical gas flow. By substantially eliminating the :filtered gas flow to 

the second plenum space (28) by closing the closure (35) between the first plenum space (25) imd 

the second plenum space (28). a substantially vertical gas flow (40) can be established within 

the filtered gas flow space (20) adjoining the first perforated plenum panel (24). Alternately, by 

substantially eliminating the filtered gas fl.ow to the surface area of the first perforated plenum 

25 panel (24) adjoined to the first plenum space (25) with the filtered gas flow interference assembly 

(36) and opening the closure (35) to the second plenum space (28) a substantially horizontal flow 

(39) can be established in the filtered gas flow space (20). Or alternately, by substantially 

eliminating the filtered gas fl.ow to the first plenum space (25) and eliminating :filtered gas flow 

to the second plenum space (28) the filtered gas flow within the filtered gas flow space (20) can 

30 be substantially eliminated. Again, by opening the closure (35) between the first plenum space 

(25) and the second plenum space (28), and opening the filtered gas flow interference assembly 

16 
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(36) responsive to the :filtered gas flow to the surface of the perforated plenuni panel adjoined to 

the first plenum space (25}, a vertical gas flow ( 40} and _a horizontal gas flow (39) can be 

established during the same period witrun a single :filtered gas flow space (20). By adjusting the 

gas flow interference panel (36} the :filtered gas flow at the surface of the first perforated plei;ium 

s panel (24) adjoined to the filtered gas flow space (20} can be between zero feet per minut~ to 
... : ....... 

about thirty feet per minute with respect to the embodiment of the invention shown in figures 1 

to 4. By adjusting the closure (35) between the first plenum space (25) and the second plenum 
space (28) the filtered gas flow at the surface of the second perforated plenum Pati.el, (28) 

adjoined to the filtered gas flow space can be between zero feet per minute to about 45 per 

10 minute. Figures 9 to 16 are gas flow diagrams (vector diagrams) showing the direction and the 

velocity of the gas flow within the interior volume of the panel assembly. The vector diagrams 

show the direction and velocity of the filtered gas flow both in the plenum space and in the 

filtered gas flow space. Upon enlargement, the colored velocity indicia become a pattern of 

arrows indicating the direction and velocity of filtered gas flow. 

15 As shown by figure 9, filtered gas flow can be substantially verticle within the filtered 

gas flow space. Or as shown by figures 10 and 11, filtered gas flow can be substantially 

horizontal. Figure 10 shows that the front access opening can be about 30 inches· without 

substantially changing the vertical gas flow pattern within the :filtered gas flow space. 

As shown by figures 13 and 14, where an embodiment of the invention includ~s the 

20 above-mentioned elements a filtered gas flow can be established having a velocity gradient 

within the vertical flow path (22) and the horizontal flow path (21) that can have substantial 

symmetry about a plane that projects from the vertex (41) where the first perforated plenum panel 

(24) and the second perforated plenum panel (27) join, and bisects the open area (31) of the front 

panel access element (32) having a width substantially that of the panel assembly (or :filtered gas 

2S flow space) (20} and a height of between about eight inches to about 13 inches, or about 30 

inches, positioned substantially at the bottom of the front panel (3) as shown in figures 13 and 

14. When operated in this configuration the filtered gas flow space (20} has an area of lowest 

velocity (42) most distal from the open area (31) of the front access element (32) as shown in 

figures 13and14. This area oflowest velocity (42} most distal from the open area of the front 

30 panel access element can have a minimum volume. By adjusting the filtered gas flow to the gas 

flow space such minimum volume can have a cross sectional area as small as a few inches 
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(between two to five in some embodiments of the invention). 

As shown in figure 8, the invention can also include a. utilities attachment panel (43) for 

the attachment of the appropriate utilities (i.e. power, vacuum, compressed gas, process gases, 

or the like). Figure 7 also shows the instrument panel (44) electrical wiring configurati<!D for 

s an embodiment of the invention. 

As can be easily understood, the basic concepts of the present invention may be ~ed 

in a variety of ways. It involves both techniques for creating and using pressure differential 

distnoution enclosures including adjustable clean air flow enclosures. In this application, the 

techniques for creating and using pressure differential distribution enclosures are disclosed as 

10 part of the results shown to be achieved by the various devices described and as steps which are 

inherent to utilization. They are simply the natural result of utilizing the devices as intended and 

described. In addition, while some devices are disclosed, it would be understood that these not 

only accomplish certain methods but also can be varied in a number of ways. Importantly, as to 

all of the foregoing, all of these facets should be understood to be encompassed by ,this 

15 disclosure. 

The discussion included in this application for patent is intended to serve as a basic 

description. The reader should be aware that the specific discussion may not explicitly .describe 

all embodiments possible; many alternatives are implicit. It also may not fully explain the 

generic nature of the invention and may not explicitly show how each feature or element can 

20 actually be representative of a broader :function or of a great variety of alternative or equivalent 

elements. Again, these are implicitly included in this disclosure. Where the invention is 

described in device-oriented terminology, each element of the device implicitly performs a 
function. Apparatus claims may not only be included for the device described, but also method 

or process claims may be included to address the functions the invention and each element 

25 performs. Neither the description nor the terminology is intended to limit the scope of the claims 

which will be included in a full patent application. 

It should be understood that a variety of changes may be made without departing from 

the essence of the invention. Such changes are also implicitly included in the description. They 

still fall within the scope of this invention. A broad disclosure encompassing both the explicit 

30 embodiment(s) shown, the great variety of implicit alternative embodiments, and the broad 

methods or processes and the like are encompassed by this disclosure. 
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In addition, each of the various elements of the invention and claims may also be 

achieved in a variety of manners. This disclosure should b~ understood to encompass each such 

variation, be it a variation of an embodiment of any apparatus embodiment, a method or process 

embodiment, or even merely a variation of any element of these. Particularly, it should be 

s understood that as the disclosure relates to elements of the invention, the words for each element . 

may be expressed by equivalent apparatus terms or method terms--even if only the function or 

result is the same. Such equivalent, broader, or even more generic terms shouJd be considered 

to be encompassed in the description of each element or action. Such terms can be substituted 

where desired to make explicit the implicitly broad coverage to which this invention is entitled. · · 

10 As but one example, it should be understood that all action may be expressed as a means .for 

taking that action or as an element which causes that action. Similarly, each physical element 

disclosed should be understood to encompass a disclosure of the action which that physical 

element facilitates. Regarding this last aspect, the disclosure of an "adjustable clean gas material 

handling environment'' should be understood to encompass disclosure of the act of"adjusting 

IS a clean gas material handling environment"-whether explicitly discussed or not-and, 

conversely, were there only disclosure of the act of "adjusting a clean gas hand1ing 

environment", such a disclosure should be understood to encompass disclosure of an "adjustable 

clean gas material handling environment" or even a means for "adjusting a clean gas handling 

environment''. Such changes and alternative terms are to be understood to be explicitly included 

20 in the description. In addition, it should be understood that the various combinations and 

permutations of each of the elements disclosed may be also utilized in making or amending any 

claims. 

Any acts of law, statutes, regulations, or rules mentioned in this application for patent; 

or patents, publications, or other references mentioned in this application for patent; or other 

25 information statement filed with the application are hereby incorporated by reference; however, 

to the extent that such information or statements incorporated by reference might be considered 

inconsistent with the patenting of this/these invention(s) such statements are expressly not to be 

considered as made by the applicant(s). 
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VI. CLAIMS 

1. 

2. 

3. 

We claim: 

A pressure differential distribution enclosure, comprising: .. . .. 

a. a panel assembly of substantially polygonal geometry having at least ~-.top _l>anel, 

a front panel, a rear panel, and a pair of side panels which define an interior 

volume from an exterior volume; 

b. a filtered gas delivery assembly comprising: 

i. a gas flow generator, wherein said gas flow generator establishes a g~ 

:flow from said exterior volume to said interior volume; 

ii. a gas filter responsive to said gas flow from said exterior volume to said 

interior volume; 

c. a first plenum fluidicly coupled to said filter~ gas delivery assembly, wh~ein 

said first plenum has a first perforated plenum panel adjoined to a first plenum 

d. 

space and a vertical :flow path within said interior volume; 

a .second plenum fluidicly coupled to said first plenum, wherein said; second 

plenum has a second perforated plenum panel adjoined to_~ second p~~~ !IPace 

and a horizontal :flow path '\\fithin said interior volume; 

e. a closure between said first plenum space and said second plenum space; ~d 

f. at least one access element coupled to said panel assembly. 

A pressure differential distribution enclosure as described in claim 1, wherein said first 

plenum space further comprises a static regain configuration to deliver filtered gas to 

substantially the entire surface area of said first perforated plenum panel adjoined to said 

first plenum space. 

A pressure differential distribution enclosure as described in claim 2, wherein said 

filtered gas has an essentially uniform velocity over substantially the entire perforated 

surface area of said first perforated plenum panel adjoined to said vertical flow path. 

20 
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4. A pressure differential distribution enclosure as described in claim 3, wherein said first 

plenwn space has a height of between about six inc~s to about 24 inches between said 

filtered gas delivery assembly and said first perforated plenum panel. 

5. A pressure differential distribution enclosure as described in claim 4,wherein said first 

perforated plenum panel has between a~ut ten percent to about thirteen percent surfB:Ce 

area perforated. 

6. A pressure differential distn"bution en.closure as described in claim 5, wherein said second 

perforated plenum panel has a perforated surface area adjoined to substantially the entire 

height and substantially the entire width of said horizontal flow path. 

7. A pressure differential distnoution enclosure as described in claim 6, wherein said second 

perforated plenum panel converts vertical filtered gas flow within said second plenum 

space to substantially horizontal filtered gas flow at said surface area adjoined to 

substantially the entire height and substantially the entire width of said horizontal flow 

path. 

8. A pressure differential distn"bution enclosure as descn"bed in claim 7, wherein said second 

plenum space further comprises a static regain configuration to deliver filtered gas to 

substantially the entire surface area of said second perforated plenum panel adjoined to 

said second plenum space. 

9. A pressure differential distribution enclosure as described in claim 8, wherein said static 

regain configuration delivers said substantially horizontal filtered gas flow at said surface 

area which adjoins substantially the entire height and substantially the en.tire width of said 

horizontal flow path at an essentially uniform velocity. 

10. A pressure differential distribution enclosure as described in claim 9, wherein said static 

regain configuration has a cross section which defines a right triangle having a base 

21 
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proximal to said gas flow generator, and wherein a vertex opposite said base has an angle 

between about ten degrees to about thirteen degrees, and wherein said vertex opposite 

said base is tnmcated, and wherein the hypotenuse adjoins said second perforated plenum 

panel. 

s 11. A pressure differential distribution enclosure as described in claim 10, wherein said 

second perforated plenum panel has between about ten percent to about thirteen percent 

surface area perforated. 

12. A pressure differential distribution enclosure as described in claim 11, furthCJ.'.' 

comprising a bottom panel responsive to said horizontal flow path and said vertical flow 

10 path within said interior volume, wherein said bottom panel has between about zero 

percent to about sixty percent perforated surface area. 

15 

20 

13. A pressure differential distribution enclosure as described in claim 12, wherein said 

bottom panel bas between about zero percerit to about twenty percent perforated surface 

14. 

15. 

area. 

A pressure differential distribution enclosure as described in claim 13, whereili said at 

least one access element coupled to said panel assembly comprises a front panel access 

element having an open area with a width of said horizontal flow path and a height 

between about eight inches to about thirteen inches positioned at substantially the bottom 

of said front panel. 

A pressure differential distribution enclosure as described in claim 14, wherein said 

filtered gas flow at said open area of said front panel access element has a velocity of 

between about 75 feet per minute to about 130 feet per minute. 

16. A pressure differential dis1n'bution enclosure as descn'bed in claim 11, wherein said front 

panel access element having an open area with a width of said horizontal flow path has 

25 a height of about thirty inches. 
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17. 

18. 

19. 

20. 

21. 

22. 

A pressure differential distribution enclosure as described in claim. 16, wherein said 

filtered gas flow at said open area of said front pan~l access element has a velocity of 

between about 50 feet per minute to about 70 feet per minute. 

A pressure differential distribution enclosure as described in claim 17, further 

comprising an adjustable gas flow interference assembly responsive t~ said fil'.st 

perforated plenum panel which comprises: 

i. 

ii. 

a first filtered gas flow interference panel having a perforated surface; 

as~ filtered gas flow interference panel having a perforated surface, wherein 

said first gas flow interference panel and said second gas flow interference panel .. 
are slidably responsive to vary the amount of said filtered gas flow to said vertical 

flow path with.in said interior volume. 

A pressure differential distribution enclosure as described in claim 18, wherein said 

adjustable gas flow interference assembly varies said filtered gas flow to said vertical 

flow path within said interior volume between substantially zero feet per minute to about 

thirty feet per minute. 

A pressure differential distribution enclosure as described in claim 19, wherein said 

adjustable closure regulates said filtered gas flow to said horizontal gas flow path to a 

velocity of between substantially zero to about thirty feet per minute. 

A pressure differential distribution enclosure as described in claim 20, wherein said 

adjustable gas flow interference assembly and said adjustable closure are adjusted to 

establish a vertical filtered gas flow within said interior volume and substantially 

eliminate a horizonal filtered gas flow within said interior volume. 

A pressure differential distribution enclosure as descnbed in claim 21, wherein said 

adjustable gas flow interference assembly and said adjustable closure are adjusted to 

establish said horizontal filtered gas flow within said interior volume and substantially 

eliminate said vertical filtered gas flow within said interior volume. 

23 
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23. A pressure differential distribution enclosure as described in claim 22, wherein said 

adjustable gas flow intecference assembly and said adjustable closure are adjusted to 

establish said horizontal filtered gas flow within said interior volume and establish said 

vertical filtered gas flow within said interior volume. 

24. A pressure differential distribution enclosure as described in claim 23, . wherein said 

filtered gas fl.ow has a velocity gradient within said vertical flow path and ~d horizontal 

flow path with substantial symmetry about a plane, wherein said plan~ proj~ts from a 

vertex where said first perforated plenum panel and said second perforated p~um panel 

join and bisects said open area of said front panel access element having a width of said 
- -

horizontal flow path and a height between about eight inches to about thirteen inches 

positioned at substantially the bottom of said front panel. 

25. A pressure differential distribution enclosure as described in claim 24, wherein said 

filtered gas flow has an area of lowest velocity within said vertical flo"V'{ path and said 

horizontal flow path most distal from open area of said front panel access element having 

15 a width of said horizontal flow path and a height between about eight inch.es to about 

20 

25 

thirteen inches positioned at substantially the bottom of said front panel. 

26. A pressure differential distnl>Ution enclosure as described in claim 25, wherein said area 

of lowest velocity within said vertical flow path and said horizontal flow path most distal 

from open area of said front panel access element has a minimal volume. 

27. A pressure differential distribution enclosure as described in claim 26, wherein said at 

least one access element coupled to said panel assembly comprises a rear panel access 

element. 

28. A pressure differential distribution enclosure as described in claim 27, wherein said at 

least one access element coupled to said panel assembly comprises a side panel access 

element. ·------ .. ···-·--
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29. A pressure differential distribution enclosure as described in claim 28, wherein said 

filtered gas delivery assembly comprises at least ol).e MAC-10 ENVIR.CO having a 

filtered gas flow rate of about 90 feet per minute. 

30. A pressure differential distribution enclosure as descn'bed in claim 29, wherein said filter 

s responsive to said gas flow :from said exterior volume to _said interior yolum.e compnses 

a HEPA filter. 

31. A pressure differential distribution enclosure as described in claim 30, wherein said filter 

responsive to said gas flow from said exterior volume to said interior volume comprises 

an ULPA filter. 

10 32. A method of distributing a pressure differential within an enclosure comprising the steps 

of: 

a. providing a panel assembly of substantially polygonal geometry having at least 

a top panel, a front panel, a rear panel, and a pair of side panels which define and 

interior volume from an exterior volume; 

IS b. coupling a filtered gas delivery assembly; 

c. configuring a first plenum having a first perforated plenum panel adjoining a first 

plenum space and a vertical flow path within said interior volume; 

d. configuring a second plenum fluidicly coupled to said first plenum, wherein said 

second plenum has a second perforated plenum panel adjoining a second plen~ 

20 space and a horizontal flow path within said interior volume; 

e. providing a closure between said first plenum space and said second plenwn 

space; and 

f. joining at least one access element to said panel assembly. 

25 33. A method of distributing a pressme differential within an enclosure comprising the steps 

of: 

a. generating a gas flow from an exterior volume to an interior volume defined by 

25 
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a panel assembly of substantially polygonal geometry having at least a top panel, 

a rear panel, a front panel and a pair of side panels; 

filtering said gas flow; 

distributing a filtered gas flow to a first plenum having a first perforated plenum 

panel, wherein said first perforated plenum panel adjoins a first plenum_space and 

a vertical flow path within said interior volume; 

delivering said filtered gas flow from said first plenum space to said vertical flow 

path within said interior volume; 

distn"buting said filtered gas flow to a second plenum having a second perforated 

plenum panel, wherein said second plenum and said first plenum are fluidic~y 

coupled, and wherein said second perforated plenum panel adjoins a second 

plenum space and a horizontal flow path within said interior volume; 

g. delivering said filtered gas flow from said second plenum space to a horizontal 

h. 

flow path within said interior volume; and 

establishing a :filtered gas flow to at least one access element having an open area 

fluidicly coupled to said exterior volume. 

34. A method of distn'buting a pressure differential within an enclosure as descril?..¢ .in claim 

33, further comprising the step of distributing said filtered gas flow to the entire surface 

area of said first perforated plenum panel adjoining said first plenum space. 

20 35. A method of distn"buting a pressure differential within an enclosure as described in claim 

34, further comprising the step of delivering said filtered gas flow at an essentially 

uniform velocity from the entire perforated surface area of said first perforated plenum 

panel adjoining said vertical flow path. 

36. A method of distributing a pressure differential within an enclosure as described in claim 

25 35, further comprising the step of distributing said filtered gas flow to the entire surface 

area of said second perforated plenum panel adjoining said second plenum space. 

37. A method of distributing a pressme differential within an enclosure as described in claim 

26 
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36, further comprising the step of converting vertical filtered gas flow within said second 

plenum space to substantially horizontal filtered gas .flow at the perforated surface area 

of said second plenum panel adjoining said horizontal flow path. 

38. A method of distributing a pressme differential within an enclosure as descn"be~ in claim 

s 3 7, further comprising the step of delivering said filtered gas flow at essentially uniform 

velocity from the entire perforated surface area of said second perforated plenum panel 

adjoining said horizontal flow path. 

39. A method of distributing a pressure differential within an enclosure as described inc~ 

38, further comprising the step of adjoining the entire height and width of said horizontal 

10 flow path with said surface area of said second perforated plenum panel. 

15 

20 

40. A method of distributing a pressure differential within an enclosure as described in claim 

39, wherein said step of establishing a filtered gas flow to at least one access element 

having an open area fluidicly coupled to said exterior volume comprises establishing a 

velocity of between 75 feet per minute to about 130 feet per minute at said open area 

fluidicly coupled to said exterior volume, wherein said open area comprises an area 

substantially the width of said horizontal flow path and has a height of between about 8 

to about 12 inches positioned at substantially the bottom of a front . 

41. A method of distributing a pressure differential within an enclosure as described in claim 

40, wherein said step of establishing a filtered gas flow to at least one access element 

having an open area fluidicly coupled to said exterior volume comprises establishing a 

velocity ofbetween about 50 feet per minute to about 70 feet per minute at said open area 

fluidicly coupled to said exterior volume, wherein said open area comprises an area 

substantially the width of said horizontal flow path and has a height ofbetween about 30 

inches. 

25 42. A method of distributing a pressure differential within an enclosure as described in claim 

41, further comprising the step of adjusting the amount of said filtered gas flow to said 
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second plenum. 

43. A method of distributing a pressure differential within an enclosure as descn"bed in claim 

42, wherein said step of adjusting the amount of said filtered gas flow to said second 

plenum comprises establishing a substantially vertical filtered gas flow within said 

vertical flow path and substantially eliminating a horiz.ontal filtered gas flow within said 

horizontal flow path. 

44. A method of distnbuting a pressure differential within an enclosure as descnbed in claim 

43, further comprising the step of ad)usting amount of said filtered gas flow from sai~ 

first plenum to said vertical flow path. 

10 45. A method of distributing a pressure differential within an enclosure as described in claim 

44, wherein said step of adjusting amount of said filtered gas flow from said fust pl~um 

to said vertical flow path comprises establishing a substantially horizontal filtered gas 

flow within said horizontal flow path and substantially eliminating a vertical filtered gas 

.flow within said vertical flow path. 

· .. ' .. , .. -~ 
15 46. A method of distributing a pressure differential within an enclosure as ~R~ in clafui 

45, wherein said step of adjusting amount of said filtered gas flow from said first plenum 

to said vertical flow path comprises: 

20 

25 

i. sliding a first perforated panel over a second perforated panel, wherein said ~t 

perforated panel and said second perforated panel are responsive to said gas flow 

from said plenum space to said vertical flow path; 

ii. juxtaposing a portion of the perforated surface area of said first perforated panel 

with the perforated surface area of said second perforated panel; 

iii. adjusting the amount of juxtaposed perforated surface area ; and 

iv. varying the rate of said .filtered gas flow from said plenum space to said vertical 

flow path. 

47. A method of distnbuting a pressure differential within an enclosure as descnbed in claim 
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46, further comprising the step of establishing a velocity gradient within said vertical 

flow path and said horizontal flow path which has ~bstantial uniform symmetry about 

a plane which projects from the vertex at which said first perforated plenum panel and 

said second plenum panel join and which bisects the area of said open area of said access 

element having a width of said horizontal flow path and a height between about eight 

inches to about thirteen inches positioned at substantially the bottom of said front panel. 

48. A method of distributing a pressure differential within an enclosure as described in claim 

47, further ~mprising the step of establishing an area of filtered gas flow within said 

vertical flow path and said horizontal flow path having the lowest velocity at the vertex 

10 where said first perforated plenum panel and said second perforated plenum panel join. 

49. A method of distributing a pressure differential within an enclosure as described in claim 

48, wherein said step of filtering said gas flow further comprises removing substantially 

all particles from said gas flow having a size greater than about 0.3 microns. 

50. A method of distributing a pressure differential within an enclosure as descnl>ed in claim 

15 49, wherein said step of filtering said gas flow further comprises removing particles from 

said gas flow having a size greater than about 0.12 microns. 

20 

25 

51. A method of distributing a pressure differential within an enclosure as descn'bed in claim 

SO, further comprising the step of maintaining a gas flow within said horizontal flow path 

essentially free of all particles having a size greater than about 0.3 microns during a 

period of time an object traverses the plane between said interior volume and said 

exterior volume through said open area of said access element. 

S2. A pressure differential distribution enclosure, comprising: 

a. a frame assembly of substantially polygonal geometiy having at least a top panel, 

a front panel, a rear panel, and a pair of side panels which define an interior 

volume and an exterior volume; 

b. a filtered gas delivery assembly comprising: 
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a gas flow generator, wherein said gas flow generator establishes a gas 

flow from said exterior volume to said interior volume; 

a gas filter responsive to said gas flow from said exterior volume to said 

interior volume; and 

a plenum having a perforated plenum panel adjoined to a plenum space and to a 

filtered gas flow path within said interior volume, wherein said plenum space h8s 

a static regain configuration to deliver filtered gas having substantially unifomi 

velocity to the entire surface area of said perforated plenum panel adjoined to .. said 

filtered gas flow path. 

10 53. A pressure differential distribution enclosure as described in claim 52, wherein said 

perforated plenum panel has a perforated surface area adjoined to substantially the entire 

height and substantially the entire width of said filtered gas flow path. 

15 

S4. A pressure differential distribution enclosure as described in claim 53, wherein .said 

plenum having a perforated plenum panel converts said filtered gas flow from a fust 

direction of flow within said plenum space to a second direction of flow at the surface 

area of said perforated plenum panel adjoined to said filtered gas flow path,. f'i~;; . 

SS. A pressure differential ~stribution enclosure as described in claim 54, wherein said 

plenum having a perforated plenum panel adjoins a vertical filtered gas flow path., · 

S6. A pressure differential distribution enclosure as described in claim SS, wherein said 

20 perforated plenum panel adjoined to said.vertical filtered gas flow path has between 

about ten percent perforated area to about thirteen percent perforated area. 

51. A pressure differential distribution enclosure as described in claim S4, wherein said 

plenum having a perforated plenum panel adjoins to a horizontal filtered gas flow path. 

58. A pressure differential distribution enclosure as described in claim 57, wherein said 

25 perforated plenum panel adjoined to said horizontal :filtered gas flow path has between 
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about ten percent perforated area to about thirteen percent perforated area. 

59. A pressure differential distribution enclosure as described in claim 54, wherein ~d 

plenum comprises: 

a. a first plenum fluidicly coupled to said filtered gas delivery assenib~y, wherein 

said first plenum has a first perforated plenum panel adjoined to a first plenum 

space and a vertical flow path within said interior volume; 

d. 

e. 

a second plenum fluidicly coupled to said first plenum, wherein said second 

plenum has a second perforated plenum panel adjoined to a second plenum space 

and a horizontal flow path within said interior volume; 

a closure between said first plenum space and said second plenum space 

60. A pressure differential distribution enclosure as described in claims.SS, 56, 51, 58, or 59 

further comprising at least one gas flow interference assembly comprising: 

i. a bottom filtered gas flow interference panel having a perforated surface; 

n. a top filtered gas flow interference panel having a perforated surface, and 

wherein said bottom gas flow intederence panel and said top gas flow interference panel 

are slidely responsive to adjust said gas flow to said filtered gas flow path. 

61. A pressure differential distribution enclosure as described in 60, wherein said adjustable 

gas flow interference assembly varies said filtered gas flow to said vertical flow path 

within said interior volume between substantially zero feet per minute to about thirty f~ 

20 per minute. 

62. A pressure differential distribution enclosme as described in 59, wherein said adjustable 

closure regulates said filtered gas flow to said horizontal gas flow path to a velocity of 

between substantially zero to about thirty feet per minute. 

63. A pressure differential distribution enclosure as described in 62, wherein said adjustable 

25 gas flow interference assembly and said adjustable closure are adjusted to establish a 

vertical filtered gas flow within said interior volume and substantially eliminate a 
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horizonal filtered gas flow within said interior volume. 

64. A pressure differential distribution enclosure as described in 63, wherein said adjustable 

gas flow interference assembly and said adjustable closure are adjusted to establish said 

horizontal filtered gas flow within said interior volume and substantially eliminate said 

s vertical filtered gas flow within said interior volume. 

65. A pressure differential distn"bution enclosure as described in 64, whei:ein said adjustable 

gas flow interference assembly and said adjustable closure are adjusted to establish said 

horizontal filtered gas flow within said interior volume and establish said vertical filter~ 

gas flow within said interior volume. 

10 66. A pressure differential distribution enclosure as described in 60, wherein said filtered gas 

flow has a velocity gradient within said vertical flow path and said horizontal flow path 

with substantial symmetty about a plane, wherein said plane projects from a vertex where 

said first perforated plenum panel and said second perforated plenum panel join and 

bisects said open area of said front panel access element having a width of said horimntal 

IS flow path and a height between about eight inches to about thirteen inches positioned at .... ~ 

substantially the bottom of said front panel. 

67. A pressure differential distnbution enclosure as described in 60, wherein said filtered gas 

flow bas an area of lowest velocity within said vertical flow path and said horizontal flo~ 

path most distal from open area of said front panel access element having a width of said 

20 horizontal flow path and a height between about eight inches to about thirteen inches 

positioned at substantially the bottom of said front panel. 

68. A pressure differential distribution enclosure as described in 67, wherein said area of 

lowest velocity within said vertical flow path and said horizontal flow path most distal 

from open area of said front panel access element has a minimal volume. 

2S 69. A pressure differential distribution enclosure as described in claim 65, further 
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comprising at least one rear access element coupled to said frame assembly. 

70. A pressure differential distribution enclosure as described in claim 69, wherein said at 

least one access element has a position at the bottom of said front panel, wherein said 

access opening has width of substantially said frame assembly and a height of about eight 

s to about thirteen inches. 

71. A pressure differential distribution enclosure as described in claim 70, wherein said 

filtered gas has a velocity at said access opening of between about 75 feet per minute to 

about 130 feet per minute. 

72. A pressure differential distribution enclosure as described in claim 69, wherein said at 

10 least one access element has a position at the bottom of said front panel, wherein said 

access opening has width of substantially said frame ~sembly and a height of about 30 

inches. 

73. A pressure differential distribution enclosure as described in claim 72, wherein said 

filtered gas flow has a· velocity at s&id aceess~opemng of between about so feet per 

15 minute to about 70 feet per minute. 

7 4. A pressure differential distribution enclosure as described in claim 65, wherein said :frame 

assembly further comprises a bottom panel responsive to said filtered gas flow path. . 

75. A pressure differential distribution enclosure as described in claim 74, wherein said 

bottom panel has a perforated surface area of about 20 percent. 

"20 76. A pressure differential distribution enclosure as described in claim 75, further comprising 

at least one side access panel. 

77. A method of distributing a pressure differential within an enclosure, comprising the steps 

of: 
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a. generating a gas flow from an exterior volume to an interior volume defined by 

a frame assembly of substantially polygonal geometry having at least a top panel, 

a rear panel , and a pair of side panels; 

b. filtering said gas flow; 

c. distributing a filtered gas flow to a plenum having a perforated plenum panel 

adjoining a plenum space and a gas flow space; 

e. delivering said :filtered gas flow from said plenum space to the entire surface area 

of said perforated plenum panel adjoining said gas flow sp~e at essentially 

wriform velocity. 

1 o 78. A method of distnbuting a pressure differential within an enclosure as descnbed in claim 

77, wherein said step of delivering said filtered gas flow from said plenum space to the 

entire surface area of said perforated plenum panel adjoining said gas fl.ow space at 

essentially uniform velocity comprises establishing a substantially . vertical lamjnar 

filtered gas flow within said gas flow space. 

ts 79. A method of distributing a pressure differential within an enclosure as descnbed in claim 

77, wherein said step of delivering said :filtered gas flow from said plen~ ~~e to the 

entire surface area of said perforated plenum panel adjoining said filtered gas .flow path 

at essentially uniform velocity comprises establishing a substantially horizontal laminar 

filtered gas flow within said gas flow space. 

20 80. 

25 81. 

A method of distributing a pressure differential within an enclosure as described in claims 

78 or 79, wherein said step of delivering said filtered gas flow from said plenum space 

to the entire surface area of said perforated plenum panel adjoining said gas flow space 

at essentially uniform velocity comprises adjoining said perforated plenum panel to 

substantially the entire height and substantially the entire width of said gas flow space. 

A method of distributing a pressure differential within an enclosure as described in claim 

80, further comprising the step of adjusting said filtered gas flow from said plenum to 

said gas flow space comprises: 
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i. sliding a first perforated panel over a second perforated panel, wherein said first 

perforated panel and said second perforated pQnel are responsive to said filtered 

gas flow from said plenum space to said gas flow space; 

ii. 

iii. 

iv. 

juxtaposing a portion of the perforated surface area of said first perforated panel 

with the perforated surface area of said second perforated panel; 

adjusting the amount of juxtaposed perforated surface area ; and 

varying the rate of said filtered gas flow from said plenum space to said gas flow 

space. 

82. A method of distn'buting a pressure differential within an enclosure as descn'bed in claim 

10 81, wherein said step of distributing a filtered gas flow to a plenum having a perforated 

plenum panel adjoining a plenum space and a gas flow space comprises: 

15 

a. distributing said filtered gas flow to a first plenum space having ·a first perforated 

plenum panel adjoining said gas flow space, :wherein said first plenum space 

establishes said vertical filtered gas flow within said gas flow space; and 

b. distributing said filtered gas flow to a second plenum space having a second 

perforated plenum panel adjoining said gas flow space, wherein said second 

plenum space and said first plenum space are·fluidicly coupled, and wherein said 

second plenum space establishes said horizontal filtered gas flow within said gas 

flow space. 

20 83. A method of distributing a pressure differential within an enclosure as described in clain:t 

82, further comprising the step of regulating said filtered gas flow from said first plenum 

space to said second plenum space. 

84. A method of distributing a pressure differential within an enclosure as described in claim 

83, further comprising the step of establishing a filtered gas flow to at least one access 

25 element having an open area fluidicly coupled to said exterior volume. 

85. A method of distributing a pressure differential within an enclosure as described in claim 

84, further comprising the step of establishing a velocity gradient within said gas flow 
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space which has substantial unifonn symmetry about a plane which projects from a 

vertex at which said :first perforated plenum panel and said second plenum panel join and 

which bisects the area of said open area of said access element, wherein said open area 

of said access element has a width of said horizontal flow path and a height between 

s about eight inches to about thirteen inches positioned at substantially the bottom of said 

front panel. 

10 

JS 

20 

25 

86. A method of distn"buting a pressure differential within an enclosure as described in claim 

85, further comprising the step of establishing an area of filtered gas flow within.said 

vertical flow path and said horizontal flow path having the lowest velocity at the vertex. 

where said first perforated plenum panel and said second perforated plenum panel join. 

87. A pressure differential distribution enclosure, comprising: 

a. a :frame assembly, wherein said frame assembly defines an interior volume and 

an exterior volume; 

b. a filtered gas delivery assembly comprising: 

c. 

i. a gas flow generator, wherein said gas flow generator establishes a gas 

flow from said exterior volume to said interior volume; 

ii. a gas filter responsive to said gas flow ftom said exteri~r volume to said 

interior volume; 

a plenum having a perforated plenum panel, wherein said plenum is configured 

to deliver a filtered gas flow within said interior volume from a plenum space to. 

a gas flow space; and 

d. an filtered gas flow interference assembly responsive to at least a portion of said 

filtered gas flow ftom said plenum space to said gas flow space which comprises: 

i. a bottom gas flow interference panel having a perforated. surface; 

ii. a top gas flow interference panel having a perforat~d surface; and 

wherein said bottom gas flow interference panel and said top gas flow interference panel 

are slidably responsive to adjust said gas flow to said gas flow space. 

e. a front panel access element having an open area which fluidically couples said 

:filtered gas flow within said gas flow space to said exterior volume. 
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88. A pressure differential distribution enclosure as described in claim 87, wherein said 

plenum establishes a vertical filtered gas flow within said gas fl.ow space. 

89. A pressure differential distribution enclosure as described in claim 87, wherein said 

plenum estabJishes a horizontal filtered gas flow within said gas flow space. 

s 90. A pressure differential distribution enclosure as descnoed in claim 87, wherein said 

plenum bas a first plenum space which establishes a vertical filtered gas flow within said 

gas flow space and a second plenum space which establishes a horizontal filtered gas 

flow within said gas flow space, wherein said filtered gas flow interference assembly i~ 

responsive to said vertical filtered gas flow. 

10 91. A pressure differential distribution enclosure as described in claim 87, wherein said 

plenum has a first plenum space which establishes a vertical filtered~ flow within said 

gas flow space and a second plenum space which establishes a horimntal filtered gas 

flow within said gas flow space, wherein said filtered gas flow interference assembly is 

responsive to said horizontal :filtered gas flow. 

1s 92. A pressure differential distribution ·enclosure as· described in claim 87, wherein said 

plenum bas a first plenum space which establishes a vertical filtered gas flow within said 

gas fl.ow space and a second plenum space which establishes a horizontal filtered gas 

flow within said gas flow space, wherein said filtered gas flow interference assembly i~ 

responsive to said horizontaJ filtered gas flow and said vertical filtered gas flow. 

20 93. A pressure differential distribution enclosure as described in claims 90, 91, or 92, further 

comprising an adjustable closure between said first plenum space and said second plenum 

space. 

25 

94. A pressure differential distribution enclosure as described in claim 93, wherein said first 

plenum which establishes a vertical filtered gas flow within said gas flow space has a 

configuration to distnoute said filtered gas flow to the entire surface area of said first 
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perforated plenum panel adjoined to said first plenum space. 

95. A pressure differential distribution enclosure as described in claim 94, wherein said 

second plenum which establishes a horizontal filtered gas flow within s~d gas flow sp~~ 

has a configuration to distribute said filtered gas flow to the entire surface area of said 

5 second perforated plenum panel adjoined to said second plenum space. 

96. A pressure differential distribution enclosure as des~ribed in. claim 95, '!Vherein said 

filtered gas flow distributed to said entire surface area of said first }>erforated plenum 

panel has essentially uniform velocity at the entire surface area of said first perforated 

plenum panel adjoined to said gas flow space. 

10 97. A pressure differential distribution enclosure as described in claim 96, wherein said 

filtered gas flow distributed to said entire surface. m.-ea ~f said second perforated plenum 

panel has essentially uniform velocity at the entire surface area of said second perforated 

plenum panel adjoined to said gas flow space. 

98. A pressure differential distribution enclosure as described in claim 97, wherein said 

15 second perforated plenum panel has a surface area which adjoins the entire _height and 

width of said gas flow space. 

99. A pressure differential distribution enclosure as described in claim 98, wherein said 

configuration to distribute said filtered gas flow to the entire surface area of said 

perforated plenum panel converts said filtered gas flow form first direction of flow Within 

20 said plenum space to a second direction of flow at the surface are of said perforated 

plenum panel adjoined to said gas flow space. 

100. A pressure differential distribution enclosure as described in claim 99, wherein said 

filtered gas flow within said gas flow space has an area of lowest velocity at a vertex 

where said first perforated plenum panel and said second perforated plenum panel join. 

--
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101. A pressure differential distribution enclosure as described in claim 100, further 

comprising a filtered gas flow velocity gradient witJ:iin said gas :flow space which has 

substantial symmetry about a plane which projects from said vertex where said first 

perforated plenum panel and said second perforated plenum panel join and bisects said 

s open area of said :front panel access element. 

10 

15 

102. A method of distributing a pressure differential within an enclosure, comprising the steps 

of: 

a. providing a frame assembly which defines an interior volume and an. exterior 

volume; 

b. configuring a plenum having a gas distribution surface to deliver. a gas flow 

within said interior volume from a plenum space to a gas flow space; and 

c. providing an adjustable gas flow interference assembly responsive to at least a 

portion of said gas flow from said plenum space to said gas flow space, wherein 

said gas flow interference assembly comprises: 

i. a first filtered gas flow interference panel having a perforated surface; 

ii. a second filtered gas flow interference panel having a perforated surface, 

wherein said first gas :flow interference panel and said second gas flow 

interference panel are,_slidely adjustable to vary the amount of said gas 

flow to said vertical flow path within said interior volume •. 

20 103. A method of distributing a pressure differential within an enclosme, comprising the steps 

25 

of: 

a. generating a gas flow from an exterior volume to an interior volume defined by 

a frame assembly; 

b. filtering said gas flow; 

c. delivering said gas flow to a plenum having a perforated plenum panel, wherein 

said perforated plenum panel defines a plenum space and a gas flow space within 

said interior volume of said frame assembly; 

d. establishing a .filtered gas flow from said plenum space to said gas flow space; 

e. sliding a first perforated panel over a second perforated panel, wherein said first 
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perforated panel and said second perforated panel are responsive to said gas flow 

from said plenum space to said gas flow space; 

f. juxtaposing a portion of the perforated surface area of said first perforated panel 

with the perforated surface area of said second perforated panel; 

g. 

h. 

adjusting the amount of juxtaposed perforated surface area ; and 

varying the rate of said filtered gas flow from said plenum space to said gas flow 

space. 

104. A method of distributing a pressure differential within an enclosure as described in claim 

103, wherein said step of varying the rate of said filtered gas flow from said plenum space 

10 to said gas flow space comprises varying the rate of a substantially vertical laminar flow 

within said gas flow space. 

15 

105. A method of distributing a pressure differential within m;i enclosure as described in claim 

103, wherein said step of varying the rate of said filtered gas flow from said plenum space 

to said gas flow space comprises varying the rate of a substantially horizontal laminar 

flow within said gas flow space. 

106. A method of distributing a pressure differential within an enclosure as described·in claim 

103, wherein said step of varying the rate of said filtered gas flow from said plenum space 

to said gas flow space comprises eliminating said substantially horizontal laminar flow 

within said gas flow space while maintaining said substantially vertical laminar flow . 

20 within said gas flow space. 

107. A method of distributing a pressure differential within an enclosure as described in claim 

103, wherein said step of varying the rate of said :filtered gas flow from said plenum space 

to said gas flow space comprises eliminating said substantially vertical laminar flow 

within said gas flow space while maintaining said. substantially horizontal laminar flow 

25 within said gas flow space. 

108. A method of distributing a pressure differential within an enclosure as described in claim 
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103, wherein said step ofvatying the rate of said filtered gas flow from said plenum space 

to said gas flow space comprises maintaining said s1:1bstantially vertical laminar flow 

within said gas flow space while maintaining said substantially horizontal laminar flow 

within said gas flow space. 

s 109. A method of distributing a pressure differential within an enclosure as described in claim 

108, further comprising the step of establishing an area of lowest velocity within said gas 

flow space at a location most distal from a front panel access to said gas flow space. 

110. A method of distributing a pressure differential within an enclosure as descn'bed in claims 

104, 105, 106, 107, 108, or 109, further comprising the step of adjoining the entire height 

10 and width of said gas flow space to said perforated plenum panel. 

111. A method of distributing a pressure differential within an enclosure as described in claim 

110, further comprising the step of distn'buting said filtered gas flow to the entire surface 

area of said perforated plenum panel. 

112. A method of distributing a pressure differential within an enclosure as described in claim 

15 111, further comprising the step of delivering said tillered gas flow from the entire 

surface area of said perforated plenum panel a substantially unifonn velocity. 

113. A method of distributing a pressure differential within an enclosure as described in claim 

112, further comprising the step of configuring said plenum to have static regain. 

114. A method of distributing a pressure differential within an enclosure as described in claim 

20 113, further comprising the step of generating a velocity gradient within said gas flow 

space which has substantial symmetry about a plane which projects from a vertex where 

said first perforated plenum panel and said second plenum panel join and bisects the 

vertical height of said front panel access element. 

115. A pressure differential distribution enclosure, comprising: 
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a. a frame assembly, wherein said frame assembly defines an interior volume and 

an exterior volume; 

b. a filtered gas delivery assembly comprising: 

1. a gas flow generator, wherein said gas flow generator establishes a gas 

flow from said exterior volume to said interior volume; 

a gas filter respcinsive to said gas flow from said exterior volume to said .. 
11. 

interior volume; 

c. a plenum having a perforated plenum panel configured to distribute said gas flow 

to a filtered gas flow space within said interior volume, wherein said plenum 

space comprises: 

11. 

a first plenum space having a first perforated plenum panel adjoined to a 

vertical flow path within said filtered gas flow space; and 

a second plenum space having second perforated plenum panel adjoined 

to a horizontal flow path within said filtered gas flow space, wherein said 

second plenum space and said first plenum space are fluidicly coupled; 

116. A pressure differential distribution enclosure as describe~ in claim 115, further 

comprising at least one adjustable filtered gas flow interference panel which comprises: 

i. 

ii. 

a first filtered gas flow interference panel having a perforated surrace;~· 

a second filtered gas flow interference panel having a perforated surface, wherein 

said first gas flow interference panel and said second gas flow interference panel 

are slidably adjustable to vary the amount of said gas flow to said vertical flow 

path within said filtered gas flow space. 

117. A pressure differential distribution enclosure as described in claim 116, wherein said 

25 adjustable filtered gas flow interference panel has a closed position which substantially 

eliminates distn'bution of said gas flow to said vertical flow path within said filtered gas 

flow space. 

118. A pressure differential distribution enclosure as described in claim 115or116, further 

comprising a closure between said first plenum space and said second plenum space. 

42 

I lllJlll llllJJ 1111111111111111 
* C L M s * 



W000/64562 PCT/USOO/l 1736 

119. A pressure differential distribution enclosure as described in claim 118, wherein said 

closure between said first and said second plenum space has a closed position which 

substantially eliminates distribution of said filtered ga.S flow to said horizontal flow path 

within said filtered gas flow space. 

s 120. A pressure differential distribution enclosure as described in claim 119, wherein said 

second perforated plenmn panel has a surface area adjoined to the entire height and width 

of said horizontal flow path within said filtered gas flow space. 

121. A pressure differential distribution enclosure as described in claim 120, further 

comprising a static regain element to convert said filtered gas flow from said gas 

to generator having a first direction of flow to a second direction of flow at the surface area 

of said perforated plenum panel adjoining said gas flow space. 

122. A pressure differential distribution enclosure as described in claim.121, wherein said first 

plenum space distributes said filtered gas flow to the entire surface area of said first 

perforated plenum pan.el adjoined to said first plenum space.. 

15 123. A pressure differential distribution enclosure as described in claim 122, wherein said 

second plenum space distributes said :filtered gas flow to the entire surface area of said 

second perforated plenum panel adjoined to said second plenum space. 

124. A pressure differential distribution enclosure as described in claim 123, wherein said 

filtered gas flow to the entire surface of said first perforated plenum pan.el adjoined to 

20 said vertical flow path has substantially uniform velocity. 

125. A pressure differential distribution enclosure as described in claim 124, wherein said 

filtered gas flow to the entire surface of said second perforated plenum pan.el adjoined to 

said horizontal flow path has substantially unifonn velocity. 

126. A pressure differential distn'bution enclosure as described in claim 125, further 
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comprising at least one access element coupled to said frame assembly. 

127. A pressure differential distribution enclosure as described in claim 126, wherein said 

frame assembly has a front panel , and wherein said at least one· access element has a 

position at the bottom of said :front panel, and wherein said at least one access element 

s has an access opening substantially the width of said filtered gas flow space ~d 1tas ,a 

height between about eight inches to about thirteen inches. 

10 

128. A pressure differential distn"bution enclosure as descn"bed in claim 127, wherein said first 

perforated plenum panel and said second plenum panel join at a vertex. 

129. · A method of distributing a pressure differential within an enclosure as described in claim 

128, further comprising an area oflowest velocity within said filtered gas fl.ow space at 

said vertex. · 

130. A method of distributing a pressure differential within an enclosure as described in claim 

129, further comprising a filtered gas flow velocity gradient within said filtered gas flow 

space having substantial symmetry about a plane which projects from said vertex and 

IS bisects said height of said access opening. 

20 

25 

131. A method of distributing a pressure differential within an enclosure, comprising the steps 

of: 

a. providing a :frame assembly which defines an interior volume and an exterior 

volume; 

b. 

c. 

configuring a plenum having a perforated plenum panel to distribute a filtered gas 

flow within said interior volume from a first plenum space to an adjoining 

vertical flow path within a gas flow space and from a second plenum fludically 

coupled to said first plenum space to an adjoining horizontal flow path within 

said gas flo"'.' space; and 

providing a closure between said first plenum space and said second plenum 

. _space. 

44 I lllllll llllll lllll lllll II llll 
* C L M S * 



5 

10 

W000/64562 PCT/US00/11736 

132. A method of distributing a pressme differential within an enclosure, comprising the steps 

of: 

a. generating a gas flow from an exterior volume to an interior volume defined by 

a frame assembly; 

b. filtering said gas flow; 

c. delivering a filtered gas flow to a first plenum space having a first perforated 

plenum panel; 

d. establishing a vertical :filtered gas flow within said gas flow space adjoining said 

first perforated plenum panel; 

e. 

f. 

delivering said :filtered gas flow to said second plenum space having a second 

perforated plenum panel; and 

establishing a horizontal filtered gas flow within said gas flow space adjoining 

said second perforated plenum panel. 

133. A method of distributing a pressure differential within an enclosure as described in claim 

15 132, fin1her comprising the step of substantially eliminating said filtered gas flow to said 

second plenum space an~ substantially eliminating said horizontal filtered gas flow 

within said .filtered gas flow space. 

134. A method of distributing a pressure differential within an enclosure as described in claim 

20 132, .further comprising the step of substantially eliminating said filtered gas flow from 

said first plenum space to said vertical filtered gas flow within said filtered gas flow 

space. 

25 

135. A method of distributing a pressure differential within an enclosure as described in claim 

134, wherein said step of substantially eliminating said filtered gas flow from said first 

plenum space to said vertical filtered gas flow within said gas flow space comprises: 

a. sliding a first perforated panel over a second perforated panel, wherein said first 

perforated panel and said second perforated panel are responsive to said gas flow 

from said plenum space to said filtered gas flow space; and 

b. juxtaposing the perforated surface area of said first perforated panel with the non-

45 

11111111111111 11111 11111111111 
* C L M S * 



W000/64562 PCT/USODn 1736 

perforated surface area of said second perforated panel. 

136. A method of distributing a pressure differential within an enclosure as described in claim 

132, further comprising the step of varying the amount of said filtered gas flow to vertical 

flow path within said filtered gas flow space. 

s 137. A method of distributing a pressure differential within an enclosure as described in claim 

10 

136, wherein said step of varying the amount of said filtered gas flow to said vertical 

flow path within said gas flow space comprises: 

a. sliding a fust perforated panel over a second perforated panel, wherein said firs~ 

perforated panel and said second perforated panel are responSive to said gas flow 

from said plenum space to said gas flow space; 

b. juxtaposing a portion of the perforated surface area of said first perforated panel 

with the perforated surface area of said second perforated panel; and 

c. adjusting the amount of juxtaposed perforated surface area. 

138. A method of distributing a pressure differential within an enclosure as described in claims 

IS 132, 133, 134, 135, 136, or 137, further comprising the step of adjoining the entire height 

and width of said horizontal flow path to said second perforated plenum panel. 

20 

139. A method of distn'buting a pressure differential within an enclosure as described in claim 

38, further comprising the step of dis~bu~g said filtered gas flow to the entire surfac~ 

area of said first perforated plenum panel. 

140. A method of distnbuting a pressure differential within an enclosure as descn'bed in claim 

139, further comprising the step of distributing said filtered gas flow to the entire surface 

area of said second perforated plenum panel. 

141. A method of distributing a pressure differential within an enclosure as described in claim . 
25 140, further comprising the step of delivering said filtered gas flow from the entire 

surface area of said first perforated plenum panel at substantially uniform velocity. 
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142. A method of distributing a pressure differential wi~ an enclosure as described in claim 

141, further comprising the step of delivering said .filtered gas flow from the entire 

surface area of said second perforated plenum panel at substantialiy uniform velocity. 

s 143. A method of distributing a pressure differential within an enclosure as descn"bed in claim 

142, :further comprising the step of converting 

144. A method of distributing a pressure differential within mi enclosure as described in claim 
143, further comprising the step of establishing an area oflowest velocity within said gas 

flow space at a vertex where said first perforated panel and said second perforated panel 
10 join. 

145. A method of distributing a pressure differential within an enclosure as described in claim 

144, further comprising the step of joining said first perforated panel and said second 

perforated panel at a location most distal from a front access element of said gas flow 

space. 

15 146. A method of distributing a pressure differential within an enclosure as descn"bed in claim 

145, further comprising the step of generating a velocity gradient within said gas flow 

space which has substantial symmetry about a plane which bisects said area of lowest 

velocity within said gas flow space and bisects a vertical height of said front panel ~ss 

element. 

20 147. A pressure differential distribution enclosure, comprising: 

25 

a. a panel assembly of substantially polygonal geometry having at least a top panel, 

a front panel, a rear panel, and a pair of side panels which define an interior 

volume from an exterior volume; 

b. a gas flow generator, wherein said gas flow generator establishes a gas flow from 

said exterior volume to said interior volume; 

c. a plenum having a perforated plenum. panel adjoined to a plenum space and a gas 
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flow space within said interior volume, wherein said perforated plenum panel 

redirects said gas flow established by said gas flow generator having a first 

direction of movement to a gas flow having a second direction of movement at 

said perforated plenum panel surface adjoined to said gas flow space, and wherein 

said gas flow having said second direction of movement at said perforated 

plenum panel surface adjoined to said gas flow space has a substantially uniform 
. . ~-. 

velocity. 

148. A pressure differential distribution enclosure as described in claim 147, wherein said gas 

flow established by said gas flow generator having. a first direction of movement. 

10 comprises a direction of movement substantially perpendicular to said second direction 

of movement at said perforated plenum panel surface adjoined to said gas flow space. 

149. A pressure differential distnoution enclosure as descnoed in claim 148, wherein said gas 

flow established by said gas _flow generator having a first direction of movement 

comprises a vertical gas flow. 

ts 150. A pressure differential distnoution enclo8ure as described in claim 148, wherein said gas 

flow having a first direction of movement established by said gas flow gen~or 

comprises a horizontal gas flow. 

151. A pressure differential distribution enclosure as described in claim 150, wherein said gas 

flow having said second direction of movement at said perforated plenum panel surface 

20 adjoined to said gas flow space comprises a vertical gas flow. 

152. A pressure differential distribution enclosure as described in claim 149, wherein said gas 

flow having said second direction of movement at said perforated plenum panel surface 

adjoined to said gas flow space comprises a horizontal gas flow. 

153. A pressure differential distribution enclosure as described in claimsl47, 148, 149, 150, 

25 151, or 152, wherein said plenum has a cross section comprising a right triangle in having 
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a base proximal to said gas flow generator and a vertex opposite said base, wherein said 

vertex opposite said base has an angle between ab<?ut ten degrees to about thirteen 

degrees, and wherein said vertex opposite said base has a truncated apex establishing a 

side opposite said base, and wherein the hypotenuse of said right triangle establishes the 

s pJane of said perforated plenum panel. 

154. A pressure differential distribution enclosure as described in claim 153, wherein said gas 

flow established by said gas flow generator having a first direction of movement 

comprises a~ direction of movement havirig a gas flow velocity of between about 70 

feet per minute to about 100 feet per minute. 

10 155. A pressure differential distribution enclosure as described in claim 154, wherein said base 

has a length of about 7.5 inches, and wherein truncated apex establishing a side opposite 

said base has a length of about 1.S inches. 

156. A pressure differential distribution enclosure as described in claim 155, wherein said gas 

flow having said second direction of movement at said perforated plenum panel surface 

IS adjoined to said gas flow space has a velocity of between about 25 feet per minute to 

about 45 feet per minute. 

20 

25 

157. A method of distributing a pressure differential within an enclosure, comprising the step 

of: 

a. providing a panel assembly having at least a top panel, a rear panel, a front panel, 

and a pair of side panels, wherein providing said panel assembly defines an 

interior volume from an exterior volume; 

b. defining a plenum space and a gas flow space with a perforated plenum panel, 

c. 

wherein a first perforated plenum surface adjoins said plenum space and a second 

perforated plenum surface adjoins said gas flow space; 

establishing a gas flow from said exterior volume to said plenum space with a gas 

flow generator; 

d. delivering said gas flow from said gas flow generator to said plenum space, 
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wherein said gas flow has a first direction of movement; 

e. redirecting said gas flow having a first direction of movement to a gas flow 

having a second direction of movement at the surface of said perforated plenum 

panel adjoined to said gas flow space; and 

f. establishing a gas flow having a substantially uniform velocity at said second 

perforated plenum surface adjoined to said gas flow space. 

158. A method of distributing a pressure differential within an enclosure as described in claim 

157, wherein said step of redirecting said gas flow having a first direction of movement 

to a gas flow having a second direction of movement at the surface of _said perforated 

plenum panel adjoined to said gas flow space comprises establishing a gas flow having 

a second direction of movement substantially pe1pendicular to said gas flow having a first 

direction of movement. 

159. A method of distributing a pressure differential within an enclosure as described in claim 

15 158, wherein said step of delivering said gas flow from said gas flow generator to said 

plenum space, wherein said gas flow has a first direction of movement comprises 

20 

delivering said gas flow in a vertical direction. -I 

160. A method of distn."buting a pressure differential within an enclosure as described in claim 

158, wherein said step of delivering said gas flow from said gas flow generator to said 

plenum space, wherein said gas flow has a first direction of movement compris~ 

delivering said gas flow in a horizontal direction. 

161. A method of distributing a pressure differential within an enclosure as descnbed in claim 

160, wherein said step of redirecting said gas flow having a first direction of movement 

to a gas flow having a second direction of movement at the surface of said peiforated 

25 plenum panel adjoined to said gas flow space comprises redirecting said gas flow to a 

vertical direction. 

162. A method of distributing a pressure differential within an enclosure as described in claim 
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159, wherein said step of redirecting said gas flow having a :first direction of movement 

to a gas flow having a second direction of movem~t at the surface of said perforated 

plenum panel adjoined to said gas flow space comprises redirecting said gas flow to a 

horizontal direction. 

s 163. A method of distnl>uting a pressure differential within an enclosure as described in claim 

158, wherein said step of redirecting said gas flow having a fir:st direction of movement 

to a gas flow having a second direction of movement at the surface of said perforated 

plenum panel adjoined to said gas flow space comprises redirecting said gas flow to a 

vertical direction. 

10 164. A method of distnl>uting a pressure differential within an enclosure as descnl>ed in claim 

15 

157, 158, 159, 160, 161, 162, or 163, wherein said step of defining a plenum space and 

a gas flow space with a perforated plenum panel, w~erein a :first perforated plenum 

surface adjoins said plenmn space and a second perforated plenum surface adjoins said 

gas flow space further comprises configuring said plenum space to have a right triangle 

in cross section, wherein said right triangle has a base proximal to said gas flow generator 

and a vertex opposite said base, and wherein said vertex opposite said base has an angle 

of between about ten degrees to about thirteen degrees, and wherein said right triangle 

has a truncated apex establishing a side parallel to said base, and wherein said hypotenuse 

of said right triangle establishes the plane of said perforated plenum panel. 

20 165. A method of distributing a pressure differential within an enclosure as described. in claim 

25 

164 wherein· said step of configuring said plenum space to have a right triangle in cross 

section, wherein said right triangle bas a base proximal to said gas flow generator and a 

vertex opposite said base, and wherein said vertex opposite said base has an angle of 

between about ten degrees to about thirteen degrees, and wherein said right triangle has 

a truncated apex establishing a side opposite said base, and wherein said hypotenuse of 

said right triangle establishes the plane of said perforated plenum panel further comprises 

establishing said base at a length od 7 .5 inches and establishing said side parallel said 

base at length of about 1.5 inches. 
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166. A method of distributing a pressure differential within an enclosure as described in claim 

165, wherein said step of delivering said gas flow from said gas flow generator to said 

plenum space, wherein said gas flow has a first direction of movement comprises 

delivering said gas flow from said gas flow genemtor at between about 70 feet per minute 

5 to about 100 feet per minute. 

167. A method of distributing a pressure differential within an enclosure as. described in claim 

166, wherein said step of establishing a gas flow having a substantially uniform velocity 

at said second perforated plenum surface adjoined to said gas flow space comprises 

establishing said gas flow velocity at between about 25 feet per minute to about 45 feet 

10 per minute. 

15 

20 

168 A pressure differential distribution enclosure, comprising: 

a. a frame assembly having at least a top panel, a rear panel, a front pane~ and a pair 

of side panels, wherein said frame assembly defines an interior volume and an 

exterior volume; 

b. 

c. 

a :filtered gas delivery assembly comprising: 

1. a gas flow generator, wherein said gas flow generator establishes a gas 

flow from said exterior volume to said interior volume; .. _,:~, 

ii. a gas filter responsive to said gas flow from said exterior volume to said 

interior volume; and 

a plenum having a perforated plenum panel, wherein said plenum defines a . 

substantially vertical plenum space and a gas flow space within said interior 

volume, wherein said vertical plenum space and said gas flow space adjoin 

opposed surfaces of said perforated plenum panel, and wherein said surface of 

said plenum panel adjoins the entire height and width of said gas flow space. 

25 169. A method of distributing a pressure differential within an enclosure as described in claim 

168, further comprising a bottom panel, wherein said bottom panel has between zero 

perforated surface area to about 20 percent perforated surface area. 
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170. A pressure differential distribution enclosure as described in claim 169, further 

comprising a front access element having an open are~ coupled to said front panel. 

171. A method of distributing a pressure differential within an enclosure as aescribed in claim 

170, wherein said vertical plenum space distributes a filtered gas flow to the entire 

s surface area of said perforated plenum panel adjoined to said plenum space. 

172. A method of distributing a pressure differential within an enclosure as described in claim 

171, wherein .said vertical plenum space delivers said filtered gas ·flow from the entire 

surface area of said perforated plenum panel adjoined to said gas flow space at 

substantially unifonn velocity. 

10 173. A method of distributing a pressure differential within an enclosure as deScribed in claim 

15 

172, wherein said vertical plenum space has static regain configuration. 

174. A pressure differential distribution enclosure as described in claim 173, further 

comprising a filtered gas flow interference assembly which comprises: 

i. a bottom gas flow interference panel having a perforated surface; 

ii. a top gas flow interference panel having a perforated surface; and. 

wherein said bottom gas flow interference panel and said top gas flow interference pariel 

are slidably responsive to adjust an amount of juxtaposed perforated surface area. 

175. A method of distributing a pressure differential within an enclosure as described in claim 

174, ~herein said front access element coupled to said front panel has an open area with 

20 a width of substantially said gas flow space and has a vertical height of between about 8 

inches to about 13 inches. 

25 

176. A method of distributing a pressure differential: within an enclosure as described in claim 

175, wherein said front access element coupled to said front panel has an open area with 

a width of substantially said gas flow space and has a vertical height of about 30 inches. 

53 11111111111111 11111 11111111111 
* C L M S * 



W000/64562 PCT/US00/11736 

177. A method of distributing a pressure differential within an enclosure as described in claim 

175, wherein said said ftont access element having 8.t_1 open area coupled to said front 

panel has a width of substantially said gas flow space and has a vertical height of between 

about 8 inches to about 12 inches has a filtered gas flow velocity ofbetWeen about 75 feet 

5 per minute to about 130 feet per minute. 

10 

15 

178. A method of distn'buting a pressure differential within an enclosure, comprising the steps 

of: 

a. providing a frame assembly having at least a top panel, a rear panel, a fro~ panel, 

and a pair of side panels which define an interior volume and an exterior volume; 

b. configuring a plenum having a perforated plenum panel which defines a vertical 

plenum space and a gas flow space having a horizontal flow path; 

c. adjoining said perforated plenum panel with the entire height and width of said 

horizontal flow path; 

d. 

e. 

f. 

generating a gas flow from said exterior volume to said interior volume; 

filtering said gas flow; and 

delivering a filtered gas flow from said vertical plenum space to the en~ height 

and width of said horizontal flow path. 

179. A method of distributing a pressure differential within an enclosure as descn'bed in claim 

178, further comprising the step of providing a bottom panel having between zero and 

20 about 20 percent perforated surface area. 

180. A method of distributing a pressure differential within an enclosure as descn'bed in claim 

179, further comprising the step of providing a front access panel coupled to said front 

panel, wherein said front access panel has an open area of substantially the width of said 

gas flow space and a vertical height of between about eight and about thirteen inches. 

25 181. A method of distributing a pressure differential within an enclosure as descn'bed in claim 

180, further comprising the step of distributing said filtered gas air flow to the entire 

surface of said perforated plenum panel. 
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182. A method of distributing a pressure differential within an enclosure as described in claim 

181, further comprising the step of delivering said fi~tered gas air flow from said entire 

surface of said perforated plenum panel to said horizontal flow path within said gas flow 

space at substantially uniform velocity. 

s 183. A method of distnouting a pressure differential within an enclosure as described in claim 

10 

182, further comprising the step of varying the amount of said filtered gas flow to said 

horizontal flow path within said gas flow space, wherein said step of varying the amount 

of filtered gas flow within said horizontal flow path comprises: 

a. sliding a fust perforated panel over a second perforated panel, wherein said first 

b. 

perforated panel and said second perforated panel are responsive to said gas flow 

from said plenum space to said gas flow space; 

juxtaposing a portion of the perforated surface area of said first perforated panel 

with the perforated surface area of said secon4 perforated panel; and 

c. adjusting the amount of juxtaposed perforated surface area. 

ts 184. A method of distributing a pressure differential within an enclosure as descnoed in claim 

183, further comprising the step of establishing said filtered gas flow at said fro~t ~cess 

panel having said open area of substantially the width of said gas flo:w sp~ce and a 

vertical height ofbetween about eight and about thirteen inches at a velocity of between 

about 75 feet per minute and about 130 feet per minute at a front access element. 

20 185. A pressure differential distribution enclosure, comprising: 

25 

a. a frame assembly having a top panel, a rear panel, a front panel, a bottom panel 

, and a pair of side panels, wherein said frame assembly defines an interior 

volume and an exterior volume; 

b. a filtered gas delivery assembly comprising: 

i. a gas flow generator, wherein said gas flow generator establishes a gas 

flow from said exterior volume to said interior volume; 

11. a gas filter responsive to said gas flow from said exterior volume to said 

interior volume; 
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c. a plemnn configured to define a plenum space from a gas flow space comprising: 

d. 

1. a first plenum fluidicly coupled to said filtered gas delivery assembly, 

wherein said first plenum has a first perforated plenum panel which 

defines a first plenum space and a vertical flow path within said gas flow 

n. 

space; 

a second plenum :fluidicly coupled to said first plenum, wherein said 

second plenum has a second perforated plenum panel which defines a 

second plenum space and a horizontal flow path Within said gas flow 

. space; and 

a front panel access element having an open area adjacent to said bottom panel,. 

wherein said open area has a width of substantially said gas flow space and has 

a height of between about eight inches to about thirteen inches. 

e. a gas flow from said first plenum space to said vertical flow path; 

f. a gas flow from said second plenum space to said horizontal flow path; 

g. an area oflowest velocity within said gas flow space most distal from said open 

area of said :front panel access element. 

186. A pressure differential distribution enclosure as described in claim 185, wherein said 

second perforated plenum panel has a surface area which adjoins to the entire height and 

width of said horizontal flow path within said gas flow space. 

20 187. A pressure differential distribution enclosure as described in claim 186, wherein said first . 

plenum space distributes said filtered gas flow to the entire surface area of said first 

perforated plenum panel. 

188. A pressure differential distribution enclosure as described in claim 187, wherein said a 

second plenum space distributes said filtered gas flow to the entire surface area of said 

25 second perforated plenum panel. 

189. A pressure differential distribution enclosure as described in claim 188, wherein said 

filtered gas flow to the entire surface of said first perforated plenum panel enters said 
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vertical flow path at a substantially uniform velocity. 

190. A pressure differential distribution enclosure as described in claim 189, wherein said 

filtered gas flow to the entire surface of said second perforated plenum panel enters said· 

horizontal flow path at substantially uniform velocity. 

s 191. A pressure differential distribution enclo&ure as described in claim 190, whereitl said .... , .. 

10 

second plenum space has static regain configuration. 

192. A pressure differential distn'bution enclosure as described in claim 191, further 

comprising an adjustable filtered gas flow interference panel responsive to said filtered 

gas air flow from said first plenum space to said vertical flow path which comprises: 

i. a first filtered gas flow interference panel having a perforated sUrface; 

11. a second filtered gas flow interference panel having a perforated surface, wherein 

said first gas flow interference panel and said second gas flow interference panel 

are slidably adjustable to vary the amount of said gas flow to said vertical flow 

path within said interior volume. 

IS 193. A pressure differential distn'bution enclosure as described in claim 192, further 

comprising a front panel access elemeni which fluidicly couples said filtered gas flow . 
within said horizontal flow path and said vertical flow path with said exterior volume. 

194. A pressure differential distribution enclosure as described in claim 193, wherein said area 

having lowest velocity within said horizontal flow path and within said vertical flow path 
20 has a location within a gas flow space defined by said vertical flow path and said 

horizontal flow path most distal from said front access panel element. 

25 

195. A method of distributing a pressure differential within an enclosure as described in claim 

197, further comprising a velocity gradient within said gas flow space which has 

substantial symmetry about a plane which bisects said area of lowest velocity within said 

gas flow space and bisects a vertical height of said front panel access element. 
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196. A method of distributing a pressure differential within an enclosure, comprising the steps 

of: 

a. generating a gas flow from said exterior volume to said interior volume defined 

by a substantially polygonal panel assembly; 

b. 

c. 

d. 

e. 

f. 

g. 

filtering said gas flow; 

distributing a filtered gas flow to a first plenum having a first perforated plenum 

panel with opposed surfaces adjoining a first plenum space and a gas flow space 

distributing a filtered gas flow to a second plenum having a second perforated 

plenum panel with opposed surfaces adjoining a second plen~ space and said 

gas flow space ; 

delivering said filtered gas flow from said first plenum space to a vertical flow 

path within a gas flow space; 

delivering said filtered gas flow :from said second plenum space to said horizontal 

flow path within said gas flow space; 

establishing highest filtered gas flow velocity substantially at an access element 

coupled to said substantially polygonal panel assembly; and . 

h. establishing lowest filtm:d gas flow velocity within said gas flow space to.:an area 

most distal from said access element. 

20 197. A method of distributing a pressure differential within an enclosure as described in claim 

196, further comprising the step of distributing said filtered gas air flow to the entire . 

surface of said first perforated plenum panel. 

198. A method of distributing a pressure differential within an enclosure as described in claim 

197, further comprising the step of delivering said filtered gas air flow from said first 

25 perforated plenum panel to said vertical flow path at substantially uniform velocity. 

199. A method of distn"buting a pressure differential within an enclosure as described in claim 

198, further comprising the step of distributing said filtered gas air flow to the entire 

surface of said second perforated plenum panel. 
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200. A method of distributing a pressure differential within ~ enclosure as described in claim 

199, further comprising the step of delivering a filtered gas flow from said .second 

perforated plenum panel adjoined to the entire height and width of said horizontal flow 

s path. 

201. A method of distributing a pressure differential within an enclosure as described in claim 

200, further comprising the step of delivering said filtered gas air flow from said said 

second perforated plenum panel adjoined to the entire height and width of said horizontal 

flow path at substantially uniform velocity. 

10 202. A method of distributing a pressure differential within an enclosure as described in claim 

15 

20 

2S 

201, further comprising the step of configming said second plenum spaee to have static 

regain. 

203. A method of distributing a pressure differential within an enclosure as described in claim 

202, further comprising the step of varying the amount of said filtered gas flow to said 

vertical flow path within said gas flow space, wherein said step of vliiying the amount of 

:filtered gas flow within said horizontal flow path comprises: 

a. sliding a fust perforated panel over a second perforated panel, wherein said first 

perforated panel and said second perforated panel are responsive to said gas flow 

from said plenum space to said gas flow space; 

b. juxtaposing a portion of the perforated surface area of said first perforated panel 

with the perforated surface area of said second perforated panel; and 

c. adjusting the amount of juxtaposed perforated surface area. 

204. A method of distributing a pressure differential within an enclosure as described in claim 

203, wherein said step of establishing highest filtered gas flow velocity substantially at 

an access element coupled to said substantially polygonal panel assembly comprises 

establishing a filtered gas flow having a velocity of between about 75 feet per minute and 

about 130 feet per minute. 
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205. A method of distributing a pressure differential within an enclosure as descn'bed in claim 

204. further comprising the step of establishing a velo~ity gradient within said gas flow 

space which has substantial symmetiy about a planer bisection of said area most distal 

from said access element and a v~cal height of said access element. 

s 206. A pressure differential distn"bution enclosure, comprising: 

10 

IS 

20 

25 

a. a frame assembly, wherein said frame assembly defines an interior volume and 

an exterior volume; 

b. a filtered gas delivezy assembly comprising: 

i. a gas flow generator, wherein said gas flow generator establishes a gas 

flow from said exterior volume to said interior volume; 

n. a gas filter responsive to smd gas flow from said exterior volume to smd, 

interior volume; 

c. a first plenum fluidicly coupled to said filtered gas delivery assembly, _wherein 

said first plenum has a first perforated plenum panel configured to deliver a 

filtered gas flow from a first plenum space to a working space within said, interior 

volume; 

d. a second plenum :tluidicly coupled to said first plenum, wherein. said. second 

plenum has a second perforated plenum panel configured to deliyer ~ .fil~~ecl gas 

flow from a second plenum space to said working space, and wherein said second 

perforated plenum panel and said first perforated plenum panel join at a vertex; 

e. a filtered gas flow from ~d first perforated plenum panel and said second 

perforated plenum panel to a ftont panel access element, wherein said filtered gas 

flow has a velocity gradient which bas substantial symmetry about a plane which 

projects from said vertex where said first perforated plenum panel and said 

second plenum panel join and bisects the height of said front panel access 

element 

207. A method of distributing a pressure differential within an enclosure, comprising the steps 

of: 

a. generating a gas flow from said exterior volume to said interior volume defined 

60 
111111111111111111111111111111 

* C L M S * 



s 

10 

15 

20 

W000/64562 PCT/US00/11736 

by a substantially polygona1 panel assembly; 

b. filtering said gas flow; 

c. distributing a filtered gas flow to a first plenum having a first perforated plenum 

panelwith opposed surfaces adjoining a first plenum space and a gas flow space; 

d. distributing a :filtered gas flow to a second plenum having a second perforated 

plenum panel with opposed surfaces adjoining a second plenum space·'and said 
gas flow space; · -.·-----

e. delivering said filtered gas flow from said first plenum space to a verti'?ll flow 

f. 

path within a gas flow space; 

delivering said filtered gas flow from said second plenum space to said horizontal 

flow path within said gas flow space; 

g. establishing highest filtered gas flow velocity substantially at an access element 

coupled to said substantially polygonal panel assembly; and 

h. establishing lowest filtered gas flow velocity within said gas flow space to" an area 

most distal from said access element; and 

i. balancing said filtered gas flow from said first plenum space to said verticat flow 

path and said filtered gas flow from said second pleilum space to said horiiontal 

flow path, wherein said balaiiced filtered gas flow has a velocity gradienfwhich 

has substantial symmetry about a planer bi8ection of said area most distal from 

said access element and a vertical height of said access element. 
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