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ABSTRACT WRI STWATCH W TH A REVERSI BLE CASE The
wistwatch with a reversible case (12) is provided
with a wistband, each end strand of which includes
an insert (30) which is pivotzbly and slidably

nmounted on the case (12) via a trunnion (32). Each
insert (30) includes at |east two i ndexed angul ar
positions, which respectively correspond to two
positions of use of the case (12), and at | east one

I nal rest position wherein the insert (30) is
g%gggéggron1plvotlng by a male el enent (36) fitting
inside a fenale elenment (38), one of the elenents
(36) being ar ngRISEIWATCHWITHRAREVERSIBLEECASHET

el enent (38) Dbeing arranged on the insert (30), and a
| ongi tudi nal pivoting position wherein the insert

( 30) i sTlh MBMtdtnwgh auaversible caset (12) is provitledivethea wristband,

Efch' 856 Srardd 81 M\?n {n&@dé%ar’?'ﬁ(‘%ﬁ (g&??@?ﬁ V§ %‘i\{o@(} e)} and slidably

aracteri zed trunn

f npunted jondlae paﬁge (@Rpvie attrynaipn (33h Eeph meriém)u@@umsmi legst two
Siﬁ@@)&@ éd?ﬂ% IpBEitiGhe W?ﬁHh rﬁ@ﬂectu@ét coﬁé§p%ﬂ9 oy tv&b”péshﬁ)n@. % fse of

( 2) as to 1 ndex the insert (30) I ongitudina x
Fﬁhetﬁageim) and at least one Iongltudmal est position wherein the| sert (30) is

blocked from pivoting by a male element (36) fitting inside a female element (38),
one of the elements (36) being arranged on the case (12), the other element (38)
being arranged on the insert (30), and a longitudinal pivoting position wherein the
insert (30) is shifted longitudinally outwards and wherein the insert (30) is free to
pivot. The invention is characterized in that each trunnion (32) includes a first
indexing element (48), which cooperates with a second indexing element (64, 66)
arranged on the case (12) so as to index the insert (30) longitudinally.

Figure 2



