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METHOD OF PRODUCING CARBOXYL~D AND ALCOHOL 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The present invention concerns a method of producing 

carbox:ylic acid and alcohol. More specifically, this invention 

concerns a method of producing carboxylic acid and alcohol by 

hydrolysis of a liquid, which contains a carboxylic acid ester, 

under the presence of an acid catalyst to obtain a reaction 

product liquid, comprised essentially of carboxylic acid, 

alcohol, water, and carboxylic acid ester, and distilling this 

reaction product liquid in a manner that is industrially 

advantageous. 

Description of the Related Art 

For the production of polyvinyl alcohol, a method is 

generally taken where.in vi.nyl acetate 1s obtained by an 

acetoxylation reaction, in wh.ich ethylene and acetic acid are 

the raw materials, polymerizing this vinyl acetate to produce 

vinyl polyacetate, and performing ester exchange with methanol 

under the presence of a basic catalyst. The methyl acetate that 

is produced as a result of the ester exchange reaction is 

hydrolyzed under the presence of an acid catalyst and recovered 
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in the final stage as acetic acid and methanol, and the 

unreacted methyl acetate is circulated back and reused in the 

hydrolysis reaction. 

A method of recovering methyl acetate as acetic acid and 

methanol is disclosed in p.109 of "Poval," edited by the Polymer 

Society of Japan (newly revised edition; April l, 1981). This 

method shall now be described with reference to Fig. 3. A 

saponification mother liquor, having methyl acetate and 

methanol as the principal components, is supplied from a 

saponification mother liquor feeding line 17 to an A 

distillation tower 18 and separated into a top distillate 19, 

having methyl acetate and methanol as the principal components, 

and a bottom liquid 20, having methanol as the principal 

component. The top distillate 19 is fed into an extractive 

distillation tower 21 along with the return distillate from 

the top distillate 27 of a B distillation tower 26 to be 

described below, and water is added to the tower top of 

extractive distillation tower 21 from extraction water feeding 

line 22 to perform extractive distillation. 

The bottom liquid 23 of extractive distillation tower 21 

has methanol as the principal component and is fed along with 

the abovernentioned bottom liquid of A distillation tower 18 

to a C distillation tower 37 and separated into a methanol 
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distillate 38 and a bottom liquid 39, which contains sodium 

acetate, etc. Methanol distillate 38 is treated further as 

necessary and recovered as methanol. The top distillate of 

extractive distillation tower 21 is methyl acetate and water 

and is supplied from methyl acetate feeding line 24 to a 

hydrolysis reactor 25, filled with ion exchange resin or other 

acid catalyst, to obtain a reaction product liquid, comprised 

essentially of acetic acid, methanol, water, and unreacted 

methyl acetate. This reaction product liquid is fed into B 

distillation tower 26 and separated into a top distillate 27, 

comprised of methyl acetate and methanol, and a bottom liquid 

28, comprised of acetic acid and water. The top distillate 27 

is the abovementioned return distillate, and this distillate 

is fed into extractive distillation tower 21. Hereinafter, the 

components of the mixture shall refer mainly to the principal 

components, and descriptions concerning components of a small 

amount may be omitted. The Figures are conceptual diagrams, 

and the re boiler, condenser, pump, and other accessory 

equipment that are normally used are all unillustrated. 

The bottom liquid 28, comprised of acetic acid and water, 

of B distillation tower 26 is fed to the tower top of extraction 

tower 29 and acetic acid esters, ketones, and other solvents 

are fed from the lower part of the extraction tower to extract 
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acetic acid. 35 is the solvent feeding line, and 31 is the 

rundown line for the raffinate, which has water as the principal 

component. The extracted liquid 30 from the extraction tower 

top is comprised of acetic acid, solvent, and water, and this 

extracted liquid is fed into azeotropic distillation tower 32, 

having the abovementioned solvents as the azeotrope former, 

and acetic acid is recovered from the lower part of this 

distillation tower. 36 is a recovery line for acetic acid. The 

top distillate of azeotropic distillation tower 32 is water 

and solvent and this top distillate is separated by separator 

33., and the solvents are circulated back from the 

abovementioned solvent feeding line 35 for use in the 

extraction tower and the water is taken out via drain line 34. 

However, the above-described prior-art method has the 

following problems. That is, since the equilibrium constant 

of the hydrolysis reaction of methyl acetate and water is small, 

being o .14 at 50° c for example, and the temperature dependence 

thereof is also small. Thus when the hydrolysis reaction is 

carried out with a molar ratio of methyl acetate to water of 

1, the degree of conversion of methyl acetate by hydrolysis 

will only be 27 mole % at the most. Since the temperature 

dependence of the equilibrium constant is very small as has 

been mentioned above, improvement of the degree of conversion 
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by hydrolysis can hardly be anticipated even if the reaction 

temperature is increased. Though the degree of conversion by 

hydrolysis can be improved by increasing the molar ratio of 

water to methyl acetate, the acetic acid concentration of the 

bottom liquid of B distillation tower 26 will drop and the load 

placed on extraction tower 29 for concentrating the acetic acid 

will increase. 

Thus with the prior-art method, an extraction tower is 

required for the acetic acid concentration process and not only 

is the load placed on the extraction tower increased when the 

molar ratio of water to methyl acetate is increased but the 

azeotropic distillation tower 32 must also be operated with 

caution being taken to prevent solvents and water from becoming 

mixed with acetic acid. An extremely large amount of labor was 

thus required for the operation. Though the above description 

concerned an example where methyl acetate is hydrolyzed, the 

same applies to other carboxylic acid esters. 

Meanwhile, a method of using a reactive distillation method 

to recover methyl acetate as acetic acid and methanol is 

disclosedinUnitedStatesPatentPublicationNo. 5770770.With 

this method, hydrolysis is performed without taking methyl 

acetate out of the system and the generated components can be 

separated by distillation at the same time. This method can 
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thus be said to be a rational method. However, in order to 

increase the degree of conversion by hydrolysis by this method, 

the molar ratio of water must be made large with respect to 

methyl acetate, and since the amount of energy required to 

produce acetic acid and methanol therefore becomes 

significantly large, the method cannot be said to be one that 

is advantageous in terms. of industrial practice. An object of 

this invention is therefore to provide a method of producing 

alcohol and carboxylic acid from a carboxylic acid ester in 

an industrially advantageous manner by a simplified process 

that does not use solvents. 

SUMMARY OF THE INVENTION 

The present inventors have carried out diligent 

examination to achieve the above object and have come to make 

the present invention. That is, this invention provides a 

method of producing carboxylic acid and alcohol by obtaining 

a reaction product liquid by hydrolysis of a carboxylic acid 

ester under the presence of an acid catalyst and separating 

the abovernentioned product liquid by distillation, a method 

of producing carboxylic acid and alcohol characterized in that 

a liquid, which contains the carboxylic acid ester and with 

which at least a part of the components thereof is a side stream 
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taken out from a first distillation tower operated in the total 

reflux condition, is supplied to a hydrolysis reactor filled 

with acid catalyst to obtain a reaction product liquid 

comprised essentially of carboxylic acid, alcohol, water, and 

carboxylic acid ester, the abovementioned reaction product 

liquid is supplied to the abovementioned first distillation 

tower, a bottom liquid, comprised essentially of carboxylic 

acid, alcohol, and water, is taken out from the bottom of the 

abovementioned distillation tower, the abovementioned bottom 

liquid is separated in a second distillation tower into a top 

distillate, having alcohol as the principal component, and a 

bottom liquid, comprised of carboxylic acid and water, the 

abovementioned bottom liquid is separated in a third 

distillation tower into a top distillate, comprised of 

carboxylic acid and water, and a bottom liquid, comprised of 

carboxylic acid, the abovementioned top distillate is 

circulated back to the tower top of the abovementioned f iEst 

distillation tower, and water is added to the abovementioned 

tower top. 

This invention also provides a method of producing 

carboxylic acid and alcohol by obtaining a reaction product 

liquid by hydrolysis of a carboxylic acid ester under the 

presence of an acid catalyst and separating the abovementioned 
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product liquid by distillation, a method of producing 

carboxylic acid and alcohol being characterized in that a 

liquid, which contains the carboxylic acid ester, is supplied 

to a first distillation tower that is operated in the total 

reflux condition, the side stream taken out from the 

abovementioned distillation tower is supplied to a hydrolysis 

reactor filled with acid catalyst to obtain a reaction product 

liquid comprised essentially of carboxylic acid, alcohol, 

water, and carboxylic acid ester, the abovementioned reaction 

product liquid is supplied to the abovementioned first 

distillation tower, a bottom liquid, comprised essentially of 

carboxylic acid, alcohol, and water, is taken out from the 

bottom of the abovementioned distillation tower, the 

abovementioned bottom liquid is separated in a second 

distillation tower into a top distillate, having alcohol as 

the principal component, and a bottom liquid, comprised of 

carboxylic acid and water, the abovementioned bottom liquid 

is separated in a third distillation tower into a top distillate, 

comprised of carboxylic acid and water, and a bottom liquid, 

comprised of carboxylic acid, the abovementioned top 

distillate is circulated back to the tower top of the 

abovementioned first distillation tower, and water is added 

to the abovementioned tower top. The production methods of this 
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invention shall now be described in detail by way of the 

drawings. 

With the present invention, since the reaction product 

liquid obtained by the hydrolysis reaction is fed into a first 

distillation tower, this distillation tower is operated in the 

total reflux condition so that the carboxylic acid ester is 

not distilled outside the system but is taken out as a side 

stream from the distillation tower and fed to the hydrolysis 

reactor, water of the amount consumed by hydrolysis is added 

to the tower top of the distillation tower to perform extractive 

distillation by water, and the concentration of the aqueous 

solution of carboxylic acid is not performed by the azeotropic 

distillation method, carboxylic acid and alcohol can be 

produced in a stable manner from a carboxylic acid ester in 

accordance with an extremely simplified flow. Also with the 

present invention, since the amount of water used can be reduced 

significantly, the amount of waste water is redueed 

significantly. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a schematic flow diagram of an embodiment of this 

invention. 

Fig. 2 is a schematic flow diagram of another embodiment of 
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this invention. 

Fig. 3 is a schematic flow diagram of an embodiment of a prior 

art method. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Fig. 1 is a flowchart that illustrates a method of producing 

alcohol and carboxylic acid from a liquid which contains a 

carboxylic acid ester. The carboxylic-acid-ester-containing 

liquid, which is the raw material, is fed from carboxylic acid 

ester feeding line 1 to a hydrolysis reactor 2, filled with 

an acid catalyst, and is hydrolyzed in the liquid phase to 

obtain a reaction product liquid comprised essentially of 

carboxylic acid, alcohol, water, and unreacted carboxylic acid 

ester. The abovementioned liquid that contains the carboxylic 

acid ester also contains the side stream from a first 

distillation tower, to be described below, as at least part 

of the components thereof. The carboxylic-acid-ester­

containing liquid that is fed into the hydrolysis reactor is 

thus comprised of a carboxylic-acid-ester-containing liquid 

that is supplied from outside the system and a carboxylic­

acid-ester-containing liquid that is the side stream from the 

first distillation tower. Though the ratio of the amounts of 

the carboxylic-acid-ester-containing liquid that is supplied 
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from outside the system and the carboxylic-acid-ester­

containing liquid that is the side stream from the first 

distillation tower will depend on the number of stages of the 

first distillation tower that is used and cannot be set 

unconditionally, the ratio is normally set in the range, 1 : 

5 to 10 (weight ratio). Though examples of the acid catalyst 

include mineral acids, such as sulfuric acid, and solid acid 

catalysts, the use of a solid acid catalyst is preferable in 

that the trouble of separating and recovering a mineral acid 

in the liquid condition can be avoided. An ion exchange res.in 

is an example of a solid acid catalyst. If acetic acid or other 

acid is contained in the liquid, that acid may also function 

as the acid catalyst. 

The abovementioned reaction product liquid is supplied 

to the first distillation tower 3, which uses an aqueous 

solution of carboxylic acid as the solvent and is an extractive 

disti.llation tower that is operated in the total reflux 

condition, and is separated into a top distillate, comprised 

of carboxylic acid ester, alcohol, and water, and a bottom 

liquid, comprised of carboxylic acid, alcohol and water. A 

plate tower, having 25 to 60 stages and preferably 30 to 40 

stages, is used as the first distillation tower, and if the 

tower top is counted as the first stage, the abovementioned 
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reaction product liquid is preferably fed to the second to tenth 

stage from the tower top of the first distillation tower. Since 

the ratio of water to carboxylic acid of the bottom liquid of 

the first distillation tower, which is comprised of carboxylic 

acid, alcohol, and water, will be disadvantageous thermally 

if it is too large and will be disadvantageous in terms of the 

hydrolysis reaction if it is too small, the ratio of water to 

carboxylic acid, as a weight ratio, is preferably in the range, 

1:1 to 1:4. 

The abovementioned bottom liquid is separated into a top 

distillate, comprised of alcohol, and a bottom liquid, 

comprised of carboxylic acid and water, in a second 

distillation tower 5, which is operated at a reflux ratio of 

O. 5 to 3. The alcohol, which is the top distillate, is recovered 

from alcohol recovery line 6. A plate tower of 50 to 80 stages 

is used as the second disti.llation tower, and the bottom liquid 

of the first distillation tower is preferably fed near ~he 

middle stage of the second distillation tower. Though 

carboxylic acid and alcohol exist in the bottom liquid of the 

first distillation tower and the carboxylic acid may exhibit 

the functions of a catalyst as mentioned above so that a 

carboxylic acid ester is produced, since the carboxylic acid 

ester is distilled and separated in the first distillation 
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tower and supplied to the hydrolysis reactor, it will be 

recovered in the final stage as carboxylic acid and alcohol 

and will not present any problems in particular. 

The bottom liquid of second distillation tower 5 is an 

aqueous solution of carboxylic acid of a concentration of 

approximately 20 to 50wt%. This aqueous solution is fed into 

a third distillation tower 7 and is separated into a top 

distillate, comprised of an aqueous solution of carboxylic acid, 

and a bottom liquid, comprised of carboxylic acid, at a reflux 

ratio of 1 to 3. The top distillate is circulated back to the 

tower top of the abovementioned first distillation tower 3 and 

is used along with the extraction water fed from extraction 

water feeding line 4 as the solvent of first distillation tower 

3, which is an extractive distillation tower. The carboxylic 

acid is recovered from carboxylic acid recovery line 8. A plate 

tower of approximately 60 to 70 stages is used as the third 

distillation tower, and the bottom liquid of the second 

distillation tower is preferably fed to the 20th to 25th stage 

from the tower top. With regard to the carboxylic acid 

concentration of the aqueous solution of carboxylic acid, which 

is the distillate from tower top, a concentration that is too 

high will be disadvantageous for the hydrolysis reaction of 

the carboxylic acid ester and a concentration that is too low 
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will be disadvantageous thermally. The carboxylic acid 

concentration is thus preferably 6 to 15wt% . Though the bottom 

liquid of third distillation tower 7 may be used as it is as 

product acetic acid, it may be used upon being refined further 

as necessary or may be used upon being taken out as a side stream 

from the lower part of the distillation tower. 

This invention is characterized in that the solvent in the 

first distillation tower 3 is used in the hydrolysis reaction. 

In the first aspect of this invention, the reaction product 

liquid obtained by the hydrolysis reaction is fed into the first 

distillation tower, this distillation tower is operated in the 

total reflux condition so that the carboxylic acid ester is 

not distilled out of the system but is taken out as a side stream 

and fed to the hydrolysis reactor and water of the amount 

consumed by hydrolysis is added to the tower top of the 

distillation tower to perform extractive distillation by water. 

The stage at which the side stream is taken out from the first 

distillation tower is preferably the same as the stage at which 

the hydrolysis reaction product liquid is fed or is a stage, 

which is below the tower top and is one to three stages above 

the abovementioned feeding stage. By this method, not only can 

carboxylic acid and alcohol be produced in a thermally 

advantageous manner from a carboxylic acid ester but since the 
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waste water can be reduced significantly, the method provides 

advantages in terms of the environment as well. 

As has been described above, with the present invention, 

the top distillate of third distillation tower 7, which is 

comprised of an aqueous solution of carboxylic acid, is 

circulated back and used as the solvent for the abovementioned 

extractive distillation. The hydrolysis reaction of the 

carboxylic acid ester is thus performed under the presence of 

the carboxylic acid. Examinations by the present inventors have 

shown that though the presence of carboxylic acid,° which is 

part of the product system, in the hydrolysis reaction of the 

carboxylic acid ester will be somewhat disadvantageous for the 

hydrolysis reaction of the carboxylic acid ester, the influence 

is not very large, and in view that the distillation for 

obtaining the abovementioned aqueous solution of carboxylic 

acid may be of the level of crude distillation and will thus 

be easy in operation and in view of the thermal effects, the 

presence of carboxylic acid in the hydrolysis reaction of the 

carboxylic acid ester is not disadvantageous at all as a whole. 

Fig. 2 is a flowchart that shows another aspect of this 

invention for producing alcohol and carboxylic acid from a 

liquid, which contains a carboxylic acid ester. The 

carboxylic-acid-ester-containing liquid, which is the raw 
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material, is fed from carboxylic acid ester feeding line 9 into 

a first distillation tower 10, which uses an aqueous solution 

of carboxylic acid as the solvent and is operated in the total 

reflux condition, and is separated into a top distillate, 

comprised of carboxylic acid ester and alcohol, and a bottom 

liquid, comprised of carboxylic acid, alcohol and water. A 

plate tower of approximately 30 to 70 stages is used as first 

distillation tower 10 and the carboxylic-acid-ester­

containing liquid is preferably fed near the middle stage of 

the first distillation tower. The bottom liquid of the first 

distillation tower is separated into a top di.stillate, 

comprised of alcohol, and a bottom liquid, comprised of 

carboxylic acid and water, in a second distillation tower 13, 

and the alcohol, which is the top d1stillate, is recovered from 

alcohol recovery line 14. Second distillation tower 13 is the 

same as second distillation tower 5 described with reference 

to Fig. 1 and the operation conditions are the same as we~l. 

The bottom liquid of second distillation tower 13 is an 

aqueous solution of carboxylic acid of a concentration of 

approximately 20 to 50wt%. This aqueous solution is fed into 

a third distillation tower 15 and is separated into a top 

distillate, comprised of an aqueous solution of carboxylic acid, 

and a bottom liquid, compri.sed of carboxylic acid, and the top 
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distillate is circulated back to the tower top of the 

abovementioned first distillation tower 10 and is used as the 

solvent of first distillation tower 10. The carboxylic acid 

is recovered from carboxylic acid recovery line 16. Third 

distillation tower 15 is the same as third distillation tower 

7 described with reference to Fig. 1 and the operation 

conditions are the same as well. With regard to the carboxylic 

acid concentration of the aqueous solution of carboxylic acid, 

which is the distillate from tower top, a concentration that 

is too high will be disadvantageous for the hydrolysis reaction 

of the carboxylic acid ester and a concentration that is too 

low will be disadvantageous thermally. The carboxylic acid 

concentration is thus preferably 6 to 15wt% . The top distillate 

of third distillation tower 15, which is comprised of an aqueous 

solution of carboxylic acid, is circulated back to the 

abovementioned first distillation tower 10 and used along with 

the extraction water supplied from extraction water feed~ng 

line 11 as the solvent of first distillation tower 10, which 

is an extractive distillation tower. 

As has been mentioned above, this invention is 

characterized in that the solvent in the first distillation 

tower is used for the hydrolysis reaction. With the method of 

this invention illustrated in Fig. 2, the side stream taken 
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out from first distillation tower ·10 is fed into the 

abovementioned hydrolysis reactor 12, which is filled with an 

acid catalyst, and the reaction product liquid obtained by 

hydrolysis is fed into first distillation tower 10. The stage 

at which the side stream is to be taken out from the first 

distillation tower is preferably the same stage as that into 

which the hydrolysis reaction product liquid is fed or a stage 

that is below the tower top and one to three stages above the 

aforementioned feeding stage. Since the amount of extraction 

water used in first distillation tower 10 can be reduced 

significantly with this method as well, the amount of waste 

water can be lessened. As in the description given with 

reference to Fig. 1, the ratio of water to carboxylic acid of 

the bottom liquid of the abovementioned distillation tower, 

which is comprised of carboxylic acid, alcohol, and water, is 

preferably set to a weight ratio of 1:1 to 1:4. 

Examples of the carboxylic acid include propionic acid, 

acetic acid, .butyric acid, valeric acid, caproic acid, capric 

acid, lactic acid, etc., and examples of the alcohol include 

methanol, ethanol, propanol, butanol, etc. A lower alcohol is 

preferable in terms of dissolution properties, boiling point, 

azeotropic properties, etc. Examples of carboxylic acid esters 

include carboxylic acid esters of the above compounds. From 
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the standpoint of industrial usefulness. acetic acid is 

preferable as the carboxylic acid and methyl acetate or ethyl 

acetate is preferable as the carboxylic acid ester. Specific 

examples of methyl acetate and ethyl acetate include methyl 

acetate, which has been produced by the ester exchange reaction 

of polyvinyl acetate and methanol under the presence of a basic 

catalyst, methyl acetate or ethyl acetate, which has been 

produced by the reaction a -acetoxy- or propionioxy-propionic 

acid and methanol or ethanol under the presence of an acid 

catalyst, etc. 

The carboxylic acid ester, which is the raw material, may 

contain an alcohol or carboxylic acid, which is higher in 

boiling point than the carboxylic acid ester and, if the alcohol 

or carboxylic acid forms an azeotrope with the carboxylic acid 

ester, can be extracted with water. A method illustrated in 

Fig. 1 or Fig. 2 can be selected suitably according to the 

content of such an alcohol or carboxylic acid. Normally,-it 

is preferable in terms of putting this invention into practice 

in an industrially advantageous manner to employ the method 

of Fig. 1 when the content of such components is less than 20wt%, 

and to employ the method of Fig. 2 when the content is equal 

to or greater than 20wt%. The present invention shall now be 

described more specifically by way of examples. 
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Examples 

First example 

Acetic acid and methanol were produced from methyl acetate 

in accordance with the flow illustrated in Fig. 1. The side 

stream taken out from the fourth stage from the tower top of 

the first distillation tower was added to a methyl­

acetate-containing liquid, with a methyl acetate content of 

94. 4wt% and a water content of 5. 6wt%, from the methyl acetate 

feeding line to provide a methyl-acetate-containing mixed 

liquid, comprised of 17.3wt.% water, 74.lwt% methyl acetate, 

7. 6wt% methanol, and 1. Owt% acetic acid, and this mixed liquid 

was fed into a stainless-steel hydrolysis reactor with an 

2800mm inner diameter and a 3600mm length, which was filled 

with a porous acidic ion exchange resin (PK 228LH, made by 

Mitsubishi Chemical Co. Ltd.), and a reaction product liquid, 

comprised of 13.8wt% water, 59.Bwt% methyl acetate, 13.8wt% 

methanol, and 12. 6wt% acetic acid, was obtained. This reaction 

product liquid was fed into the fourth stage from the tower 

top of the stainless-steel first distillation tower, which is 

comprised of 35 stages of perforated plates and has an inner 

diameter of 3000mm, and was subject to extractive distillation. 

Upon performing atmospheric distillation in the total reflux 

condition, a bottom liquid, comprised of 41. 3wt% acetic acid, 
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21. 2wt% methanol, and 37. 5wt% water, was obtained. As has been 

mentioned above, the side stream was taken out from the fourth 

stage from the tower top of the first distillation tower, mixed 

with the mixed liquid of methyl acetate and water fed from the 

methyl acetate feeding line, and fed to the hydrolysis reactor. 

The bottom liquid of the first distillation tower was fed to 

the 45th stage of the second distillation tower, which is 

comprised of 65 stages of perforated plaes and has an inner 

diameter of lSOOmm, and was separated at a reflux ratio of 1. 45 

into a top distillate, comprised of 99.95wt% methanol, and a 

bottom liquid, comprised of acetic acid and water. The top 

distillate was used as product methanol. 

The bottom liquid of the second distillation tower was an 

aqueous solution with an acetic acid concentration of 43. lwt%, 

and this was fed into the 24th stage from the tower top of the 

stainless-steel third distillation tower, which is comprised 

of 35 stages of perforated plates and has an inner diameter 

of 3600mm. Upon performing atmospheric distillation with the 

reflux ratio maintained at 1. 44, a 7. 4wt% aqueous acetic acid 

solution was obtained from the tower top, and a 99. 95wt% acetic 

acid was obtained from the bottom. The acetic acid was taken 

out from near the bottom as a side stream and used as product. 

The top distillate was circulated back along with added water 
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and used as solvent in the above-described first distillation 

tower. The quantity of heat required for separation, as 

converted into 4kg/cm2G steam, was 4kg per lkg of raw material 

methyl acetate. With regard to the number of distillation 

towers used, this example was carried out in accordance with 

a flow that is simpler than the comparative example described 

below, and the operation of third distillation tower 20 was 

extremely easy. 

Second example 

Acetic acid and methanol were produced from methyl acetate 

in accordance with the flow shown in Fig. 2. A liqu.id, comprised 

of 1. 9wt% water, 31. 4wt% methyl acetate, and 66. 7wt% methanol, 

was fed into the 19th stage from the tower top of the 

stainless-steel: first distillation tower, which is comprised 

of 45 stages of perforated plates and has an inner diameter 

of 3200mm, and was subject to extractive distillation. Upon 

performing atmospheric distillation in the total reflux 

condition, a bottom liquid, comprised of 20. 5wt% acetic acid, 

58. Owt% methanol, and 21. 5wt% water, was obtained. The bottom 

liquid of the first distillation tower was fed to the 50th stage 

of the second distillation tower, which is comprised of 65 

stages of perforated plates and has an inner diameter of 2800mm, 

and was separated at a reflux ratio of 1.15 into a top distillate, 
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comprised of 99. 95wt% methanol, and a bottom liquid, comprised 

of acetic acid and water. The top distillate was used as product 

methanol. 

The bottom liquid of the second distillation tower was an 

aqueous solution with an acetic acid concentration of 41. 4wt%, 

and this was fed into the 28th stage from the tower top of the 

stainless-steel third distillation tower, which is comprised 

of 70 stages of perforated trays and has an inner diameter of 

3600mm. Upon performing atmospheric distillation with the 

reflux ratio maintained at 1. 44, a 7. lwt% aqueous acetic acid 

solution was obtained from the tower top, and a 99. 95wt% acetic 

acid was obtained from the bottom. The acetic acid was taken 

out from near the bottom as a side stream and used as product. 

The top distillate was circulated back along with added water 

and used as solvent in the· above-described first distillation 

tower. 

A side stream was taken out from the 4th stage from the 

tower top of the first distillation tower, supplied to the same 

hydrolysis reactor as the first example to obtain a reaction 

product liquid, comprised of 17. 5wt% water, 71. 3wt% acetic acid, 

9.8wt% methanol, and 1.4wt% acetic acid, and this reaction 

product liquid was fed into the 5th stage from the tower top 

of the first distillation tower 23. The quantity of heat 
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required for separation, as converted into 4kg/cm2G steam, was 

5kg per lkg of raw material methyl acetate. The number of 

distillation towers used was the same as that of the first 

example and acetic acid and methanol were obtained in 

accordance with a simple flow. Also, the operation of third 

distillation tower 28 was extremely easy. 

Comparative example 

Acetic acid and methanol were produced from methyl acetate 

in accordance with the flow shown in Fig. 3. A saponification 

mother liquor, comprised of 36wt% methyl acetate and 64wt% 

methanol, was fed into the 6th stage from the top of the A 

distillation tower, comprised of 36 stages. and was separated 

at a reflux ratio of 1.0 into a top distillate, comprised of 

78wt% methyl acetate and 22wt% methanol, and a bottom liquid, 

comprised of methanol. The top distillate was fed along with 

the top distillate, comprised of 67wt% methyl acetate, 30wt% 

methanol, and 3wt% water, from the B distillation tower into 

the extractive distillation tower. The extractive 

distillation tower is a distillation tower of 30 stages, and 

the distillate from the A distillation tower was fed to the 

16th stage and the distillate from the B distillation tower 

was fed to the 19th stage. Water was added from the tower top 

of the extractive distillation tower and extractive 

This Sheet Has Been Replaced 

111111/IHI 
24 

~,,..-.,..-·"':"."al.II~ 

THIS SHtE i" tiAS BE~N 
REPLACED 

- ···.:-·· 



-------····---------

distillation was performed at a reflux ratio of 0.35. 

The bottom liquid of the extractive distillation tower was 

an aqueous solution of approximately 25wt% methanol, and this, 

along with the abovementioned bottom liquid of the A 

distillation tower, was fed into the 36th stage of the 56-

stage C distillation tower and separated into a methanol 

distillate and a bottom liquid, containing sodium acetate, etc., 

at a reflux ratio of 1. 4. The top distillate of the extractive 

distillation tower was a liquid having 4lwt% methyl acetate 

and 59wt% water as the main components, and this liquid was 

fed into a stainless-steel hydrolysis reactor, with an inner 

diameter of 2400mrn and length of 3600mm and filled with the 

same ion exchange resin as the first example, and a reaction 

product liquid, which was comprised of l 7wt% acetic acid, 9wt% 

methanol, 54wt% water, and 20wt% methyl acetate, was obtained. 

This reaction product liquid was supplied to the B distillation 

tower and separated into a top distillate, comprised of 67wt% 

methyl acetate, 30wt% methanol, and 3wt% water, and a bottom 

liquid, comprised of a 24wt% aqueous solution of acetic acid. 

The top distillate was the abovementioned return distillate 

and this distillate was fed to the extractive distillation 

tower. 

The bottom liquid, comprised of acetic acid and water, of 
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the B distillation tower was fed to the top of the 45-stage 

extraction tower, and butyl acetate of an amount that was 1. 6 

times the amount of the bottom liquid fed was fed from the lower 

part of the extraction tower to extract acetic acid. The extract 

liquid from the tower top of the extraction tower was comprised 

of 13wt% acetic acid, 79wt% butyl acetate, and 8wt% water, and 

this extract liquid was fed into the 20th stage of a 65-stage 

azeotropic distillation tower using butyl acetate as the 

entrainer, and acetic acid was recovered at a reflux ratio of 

0.35 from the lower part of the distillation tower. The top 

distillate of the azeotropic distillation tower was comprised 

of water and solvent, this top distillate was separated using 

a liquid separator, and the solvent was circulated back and 

used in the extraction tower. With this production method, the 

required quantity of heat, as converted into 4kg/cm2G steam, 

was 6kg per lkg of raw material methyl acetate, the number of 

distillation towers used was large, and the operation flow was 

complex. Also, the azeotropic distillation tower had to be 

operated so that water and butyl acetate will not become mixed 

in the bottom liquid of this distillation tower, and a large 

amount of labor was required for this procedure. Also, the 

amount of water used as extraction water was approximately 

twice that of the examples described above and amount of waste 
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water was approximately 100 times that of the examples 

described above. 

27 



255 .. -- ..... ~- zc~· 

111111lll~'1 * C L M S 

WHAT IS CLAIMED IS: 

1. A method of producing carboxylic acid and alcohol by 

obtaining a reaction product liquid by hydrolysis of a 

carboxylic acid ester under the presence of an acid catalyst 

and separating said product liquid by distillation, said method 

of producing carboxylic acid and alcohol being characterized 

in that a liquid, which contains the carboxylic acid ester and 

with which at least a part of the components thereof is a side 

stream taken out from a first distillation tower operated in 

the total reflux con di ti on, is supplied to a hydrolysis reactor 

filled with acid catalyst to obtain a reaction product liquid 

comprised essentially of carboxylic acid, alcohol, water, and 

carboxylic acid ester, said reaction product liquid is supplied 

to said first distillation tower, a bottom liquid, comprised 

essentially of carboxylic acid, alcohol, and water, is taken 

out from the bottom of said distillation tower, said bottom 

liquid is separated in a second distillation tower into a t-op 

distillate, having alcohol as the principal component, and a 

bottom liquid, comprised of carboxylic acid and water, said 

bottom liquid is separated in a third distillation tower into 

a top distillate, comprised of carboxylic acid and water, and 

a bottom liquid, comprised of carboxylic acid, said top 

distillate is circulated back to the tower top of said first 
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distillation tower, and water is added to said tower top. 

2. A method of producing carboxylic acid and alcohol by 

obtaini.ng a reaction· product liquid by hydrolysis of a 

carboxylic acid ester under the presence of an acid catalyst 

and separating said product liquid by distillation, said method 

of producing carboxylic acid and alcohol being characterized 

in that a liquid, which contains the carboxylic acid ester, 

is supplied to a first distillation tower that is operated in 

the total reflux con di ti on, the side stream taken out from said 

distillation tower is supplied to a hydrolysis reactor filled 

with acid catalyst to obtain a reaction product liquid 

comprised essentially of carboxylic acid, alcohol, water, and 

carboxylic acid ester, said reaction product liquid is supplied 

to said first distillation tower, a bottom liquid, comprised 

essentially of carboxylic acid, alcohol, and water, is taken 

out from the bottom of said distillation tower, said bottom 

liquid is separated in a second distillation tower into a top 

distillate, having alcohol as the principal component, and a 

bottom liquid, comprised of carboxylic acid and water, said 

bottom liquid is separated in a third distillation tower into 

a top distillate, comprised of carboxylic acid and water, and 

a bottom liquid, comprised of carboxylic acid, said top 

distillate is circulated back to the tower top of said first 
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distillation tower, and water is added to said tower top. 

3. A method of producing carboxylic acid and water as set forth 

in Claim 1 or 2, wherein the acetic acid ester is methyl acetate. 

4. A method of producing carboxylic acid and water as set forth 

in Claim 1 or 2, wherein the acetic acid ester is ethyl acetate. 
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