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AUTHENTICATION PROCESSING SERVICE

Cross-Reference to Related Avplication{s)

{8001} This application claims the benefit of prior filed U.S. Provisional Patent Application
No. 62/802,854, filed February 8, 2019 and of prior filed U.S. Provisional Patent Application
No. 62/862,454, filed June 17, 2019, each of which is hereby mcorporated by reference herein in

its entirety.

Copyright Notice

{8002} At least a portion of the disclosure of this patent document contains material that is
subject to copyright protection. The copyright owner has no objection to the facsimile
reproduction by anyone of the patent document or patent disclosure as it appears in the Patent
and Trademark Office patent file or records, but otherwise reserves all copyright rights

whatsoever.

Technical Field

10803} This disclosure relates to an authentication processing service and, more particularly, to
a decentralized biometric authentication processing service using secure multi-party computation

for enabling a secure operation.

Background of the Disclosure

{6004] Authenticating a user often requires the storage of a user's security details on a storage

system that may be vulnerable to attack, thereby threatening the authentication process.
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Summary of the Disclosure

[8805] This document describes systems, methods, and computer-readable media for providing
an authentication processing service.

[60866] For example, a method for authenticating a user of at least a first user electronic device
and a second user electronic device using a network node s provided. The method may include
receiving, at the network node, from the first user electronic device, at a first moment in time,
communication protocol information that includes a restricied enroliment input corresponding to
an unrestricted enrollment input that has been resiricted by an enroliment biometric template
indicative of user enrollment biometrics captured at an enrollment moment in time that is prior to
the first moment in time, an unrestricted authentication input, and a transformed maiching
function that 1s operative o cutput a success key in response 1o successfully evaluating the
transformed matching function using two inputs, receiving, at the network node, from the second
user electronic device, at a second moment in time after the first moment i time, a restricted
authentication mnput corresponding to the unrestricted authentication input that has been
restricted by an authentication biometric sample indicative of user authentication biometrics
captured at an authentication moment in time that is after the first moment in time but that 1s
prior to the second moment in time, after the receiving the restricted authentication input,
evaluating, at the network node, the transformed matching function using the restricted
enrollment input and the restricted authentication input, and, when the evaluating is successful,
using, at the network node, the success key output by the transformed matching function to
enable a secure operation,

[80807] As yet another example, a method for authenticating a user of a user electronic device
using a network node 1s provided. The method may include obtaining, at the user electronic
device, a seed, generating, at the user electronic device, an enrollment biometric template
mdicative of user enrollment biometric identifier information, dentifving, at the user electronic
device, a transformed matching function that is operative to output a success key 1n response to
successfully evaluating the transformed matching function using a first input and a second mput,
generating, at the user electronic device, a restricted enroliment mput by restricting the first mnput
using the enroliment biometric template, encrypting, at the user electronic device, with the
success key, seed mformation that includes at least a portion of the seed, after the encrypting,

deleting the seed from the user electronic device, and sending, from the user electronic device, to
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the network node, enrollment data comprising the encrypted seed information and the
transformed matching function and the resiricted enrollment input.

10808] As vet another example, a non-transitory computer-readable storage medium storing at
ieast one program is provided, the at least one program including instructions, which, when
executed by at least one processor of an electronic subsystem, may cause the at least one
processor to receive, from a user electronic device, a restricted enroliment input corresponding to
an unrestricted enroliment input that has been resiricted by an enroliment biometric template
indicative of user enrollment biometrics captured at an enrollment moment in time, recetve, from
the user electronic device, a restricted authentication input corresponding to an unrestricted
authentication input that has been restricted by an authentication biometric sample indicative of
user authentication biometrics captured at an authentication moment in time after the enrollment
moment in time, receive, from the user electronic device, a transformed matching function that is
operative to output a success key in response to successtully evaluating the transformed
matching function using two inpuis, evaluate the received transformed matching function using
the received restricted enrollment input and the recerved restricted autheniication mput, and,
when the evaluation 1s successful, use the success key output by the transformed matching
function to enable a secure operation.

[0069] This Summary 1s provided to summarize some example ernbodiments, 30 as to provide
a basic understanding of some aspects of the subject matter described mn this document.
Accordmgly, 1t will be appreciated that the features described in this Summary are only
examples and should not be construed to narrow the scope or spirit of the subject matter
described herein in any way. Unless otherwise stated, features described in the context of one
example may be combined or used with features described m the context of one or more other
examples. (Other features, aspects, and advantages of the subject matter described herein will

become apparent from the following Detatled Description, Figures, and Claims.

Brief Description of the Drawings

[0616] The discussion below makes reference to the following drawings, in which like
reference characters may refer to like parts throughout, and in which:
{8011} FIG. 1 1s a schematic view of an itllustrative system for providing an authentication

processing service of the disclosure;
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10812} FIG. 1A is a more detatled schematic view of a user device of the system of FIG. 1,
[80613] FIG. 1B is a more detailed schematic view of a network node of the system of FIG. 1;
10814} FIG. 1C 15 a more detailed schematic view of a repository of the system of FIG. 1;
[8615] FIG. 1D 15 a more detailed schematic view of a third party subsystem of the system of
FIG 1,

[8016] FIG. 1E 1s a more detailed schematic view of an authentication processing service
subsystem of the system of FIG. 1,

{8017} FIG. 1F 15 a more detailed schematic view of a portion of the system of FIG. 1;

[0018] FIGS. 2A and 2B ilustrate a flowchart of an exemplary process for enrolling a user
device and a user thereof with an APS platform;

[0019] FIG 3 illustrates a flowchart of an exemplary process for generating one or more sets of
authentication circuit information for a set of network nodes using secure multi-party
computation;

[0626] FIGS. 4A, 4B, and 4C illustrate a flowchart of an exemplary process for authenticating
an enrolled APS user of an envolled APS user device with the APS platform;

{0021} FIG S dlustrates a flowchart of an exemplary process for registering a thurd party
service with an enrolled APS user of an enrolled APS user device;

{00221 FIG. 6 dlustrates a flowchart of an exemplary process for authenticating an enrolled
APS user of an enrolled APS user device with a registered third party service using the APS
platform;

[6623] FIGS. 7A, 7B, 7C, 7D, 7E, 7F, 7G, TH, 71, 71, 7K, 7L, M, 7N, 7G, 7P, 73, 7R, 7S, 7T,
7U, 7V, and7W illustrate exemplary screens of graphical user interfaces ("Uls") of one or more
user devices carrying out the processes of FIGS. 2A-6; and

{0024] FIGS. 8 and 9 llustrate flowcharts of other exemplary processes for using an

authentication processing service.

Detailed Description of the Dhisclosure

[006258] Systems, methods, and computer-readable media for providing an authentication
processing service are provided.
[0626] The termunology used in the description of the various described embodiments herein 15

for the purpose of describing particular embodiments only and is not intended to be limiting, As
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used in the description of the various described embodiments and the appended claims, the

(1]

singular forms "a," "an," and "the" are intended to include the plural forms as well, unless the

context clearly indicates otherwise. The term "and/or" as used herein refers {o and encompasses
any and all possible combinations of one or more of the associated listed items. The terms

"oy

"includes," "including

=0

. g," when used in this specification,

o0

comprises,” and/or "comprisin
specily the presence of stated features, integers, steps, operations, elements, and/or components,
but do not preclude the presence or addition of one or more other features, integers, steps,
operations, elements, components, and/or groups thereof.

{8027} The term "if" i3, optionally, construed to mean "when" or "upon” or "in response to
determining" or "in response to detecting," depending on the context Similarly, the phrase "if 1t
is determined” or "if {a stated condition or event] is detected" is, optionally, construed to mean
"upon determining” or "in response to determining” or "upon detecting [the stated condition or
event]” or "in response to detecting [the stated condition or event]," depending on the context.
[6628] As used herein, the terms "computer,” "personal computer,” "device,"” and "computing
device" may refer to any programmable computer system that 15 known or that will be developed
m the future. In certain embodiments, a computer will be coupled to a network, such as
described herem. A computer system may be configured with processor-executable software
mstructions to perform the processes described herein. Such computing devices may be mobile
devices, such as a mobile telephone, data assistant, tablet computer, or other such mobile device.
Alternatively, such computing devices may not be mobile (e.g., in at least certain use cases),
such as n the ¢ase of server computers, desktop computing systems, or systerns integrated with
non-mobile components.

ot

[6025] As used herein, the terms "component,” "module,” and "system,” are intended to refer
to a computer-related entity, either hardware, a combination of hardware and software, software,
or sofiware in execution. For example, a component may be, but is not limited to being, a
Process running on a processor, 4 processor, an object, an executable, a thread of execution, a
program, and/or a computer. By way of illustration, both an application running on a server and
the server may be a component. One or more components may reside within a process and/or

thread of execution and a component may be localized on one computer and/or distributed

between two of more computers.
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{00836} FIG. 1 shows a system 1 in which an authentication processing service {("APS") may be
facilitated amongst various user devices 60 (e.g., one or more APS user devices {e.g., APS user
devices 60a and 60b) and/or one or more third party service ("TPS"} user devices (e.g., TPS user
device 60c)), various network servers or network nodes 70, a repository 80, a third party
subsystem 90, and an APS subsystem 100, FIG. 1A shows further details with respect to a
particular embodiment of a user device 60 of system 1, FIG. 1B shows further details with
respect to a particular embodiment of a network node 70 of system 1, FIG. 1€ shows further
details with respect to a particular embodiment of a repository 80 of system 1, FIG. 1D shows
further details with respect to a particular embodiment of a third party subsystem 90 of system 1,
FIG. 1E shows further detatls with respect to a particular embodiment of an APS subsystem 10
of system 1, FIG. 1F shows further details with respect to a particular embodiment of a portion
of system 1, FIGS. 2A and 2B illustrate a flowchart of an exemplary process for enrolling a user
device 60 and a user thereof with an APS platform, FIG. 3 illustrates a flowchart of an
exemplary process for generating one or more sets of authentication circuit information for a set
of network nodes 70 using secure multi-party computation, FIGS. 4A-4C illustrate a flowchart of
an exemplary process for authenticating an enrolled APS user of an enrolied APS user device 60
with the APS platform, FIG. 5 illustrates a flowchart of an exemplary process for registering a
third party service of third party subsystem 90 with an enrolled APS user of an enrolled APS
user device 60, FIG. 6 illustrates a flowchart of an exemplary process for authenticating an
enrolied APK user of an enrolled APS user device 60 with a registered third party service of third
party subsystem 90 using the APS platform, FIGS. 7A-7W illustrate exemplary screens of
graphical user interfaces ("Uls™) of one or more user devices 60 carrying out the processes of
FIGS. 2A-6, and FIGK. 8 and 9 illustrate flowcharts of other exemplary processes for using an

authentication processing service.

FIGS. I-1F
{6031} FIG. 1 i3 a schematic view of an illustrative system 1 in which authentication
processing may be facilitated utilizing a user device and one or more network nodes. For

ITaY

example, as shown 1n FIG. 1, system 1 may include an authentication processing service ("APS")

subsystem 100, one or more user devices 60 (e.g., user devices 60a-60¢), one or more network

nodes 70 {(e.g., network nodes 70a-70¢), at least one repository 80, and at least one third party
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subsystem 90, and at least one communications network 50 through which APS subsystem 100
and at least one user device 60 and/or at least one network node 70 and/or at least one

repository 30 and/or at least one third party enabler subsystem 90 may communicate.

{0632 Asshown in FIG. 1A, and as described 1in more detail below, a user device 60

{e.g., one, some, or each of devices 60a-60c of FIG. 1) may include a processor component 62, a
memory component 63, a communications component 64, a sensor 65, an input/output ("H/O")
component 66, a power supply component 67, a housing 61, and/or a bus 68 that may provide
one or more wired or wireless communication links or paths for transferring data and/or power
to, from, or between various other components of user device 60. In some embodiments, one or
more components of user device 60 may be combined or omitted. Moreover, user device 60 may
inchude other components not combined or included in FIG. 1A and/or several instances of the
components shown in FIG. 1A For the sake of simplicity, only one of each of the components
of user device 60 1s shown in FIG. 1A, I/0 component 66 may include at least one input
component {e.g., button, mouse, keyboard, etc.) to receive information from a user and/or at least
one output component {e.g , audio speaker, video display, haptic component, etc.} to provide
mmformation to a user, such as a touch screen that may receive input information through a user's
touch of a display screen and that mayv also provide visual information to a user via that same
display screen. Memory 63 may include one or more storage mediums, mcluding for example, a
hard-drive, flash memory, permanent memory such as read-only memory ("ROM"),
semi-permanent memory such as random access memory {("RAM"), any other suitable type of
storage component, or any combination thereof {e.g., for storing data (e.g., user APSP data 69d)).
Communications component 64 may be provided to allow user device 60 to commumicate with
one or more other user devices 60 and/or network nodes 70 and/or repository 80 and/or third
party subsystem 90 and/or APS subsystem 100 using any suitable communications protocol
{e.g., via communications network 50}, Communications component 64 can be operative to
create or connect to a communtcations network (e.g., network 50}, Communications

component 64 can provide wireless communications using any suitable short-range or long-range
communications protocol, such as Wi-Fi (e.g., an 802.11 protocol}, Bluetooth, radio frequency
systems {e.g., 1200 MHz, 2.4 GHz, and 5.6 GHz communication systems}, near field
communication ("NFC"}, infrared, protocols used by wireless and cellular telephones and

personal e-mail devices, or any other protocol supporting wireless communications.

~1
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Communications component 64 can also be operative to connect to a wired communications
network or direcily to another data source wirelessly or via one or more wired connections.
Communications component 64 may be a network interface that may include the mechanical,
electrical, and/or signaling circuitry for communicating data over physical links that may be
coupled to network 50. Such network interface(s) may be configured to transmit and/or recetve
any suitable data using a variety of different communication protocels, including, but not limited
to, TCP/IP, UDP, ATM, synchronous optical networks ("SONET"), any suitable wireless
protocols, Frame Relay, Ethernet, Fiber Distributed Data Interface ("FDDI"), and/or the like. In
some embodiments, one, some, or each of such network interfaces may be configured to
implement one or more virtual network interfaces, such as for Virtual Private Network ("VPN")
access.

[8033] Sensor 65 may be any suitable sensor that may be configured to sense any suitable data
for user device 60 {e.g., location-based data via a GPS sensor system, motion data,
environmental data, biometric data, etc.}. Sensor 65 may be a sensor assembly that may include
any suitable sensor or any suifable combination of sensors operative to detect movements of user
device 60 and/or of a user thereof and/or any other charactenistics of user device 60 and/or of s
environment {e.g., physical activity or other characteristics of a user of user device 60, light
content of the device environment, gas pollution content of the device environmment, noise
pollution content of the device environment, altitude of the device, etc.). Sensor 65 may mclude
any suitable sensor(s), including, but not limited to, one or more of a GPS sensor, wireless
communication sensor, accelerometer, directional sensor {e.g., compass), gyroscope, motion
sensor, pedometer, passive infrared sensor, ultrasonic sensor, microwave sensor, a tomographic
motion detector, a camera, a biometric sensor, a light sensor, a timer, or the like. Sensor 65 may
melude any suitable sensor components or subassemblies for detecting any suitable movement of
user device 60 and/or of a user thereof. For example, sensor 65 may include ong or more
three-axis acceleration motion sensors {(e.g., an accelerometer) that may be operative to detect
lingar acceleration in three directions (i.e., the »- or left/right direction, the y- or up/down
direction, and the z- or forward/backward direction). As another example, sensor 65 may
include one or more single-axis or two-axis acceleration motion sensors that may be operative to
detect linear acceleration only along each of the x- or left/right direction and the y- or up/down

direction, or along any other pair of directions. In some embodiments, sensor 65 may include an
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electrostatic capacitance {e.g., capacitance-coupling) accelerometer that may be based on silicon
micro-machined micro electro-mechanical systems ("MEMS") technology, including a
heat-based MEMS type accelerometer, a piezoelectric type accelerometer, a piezo-resistance
type accelerometer, and/or any other suitable accelerometer (e.g., which may provide a
pedometer or other suitable function). Sensor 65 may be operative to directly or indirectly detect
rotation, rotational movement, angular displacement, tilt, posttion, orientation, motion along a
non-linear {e.g., arcuate) path, or any other non-linear motions. Additionally or alternatively,
sensor 65 may include one or more angular rate, inertial, and/or gyro-motion sensors or
gyroscopes for detecting rotational movement. For example, sensor 65 may include one or more
rotating or vibrating elements, optical gyroscopes, vibrating gyroscopes, gas rate gyroscopes,
ring gyroscopes, magnetometers {(e.g., scalar or vector magnetometers), compasses, and/or the
itke. Any other suitable sensors may also or alternatively be provided by sensor 65 for detecting
motion on user device 60, such as any suitable pressure sensors, altimeters, or the like. Using
sensor 63, user device 60 may be configured to determine a velocity, acceleration, orientation,
and/or any other suitable motion atiribute of user device 60. Sensor 65 may mclude any suitable
sensor components or subassemblies for detecting any suitable biometric data and/or health data
and/or sleep data and/or mindfulness data and/or the hike of a user of user device 60. For
example, sensor 65 may include any surtable biometric sensor that may mnclude, but 1s not
Iimited to, one or more facial recognition sensors, fingerprint scanners, iris scanners, retinal
scanners, voice recognition sensors, gaif sensors, hair sensors, hand geometry sensors, signature
scanners, keysiroke dynamics sensors, vein matching sensors, heart beat sensors, body
temperature sensors, odor or scent sensors, behavioral biometric sensors (e.g., user behavioral
modeling of movement, orientation, gesture, pausality, etc.), DNA sensors, sensors for any
unclonable or extremely difficult to replicate personal function, and/or any other suitable sensors
for detecting any suitable metrics related to any sustable characteristics of a user, which may also
mclude health-related optical sensors, capacitive sensors, thermal sensors, electric field
{"eField") sensors, and/or ultrasound sensors, such as photoplethysmogram ("PPG") sensors,
electrocardiography ("ECG") sensors, galvanic skin response ("GSR"} sensors, posture sensors,
stress sensors, photoplethysmogram sensors, and/or the like. These sensors can generate data
providing health-related information associated with the user. For example, PPG sensors can

provide information regarding a user's respiratory rate, blood pressure, and/or oxygen saturation.
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ECG sensors can provide information regarding a user's heartbeats. (GSR sensors can provide
information regarding a user's skin moisture, which may be indicative of sweating and can
prioritize a thermostat application to determine a user's body temperature. One or more
biometric sensors may be mulii-modal biometric sensors and/or operative to detect long-lived
biometrics, modern liveness {(e.g., active, passive, etc.) biometric detection, and/or the like.
Sensor 65 may include a microphone, camera, scanner {e.g., a barcode scanner or any other
suitable scanner that may obtain product identifying information from a code, such as a linear
barcode, a matrix barcode (e.g., a quick response ("QR") code), or the like), proximity sensor,
light detector, temperature sensor, motion sensor, hiometric sensor (e g., a fingerprint reader or
other feature {e.g , facial) recognition sensor, which may operate in conjunction with a
feature-processing application that may be accessible to user device 60 for attempting to
authenticate a user), line-in connector for data and/or power, and/or combinations thereof. In
some examples, each sensor can be a separate device, while, in other examples, any combination
of two or more of the sensors can be included within a single device. For example, a gyroscope,
accelerometer, photoplethysmogram, galvanic skin response sensor, and temperature sensor can
be mcluded within a wearable electronic device, such as a smart watch, while a scale, blood
pressure cuff, blood glucose monitor, Sp02 sensor, respiration sensor, posiure sensor, stress
sensor, and asthma inhaler can each be separate devices. While specific examples are provided,
it should be appreciated that other sensors can be used and other combinations of sensors can be
combined mio a single device. Using one or more of these sensors, user device 60 can determine
physiological characteristics of the user while performing a detected activity, such as a heart rate
of a user associated with the detected activity, average body temperature of a user detected
during the detected activity, any normal or abnormal physical conditions associated with the
detected activity, or the like. In some examples, a GPS sensor or any other suitable location
detection component(s) of user device 60 can be used to deternmune a user's location

{e.g., geo-location and/or address and/or location type {e.g., hibrary, school, office, zoo, etc.}} and
movement, as well as a displacement of the user's motion. An accelerometer, directional sensor,
and/or gyroscope can further generate activity data that can be used to determine whether a user
of user device 60 1s engaging in an activity, i1s mactive, or is performing a gesture. Any suitable
activity of a user may be tracked by sensor 65, including, but not limited to, steps taken, flights

of stairs climbed, calories burned, distance walked, distance run, minutes of exercise performed

-10 -
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and exercise quality, time of sleep and sleep quality, nutritional intake {e.g., foods ingested and
thetr nutritional value}, mindfulness activities and quantity and quality thereof (e.g., reading
efficiency, data retention efficiency), any suitable work accomplishments of any suitable type
{e.g., as may be sensed or logged by user input information indicative of such accomplishments),
and/or the like. User device 60 can further include a timer that can be used, for example, to add
time dimensions to various attributes of the detected physical activity, such as a duration of a
user's physical activity or inactivity, time(s) of a day when the activity is detected or not
detected, and/or the like. Sensor 65 may include any suitable sensor components or
subassemblies for detecting any suttable characteristics of any suitable condition of the lighting
of the environment of user device 60. For example, sensor 65 may include any suitable light
sensor that may include, but is not limited to, one or more ambient visibie light color sensors,
illuminance ambient light level sensors, ultraviolet ("UV") index and/or UV radiation ambient
light sensors, and/or the like. Any suitable light sensor or combination of light sensors may be
provided for determining the illuminance or light level of ambient light in the environment of
user device 60 {e.g., in lux or lumens per square meter, etc. ) and/or for determining the ambient
color or white point chromaticity of ambient light in the environment of user device 60 (e.g., n
hue and colorfulness or in x/y parameters with respect to an x-y chromaticity space, etc.) and/or
for determining the UV index or UV radiation in the environment of user device 60 {e.g,, in UV
mndex units, etc.). A suitable light sensor may include, for example, a photodiode, a
phototransistor, an ntegrated photodiode and amplifier, or any other suitable photo-sensitive
device. In some embodiments, more than one light sensor may be integrated into user device 60.
Sensor 65 may include any suttable sensor components or subassemblies for detecting any
suttable characteristics of any suitable condition of the air quality of the envircnment of user
device 60. For example, sensor 65 may mclude any suitable air quality sensor that may include,
but s not limited to, one or more ambient air flow or air velocity meters, ambient oxygen level
sensors, volatile organic compound ("VOC") sensors, ambient humidity sensors, ambient
temperature sensors, and/or the hike. Any suitable ambient air sensor or combination of ambient
air sensors may be provided for determining the oxygen level of the ambient air in the
environment of user device 60 (e.g., in Oz % per liter, etc.} and/or for determining the air
velocity of the ambient air in the environment of user device 60 (e.g., in kilograms per second,

etc.} and/or for determining the level of any suitable harmful gas or potentially harmful

11 -
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substance (e.g., VOC (e.g., anv suitable harmful gasses, scents, odors, etc.} or particulate or dust
or pollen or mold or the like) of the ambient awr in the environment of user device 60 {e.g., in HG
% per liter, etc.} and/or for determining the humidity of the ambient air in the environment of
device 100 {e.g., in grams of water per cubic meter, etc. {e.g., using a hygrometer}} and/or for
deternmining the temperature of the ambient air in the environment of user device 60 {(e.g., in
degrees Celsius, etc. {e.g., using a thermometer}). Sensor 65 may include any suitable sensor
components or subassemblies for detecting any suitable characteristics of any suitable condition
of the sound quality of the environment of user device 60. For example, sensor 65 may include
any suitable sound quality sensor that may include, but is not limited to, one or more
microphones or the like that may determine the level of sound pollution or noise in the
environment of user device 60 (e g, in decibels, etc.). Sensor 65 may also nclude any other
suitable sensor for determining any other suitable characteristics about a user of user device 60
and/or the environment of user device 60 and/or any situation within which user device 60 may
be existing. For example, any suitable clock and/or position sensor(s) may be provided to
determune the current time and/or time zone within which user device 60 may be located.

Sensor 65 may be embedded in a body {(e.g., housing 61) of user device 60, such as along a
bottom surface that may be operative {o contact a user, or can be positioned at any other
desirable location. In some examples, different sensors can be placed m different locations
inside or on the surfaces of user device 60 {e.g., some located inside housing 61 and some
attached to an attachment mechanism {e.g., a wrist band coupled to a housing of a wearable
device), or the like). In other examples, one or more sensors can be worn by a user separately as
different parts of a single user device 60 or as different devices. In such cases, the sensors can be
configured to communicate with user device 60 using a wired and/or wireless technology

{e.g., via commumications component 64). In some examples, sensors can be configured to
communicate with each other and/or share data collected from one or more sensors. In some
examples, user device 60 can be waterproof such that the sensors can detect a user's activity in
water.

10034} Power supply 67 can include any suitable circuitry for receiving and/or generating
power, and for providing such power to one or more of the other components of user device 60.
For example, power supply assembly 67 can be coupled to a power grid {e.g., when device 60 is

not acting as a portable device or when a battery of the device 1s being charged at an electrical
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outlet with power generated by an electrical power plant). As another example, power supply
assembly 67 may be configured to generate power from a natural source {e.g., solar power using
solar cells). As another example, power supply assembly 67 can include one or more baiteries
for providing power {(e.g., when device 60 is acting as a portable device). User device 60 may
also be provided with a housing 61 that may at least partially enclose one or more of the
components of user device 60 for protection from debris and other degrading forces external o
user device 60. Fach component of user device 60 may be included in the same housing 61

{e.g., as a single unutary device, such as a portable media device or server} and/or different
components may be provided in different housings {e.g., a kevboard input component may be
provided in a first housing that may be communicatively coupled to a processor component and a
display output component that may be provided in a second housing, such as in a desktop
computer set-up}. In some embodiments, user device 60 may include other components not
combined or included in those shown or several instances of the components shown.

[0635] Processor 62 may be used to run one or more applications, such as an application 69
that may be accessible from memory 63 {e.g, as a portion of user APSP data 69d) and/or any
other suitable source (e.g., from network 50 via APS subsystern 100 or any other subsystem and
an active mnternet or other suitable data connection). Application 69 may include, but is not
fimited to, one or more operating system applications, firmware applications, communication
apphcations (e.g., for enabling communication of data between user devices 60 and APS
subsystem 100 and/or nodes 70 and/or repository 80 and/or third party subsystem 90), third party
service applications (e.g., wallet applications, banking applications social media applications,
etc.), internet browsing applications (e.g., for interacting with a website provided by a third party
subsystern 90 and/or by APS subsystem 100 for enabling user device 60 to interact with an
online service), application programming nterfaces ("APIs"), software development kits
{"SDKs"), APS applications {e.g., a web application or a native application that may be at least
partially produced by APS subsystem 100 for enabling user device 60 to interact with an online
service and/or one or more network nodes 70 and/or repository 80 and/or a third party

subsystem 90), or any other suitable applications. For example, processor 62 may load an
application 69 as a user interface program to determine how instructions or data received via an
input component of I/0 component 66 or other component of client subsystem 70 (g.g., sensor 65

and/or communications component 64) may manipulate the way in which information may be
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stored {e.g, in memory 63} and/or provided to the user via an output component of VO
component 66 and/or to another subsystem via communications component 64. As one example,
application 69 may provide a user with the ability to interact with an authentication processing

"y

service platform (" APSP"} of system 1, where application 69 may be a third party application
that may be running on user device 60 {e.g., an application associated with APS subsystem 100
and/or third party subsystem 90) that may be loaded on user device 60 (e.g., using
communications component 64} via an application market, such as the Apple App Store or
Google Play, or that may be accessed via an internet application or web browser (e.g., by Apple
Safari or Google Chrome) that may be running on user device 60 and that may be pointed to a
uniform resource locator ("URL") whose target or web resource may be managed by or
otherwise affiliated with the APSP.

[8036] User device 60 may be any portable, mobile, wearable, implantable, or hand-held
electronic device configured to operate with the APSP of system 1. Alternatively, user device 60
may not be portable during use, but may instead be generally stationary. User device 60 can
include, but 1s not Iimited 1o, a media player, video plaver, still image plaver, game plaver, other
media plaver, music recorder, movie or video camera or recorder, still camera, other media
recorder, radio, medical equipment, domestic appliance, smart apphiance {e. g, smart door knob,
smart door lock, ete.), transportafion vehicle mstrument, musical instrument, calculator, cellular
telephone, other wireless communication device, personal digital assistant, remote countrol, pager,
computer {e.g., a deskiop, laptop, tablet, server, etc.), monitor, television, stereo equipment, set
up box, set-top box, wearable device {e.g., an Apple Watch™ by Apple Inc.}, boom box,
modem, router, printer, kiosk {e.g., a public kiosk that may be used to provide a personal virtual
device by enrolling and/or authenticating various users through distinct enrollment and/or
authentication processes), beacon {e.g., a Bluetooth low energy beacon transmitter device), and
any combinations thereof.

{8637} As shown in FIG. 1B, network node 70 {e.g., one, some, or each of nodes 70a-70¢ of
FIG. 1) may mclude a processor component 72 that may be similar to processor 62, an
application 79 that may be similar to application 69, a memory component 73 that may be
stmtlar to memory component 63 (e.g., for storing data {e.g , node APSP data 79d}), a
communications component 74 that may be similar to communications component 64, a

sensor 75 that may be similar 1o sensor 65, an V0O component 76 that may be similar to /O
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component 66, a power supply component 77 that may be similar {o power supply

component 67, a housing 71 that may be similar to housing 61, and/or a bus 78 that may be
similar to bus 68. One, some, or each communications component 64 and/or one, some, or each
communications component 74 may be a network interface that may include the mechanical,
electrical, and signaling circuitry for communicating data over physical links coupled to

network 50,

10838] As shown in FIG. 1C, repository 80 may include a processor component 82 that may be
similar to processor 62, an application 89 that may be similar to application 69, a memory
component 83 that may be similar to memory component 63 {e. g., for storing data

{e.g., repository APSP data 89d)), a communications component 84 that may be similar to
communications component 64, a sensor 85 that may be similar to sensor 65, an V0

component 86 that may be similar to /O component 66, a power supply component 87 that may
be simailar to power supply component 67, a housing 81 that may be similar to housing 61, and/or
a bus 88 that may be similar to bus 68. One, some, or each communications component 64
and/or one, some, or each communications component 84 may be a network mterface that may
mclude the mechanical, electrical, and signaling circuitry for communicating data over physical
iinks coupled to network 50.

{00639 As shown in FIG. 1D, third party subsystem 90 may mclude a processor component 92
that may be simular to processor 62, an application 99 that may be similar to application 69, a
memory component 93 that may be similar to memory component 63 {(e.g., for storing data

{e.g., third party APSP data 99d}}, a communications component 94 that may be similar to
communications component 64, a sensor 95 that may be similar to sensor 65, an /0

component 96 that may be sumilar to VO component 66, a power supply component 97 that may
be similar to power supply component 67, a housing 81 that may be simular to housing 61, and/or
a bus 98 that may be simular to bus 68. One, some, or each communications component 64
and/or one, some, or each communications component 94 may be a network interface that may
include the mechanical, electrical, and signaling circuitry for communicating data over physical
iinks coupled to network 50.

[004¢] Asshown in FIG. 1E, APS sobsystem 100 may include a processor component 12 that
may be similar {0 processor 62, a memory component 13 that may be similar to memory

component 63 {e.g., for storing data (e.g., APS subsystem APSP data 19d}), a communications
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component 14 that may be similar to communications component 64, a sensor 15 that may be
similar to sensor 65, an VO component 16 that may be similar to V(O component 66, a power
supply component 17 that may be similar to power supply component 67, a housing 11 that may
be similar to housing 61, and/or a bus 18 that may be similar to bus 68. APS subsystem APSP
data 19d may include one or more data sources or data structures that may include any suitable
data and/or applications {(e.g., application 69 for use by user device 60 and/or application 79 for
use by a network node and/or an application 19 that may be run by processor 12 of APS
subsystem 100 and/or the like) for facilifating an authentication processing service or APSP that
may be provided by APS subsystem 100 and/or any other entities of system 1 to one or more
users. Some or all portions of APS subsystem 100 may be operated, managed, or otherwise at
ieast partially controlled by an entity responsible for providing to one or more users or entities of
system 1 an authentication processing service or APSP, which may be referred to hereinas a
Keyless™ platform.

[8041] APS subsystem 100 may communicate with one or more user devices 60 and/or
network nodes 70 and/or repository 80 and/or third party enabler subsystems 90 via one or more
communications networks 50, and/or any user device 60 may communicate with any other user
device 60 and/or network node 70 and/or repository 80 and/or subsystem 90 via one or more
communications networks 50, and/or any network node 70 may communicate with any other
network node 70 and/or user device 60 and/or repository 80 and/or subsystem 90 via one or more
communications networks 50, Network 50 may be the internet or any other network, such that
when interconnected, a user device 60 may access information {e.g., an APL, SDK, protocol,
application, etc. (e.g., from data structure 19d of APS subsystern 100, as may be provided as an
authentication processing service via processor 12 of APS subsystem 100}} as if such
mformation were stored locally at that user device {e.g., in memory component 63 ).

[6042] A user device 60 may be configured to enroll and then authenticate itself and a user
with the APSP of system 1 by following any suitable APSP protocols, such as by using any
suitable client application {e.g., any suitable APSP-enabled application) that may be running on
the user device, while various nodes 70 may be used to store cryptographically protected shares
of a user's biometric data and keys. For example, as shown in FIG. 1F, a client application 6%9a

B

{e.g., an APSP app {e.g., as may be created and/or managed or otherwise at least partially under

=

the auspices of APS subsystem 100}} may be run on a user device 60a that may include an APSP
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AP and/or an APSP SDK, which may be at least partially defined by APS subsystem 100. An
APSP API of a client application 69 may be configured to enable interaction with any suitable
user device components {(e.g., biometric sensors, like a camera, for capturing images indicative
of the user's biometrics). An APSP SDK of a client application 69 may be configured to include
or define a client-/user-side secure multi-party computation ("SMPC"} protocol engine and/or a
communication protocol for enabling interaction between the user device and various network
nodes {e.g., for processing of a captured biometrics image and/or determining a seed/secret value
and/or for generating shares of the biometrics and/or shares of the seed and/or encrypting the
shares with one or more keys and/or forwarding encrypted shares to various respective nodes
and/or performing any other suitable tasks {e.g., passing the captured user biometrics through a
newral network to extract embedding)). Moreover, as shown in FIG. 1F, each one of network
nodes 70 (e.g., nodes 70a-70¢) may be configured to run any suitable application(s)

(e.g., respective applications 79a-79¢) that may include any suitable SMPC engine(s) and/or any
suitable APSP protocol(s), which may be at least partially defined by APS subsystem 100

[8043] During APSP enroliment of a user device 60a, which may be referred to herein as an
APS user device 60a that may be used to capture a user's biometrics or otherwise for user
enroliment and/or user authentication with the APSP, as compared to a TPS user device

{e.g., TPS user device 60c¢) that may not be used to capture a user's biomeirics or otherwise for
user enrollment and/or user authentication with the APSP but may nevertheless be used by a user
to mteract with a third party subsystem 90 that may benefit from the enrollment/authentication of
the APSP, the APS user device may be configured to generate or otherwise obtain any suitable
seed (e.g., secret value {(e.g., any value that may be confidential and/or lack predictability)) that
may be used to provide or define any suitable keys. Certain ones of such keys {e.g., public
key{s)} may be communicated to and stored on repository 80 and/or one or more network

nodes 70 by the APS user device 60 for enabling registration and enrollment of the APS user
device and a user thereof with the APSP. Reposttory 80 may be any suitable subsystem that may
be operative to store any suitable data {e.g., as at least a portion of reposiiory APSP data €9d) for
associating a user identifier and/or device identifier with any suitable keys {(e.g., using

(’H

blockchain, distributed identities ("DIDg"), etc.}, such that the data may be accessible by various
other entities of the system (e.g., via network 50} (e.g., for associating various device identifiers

{e.g., various public device signing keys of various devices) with a particular user identifier
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{e.g., a public user key}}). For example, repository 80 may be distinct from each network node,
of may be a network node, or may be a part of APS subsystem 100, As shown in FIG. 1F, APS
user device 60a may also be configured to capture any suitable user biometrics #b of a device
user U (e.g., using sensor 65 and/or anv other suitable features of that user device 60a). For
example, during enrollment, the APS user device may be configured to capture any suitable user
enroliment biometrics of the user, and those captured user enrollment biometrics may be used by
the APS user device to generate an enrollment biometric template ("EBT") {e.g., a user's face
may be captured as an image by the user device (e.g., using a camera sensor), and a cropped
and/or resized version of that image may be provided as input to a newral network to produce an
embedding that may be used as the EBT (e.g., an EBT may be obtained as a feature vector from
the captured user enrollment biometrics)).

[8044] Furthermore, during such enrollment, the APS user device may be configured to split
each one of the seed and the EBT into any suitable number of shares, encrypt each seed share
and each EBT share with one or more keys, store the encrypted seed share(s) on one or more
network nodes 70, store the encrypted EBT share(s) on one or more network nodes 70, and
delete the seed and the EBT and all thew shares from the APS user device {e.g., pursuant to the
APSP protocol). The number of seed shares, the number of biometric template shares, and the
number of nodes used during the enrollment may differ from one another, may be the same as
one another other, or any two of the numbers may be the same as each other but ditferent from
the third number. In some embodiments, each seed share may be stored on a respective different
node such that the number of seed shares may be equal to the number of nodes storing a seed
share, and each biometric template share may be stored on a respective different node such that
the number of biometric template shares may be equal to the number of nodes storing a bigmetric
template share, where the number of seed shares may be equal to the nomber of biometric
template shares such that the number of nodes storing seed shares may be equal to the number of
nodes storing biometric template shares but such that the set of nodes storing the seed shares may
or may not be the same as the set of nodes storing the biometric shares such that those sets may
share all nodes, some nodes, or no nodes with each other. In some embodiments, the number of
seed shares may not be equal to the number of biometric template shares. In some embodiments,
two or more seed shares may be stored on one node (e.g., a more trusted or more favored node)

while fewer seed shares may be stored on another node (e.g., a less trusted or less favored node).
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Similarly, in some embodiments, two or more biometric template shares may be stored on one
node {e.g., a more trusted or more favored node) while fewer biometric template shares may be
stored on another node (e.g., a less trusted or less favored node). In this way, a more trusted or
favored node can replace two or more nodes in the protocol when reconstructing a seed and/or a
biometric template. In some embodiments, all encrypted shares {(e.g., of a seed and/or of a
template) could be sent to a single node, or a single node could receive the entire encrypted seed
without it first being split into numercus seed shares and/or a single node could receive the entire
encrypted biometric template without it first being split into numerous biometric template shares.
In some embodiments, a biometric template may not be shared with one or more nodes during
enroliment (e.g., if the SMPC protocol does not need to re-generate any features {e.g., garbled
circuiis) through use of the biometric template). Each share may be doubly encrypted. For
example, each share may be first encrypted with a random kev that may be generated by the
device. Then, for example, each share may be doubly encrypted with a success key that may be
disclosed by the authentication protocol after successful authentication {e.g., a key disclosed by
the success of an authentication protocol of the APSP {e.g., the success of an SMPC protocol
{e.g., successful evaluation of a matching function {e.g., successtul evaluation of the user's EBT
with respect to an authentication biometric sampie of the user))}). Such a success key may be
unknown to any network node until an authentication attemnpt by an enrolled APS user device.
During such an authentication attempt, the enrolled APS user device may be enabled by the
APSP to generate an authentication biometric sample of the user that may then be shared with
and successtully evaluated by a network node with respect to the user's EBT {e.g., using SMPC
for protecting the accessibility of the EBT 1tself) for revealing the success key to the network
node. Such a success key may be changed with each authentication attempt.

[0645] Therefore, during enrollment with the APSP of system 1, an APS user device 60 may
be configured to register a user and the device itself with the APSP and store encrypted seed
matertal and encrypted biometric data in a distributed form on various nodes using any suitable
threshold secret sharing {e.g., using Shamir's secret sharing}, such as a secret sharing scheme that
may be chosen so that the seed material may be split into several pieces or shares, a number of
which may be required to reconstruct the seed material, whereby each share may be encrypted
and stored on a respective node {e.g., one share on one node}, and whereby the seed may not be

disclosed or accessible by an entity unless that entity has access to at least a required number of
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shares. In some embodiments, a first secret sharing scheme may be used for the seed sharing and
a second secret sharing scheme may be used for the biometric template sharing, where the first
secret sharing scheme may be the same as the second secret sharing scheme or the first secret
sharing scheme may differ from the second secret sharing scheme in any suitable way(s). At the
end of such enrollment, the seed, the biometrics, and some other sensitive information may not
be stored on or accessible to the APS user device or any central server or individual entity, but,
instead, only encrypted shares of the seed {or the encrypied seed) and only encrypted shares of
the biometrics {or the encrypted biometric template) may be distributed amongst various network
nodes {(or on a single node). In addition to storing encrypted shares of the seed and encrypted
shares of the EBT on various nodes, during enrollment with the APSP, the APS user device may
also be configured to generate and store on the network nodes any suitable mechanisms that may
later {e.g., during authentication) enable any suitable protocol(s) (e.g., any suitable SMPC
protocol(s), which may include any suitable secure two-party computation protocol(s)) to he
carried out by the nodes for performing a maiching function between the EBT of the enrollment
and a later {e.g., during authentication) obtamned authentication biometric sample ("ABS") for
potentially revealing the success key(s) to the node(s). Any suitable SMPC protocol(s) and/or
any suitable SMPC protocol building tools (e.g., tool{s) with which an SMPC protocol may be
built for use by the APSP) may be used by the APSP, including, but not hmuted to, Yao's garbled
circuits, homomorphic {e.g., fully or somewhat homomorphic) encryption techmques,
Goldreich-Micali-Wigderson protocol, zero-knowledge protocol, and/or the like.

[8046] After envollment with the APSP, APS user device 60 may then be used to authenticate
its user with the APSP. The APS user device may be configured to follow an APSP protocol for
such authenticating, APS user device 60 may be configured to authenticate the device itself with
the APSP (e.g., by properly signing, with a private key of the device, a challenge from each one
of the various network nodes that may have access (e.g., locally and/or via repository 80} to a
corresponding public key used during the device registration phase of the enrollment). Then,
APS user device 60 may be configured to authenticate ifs user, first by capturing any suitable
user authentication biometrics of its user that may then be used to generate an ABS {(e.g., user
authentication biometrics similar to the user enrollment biometrics used to generate the EBT of
the enrollment (e.g., picture(s) of the user's face, scan(s} of the user's fingerprints, etc.)). This

ABS may then be encrypted or otherwise protected such that it may be securely shared by the
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APS user device with the various network nodes {e.g., encrypted without any node having direct
access to the ABS itself) and then such a protected ABS may be used by each network node to
evaluate a matching function (e.g., a set intersection) between the ABS and the EBT according to
the enrolled SMPC protocol {e.g., using a garbled circuit, such that neither the ABS nor the EBT
may be directly accessed by any node). If the evaluation carried out by a particular network
node 1s successful {e.g., if the evaluation indicates that the two biometric datapoints are from the
same person with high probability}, the particular network node may return its respective
encrypted EBT share and/or its respective encrypted seed share to the APS user device

(e.g., after partial decryption of the share(s} using a success key revealed to the network node
based on the successful evaluation}. Therefore, if a matching function performed by a node
during APS authentication (e.g., authentication of an APS user/APS user device, as opposed to
TPS authentication (e g., authentication of a TPS or any suitable secure operation based on an
APS authenticaiion)) results in a successful evaluation of a user's EBT and ABS, then the
success key can be revealed to the node (e.g., for enabling the node to partially decrypt the
doubly encrypted seed share on the node and/or for enabling the node to partially decrvpt the
doubly encrypted EBT share on the node), all without the node ever having access to the EBT
itself

[0647] If an evaluation of a user's EBT and ABS 15 successful at a sufficient number (e.g., 1 or
more (e.g., m-nurnber for m out of n secret sharing)) of the network vodes {e.g., 1f user
authentication with the APSP 1s successful at a sufficient number of the nodes), the APS user
device may receive and further decrypt enough seed shares from the node(s) for recovering or
reconstructing the seed (or receive and further decrypt the seed from a node). Such a recovered
or reconstructed seed may then be used by the APS user device for any suitable purpose, such as
for enabling any suitable secure operation {e.g., seamless authentication, unique dentification,
access control, key generation, e-signature, eic.), with any suitable service locally on the APS
user device (e.g., using the reconstructed seed or a key derived therefrom for
encrypting/decrypting a hard drive portion of the device's memory, for encrypting or signing a
cryptocurrency transaction with a user's digital wallet on the device for publishing on the
blockchain, etc.} and/or with any suitable service provided by any suitable third party

subsystem 90 {e.g., using the reconstructed seed or a key derived therefrom for enabling secure

user access via a third party app or website browser 1o a server of a third party website (e g, a
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social network site or banking site} or an 1dentity and access management {("IAM"} server), in
any suitable sector (e.g., e-wallets, fintech, banking, enterprise, A&Dy/travel, healthcare,
government, etc.). A secure operation may be any process that generates, persists, and/or uses
secret kevs (including private keys) using a recovered or reconstrucied seed of the APSP and/or
using one or more revealed success keys. For example, an APS user device may be configured
to perform any suitable action with a recovered seed, including but not limited to, deriving a DID
key and issuing a signed claim associated with a user's identity, deriving a crypto wallet secret
key to perform a cryptocurrency transaction, deriving a list of crypio wallet public kevs to check
a user's balance, deriving a third party key and then using that third party key to sign or encrypta
challenge from a third party, and/or the like. Once a seed is recovered and used by the APS user
device for any suitable purpose {e g, a one-time use}, the seed should once again be deleted from
the APS user device (e.g., pursuant to the APSP protocol).

{0048] Therefore, between the end of APS enroliment (see, e.g., process 200) and APS
successful APS authentication (see, e.g., process 4003, as well as between authentications, the
seed, the biometrics, and some other sensitive mformation may not be stored on or accessible to
the APS user device or any central server or individual entity, but, instead, only encrypted shares
of the seed {(or the encrypted seed) and only encrypted shares of the biometrics (or the encrypted
biometric teruplate) may be distributed amongst various network nodes {or on a single node).
Enroliment biometrics of a user may be captured and processed {e.g., by feature extraction
through a neural network} as an EBT that, along with a secret seed, may then be sphit and
one-way encrypied on the user device. These one-way encrypted biometric shares and one-way
encrypted secret seed shares may be stored in many places {e.g., on various network nodes

{e.g., different shares on different nodes) and/or various network domains and/or various control
domains and/or the like} along with related SMPC features {e.g., enrolled garbled circuits), while
the shares and underlying biometrics and secret seed are deleted from the user device. Later, the
user device may then capture and process other user biometrics as an ABS, and the enrolled
SMPC features of the nodes may be used to evaluate a comparison of the ABS to the EBT on
each node to determine whether or not the encrypted seed share on the node may be returned
from the node to the user device for potential recombination with other returned seed shares from
other nodes for recovering the seed on the user device for use in a secure

authentication-dependent operation. Benefits of such enrollment and authentication according to
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the APSP are numerous, inchiding, but not limited to, aveiding the long term storage of sensitive
information {(e.g., the seed, a biometric template, or even shares thereof} on a user device or on
any ceniral server {e.g., between APS enroliment and APS authentication or between distinct
authentications), consistent cross-platform user experience {e.g., for APS user devices of various
types and/or running various operaiing systems, for TPS user devices of various types and/or
running various operating systems, for different phases of the APSP {e.g., APS enrollment, APS
authentication, TPS enroliment, TPS authentication, various secure operations, etc.)}, fast and
local user authentication on its own user device, maintaining a user's ability to be in control of its
personal data, and/or the like. The security provided by this APSP may allow forauserand a
decentralized and distributed system, rather than a central server (e g., a company's central
server), to be in control, as there may be no secret seed enabling authentication that is
permanently stored on any one entity {e.g., no honevpot, no authentication secrets stored on a
user device or on a single network node, etc.), and the APSP may provide a true password-less
environment through SMPC. The APSP system may be robust such that if one or more portions
{e.g., nodes) of the system are down {e.g., not functioning properly), the APSP may still function
properly. Different nodes may be controlled {e.g., managed, mamtained, operated, etc.} by
different entities, which may allow control and costs to be sphit, which may mcrease the
robusiness of the system. The privacy provided by this APSP may be compliant with General
Data Protection Regulation ("GDPR"). Zero-knowledge biometric authentication may be
enabled, and a user may be enabled by the APSP to control what data 1s shared via selective data
disclosure.

{004%] The APSP may solve a credential storage problem by providing a way to authenticate a
user's biometrics for enabling a secure operation that may use distributed computation, threshold
cryptography, and/or SMPC 1o recombine or otherwise recover a user’s secret. With the APSP,
users {e.g., thewr biometrics) may become their passwords and control their credentials through
biometrics. The APSP may create a zero-knowledge system to achieve biometric authentication
for enabling a secure operation without having to share the biometric template data or seed with
those that may depend on the result of the authentication {e.g., a third party subsystem (e.g., 2
social media website's server or TAM server}). During an enrollment phase of the APSP, a user
may register itself {e.g., register the user's biometrics) and its user device with the APSP

network. This may include storing encrypted key material and encrypted biometric data {e.g., an

>
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encrypted EBT) in a distributed form on one or more nodes using threshold secret sharing.
During an authentication phase of the APSP, the user may first authenticate its device

{e.g., through appropriate handling of a network node challenge} and then provide authentication
biometrics for generating an ABS for enabling user authentication. The ABS may be encrypted
on the user's device, and may be matched against the encrypted EBT sent to the network node(s)
during enrollment (e.g., using enrolled SMPC features (e.g., enrolled garbled circuits}). None of
the nodes may be able to decrypt the encrypted EBT or the encrypted ABS. Matching may be
performed using an SMPC protocol (e.g., based on Yao's garbled circuit technique). Therefore,
the APSP protocol may remain secure even if some of the nodes and user devices are
compromised. Specifically, secret user information {e.g., biometric data, seed, etc.) may not be
disclosed if an adversary is able to control all nodes, or if an adversary is able to control the APS
user device and a subset of the nodes below a user-defined threshold. Further, the privacy of the
data stored on the nodes may not depend on the amount of entropy associated with the biometric
signal, as every piece of information stored on the nodes may either be pseudorandom or
encrypted {e.g., using advanced encryption standard ("AES") with (random) 128-bit keys and/or
using Rivest-Shamir-Adleman ("RSA")-2048). Therefore, the strength of the kevs {(e.g., a user's
secret key, the seed, etc.) may be independent of the amount of entropy associated with the
biomeiric signal. This can make brute-force offline attacks on the data stored on the nodes
inpractical.

[0656] Fach node 70 may be any suttable server or device or subsystem that may be
mdependently operated or at least partially managed by a single entity {e.g., a manager of APS
subsystem 100}, In some embodiments, a node 70 may be provided by a user device 60 for use
by another user {e.g., one user device 60 of system 1 may be configured to operate as a node 70
for another user device 60 of system 13, Nodes 70 of system 1 ought to be available and
non-colluding. For example, an APSP network 40 (e.g., a decentralized and/or distributed
network) of system 1 may include two or more nodes 70. In some embodiments, an APSP
network 40 may include one or more user devices that may be at least partially configured as a
node for one or more other user devices. Network 40 may be designed to scale to a
geographically-distributed, large number of users. As a result, the APSP protocol may be
configured to adhere to one or more suitable design requirements, including, but not limited to,

the capacity of the natwork (e.g., the number of users that the network can handle) cught to
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increase linearly with the number of nodes, if a number of the nodes fail, the network ought to
still be operational for the vast majority of the users, and/or the ike. At any point in time a user
device may be enrolied with or authenticating with a particular {e.g., fixed) subset of the nodes in
the network. Adding new nodes may enable more users to leverage the network. Additionally or

alternatively, through the use of threshold secret sharing, recovering a seed may require only a

small number of nodes in the network to be operational at any point in time. To reduce latency,
the nodes can be strategically placed close to their users. (iven the availability of
geographically distributed data centers from major cloud providers, this may be a simple and
cost-effective way to improve user experience and provide quality of service. For segregated
networks (e.g., enterprise, etc.}, nodes can be deployed within the perimeter of the segregated
network. For air-gapped networks (e.g., military, intelligence, and disaster recovery networks,
etc.), nodes can be deployed inside the air-gapped network. The APSF may use secret sharing
and encryption of sensitive data by enabling an APS user device to generate and forward
encrypted shares of various private information (e.g., seed, biometric template, etc.} to
appropriate network nodes. This may provide two layers of security if a particular node 1s
compromised, as (1) an adversary must be able to recover a sufficient number ot shares to
reconstruct the user's secrets, which may substantially raise the bar for the adversary, who must
be able to compromise a considerable number of nodes, and (2} the adversary must be able to
decrypt the shares, each of which may be encrypted under an independent key {e.g., a success
key). Inan example in which Yao's garbled circuit technique may be used for an SMPC protocol
of the APSP, a garbled circutt may be configured to output a valid success key only if the ABS 3
close to {e.g., within a threshold distance of) the EBT because of the security properties of the
garbled circuit protocol. As a result, an attacker of a corrupted node will generally not be able to
compute the circuit output key {e.g., the success key) unless it interacts with a trusted device, and

the authentication 1s successful.

FIGS, 2A-TW
{0851} Various processes may be carried out in order for a user of a user device to be
authenticated by the APSP for executing any suitable secure operation (e.g., for securely
accessing a third party website or app), including, but not limited to, processes 200-600 of

FIGS. 2A-6. FIGS. 2A and 2B illustrate a flowchart of an exemplary process 200 for enrolling
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an APS user device and a user thereof with the APSP. FIG. 3 illustrates a flowchart of an
exemplary process 300 for generating one or more sets of authentication circuri information fora
set of network nodes using secure multi-party computation, which may be used by process 200.
FIGS. 4A-4C ilustrate a flowchart of an exemplary process 400 for authenticating an enrolled
APS user of an enrplled APS user device with the APSP. FIG. 5 illusirates a flowchart of an
exemplary process 500 for registering a third party service with an enrolled APS user of an
enrolled APS user device. FIG. 6 illustrates a flowchart of an exemplary process 600 for
authenticating an enrolled APS user of an enrolled APS user device with a registered third party
service using the APSP. FIGS. 7A-7TW illustrate exemplary screens of graphical user interfaces
{("Uls") of one or more user devices carrying out the processes of FIGS. 2A-6 (e.g., each Ul may
be presented by any suttable I/O component 66 of any suitable user device 60 during

processes 200-600). Each Ul of FIGS. 7A-7W may be a graphical user interface ("GUI") that
may include various layers, windows, screens, templates, elements {e.g., buttons, sliders, labels,
status bars, etc.), menus, and/or other components of a currently running application

{e.g., apphication 69) that may be displayed by any suitable display of the device's /O
component. Additionally or alternatively, for a running application, various other types of
non-visual information may be provided to a user as various other types ot'a Ul via various other
output components of the user device {e.g., audible, tactile, etc.). The operations of the processes
described may be achieved with a wide variety of graphical elements and visual schemes.
Therefore, the embodiments of FIGS. 7A-7W are not intended to be limited to the precise user
mierface conventions adopted herein. Rather, embodiments may include a wide variety of user

mterface styles, including non-graphical or otherwise non-visual interface styles.

FIG, 24, Fl16G, 28, and FIGS. 7A-71

[8652] FIGS. 2A and 2B illustrate a flowchart of an exemplary process 200 for enrolling an
APS user device and a user thereof with the APSP. Process 200 15 shown being implemented by
APS user device 60a, its user U, a selection of nodes 70 {e.g., a number # of selected nodes 70
{e.g., nodes 70a, 70b, 70¢, ..., 70n)}, and repository 80. However, process 200 may be
implemented using any other suitable components or subsystems or entities of system 1 of FIG. 1
or otherwise. Process 200 may provide a seamless user experience for securely and efficiently

enrolling user 1 and its user device 60a with the APSP. To facilitate the following discussion
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regarding the operation of sysiem 1 for enrolling user U and its user device 60a with the APSP
according to process 200 of FIGS. 2A and 2B, reference is made to various components of
system 1 of the schematic diagrams of FIGS. 1-1F, and to screens 700a-7001 that may be
representative of a graphical user interface of APS user device 60a during such a process (e.g., as
shown in FIGS. 7A-7I}). The operations described mav be achieved with a wide variety of
graphical elements and visual schemes. Therefore, the embodiments of FIGS. 7A-71 are not
intended to be limited to the precise user interface conventions adopted herein. Rather,
embodiments may include a wide variety of user interface styles.

[0053] Process 200 may begin at operation 202, where user U may initiate enrollment by
carrying out any suitable enrollment initiation interaction eff 202d with an APS application 69
that may be running on the user's APS user device 60a. For example, as shown by screen 700a
of FIG. 7A, the Ul of APS device 60a may present an "ENROLL" option for user U to select
with its enrollment mitiation interaction eff in order to proceed with process 200 for enrolling
with the APSP. In advance of operation 202, APS application 69 may be accessed by device 60a
in any suiiable manner {e.g., as an app downloaded from APS subsystem 100 or any suitable app
store or otherwise) and user U may carry out any suttable account set-up operations with respect
to the application, although any set-up operations not shown may or may not be required.

[00534] At operation 204, APS user device 60a may detect such an enrollment mitiation
interaction eff and, in response to such detection, user device 60a may obtain any suitable secret
value or seed s in any suitable manner (e.g., according to application 69). For example, seed s
may be a random cryptographic element generated by application 69 or securely imported from
another application {e.g., a cryptographic wallet and/or as a result of a protocol {e.g. key
negotiation}). For example, seed s may be generated as a random string of some length v {e.g., v
=256 bits), aniformly selected from {0,1}v in any suitable manner. Itcanalsobea
pseudorandom string generated from some other secret, or it could be provided by an app that
uses the APSP (e.g., it can be the root seed of a cryptographic wallet that may use a Bitcoin
Improvement Proposal ("BIP"} 32 or 44 deterministic key generator. The seed may be generated
on the APS uger device (e g, using the APS application that may be running on the APS user
device), with or without any suitable piece(s} of randomness from one or more other sources,
such as through asking one or more nodes or third party subsystem{s} for some randomness

{e.g, when a user device may be limited in its ability to generate random data}.
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{0055] At operation 206, user device 60a may then derive or otherwise generate one or more
keys and/or one or more key pairs {e.g., according to application 69). For example, user device
may obtain any suitable constant string ¢ {e.g., "user_id"} and then use that constant string ¢ and
seed 5 to generate a private user key sk, such as by defining private user key sk, = HMAC(c).
For such a hash-based message authentication code ("HMAC"), the APSP may use
HMAC-SHA256, but, in other embodiments, HMAC could be instantiated with other
collision-resistant hash functions without impacting the security of the protocol. Further, HMAC
can be replaced by any suitable pseudorandom function family ("PRF") (e.g., any suitable
efficiently-computable function of the PRF), where private user key sk, may be generated using
any PRF computed over seed s and constant string ¢. Alternatively, the APSP may use
HMAC{c) as a source of randomness for any suitable key generation algorithm (e.g., an elliptic
curve digital signature algorithm ("ECDSA™Y) that may be used to generate private user key sk,
A counterpart public user key pk, to private user key sk, may also be generated at operation 206
in any suitable manner {e.g., for providing user keypair (sk. , pks)). For example, private user
key sk, may be used as a private key for an ECDSA, and the corresponding public counterpart is
public user key pky (e.g., phky = sk, x G, where & may be the elliptic curve base point).

Therefore, user keypair (sky , phs) may be determimstically generated from seed s. In some
embodiments, constant string ¢ may not be utilized. In some embodiments, private user key skq
may be defined as seed s. A public/private cryptosystem may come with a key generation
process, and the key generation process may require some randomness. For example, a suitable
public/private cryptosystem may be selected, and the corresponding key generation process of
the selected cryptosystem may be used to obtain private user key sk, and public user key pk;,
where seed 5 or some transformation of seed 5 may be used as the source of randomness for that
key generation process. A random device signing keypair (s&q , pka) may also be generated at
operation 206 {e.g., a keypair for an EADSA signing key). For example, a private device signing
key skq may be generated as a random integer of any suitable size (e.g., 256 bits} and then a
counterpart public device signing key ply to private device signing key sky may also be
generated in any suitable manner (e g., for providing random device signing keypair (5% , pha}),
such as where private device signing key sks may be used as a private key for an Edwards-curve
digital signature algorithm ("EdDSA") or an ECDSA, and the corresponding public counterpart

is public device signing key pks (e.g., pha= skqax &, where & may be the elliptic curve base
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point). As described herein, such a signing keypair may be used to authenticate a user device
through a randomized challenge-response protocol based on a zero-knowledge proof of
knowledge. A random encryption keypair {sk. , pk.} may also be generated at operation 206. As
described herein, such an encryption keypair may be used to encrypt a symmetric encryption key
used to encrypt data (e.g., biometric shares and seed shares) that may be sent to various network
nodes. A random TPS kevpair (s&: , pky) may be generated (e.g., at operation 526 of

process 500). Such a TPS keypair may be generated using EdDS A, while one, some, or each of
user kevpair (sk, , pk.), device signing keypair (skq , pka), and encryption kevpair (sk, , pk.) may
be generated using ECDDSA. Although, any suitable keypair of the APSP may be generated
using any suitable process.

[0056] At operation 208, APS device 60a may send public user key pk, and public device
signing key pky as data 208d to each node § of a selected set of nodes # (e g, each node 70 of
nodes 70a, ..., 70n) of system 1 {e.g., according to application 69). The APS protocol may be
configured to use a threshold secret sharing scheme to mitigate attacks that involve
compromising a {possibly large) subset of the network nodes. Ina (s, ) threshold secret
sharing scheme, a seed & may be shared {e.g., as split shares} with a set of parties P in such a way
that any subset Q of P such that {3} > m can reconstruct the secret value s, but no subset Q' of P
can recover seed 5 as long as {Q'| <m A user device may select the set of nodes (e.g., any set of
one or more nodes) based on any suitable charactenistics, including, but not himited to, speed,
availabihity, capacity, trust, and/or the ke A secret sharing technigue may allow for a particular
or any value s and/or a particular or any value », where r may be any number greater than or
equal tom (e.g., me =2, and 1 = 3). The APSP may be configured to enable a user to choose
mand # {(e.g., using any suitable user interface on a user device) or to enable a third party to
choose m and » (e.g., for a particular use case {e.g., for a particular secure operation}}). APS
application 69 may be configured {o select the set of nodes # from network 40 randomly or based
on any suitable enterprise policies. For example, certain pohicies can be pre-defined before the
mstantiation of the protocol. If needed, the policies can also be updated and correspondingly the
user can interact with a new set of nodes in the network after the policy update. A node may be
chosen based on iis response time, but other selection policies are also appropriate. While the

minimum number of nodes # mav be 1, this number provides no redundancy and no ability to
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use secret sharing or distributing shares of a secret. A more typical minimum number of nodes »
may be 3, where the number of nodes #2 to be # or 12-1 or the like, or any other suitable number.
{80857} At operation 210, each node j of selected nodes # may receive data 208d from user
device 60a and store {e.g., according to application 79 of that particular node 70} the public user
key pky and public device signing key pkq of data 208d (e g., keys phy and pks may be stored
together (e.g., in a linked fashion) as a portion of node APSP data 79d in memory 73 of the
node).

{0058] At operation 212, each node j may generate a challenge 7; (e.g., a partially random data
structure} for the public keys received at that node, and then the node may send that challenge #;
as at least a portion of data 212d back to user device 60a {e.g., according to application 79 of that
particular node 70).

[8059] At operation 214, user device 60a may receive challenge #; of data 212d from one or
each of nodes n, generate a challenge response rje., for each received challenge #; by signing
that challenge r; with the device's private user key sk, {e.g., challenge response 75, = Sighuw
{r7)), and theo send that challenge response #i64 back to the appropriate nodej as at leasta
portion of data 214d (e.g., according to application 69 of user device 60a).

[8068] At operation 216, one, some, or each node § of selected nodes # may receive data 214d
from user device 60a, attempt to verify the public user key pk, of earlier received data 2084
using the challenge response rjou of recently received data 214d, generate a verification
acknowledgment ack; that may be indicative of whether or not the node was able to verify the
public user key (e.g., confirm or deny verification), and then the node may send that verification
acknowledgment ack; as at least a portion of data 216d back to user device 60a (e.g., according
to application 79 of that particular node 70). This may enable the node to verify whether or not
public user key pk, 13 indeed the public user key of user device 60a. If the node is unable to
verity, then the node may delete the keys {(e.g., as stored at operation 210}

[0061] At operation 218, user device 60a may recetve and register verification
acknowledgment ack; of data 216d from one or each node § of nodes 1 (e.g., according to
application 69 of user device 60a). If the received ack; is indicative of a positive verification by
node §, then user device 60a may determine that its public keys pk, and pkg have been recetved,
stored, and verified by that particular node, whereby user device 60a may be enabled to proceed

with the enrollment of process 200 {e.g., to operations 220/222). However, if the received ack; is
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indicative of a negative verification by node j, then user device 60a may determine that its public
keys pk, and pka have not been received, stored, and verified by that particular node, whereby
user device 60a may be configured to repeat operations 208-218 for at least each node that
provided such a negative verification of its challenge.

{8062} Once a positive verification is registered by user device 60a for each node j of selected
nodes # at operation 218, process 200 may advance to operation 220, where user U may present
user enrollment biometrics #eb (e.g., as user enrollment biometric identifier information or user
enroliment biometric information 220d) to user device 60a by carrying out any suitable user
biometrics enrollment interaction with device 60a. APS user device 60a may be configured to
capture such enroliment biometrics ued for generating an enrollment biometric template
("EBT") B at operation 222 {e.g., according to APS application 69 {(e.g , different users may use
different biometrics, different devices may use different sensors, different types of data may be
captured in addition to biometrics {e.g., device environment data), and/or the set of
characteristics and associated actions themselves may change from one enroliment to the next,
etc.}). For example, as shown by screen 700b of FIG. 7B, the Ul of APS device 60a may
optionally present a user approval request for accessing any suitable sensor(s) or other device
components {e.g., a camera of device 60a) for capturing user biometrics, a request which the user
may accept or deny. If accepted or automatically allowed, the UT of APS device 60a may
present instructions on how the user ought to present user enroliment biometrics ueb to user
device 60a for capture. For example, as shown by one or more of screens 700¢-700e of

FIGS. 7C-7E, while the user's face (not shown) may be in the hine of sight of a device camera
sensor, device 60a may instruct the user to look left, then eventually look straight at the camera,
and then eventually look right. This may enable device 60a to capture user enrollment
biometrics #eb in the form of a video or photograph sequence of the user's face rotating. This
may enable "liveness" detection of the user (e.g., as may instructing the user to carry out any
other suitable action while biometrics are captured, such as winking with one eye then with the
other eye, or smiling then frowning, of saying a word or phrase, etc.). This may help prevent
spoofing and/or capturing biometrics of an unwilling user.

{06063} Any suitable biometrics of a user may be captured in any suitable manner by any
suitable sensor(s} of user device 60a in response to a user presenting itself to the user device in

any suitable manner{s} at operation 220. For example, any information that may be sensed about
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the user by any sensor 65 described herein or otherwise may be used to define the user
enroliment biometrics meb to be captured by the user device 60a, including, but not himited to,
facial information, fingerprint information, iris information, retinal scan information, movement,
orientation, gesture, gait, pausality, speech information, any suitable behavioral biometrics,
sequenced DNA, the output of any physically unclonable function, and/or the like. Biometric
tratts may be phystological or behavioral characternistics that may uniguely identify a user.
Because of the unigueness of these traits, several authentication techniques based on biometric
signals have been infroduced, including with respect to biometrics modalities including
fingerprints, face, iris, voice, speech, and keystroke dynamics. Biometrics may capture intrinsic
characteristics of the user (e.g., something that the user is}, thus removing the need for a user to
memorize any secref {e.g., a password or PIN), or to possess a physical device {e.g., a hardware
token or a smart card). The experience may typically be more user-triendly than other
modalities. Further, biometric authentication may generally be more secure than passwords,
whereas the security of biometric authentication systems is largely independent of the user's
choices and behavior,

[0664] However, biometric signals may be somewhat noisy. For example, multiple
measurements collected from the same user may tend to vary slightly due to several factors,
including, but not limited to, sensor noise, changes in collection environment

{e.g., environmenial lighting when EBT 1s captured may be different than environmental lighting
when ABS 1s captured), changes in collection sensors (e.g., device used to capture EBT may be
different than device used to capture ABS), and natural variations in the physiological
characteristic being sampled (e.g., user without beard to capture EBT different than user with
beard to capture ABS). For instance, the image collected from a fingerprint may change between
samples because of the amount of pressure of the finger on the sensor, the angle at which the
finger touches the sensor, and skin dryness. Sumlarly, individual pixels of the images used for
face authentication may be affected by lighting, the position of the user's face within the frame,
presence of facial hair, and/or the hke {(e.g., the user may grow a beard between when its
enrollment biometrics are captured for generating EBT 8 and when its authentication biometrics
are captured for generating ABS &), Therefore, because of this noise, the APSP may be
configured not to directly compare raw biometric signals (e.g., pixels in a fingerprint image of a

user's enroliment biometrics and pixels in a fingerprint image of a user's authentication
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biometrics). Instead, the APSP may be configured to extract relevant features from the raw
signals (e.g., the relative location and the orientation of minutiae points in fingerprint images)
and match these features using any sutiable pattern recognition systems. For example, at
operation 222, user device 60a may not only be configured to capture user enrollment

biometrics #ed (e.g., raw biometric signals), but may also be configured to generate an
enrollment biometric template ("EBT"} 8 based on such captured user enrollment biometrics ueb
using any suitable techniques {(e.g., according to application 69). For example, if captured ued is
an image of the user's face, device 60a may be configured to perform a tight square crop
containing the user's face, scale it to 160x160 pixels, and then feed the pre-processed image into
a convolutional neural network (e.g., that may be run on device 60a) that may produce an
embedding for constituting EBT B for the user's captured ueh (e g., for an image x, the
embedding may be represented as f{x) € RY, which may embed x into a d-dimensional Buclidean
space, and the network nodes may be trained (e g., by the SMPC protocol} such that the
FEuchidean distances (e.g., closenesses) in the embedding space when evaluating the user's EBT
with respect to an ABS may correspond to the face similarity (e.g., such that faces of same
person have smaller distances and faces of different persons have larger distances)). Therefore,
in some embodiments, operation 222 may use a neural network or otherwise to process

captured #eb 1nto one or more vectors for defining EBT B, such that the vector(s) of such an
EBT B may later be compared to vector(s) of an ABS for computing a distance therebetween
{e.g., with a matching function of an SMPC). However, any suitable enrollment biometrics ued
may be used in any suitable manner to define any suttable enrollment biometric template 8

{e.g., fingerprint biometrics #eb may be transferred to a set as EBT B). Generally, data may be
collected from any or all sensors of the user device for any amount of time (e.g., while asking the
user {0 cooperate or in the background without explicitly asking for the user's cooperation

{e.g., when sensing the gait of a user that may be walking while carrying the device}}, then a
subset of the raw collected data may be selected based on any suitable data quality check(s), and
then the raw data {e.g., subset or otherwise) may be processed using any suitable algorithms
{e.g., legacy feature extraction, machine learning, eic.) and/or encoding of time-series
information {e.g., for liveness checks {e.g., as may be distinct from snap-shot image data}. For

example, this may reveal a set and/or vector and/or matrix and/or the fike that may be used to
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define EBT 8, as any suitable representation (e.g., string of bits or digital representation} of the
sensed data (e.g., user biometric data and/or device environmental data).

[8065] At operation 224, user device 00a may then generate one or more sets of authentication
circuit information ACE on seed s and EBT B for the selected nodes # using secure multi-party
computation {e.g., according to application 69). Operation 224 may be carried out in any
suttable manner for enabling SMPC by the APSP to allow for each node j of nodes # to carry out
a comparison on EBT B and a later generated authentication biometrics sample ABS without the
node having access to the actual EBT or to the actual ABS. For example, operation 224 may
generate/define a cryptographic process for biometric authentication ("CPBA") that can be used
at any later time to authenticate the user via evaluating a matching function on a fixed EBT and
another input ABS provided at authentication-time, allow the user to perform cryptographic
operations {e.g., optionally}, and/or refresh or re-upload new instances of the cryptographic
process to allow follow-up authentications {e.g., optionally} With the ACI, the CPBA may be
prepared by the user device and uploaded to the node(s). In general, the CPBA may be created
by the user device and node(s} cooperating together (e.g., the burden may be shared between the
device and node(s) or more heavily handled by the device or more heavily handled by the
node(s). Alternatively to garbled circuits, there are many other suitable protocol(s) and/or
protocol tool(s) that may be used for CPBA. Generally, the ACT of operation 224 may be
re-usable, but might be usable only once for security purposes in one or more embodiments. In
general, the process may be based on any SMPC technique(s), as histed in previous comment.
Biometrics {e.g., user biometrics and/or device environment biometrics) may be captured and
used as mputs (e.g., EBT and ABK) to the CPBA, which may enable a secure operation as an
output to the CPBA, where each one of the node(s) may be used by the CPBA toruna
comparison on the inputs without any node having direct access to one or both of the mputs and
then to use a successful result of the comparison {e.g., a revealed success key} to provide the
output (¢.g., to enable a secure operation). The generation of a particular set of authentication
circuit information 4CT by operation 224 may be carried out by a particular iteration of

process 300 of FIG. 3.
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18866] FIG. 3 illustrates a flowchart of an exemplary process 300 for generating a set of
authentication circuit information for a set of network nodes using secure multi-party
computation, which may be used by process 200. Process 300 is shown being implemented by
APS user device 60a {e.g., according to application 69). However, process 300 may be
implemented using any other suitable components or subsystems or entities of system 1 of FIG. 1
or otherwise. For example, process 300 may be carried out one or more times by operation 224
of process 200 of FIGK. ZA and 2B and/or one or more times by operation 446 of process 400 of
FIGS. 4A-4C.

{8067} Process 300 may begin at operation 302, where a new circuit identifier Ciy may be
obtained for the new set of authentication circuit information to be generated. Circuit

identifier Ci may be defined or accessed or generated or otherwise obtained in any suitable
manner {(e.g., randomly generated or defined sequentially by device 60a) and may be of any
suttable size and constitution {e.g., an 8 bit identifier) such that each new set of authentication
circuit information to be generated by the remainder of process 300 may be associated with s
own unigue circuit wdentifier Gy, whereby different sets of authentication circutt information may
be differentiated by thetr different unique circuit identifiers Cias.

{6068} At operation 304, seed s may be split into s--number of seed shares {5}, .., », such that
the number of seed shares [s] generated may be equal to the number of selected nodes &# being
used by the enrollment process 200, whereby a particular one of the seed shares [3]y, ..., » may be
associated with a particular one of the selected nodes s, Alternatively, more seed shares may be
generated than selected nodes, with two or more seed shares being provided to a single node.
Seed s may be sphit into s~number of seed shares [s];, ..., « according to any switable secret sharing
scheme, such as Shamir's secret sharing. As an example, for a (s, 1} scheme, at least m seed
shares of the total 2 seed shares may be required to reconstruct the seed. Additionally or
alternatively, any suitable verifiable secret sharing scheme may be used, such as Feldman's secret
sharing scheme, which may provide assurances that could prevent one or more nodes from
providing invalid shares.

{086%] At operation 306, EBT # may be split into s#z-number of EBT shares [ 8]z, ..., », such that
the number of EBT shares [ B] generated may be equal to the number of selected nodes # being
used by the enrollment process 200, whereby a particular one of the EBT shares [8];, ..., » may be

associated with a particular one of the selected nodes . Alternatively, more EB'T shares may be
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generated than selected nodes, with two or more EBT shares being provided to a single node.
EBT 8B may be split into #-number of EBT shares [8]y, ..., » according to any suitable secret
sharing scheme, such as Shamir's secret sharing. As an example, for a (s, 1) scheme, at least
me EBT shares of the total # EBT shares may be required to reconstruct the EBT. Additionally or
alternatively, any suitable verifiable secret sharing scheme may be used, such as Feldman's secret
sharing scheme, which may provide assurances that could prevent one or more nodes from
providing invalid shares. The scheme(s) used to for the seed shares may be the same or different
than the scheme(s) used for the EBT shares.

{0070] At operation 308, for new circuit identifier Cyy of operation 302, new authentication
circuit information 4CH iy ; may be generated for a particular node § of selected nodes # using a
respective particular seed share [s}; and a respective particular EBT share [B];. Operation 308
may be carried out by process 300 n-times {e.g., serially or in parallel}, once for each of the
nodes #. As shown, each one of such #n-iterations of operation 308 may include carrying out
operations 310-328 of process 300.

{8071} At operation 310, for generating new authentication circuit mformation AC oy ; for
node j, a garbled circuit {; may be generated. The garbled circuit may be generated m
accordance with any suitable SMPC protocol and may be designed to be agnosiic to the
underlying biometrics, and may support several modalities, including face recognition,
fingerprints, speech recording, and ir1s scanning. For example, a circuit with an underlying
function {e.g., a comparison function), may be described as a Boolean circuit with 2-input logic
gates. Such a function may be generated or otherwise obtained by user device 60a, and then the
function may be transformed or garbled (e.g., encrypted) into the garbled circuit by user

device 60a (e.g., a collection of Boolean gates defining the function may be transformed into the
garbled Boolean circuit). The garbled circuit € may be generated with a circuit input table
{("CIT"} K and a CIT 7} for a matching function s> #, x f, -> {FAIL, SUCCESS}. For
example, the APSP may be configured to use a highly optimized SMPC construction, such as
one based on a primitive called garbled circuits for evaluation of "closeness" between enrolled
biometrics and authenticating biometrics of a user {e.g., between an EBT and an ABS of a user).
Garbled circuits may enable private computation without the parties revealing their inputs. Here,
the computation of closeness may be performed between user device 60a and the #s-set of

nodes 70. Therefore, with this garbled circuit technique, two parties can compute a shared
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matching function mf(f, | £;) on thewr respective mputs f§, and #;, disclosing only the output of
the function. This may be achieved by representing function f{f#, , ;) as a Boolean circuit and
then by "garbling” the truth table of each Boolean gate so that the circuit can be evaluated
provided appropriate decryption keys representing #y and ;. However, none of the intermediate
gate outpuis may be disclosed to the parties. The APSP may use garbled circuits to implement a
distance function that may be applied to vectors representing an enroliment biometric template
and vectors representing an authentication biometric sample, although the EBT and ABS may be
defined in other forms besides vectors and the function may be defined to operate on such other
form(s}. The distance between the vectors may then be compared to a fixed threshold, and the
earbled circuit may output the result of this comparison, thus hiding the actual distance. For
example, a garbled circuit may be configured to compute a closeness or distance  hetween the
two inputs §y and £ (e.g., two biometric samples (e.g., the EBT as ff, and the ABS as #)) of its
matching function mf{f;, | £} and then to compare the computed distance 4 with a threshold
where the circuit may be configured to output a SUCCESS output {(e.g., a non-0 string setto be a
success key ok} if d < v and to output a FAIL output {(e.g., astting of Os) f d > v Sucha
threshold T may be defined in any suitable way and may vary based on the specific application
{e.g., for a specific matching tunction and/or specific type of EBT and/or ABS). More generally,
a roatching function mayv be used to maxiumize the true accepts {e.g., correct successes) and
mimimize the false accepts (e.g., incorrect successes) of the whole system.  The threshold may be
selected in order to satisly the trade-off {¢.g., to allow as many correct biometric samples in as
possible, while rejecting as many false samples as possible}.

[0672] With garbled circutts, one party (e.g., the circuit generator {e.g., user device 6Ca)) may
construct a Boolean circuit that may compute function (' , ') and may "encrypt” or "garble" it.
The other party (e g., the circunt evaluator {(e.g., node f)) may compute the output of the circuit
and may share it with the circuit generator party. The circuit may include binary gates g
connected by three types of wires p: (1} input wires that may assume the value of the parties’
inputs, {2} output wires that may be set to the output of function £(- | '} at the end of the
evaluation, and (3) intermediate wires that may carry intermediate values as they propagate
throughout the circuit. The generator may associate a pair of keys or labels (l?’ , i;) 10 each

wire p of the circuit. One of the labels may correspond to bit value 0, while the other one of the

{abels may correspond to bit value 1. For each gate g with input wires (y , z) with
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mputs by, 8 € {G, 1} and output wire &, the generator may compute four ciphertexis {e.g., one

for each gate input combination) using [9 | I3 | 12 | I} as encryption keys. Specifically, the

Vo2tV Yz 2 VY 3’ S
yene av it i €S ka { by, bz). here g(b b v Ie Se
generator may compute all four instances o b z??’f-)( g 3, where g{by, 5:) may represent

the output of gate g on inputs by, b.. These ciphertexts may create a "garbled" gate and may be
forwarded to the evaluator.

18873} To decrypt the gates and evaluate the circuit, the evaluator may need two imput labels
corresponding to the pair { li’y , 122y associated with the computation being carried. While
mtermediate wire 1abels may be computed as the output of preceding gates, mput labels may be
sent from the generator to the evaluator. The generator labels may be sent as-1s, for example,
because their values may not disclose whether they represent a 0 or a 1 bit value. However, the
generator may not know the evaluator's input, and therefore may not directly send only the
correct labels to the evaluator. As an alternative, the generator may send all evaluator labels to
the generator. However, the evaluator may selectively use values different from the evaluator's
true mnput in order to learn information about the generator's input by observing mukltiple ocuiputs
of function f(- , ). To address this issue, the generator and the evaluator may run an oblivious
transfer ("OT"} protocol instance for each of the evaluator's input bits. Specifically, the
evaluator's input to each OT instance may be one of the evaluator's input bits, while the
generator's input may be the two corresponding input labels. At the end of such a process, the
evaluator may learn all the evaluator's mmput labels, while the generator may learn nothing.
{0674} The APSP may use a novel varnant of the garbled circust protocol, where the party
acting as generator {e.g., user device 60a) may have two inputs {e.g., two biometric samples
{e.g., the EBT as f, and the ABS as #.)) of its matching function mf{(#, , £:), albeit at different
points in time {e.g., respectively, during enroliment and during authentication), and where the
party acting as the evaluator (g.g., node ) may have effectively no input. This may allow the
APSP to remove the OT phase, which may typically account for a substantial portion of the
computation and commmunication costs of a typical garbled circuit protocol. To achieve this, the
evaluator's input labels may be stored {e.g., encrypted) on the network node. During
authentication, the node may return the labels to the user's device, which may decrypt the input
iabels and select the appropriate subset of the labels based on the second input (e.g., the ABS

as fz). As a result, at this point, the node may receive all the information needed to compute the
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output of the authentication {e.g., the garbled circuit, the evaluator's input, and the generator's
input}.

{00675] As mentioned, the garbled circuit may be configured to compute a closeness or
distance & between the two inpuis £, and #; of its matching function mf{(#, , £}, such as the
distance between biometric EBT as §, and biometric ABS as #;, and then to compare the
computed distance 4 with a threshold ¥ While the function may be configured to outputa 1
when & < 7, the garbled circuit may be configured to output a SUCCESS output that may be an
encrypted version of "1" that may be set as a valid success key ck; when d < 7, and while the
function may be configured to output a O when € > 7, the garbled circuit may be configured to
output a FAIL output that may be an encrypted version of "0" that may be setas null (e g., a
string of 0's) when d > 7. Thus, as described herein, an SMPC protocol of the APSP may
configure a garbled circuit to output a valid success key ck; only if the ABS is close to

(e.g., within a threshold distance of) the EBT because of the security properties of the garbled
circuit protocol. As a result, a corrupted node may not be able to compute the valid success

key cf; unless it mteracts with a trusted device, and the authentication 15 successful. The
matching or distance function that may be used may depend on the specific biometric modality
of the ERT and ABS. For instance, Hamming distance may be used for iris scan biometrics,
while Euchidean distance may be used for facial scan biometrics. The APSP may be configured
to implement each distance function by simply providing an appropriate Boolean representation
for circutt garbhing and evaluation. During authentication, a node and the user device may
jointly reconstruct the mputs for the garbled circult, where the node may use the encrypted
template that was established during enrollment, while the user device may collect and encrypt a
new biometric sample for authentication. Upon receiving the encrypted sample from the user,
the node can evaluate their copy of the garbled circurt. I the authentication 1s successful, the
node may recover a different share of the seed, and sends it to the user device. Once the user has
received a sufficient number of seed shares, the user device may reconstruct the seed. While
Hamming distance may be a specific realization of Manhattan and Euclidean distances overa
binary field, there is no reason to limit a matching function to any specific distance or even
metric. The APSP may operate effectively as long as the matching function is able to determine
the "topological” notion of closeness. For example, the matching function may be operative to

make an evaluation as to whether or not the EBT and ABS are close {e.g., bikely from the same
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user and/or from the same environment), whereby there may not need to be an explicitly
computable "distance” between the EBT and ABS, but only an evaluation output indicative of
whether or not the EBT and ABS are close.

[80676] Therefore, at operation 310, for generating new authentication circuit

information ACHciq ; for node §, a garbled circuit € may be generated with a CIT K and a CIT 7
for a matching function sf: §, x §, -> {FAIL, SUCCESS}, where each CIT may be a random
string {e.g., an encrypted input table that may be instructions for the program to determine
nputs),

[0077] At operation 312, the SUCCESS output {e.g., output label) of garbled circutt G is
determined and used to define a success key ck; {e.g., success key ck; may be set as equal to the
SUCCESS output of garbled circuit £ (e.g., a string of biis of any suitable length)}. For
example, success key ck; may be generated as a part of circuit generation operation 310 by the
user device. The whole circuit C; may be generated by the device, and success key ck; may be
part of the circuit. Success key ck; may be a random symmeltric cryptographic key generated by
circutt €.

[0678] At operation 314, an inner key & may be generated. Inner key & may be generated
mndependently of circuit G {e.g., using any suitable randomness generation techuique). Inner
key & may be a random symmetric cryptographic key generated by user device 60a.

[8079] At operation 316, mnmner key & may be encrypted with public encryption key pde. to
define encrypted key k; (e.g., k; = Epk. (k;)). This may enable device 60a to securely
communicate and store encrypted key k; remotely (e.g., on node j rather than on device 60a)
while also enabling device 60a to later retrieve that encrypted key k; for re-accessing mner key &;
{(e.g., using private encryption key sk.).

{8080] At operation 318, a subset of CIT 7; may be selected to define a restricted CIT T that
may be representative of EBT 8 This may enable restricted CIT 77 to be an instantiation of
EBT B, While CIT 7; may be a table operative to connect input keys to input values,

operation 318 may define CIT ¥ by restricting or adjusting CIT 7 by removing half of each
mput label (e.g.,a O bit ora 1 bit) from all of the input labels of CIT 7} based on each bit of
EBT 8 The user device may choose and/or restrict the input for the circuit (e.g., partition the

mput). This may allow user device 60a to secure {e.g., encrypt or otherwise protect) EBT 8 for
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entry by node 70 as an input into the circuit €f without that node 70 being able to retrieve

EBT B, or to replace EBT B by different input when evaluating circuit {j.

{0081} At operation 320, CIT K; may be encrypted with inner key &; to define encrypted
CITK; (eg., K; = Fk; (K;)). While a subset of CIT &; may later be selected to define a restricted
CIT X7 that may be representative of an ABS (e.g., at operation 432 of the authentication
process 400 of FIGS. 4A-4C), such an operation is not yet ripe to occur during enroliment
process 200, in which process 300 may be occurring, because such ABS has not vet been defined
{e.g., user authentication biometrics have not vet been captured). Therefore, operation 320 may
keep CIT K; as variable, but may encrypt CIT K; with inner key &; to define encrvpted CIT K,
which may be shared with the evaluator node j during this enrollment process without enabling
evaluator node § to access CIT X

{0082] At operation 322, seed share {s}; may be doubly encrypted to define a doubly encrypted
seed share {;féh For example, seed share [s}; may first be encrypted with inner key &; to define a
singly encrypted seed share {8 (e.g., [3] = E&; ({s]7})) for enabling a first layer of seed share
encryption, and then singly encrypted seed share [8]; may be encrypted with success key ¢&; to
define doubly encrypted seed share {@],- {eg, }fg}; = Bek; ([8)) = Bck; (B ([s];))) for enabling a
second layer of seed share encryption. Therefore, the seed share may first be encrypted with a
key {e.g., inner key &;} that may not be accessible to evaluator node j, and then that encrypted
seed share may be encrypted with a key (e.g., success key ck;) that may at some point

{e.g., during the authentication phase) be made accessible to evaluator node § (e.g., if evaluator
node § is able to have circuit C; return 8 SUCCESS output resuit {(e.g., in response to a successful
authentication}).

{0083] At operation 324, EBT share [B]; may be doubly encrypted to define a doubly
encrypted EBT share {B'S]; For example, EBT share [8]; may first be encrypted with inner key &
to define a singly encrypted EBT share [B; (e.z., [B] = Ek; ([B];) for enabling a first layer of
EBT share encryption, and then singly encrypted EBT share [B]; may be encrypted with success
key ck; to define doubly encrvpted EBT share [B); (e.g, [BY = Beky ([B)) = Eck; (Ek; ([BY)) for
enabling a second layer of EBT share encryption. Therefore, the EBT share may first be
encrypted with a key {e.g., inner key &;} that may not be accessible to evaloator node §, and then

that encrypted EBT share may be encrypted with a key (e.g., success key ;) that may at some
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point (e.g., during the authentication phase) be made accessible to evaluator nodef (e.g., if
evaluator node § is able to have circuit G return a SUCCESS output result {e.g., in response to a
successful authentication)).

[8084] At operation 326, various elements generated during the generation of authentication
circuit information AC i ; for each node § for new circuit identifier Cig of operation 308, such as
each one of circuit G of operation 310, encrypted key &; of operation 316, restricted CIT T of
operation 318, encrypted CIT K; of operation 320, doubly encrypted seed share {§}; of

operation 322, and doubly encrypted EBT share [ﬁ}; of operation 324, may be signed with
private device signing key skq to define signatures SVE;

{0085] At operation 328, various elements (sensitive circurt generation information SCGH)
generated during the generation of authentication circuit information 4CH g ; for each node j for
new circuit identifier Cy of operation 308 may be deleted from user device 60a. For example,
such sensitive circuit generation information $CGE to be deleted from user device 60a at
operation 328 may include seed share [s}; of operation 304, EBT share [ B]; of operation 306,
CIT Kj of operation 310, CIT T of operation 310, success key ck; of operation 312, and inner
key &; of operation 314, Deletion of such SCGI from user device 60a during this enrollment
process may prevent such information from being accessed by device 60a if device 60a were
somehow compromised.

[0086] At operation 330, after each one of operations 310-328 of operation 308 has been
completed for each node j of selected nodes #, a set of authentication circuit information
ACIcia 1, ..., » for circuit identifier Cyzand nodes 7, ..., # may be defined to include circuits Cr, . »
as generated by the # iterations of operation 310, encrypted keys kz, ., » as generated by the

n iterations of operation 316, restricted CITs 77, .., » as generated by the # iterations of
operation 318, encrypted CITs K, ., » as generated by the # iterations of operation 320, doubly

encrypied seed shares [3]y, .., » a5 generated by the x iterations of operation 322, doubly

encrypted EBT shares {ﬁ} 1, ... n as generated by the n iterations of operation 324, and
signatures SFE; . » as generated by the » iterations of operation 326, Such a set of
authentication circuit information 4CI gy 1, ..., » for circuit identifier Cig may be eventually shared
with and stored on respective nodes 705, ., » for furthering the enrollment of user device 60a and

its user U with the network nodes of the APSP. Process 300 may end after operation 330,
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10887} The operations shown in process 300 of FIG. 3 are only illustrative and that existing
operations may be modified or omitted, additional operations may be added, and the order of

certain operations may be alterad.

FIG. 2A FIG. 2B, and FIGS. 7A-71 (Continued)

{B088] After process 300, process 200 may resume at operation 224, where it may be
determuined if one or more additional sets of authentication circwit information ACY ocught to be
generated {e.g., by repeating process 300 one or more additional times for generating a new
unique circuit identifier and associated authentication circuit information). However, once an
appropriate number of sets of authentication circuit information 4CY has been generated,
process 200 mayv advance from operation 224 to operation 226. The APSP may be configured to
have at least a threshold number of such sets of unique circuit identifier and associated circuit
information available to a user device and its associated network nodes, because each
authentication attempt may consume one such set, whereby a certain number of failed
authentication attempts may render a user device unable to authenticate without re~enrolling.
[00G89] At operation 226, each generated set of authentication circuit information 4CTca 7, .., »
for each umque curcut wWdentifier Ty may be sent as data 2264 to respective nodes 70z, ., « for
furthering the enrollment of user device 60a and its user U with the network nodes of the APSP.
For example, each nodej may be sent authentication circuit information ACH g ; for each unique
circuit identifier Cyg (e.g., circuit C; of each unique circuit identifier Cia, encrypted key &; of each
unique circuit identifier Cig, restricted CIT T of each unique circuit identifier i, encrypted
CIT K; of each unique circuit identifier Cig, doubly encrypted seed share [§],- of each unique
circuit identifier Cyg, doubly encrypted EBT share iﬁ J; of each unique circuit identifier Ciy, and
signatures SVE; of each unique circenit identifier Cyg).

{0096] At operation 228, each node § of nodes 70y, ..., » may receive {(e.g., as data 226d} its
respective authentication circuit information 4 Clgq ; for each unique circuit identifier Gy,
attempt to verify the signatures SVE; of the recetved authentication circuit information ACHciq
for each unique circu{ identifier iy using public device signing key pky of earhier received

data 208d, generate a verification acknowledgment ack’cip ; that may be indicative of whether or
not the node was able to verify the signatures SVE; of the received authentication circuit

information ACH ciq ; for each unique circuit identifier Ciy (e.g., confirm or deny such
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verification}, and then the node may send that verification acknowledgment ack’cip ; as at least a
portion of data 228d back to user device 60a (e.g., according to application 79 of that particular
node 70). This may enable the node to verify the signatures SVE; of the received authentication
circuit information ACHciq ; for each unique circuit identifier G using public device signing key
pka of user device 60a. If this verification i3 negative, the ACT would be rejected by the node
and the node may even delete the stored keys phky and pka.

{0091} At operation 230, user device 60a may receive and register verification
acknowledgment ack’cip ; of data 228d from one or each node j of nodes # for each unique
circutt identifier Cy (e g., according to application 69 of user device 60a). If the received
ack’crp j1s indicative of a positive verification by node j for a particular unique circut

identifier Cyg, then user device 60a may determine that its authentication circuit information
ACHcia ; may be stored against its public keys pk,; and pks by node j, whereby user device 60a
may be enabled to proceed with the enroliment of process 200 by advancing from operation 230
to operation 232 However, if the received ack’; is indicative of a negative verification by node §
for a particular unique circuit identifier Gy, then user device 60a may deternune that its
authentication circuit information ACH g4 j may not be stored against s public kevs pk, and phy
by node j, whereby user device 60a may be configured to repeat one or more of operations 224
and 226 for at least each node and each unuque circust identifier Ciy that provided such a negative
vertfication,

[0692] Once a positive verification 1s registered by user device 60a for a node j for its
respective authentication circuit information 4 CIgq j for a unique circuit identifier Cig,

process 200 may advance to operation 232, where user device 60a may generate & send a
store/publish mstruction 8Pcyp j as at least a portion of data 2324 to that particular node § for
mstructing that node to storing its received authentication circuit information ACHcu j for a
unique circuit identifier Cig with public kevs pk, and pkq, and for instructing that node to publish
those public keys pk, and pka

{8093] At operation 234, each node j of nodes 70;, ., may receive {e.g., as data 232d) its
respective store/publish instruction SPYcrp ; for authentication circuit information 4C g jfora
particular unique circuit identifier Cig, and, in response to such receipt, the node may store the
received authentication circuit information AC g ; with the stored public keys pk, and pha of

user device 60a for enrolling user device 60z and #ts user U with the node, and the node may
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send the stored public keys pk, and phy of user device 60a as at least a portion of data 234d to
repository 80, and the node may generate an enrollment verification acknowledgment ack'crp ;
that may be indicative of that node fully enrolling the authentication circuit information ACE i ;
for a particular unique circuit identifier G with the stored public keys of user device 60a, and
then the node may send that verification acknowledgment ack 'cip ; as at least a portion of

data 235d back to user device 60a {e.g., according to application 79 of that particular node 70).
10094] At operation 230, repository 380 may receive data 234d and store public keys pk.

and pks of user device 60a (e.g., as a portion of data 89d in repository memory 383},

[0095] At operation 238, user device 60a may receive and register verification
acknowledgment ack"'cp ; of data 235d from one or each node j of nodes » for each unique
circutt identifier Cy (e g., according to application 69 of user device 60a). If the received
ack’cmp ;15 indicative of a positive verification by node j for a particular unique circuit
identifier Cig, then user device 60a may determine that its authentication circuit information
ACH ¢ ; has been stored against its public keys pk, and pky by node j, and that its public keys pk,
and pkq have been stored on repository 80 (it appropriate), whereby user device 60a may be
enabled to end the enrollment process 200, Ending enrollment process 200 may include
confirming that no sensttive enroliment information SE7 remains on device 60a. This may
mclude deleting any or each of the following tems of information §E7 of each applicable node §
for each applicable circuit identifier Cy and/or for the entire enrollment process: user enrollment
biometrics #eb of the enrollment process, seed s of the enrollment process, EBT B of the
enrollment process, private user key s&, of the enroliment process, circuit G of each one of the
si-nodes of each unique circuit identifier Cig, encrypted CIT K; of each one of the a-nodes of
each unique circunt wdentifier Cig, vestricted CIT 77 of each one of the s-nodes of each unique
circuit identifier Ciy, encrypted key kj of each one of the #-nodes of each unigue circuit
identifier Ci, doubly encrypted seed share EE}; of each one of the n-nodes of each unigue circuit
identifier Uy, doubly encrypted EBT share {f@}; of each one of the n-nodes of each unique circunt
identifier Cig, and signatures SVE; of each one of the #-nodes of each unique circuit

identifier Ciy. This deletion of sensitive enrollment information SEY (e.g., at operation 238} and
of sensitive circuit generation information SCGH {e.g., at operation 328 or otherwise {e.g, at
operation 238)) from user device 60a during this enroliment process may prevent such

information from being accessed by device 60a if device 60a were somehow compromised after
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enrollment. Moreover, certain information, even before deletion, may never be provided o
certain portions of memory 63 of user device 60a. For example, an APSP SDK of the client APS
application 69a of user device 60a may retain at feast seed 5 and EBT 8 and/or any other suitable
data of the ¥E7 and/or of the SCGY inside the APSP SDK and not allow such data to be provided
to other portions of the APS application 69a and/or to other applications of device 60a. The
APSP SDK may be configured never to save such data to a permanent storage of device

memory 63 {(e.g, a flash memory portion of memory 63}, but only in device volatile memory or
otherwise of device memory 63 {e.g., a RAM portion of memory 63}, and may be configured to
overwrite such data with zeroes or otherwise delete such data (e g., overwrite with 0's then
overwrite with 1's then overwrite with random data) once the values are no longer necessary for
the enroliment process {e.g., at operation 328 and/or operation 238). Ending enrollment

process 200 may also include storing data indicative of each unique circuit identifier Cig and it
associated nodes 1, ... m on enrolled user device 60a {e.g , as a portion of data 69d (e g, in
permanent storage (e.g., a flash memory portion of memory 63))) for later retrieval (e.g., at
operation 406 and/or at operation 424 of process 400). Some of the keys generated at

operation 206 {e.g., public user key pl, {but not private user key sk, of deleted sensitive
enrollment information &), private device signing key skq {(with or without public device
signing key pkqa, which may be computed using private device signing key sky), and privaie
encryption key sk, {with or without public encryption key pk., which may be computed using
private encryption key s4.}}, may also be stored on enrolled user device 60a {e.g., as a portion of
data 69d (e.g., in permanent storage {(e.g., a flash memory portion of memory 63))) before ending
enrollment process 200 As shown, screens 700f-700h of FIGS. 7F-7H may be provided by
apphication 69 of user device 60a during such enrollment, but screen 7001 of FIG. 71 may be
presented when such enrollment is complete and confirmed (e.g., after operation 238}, at which
time a user may be presented with any suitable enrolled options {e.g., whether or not to enable
push notifications from the APSP on the enrolled device). However, if the received ack " 1s
idicative of a negative verification by node § for a particular unique circuit identifier Gy, then
user device 60a may determine that its authentication circuit information 4wy j may not have
been stored against its public keys pk, and pka by node j, and/or that its public keys pk, and pky
have not been stored on repository 80 (if appropriate}, whereby user device 60a may be

configured to repeat one or more of operations 222-232 for at least each node and each unique
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circuit identifier Cy that provided such a negative verification. In some embodiments of a
repository 80 (e.g., as a public blockchain}, a user device may be able to independently verify if
the public keys have been published to the repository.

{8096] The operations shown in process 200 of FIGS. 2A and 2B are only illustrative and that
existing operations may be modified or omitted, additional operations may be added, and the
order of certain operations may be altered. Much of enrollment process 200 may be carried out
transparently 1o user U for providing a more seamless and efficient user experience. For
example, operations 204-222 may be transparent to user U {e.g., between being presented with
screen 700a of FIG. 7A and being presented with screen 700b of FIG. 7B). As another example,
operations 222-238, including the entirety of one or more iterations of process 300, may be
transparent to user U {e.g., between being presented with screen 700f of FIG. 7F and being

presented with screen 7001 of FIG. 71),

FIGS. 4A-4C FIGS, 787U, and FIG. 7W

{6087} FIGS. 4A-4C illustrate a flowchart of an exemplary process 400 for authenticating an

enrolled APS user of an enrolled APS user device with the APSP. Process 400 is shown being
waplemented by APS user device 60a, 1ts user U, a selection of nodes 70 {e.g., a number s of
selected nodes 70 {e.g., nodes 70a, 70b, 70¢, ..., 70n)), and repository 80, However, process 400
may be implemented using any other suitable components or subsystems or entities of system |
of FIG. 1 or otherwise. Process 400 may provide a seamless user experience for securely and
efficiently authenticating an enrolled APS user U and its enrolled APS user device 60a with the
APSP. To facilitate the following discussion regarding the operation of system 1 for
authenticating user U and its user device 60a with the APSP according to process 400 of

FIGS. 4A-4C, reference 1s made to various components of system 1 of the schematic diagrams of
FIGS. 1-1F, and to screens 700s-700u and 700w that may be representative of a graphical user
mterface of APS user device 60a during such a process {e.g., as shown 1in FIGS, 7S-7U and 7W).
The operations described may be achieved with a wide variety of graphical elements and visual
schemes. Therefore, the embodiments of FIGS. 78-7U and 7W are not intended to be limited to
the precise user interface conventions adopted herein. Rather, embodiments may include a wide

variety of user interface styles.
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{0098] Process 400 may begin at operation 402, where user U may initiate enrollment by
carrying out any suitable authentication initiation interaction a#f 402d with an APS

application 09 that may be running on the user's enrolled APS user device 60a {e.g., a device that
has been enrolied with the APSP (e.g., via process 200)). For example, as shown by screen 700s
of FIG. 7S, the U of APS device 60a may present selectable options "[YES" and "[NOY"
associated with a request o authenticate {e.g., authenticate for enabling a particular secure
operation {e.g., accessing a particular service (e.g., a "B'Gock” service as particularly described
with respect to FIGS. 5 and 6)}), and the user may be enabled to select one of the options with its
authentication initiation interaction @i in order to proceed with process 400 for authentication
with the APSP. Such an authentication option presentation may be provided as a push
notification (e g., as may have been accepted by the user at screen 7001 of an enrollment process)
in response to the user device receiving any suitable request or challenge for enabling a
particular secure operation that may be facilitated through authentication with the APSP. In
advance of operation 402, APS application 69 may be accessed by device 60a in any suitable
manner {(e.g., as an app downloaded from APS subsystem 100 or any suitable app store or
otherwise) and user U may first enroll itself and the device with the APSP (e.g., via process 200
of FIGS. 2A and 2B).

[00699] At operation 404, APS user device 60a may detect an affirmative authentication
iitiation mteraction i (e.g., an interaction mdicative of an mterest in intiating authentication)
and, 1 response to such detection, user device 60a may access certain keys associated with the
earlier device enrollment, mcluding public user key pk, (e.g., as may be stored m memory 63 of
device 60a} and public device signing key pka {e.g., as may be stored in memory 63 of

device 60a or as may be computed using private device signing key skq as may be stored in
memory 63 of device 60a). These keys may then be used (e.g., during operations 406-418) to
authenticate device 60a with the nodes of the APSP {e.g., similarly to operations 208-218 of
enrollment process 200, but perhaps through signing using different private device keys).

{0100} At operation 406, APS device 60a may send public user key pk, and public device
signing key pks as data 406d 5 each node § of a selected set of nodes 22 {e.g., each node 70 of
nodes 70a, ..., 70n) of system 1 {e.g., according {0 application 69), where mformation indicative
of that set of nodes 2 may have been stored on the device during enrollment (e g, at

operation 238}, For example, a particular available stored circuit identifier may be identified at
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operation 400 and the set of nodes » stored for that identifier (e.g., at operation 238) may be
used. A single user and/or a single APS user device may be enrolled with multiple different sets
of nodes, and the user might have to choose a particular one of the multiple sets for a particular
authentication process (e.g., using a particular circutt identifier).

{0161} At operation 408, each node j of selected nodes # may receive data 406d from user
device 60a and mayv then make a determination {e.g., according to application 79 of that
particular node 70} whether the public user key pky and public device signing key pha of

data 208d have already been verified {(e.g., at operation 216 of enroliment process 200) by
making an internal determination through review of any suitable node data 79d of that particular
node j at operation 408, and/or whether the public user kev pk, and public device signing key pkq
of data 208d have already been and remain stored together at repository 80 {e.g., at operation 236
of enrollment process 200} by sending the keys and a repository request as data 4084 to
repository 80 and then receiving by data 408d' from repository 80 a verification that those same
public keys have already been and remain stored together at repository 80 {e.¢., based on any
suttable receive and verify operation 410 by repository 80). If either one or both of such an
mternal verification at the node and such a repository verification by the repository is an
affirmative venification of an existing hink between keys ph and pky as provided by data 4064,
then the node may enable the advancement of process 400 from operation 408 to operation 412,
otherwise process 400 may fail or be reverted back to a re-enroliment process of the device with
the node.

[8102] At operation 412, each nodej may generate a challenge §j {e.g., a partially random data
structure} for the public keys recetved and venified at operation 408, and then the node may send
that challenge # as at least a portion of data 412d back to user device 60a (e.g., according to
application 79 of that particular node 70},

[8103] At operation 414, user device 60a may receive challenge § of data 412d from one or
each of nodes n, generate a challenge response fiowa for each received challenge 4 by signing
that challenge /; with the device's private device signing key skq (e.g., chailenge response gaqg =
Stgnaa ()}, and then send that challenge response §oq back 1o the appropriate node § as at least
a portion of data 414d (e.g., according to application 69 of user device 60a).

10104} At operation 416, one, some, or each node j of selected nodes # may receive data 414d

from user device 60a, attempt to verify the public device signing key pkq of earlier received
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data 406d using the chalienge response Lo of recently received data 414d, generate a
verification acknowledgment ver; that may be indicative of whether or not the node was able to
verify the public device signing key pks {e.g., confirm or deny verification), and then the node
may send that verification acknowledgment wer; as at least a portion of data 416d back to user
device 60a {e.g., according to application 79 of that particular node 7). This may enable the
node to verify whether or not public device signing key pky 15 indeed the public device signing
key of user device 60a and/or whether a processing error may have occurred on the node and/or
on the user device and/or whether an attempt to authenticate as the user is being attempted by an
attacker.

[0105] At operation 418, user device 60a may receive and register verification
acknowledgment ver; of data 416d from one or each node j of nodes # {e.g , according to
application 69 of user device 60a). If the received verification acknowledgment ver; is indicative
of a positive verification by node f, then user device 60a may determune that its public keys pk,
and pkas have been received, stored, and verified by that particular node, which may be indicative
of the device being authenticated, whereby user device 60a may be enabled 1o proceed further
with the authentication of process 400 {e.g., to operations 420/422 {e.g., for authenticating the
user of the device)). While operations 208-218 of the enroliment process may enable each node
to verify that device 60a 15 1n possession of private user key &, {e.g., a counterpart to public user
key pky) for allowing enroliment, operations 400-418 of the authentication process may enable
each node to verify that device 60a 13 in possession of private device signing key sy (e.g, a
counterpart to public device signing key pka) for satisfying a first of at least two forms of
authentication {e.g., a device authentication of at least two forms of authentication that may also
mnclude a user authentication). For example, the APSP may be configured to require that an
enrolled user authenticate its enrolled user device with the APSP (e.g., at operations 406-418
{e.g., a first factor authentication)) and that an enrolled user provide its biometric template to
authenticate the user itself with the APSP {e.g., at operations 422-438 {e.g., a second factor
authentication}), which may be a form of two factor authentication, before enabling the user
device to reconsiruct its seed s and/or its EBT B, However, if the received verification
acknowledgment ver; 1s indicative of a negative verification by node f, then user device 60a may
determine that its public keys pky and pks have not been received, stored, and verified by that

particular node, which may be indicative of the device not being authenticated, whereby user
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device 60a may be configured to repeat operations 404-418 for at least each node that provided
such a negative verification of its challenge or to re-enroll the device (e.g., at process 200},
{0106] Once a positive verification is registered by user device 60a for a sufficient number
{e.g., number m) of nodes j of selected nodes i at operation 418, process 400 may advance to
operation 420, where user U may present user authentication biometrics u#ab (e.g., as user
authentication biometric identifier information or user avthentication biometric

information 420d) to user device 60a by carrying out any suitable user biometrics authentication
interaction with device 60a, which may be configured to capture such authentication

biometrics uab for generating an authentication biometric sample ("ABS") b at operation 422
{e.g., according to APS application 69). For example, as shown by screen 700t of FIG. 77T, the
Ul of APS device 60a may present instructions on how the user ought to present user
authentication biometrics #ab to user device 60a for capture. For example, similarly to as shown
by one or more of screens 700c-700e of FIGS. 7C-7E, while the user's face (not shown) may bhe
in the line of sight of a device camera sensor, device 60a may instruct the user to look left, then
eventually look straight at the camera, and then eventually look right {e.g., as shown m FIG. 7T).
This may enable device 60a to capture user authentication biometrics #abd m the form of a video
or photograph sequence of the user's face rotating. This may enable "hiveness" detection of the
user {e.g., as may nstructing the user to carry out any other suitable action while biometrics are
captured, such as winking with one eve then with the other eye, or smiling then frowning, or
saying a word or phrase, etc.). This may help prevent spoofing and/or capturing biometrics of an
unwilling user. Just as any suitable enrollment biometrics #eb of a user may be captured in any
suitable manner(s) by any suitable sensor{s) of user device 60a at operation 222 i response to a
user presenting itself to the user device m any suitable manner(s) at operation 220 of enrollment
process 200, any suitable authentication biometrics uab of a user may be captured n any suitable
manner(s} by any suitable sensor{s) of user device 60a at operation 422 in response 1o a user
presenting itself to the user device in any suitable manner{(s) at operation 420 of authentication
process 400 (e.g., according to an APS application of the APS user device). Moreover, just as
any suitable EBT 2 may be generated in any suitable manner(s} using any suitable enrollment
biometrics #eb at operation 222 of enrollment process 200, any suitable ABS b may be generated
in any suttable manner(s) using any suitable authentication biometrics #ab at operation 422 of

authentication process 400 {e.g., according to an APS application of the APS user device). As
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mentioned, operation 222 may use any suitable neural network(s} {o process captured ued for
defining EBT 8. Similarly, operation 422 may use any suitable neural network({s) to process
captured #ab for defining ABS 8, where such neural network(s} used at operation 422 may be
the same as or different than the neural network({s} used at operation 222. However, the manner
in which enroliment biometrics are captured may differ in any suitable wav(s) from the manner
in which the authentication biometrics are captured {e.g., the amount of information captured
(e.g., the quality or resolution of the capture} may be less for the ABS than for the EBT). For
example, this may help ensure high quality of an enrollment template and, as such, less false
rejects and false accepts during authentications, while the differences can include, but are not
fimited to, amount of data captured, possible additional/different collaboration from the user,
possible quality checks and repeated capture of data, other processing technigues, and/or the like.
[8107] At operation 424 (if not previously at operation 406}, user device 60a may then identify
(e.g., according to APS application 69) a stored unigque circuit identifier Cy and its associated set
of nodes # {e.g., as may be stored in a list on device 60a {e g, in local permanent storage) at
operation 238 of enrollment process 200 and/or at operation 452 of an earlier iteration of
authentication process 400). This may be done at random from all available circnt identifiers.
The identified unique circuit identifier Ciy may then be sent as at least a portion of data 424d to
each node j of the nodes 1 associated with that unique circust dentitier (i and then that
identified and shared unique circuit identitier Cig may be removed from device 60a (e.g., that
identified and shared unique circuit identifier Cyy may be removed from the stored hist such that
the same circuit identifier Gz may not be selected again for use in another authentication atterpt
at another tteration of operation 424 of authentication process 400},

[B108] At operation 426, each nodej of nodes 705, ..., » may receive {e.g., as data 424d) the
identified and shared unique circuit identifier Cy, identify the respective authentication circuit
information ACE i ; of that unique circuit identifier Gy as previously received and stored on that
node j {e.g., as previously received and stored m memory 73 of the node at operations 228/234 of
enrollment process 200 and/or at operation 450 of an earlier iteration of authentication

process 400}, and then return certain elements of that identified authentication circuit
information 4CHcia ; as at least a portion of data 426d to user device 60a, where such elements

may include encrypted CIT K and encrypted kev &; (e.g., according to node application 79).
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[6109] At operation 428, user device 60a may receive data 426d including encrypted (1T K;
and encrypted key k; from one or each node j of nodes # and then obtain inner key k&; by
decrypting encrypted key &; as received from each node j using the device's private encryption
key sk (e.g., according to APS application 69}.

[0118] At operation 430, user device 60a may obtain CIT K; by decrypting encrypted CIT K; as
received from each node j using the obtained inner key &; {e.g., according to APS

application 69}.

{6111] At operation 432, a subset of obtained CIT & may be selected to define a restricted
CIT X' that may be representative of ABS b {e.g., according to APS application 69). This may
enable restricted CIT X' to be an mstantiation of ABS 5. While CIT & may be a table operative
to connect input keys to input values, operation 432 may define CIT K} by restricting or
adjusting CIT & by removing half of each mput label {(e.g., a 0 bit ora 1 bit) from all of the input
labels of CIT &; based on each bit of ABS 5. The user device may choose and/or restrict the
input for the circuit {e.g., partition the input). This may allow user device 60a to secure

{e.g., encrypt or otherwise protect) ABS & for entry by node 70 as an input into the circuit &
without that node 70 being able o retrieve ABS b, or to replace ABS 5 by different input when
evaluating circuit €j. Operation 432 may also include user device 60a sending each restricted
CIT K'; to 1ts respective node j as at least a portion of data 432d.

[8112] At operation 434, each node j of nodes 70y, ..., » may receive {e.g., as data 432d)
restricted CIT K and then use that restricted CIT K with restricted CIT 7% of the particular
authentication circuit information 4C 4 ; as previously received and stored on that node §

(e.g., as previously received and stored in memory 73 of the node at operations 228/234 of
enrollment process 200 and/or at operation 450 of an earlier iteration of authentication

process 400} to evaluate curcuit C of the particular authentication cireuit information AC g §
{e.g., as previously received and stored in memory 73 of the node at operations 228/234 of
enrollment process 200 and/or at operation 450 of an earlier iteration of authentication

process 400). As mentioned, the circutt € may be configured to compute a closeness or
distance d between the two mputs §, and £; of ts matching function mf{f, , #2), such as the
distance between EBT B as #, and ABS b as #; and then to cormpare the computed distance d
with a threshold =, but while using restricted CIT & and restricted CIT & as the respective

mputs to the circuit G for following the SMPC protocol. While the function may be configured
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to output a 1 when & < 7, the garbled circuit may be configured to output a SUCCESS output that
may be an encrypted version of "1" that may be set as a valid success key ck; when d < 7, and
while the function may be configured to putput a 0 when # > 7, the garbled circuit may be
configured to output a FAIL output that may be an encrypted version of "0" that may be set as
nufl (e.g., a string of 0's) when d > 7. Thus, as described herein, an SMPC protocol of the APSP
may configure a garbled circuit to output a valid success kev ¢k only if ABS & is close to

(e.g., within a threshold distance of) EBT B because of the security properties of the garbled
circuit protocol.

{0113] At operation 436, each node j of nodes 703, ..., » may determine if 1ts evaluation of
operation 434 resulted m a SUCCESS output or a FAIL output. If a FAIL output 1s determined,
then the node may return an authentication failure response (not shown) to user device 60a that
may be used by user device 60a to repeat one, some, or each one of operations 420-432 with
another stored circuit identifier Cig or to carry out any other suitable operations. However, if a
SUCCESS output 1s determined, then valid success key ¢&; may be revealed to the node and the
node may use that valid success key ¢&; at operation 436 to decrypt doubly encrypted seed

share [5]; of the particular authentication circuit information 4CFeu ; as previously received and
stored on that node j {e.g., as previously received and stored in memory 73 of the node at
operations 228/234 of enrollment process 200 and/or at operation 450 of an earlier iteration of
authentication process 400) for revealing singly encrypted seed share [S};, Moreover, if a
SUCCESS output 1s determined, then valid success key c&; may be revealed to the node and the
node may use that valid success key ¢k; at operation 436 to decrypt doubly encrypted EBT

share [@‘ |; of the particular authentication circut information ACigiq ; as previously received and
stored on that node j {e.g., as previously received and stored 1n memory 73 of the node at
operations 228/234 of enrollment process 200 and/or at operation 450 of an earlier ieration of
authentication process 400) for revealing singly encrypted EBT share [B};. Then, the node may
send the revealed singly encrypted seed share [8]; and the revealed singly encrypted EBT

share [B]; as at least a portion of data 436d to user device 60a. Therefore, obtaining a SUCCESS
evaluation result from a garbled circuit for revealing a valid success key may enable one layer of
seed share decryption and/or one laver of EBT share decryption on the node {e.g., a laver that
would not be enabled on the user device). At operation 436, the node may then delete us

particular authentication circuit information ACT vy ; for the particular cireuit identifier Cig just
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used, in order to avoid jeopardizing certain security considerations, unless doing so would delete
the only remaining authentication circuit information ACIcws ; on the node, otherwise
re-enrollment may then be required.

{0114] At operation 438, user device 60a may receive singly encrypted seed share [§]; and
singly encrypted EBT share [BY; from received data 436d from each node j, obtain each seed
share [s]; by decrypting each singly encrypted seed share [8]; from each node j of nodes 1 with
obtained inner key &;, and obtain each EBT share [ B]; by decrypting each singly encrypted EBT
share [B]; from each node j of nodes n with obtained inner key k;. Therefore, by only enabling
mner key &; 10 be accessible by user device 60a, another layer of seed share decryption and/or
angther layer of EBT share decryption may be enabled on device 60a {e.g., a layer that would not
be enabled on the node).

{0815} At operation 440, user device 60a may reconstruct seed § by combining at least 2 seed
shares {s]; obtained at operation 438 (e g., when the APSP 15 using a {m , n) threshold secret
sharing scheme), reconstruct EBT B by combining at least s EBT shares [B]; obtained at
operation 438 {e.g., when the APSP is using a (m , n) threshold secret sharing scheme), which
may be carried out using any suitable secret sharing technique(s)/protocol(s), including, but not
limited to Shamir's secret sharing, blind signature protocol, threshold combining, and/or the like,
and then using the reconstructed seed s for carrying out any suitable secure operation 842, such as
using the reconstructed seed s to derive a secret key of a third party service that may be
registered with the APSP {e.g., as described with respect to FIGS. S and 6). If less than s seed
shares [s]; are obtained at operation 438 {e.g., if less than me evaluations result in SUCCESS at
operation 434), then the number of obtained seed shares may not be adequate for enabling the
user device to reconstruct its seed. Siumilarly, if less than we EBT shares [B]; are obtained at
operation 438 {e.g., if less than & evaluations result in SUCCESS at operation 434}, then the
number of obtained EBT shares may not be adequate for enabling the user device to reconstruct
its EBT and, for example, process 400 may restart from operation 420, As shown, screen 700u
of FIG. 7U may be provided by application 69 of user device 60a during such authentication
{e.g., after operation 422), but screen 700w of FIG. 7W may be presented when such
authentication is complete and confirmed (e.g., after operation 440}, at which time process 400
may advance to operations 442/444. While reconstructed EBT B may not be used for carrying

out the secure operation 5O, reconstructed EBT B may be used for generating one or more new
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sets of authentication circuit information ACY (e g, at least to replace the authentic circuit
information for the unique circuit identifier G used at operations 424-440 (e.g., as described
with respect to operations 446-452)). Moreover, when EBT B is reconstructed or recovered at
operation 440, that EBT B has been determined by the APSP to match successfully with ABS b
generated at operation 422, such that APS user device 60a may be configured to use that EBT B
and that ABS b to improve (e.g., train or otherwise adjust) any suitable model{s) on APS user
device 60a {e.g., without having to share such sensitive biometric data with any remote entities
{e.g., APS subsystem 100, etc.), including, but not imited to, any suitable model{s) of any
suttable neural network(s) that may be used at operation 222 for processing captured #eb, any
suitable model(s) of any suitable neural network(s) that may be used at operation 422 for
processing captured #ab, and/or the like,

[0116] At operation 442, a user U may initiate a biometrics update by carrying out any suitable
biometrics update interaction bui 442d with an APS application 69 that may be running on the
user's and authenticated APS user device 60a (e.g., a device that has been authenticated with the
APSP {e.g., via operations 402-440 of process 400}). Although not shown, the Ul of APS
device 60a may present selectable options "[YEST and "[NG]* associated with a request {o
update EBT B of the authenticated user {e.g., as recounstructed at operation 440), and the user
may be enabled to select one of the options with its biometrics update interaction bui 1n order to
proceed with process 400. If the user chooses to update EBT B, then operation 444 may mclude
the device enabling the user to choose to capture new user enroliment biometrics for defining a
new EBT B(e.g., similar to operations 220 and 222 and after defirung that new EBT B,
operation 444 may delete all remamning unique circuit identifiers s from device 60a as they
may now be unassociated with the new EBT 8B, and then operation 444 may advance to
operation 446 with that new EBT 2 As another example, if the user chooses to update EBT B,
then operation 444 may include the device enabling the user to choose to replace or modify
existing EBT B using existing ABS b {e.g., as captured at operation 422} and after defining that
new EBT B using the ABS b, operation 444 may delete all remaining unique circutt

identifiers Cigs from device 60a as they may now be unassociated with the new EBT B and then
operation 444 may advance to operation 446 with that new EBT B. As another example, if the
user chooses not to update EBT B, then operation 444 may advance to operation 446 with that

same EBT B Such a potential template update may allow the APSP to keep tight thresholds,
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because the template may be representative of user variations over time such as aging, growing a
beard, different haircuts, and/or the like.

{8117} At operation 446, user device 60a may then generate one or more new sets of
authentication circuit information 4CY on seed s {e.g., as reconstructed at operation 440) and
EBT B (e.g., whatever EBT B may be passed from operation 444, whether it may be unchanged,
modified by ABS &, replaced by ABS &, or a completely newly defined EBT 8, etc.} for the
selected nodes # using secure multi-party computation (e.g., according to application 69).
Operation 446 may be carried out similarly to operation 224 of process 200 but with a potentially
different EBT B,

[0118] At operation 448, each generated new set of authentication circuit information

ACIciq 1, ..., » for each new unique circuit identifier Gy may be sent as a portion data 448d to
respective nodes 703, ..., » Tor storing each new set of authentication circuit information

ACIciq 1, ..., » with publication keys pk, and pkg for enabling additional authentication attempts by
the enrolled user and device in the future. For example, each node f may be sent new
authentication circutt information ACH g ; for each new unique circutt wdentifier Cyg

(e.g., circuit C; of each new unique circuit identifier Ciy, encrypted key k; of each new unique
circuit identifier Cy, restricted CIT 7' of each new unique circuit identifier Cyy, encrypied

CIT K; of each new unique circuit identifier Cig, doubly encrypted seed share [.’E]; of each new
unigue circuit identifier Gy, doubly encrypted EBT share [ﬁ |; of each new unique circuit
identifier Cig, and signatures SVE; of each new unique circuit identifier Cy).

[B119] At operation 450, each node j of nodes 70y, ..., » may receive (e.g., as data 448d) its
respective new authentication circuit information 4CT g ; for each new unique circuit

identifier Cig and may store the received new authentication circut information ACT e ; with the
stored public keys pk, and pks of user device 60a with the node, and the node may generate a
storage confirmation acknowledgment creforp ; that may be indicative of that node fully enrolling
the authentication circuit information 4C gy ; for each new particular unique circuit identifier Cig
with the siored public keys of user device 60a, and then the node may send that storage
confirmation acknowledgment caform ; as at least a portion of data 450d back to user device 60a
(e.g., according to application 79 of that particular node 70},

{8120] At operation 452, user device 60a may receive and register storage confirmation

acknowledgment caforp ; of data 450d from one or each node § of nodes # for each new unique
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circuit identifier iy {e.g., according to application 69 of user device 60a). If the received storage
confirmation acknowledgment cafom ; 15 indicative of a positive storage by node j fora
particular new unique circuit identifier Cig, then user device 60a may determine that its new
authentication circuit information 4CI 4 ; has been stored against its public keys pk, and pkq by
node j, whereby user device 60a may be enabled to end process 400, Ending process 400 may
include confirming that no sensitive authentication information 847 remains on device 60a. This
may include deleting any or each of the following items of information S474 of each applicable
node j for each applicable new circuit identifier Ciy and/or for the entire authentication process:
user authentication biometrics #ab of the authentication process, reconstructed seed s of the
authentication process, reconstructed or new EBT B of the authentication process, ABS b of the
authentication process, private user key sk, (although private user key sk, 1s usually not
reconstructed during the authentication process), circuit T of each one of the s-nodes of each
new unique circuit identifier Ciy, encrypted CIT K; of each one of the n-nodes of each new
unigue circutt identifier Cy, restricted CIT 7% of each one of the s#-nodes of each new unique
circuit identifier C, encrypted key k; of each one of the s#-nodes of each new unique circuit
identifier Cig, doubly encrypted seed share [§]; of each one of the s-nodes of each new unique
circuit identifier G, doubly encrypted EBT share [ﬁb of each one of the n-nodes of each new
unique circuit identifier (i, and signatures SVE; of each one of the n-nodes of each new unique
circuit identifier Gy This deletion of sensitive authentication information 8§47 (e.g, at
operation 452) and of sensitive new circuit generation information SCGI (e.g., at operation 328
of operation 446 or otherwise {e.g., at operation 452}} from user device 60a during this
authentication process may prevent such information from being accessed by device 60a if
device 60a were somehow compromised after this authentication process. Moreover, certain
mformation, even before deletion, may never be provided to certain portions of memory 63 of
user device 60a. For example, an APSP SDK of the client APS application 69 of user

device 60a may retain at least reconstructed seed s and reconstructed EBT B and/or any other
suttable data of the $47 and/or of the SCGY inside the APSP SDK and not allow such data to be
provided to other portions of the APS application 69a and/or to other applications of device 60a.
The APSP SDK may be configured never to save such data to a permanent storage of device
memory 63 {e.g., a flash memory portion of memory 63}, but only in device volatile memory or

otherwise of device memory 63 {e.g., a RAM portion of memory 63}, and may be configured to
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overwrite such data with zeroes or otherwise delete such data once the values are no longer
necessary for the authentication process {(e.g., at operation 328 of operation 446 and/or
operation 452). Ending authentication process 400 may also include storing data indicative of
each new unique circuit identifier Ciy and 1ts associated nodes 1, ... 2 on authenticated user
device 60a {e.g., as a portion of data 69d (e.g., 1n permanent storage {e.g., a flash memory
portion of memory 633} for later retrieval (e.g., at operation 400 and/or at operation 424 of a
later iteration of authentication process 400). Some of the keys that may be used by process 400
{e.g., public user key pk, (but not private user key sk, potentially of deleted sensitive enrollment
information $47), private device signing key sky (with or without public device signing key pkq,
which may be computed using private device signing key sky), and private encryption key sk,
{(with or without public encryption key pk., which may be computed using private encryption
key sk.)), may also be stored on user device 60a (2.2, as a portion of data 69d (e g, in permanent
storage (e.g., a flash memory portion of memory 63})} before ending authentication process 400.
However, if the recetved storage confirmation acknowledgment enfom ; is indicative of a
negative {e.g., failed) storage by nodej for a particular new unique circuit identifier Gy, then
user device 60a may determine that s new authentication circutt information ACT¢e ; may vot
have been stored against its public keys p&. and pks by node j, whereby user device 60a may be
configured to repeat one or more of operations 444-452 for at least each node and each unique
circuit identifier Gy that provided such a negative confurmation acknowledgment.

{0121} Therefore, the APSP may use a novel variant of the garbled circuit protocol, where the
party acting as generator {e.g., user device 60a) may have two inputs (e.g., two biometric
samples (e.g., EBT Bas #, and ABS 5 as f;)) of its matching function mf(f, , £}, albeit at
different points i time {e.g., respectively, during APS enrollment (e.g., at operations 222-226 of
process 200) and during APS authentication {e.g., at operations 422-432 of process 400)), and
where the party acting as the evaluator (e.g., node j) may have effectively no mmput. This may
allow the APSP to remove oneg, some, or each one of the OT phase(s), which may typically
account for a substantial portion of the computation and communication costs of a typical
garbled circunt protocol. To achieve this, the evaluator's input labels may be stored

{e.g., encrypted} on the network node. During APS authentication, the node may return the
iabels to the user's device, which may decrypt the mput labels and select (e g, at operation 432)

the appropriate subset of the labels bagsed on the second input{e.g., ABS bas £). As aresult at
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this point, the node may receive all the information needed to compute the output of the
authentication {e.g., the garbled circuit, the evaluator's input, and the generator's input).
Therefore, such APS enroilment and APS authentication of the APSP of processes 200-400 may
be much faster than common SMPC techniques. For example, compared to standard garbled
circuits, the APSP may remove O, which may be very computationally demanding. In some
common garbled circuit evaluation, oblivious iransfer may be used to restrict a CIT. However,
the APSP may instead restrict each CIT on an APS user device (e.g., CIT 7 to CIT T for

EBT B at operation 318 of operation 224 on APS user device 60z (e.g., during an APS
enrollment process 200) and CIT X to CIT & for ABS b at operation 432 on APS user

device 60a (e.g., during a later APS authentication process 400)). This modification may be
made possible due to the fact that EBT B may be known to APS user device 60a while
constructing circuit €, while such an input is not known in advance in some common garbled
circuit evaluation protocols, and/or due to the fact that ABS b may be known to APS user
device 60a while attermpting to authenticate APS user device 60a and its user U. Therefore, the
APSP may enable increased speed by removing OT through reduction of each one of nput
tables T and & on an APS user device directly {(e.g., albeit at different phases of the protocol)
without running the OT protocol.

[6122] For any particular circuit identifier Cig, the matching function, the EBT, and the ABS
used 10 an teration of operations 422-440 may be the same for all nodes, while the
representation of the matching function in the form of circuit G on each node, the representation
of EBT B as T'; on each node, and the representation of ABS 5 as & or K'j on each node used in
an iteration of operations 422-440 may be different and unrelated for each node. Despite each
node having a different circuit and different inputs, the result of each node's matching function
{e.g., SUCCESS or FAIL) will be the same for a given EBT, ABS, and circuit identifier Cu, vet
the success key that may be revealed by such a successful result may differ betwesn nodes.
[0123] APS authentication process 400 may allow for various features of the CPBA

{e.g., authentication circuit information 4CY {e.g, garbled circuit{s} and associated success

key(s}}} to be refreshed, rotated, rolied, or otherwise updated after a successful authentication.
Whether or not EBT B may be updated at operation 444, at least the recovered and/or
reconstructed seed s from operation 440 as a result of a successful authentication may be used to

enable the generation of one or more new sets of authentication circutt information 4CY at
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operation 446, which may then be used to replace (e.g., at operation 450) the oid set of
authentication circuit information 4CF that was just used to enable the successful authentication.
Therefore, the CPBA may be updated while securely maintaining the same seed s, if not also
maintaining the same EBT 8. Therefore, after deleting seed s and EBT B from APS user
device 60a at the end of an APS enrollment phase {e.g., at operation 238) or at the end of an APS
authentication phase (e.g., at operation 452}, a new APS authentication phase may enable
recovery or reconstruciion of that deleted seed s and EBT # through successful evaluation of
earbled circuit(s) of a first set of authentication circuit information 47, and that recovered or
reconstructed seed s and EBT B may then be used to generate a second set of authentication
circuit information 4CY that may then be used for a future APS authentication phase

(e.g., authentication circuit information ACI may be rolled or otherwise updated on one or more
nodes in response to authentication circuit information 4CT enabling recovery or reconstruction
of a secure seed 5). This may essentially enable the APSP to send a message to itself in the
future.

[8124] The operations shown n process 400 of FIGS. 4A-4C are only dlustrative and that
existing operations may be modified or omitted, additional operations may be added, and the
order of certain operations may be altered. Much of authentication process 400 may be carried
out transparently to user U for providing a more seamless and efficient user experience. For
example, operations 404-422 may be transparent to user U {e.g., between being presented with
screen 700s of FIG. 78 and being presented with screen 700t of FIG. 7T}, As another example,
operations 422-440 may be transparent to user U (e.g., between being presented with

screen 700u of FIG. 7U and being presented with screen 700w of FIG. 7W). In some
embodiments, the success of an authentication may not be disclosed to the user. In some
embodiments, the success of an authentication may not be shared by the node with the user
device.

[0125] As mentioned, one or more nodes 70 and/or repository 80 may be operative to store any
suitable data for associating an APS user identifier with an APS device identifier {e.g., for
enrolling a public user key pk, with a public device signing kev pks, (e.g., at operation 210
and/or at operation 236 of an APS enrcliment process for a user of a first APS user device 60a}).
However, two or more different APS user devices {e.g., first APS user device 60a and second

APS user device 60b} may be enrolled with the APSP for a single user (e.g., a single user
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persona {e.g., a single EBT B)). For example, after the enrollment of user U and first APS user
device 60a of process 200, during which public user key phky of user U and public device signing
keys phka of first APS user device 602 may be enrolled with the APSP by storing those public
keys together {e.g., on one or more nodes 70 at operation 210 and/or on a repository 80 at
operation 236) and verifving that first APS user device 60a has access to private user key skx as
the counterpart to public user key phy (e.g., at operation 216) and generating and storing one or
more sets of authentication circuit information ACY for an EBT B of user U on one or more
nodes 70 (e.g., at operations 222-238), user U and second APS user device 60b may be enrolled
with the APSP. Therefore, second APS user device 60b may then be enabled to authenticate
second APS user device 60b with the APSP using the same EBT B from the enrollment of first
user device 60a and an ABS 5 that may be captured during the authentication using second APS
user device 60b {(e.g., at operations 402-418 when carried out by second APS user device 60b
rather than by first APS user device 60a).

[8126] In some embodiments, different encrypted EBT shares need not be stored on different
nodes but may instead be stored on one particular node {e.g., a more favored or more trusted
node). For example, a first doubly encrypted EBT share of an EBT & may be used along with a
first circuit to partially define first ACT for a particular circutt identifier Ciy and that first ACT
may be shared with a first node, while a second doubly encrypted EBT share of the same EBT B
may be used along with a second circuit to partially define second ACT for the same particular
circuit identifier (i and that second ACT may be shared with the same first node, such that,
during an APS authentication phase, the APS user device may identify that particular circuit
identifier Cu {e.g., at operation 424} and make two different restricted CITs &7, one for each of
the first and second 4CTs, and send both of those first and second restricted CITs K7 to the same
first node (e.g., at operation 432). Then, the first circuit of the first ACT may be successfully
evaluated using the first restricted CIT &' for revealing a first success key that may be used to
decrypt the first doubly encrypted EBT share, while the second circuit of the second ACY may be
successfully evaluated using the second restricted CIT X' for revealing a second success key that
may be used to decrypt the second doubly encrypted EBT share, such that both the first and
second singly encrypted EBT shares may then be sent back from the same node to the APS user
device. Therefore, operation 308 may be carried out two or more times for a single node. As

another example, a single success key may be used to encrypt and decrypt multiple EBT shares
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provided to a single node, where each one of a first doubly encrypted EBT share of an EBT B
and a second doubly encrypted EBT share of the same EBT B may be used along with a circuit
to partially define 4CY for a particular circoit identifier Gy and that ACT may be shared witha
node, such that, daring an APS authentication phase, the APS user device may identify that
particufar circuit identifier Cy {e.g., at operation 424) and make a single restricted CIT K' for the
ACE, and send that restricted CIT K’ to the same node {e.g., at operation 432}, Then, the circuit
of the ACY may be successfully evaluated using the resiricted CIT X' for revealing a success key
that may be used to decrypt each one of the first doubly encrypted EBT share and the second
doubly encrypted EBT share, such that both the first and second singly encrypted EBT shares
may then be sent back from the same node to the APS user device. Therefore, operation 324 of
operation 308 may be carried out two or more times for a single node, while operation 436 may
be carried out two or more times for a single operation 434. Alternatively, in some
embodiments, EBT B need not be split into two or more EBT shares (e.g., at operation 304)
before being encrypted and stored on one or more nodes. Instead, the entire EBT B may be
doubly encrypted with an inner key and a success key {e.g., at operation 322} and the doubly
encryvpted EBT may be stored as a portion of authentication circuit information ACE on one or
more nodes, such that a successful evaluation by such a node may decrypt the doubly encrypted
EBT with a revealed success key and send the singly encrypted EBT as encrypted by the inner
key back to the APS user device. This may obviate the need for any reconstruction of EBT
shares, but may enable the APS user device to recover the EBT simply through decrypting an
encrypted EBT provided by a node. Alternatively, i some embodiments, besides using an
EBT B to select a subset of a CIT T to make a restricted CIT 77 (e.g., at operation 318} that may
define a portion of authentication circuit information ACT 10 be stored and used by one or more
nodes 70, such an EBT 8 need not be stored in any form on any nodes. For example, neither a
doubly encrypted EBT nor any doubly encrypted EBT shares need be stored on any nodes, such
that no node needs to singly encrypt any such doubly encrypted EBT or doubly encrypted EBT
share with a revealed success key, such that no APS user device needs to recover or reconstruct
an EBT during an APS authentication phase. Although this may prevent the APS user device
from accessing {e.g., at operation 440} an enrolled EBT during an APS authentication phase
{e.g., the enrolled EBT with which an ABS may be evaluated during the APS authentication

phase}, which may prevent the APS user device from using such an enrolled EBT for generating
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one or more new seis of authentication circuit information ACE, process 400 may still allow for
the APS user device to replace the enrolied EBT with a new EBT (e.g., at operation 444} before
using such a new EBT for generating one or more new seis of authentication circutt

information 4CY {e.g., at operation 446},

{6127} In some embodiments, different encrvpted seed shares need not be stored on different
nodes but may instead be stored on one particular node (e.g., a more favored or more trusied
node}. For example, a first doubly encrypted seed share of a seed 5 may be used along with a
first circuit to partially define first ACK for a particular circuit identifier Cig and that first ACE
may be shared with a first node, while a second doubly encrypted seed share of the same seed s
may be used along with a second circuit to partially define second ACY for the same particular
circuit identifier Cig and that second ACF may be shared with the same first node, such that,
during an APS authentication phase, the APS user device may identify that particular circuit
identifier Ci (e g., at operation 424) and make two different restricted C1Ts X', one for each of
the first and second ACHs, and send both of those first and second restricted CITs X' to the same
first node (e.g., at operation 432). Then, the first circuit of the first ACT may be successfully
evaluated using the first restricted CIT &' for revealing a first success key that may be used to
decrypt the first doubly encrypted seed share, while the second curcuit of the second ACF may be
successfully evaluated usimg the second restricted CIT &' for revealing a second success key that
may be used to decrypt the second doubly encrypted seed share, such that both the first and
second singly encrypted seed shares may then be sent back from the same node to the APS user
device. Therefore, operation 308 may be carried out two or more times for a single node. As
another example, a single success key may be used o encrypt and decrypt multiple seed shares
provided (o a single node, where each one of a first doubly encrypted seed share of a seed s and a
second doubly encrypted seed share of the same seed s may be used along with a cireuit to
partially define ACT for a particular circutt identifier Cig and that ACT may be shared with a
node, such that, during an APS authentication phase, the APS user device may identify that
particudar circuit identifier Gy (2. g, at operation 424} and make a single restricted CIT K" for the
ACE, and send that restricted CIT X' to the same node (e.g., at operation 432). Then, the circuit
of the ACH may be successfully evaluated using the restricted CIT K’ for revealing a success key
that may be used to decrypt each one of the first doubly encrypted seed share and the second

doubly encrypted seed share, such that both the first and second singly encrypted seed shares
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may then be sent back from the same node to the APS user device. Therefore, operation 322 of
operation 308 may be carried out two or more times for a single node, while operation 436 may
be carried out two or more times for a single operation 434, Alternatively, in some
embodiments, seed s need not be split into two or more seed shares (e.g., at operation 304)
before being encrypted and stored on one or more nodes. Instead, the entire seed s may be
doubly encrypted with an inner key and a success key (e.g., at operation 322} and the doubly
encrypted seed may be stored as a portion of authentication circuif information ALY on one or
more nodes, such that a successful evaluation by such a node may decrypt the doubly encrypted
seed with a revealed success key and send the singly encrypted seed as encrypted by the inner
key back to the APS user device. This may obviate the need for any reconstruction of seed
shares, but may enable the APS user device to recover the seed simply through decrypting an
encrypted seed provided by a node. Alternatively, in some embodiments, seed s need not be
stored in any form on any nodes or recovered or reconstructed on the APS user device based on
any data received at the APS user device from one or more nodes. Instead, any success key{s})
that may be revealed through any successful evaluation(s) on one or more nodes {e.g., at
operation 434) may then be used by the one or more nodes for carrying out a secure

operation 0. As just one example, the success key {or success keys) that may be revealed by
one or more nodes {e.g., at operation 434 for an APS authentication phase) may be used as
different small pieces of a secret, which may be used to perform a secure operation directly by

the node(s) or by any other suitable entity.

FIG. 5 and FIGS, 73-7P

[8128] FIG. 5 illustrates a flowchart of an exemplary process S00 for registering a third party
service with an envolled APS user of an enrolled APS user device. Process 500 1s shown being
mmplemented by user U, 1ts APS user device 60a, a TPS user device 60c¢, TP subsystem 90, a
selection of nodes 70 (e.g., a number # of selected nodes 70 (e.g., nodes 70a, 70b, 70c¢, ..., 70n)},
and repository 80. However, process 500 may be implemented using any other suitable
components or subsystems or entities of system 1 of FIG. T or otherwise. Process 500 may
provide a seamless user experience for securely and efficiently registering a third party service of
TP subsystem 90 with enrolled APS user device 60a and its enrolled APS user U via TPS user

device 60¢. To facilitate the following discussion regarding the operation of system 1 for
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registering the third party service of TP subsystem 90 with enrolled APS user device 60a and its
enrolled APS user U via TPX user device 60¢ according to process 500 of FIG. §, reference i
made to various components of system 1 of the schematic diagrams of FIGS. 1-1F and o
screens 7001-700p that may be representative of a graphical user interface of enrolled APS user
device 60z or TPS user device 60c during such a process {e.g., as shown in FIGS. 7J-7P). The
operations described may be achieved with a wide variety of graphical elements and visual
schemes. Therefore, the embodiments of FIGS. 7J-7P are not intended to be limited to the
precise user interface conventions adopted herein. Rather, embodiments may include a wide
variety of user interface styles.

[83129] Process 500 may begin at operation 502, where user U may initiate a third party ("TP")
service action enroliment by carrving out any suitable TP service action #psa S02d with a third
party service ("TPS") application that may be running on a user's TPS user device 60¢, which
may be the same as enrolled APS user device 60a or may be a different device that may not be
enrolied with (or even may not be able to enroll with) the APSP but may nevertheless be used by
user U to mteract with a third party subsystem 90 that may benefit from the
enroliment/authentication of the APSP. For example, as shown by screen 7003 of FIG. 7, the Ul
of TPS device 60c may present a "LOG-IN" option for user U to log-into a TPS (e.g., a TPS
website that may be managed or under the control of a third party subsystem 90a (e.g., a "B'Gock
Service” subsystem)) with its TP service action #psa in order to proceed with process S00 for
registering the TPS with an enrolled APS user of an enrolled APS user device 60a. In advance
of operation 502, a TPS application 69 may be accessed by TPS device 60c in any suitable
manner {€.g., as an app downloaded from any suitable app store or as a website via any suitable
web browser or otherwise) and user U may carry out any suttable account set-up operations with
respect to the TPS and the TPS application for enabling the user to log-in at operation 502

{e.g., using a <user name> and <password> as shown i FIG. 7J).

[0136] At operation 504, the TPS application that may be running on TPS user device 60¢ may
be operative to receive and send TP service action #pse data 502d on to TP subsystem 90 {e.g., a
server of the "B'Gock Service") as at least a portion of TP service action #pse data 504d. At
operation 506, TP subsystem 90 may be operative to receive and process TP service action £psa
data 504d in order to determine any APSP availability for the TPS at operation 508. For

example, TP subsystem 90 may be operative to determine that it may enable user U to register
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the TPS with the APSP (e.g., using any suitable code provided to TP subsystem 90 by APS
subsystem 100 or otherwise}. In response to such a determination, TP subsystem 90 may be
operative 1o send associated APSP availability ("epspa”) data S08d back to TPS user device 60c
at operation 508, In response to receiving such gpspa data 5084, TPS user device 60¢ (e g, in
accordance with its TPS application) may be operative to present any suitable apspa information
for the TPS to user U. For example, as shown by screen 700k of FIG. 700K, the TPS application
may present any suitable options that may be available 1o the user with respect to potentially
registering the TPS with the APSP, such as "REGISTER SERVICE USING ENABLED
DEVICE" (e.g., register the TPS using another device that is APS enabled) or "GET THE APP*
{e.g., obtain an APSP app on this device for enabling this device for APS and registering the TPS
with the APSP on this device) or "SKIP THIS STEP" (e g., do not register the TPS with the
APSP). Although operations 504-510 may include communicating data to and from TP
subsystem 90 that may handle some of the processing, the functionality of these operations may
alternatively be carried out entirely on TPS user device 60c running a TPS application in an
offline mode (e.g., without relying on any processing of a TPS server),

[6131] At operation 512 user U may initiate any suitable APSP registration for the TPS while
mterfacing with the TPS application that may be running on TPS user device 60¢ by carrying out
any suitable APSP registration with action apspr S12d. For example, as mentioned and as shown
by screen 700k of FIG. 700K, the Ul of TPS device 60c may present at operation 510 any
suttable options that may be available to the user with respect to potentially registering the TPS
with the APSP, and the user may choose one of the options with data 512d at operation 512, such
as "REGISTER SERVICE USING ENABLED DEVICE® (e.g., register the TPS using another
device that 13 APS enabled).

[0132] At operation 514, the TPS application that may be running on TPS user device 60¢ may
be operative to receive and send APSP action apspr 512d on to TP subsystem 90 {e.g., a server
of the "B'Gock Service") as at least a portion of APSP action apspr data 514d. At operation 516,
TP subsystem 90 may be operative to receive and process APSP action apspr data 514d in order
to determine any appropriate APS device registration ("apsdr") information as aspdr data 518d
for the TPS at operation 518, For example, TP subsystem 90 may be operative to determine that
it may enable user U to register the TPS with the APSP on an enrolled APS device that is not

TPS user device 60c by generating information that may be transferable from TPS user
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device 60c to an enrolled APS user device 60a n any suitable manner for enabling such
registration. For example, a (3R code or any other suitable information may be presented on
device 60c as apspr data 520d at operation 520, in response {0 receiving associated

apsdr data 518d sent from TP subsysiem 90 at operation 518, and then captured by APS user
device 60a at operation 524 {e.g., with the help of user U at operation 522 {(e.g., screen 7001 of
FIG. 7L may be presented by TPS device 60c at operation 520 with such a QR code,

screen 700m of FIG. 7M may be presented by an enrolled APS device 60a at operation 524
{e.g., in response to user U selecting a "register new service” option provided by the APSP
application that may be running on enrolled user device 60a (e.g., after operation 238)} that may
allow the user to affirmatively choose to register a new service on the APSP using enrolled APS
device 60a, then screen 700n of FIGS. 7N may be presenied by APS device 60a instructing the
user how to aid in the registration at operation 524 by capturing the QR code being presented by
TPS device 60¢)}. In other embodiments the information of apspr data 520d provided by the QR
code may be sent directly from TPS device 60c to APS device 60a or from TP subsystem 90 io
APS device 60a without requuring the user to help with the communication. Such

apspr data 520d may include any suitable data indicative of the TPS and/or of the user's account
with the TPS (e.g., the account logged into by user U at operations 302-506).

[0133] At operation 524, in response to receiving such apspr data 520d, enrolled APS user
device 60a may process such data and determine how to enable the requested registration. For
example, in response operation 524, APS user device 60a may be operative to generate a TPS
keypair (sk: , pky) at operation 526, For example, a private TPS key sk may be generated as a
random integer of any suitable size (e.g., 256 bits) and then a counterpart public TPS key p& to
private TPS key s&: may also be generated in any suttable manner {e.g., for providing random
TPS keypair {3k, pks)), such as where private TPS key sk may be used as a private key for a
signature scheme, such as EdDSA or ECDSA, and the corresponding public counterpart is public
TPS key pl (e.g., ph: = skex G, where ¢ may be the elliptic curve base point in the case of
ECDSA). Moreover, at operation 526, APS user device 60a may encrypt private TPS key sk,
with public user key phy to derive encrypted private TPS key 5k (e.g., 5K, = Epk, (sks)) and
then, at operation 526, APS user device 60a may delete private TPS key sk, such that the only
way in which APS user device may regain access to private TPS kev s&; may be to regain access

to private user key sk, (e.g., the counterpart of public user key pk,} for decrypting encrypted

-H& -
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private TPS key sk; by reconstructing seed s through authentication with the APSP. At
operation 528, APS user device 60a may store encrypted private TPS key sk; with at least a
portion of apspr data 520d for associating the stored encrypted private TPS key sk, with the TPS
and user U's account therewith. In some embodiments, encrypted private TPS key sky may be
stored with at least a portion of apspr data 520d directly on APS user device 60a {e.g., at
operation 528). Additionally or alternatively encrypted private TPS key sk, may be stored with
at least a portion of apspr data 520d on one or more nodes 70 of the APSP (e.g., at operation 530
via data 530d from user device 60a). Additionally or alternatively encrypted private TPS key sk
mav be stored with at least a portion of apspr data 520d on repository 80 (e.g., at operation 532
via data 532d from user device 60a). Then, at operation 534, APS user device 60a may send
public TPS key p#; with at least a portion of apspr data 5204 as apsrc data 534d to TP
subsystem 90, where such data may also be indicative of enrolled APS user device 60a. Finally,
at operation 534, APS user device 60a may provide confirmation of the registration of the TPS
with the APSP (e g, by presenting screen 7000 of FIG. 70}

[0334] At operation 536, TP subsystem 90 may recetve apsre data 534d and then store on TP
subsystem 90 public TPS key pk; of apsre data 534d in association with at least a portion of
apspr data 520d of apsre data 534d or some other data associated therewith. Therefore, any
suttable data indicative of the TPS and/or of the user's account with the TPS (e ¢, the account
logged 1nto by user U at operations 502-506) may be stored on TP subsystern 90 along with
public TPS key pk:., while such data indicative of the TPS and/or of the user's account with the
TPS may also be stored on enrolled APS user device 60a and/or node{s} 70 and/or repository 80
of the APSP. At operation 538, TP subsystem 90 may deternune and send a confirmation of the
APSP registration of the TPS achueved at operation 538 as apser data S38d to TPS user

device 60c, which may then receive and process such data for presenting to the user a
confirmation of such APSP registration of the TPS (e.g., by presenting screen 700p of FIG. 7P).
Process 500 may end after the APSP registration of the TPS has been confirmed to the user via
one or both of devices 60a and 60c¢. Although operations 514-520 may include communicating
data to and from TP subsystem 90 that may handle some of the processing, the functionality of
these operations may alternatively be carned out entirely on TPS user device 60¢ running a TPS
apphication 1n an offline mode {e.g., without relying on any processing of a TPS server),

Although operations 536-540 may include communicating data to and from TP subsystem 90
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that may handle some of the processing, the functionality of these operations may akliernatively
be carried out entirely on TPS user device 60c running a TPS application in an oftline mode
{e.g., without relying on any processing of a TPS server).

{0135] The operations shown in process 500 of FIG. 5 are only illustrative and that existing
operations may be modified or omuited, additional operations may be added, and the order of
certain operations may be altered. Much of registration process 500 may be carried out
transparently 1o user U for providing a more seamless and efficient user experience. For
example, operations 504-510 may be transparent to user U {e.g., between being presented with
screen 7004 of FIG. 7J and being presented with screen 700k of FIG. 7K). As another example,
operations 514-534 may be transparent to user U (e.g., between being presented with

screen 700k of FIG. 7K and being presented with screen 7000 of FIG. 70). As another example,
operations 514-540 may be transparent to user U {e.g., between being presented with

screen 700k of FIG. 7K and being presented with screen 700p of FIG. 7P {e.g., except for
potentially operation 522 and FIGS. 7L-7N in some embodiments}). Process 500 may be
repeated for registering various third party services {e.g., of a single or various third party
subsystems) with a single user persona of the APSP (e.g, a single enrolled EBT 8 of a particular
user). For example, a single user U may open multiple distinet user accounts with the B'Gock
service, each of which may be registered with a single APSP persona of that user. Additionally
or alternatively, a single user U can enroll multiple user personas on the APSP (e.g., by repeating

process 200 with different keypairs and a different EBT B}

FIG. 6 and FIGS. 70-7TW

[8136] FIG. 6illustrates a flowchart of an exemplary process 600 for authenticating an enrolied
APS user of an enrolled APS user device with a registered third party service using the APSP.
Process 600 1s shown being implemented by user U, its APS user device 60a, a TPS user

device 60c, TP subsystem 90, a selection of nodes 70 (e.g., a number # of selected nodes 70
{e.z., nodes 70a, 70b, 70c, ..., 70n}}, and repository 8. However, process 600 may be
implemented using any other suitable components or subsystems or entities of system 1 of FIG. 1
or otherwise. Process 600 may provide a seamless user experience for securely and efficiently
authenticating enrolled APS user U of enrolled APS user device 60a with a registered third party

service of TP subsystem 90 using the APSP via TPS user device 60c. To facilitate the following
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discussion regarding the operation of system 1 for authenticating enrolled APS user U of
enrolled APS user device 60a with a registered third party service of TP subsystem 90 using the
APSP via TPS user device 60c according to process 600 of FIG. 6, reference 1s made to various
components of system 1 of the schematic diagrams of FIGS. 1-1F, and to screens 700¢-700w
that may be representative of a graphical user interface of enrolled APS user device 60a or TPS
user device 60c¢ during such a process {e.g., as shown in FIGS. 7Q-7W). The operations
described may be achieved with a wide variety of graphical elements and visual schemes.
Therefore, the embodiments of FIGS. 7Q-7W are not intended to be limited to the precise user
interface conventions adopted herein. Rather, embodiments may include a wide variety of user
interface styles.

{8137} Process 600 may begin at operation 602, where user U may initiate a registered TPS
authentication ("répsa’) by carrying out anv suitable rtps action répsa 6024 with a third party
service ("TPS"} application that may be running on a user's TPS user device 60c, which may be
the same as enrolied APS user device 60a or may be a different device that may not be enrolled
with {or even may not be able to enroll with) the APSP but may nevertheless be used by user U
to mteract with a third party subsystem 90 that may benefit from the enwollment/authentication of
the APSP. For example, as shown by screen 700q of FIG. 7, the Ul of TPS device 60c may
present a "LOG-IN" option for user U to log-into a registered TPS (e.g., a TPS website that may
be managed or under the control of a third party subsystem 90a {e.g., a "B'Gock Service”
subsystem} as may have been registered during process 500} with 1ts RTPS action répse in order
to proceed with process 600 for authenticating an enrolled APS user of an enrolled APS user
device with the registered TPS using the APSP. Unlike screen 700) of FIG. 7] that may be
presented by an unregistered TPS, screen 700q of FIG. 7Q of the registered TPS may only
require the user to enter a <user name> but not also a password.

[B138] At operation 604, the TPS application that may be running on TPS user device 60c may
be operative to receive and send RTPS action r¢psa data 602d on to TP subsystem 90 {e.g., a
server of the registered "B'Gock Service") as at least a portion of RTPS action répsa data 604d.
At operation 606, TP subsystem 90 may be operative to receive and process RTPS action ripse
data 604d in order to determine any APSP data that may be available for the registered TPS
{e.g., to identify public TPK kev pf as stored in asseciation with at least a portion of

apspr data 520d that may be indicative of the currently logged in account of the registered
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service and an enrolled APS user device of that user). In response to such processing, TP
subsystem 90 may determune that it ought to generate and send a challenge to an enrolled APS
user device associated with that APSP data (e g, enrolled APS user device 60a). Then, at
operation 608, TP subsystem 90 may generate a challenge ¢ and any suitable APS device
authentication information ("apsdi’} and then send that challenge # and the apsdi to the enrolled
APS user device 60a as data 608d, where such apsdi may include any suitable information, such
as information indicative of the registered and currently logged-in TPS by user U. Additionally,
after operation 608, TP subsystem 90 may determine and send a status update of the TPS
authentication at operation 610 to TPS user device 60c using apsas data 610d. At operation 612,
TPS user device 60c may receive and process apsas data 610d and then present an update of the
TPS authentication to the user {(e.g., screen 70r of FIG. 7R may be presented by TPS user

device 60c at operation 612 to indicate to the user that TPS user device 60¢ and the TPS uself are
awaiting authentication approval from the APSP (e g., for enrolled APS user device 60a}).

[83139] At operation 614, enrolled APS user device 60a may receive and process challenge #
and the apsdi of data 608d, which may include user device 60a {e.g., according to an APS
application 69a running thereon) that it must regain access to private TPS key sk, in order to
properly respound to challenge & from the registered service and that, in order to do so, it must
reconstruct seed s. Therefore, at operation 616, enrolled APS user device 60a may attempt to
obtain seed s for handling challenge . Such an operation 616 may mclude enrolled APS user
device 60a carrying out at least a portion of authentication process 400 {e.g., operations 402-440,
which may tnvolve nodes 70 and repository 80} that enables enrolled APS user device 60a to
reconstruct seed 3. (e.g., as shown by screens 700s-700u of FIGS. 75-7U, enrolled APS user
device 60a may present information for enabling the user to attempt to reconstruct seed s). Then,
once seed § has been reconstructed by enrolled APS user device 60a, device 60a may access
encrypted private TPS key sk: (e.g., from memory local to device 60a or from one or more
nodes 70 or from repository 80) and then derive private TPS key sk; from accessed encrypted
private TPS key sk using reconstructed seed s. Particularly, in some embodiments, this may
involve device 60a regaining access to private user key 5&, (e.g., the counterpart of public user
key pky) for decrypting encrypted private TPS key Sk: with private user key sk, which may
mvolve device 60a regenerating private user key sk, using reconstructed seed s and constant ¢

{e.g., private user key sk, = HMAC(c}). Then, once user device 60a has derived private TPS
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key sk, from accessed encrypted private TPS key sk; using reconstructed seed s at operation 618,
device 60a may generate a challenge response gy () by signing the received challenge £ with
the derived private TPS key sk, and then sending that challenge response oy to TP

subsystem 90 as at least a portion of data 620d at operation 620. Although not shown,

operation 620 may then also mclude deleting any suitable sensitive data from user device 60a,
mcluding, but not limited to, reconstructed seed s, private user key sk, any biometrics, any seed
shares, any biometric shares, any suitable circuit information, and/or the like for providing
additional security to the system.

[8148] At operation 622, TP subsystem 90 may receive and atterupt to verify challenge
response @ of data 620d using stored public TPS key pfy (e.g., as stored at operation 536 of
registration process 500) in order o authenticate the TPS for user U {e.g., according to an APS
application 99 that may be running on TP subsystern 90). If verification of challenge

response g 1s successful, TP subsystem 90 may authenticate TPS for user U {e.g., grant access
to the TPS (e.g., grant access to the B'Gock service provided by TPS user device 60c¢}} and send
a confirmation of such TPS authentication to TPS user device 60c as gpsac data 6224, which
may be received and processed by TPS user device 60¢ in order to present confirmation of the
TPS authentication to the user at operation 624 (e.g., screen 700v of FIG. 7V may be presented
by TPS user device 60c¢ for indicating that the user has been authenticated with the TPS (e.g., the
secure operation of granting a user access to the third party service has been achieved using a
reconstructed seed s via the APSP)). Moreover, TP subsystem 90 may send a contirmation of
such TPS authentication to APS user device 60a as gpsac data 623d, which may be received and
processed by APS user device 60a in order to present confirmation of the TPS authentication to
the user at operation 626 {e.g., screen 700w of FIG. 7W may be presented by APS user

device 60a for indicating that the user has been authenticated with the TPS (e.g., the secure
operation of granting a user access 1o the third party service has been achieved using a
reconstructed seed s via the APSP)). Although operations 604-612 may include communicating
data to and from TP subsystem 90 that may handle some of the processing, the functionality of
these operations may alternatively be carried out entirely on TPS user device 60¢ running a TPS
application in an offline mode {(e.g., without relying on any processing of a TPS server).
Although operations 622 and 624 may include communicating data to and from TP subsystem 90

that may handle some of the processing, the functionahity of these operations may alternatively
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be carried out entirely on TPS user device 60c running a TPS application 1n an offline mode
{e.g., without relying on any processing of a TPS server}. This is but just one example of how a
reconstructed seed s may be used by an enrolled APS user device to enable a secure

operation SO of any suitable service (e.g., a third party service or any other suitable service),
such as to encrypt or decrypt a hard drive of the enrolied APS user device (e.g., using a new
syvmmetric key or a key pair that may be derived from (e.g., anchored under) seed §), which may
not involve a TPS user device or TP subsystem 90, or to carry out a secure operation with a
blockchain and/or user wallet {e.g., signing a Bitcoin transaction), and/or the like,

{0141} As another particular example, TP subsystem 90 may be operative to manage a user's
booking of a hotel room and enabling secure entry into that hotel room using the APSP. For
example, during process 500, TPS user device 60c may be any suitable device that user U may
interface with for booking a hotel room for a particular date (e.g., any device operative to run an
app or website of a travel agency or hotel management entity, which may be APS user

device 60a or a distinct different device) and/or registering that user's hotel booking or that user's
hotel booking service account with that user's enrollment with the APSP. Then, during

process 600, TPS user device 60¢ may be any suitable device that user U may interface with for
gaining access to the booked hotel room on the parficular date {e.g., a smart doorknob or lock
that may be operative to automatically unlock and grant access to a hotel room if the user may be
authenticated by the APSP). For example, at operations 602 and 604, user U may utilize APS
user device 60a to communicate data 602d with such a TPS user device 60¢ {e.g., using NFC or
Bluetooth or any other suitable communication path}, which may indicate that the user 1s present
outside the hotel room and would like to authenticate with the hotel booking service, and then
APS user device 60a may be provided with a challenge by TP subsystem 90, and APS user
device 60a may be operative to carry out a secure operation in response to such a challenge
through authenticating with the APSP, where the secure operation may include providing a
challenge response that may be utilized by TP subsystem 90 for unlocking the door to the hotel
room using TPS user device 60c¢ (e.g., the smart doorknob).

{0142} As another particular example, TP subsystem 90 may be operative to track a user's
location {e.g., for confirming that a user 1s doing its designated tasks {e.g., that a security guard is
checking various locations throughout a shift)) using the APSP. For example, during

process 500, TPS user device 60c may be any suitable device that user U may interface with for
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registering with a tracking service and/or registering that tracking service with that user's
enroliment with the APSP. Then, during process 600, TPS user device 60c may be any suitable
device that user U may interface with for proving that the user U was located near that TPS user
device 60c (e.g., a beacon {e.g., a Bluetooth low energy beacon transmitter device) that may be
operative to communicate data indicative of the beacon and/or its location as well a time at
which that data was communicated)). For example, at operations 602 and 604, user U may
utilize APS user device 60a to communicate data 602d with such a TPS user device 60c

{e.g., using NFC or Bluetooth or anv other suitable commumication path), which may request
beacon data from the TPS user device and/or beacon data may be automatically

{e.g., periodically) communicated by TPS user device 60c¢ and received by APS user device 60a
(e.g., as data 608d). In response to receiving such a challenge (e.g., timestamped beacon data),
APS user device 60a may be operative (2., at operations 614-620) to sign such a challenge with
a private TPS key sk, and then store that signed challenge as unmodifiable information (e.g., on
repository 80 (e.g., on a public blockchain)). This may be used for facilitating a secure
operation, as the TP subsystem may then utilize that stored signed challenge (e.g., by confurming
the signature with its public TPS key phk:) for securely determining that the user authenticated
with the APSP to prove that APS user device 60a and user U received the challenge and thus was
proximate beacon TPS user device 60c¢ at the time of the timestamyp.

[8143] The operations shown 1 process 600 of FIG. 6 are only illustrative and that existing
operations may be modified or omutted, additional operations may be added, and the order of
certain operations may be altered. For example, operations 604-612 may be transparent to

user U {e.g., between being presented with screen 700q of FIG. 7Q and being presented with
screen 700r of FIG. 7R). As another example, operations 604-616 may be transparent to user U
{¢.2., between being presented with screen 700g of FIG. 7Q and bemng presented with

screen 700s of FIG. 78}, As another example, operations 618-624 may be transparent to user U
{¢.g., between being presented with screen 700t of FIG. 7T and being presented with screen 700v
of FIG. 7V}, As another example, operations 618-626 may be transparent to user U

{e.g., between being presented with screen 700t of FIG. 7T and being presented with

screen 700w of FIG. 7W).

{8144} In some embodiments, a TPS keypair (54 , pks may be generated (e.g., at operation 526

of process 500 using seed s. For example, operation 526 of process 500 may include APS user
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device 60a first attempiing to obtain seed s {(e.g., similarly to operation 616 {e.g., through at least
a portion of APS authentication process 400)), and then generating the TPS keypair using that
obtained seed 5. Then, operation 618 of process 600 may use the seed obtained at operation 616
io regenerate at least a portion of that TPS keypair for enabling any suitable operation 620 that
may be operative 1o enable any suitable secure operation.

{0145] In some embodiments, rather than generating an EBT 8 based on captured user
enrollment biometrics ueb (e g, as user enrollment biometric identifier information or user
enroliment biometric information, which may be indicative of a user's physislogical and/or
behavioral characteristics, as captured by one or more suitable sensors of the APS user device
{e.g., at operation 222), the EBT B may additionally or alternatively be generated during an APS
enroliment process based on any sutiable enrollment device environmental data that may be
captured by any suitable sensors of the APS user device as indicative of any suitable
characteristic(s) of the device environment and/or that may be provided to the APS user device
from any suitable third party source. Moreover, rather than generating an ABS b based on
captured user authentication biometrics nad (e.g., as user authentication biometric identifier
miformation or user authentication biometric information, which may be indicative of a user's
physiological and/or behavioral characteristics, as captured by one or more suttable sensors of
the APS user device (e.g., at operation 422), the ABS & may additionally or alternatively be
generated during an APS authenfication process based on any suitable authentication device
environmental data that may be captured by any suitable sensors of the APS user device

{e.g., concurrently with any captured user authentication biometrics uab) as indicative of any
suitable characteristic(s) of the device environment. Therefore, the success or failure of any
evaluation of EBT 8 and ABS b (e.g., at operation 434) may be based on a determined closeness
between the enrollment device environmental data of the EBT B and the authentication device
environmental data of the ABS & (if not also on a determined closeness between the user
enrollment biometrics u#eb of the EBT B and the user authentication biometrics uab of the

ABS B}, Such environmental data may be any suitable data indicative of any suitable

characteristic{s} of the environment of the APS user device, including

=2

but not limited to,
location, temperature, air quality, light quality, sound quality, altitude, data captured by wireless

sensor{s), and/or the like.
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F1G. 8
{8146] FIG. 8 is a flowchart of an illustrative process 800 for authenticating a user of at leasta
first user electronic device and a second user electronic device using a network node. At
operation 802, the network node may recetve, at the network node, from the first user electronic
device, at a first moment in time, communication protocol information that may inchude a
restricted enroliment iput corresponding to an unrestricted enrollment input that has been
restricted by an enroliment biometric template indicative of user enrollment biometrics captured
at an enrollment moment in time that is prior to the first moment in time, an unrestricted
authentication input, and a transformed matching function that is operative to output a success
key in response to successtully evaluating the transformed matching function using two inputs
(e.g., a node j may receive 4CY; at operation 228 of process 200}, At operation 804, the network
node may receive, at the network node, from the second user elecironic device, at a second
moment in time after the first moment in time, a resiricted authentication input corresponding to
the unresiricted authentication input that has been restricted by an authentication biometric
sample indicative of user authentication biometrics captured at an authentication moment 10 time
that 15 after the first moment in time but that 1s prior to the second moment in time {e.g., a node §
may receive a restricted CIT &' at operation 434 of process 400). At operation 806, after the
network node has received the restricted authentication input at operation 804, the network node
may evaluate, at the network node, the transformed maiching function using the restricted
enroliment tinput and the restricted authentication input (e.g., nodej may use restricted CIT X
and restricted CIT 77 to evaluate circuit G at operation 434 of process 400). When the
evaluation of operation 806 1s successful, the network node, at operation 808, may use, at the
network node, the success key output by the transformed matching function to enable a secure
operation {e.g., node f may use success key ck; at operation 436 of process 400).
[8147] The operations shown in process 300 of FIG. 8 are only tllustrative and that existing
operations may be modified or omutted, additional operations may be added, and the order of

certain operations may be altered.

Fi&e. S
{0148} FIG. 915 a flowchart of an illusirative process 900 for authenticating a user of a user

electronic device using a network node. At operation 902, the user electronic device may obtain,
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at the user electronic device, a seed {e.g., device 60a may obtain seed s at operation 204 of
process 200). At operation 904, the user electronic device may generate, at the user electronic
device, an enrollment biometric template indicative of user enroliment biometric identifier
information {(e.g., device 60a may generate an EBT # at operation 222 of process 200). At
operation 906, the user electronic device may ideniify, at the user electronic device, a
transformed matching function that is operative o output a success key in response to
successfully evaluating the transformed matching function using a first input and a second mput
{e.g., device 60a may identify a garbled circuit at operation 310 of operation 224 of process 200).
At operation 908, the user electronic device may generate, at the user electronic device, a
restricted enrollment mput by restricting the first input using the enrollment biometric template
(e.g., device 60a may make restricted CIT 77 representative of EBT B at operation 318 of
operation 224 of process 200). At operation 910, the user electronic device may encrypt, at the
user electronic device, with the success key, seed information that includes at least a portion of
the seed (e.g., device 60a may encrypt at least a seed share with success key o#; at operation 322
of operation 224 of process 200). After the encryption of operation 910, at operation 912, the
user electronic device may delete the seed from the user electronic device {e.g., device 60a may
delete seed 5 at operation 238 of process 200). At operation 914, the user electronic device may
send, from the user electronic device, to the network node, enrollment data including the
encrypted seed information and the transformed matching function and the restricted enrollment
mput {e.g., device 60a may send authentication circuit information 4CY; to node § at

operation 226 of process 200).

[014%9] The operations shown n process 900 of FIG. 9 are only illustrative and that existing
operations may be modified or omutted, additional operations may be added, and the order of

certain operations may be altered.

Wrap-Up
{0150} One, some, or all of the processes described with respect to FIGK. 1-9 may each be
implemented by software, but may also be implemented in hardware, firmware, or any
combination of software, hardware, and firmware. Instructions for performing these processes
may also be embodied as machine- or computer-readable code recorded on a machine- or

computer-readable medium. In some embodiments, the computer-readable medium may be a
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non-transitory computer-readable medium. Examples of such a non-transitory
computer-readable medium inchude but are not imited to a read-only memory, a random-access
memory, a flash memory, a CD-ROM, a DVD, a magnetic tape, a removable memory card, and a
data storage device {e.g., memory 13, memory 63, memory 73, memory 83, and/or memory 93 of
FIGS. 1-1F). In other embodiments, the computer-readable medium may be a transitory
computer-readable medium. In such embodiments, the transitory computer-readable medium
can be distributed over network-coupled computer systems so that the computer-readable code 18
stored and executed in a distributed fashion. For example, such a transitory computer-readable
medium may be communicated from an APS subsystem to a client subsystem, from a client
subsystem {e.g., a user device, a node, a repository, a third party subsystem, etc.) to an APS
subsystem, and/or from one client subsystem to another client subsystem using any suitable
communications protocol (e.g., the computer-readable medium may be communicated to a user
device 60 as at least a portion of application 69, to a node 70 as at least a portion of

application 79, to a repository 80 as at least a portion of application 83, to a third party
subsystern 90 as at least a portion of application 93 via any suitable communications components
and/or via any suitable network(s) 30). Such a transitory computer-readable medium may
embody computer-readable code, mstructions, data structures, program modules, or other data n
a rmnodulated data signal, such as a carrier wave or other transport mechanism, and may include
any wnformation delivery media. A modulated data signal may be a signal that has one or more
of its characteristics set or changed in such a manner as to encode mformation in the signal.
[8151] Any, each, or at least one module or component or subsystem of the disclosure may be
provided as a software construct, firmware construct, one or more hardware components, or a
combination thereof. For example, any, each, or at least one module or component or subsystem
of system 1 may be described in the general context of computer-executable instructions, such as
program modules, that may be executed by one or more computers or other devices. Generally,
a program module may include one or more routines, programs, objects, components, and/or data
structures that may perform one or more particular tasks or that may implement one or more
particular abstract data types. The number, configuration, functionality, and interconnection of
the modules and components and subsystems of system 1 are only illusirative, and that the
number, configuration, functionality, and interconnection of existing modules, components,

and/or subsystems may be modified or omitted, additional modules, components, and/or
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subsystems may be added, and the interconnection of certain modules, components, and/or
subsystems may be altered.

{6152} While there have been described systems, methods, and computer-readable media for
providing an authentication processing service, many changes may be made therein without
departing from the spirit and scope of the subject matier described herein in any way.
Insubstantial changes from the claimed subject matter as viewed by a person with ordinary skill
in the art, now known or later devised, are expressly contemplated as being equivalently within
the scope of the claims. Therefore, obvious substitutions now or later known to one with
ordinary skill in the art are defined to be within the scope of the defined elements.

{8153} Therefore, those skilled in the art will appreciate that the invention can be practiced by
other than the described embodiments, which are presented for purposes of illustration rather

than of limitation.
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CLAIMS

1. A method for authenticating a user of at least a first user electronic device and a second
user electronic device using a network node, the method comprising:
(a) receiving, at the network node, from the first user electronic device, at a first moment in
time, communication protocol information comprising:
(i) arestricted enrollment input, wherein the restricted enrollment input has been
produced by restricting an unrestricted enrollment input with an enrollment biometric
template indicative of user enrollment biometrics of the user captured at an enrollment
moment in time that is prior to the first moment in time;
(i1) an unrestricted authentication input that has been encrypted; and
(iii) a transformed matching function that is operative to output a success key in
response to successfully evaluating the transformed matching function using two
inputs;
(b) receiving, at the network node, from the second user electronic device, at a second
moment in time after the first moment in time, a restricted authentication, wherein the
restricted authentication input has been produced by restricting the unrestricted authentication
input with an authentication biometric sample indicative of user authentication biometrics
captured at an authentication moment in time that is after the first moment in time but that is
prior to the second moment in time;
(c) after the receiving the restricted authentication input, evaluating, at the network node,
the transformed matching function using the restricted enrollment input and the restricted
authentication input; and
(d) when the evaluating is successful, using, at the network node, the success key output by
the transformed matching function to enable a secure operation, wherein:
(i) the enrollment biometric template is not accessible to the network node;
(i) the authentication biometric sample is not accessible to the network node;
(iii) the user enrollment biometrics are not accessible to the network node; and

(iv) the user authentication biometrics are not accessible to the network node.

2. The method of claim 1, wherein the second user electronic device is the first user

electronic device.

-81-



3. The method of claim 1, wherein:
(a) the communication protocol information further comprises doubly encrypted seed data
comprising seed information that has been encrypted with an inner key and then encrypted
with the success key; and
(b) the using the success key comprises:
(1)  decrypting, at the network node, using the success key output by the transformed
matching function, the doubly encrypted seed data to reveal singly encrypted seed data
comprising the seed information that has been encrypted with the inner key; and
(i1) after the decrypting, sending, from the network node, to a remote entity, the

singly encrypted seed data for further enabling the secure operation.

4. The method of claim 3, wherein the remote entity is the first user electronic device.

5. The method of claim 3, wherein the remote entity is the second user electronic device.

6. The method of claim 3, wherein the communication protocol information further
comprises encrypted inner key data comprising the inner key that has been encrypted with a

public encryption key of the first user electronic device.

7. The method of claim 6, wherein:

the second user electronic device is the first user electronic device;

the unrestricted authentication input of the communication protocol information has
been encrypted with the inner key; and

the method further comprises, after the receiving the communication protocol
information, but before the receiving the restricted authentication input, sending, from the
network node, to the first user electronic device, the encrypted inner key data and the

unrestricted authentication input encrypted with the inner key.

8. The method of claim 3, wherein the seed information comprises at least a portion of a

secret seed generated by the first user electronic device.
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9. The method of claim 8, wherein the secret seed is not stored on the first user electronic

device at the second moment in time.

10. The method of claim 3, wherein:
(a) the communication protocol information further comprises doubly encrypted
enrollment biometric template data comprising enrollment biometric template information
that has been encrypted with the inner key and then encrypted with the success key; and
(b) the using the success key further comprises:
(i)  decrypting, at the network node, using the success key output by the transformed
matching function, the doubly encrypted enrollment biometric template data to reveal
singly encrypted enrollment biometric template data comprising the enrollment
biometric template information that has been encrypted with the inner key; and
(i1) after the decrypting, sending, from the network node, to the remote entity, the

singly encrypted enrollment biometric template data.

11. The method of claim 3, wherein the remote entity is configured to use the seed

information to authenticate a challenge from a third party subsystem.

12. A non-transitory computer-readable storage medium storing at least one program, the at
least one program comprising instructions, which, when executed by at least one processor of
an electronic subsystem, cause the at least one processor to execute the method of any one of

the previous claims.
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