ABSTRACT A CDMVA tel ecomruni cation systemutilizes a plurality of protoco

| ayers including a physical |layer and a nedi um access control (MAC) | ayer
such that the MAC | ayer provides data t@4the physical layer via plurality
of transport channels (TrCHs). Each TrCH is associated with a set of

| ogi cal channel s. The physical |ayer receives blocks of data for transport

such that the transport bl ocks ( gﬁmﬁgﬁdes a MAC header and | ogi cal
channel data for a selected |ogic associated with a given TrCH.

Each TB has one of a selected limted finite nunber of TB bit sizes. The

| ogi cal channgl RV f elecdanhuiiBatios syskinh aiilizese\eeplyratityi ofi Prétobyl dayers
sel ected |nt eger N greater than three (3). The MAC header for each TB has a
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associ ated with each Iog{bcal channel for a given TrCH and I s. sel ected such
that eaclayer peevifleCdateadie thoiphysicak laygaaris Nrrdidyiof tendpere channela (TTGHeger

greater than O and less than N, i.e. each MAC header for a given TrCH has a
bit of f seicleqyeH P aMociated with a set of logical channels. The physical layer receives

blocks of data for transport such that the transport blocks (TBs) includes a MAC header
and logical channel data for a selected logical channel associated with a given TrCH.
Each TB has one of a selected limited finite number of TB bit sizes. The logical channel
data for each TB has a bit size evenly divisible by a selected integer N greater than three
(3). The MAC header for each TB has a bit size such that the MAC header bit size plus
the logical channel data bit size equals one of the TB bit sizes. A fixed MAC header bit
size is associated with each logical channel for a given TrCH and is selected such that
each fixed MAC header bit size equals M modulo N where M is an integer greater than 0

and less than N, i.e. each MAC header for a given TrCH has a bit offset equal to M.
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