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A ROW DRIVE: CtRCUff FOR LOW VOLTAGE FLASH EEPROM 

MEMORIES 

This invention broadly relate~ to. drive cfrwits ·for 

semiconductor memories and more particularly concerns a row dfive 

circuit for low voltage Flash EEPROM memories. 

As it is known, in implementing memory circuits, particularly 

flash EEPROM memories, a problem is raised in connection with the 

simultaneous existence within the circuit of logic signals as well as of 

signals variable within an extended voltage range and consequently 

with the need of simultaneous management of them. Such variable 

signals within an extended voltage range are intended to be used in the 

various operation modes of the memory, such as the read or 

programming or erasure operations. The logic signals, on the other 

hand, are control signals and are variable between ground voltage, as 

indicated by GND, and the supply voltage, as indicated by VOD. The 

normal supply voltage in these circuits, which are also designated as 

low voltage or low power circuits, is presently of about 3.3 votts, while 

the voltage used for performing operations such . as internal 

programming or erasure operations can also reach 12 volts (for 

instance, S volts for read operations). 

On the one side, this entails the need to implement various 

circuits on the chip to generate such higher voltages starting from the 

low suppfy voltage of 3.3 volts, and, on the other side, this entails the· 

need to implement suitable circuits within the memory itself adapted to 
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handle or manage these voltages higher than the supp~y voltage 

without. introC:Suc1ng time ·delays· mccn'lpa,lb{e with a proper.. o.per.atton of 

the .. memory anct.-consequently without: affecting its ac;cess ··times;· The 

essential-requirement of these -circuits; -therefore, is.felated to thetr 

operation speed: these circuits are defined as voltage translators .. 

This invention is not aimed at generating such operation 

voltages higher than the supply voltage, but it is an object thereof to 

handle these voltages in very fast manner, while also a space saving is 

achieved on the silicon area. 

More precisely, "it is an object of this invention to provide a 

voltage translator circuit which, even if logic signa\s in a voltage range 

of 0 to 3.3 volts are applied to its input port and even if voltages in the 

range of -9 ta 12 volts as generated by other suitable circuits are 

available thereto, is adapted to furnish output voltages fully variable 

within the latter range and also adapted to operate in very fast manner; 

in the same time such circuit ought to need a small silicon area for 

implementation. 

Since the read time of a memory is a substantial feature thereof 

and since all read operations require a voltage higher than the supply 

voltage, the main but, of course, not exclusive application of this 

invention is to be identified in a row drive circuit for Flash EEPROM 

memories, by operating as a voltage translator circuit designed to 

couple such above mentioned read voltages to selected rows or 

wordlines of the memory. 

Summarising all above said. in present Flash EEPROM 
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memory fechnolbgy with ~ supply wffage- of.':3;3 volts, 1he· read 

operation are .carrre.d ·oat ~y·dnvlng:tbe.'S.elected:wotdiiR$ to'S'YPliS ~d 

-alt m:>t-seJectea wordtlnes to grouna:GND. When -oth.~r ·operatipns' are 

to· be •• carried OU\, Stich as progr.amm1Ag Of e~St.lrE~. operations, the 

concerned word lines shout d be driven to other voltages, typically in the 

range -9 volts to 12 volts. High voltage transistors should be used, 

therefore, in said row drive circuits, in order to accomodate these 

voltages noticeably higher than the supply voltage. In P-channel or N­

channef MOS transistor technology1 said high voltage transistors offer 

rather poor performances with respect to low voltage transistors, as it is 

well known to those skilled in the art, due to the noticeable thickness of 

the required gate oxide. This is really the core of the problem, since in 

very fast applications, such as the above mentioned memories, with an 

access time in the range of 1 O to 20 nsec. the row drive circuit should 

drive the selected wordlines in a very fast manner, even if high voltage 

transistor are employed, due to the fact that any delay in coupling the 

wordline driving voltages directly and adversely affects the memory 

access time. 

Starting, therefore, from a situation"'entailing a Flash EEPROM 

memory having logic control voltages in the range of O to 3.3 volts as 

well as operation voltages (VX) for effecting read, programming or 

erasure operations in the range of -9 to 12 volts and comprising a 

decode section schematically represented as a NOR gate circuit which 

receives the selection signals coupled to an input node to an inverter 
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circuit it. is· speciftC' subject.:matter:-of this tr.wention'1Q·.prov1de a voltage 

translator cireu1t"10 .drive the row~r·or·wordline~ ·.of"a memor.y wherein 

'the wordline· tq be driven ;is connected· to ground. through· a .. 

fir~t N-MOS·lyp~. switch tr.af.ls;sfor, lhe gate of which is driven by the 

selection logic signal appiied through said NOR gate circuit and said 

inverter circuit and it is connected to the operation voltage through a 

second P-MOS type switch transistor, 

- a first P-MOS type feedback transistor, the gate of which is 

directly driven by said wordline, is inserted between the operation 

voltage and the gate region of said second switch transistor, 

- a second N-MOS type feedback transistor, the gate of which 

is directly driven by said wordtine, is inserted between the connection 

node of said first feedback transistor with the gate region of said 

second switch transistor and the input node on the gate region of said 

first switch transistor. 

In the preferred embodiment, the connection node between 

said first feedback. transistor and the gate region of said second switch 

transistor is connected to ground through a decoupling transistor of N­

MOS type, the gate of which is driven by the selection signat once 

inverted and coming from the connection node between said NOR gate 

circuit and said inverter circuit. 

Further details and advantages of this invention will be evident 

from the following specification by referring to the enclosed drawings 

wherein the preferred embodiment is shown by way of illustration and 

not by way of limitation. 
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ln the draw1Ags 

J:igure 1 shows a diagram of'a ~nventionm row drive.circuit. 

Figure .2 ts a wa\'eform ·diagram oi the. meaningful vo{tages 'in 

the circuit of· Figure t 

Figure 3 shows a diagram of a ·row- drive circuit according to 

this invention, 

Figure 4 is a waveform diagram of the meaning full voltage in 

the circuit Of Figure 3. 

The operation of a conventional circuit will be now explained by 

referring ta Figures 1 and 2. 

It should be preliminarily underlined that the inverter circuit 

BUFF and the NANO gate circuit of Figure 1 should not be considered 

as real and individual components of the circuit we are now discussing, 

but they are rather symbolically indicated as representatives of the pre­

existing row decode section and are shown only fOr explanation clarity 

purposes. A further specification relates to the fact that VX and VXGND 

generically designate the operation voltage and the ground voltage to 

be translated to the concerned wordline. 

In the circuit we are examining, the wordline is connected 

through node 1 to voltage VX and to ground VXGNO, respectively, by 

means of a P-channel transistor pull-up 3 and a N-dlannel transistor 

pull-down 2, effectively operating as switches. The gate region of 

transistor pull-down 2 is connected to input node 16, while the gate 

region of transistor pull-up 3 is connected to node 6. A feedback P­

channel transistor TP4 is inserted between the operation voltage VX 
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and the gate region of transistor pull-up 3 011 node 6 The gate region 

of fee.dback tr.ansistor TP4·is d1redly drtven.ny ~e·wordtine 

Tue operation is as -foifows When ·a selection s1gna1 haVtng a 

logic·. value 1 ·in available on the input lead, it wifl be inverted·· to ·a. o 

value by inverter circuit BUFF and again inverted to a 1 value by the 

NANO gate circuit, on node 6. This signal, which is a low voltage signal 

because it is a logic signal, tums on transistor pull-down 2, that, upon 

turning· on, takes node 1 and consequently the related wordline to 

ground VXGND. This lowered wordline voltage is transferred to the 

gate region of feedback transistor TP4 which will be turned on. Since 

transistor TP4 is inserted between voltage VX and the gate region of 

transistor pull~up 3 through node S, transistor TP4 upon turning on will 

raise the voltage on node 6 to VX, with the resulting consequence that 

transistor pull-up 3 will be completely turned off. In this manner, the 

wordline is perfectly connected to VXGND through transistor pull-down 

2 which is on and it is perfectly insulated from voltage VX by means of 

transistor pull-up 3 which is off. 

In order to prevent the high voltage VX from affecting the logic 

section of the circuit, which is at low voltage, a decoupling transistor 

TN1 is inserted between node 6 and node 16. 

All above mentioned transistors are of high voltage type, as 

indicated by literal designation H in the drawing. 

The need to use a feedback transistor TP4 is due to the fact 

that the logic voltage availab!e on node 6 and consequently on gate 

region of transistor pull-up 3 would not be sufficient to tum transistor 



·-·- .. ·- .- -··-----------·--------·--------- ---

- 7 -

plfll-up 3- off in fact, ·it can be observed that it is con~ected-·to-vottage 

VX that, in .this application. is of 5 volts and therefore ts gate region· 

woulei -be at a too htgh -vo1tag~ for iC to be dr.iveo .by said 4nput logic 

voltage 

Mer having examined a starting condition wherein the 

concerned wordline has been towered from voltage VX to ground 

VXGND, the opposite switch over action will now be analysed. 

When the selection signal toggles to logic state 0, a logic state 

1 will be established at the output cf the inverter circuit BUFF and 

again a logic state 0 will be established at the output of the NANO gate 

circuit, on node 16. A 0 logic voltage en node 16, when applied to the 

gate region of transistor pull-down 2. will force the latter to tum off with 

consequent insulation or decoupling Of the wordline from ground 

VXGND. ln addition, this logic voltage O is applied though transistor 

TN1 and node 6 to the gate region of transistor pull-up 3 and will force 

it to tum on, thereby raising the wordline voltage up to VX. Since the 

concerned wordline is connected to the gate region of the feedback 

transistor TP4, as the wordline voltage is raised, the conduction 

capability of transistor TP4 is lowered down to the point that said 

transistor is turned off, which occurs when the wordline is raised just to 

voltage VX. When transistor TP4 is off, transistor pull-up 3 is on and 

the concerned wordline is directly connected to voltage VX and 

completely insulated by means of said transistor pull-up 3 in off 

condition. 
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In order to itnorove· the partormance~ at this circuit particularly 

in respeqt of its.··O?eratio.n sp.e~d tht~ it)vention .suggests· ta adapt the 

circoit.approach shown in t=:igure 3. 

tt should be understood that the decode functions carried out 

by inverter circuit BUFF and by subsequent NANO gate circuit can be 

carried out by NOR gate circuit of Figure 3. 

tt can be observed in Figure 3 that the concerned wordline is 

again connected to operation voltage VX by means of a P..channel 

transistor pull-up 3 and to ground VXGND by means of a N-channel 

transistor pull-down 2. It can also be observed that a feedback 

transistor TP4 is provided, the gate region of which is directly driven by 

the wordline, inserted between voltage VX and the gate region of 

transistor pull-up 3, through node 6. This circuit is substantially 

distinguished with respect to the known circuit by means of a further N­

channel feedback transistor TNS, the gate of which is again directly 

driven by the wordline, inserted between node 6, more precisely the 

gate region of transistor pu\1-up 3, and the gate region of transistor pull­

down 2. tt is also to be observed that a N-channet transistor TN1 is 

inserted between node 6 and ground, said transistor TN1 having its 

gate region driven by said node 6 and consequently by the same 

selection signal upon a single inversion. 

The operation takes place as follows. When the selection logic 

signal is at O level, node 5 is at 1 logic level, corresponding to the 

supply voltage VOD. Transistor TN1, which is driven by inverted 

selection signal, is turned on and forces node 6 to O logic level. As 
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soon .as noda 6 is foroed ·to .a -togie ldv.el trans!Stor pull~own :2 1s 

turne.d off becaw,~ the··t logi~ lavel ~ignat.on,.na.de·5.is·agair.i fnverted 

by inverter circuit BUFF am;t bec:Q1n~s -.a O. fogic level signal Qn m~de·.0 

and consequently on gate .region of transistor pull-down 2 .wfiich is 

turned off. 

When transistor TNS is considered, it can be observed that a 

voltage of 0 volt is established on node 0 and again a voltage of 0 vo1t 

is established on node 6, as above already seen, due to the on 

condition of transistor TN1. 

Since node 6 is at O level and transistor pull-down 2 is in off 

condition, transistor pull-up 3 will be turned on and it will cause the 

wordline to begin to rise to voltage VX. By rising to voltage VX, the 

wordline will cause the feedback transistor TP4 to be turned off through 

node 18. On the other hand, a higher voltage on node 18 will entail a 

higher voltage on the gate region of N-channel transistor TN5, but, 

since a O logic level exists both on node· 6 and on node 0, namely at 

the ends of this transistor, the on condition Of transistor TNS wm have 

no effect. As a final result, the concerned wordline will be raised to 

voltage VX and wUt be completely decoupled from voltage VXGND. 

When a switch over operation in the opposite direction is to be 

carried out, when the selection signal is turned from a 0 logic level to a 

1 logic level, node 5 will take up the inverted level 0 and, as a result, 

transistor TN1 will be turned off and will clear node 6, that is to say it 

will decouple it from ground voltage GNO. Following a further inversion 

of the signal effected by inverter circuit BUFF. node 0 will tum to level 1 
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and it wm·drive,tne gate region of transistor.puO-:down 2 so as to turn it 

en;.whi\e.-ttie.voJtaQe Qn.oode O•wm be eompletel.~ b'atislated to node 6 

through' the ·second feed-back.transistor TN5. ln fact, since voltage VX 

resulting from the previous switch over operation is still applied to the 

gate region of tranststor TNS from node 18 and from the concerned 

wordline, transistor TN5 is still on. 

The following situation is utilised in this switch over operation: 

the wordtine is still at voltage VX and transistor TN5 is on. The signal of 

O logic level that is prevailing on node O not only turns transistor pull­

down 2 on - and this is its main object - but it also transfers a charge of 

a certain amount to node 6 and in this manner it succedes in slightly 

raising the voltage of node 6. As a matter of fact, node 6 rises to a level 

slightly higher than the lever it would reach in absence of transistor 

TNS. When the voltage on node 6 rises at higher rate, a double effect 

is obtained, namely to aid and to accelerate turning P-channel 

transistor pull-up 3 off, since it is connected to its gate region. 

In this operation stage, the following operation pattern is 

established: the voltage on node 6 is rising, transistor pull-down 2 is 

turned on thereby aiming at lowering the wordline voltage. When the 

voltage is near to 0, it begins turning transistor TN5 off, but it should be 

observed that an initial trigger action occurs that enables the turning 

action on transistor pull-up 3 to be started and consequently to be 

advanced by a small amount, thereby reducing the transition time. 

Since the voltage on node 6 is rising, transistor pull-up 3 is turning off, 

and. therefore. the voltage of the wordline is being lowered to O: as it 
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gets nearer ·and nearer t9 6, it tums. the- second N-channel" feedback 

transistor TN5· off but. ii ~tso- toms the fir.st.feedback. tr.ansistar TN4 on, 

Which, \n turn comptetes turning transistor pµlt-:ep 3 off. At this point, 

since transistor pull-up 3 is turned off and transistor pull-down 2 is 

turned on, the wordline is decoupled from voltage VX and is coupled to 

voltage VXGND. 
. 

The essential feature of this circuit just consists in exploiting 

the above described second feedback effect between node 0 and node 

6: this feedback effect is assured by transistor TNS that, in transition 

from O to 1, utilises its pre-existing conductive condition connected with 

the pre-existing condition of the wordline. 

By referring to Figures 2 and 4, wherein the selection voltage 

behaviours on node 6 and on the wordline are shown, it is evident that 

the voltage on node 6 rises to a levet slightly higher than level reached 

in a conventional circuit. A faster voltage rise time on node 6 means 

that transistor pull-up 3 is turned off faster and this, in turn, means a 

faster decrease of the wordline voltage which Is decoupled from voltage 

vx. 
In order to complete these observations, it is to be remarked 

that, while the first feedback. effect assured by transistor TP4 is a 

feedback effect between the output and the input ends of the circuit, the 

second feedback effect is introduced and promoted directly from the 

input end of the circuit, since its output is only intended to pre-establish 

a conductive condition in transistor TN5. Transistor PNS does not 

receive its control signal from the output end; but it receives such 
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signal from the input end of the circuit, with an .advance time, thereby 

.promoting the'above defined.starting .effect 

The above result has beeri adlieved at expenses ofthe fad. 

that node 18 has been loaded by said transistor TNS, but this 

drawback, in addition to being largely counterbalanced by said starting 

effect, is quite tolerable, from a process view point, in view of the 

reduced dimensions of said transistor, which are for instance L = 1.4 

andW=6. 

A further advantage of the approach according to this invention, 

connected with the substitution of a NOR gate circuit for the NANO gate 

circuit, is gained in reducing the silicon area needed for its 

implementation. 

tn fact, it is known that the row drive circuits in the memory 

topology should have the same Y dimension as the memory array. This 

entails that any reduction achieved in the X dimension of the circuit will 

result into a more relevant reduction in its comprehensive area, since 

such a reduction will be extended over the whole Y dimension of the 

circuit. Then, when it is desired to save silicon area, it is substantially 

important to design the concerned drive circuits with their width 

dimensions as much compact as possible. The difference between the 

conventional approach and the approach according to this invention 

has been investigated by adding all W values together and it has been 

found that the approach according to this invention entails a cumulative 

W dimension smaller than the one of a conventional approach: this 
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means a two-fold advantage in terms of better performances with a 

smaller silicon area 

The ·pre'f1::rred embodiment Of this invention has been 

hereinbefore explained, but it should be understood that those skilled in 

the art can made variations and ·changes to the components therein 

without so departing from the scope of this invention. 
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CLAIMS 

1 A voltage translqtor .c1i:et..tit·for dt=Mng the- rows or wordlines 

of Flash EEPROM.memones, hav-mg control logtc voltages in the range 

O to 3.3 volts, as well as operating voltages needed for reading, 

programming or erasing operations in the range -9 to 12 volts, 

comprising a decode section schematically represented as a NOR gate 

circuit connected to an inverter circuit {BLUFF) through an input node 

(node 5) to couple a selection signal thereto, wherein: 

- the wordline to be driven (node 1) is connected to ground 

(VXGND} through a first N-MOS type switch transistor (pull-down 2) the 

gate of which (node O) is driven by the selection logtc signal applied 

through said NOR gate circuit (BUFF) and it is connected to the 

operation voltage (VX) though a second P-MOS type switch transistor 

{pull-up 3), 

- a first P-MOS type feedback transistor (TP4), the gate of 

which (node 6) is directly driven by said wore.Hine, is inserted between 

the operation voltage (VX) and the gate region {node 6) of said second 

switch transistor (pull-up 3). 

- a second N-MOS type feedback transistor (TN3}. the gate of 

which is directly driven by said wordline (node 18), is inserted between 

the connection node {n_ode 6) between said first feedback transistor 

(TP4) and the gate region of said second switch transistor (pull-up 3) 

and the input node (node O) on the gate region of said first switch 

transistor (pull-down 2). 
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2. A voltage translator circuit according to claim 1, 

characterised in that the eonnect1on node (node 6) between said first 

feedback transistor (TP4) and the gate region of said second switch 

transistor {pull-up 3) is connected to ground through a decoupling 

transistor (TN1} of N-MOS type. the gate of which is driven by the 

selection signal once inverted and coming from the connection node 

(node 5) between said NOR gate circuit and said inverter circuit 

(BUFF). 

3. A voltage translator circuit according to claim 1, 

characterised in that said switch transistors (pull-up 3, pull-down 2), 

said feedback transistors (TP4, TN5) and said decoupling transistor 

(TN1) are high voltage (H) transistors. 

4. A voltage translator circuit according to any one of the 

preceding claims and substantially as described in the description and 

shown in Figure 3 of the encrosed drawings. 
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