A hair clip includes a base plate (1) secured to an orna- nental cover and
a pair of hooking arms (13) extending fromthe base plate, in which each
arm has an extension protruding froman outer edge at the base portion of
.the arm The extensions (13) cone into a sligng _contact with an

engagi ng part (4b) of a hair retainer (4) when rﬂ'HISSSHPquﬂAg H' its

cl osed pOSiytaiatid. ckli er (15) is provi hoi=Qijng t he
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been unl at ched. The hair clip further has a restoring nenber (14) which
urges the SREBKCMEE menber (15) to return to its another position where the
arns are freed, when the hair retainer (4) is opened such that the
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Such a nmechani sm makes easier the unlatching of the hair clip, which is

si npl e i mentalteoeennandas)pdr nofUiocking anms attRNbéttending from

the base plate, in whibh each arm has an extension protruding
from an outer edge at the base'portion of the arm. The
extenﬁiéns.(13) come into a sliding contact with an engaging
part (4b) of a hair retainer (4) when it is moved towards

its closed position. A shackling member (15) is provided
for holding the hook;ng arms (13) at their overlapping posi-
tion even aftér the arms have been unlatched. The hair
ciip further has a restoring member (14) which urges the
shackling member (15) to return to its another position where
the arms are freed, when the hair retainer (4) is opened such
that the = engaging part (4b) can no longer be latched by
the hooking arms (13). Such a mechanism makes easier the
unlaﬁching 6f the hair clip, which is simple in strﬁcture

and easy to manufacture and assemble.
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