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Title: CARBON SPARK EVAPORATION

(54) Bezeichnung : KOHLENSTOFFFUNKENVERDAMPFUNG
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(57) Abstract: The invention relates to a method for operating a pulsed discontinuous spark discharge. The spark is fed via a
capacitor. Between the pulses there are switched-off time intervals during which no spark current flows. Within the pulses, that is to
say during the switched-on time intervals, the supply of charge is stopped upon a current threshold being reached and is restarted,
with the result that subpulses occur within the pulses. The time intervals and subpulses are chosen according to the invention such
that when the capacitor is switched on again, the spark discharge readily ignites again.

(57) Zusammenfassung: Die Frfindung bezieht sich auf ein Vertahren zum Betreiben einer gepulsten diskontinuierlichen
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Funkenentladung. Der Funken wird {iber einen Kondensator gespiesen. Es gibt zwischen den Pulsen abgeschaltete Zeitintervalle,
wahrend denen kein Funkenstrom fliesst. Innerhalb der Pulse, also wihrend der zugeschalteten Zeitintervalle wird die
Ladungszufuhr bei erreichen einer Stromschwelle abgestellt und erneut angestellt, so dass es zu Subpulsen innerhalb der Pulse
kommt. Die Zeitintervalle und Subpulse sind erfindungsgemaéss so gewdhlt, dass bei erneutem Zuschalten des Kondensators die

Funkenentladung ohne weiteres erneut ziindet.



