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capacitance coupling antenna Technical field 5 The present invention
concerns contactless transceiver systems, and particularly a coupling
antenna with a screen printed capacitor, particularly used in contactless
or hybrid contact-contactless smart cards. 10 Background art - The
contactless smart card is a system being used a increasingly in various
sectors. In the transport sector, the card has been developed as a means of
payment. This is also the case of the electronic wallet. Many companies
have also 15 developed identification means for their personnel using
contactless smart cards. The exchange of information between the
contactless card and the associated reader is accomplished by remote
electromagnetic coupling between an antenna lodged in the 2o contactless
card and a second antenna located in the reader. For developing, storing
and processing the information, the card is equipped with a chip or an
electronic module which is connected to the antenna. The antenna and the
chip are ( typically located on a dielectric support made of plastic 25
material (polyvinyl chloride (PVC), polyester (PET), polycarbonate
(PC)...). The antenna is obtained by chemical copper or aluminum etching on
the support or winding of conductive metal wire. The chip, including a
memory zone and a microprocessor, contains capacitors which define an input
30 capacitance associated with the chip. The optimal operation of the
antenna-chip coupling, which must not be resistive, is obtained when the
following circuit resonance law is observed: LCw2 - 1 (1) 35 in which L
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12 MAY Z003 3 The unit cost of the engraved antenna increases considerably.
Thus, the cost reductions obtained by the founders with chips having a
lower input capacity are cancelled out by the supplementary cost of the
antennas. Card 5 fabrication and use are thus not more profitable.
Displacing the capacitance of the chip towards the antenna, by connecting
one or more capacitors directly to the antenna is not an acceptable
solution either. Traditional capacitors are costly, which does not solve
the card cost 10 problem. Furthermore, placing capacitors on the support
and connecting them to the antenna is not easy. Disclosure of the invention
The purpose of the invention is to mitigate these 15 drawbacks by supplying
an antenna with a parallel capacitance obtained at a lesser cost, thereby
obtaining a smart card which is considerably less expensive in relation to
the cost of smart cards currently available on the market, owing to the
reduction in the number of capacitors in the chip. 



20 The invention thus concerns a coupling antenna connected to an
electromagnetic wave transceiver device containing one or several
integrated capacitors. This coupling antenna includes at least one screen
printed turn on a support consisting of an insulating dielectric support
and also 25 includes a screen printed capacitor on the support, connected
in parallel, thereby reducing the capacitance supplied by the capacitors)
built into the device, so that the resulting capacitance forms a resonating
circuit with the turn. The invention also concerns a manufacturing process
of 30 this antenna which consists in: - screen printing at least one
antenna turn, the lower plate of the capacitor, bonding pads from the
antenna to a chip or a module, and the connection from the antenna to the
lower plate of the capacitor, by depositing conductive ink 35 onto the
support, - performing a second screen print of the capacitor's insulating
strip by depositing dielectric ink,   12 MAY 2003 4 thereby allowing the
lower plate of the capacitor to be covered, - performing a third screen
printing of the capacitor's upper plate and the connection of the antenna
to 5 the upper plate of the capacitor. Brief description of figures The
purposes, objects and characteristics of the invention will become more
apparent from the following to description when taken in conjunction with
the accompanying r- drawings in which: FIG. 1 represents the circuit
diagram of a traditional contactless smart card. FIG. 2 represents the
coupling antenna according to a 15 special embodiment, at the end of this
first fabrication step. FIG. 3 represents the coupling antenna according to
the invention, after the second fabrication step. FIG. 4 represents the
coupling antenna according to the invention, after the last fabrication
step. 20 FIG. 5 represents the circuit diagram of a smart card featuring
the coupling antenna according to the invention. Detailesi description of
the invent~,on According to figure 10, the electric circuit of a smart 25
card 10 is subdivided into two components: the antenna and the chip. The
chip 12 has an internal capacitance Cs 14 obtained via capacitors located
in the chip. It also has an electronic part 16 corresponding to the memory
zone and the processor. The chip 12 is connected to the antenna 18 by means
of the 30 circuit 10. The antenna 18 has an inductance Ls 22 which gives a
resistance Rs 20. Figures 2, 3 and 4 represent the antenna after the three
main fabrication steps. According to a particular embodiment, the antenna
consists of two turns in series and a screen 



35 printed capacitor. During the first step of the fabrication process,
represented in figure 2, the two turns 24 and 26 are screen printed on the
support 28 consisting of an insulating   12 MAY 2003 s dielectric
substrate. The two bonding pads, 30 and 32, are screen printed at the same
time enabling the antenna to be connected to the chip, and the lower plate
34 of the capacitor. One end of the turn 26 is connected to the plate 34 5
and to the bonding pad 30 by an electric bridge 36~ The other end of the
turn 26 remains unconnected. The end of turn 24 is connected to bonding pad
32 and the other remains unconnected. The dielectric substrate is made of
plastic, paper or glass fabric impregnated in thermosetting or U.V. shrink
type resin. 10 The plastic material used is, for example, polyvinyl
chloride (PVC), polyester (PET, PETG), polycarbonite (PC), or
acrylonitrile-butadiene-styrene (ABS). The conductive ink used contains
polymers and is loaded with conductive elements which may be metals. The
ink used is preferably loaded with silver. 15 However, it may also be
loaded with copper or carbon. The ink can thus contain between 50% and 70%
silver in the form of beads or strips. The polymers used are polyesters or
acrylic resins. The ink also contains a solvent which is used as a vehicle.
According to a specific embodiment, the solvent is a 20 glycol ether.
Figure 3 shows the antenna after the second step of its fabrication
process. A second screen printing operation is performed. This second
screen printing operation corresponds to the deposit of dielectric ink
forming an insulating strip 2s 38 separating the capacitor plates. An
insulating strip 40 is also screen printed on the electric bridge 36.
According to a preferred embodiment, each layer is 25 microns thick. This
ink contains polymers and cross-links when subjected to U.V. radiation. The
polymers may be acrylate resins or unsaturated 30 polyesters. Contrary to
conductive ink, this ink does not contain solvent. The polymers contained
in the ink will crosslink when the ink is subjected to U.V. radiation. This
crosslinking causes the ink to harden. In this manner, the geometry of the
capacitor is very stable and especially this insulating 3s strip does not
vary. As a result, the distance between the two plates does not vary
either, which enables the capacitor and thus the antenna to maintain
optimal operating quality. In   12 MAY 2003 6 order to be sufficiently
insulating, this ink must have the highest possible relative permittivity.
The value of the permittivity is generally greater than 3. In a preferred
embodiment of the coupling antenna according to the invention, 5 the
permittivity of the ink used to screen print the insulating strip is 3.9.
In order to provide the strip with good insulating characteristics, at
least two layers of ink are required. In fact, after cross-linking, the
layer of ink is highly porous which prevents it from having high insulating
l0 properties. In order to solve this problem, two successive and
superimposed layers are screen printed and form a strip with ' high
insulating properties. The insulating strip 38 is superimposed on plate 34
and entirely covers the latter. The insulating strip 40 also covers the
electric bridge 36. This 15 band allows the electric bridge to be insulated
from the connection made between the free ends of turns 24 and 26 during
the last step of the fabrication process. Figure 4 shows the antenna after
the third and last step of its fabrication process. During this step, a
third screen 20 printing operation is performed to make the upper plate 42
of 



the capacitor which is superimposed on the insulating strip 38. A
connection 44 is screen printed to connect the plate 42 to bonding pad 32
and to enable the capacitor to be connected to the antenna, in parallel.
Finally, the connection 46 of the 25 free ends of turns 24 and 26 is also
screen printed. The antenna thus obtained consists of two turns connected
in series and a capacitor. The circuit diagram of a smart card integrating
this antenna is represented in figure 5. 30 The electric circuit 48 is
divided into two parts: the chip 50 and the antenna 52. The chip 50
features an electronic part 54 corresponding to the memory zone and to the
processor, and an internal capacitance Csl 56. This capacitance is much
lower than the internal capacitance of a traditional chip. 35 This lower
capacitance value is compensated by the capacitance value Cs2 obtained with
the antenna's screen printed capacitor 52. This antenna also features a
resistance Rs 60 and a self   12 MAY 2003 inductance Ls 62. The capacitance
Csz is variable and depends on the size of the capacitor. According to a
preferred embodiment, the capacitance Csz of the antenna is greater than
the capacitance Csl of the chip. 5 A smart card of this type consists of a
plane support featuring at least one coupling antenna with at least one
capacitor in parallel, connected to a chip or a module whose internal
capacitance is low, or even zero according to a specific embodiment.
According to a specific type of 10 contactless smart card, the flat support
is inserted between two card bodies, said card bodies being fixed on each
side of w said flat support in order to stiffen it. These card bodies may
be made of plastic. In this case, the plastic used may be polyvinyl
chloride (PVC), polyester (PET, PETG), polycarbonate 15 (PC), or
acrylonitrile-butadiene-styrene (ABS). When the card bodies are made of
plastic, their fixation on each side of the support bearing on one or more
antennas according to the invention, is made by hot or cold pressing of the
three elements which make up the card, also referred to as hot or 20 cold
lamination. In this manner, the coupling antenna obtained offers several
important advantages. Fabricating a capacitor on the outside of the chip
improves the performance characteristics of the card, particularly in
comparison to a traditional card 25 with a chip having the same internal
capacitance. The use of screen printing techniques enables a capacitor to
be obtained with a certain degree of elasticity, making it more resistant
to the mechanical stresses to which the card may be subjected during use.
In this manner, the 30 capacitance value does not change as a result of
capacitor deterioration. Furthermore, by modifying the parameters of
capacitor, such as the surface area of the plates or the thickness of the
insulating strip, it is possible to adjust the capacitance 35 value to
obtain perfect resonance. It is also possible to significantly vary the
capacitance value without having to modify the fabrication process. An
antenna and card   12 MAY 2003 s 



fabrication process is thus obtained which can be easily and rapidly
adapted to the stress introduced by the chip which has a defined and fixed
internal capacitance. Finally, the cost of a smart card featuring a
coupling 5 antenna with a screen printed capacitor is incomparable to the
cost of a smart card having a more traditional antenna such as a copper
engraved antenna, and a chip with high internal capacitance. Moreover, this
cost reduction is still greater as the manufacturing process of such cards
is not more difficult 10 to implement, since antenna turns and/or
capacitors) are screen printed simultaneously. l   12 MAY 2003 9 CLAIMS 1.
A coupling antenna, connected to an electromagnetic wave transceiver device
containing one or several built-in 5 capacitors, said coupling antenna
featuring at least one screen printed turn on a support consisting of an
insulating dielectric substrate; said antenna being characterized in that
it also includes a capacitor screen printed on said support, connected 10
in parallel to said antenna, thus permitting to reduce the capacitance
supplied by the built-in capacitors) in said device, so that the resulting
capacitance forms a resonating circuit with said turn. 15 2. The coupling
antenna according to claim 1, in which said capacitor consists of at least
two plates of screen printed ink, superimposed and separated by a
insulating strip of dielectric ink which is also screen printed. 20 3. The
coupling antenna according to anyone of the previous claims, in which the
dielectric substrate forming the support is made of plastic material, paper
or glass fabric impregnated with thermosetting or U.V. shrink resin. t 25
4. The coupling antenna according to anyone of the previous claims, in
which the ink used to screen print the turns and capacitor plates is a
polymer conductive ink charged with conductive elements. 30 5. The coupling
antenna according to any one of claim 2 to 4, in which said insulating
strip is made up of at least two layers of dielectric ink giving it high
insulating properties. 35 6. The coupling antenna according to claim 5, in
which the dielectric ink forming the two layers of the insulating strip is
a U.V. shrink type polymer ink.   ~ z MaY zoo3 10 



7. A coupling antenna fabrication process according to any one of the
previous claims characterized in that it consists in: 5 - screen printing
at least one antenna turn, the lower plate of said capacitor, antenna
bonding pads of said antenna to a chip or a module, and the connection of
the antenna to said lower plate of the capacitor, by depositing conductive
ink onto the support, 10 - performing a second screen printing of the
insulating strip of said capacitor, by depositing dielectric ink allowing
the lower plate of the capacitor to be covered, - performing a third screen
printing of the upper plate of said capacitor superimposed on said
insulating strip, 15 and the connection of the antenna to said upper plate
of said capacitor. 8. A contactless smart card made up of a support
featuring at least one coupling antenna according to any one 20 of claims 1
to 6, connected to a chip or a module. 9. The contactless smart card
according to claim 8, in which said chip or said module have no internal
capacitance. 25 10. The contactless smart card according to claim 8 or 9,
in which the support is inserted between two card bodies, said card bodies
being fixed to each side of said support, enabling said smart card to be
stiffened. 30 11. The contactless smart card according to claim 10, in
which the card body is fixed to the support of the antenna by hot or cold
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