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DESCRIPTION

ETCHING METHOD AND METHOD FOR MANUFACTURING SEMICONDUCTOR

ELEMENT

Technical Field
[0001]
The present invention relates to an etching method and

a method for manufacturing a semiconductor element.

Background Art
[0002]

In semiconductor manufacturing processes, etching is
used for patterning and removal of silicon compounds such as
silicon oxide and silicon nitride. For example, PTL 1
discloses a method for etching silicon oxide using an etching
gas containing fluorine gas (F2) in the absence of plasma.
Additionally, PTL 2 discloses a cleaning method for removing
silicon nitride using fluorine gas in the absence of plasma.
Hereinafter, etching methods that do not use plasma may be

referred to as “plasmaless etching”.

Citation List
Patent Literature
[0003]
PTL 1: JP 2009-533853 A

PTL 2: JP 5571770 B
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Summary of Invention

Technical Problem
[0004]

However, the methods disclosed in PTL 1 and 2 require
high temperatures of 350°C or higher to etch silicon compounds
such as silicon oxide and silicon nitride, and therefore a
large amount of energy is necessary for etching, as a result
of which not only an etching target but also a non-etching
target is etched, which is problematic.

An object of the present invention is to provide an
etching method and a method for manufacturing a semiconductor
element that allow an etching target containing a silicon
compound including at least one of a nitrogen atom or an oxygen
atom and a silicon atom to be selectively etched with respect
to a specific non-etching target without using plasma.

Solution to Problem
[0005]

In order to achieve the above object, an aspect of the
present invention is as follows: [1] to [10].

[1] An etching method including an etching step in which
an etching gas containing fluorine gas is brought into contact
with a member to be etched including an etching target being
a target of etching with the etching gas and a non-etching
target not being the target of the etching with the etching
gas in an absence of plasma to selectively etch the etching
target with respect to the non-etching target, the etching
target containing a silicon compound including at least one

of a nitrogen atom or an oxygen atom and a silicon atom, the



10

15

20

25

non-etching target including at least one selected from
tantalum, cobalt, copper, titanium nitride, nickel, and
amorphous carbon, and the etching step being performed under
temperature conditions of from 40°C to less than 350°C.
[0006]

[2] The etching method according to [1], in which the
silicon compound is at least one of silicon oxide or silicon
nitride.

[3] The etching method according to [1] or [2], in which
the etching step is performed under pressure conditions of
from 1 Pa to 100 kPa.

[0007]

[4] The etching method according to any one of [1] to
[3], in which the etching step is performed under temperature
conditions of from 70°C to 330°C.

[5] The etching method according to any one of [1] to
[4], inwhich the etching gas is a gas comprising only fluorine
gas or is a mixed gas containing fluorine gas and inert gas.
[0008]

[6] The etching method according to [5], in which the
inert gas is at least one selected from nitrogen gas, helium,
argon, neon, krypton, and xenon.

[7] The etching method according to any one of [1]
to [6], in which an amount of the fluorine gas contained in
the etching gas is from 0.5% by volume to 70% by volume.

[0009]
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[8] The etching method according to any one of [1] to
[7], in which the non-etching target is used as a resist in
the etching of the etching target with the etching gas.

[9] The etching method according to any one of [1] to
[8], in which an etching selectivity ratio being a ratio of
an etching rate of the etching target to an etching rate of
the non-etching target is 3 or more.

[0010]

[10] Amethod for manufacturing a semiconductor element,
the method using the etching method according to any one of
[1] to [9] to manufacture the semiconductor element, in which
the member to be etched is a semiconductor substrate including
the etching target and the non-etching target, and which
method includes a processing step of removing at least a part
of the etching target from the semiconductor substrate by the
etching.

Advantageous Effects of Invention
[0011]

According to the present invention, an etching target
that contains a silicon compound including at least one of
a nitrogen atom or an oxygen atom and a silicon atom can be
selectively etched with respect to a specific non-etching

target without using plasma.

Brief Description of Drawings

[0012]
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FIG. 1 is a schematic diagram of an example of an etching
device that illustrates an embodiment of an etching method
according to the present invention;

FIG. 2 is a diagram illustrating a member to be etched
used in Example 1 and the like; and

FIG. 3 is a diagram illustrating a member to be etched

used in Example 20 and the like.

Description of Embodiments
[0013]

An embodiment of the present invention will be described
below. It should be noted that the present embodiment is
illustrative of an example of the present invention, and the
present invention is not limited thereto. Additionally,
various changes or improvements can be added to the present
embodiment, and embodiments added with such changes or
improvements may also be included in the present invention.
[0014]

An etching method according to the present embodiment
includes an etching step in which an etching gas containing
fluorine gas (F2) is brought into contact with a member to
be etched including an etching target being a target of
etching with the etching gas and a non-etching target not
being the target of the etching with the etching gas in an
absence of plasma to selectively etch the etching target with
respect to the non-etching target.

[0015]
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The etching target contains a silicon compound including
at least one of a nitrogen atom (N) or an oxygen atom (0O) and
a silicon atom (Si). Additionally, the non-etching target
includes at least one selected from tantalum (Ta), cobalt (Co),
copper (Cu), titanium nitride (TiN), nickel (Ni), and
amorphous carbon (C). Then, in the etching method according
to the present embodiment, the etching step is performed under
temperature conditions of from 40°C to less than 350°C.
[0016]

When the etching gas is brought into contact with the
member to be etched, the fluorine gas in the etching gas reacts
with the silicon compound in the etching target, whereby
etching of the etching target proceeds. On the other hand,
since the non-etching target hardly reacts with the fluorine
gas, etching of the non-etching target hardly proceeds. Thus,
according to the etching method according to the present
embodiment, the etching target can be selectively etched with
respect to the non-etching target without using plasma.
[0017]

Since the etching target can be etched without using
plasma, it is unnecessary to etch using an expensive plasma
generation device. This allows for low cost etching of the
member to be etched. 1In addition, since plasma is not used,
it is less likely to cause corrosion in a member forming the
etching device (for example, a chamber), a pipe connected to
the etching device, a member forming a device for
manufacturing a semiconductor element described later (for

example, a chamber), a pipe connected to the device for
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manufacturing a semiconductor element described later, and
the like.
[0018]

It should be noted that the etching meant in the present
invention includes processing the etching target into a
predetermined shape (for example, a three-dimensional shape)
by removing a part or all of the etching target included in
the member to be etched (for example, processing the etching
target in film form comprising the silicon compound into a
predetermined film thickness) and cleaning the member to be
etched by removing a residue or deposit comprising the etching
target from the member to be etched.

[0019]

The etching method according to the present embodiment
can be used in the manufacturing of semiconductor elements.
In other words, a method for manufacturing a semiconductor
element according to the present embodiment is a method for
manufacturing a semiconductor element that uses the etching
method according to the present embodiment to manufacture the
semiconductor element, in which the member to be etched is
a semiconductor substrate including an etching target and a
non-etching target, and which method includes a processing
step of removing at least a part of the etching target from
the semiconductor substrate by the etching.

[0020]

For example, in the etching method according to the

present embodiment, the etching proceeds more promptly in

silicon nitride (for example, SizNg) than in silicon oxide
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(for example, SiO2). By taking advantage of the
characteristics, the etching method according to the present
embodiment can be used to manufacture semiconductor elements
such as 3D-NAND flash memory and logic devices.

[0021]

For example, a laminate comprising alternately
laminated silicon oxide films and silicon nitride films is
formed with a through hole extending along a laminating
direction and penetrating through the laminate (see FIG. 3).
Then, by applying the etching method according to the present
embodiment to this laminate, the silicon nitride films
exposed on an inner surface of the through hole are
selectively and isotropically etched, thereby enabling
formation of a structure in which end portions of the silicon
oxide films protrude in the through hole. A process of
forming a structural body having such a structure can be used
in the manufacturing of semiconductor elements such as
3D-NAND flash memory and logic devices, since the structural
body can be used as that of a semiconductor element.
[0022]

The process of forming the above structure by etching
has conventionally been performed using a chemical solution
containing phosphoric acid or the like. However, etching
with etching gas 1is superior to etching with a chemical
solution in terms of micro-machinability. Therefore, the
etching method according to the present embodiment is
expected to contribute to further miniaturization and higher

integration of semiconductor elements.
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[0023]

In addition, similarly, when using the non-etching
target itself as the structural body of a semiconductor
element, a material that does not substantially react with
fluorine gas or a material that is extremely slow to react
with fluorine gas is used as the non-etching target. Specific
examples of the material usable herein include at least one
selected from tantalum, cobalt, copper, titanium nitride,
nickel, and amorphous carbon.

[0024]

Furthermore, the etching method according to the present
embodiment can also be used for cleaning, as described above.
For example, after performing, in the chamber, a step of
forming a film comprising a material containing the
silicon compound on a substrate and a step of etching the
film of the material containing the silicon compound
formed on the substrate, cleaning can be performed by
removing a deposit containing the silicon compound adhering
to the inner surface of the chamber using the etching
method according to the present embodiment. Note that in
such cleaning, the chamber corresponds to a member to be
etched being a constituent element of the present
invention, and the deposit corresponds to an etching target
being a constituent element of the present invention.
[0025]

Hereinafter, a more detailed description will be given
of the etching method and the method for manufacturing a

semiconductor element according to the present embodiment.
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[Etching Gas]

The etching gas is a gas that contains fluorine gas. The
etching gas may be a gas comprising only fluorine gas or a
mixed gas containing fluorine gas and another kind of gas.
When the etching gas is a mixed gas containing fluorine gas
and another kind of gas, the amount of the fluorine gas
contained in the etching gas is preferably from 0.5% by volume
to 70% by volume, more preferably from 1% by volume to 60%
by volume, and still more preferably from 5% by volume to 50%
by volume.

[0026]

When the etching gas is a mixed gas containing fluorine
gas and another kind of gas, inert gas can be used as the other
kind of gas. In other words, the etching gas may be a mixed
gas comprising fluorine gas and inert gas. As the inert gas,
at least one selected from nitrogen gas (Nz), helium (He),
neon (Ne), argon (Ar), krypton (Kr), and xenon (Xe) can be
used. The amount of the inert gas contained in the etching
gas is not particularly limited, but may be more than 0% by
volume and 99% by volume or less.

[0027]
[Pressure Conditions for Etching Step]

Pressure conditions for the etching step in the etching
method according to the present embodiment are not
particularly limited, but are preferably from1l Pa to 100 kPa,
more preferably from 100 Pa to 80 kPa, and still more
preferably from 1 kPa to 60 kPa.

[0028]
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For example, the member to be etched is placed in the
chamber, and etching can be performed while distributing the
etching gas in the chamber. The pressure in the chamber
during the distribution of the etching gas can be from 1 Pa
to 100 kPa. The flow rate of the etching gas may be
appropriately set according to the size of the chamber and
the capacity of an exhaust system for reducing the pressure
in the chamber so that the pressure in the chamber is
maintained constant.

[0029]
[Temperature Conditions for Etching Step]

Temperature conditions for the etching step in the
etching method according to the present embodiment are needed
to be from 40°C to less than 350°C, but are preferably from

70°C to 330°C, and more preferably from 130°C to 300°C. Here,

although the temperature of the temperature conditions refers
to the temperature of the member to be etched, the temperature
of the stage supporting the member to be etched placed in the
chamber of the etching device can also be used.

[0030]

When the temperature conditions are 40°C or more, the
etching rate of the silicon compound being the etching target
tends to be higher. On the other hand, when the temperature
conditions are less than 350°C, etching can be performed
without requiring excessive time and energy. Advantageous
points include small load on the etching device and a device

for manufacturing a semiconductor element and suppression of
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etching of a portion that should originally not be etched (for
example, a non-etching target).
[0031]

Fluorine gas hardly reacts with the non-etching target
including at least one of tantalum, cobalt, copper, titanium
nitride, nickel, or amorphous carbon in the absence of plasma
and under temperature conditions of less than 350°C.
Therefore, using the etching method according to the present
embodiment allows the etching target to be selectively etched
without hardly etching the non-etching target. Thus, the
etching method according to the present embodiment can be used
for methods such as processing an etching target into a
predetermined shape by using a patterned non-etching target
as a resist or a mask.

[0032]

Furthermore, when temperatures of the etching target and
the non-etching target are less than 350°C, etching
selectivity ratio is likely to be high. For example, the
etching selectivity ratio, which is a ratio of an etching rate
of the etching target to an etching rate of the non-etching
target, is likely to be 3 or more. The etching selectivity
ratio is preferably 3 or more, more preferably 5 or more, and
still more preferably 10 or more.

[0033]
[Member to be Etched]

The member to be etched that is subjected to etching by
the etching method according to the present embodiment

includes an etching target and a non-etching target. The
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member to be etched may be a member that includes a portion
formed by the etching target and a portion formed by the
non-etching target or a member formed by a mixture of the
etching target and the non-etching target. The member to be
etched may also include something other than the etching
target and the non-etching target.

In addition, the shape of the member to be etched is not
particularly limited, and, for example, may be inplate, foil,
film, powder, or lump form. An example of the member to be
etched is the above-mentioned semiconductor substrate.
[0034]

[Etching Target]

The etching target contains a silicon compound that
includes at least one of a nitrogen atom or an oxygen atom
and a silicon atom. The etching target may be either one
comprising the silicon compound or one comprising a mixture
that contains the silicon compound. Additionally, the
silicon compound may be at least one of silicon oxide or
silicon nitride.

[0035]

Silicon nitride refers to a compound including silicon
and nitrogen in any ratio, and an example thereof is Si3Ng.
Silicon nitride purity is not particularly limited, but
preferably 30% by mass or more, more preferably 60% by mass
or more, and still more preferably 90% by mass or more.

Silicon oxide refers to a compound including silicon and
oxygen in any ratio, and an example thereof is SiOz. Silicon

oxide purity is not particularly limited, but is preferably
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30% by mass or more, more preferably 60% by mass or more, and
still more preferably 90% by mass or more.

In addition, the shape of the etching target is not
particularly limited, and for example, may be in plate, foil,
film, powder, or lump form.

[0036]
[Non-Etching Target]

The non-etching target includes at least one selected
from tantalum, cobalt, copper, titanium nitride, nickel, and
amorphous carbon, which do not substantially react with
fluorine gas or are extremely late to react with fluorine gas.
Therefore, even when etching is performed by the etching
method according to the present embodiment, the etching
hardly proceeds.

[0037]

Additionally, the non-etching target can be used as a
resist for suppressing the etching of the etching target with
etching gas. Thus, the etching method according to the
present embodiment can be used for methods such as processing
an etching target into a predetermined shape (for example,
processing a film-formed etching target included in a member
to be etched into a predetermined film thickness) by using
a patterned non-etching target as a resist or a mask.
Accordingly, the etchingmethod according thereto is suitable
for use in manufacturing semiconductor elements.
Furthermore, since the non-etching target is hardly etched,
etching of a portion that should originally not be etched in

a semiconductor element can be suppressed, which can prevent
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characteristics of the semiconductor element from being lost
due to the etching.
[0038]

Note that the non-etching target left after patterning
can be removed by a removal method commonly used in
semiconductor element manufacturing processes. Examples of
the removal method include ashing with oxidizing gases such
as oxygen plasma and ozone and dissolution and removal methods
using chemicals such as APM (a mixture of ammonia water and
hydrogen peroxide water), SPM (a mixture of sulfuric acid and
hydrogen peroxide water), and organic solvents.

[0039]

Next, a configuration example of an etching device
capable of performing the etching method according to the
present embodiment and an example of the etching method using
the etching device will be described with reference to FIG.
1. Theetchingdeviceof FIG. 1 is aplasmaless etchingdevice
without using plasma. First will be a description of the
etching device of FIG. 1.

[0040]

The etching device of FIG. 1 includes a chamber 10 inside
which etching is performed, a stage 11 that supports, in the
chamber 10, a member to be etched 12 that is subjected to
etching, a thermometer 14 that measures temperature of the
member to be etched 12, an exhaust pipe 13 for exhausting a
gas in the chamber 10, a vacuum pump 15 provided on the exhaust
pipe 13 to reduce pressure in the chamber 10, and a pressure

gauge 16 that measures the pressure in the chamber 10.
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[0041]

The etching device of FIG. 1 also includes an etching
gas supply unit that supplies an etching gas into the chamber
10. The etching gas supply unit includes a fluorine gas
supply unit 1 that supplies fluorine gas, an inert gas supply
unit 2 that supplies an inert gas, a fluorine gas supply pipe
5 that connects the fluorine gas supply unit 1 to the chamber
10, and an inert gas supply pipe 6 that connects the inert
gas supply unit 2 to an intermediate portion of the fluorine
gas supply pipe 5.

[0042]

Furthermore, the fluorine gas supply pipe 5 is provided
with a fluorine gas pressure control device 7 that controls
pressure of the fluorine gas and a fluorine gas flow rate
control device 3 that controls flow rate of the fluorine gas.
Still furthermore, the inert gas supply pipe 6 is provided
with an inert gas pressure control device 8 that controls
pressure of the inert gas and an inert gas flow rate control
device 4 that controls flow rate of the inert gas.

[0043]

Then, when fluorine gas is supplied as the etching gas
to the chamber 10, the fluorine gas is supplied to the chamber
10 via the fluorine gas supply pipe 5 by sending the fluorine
gas out from the fluorine gas supply unit 1 to the fluorine
gas supply pipe 5.

Additionally, when the mixed gas of fluorine gas and
inert gas is supplied as the etching gas, the fluorine gas

is sent out from the fluorine gas supply unit 1 to the fluorine
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gas supply pipe 5, and also the inert gas is sent out from
the inert gas supply unit 2 to the fluorine gas supply pipe
5 via the inert gas supply pipe 6. As a result, the fluorine
gas and the inert gas are mixed together at the intermediate
point of the fluorine gas supply pipe 5 to form a mixed gas,
and themixed gas is supplied to the chamber 10 via the fluorine
gas supply pipe 5.

[0044]

Note that configurations of the fluorine gas supply unit
1 and the inert gas supply unit 2 are not particularly limited,
and, for example, they may be tanks or cylinders. 1In addition,
examples of the fluorine gas flow rate control device 3 and
the inert gas flow rate control device 4 usable herein include
mass flow controllers and flow meters.

[0045]

When supplying the etching gas to the chamber 10, it is
preferable to supply the etching gas while maintaining supply
pressure of the etching gas (i.e., a value of the fluorine
gas pressure control device 7 in FIG. 1) at a predetermined
value. Specifically, the supply pressure of the etching gas
is preferably from 1 kPa to 1.0 MPa, more preferably from 5
kPa to 0.7 MPa, and still more preferably from 10 kPa to 0.5
MPa. When the supply pressure of the etching gas is within
the above range, the etching gas is smoothly supplied to the
chamber 10, and load on components (for example, the various
devices and the pipes) included in the etching device of FIG.
1 is small.

[0046]
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Additionally, the pressure of the etching gas supplied
into the chamber 10 is preferably from 1 Pa to 100 kPa, more
preferably from 100 Pa to 80 kPa, and still more preferably
from 1 kPa to 60 kPa, from the viewpoint of uniform etching
of a surface of the member to be etched 12. When the pressure
of the etching gas in the chamber 10 is within the above range,
a sufficient etching rate can be obtained, and the etching
selectivity ratio is likely to be high.

[0047]

The pressure in the chamber 10 before supplying the
etching gas is not particularly limited as long as it is equal
to or lower than the supply pressure of the etching gas or
lower than the supply pressure of the etching gas. However,
for example, the pressure in the chamber 10 is preferably from
107 Pa to less than 10 kPa, and more preferably from 1 Pa
to 2 kPa.

[0048]

A differential pressure between the supply pressure of
the etching gas and the pressure in the chamber 10 before
supplying the etching gas is preferably 1.0 MPa or less, more
preferably 0.5 MPa or less, and still more preferably 0.3 MPa
or less. When the differential pressure is within the above
range, smooth supply of the etching gas to the chamber 10 is
facilitated.

When supplying the etching gas to the chamber 10, it is
preferable to supply the etching gas while maintaining the

temperature of the etching gas at a predetermined value.
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Specifically, the supply temperature of the etching gas is
preferably from 0°C to 150°C
[0049]

The temperature of the member to be etched 12 during
etching is needed to be from 40°C to less than 350°C, is
preferably from 70°C to 330°C, and more preferably from 130°C
to 300°C. When the temperature thereof is within the above
temperature range, the etching of the etching target
(particularly, silicon nitride) included in the member to be
etched 12 proceeds smoothly, and the load on the etching
device is small, which facilitates life extension of the
etching device.

[0050]

The processing time for the etching (hereinafter may be
referred to as “etching time”) can be set optionally depending
on how much the etching of the etching target included in the
member to be etched 12 is desired. However, when considering
the production efficiency of the semiconductor element
manufacturing processes, the etching time is preferably
within 60 minutes, more preferably within 40 minutes, and
still more preferably within 30 minutes. Note that the
etching time refers to a time from when the etching gas is
introduced into the chamber 10 to when the etching gas in the
chamber 10 is exhausted in order to finish etching.

[0051]

The etching method according to the present embodiment

can be performed using a common plasmaless etching device used

in the semiconductor element manufacturing processes, such
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as the etching device of FIG. 1, and the configuration of the
etching device usable herein is not particularly limited.

For example, a positional relationship between the
fluorine gas supply pipe 5 and the member to be etched 12 is
not particularly limited as long as the etching gas can be
brought into contact with the member to be etched 12. It also
suffices that the configuration of a temperature control
mechanism of the chamber 10 allows the temperature of the
member to be etched 12 to be controlled to any temperature.
Accordingly, the temperature control mechanism may be
directly provided on the stage 11, or the chamber 10 may be
heated or cooled by an external temperature controller from
outside the chamber 10.

[0052]

In addition, the material of the etching device of FIG.
1 is not particularly limited as long as it has a corrosion
resistance to fluorine gas and allows depressurization to a
predetermined pressure. For example, a portion of the
etching device brought into contact with the etching gas can
be made of a metal such as nickel, a nickel-based alloy,
aluminum, stainless steel, platinum, copper, or cobalt, a
ceramic such as alumina, a fluororesin, or the like.
[0053]

Specific examples of the nickel-based alloy include
INCONEL (registered trademark), HASTELLOY (registered
trademark), and MONEL (registered trademark). Additionally,
examples of the fluororesin include polytetrafluoroethylene

(PTFE), polychlorotrifluorocethylene (PCTFE),
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tetrafluoroethylene perfluoroalkoxyethylene copolymer
(PFA), polyvinylidene fluoride (PVDF), TEFLON (registered
trademark), VITON (registered trademark), and KALREZ

(registered trademark).

Examples
[0054]

Hereinafter, the present invention will be described in
more detail with reference to Examples, Comparative Examples,
and Reference Example.

Example 1

Using an etching device having substantially the same
configuration as that of the etching device of FIG. 1, etching
of a member to be etched was performed. The member to be
etched used in Example 1 will be described with reference to
FIG. 2.

[0055]

There was prepared a square silicon substrate 21 having
a 2 inch side length formed with a silicon nitride film 22
having a film thickness of 3 um thereon (manufactured by KST
World Corporation). A rectangular nickel substrate 23
having a size of 1 inch x 2 inch was glued onto the silicon
nitride film 22 using grease (DEMNUM GREASE L-200
manufactured by Daikin Industries, Ltd.) to form a laminate.
The laminate thus formed was used as the member to be etched.
As illustrated in FIG. 2, the nickel substrate 23 was glued
to cover approximately a half portion of the silicon nitride

film 22. Note that the siliconnitride film 22 was an etching
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target, and the nickel substrate 23 being a non-etching target
was used as a resist.
[0056]

Additionally, in the above member to be etched, the
silicon nitride film 22 being the etching target was replaced
with a film of each of elemental tantalum, elemental cobalt,
elemental copper, titanium nitride, elemental nickel, and
amorphous carbon, which are non-etching targets, to form
laminates for comparison.

The above member to be etched and the six laminates for
comparison were placed side by side on a stage in a chamber
of the etching device, and the temperature of the stage was
raised to 150°C.

[0057]

Next, fluorine gas at a flow rate of 50 mL/min and argon
at a flow rate of 450 mL/min were mixed together to form a
mixed gas, and the mixed gas was used as an etching gas. Then,
the etching gas was supplied into the chamber at a flow rate
of 500 mL/min and distributed for 3 minutes for etching. As
a result, an exposed portion of the silicon nitride film 22
not covered by the nickel substrate 23 in the member to be
etched was etched. The pressure in the chamber during the
distribution of the etching gas was 10 kPa, and the fluorine
gas had a partial pressure of 1 kPa. After completion of the
distribution of the etching gas, the heating of the stage was
stopped, and the atmosphere in the chamber was replaced with
argon.

[0058]
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After the etching finished, the chamber was opened to
take out the member to be etched. The nickel substrate 23
was removed from the member to be etched taken out, and the
glued surface thereof was washed with ethanol to remove the
grease. Then, using an atomic force microscope VN-8010
manufactured by Keyence Corporation, the size of a step
difference between a covered surface 22a of the silicon
nitride film 22 covered by the nickel substrate 23 and not
etched and an etched surface 22b of the silicon nitride film
22 not covered by the nickel substrate 23 and etched was
measured. The size of the measured step difference (nm) was
divided by the etching time (min) to calculate a silicon
nitride etching rate (nm/min). Table 1 illustrates the
result.

[0059]

Furthermore, for the six laminates for comparison aswell,
the same operation as that for the member to be etched was
performed, and an etching rate (nm/min) of each of elemental
tantalum, elemental cobalt, elemental copper, titanium
nitride, elemental nickel, and amorphous carbon was
calculated by dividing the size (nm) of the step difference
by the etching time (min). Table 1 illustrates the results.
[0060]

Note that conditions for measuring the size of the step
difference using the atomic force microscope are as follows:

Measurement pressure: atmospheric pressure (101.3 kPa)

Measurement temperature: 28°C

Measurement atmosphere: air atmosphere



Scanning range: 80.0 um in width, 20.0 um in height, 0°in
angle.
[0061]

[Table 1]

- 24 -



002 T°0 Taddoo
ueyl 9IO0R ueyl sSsoT | TelUsWSTH
00¢ T°0 ATeqoD SPTI3TU .
0¢ € 0T 08 06/0T Iy /ed XY
ueyl 9IO0R ueyl SsoT | TelULWSTH UODTTTS
00¢ T°0 untejuel
ueyl 9IO0RN ueyl SsoT | TeluUsWSTH
uoqIed
S T
snoydaowy
T°0 To¥2TU
0G ueyl 210N
ueyl SsoT | TelULSWSTH
T°0 SPTIITU
0G ueyl SI0RK
ueyl SSoT | WNTUBRTL SpPTXO
S € 0T 0GT 06/0T Iy/cd " XY
T°0 ITaddoo UODTTTS
0G ueyl SI0RK
ueyl SSoT | TelULSWSTH
T°0 1T7eqoo
0G UerYl} 9I0W
ueyl SsoT | TelULWSTH
T°0 unyejuel
0G UerYUl} 9I0W
ueyl SsoT | TelULWSTH
uoqIed
09 T
snoydaoury
009 T°0 To¥oTU
ueyl SIO0RK ueyl SsoT | TeluSWSTH
009 T°0 SPTIITU
ueyl 9IO0K ueyl SSoT | WNTUBRRTL SPTI3TU
09 € 0T 0GT 06/0T Ivy/cd " XY
009 °0 1addoo UODTTTS
ueyl S9IO0RK ueyl SsoT | TelULSWSTH
009 T°0 3ITeqoD
ueyl SIO0RK ueyl SsoT | TeljusweTHd
009 T°0 unteluel
ueyl 9IO0RK ueyl SSoT | TelULWSTH
oT3eI uTu e oT3eI
P 19bxel HUTYDIS-UON 1sbxel butyolrxd (uru) (ea3) (0,) OT3 uoT3Tsodwo)
A3TATIOSTSS SWTY sanssaaxd saxniexadwsl SWNTOA
butyolyg (uTw/wu) o3ex buUTYSIH butyolyg I9queyo-uT obeag seb butyoly

25



ueyl SIO0ON ueyl SsoT | TelusweTH
SpPTXO
0S¥ T°0 untejuely SP 0T 06¢ 06/0T Iv/ea TXH
UODTTTS
ueyl SIO0N ueyl ssoT | TelUSWSTH
uogIed
v v snoydaowy
0CLT T°0 TooTU
ueyl 9ION ueyl ssoT | TeluswaTd
0CLT T°0 SPTa3TU
ueyl 9ION ueyl SsoT | WNTUuelT] SPTIITU
CLT 0T 06¢ 06/0T Iv/ed TXH
0ZLT °0 1addoo UODTTTS
ueyl 9ION ueyl ssoT | TelusweTH
0CLT T°0 ITBJOD
ueyl SION ueyl ssoT | TeluUsSwWeTH
0cLT °0 untejuely
ueyl SION ueyl ssoT | TelUSWeTH
1°0 uogIed
0T URYUY} SI0W
ueyl sso7 | snoydiowy
T°0 To¥oTU
0T ueyl SI0W
ueyl sSsoT | TeluswsTd
T°0 SpTiiTu
0T ueyl Sa0W
ueyl SSoT | WNTuelT] SPTXO
T 0T 08 06/0T Iv/ed TXH
T°0 ITaddoo UODTITTS
0T ueyl SI0KW
ueyl ssoT | TelusweTHd
T°0 3TBJOD
0T ueyl SI0KW
ueyl ssoT | TelusweTH
1°0 unyejuel
0T ueyl SI0W
ueyl ssoT | TeluUSwWeTH
00¢ T°0 uoqied
ueyl 9IO0N ueyl sso7 | snoydiowy
00¢ T°0 To¥PTU
ueyl 9IO0R ueyl SsoT | TeluswaTd
00¢ T°0 SPTI3Tu
ueyl 9IO0R ueyl SSoT | WNTUe3T]

26



1°0 uogIed
0T ueyl SI0W
ueyl sso7 | snoydiowy
T°0 To¥oTU
0T ueyl SI0W
ueyl ssoT | TelUSWSTH
T°0 SPTa3Tu
0T ueyl SI0W
ueyl SSoT | WNTUuelT] SPTXO
0T 0ST 66/T IY/ed TXH
T°0 Iaddoo UODTTTS
0T ueyl SI0W
ueyl ssoT | TeluswaTHd
T°0 3TBJOD
0T ueyl SI0KW
ueyl ssoT | TelusweTHd
1°0 unyejuel
0T ueyl SI0KW
ueyl ssoT | TeluUsweTH
1°0 uoqIed
0G ueyl SI0KW
ueyl sso7 | snoydiowy
°0 To¥oTU
0G ueyl SI0KW
ueyl ssoT | TelUSWeTH
°0 SPTa3TU
0G ueyl 310N
ueyl SSoT | WNTUelT] SPTI3TU
0T 0GT 66/T Iv/ea TXH
°0 Iaddoo UODTTTS
0G ueyl SI0W
ueyl SsoT | TeluswsSTH
T°0 3TEBJOD
0G ueyl SI0W
ueyl ssoT | TeluswaTHd
1°0 unyejuel
0G ueyl SI0W
ueyl ssoT | TelusweTHd
uoqIed
T i
snoydaowy
0S¥ T°0 To3oTU
ueyl 9ION ueyl ssoT | TelusweTHd
0S¥ T°0 SPTA3TU
ueyl 9IO0N ueyl SSoT | WNTUuelT]
0S¥ °0 Iaddoo
ueyl SIO0R ueyl SsoT | TeluswsSTd
0S¥ T°0 3TEBJOD

27



‘06:0T = Seb JaouUuT:seb suTaOoNTF usaym ‘ordwexs I04

*06/0T Se pPegTIdssp ST 23T

*Seb 1ISUT O3 SBeH SUTIONTT JFO OTFBI SWNTOA ¥ («x

28



10

[0062]

Examples 2 to 18

As the etching target, a silicon oxide film or a silicon
nitride film was used as listed in Tables 1 to 3, and etching
conditions (etching gas composition, stage temperature,
in-chamber pressure, and etching time) were set as listed in
Tables 1 to 3 to perform etching in the same manner as in
Example 1. Then, anetchingrate of each of the etching target,
elemental tantalum, elemental cobalt, elemental copper,
titanium nitride, elemental nickel, and amorphous carbon was
calculated. Table 1 to 3 illustrate the results.
[0063]

[Table 2]
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[0064]

[Table 3]

_34_
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[0065]

Example 19

A member to be etched including a silicon oxide film as
the etching target, a member to be etched including a silicon
nitride film as the etching target, and the above six
laminates for comparison were placed side by side on the stage
in the chamber of the etching device, and etching was
performed in the same manner as in Example 1 to calculate an
etching rate of each. Table 3 illustrates the results.
[0066]

Comparative Examples 1 and 2

Etching was performed in the same manner as in Examples
1 and 2 except that the stage temperature was 30°. Table 3
illustrates the results.

Comparative Example 3

Etching was performed in the same manner as in Example
19 except that the stage temperature was 400°C, the etching
time was 1 minute, and the non-etching target of the laminate
for comparison was only titanium nitride. Table 3
illustrates the result.

Comparative Example 4

FEtching was performed in the same manner as in Example
1 except that the fluorine gas contained in the etching gas
was replaced with iodine heptafluoride (IF7) gas. Table 3
illustrates the result.
[0067]

Reference Example



10

15

20

25

There were prepared square silicon substrates each
having a 2 inch side length formed with a film of a non-etching
target (tantalum, cobalt, copper, titanium nitride, nickel,
or amorphous carbon) having a film thickness of 100 nm thereon
(manufactured by KST World Corporation). Then, a
rectangular nickel substrate having a size of 1 inch x 2 inch
was glued onto the film of each non-etching target using
grease (DEMNUM GREASE L-200 manufactured by Daikin Industries,
Ltd). The six laminates thus formed were used as laminates
for reference example. The nickel substrate was glued to
cover approximately a half portion of the film of each
non-etching target.

Etching of the six laminates for reference example was
performed in the same manner as in Example 1 except that the
etching time was 30 minutes, and etching rates of the films
of the non-etching targets were calculated. Table 3
illustrates the results.

[0068]

Example 20

The member to be etched used in Example 20 will be
described with reference to FIG. 3. The member to be etched
of FIG. 3 has a structure in which silicon nitride films 32
having a film thickness of 35 nm and silicon oxide films 33
having a film thickness of 35 nm were alternately laminated
into 30 layers for each on a silicon substrate 31 (for
convenience, FIG. 31illustrates a structure inwhich the films
are alternately laminated into 5 layers for each).

Additionally, the member to be etched of FIG. 3 has a structure
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in which an amorphous carbon film 35 having a film thickness
of 1 pum is additionally laminated on an uppermost layer
silicon oxide film 33. Here, the silicon nitride films 32
and the silicon oxide films 33 are etching targets, and the
amorphous carbon film 35 is a non-etching target. The member
tobe etched of FIG. 3 further includes a through hole 34 having
a diameter of 100 nm that penetrates through the 30-layered
silicon nitride films 32, the 30-layered silicon oxide films
33, and the single-layered amorphous carbon film 35 in a
laminating direction.

[0069]

The above member to be etched was placed on the stage
of an etching device having substantially the same
configuration as that of the etching device of FIG. 1, and
the temperature of the stage was raised to 150°C. DNext,
fluorine gas at a flow rate of 10 mL/min and argon at a flow
rate of 90 mL/min were mixed together to form a mixed gas,
and the mixed gas was used as the etching gas. Then, the
etching gas was supplied into the chamber, and distributed
for 1 minute for etching. The pressure in the chamber during
the distribution of the etching gas was 10 kPa. After
completion of the distribution of the etching gas, the heating
of the stage was finished, and the atmosphere in the chamber
was replaced with argon.

[0070]
The chamber was opened to take out the member to be etched.
In the member to be etched subjected to the etching, portions

of the silicon nitride films 32 exposed on the inner surface
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of the through hole 34 were etched, and particularly, the
silicon nitride films 32 were preferentially etched over the
silicon oxide films 33, so that parts of the inner surface
of the through hole 34 extended radially outward.

[0071]

Portions of the silicon oxide films 33 exposed on the
inner surface of the through hole 34 were less likely to be
etched than those of the silicon nitride films 32, and the
amorphous carbon film 35 was hardly etched, which resulted
in the formation of a structure in which end portions of the
silicon oxide films 33 and the amorphous carbon film 35
protruded in the through hole 34.

[0072]

The member to be etched taken out was cut, and scanning
electronmicroscopic analysis was performed on cross sections
of the 30-layered silicon nitride films 32 and cross sections
of the 30-layered silicon oxide films 33, respectively. More
specifically, in each of the 30-layered silicon nitride films
32, a radial distance between the portions of the silicon
nitride films 32 exposed on the inner surface of the through
hole 34 and the portion of the amorphous carbon film 35 exposed
on the inner surface of the through hole 34 was measured.
Additionally, in each of the 30-layered silicon oxide films
33, a radial distance between the portions of the silicon
oxide films 33 exposed on the inner surface of the through
hole 34 and the portion of the amorphous carbon film 35 exposed
on the inner surface of the through hole 34 was measured.

[0073]
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Specifically, due to the etching, the inner surface of
the through hole 34 extended radially outward, increasing the
radius of the through hole 34, and the resulting radius
difference was measured. Then, the radius difference was
divided by the etching time to calculate relative etching
rates of silicon nitride and silicon oxide with respect to
amorphous carbon. Note that an amorphous carbon etching rate
was calculated by comparing diameters of the through hole 34
before and after the etching, but there was almost no change
in the diameter thereof.

[0074]

Then, averages and standard deviations of the etching
rates of the 30-layered silicon nitride films 32 and the
30-layered silicon oxide films 33 were calculated to evaluate
whether or not a relative etching rate in an in-plane
direction (a direction parallel to a film surface) changed
depending on the position of the film in the laminating
direction, i.e., a relative etching rate uniformity. Table
4 1illustrates the results.

[0075]

[Table 4]
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[0076]

Examples 21 to 27

Etching conditions (etching gas composition, stage
temperature, in-chamber pressure, and etching time) were set
as listed in Table 4, and etching was performed in the same
manner as in Example 20 to calculate relative etching rates
of siliconnitride and silicon oxide with respect to amorphous
carbon. Table 4 illustrates the results.

[0077]

The results of Examples 1 to 6 show that as the stage
temperature increases, the etching rates of silicon nitride
and silicon oxide increase.

The results of Examples 7 to 10 show that the smaller
the percentage of the inert gas in the etching gas, the faster
the etching rates of silicon nitride and silicon oxide.

The results of Examples 15 to 18 show that similar results
are obtained even when nitrogen gas or helium is used instead
of argon as the inert gas.

[0078]

The results of Examples 11 to 14 show that the higher
the in-chamber pressure, the faster the etching rates of
silicon nitride and silicon oxide. The reason for this seems
to be that an increased partial pressure of the fluorine gas
in the chamber increased a contact frequency between surfaces
of the silicon nitride and the silicon oxide and the fluorine
gas, and thereby etching proceeded promptly.

[0079]
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The result of Example 19 shows that even under the
conditions where silicon nitride and silicon oxide are
present in the same chamber, the etching of each thereof
proceeds without problems. On the other hand, the results
of Examples 1 to 19 and the Reference Example show that the
etching of tantalum, cobalt, titaniumnitride, copper, nickel,
and amorphous carbon hardly proceeds. The results obtained
above indicate that using the etching method according to the
present embodiment allows silicon nitride and silicon oxide
to be selectively etched with respect to the non-etching
target.

[0080]

The results of Comparative Examples 1 and 2 show that
when the stage temperature is as low as 30°C, the etching of
the etching target hardly proceeds. On the other hand, the
result of Comparative Example 3 show that when the stage
temperature is as high as 400°C, the etching of the non-etching
target proceeds, which indicates that the etching target
cannot be selectively etched with respect to the non-etching
target.

The result of Comparative Example 4 show that even when
etching is performed using iodine heptafluoride gas as the
etching gas under the same conditions as in the etching method
according to the present embodiment, the etching of the
etching target hardly proceeds.

[0081]
The results of Examples 20 to 27 show that the etching

rates of silicon nitride and silicon oxide are increased by
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increasing the stage temperature, increasing a ratio of the
fluorine gas flow rate to the inert gas flow rate, or
increasing the in-chamber pressure. On the other hand, even
when the type of the inert gas was changed, there was almost
no effect on the etching rates.

[0082]

In addition, a ratio of the etching rate standard
deviation of silicon nitride to the etching rate average
thereof was approximately from 4 to 8%, which indicates that
the etching of the 30-layered silicon nitride films 32
proceeded substantially uniformly regardless of the
positions of the silicon nitride films 32 in the laminating
direction. 1In contrast, the etching rate of silicon oxide
was smaller than that of silicon nitride under all of the
conditions, and the etching rate standard deviation of

silicon oxide was less than 0.5 under all of the conditions.

Reference Signs List
[0083]
1: Fluorine gas supply unit
2: Inert gas supply unit
3: Fluorine gas flow rate control device
4: Inert gas flow rate control device
5: Fluorine gas supply pipe
6: Inert gas supply pipe
7: Fluorine gas pressure control device
8: Inert gas pressure control device

10: Chamber
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11:

12:

13:

14:

15:

16:

21:

22

23:

31:

32:

33:

34:

35:

Stage

Member to be etched
Exhaust pipe
Thermometer

Vacuum pump

Pressure gauge
Silicon substrate
Silicon nitride film
Nickel substrate
Silicon substrate
Silicon nitride film
Silicon oxide film
Through hole

Amorphous carbon film
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CLAIMS

1. An etching method comprising an etching step in
which an etching gas containing fluorine gas is brought into
contact with a member to be etched including an etching target
being a target of etching with the etching gas and a
non-etching target not being the target of the etching with
the etching gas in an absence of plasma to selectively etch
the etching target with respect to the non-etching target,

wherein the etching target contains a silicon compound
including at least one of a nitrogen atom or an oxygen atom
and a silicon atom;

wherein the non-etching target includes at least one
selected from tantalum, cobalt, copper, titanium nitride,
nickel, and amorphous carbon; and

wherein the etching step is performed under temperature

conditions of from 40°C to less than 350°C.

2. The etching method according to claim 1, wherein
the silicon compound is at least one of silicon oxide or

silicon nitride.

3. The etching method according to claim 1 or 2,
wherein the etching step is performed under pressure

conditions of from 1 Pa to 100 kPa.
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4. The etching method according to any one of claims
1 to 3, wherein the etching step is performed under

temperature conditions of from 70°C to 330°C.

5. The etching method according to any one of claims
1 to 4, wherein the etching gas is a gas comprising only
fluorine gas or is a mixed gas containing fluorine gas and

inert gas.

6. The etching method according to claim 5, wherein
the inert gas is at least one selected from nitrogen gas,

helium, argon, neon, krypton, and xenon.

7. The etching method according to any one of claims
1 to 6, wherein an amount of the fluorine gas contained in

the etching gas is from 0.5% by volume to 70% by volume.

8. The etching method according to any one of claims
1 to 7, wherein the non-etching target is used as a resist

in the etching of the etching target with the etching gas.

9. The etching method according to any one of claims
1 to 8, wherein an etching selectivity ratio being a ratio
of an etching rate of the etching target to an etching rate

of the non-etching target is 3 or more.

10. A method for manufacturing a semiconductor

element, the method using the etching method according to any



one of claims 1 to 9 tomanufacture the semiconductor element,
wherein the member to be etched is a semiconductor substrate
including the etching target and the non-etching target; and
wherein the method comprises a processing step of removing
at least a part of the etching target from the semiconductor

substrate by the etching.



