
,. 

REPLACED SHEETS SG 
0 De~cription ; paged ... ::-... to paged .::-: •..•.. 
fir Claur~(s) : paged .. t.?:-.. to paged./!~ .. . 
0 Drawmg{s) : paged .... ::. to paged.-:-: ..... .. 
Cd' Abstract : paged f.8!!:~0 paged .. : ...... . 
DATE OF RECEIPT 

··································· 

P~OCESS FOR PRODUCING POLYESTER RESIN 
FOAM AND POLYESTER RESIN FOAM SHEET 

FIELD OF THE INVENTION 

This invention relates to a process for produc-
th.~o~~c. ~ -e.J<.ti'v-S';°"' oJ..so ~ 

ing a/ polyester resin foany, and more partie~arl1 to a 
.,,~J: 

prosess feE preetteia~ a polyester resin foamJ, which 

gives fine cells uniformly formed at .a high expansion 
ca~ . 

ratio and does not ca!1se the iiic~pgratiee of colored 

contaminants in the foam even in continuous extrusion 

operation. 
~&~c. . 

It also relates to a /Polyester resin foam 

sheet excellent in thermoformability. 

The polyester resin foam of the present 

invention is -~in rigidity, though the foam has a_ low 

~pparea~ density and is lightweight. Further, the foam 

is excellent in heat resistance, chemical resistance, 

heat insulating properties and shock-absorbing proper-

ties and can be widely used. Particularly, the poly-

ester resin foam sheet is suitable for use as a material 

which can be thermoformed into heat-resistant food 

containers. 

BACKGROUND OF THE INVENTION 

Thermoplastic polyester resins such as poly-

ethylene terephthalate and polybutylene terephthalate 

are excellent in mechanical characteristics, heat 

resistance, chemical resistance and dimensional stabi-
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o.r~. 

lity and ea'1'ee widely used in the fields of injection-

molded· articles, fibers and films. ·However, it is 

difficult that the thermoplastic polyester resins during 

melting are brought into such viscoelastic properties 
0... blcl.l.l~~ o...~_,..J­

that foams can be obtained. Hence, ~ is easily 

released during elEpal"teif;;lding by extrusion and it is 
c)....csJ 

difficult to obtain good foams wherein fine;cells are 

uniformly formed. To. solve this problem, there was 

proposed a 

incorporated 

method wherein diglycidyl esters are 
~GJ"\ 

in aromatic polyesters in the ;extrusion 

~pa!'lsiea mel.aiag/ of the aromatic polyesters [see, JP-B-

61-48409 (the term "JP-B" as used herein means an 

examined Japanese patent publication)]. In the 
too.."" 

;extrusion ;ixpa:i:isiea melaiR~/ of thermoplastic polyesters, 

there was proposed a method wherein polyf unctional 

diglycidyl esters and polyfunc~ional carboxylic acid 

anhydrides are incorporated in thermoplastic polyesters 

to improve the melt viscosity of the thermoplastic 

polyesters [see, JP-A-59-210955 (the term "JP-A" as used 

herein means an "unexamined published Japanese patent 

application")]. 

The present inventors have been engaged in the. 

production and study of . extruded foams for many years 

and have had experience in that when the !extrusion f foam\ 

foldia~ ef molding ·materials/ comprising a thermoplastic 
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polyester in admixture with diglycidyl ester compounds 
s~A CO . ~ Y'l,.4"' 

is;continuous1:f eead~ceed £e~y· he~rs, the resulting 

foam becomes brown. · The present inventors have 

continued to make the study and found that when 
di:. 

pyromellitic ~hydride is mixed with a thermoplastic 

polyester without using any diglycidyl ester 
o.;...J.. bu.rn.e..J 

the resµlting foam is not coloredi< even when 
. .ar.d:l"\oL. S' I IS"' 

ma1;¥ag is continuousl¥ conducted over a long 

time. 

cof!':~d, 
ex~sieR 

period of 

The present inventors have further continued 

making the studi and found that when compounds having 

two or more acid anhydride groups per molecule such as 

pyromellitic dianhydride and compounds of Group I, II or 

III metals of the Periodic Table are added to 

thermoplastic polyester resins, the viscoelasticity of 

the molten materials is improved. and at the same time, 

there can be obtained foams having high tensile 

elongation and more finer cells. 

JP-A-59-135237 (U.S. Patents 4,462,947 and 

4,466,943, European Patent Oll5162A) discloses that 

polyester resin foam sheets can be thermoformed into 

heat-resistant food containers which can be used in 
~ ov~ 0-rrL."c.~r 

micrewar..·e reae. However, the method disclosed therein 

has disadvantages in that since not only the melt 

viscosity is low when a polycarbonate is merely mixed, 
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but carbon dioxide liberated from the polycarbonate is 

used as a blowing agent, expansiop ratio is low, heat 
~ b~ tt..Ma'l~.P. 

resistance is poor and ehe ~rtj.Gles can:not ~ht with 
~ 

/bare hands when ~ite ar'eioles are/ used jH ooat;aiaerey' for 

heating or cooking foods in microwave ovens. . 
~~~ 

The.present inventors have found/polyester resin 

foam sheets having a high expansion ratio, good heat 

insulating properties ~nd excellent thermofoamability in 

the above-described study. 

SUMMARY OF THE INVENTION 

Accordingly, it is an object of the present 

invention to provide a process for producing a thermo­

plastic polyester resin foam which is highly expanded by 

adjusting viscoelastic oroperties during melting in the 

extrusion &~A me~ding of thermoplastic polyester 

resins. 

It is another object of the present invention to 

provide a process. for producing a thermoplastic. poly­

ester resin foa~ which does not cause the i~tiGA 
of colored contaminants therein even when long-term 

con~nuous operation is conducted in the extrusion 
~o...,_,..~ 

eMpa19fon melelin§ of thermoplastic polyester resins. 

It is still another object of the present 

invention to provide a process for producing a thermo­

plastic polyester resin foam having uniform fine cells 
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in the extrusion of thermoplastic 

polyester resins. 
-

It is another ohject of the present invention to 

provide a thermoplastic polyester resin foam excellent 

in tensile strength and tensile elongation in extrusion 
-{;~.......:......~ 

expaasi,...- melaia~. 

It is still a further object of the present 

invention to provide a process for producing a 
'IL 

thermoplastic polyester resin foam which is highly 

expanded and has excellent heat resistance by re-heating 

an extrusion-expanded thermoplastic polyester resin foam 
I 

to carry out post-expansion. 

It is another object of the present invention to 

provide an extruded foam sheet of a thermoplastic 

polyester resin, which is excellent in formability such 

as thermoformability. in tae eutrtu!lilR eu~aRai.en m::ile.i.R~ 

-e~ taar&1Qple9tic polyester 1e~ifts. 

It is still a further object of the present 

invention to provide a heat-resistant food container 

which is obtained by thermoforming an extruded foam 

sheet of a thermoplastic polyester resin and can be used 
~ Oy(.~ tLn-..L",. - r; _ -

in oveAs or mi'?°waxrQllg•Ui'Qs."7~~ 

The present invention is intended to achieve the 

above-described objects and the essentials of the 

present invention resides in that: 
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( 1) a process for producing a thermoplastic poly-

ester resin foam comprising mel~ing ·a thermoplastic 

polyester resin, mixing .the molten resin with a blowing 

agent and 

to carry 

compound 

extruding the mixture into a low-pressure zone 
fh~~~ . 

out elcpaaei~· melairl~, characterized in that a 

having two or more acid anhydride groups per 

molecule is added to the thermoplastic polyester resin; 

(2) a process for. producing a thermoplasticPe~ 
foam comprising melting a thermoplastic polyester resin, 

mixing the molten resin with a blowing agent and 

extruding the mixture into a low-pressure zone to carry 
-Mo..~9 

out e~paasi~· meleia§, characterized in that a compound 

having two or more acid anhydride groups per molecule 

and a compound of a metal of Groups I, II or III 

elements of the Periodic Table are added to the 

thermoplastic polyester resin; 

( 3) ~ process for producing a thermoplastic poly-
~sv... ~!:1 

ester; foam comprising qttf')i&AiR§ a high-temperature 

thermoplastic polyester resin foam immediately after 

expansion to a temperature of not higher than the glass 

transition point of the resin to thereby bring its 

crystallinity to 30\ or lower and then heating the 

polyester resin foam to 60°C or higher; 

{4) a thermoplastic polyester resin foam sheet which 

is an extruded foam sheet of a thermoplastic polyester 
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resin and has a"crystallinity of not higher than 20% and 
,lcro 11.....:.... ~ ;_ Q. 

an molecular orientation ratio of 4.5 or below/is tae 
~Y\ ~ sw-~c..... ~ ,O...c... . 

direction ef;!aee e£ foam sheet; and 

( 5) a food container prepared by bonding a non-foam 

film of a thermoplastic resin to at least one side of a 

thermoplastic polyester resin foam sheet to obtain a 
~r~~ 

laminated sheet and mol;.tai; the sheet into a container 

in such a manner that.._: the non-foam film is positioned 

inside. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Figures l to 3 are sectional views of means for 

carrying out re-heating according to present invention. 

Figure 4 shows diagranunatically one embodiment 

of a means for continuously carrying out re-heating 

according to the present invention. 

Figure 5 is a graph illustrating the results of 

Test Example 2. 

Figure 6 shows a side view of a food container 

according to the present invention. 
o..r 

Figure 7 shows a pla~ view of a food container 

according to the present invention. 

Figures a·, 9 and 10 are electron microscopic 

photographs which show the shapes of cells of the foams 

prepared in Examples 9, 12 and 17, respectively. 
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DETAILED DESCRIPTION OF THE INVENTION 

In the production of the ~olyester resin foams 

of the present invention, extruders are used. Thermo­
M.t.ULJ 

plastic polyester resins are Rle}tea under an elevated 

pressure in the extruders and the molten resins are 

extruded through die into a low-pressure zone.to produce 

foams. 

In the production of the polyester resin f cams 
"' 

of the present invention, compounds having two or more 

acid anhydride groups per molecule are added to 

thermoplastic polyester resins. By adding the compounds 

having two or more acid anhydride groups per molecule, 

the viscoelastic properties. of the thermoplastic 
...e.,c...t""'"-'S I~ 

polyester resins during .ma~4ag can be improved, whereby 

gasified blowing agents can be retained in the interiors 
c.lc~ c:.t.Us 

of ~o and uniformly dispersed fine cells can be 

formed }ia tse i~tariore 

.moleia~ using extruders. 

ef tae foams i.~ axpaaeion 

It is believed that the compound having two or 

more acid anhydride groups per molecule is bonded to OH 

groups · in the molecule chain of the thermoplastic 

polyester resin and crosslinking gently takes place, 

whereby the viscoelastic properties of the thermoplastic 
~ru..St~ 

polyester resin during mei)tiAg can be improved. 
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The t~rm "viscoelastic properties during 

melting" can be confirmed by a phenomenon wherein the 

molten resin is swollen or shrunk from the outlet 
~ 

dimaR:sieR Of/ die when the molten resin is extruded 

through the die, and can be generally represented by a 

die swell ratio. The die swell ratio can be m~.asured 
-r-oCJJ\.J... ~~-c.. 

when a molten resin is extruded through a /die having a 

circular section. Die swell ratio can be determined by .. 
the following formula. 

trusion 

(Diameter of extruded melt) 
Die swell ratio = 

(Diameter of outlet of die) 

Die swell ratio is an important factor in ex­
~o..~,...~ 

elft'a~i.011 muldin~. It is preferred that die 

swell ratio is 2 to 5 in order to obtain foamed maldeu 

articles having a large sectional area and uniformly 

dispersed fine cells in particular. 

In the present invention, a blend of a 

thermoplastic polyester re~in and a compound having two 

or more acid anhydride groups is molten in an extruder, 

a blowing agent is generally injected into the molten 

blend arid the r~sulting molten 

the die of the extruder for 

low-pressure zone to produce a 

- 9 -
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In another embodiment of the present invention, 

a compound having two or more acid. anhydride groups per 

molecule and further a compound of a metal of Group I, 

II or III elements of the Periodic Table are added to a 

thermoplastic polyester resin. In the same manner as 

that described above, the resulting blend is fed to an 

extruder to produce a foam. By adding a compound of a 

metal of Group I, II or III elements of the Periodic ... 

Table, there can be obtained a thermoplastic polyester 

resin foam having finer cells uniformly dispersed 

therein. 

Thermoplastic polyester resins used in the 

present invention are linear polyesters of poly-

condensates of an aromatic dicarboxylic acid component 

and a diol component. 

Examples of dicarboxylic acid components which 

can be used in the present invention include tere-

phthalic acid, isophthalic acid, naphthalenedicarboxylic 

acid, diphenyl ether carboxylic acid, diphenyl sulfone 

dicarboxylic acid and diphenoxyethanedicarboxylic acid. 

Examples of ·dial components which can be used in 

the present invention include ethylene glycol, tri-

methylene glycol, tetramethylene glycol, neopentyl 

glycol, hexamethylene glycol, cyclohexanedimethanol, 

tricyclodecanedimethanol, 2,2-bis(4-S-hydroxyethoxy-
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phenyl}propane, 4,4-bis(B-hydroxyethoxy)diphenyl 

sulfone, diethylene glycol and 1,4-~utanediol. 

Polyethylene terephthalate, polybutylene tere-

phthalate, polybutylene 
o..~h.ous 

-erys~lliae polyesters, 
r~<...t+.n.c.. ---rk.t:ko..l.o.CC.. 

~ana mixtures thereof 

terephthalate elastomer, Jlieft.,t 

polycyclohexane terepnthalate 
J 

are preferably used as the 

polyesters comprising these di·carboxylic acid components 

and these dial components. Modified resins composed of 
' 

at least 50% of these thermoplastic polyester resins can 

be used. 

Any of aromatic acid anhydrides, cyclic 

aliphatic acid anhydrides, fatty acid anhydrides, 

halogenated acid anhydrides, etc. can be used as the 

compounds having two or more acid anhydride groups per 

molecule, so long as they have at least two acid 

anhydride groups per molecule. Further, mixtures there­

of and modified compounds thereof can be used. 

Preferred examples of the compounds include pyromellitic 
·~ 
~ydride, benzophenonetetracarboxylic ae:i:d. dianhydride, 

cyclopentanetetracarboxylic a-i id 

diphenyl sulfone tetracarboxylic 

dianhydride, a:nd 
~- - --> 

~ dianhydride} 

Among them, pyromellitic dianhydride is more preferred. 

The compounds having two or more acid anhydride 

groups per molecule are used in an amount of preferably 

O. 05 to 5. O parts by weight per 100 parts by weight of 
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the thermoplastic polyester resin. When the amount of 

the compound having two _or more ~cid anhydride groups 

per molecule is less than O. OS part by weight per 100 

parts by weight of the thermoplastic polyester resin, an 

effect of improving the viscoelastic properties of the 
.e..i~s.;,..._ 

ther~oplastic polyester resin during me1:)iia§ is not 

sufficient and good foam cannot be formed, while when 

the amount exceeds s.~ parts by weight, the gelation of 

the molten_ material ~f t;.tie t~ermoplastic polyester resin 
~S·~·~a..,.._..._~ 

proceeds and expaHsiorymolding cannot be effected. 

Any of inorganic compounds and organic compounds 

can be used as the compounds of metals of Group I, II or 

III elements of the Periodic Table, so long as they have 

these metals as their constituent atoms. Examples of 

the inorganic compounds include potassium chloride, 

sodium chloride, sodium hydr~gencarbonate, sodium 

carbonate, potassium carbonat-e, zinc carbonate, 

magnesium carbonate, calcium carbonate, aluminum 

carbonate, sodium oxide, potassium oxide, zinc oxide, 

magnesium oxide, calcium oxide, aluminum oxide and the 

hydroxides of these metals. Examples of the organic 

compounds include sodium stearate, potassium steara te, 

zinc stearate, magnesium stearate, calcium stearate, 

aluminum stearate, sodium montanate, calcium montanate, 

lithium acetate, sodium acetate, zinc acetate, magnesium 
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acetate, calcium acetate, sodium caprylate, zinc 

caprylate, magnesium caprylate; calcium caprylate, 

aluminum caprylate, sodlum myristate, zinc myristate, 

magnesitim myristate, calcium myristate, aluminum 

myristate, calcium benzoate, potassium terepht~alata, 

sodium terephthalate, sodium ethoxide and potassium 

phenoxide. Among them, the compounds of Group I or II 

metals of the Periodic Table are preferred and the 

compounds of Group I metals are more preferred. By 

using the compounds of Group I, II or III metals, the 

cells of the resulting thermoplastic polyester res·in 

foam are made finer and at the same time, an effect of 
~s~5 ~ visc.oJ.a..~~ 

thiek-enia§ efi~ltea resia by the compound having two 

or more acid anhydride groups per molecule can be 

increased. 

The compounds of Group I, II or III metals of 

the Periodic Table are used in an amount of 0.05 to 5.0 

parts by weight per 100 parts by weight of the 

thermoplastic polyester resin. When the amount of the 

compound is less than O. 05 part by weight, effects of 

making tt~e cell~ of . the re~ul ting . :foam finer 
.{:J-11. .q__t~~C;l-1 of W\..C..r-t-a.><A'\j &. V?.Scod.o..<>kic.J5 
inereaeiA~ ~e eaielteftift~' OE Ute !Releen resin- by 

compound having two or more anhydride groups are 

and 

the 

not 

sufficient, while when the amount exceeds 5 parts by 
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weight, the resulting foam is colored and the viscosity 
~ ~k.st"4V..~ 

of the molten thermoplastic polyester resin is ~· 

Any of ·blowing agents can be used in the 

production of the thermoplastic p9lyester resin foams of 
.(.A.~ va..r~~~ J><t,U:J..s 

the present invention, so long as they arelgaei:Eied er 
or~~~9os~~ 

ex~aadea ay~lJ,u1atiag. Easy vaporizable blowing agents 

such as inert gases, saturated aliphatic hydrocarbons, 

saturated alicyclic hjdrocarbons, aromatic hydrocarbons, 

halogenated hydrocarbons, ethers and ketones are 

preferred. Examples of these easy vapor izable blowing 

agents include carbon dioxide, nitrogen, methane, 

ethane, propane, butane, pentane, hexane, methylpentane, 

dimethylbutane, methylcyclopropane, cyclopentane, cyclo­

hexane, methylcyclopentane, ethylcyclobutane, 1,1,2-

trimethylcyclopropane, trichloromonofluoromethane, di-
~ 

chlor¥fuoromethane, monochlorodifluoromethane, tri-

·chlorotrifluoroethane, dichlorotetrafluoroethane, di-

chlorotrifluoroethane, monochlorodifluoroethane, tetra-

fluoroethane, dimethyl ether, 2-ethoxyethane, acetone, 
.::::..- --> 

methyl ethyl ketone~a:A:G acetylaceton~. 

Usually, the blowing agent is injected into the 

molten blend of the thermoplastic polyester resin, the 

compound having two or more acid anhydride groups per 

molecule and other additives on the way of an extruder. 

The amount of the blowing agent to be injected is from 
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0.05 to 50% by weight based on the amount of the molten 

blend. When the amount of the blowing agent is less 

than 0.05% by weight; the resulting foam is not 

sufficiently expanded, while when the amount is more 

than 50% by weight, the gas of the blowing agent is not 
~~~ 

accommodated sy ;;re fomn, but blows off and the foam 

cannot be formed into a desired shape. The preferred 

amount of the blowing. agent is O .1 to 30% by weight 

based on the amount of the molten blend. 

In the production of the thermoplastic polyester 

resin foams of the present invention, stabilizer, 

expansion nucl~ating agent, pigment, filler, flame 

retarder and antistatic agent may ~e optionally added to 

the resin blend to improve the physical properties of 

the thermoplast1c polyester resin foams and molded 

articles thereof. 

resin 

In the production o.E the thermoplastic polyester 

f f th t . t . ~°'"~-' lei. oams o e presen inven ion, e1EpaR.~._.A moo .iA9 

can be carried out by any of blow molding process and 

extrusion process using ~ingle screw extruder, multiple 

screw extruder and tandem extruder. 

Dies used in the extrusion process or the blow 

molding process are flat die, circular die and nozzle 

die according to the shape of the.desired foam. 

This Sheet Has Been Replaced 

· I lllllll llllll ll\1.\11 Ill\ 
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In the ·production of the polyester resin foams 

of the present invention, the thermoplastic polyester 

resin can be mixed with.the compound having two or more 

acid anhydride groups per molecule and other additives 

by any of the following methods. 

(A) The thermoplastic polyester resin is mixed with 

the compound having two or more acid anhydride groups 

per molecule at a low, temperature (e.g., a temperature 

of not higher than 1S0°C). (For example, the powder of 

the compound having two or more acid anhydride groups 
~tu..c.k. 

per molecule is s~Aklee on the pellet of the 

thermoplastic polyester resin). 

{ B) The compound having two or more acid anhydride 

groups per molecule is previously melt-mixed with a 

thermoplastic resin, the mixture is pelletized and the 

pellet is mixed with the thermoplastic polyester resin 

(this thermoplastic resin may be the same as or 

different from the thermoplastic polyester resin, but is 

preferably one compatible with the thermoplastic 

polyester resin). 

{C) The thermoplastic polyester resin is previously 

fed to an extruder hopper to melt it and the compound 

having two or more acid anhydride groups per molecule is 

fed through a feed opening provided at the cylinder of 

the extruder to effect mixing. 
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In any ·of the above mixing methods, 

content of the resin blend sho~ld be as small as 

possible and is reduced to preferably not higher than 

200 ppm. It is preferred that the thermoplastic 

polyester resin is dried at a tamperature of 60 to 180°C 

with hot air having a dew point of not higher than -20°C 
o-bov.J::' 

in a dehumidifying hot-air dryer for/4 hours. 

The present inyention also relates to a process 

for producing a 

which comprises 

thermoplastic polyester resin foam, 
C,.O""'\\ \i.:,...~ 

qae!)SaiRg a high-temperature thermo-

plastic polyester resin foam inunediately after expansion 

to a temperature of not higher than the glass transition 

point of the resin to bring the crystallinity to 30% or 
~ha.r 

below and then heating the foam to not )tmer than 60°C. 

Pre-expanded (primarily expanded) foam extruded 

through an extruder has only a low expansion ratio and 

usually a high density. The expansion ratio varies 

depending on the shapes of foams, but is about 5 times 

at most when the extruded foam is a sheet. In the 

present· invention, the thus-obtained pre-expanded foam, 

while its temperature is high immediately after 
c..~ 

extrusion, is qtt~fiee to a temperature of not higher 

than the glass transition point of the polyester resin. 

The glass transition point of the polyester resin varies 

depending on the types of carboxylic acids and alcohols 
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which constitute polyesters, but is generally in the 
'3 

range of ~O to 90°C. Hence, the foam is generally 
c.~ 

qY'1"<aaeEi to a temperature of not higher than 60°C. 

When the pre-expanded foam is 
~~ 

c::..~ 
f:itttp1'ehed, it is 

s~ai:Eied without having -a- time to crystallize, and 

hence the crystallinity thereof is low. The 

crystallinity varies depending on the degree of 
C...00~ 

qHen9'r'ift~. For example, the crystallinity varies 

depending on the type and temperature of cooling media 

and the contact conditions of the foam with the cooling 

media. When the pre-expanded foam prepared by extrusion 

is brought into directly contact with water at room 

temperature, the crys_tallini ty thereof is several % to 

ten-odd %, generally not higher than 30%. However, when 

the pre-expanded_ foam prepared by extrusion is put into 

a mold to shape it, crystallinity becomes 30% or higher, 
c:..~· 

since the foam is not qu~aed· unlesd the mold is 

forcedly cooled. Particularly, the crystallinity of 

thick-wall pre-expanded foam becomes 30% or higher. 

Accordingly, when the pre-expanded foam is prepared by 

means of the extruder, the foam is allowed to proceed 
c.~ 

along a cooled mold to thereby ~~7"1ch it. 
c..~~ 

In order to conduct effectively the qH,...SA•R~ of 

the pre-expanded foam, it is desirable that the foam has 

a large surface area in comparison with its volume. 
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Namely, it is desirable that the foam is in the form of 

a sheet, if possible and its thic~ness is not more than 

10 mm, preferably not more than 3 mm. When the sheet is 

cylindrical, a mandrel is put into the inside of the 

cylinder, the sheet is allowed to proceed along the 

mandrel which is cooled with water and the length of the 

mandrel should be as long as possible. On the other 

hand, when the sheet is a flat sheet, the sheet is put 

between a pair of rollers and allowed to proceed while 

cooling and at the same time, the rollers are cooled 

with water and the diameters of rollers should be as 

large as possible. In. this way, the crystallini ty of 

the pre-expanded foam is brought to 30% or below. 

The foam is then re-heated to carry out post 

expansion (secondary expansion). For post expansion, 

the foam is heated to 60°C or higher. Any of heating 

means can be used. For example, heating may be 

conducted by conduction in contact with a heating plate. 

Alternatively, heating may be conducted by radiation, 

convection or high-frequency power. Any of heating 

media can be used, so long as polyester resins are not 

deter:iorated by them. A preferred heating method is 

such that the pre-expanded foam is brought into contact 

with a heated metal or air or with steam or heated 

water. 
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The heating time for the post expansion is 

determined according to the properties· of the resins, 

the shape and the type· and temperature of the heating 

medium. Generally, when the temperature of the heating 

medium is low, heating time is prolonged, while when the 

temperature is high, heating time is shortened. 

Further, when the foam is thick-walled, heating time is 

prolonged, while when ,the foam is thin-walled, heating 

time is shortened. 

It is preferred that a metal plate is heated to 

60 to 200°C and the pre-expanded foam is brought into 

contact with the metal plate for 5 ·seconds ·or longer 

when the foam is heated by bringing it into contact with 

the metal plate. When the pre-expanded foam is heated 

by bringing it into contact with air, it is preferred 

that the foam is put into an oven, the temperature 

within the oven is elevated to 100 to 230°C and the foam 

is heated for 10 seconds to 5 minutes. It is desirable 

that when the foam is heated by the metal ~t or air, 

the foam is left to stand for at least 24 hours, usually 

about 3 days after the pre-expansion and then is 

subjected to the post expansion without conducting post 

expansion immediately after pre-expansion. 

On the other hand, when the pre-expanded foam is 
M­

heated by bringing it into contact with steam or ht;ie('ted 
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water, post expansion can be carried out immediately 

after pre-expansion. In this case, the temperature of 

steam or water is 60 t-o 125 ~c and contact time is 10 

seconds to 5 minutes. 

The polyester resin foam can be brought into 

contact with steam or water by various methods. For 

example, the foam l may be immersed in heated water 2 as 

shown in Fig. 1. In Flg. 1, a numeral 8 means a burner. 

In another embodiment, a metal gauze 3 is placed above 

the surface of heated water and the foam 1 is placed on 

the metal gauze 3 and is brought into contact with steam 

4 which is evaporated from water 2 as shown in Fig. 2. 

In other embodiment, pressurized steam 4 is ~lown into a 

container 9 containing the foam l as shown in Fig. 3. 

It is preferred that the foam is placed in a 

mold and molded into a desirable shape when the foam is 

to be heated by bringing ii: into contact with water or 

steam. .When a mold is used, water or steam is allowed 
~kc.r...JL 

to pell~rat:a into the mold to thereby bring the foam 

into directly contact with water or steam. 

When the polyester resin foam is heated to 60°C 

or higher by bringing it into ·contact with water or 

steam in the manner described above, the foam is post-

expanded to form a foam having a low density. 

Generally, highly post expansion can be easily conducted 
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by heating with water or steam rather than air. 

Further, steam is more preferable than water. When 

heating is conducted with water or steam, the post 

expansion ratio is at least 1.3 though it is lower than 

the pre-expansion ratio, and it is possible that the 

ratio is 4 or more. In addition thereto, expansion can 

be uniformly carried out and the resulting post-expanded 

foam has fine, uniform cells. In this way, a low­

densi ty foam of good quality can be obtained. 

Thus, when the pre-expanded foam is heated, not 

only a low-density foam can be readily obtained, but the 

post-expanded foam can be rendered to have a crystal­

lini ty of 15% or more. A foam having a crystallinity of 

15% or more is a foam which is very excellent in heat 

resistance in a heating atmosphere and can be used for 

heat-resistant food containers, heat insulating 

materials, etc. 

Further, the melt viscosity, die swell ratio, 

etc. of the thermoplastic polyester resins are adjusted 

in the process of the present invention to produce 

extrusion foam sheets. The extrusion foam sheets of the 

thermoplastic polyester resins have a density of 

preferably not higher than O. 7 g/cm3, more preferably 

not higher than 0.5 g/cm3. When the density exceeds 0.7 

g/m3 , heat insulating properties, lightweight properties 
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and cushioning properties as foam sheet are lost. It 

has been found that the extrusion· foam· sheets having a 

crystallini ty of not higher than 20% and a molecular 

orientation ratio of not higher than 4.5 in the 

direction of face of foam sheet are .Preferred from the 

viewpoint of thermoformability. It is difficult to 
~'SS 

lower the crystallinity through the ee,th, since the 

extrusion foam sheet .. immediately after extrusion has 

heat insulating properties. However, post thermo-

formability can be improved by lowering the molecular 

orientation ratio to a specific value or below. 

The molecular orientation ratio of the extrusion 
~...:....Ct ~~. ~rc..c....of'~ 

foam sheet/iR tae direction 651'faee of foam sheet can be 

adjusted to 4.5 or below by controlling expansion in the 

direction of extrusion and in the direction crossing the 

extrusion direction. As a preferred method therefor, 

there is generally used a method using a circular die 

and a cylindrical mandrel. Namely, expansion in the 

direction of extrusion 

the average flow rate 

can be controlled by the ratio of 
~~ 

of a m°;?Eea resin to a take-off 

speed in the direction of extrusion at the outlet gap of 

the circular die, and expansion in the direction 

crossing the extrusion direction can be controlled by 

the ratio (hereinafter referred to as blow-up ratio) of 
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the diameter of the outlet of the circular die to the 

outer diameter of the mandrel. 

Crystallinity is determined from quantity of 

heat of cold cr~tall,ization and quantity of heat of 
C~H<-~~~~0 

fusion in heating by heat-flu~ DSC/in the measurement of 

heat of transition according to JIS-K-71222 (Method for 

measuring heat of transition of plastics). Namely, 

crystallinity is determined by the following equation. 

Crystallinity 

(~ ~.'26) 

~ 

(Quantity of heat of fusion per 
mol) - (quantity of heat of 
cold crystallization per mol) 

( % ) = x 100 
Quantity of heat of fusion per 
mol of perfect crystallized 
resin 

Molecular orientation ratio in the direction of 
~ 

face of foam sheet is the ratio ~ the maximum value of 
o.--J. 

sheet;tG. intensity of microwave transmitted throuah foam 
"Su..J~C...O... 

the minimum value thereof when the pl?ffle of foam sheet ~ 
a... ~r~~~ 

is perpendicularly irradiated with ~ polariz~ wave of 
~ kQ..f\-~a..h.i:. ?a.f~ Mt~- Co. i..,t:~) 
microwave. .1 

Further, food containers can be produced by 

bonding a non-foam film of a thermoplastic resin to at 

least one side of the extrusion foam sheet of the 

thermoplastic polyester resin according to the present 

invention to form a laminated sheet and thermoforming it 
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into a food container in such a manner that the non-foam 

sheet is positioned inside. 

Examples of the thermoplastic resin which 

constitutas the non-foam film include thermoplastic 
~J..~~~~~.r 

polyester resins', /-polyolefin J resins, polyamide resins, 

polyvinyl chloride resins, polyacrylonitrile resins, 

polyvinylidene chloride resins and ethylene-vinyl 

alcohol copolymers. ~ 

Non-foam film to be bonded may be composed of a 

single-layer film or multi-layer film. The non-foam 

film may be bonded to both sides of the foam sheet. The 

thickness of the non-foam film layer is 10 to 500 

microns and the thickness of the ·sheet layer of the 
~ 

expanded polyester resin is thicker, i.e., generallyLi-B 
'""""~~ 

the ra"e ef O. 5 to 5 mm. It is preferred that the 

thickness of the foam sheet layer is 2 to 500 times that 

of the non-foam film layer. 

The non-foam film can be laminated· onto the foam 

sheet by using a plurality of extruders. More 

particularly, a thermoplastic polyester resin is fed to 

an extruder and an expandable polyester resin is 

extruded therethrough. Separately, a thermoplastic 

resin is fed to other extruder and a non-expandable 

resin is extruded therethrough. These resins are guided 

to the same one die and combined together in the die to 
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prepare a laminated sheet. In another embodiment, the 

resins extruded through each extruder are fed to 
~-separate dies to prepare a/ sheet and a film, 

respectively. They are put upon each other and pressed 

through rollers to prepare a laminated sheet. 

In a still other embodiment, the foam sheet and 

the non-foam sheet are separately prepared and 

separately wound up into rolls. They are laminated onto 

each other, while unwinding, and passed through a pair 

of rollers to thereby laminate them. The temperature of 

the roller on the side of the foam sheet is pcef erably 

low, for example, room temperature to prevent polyester 

resin from being crystallized. On the other hand, the 

roller on the side of the non-foam film is kept 

preferably at a high temperature so as to soften the 

surface of the film. 

The laminated sheet is re-heated and mo~ed into 
~~, 

a container. The meld)il§ is carried out by using a 

molding die. The die may be composed of a male mold and 

a female mold, but may be composed of either one of 

them. When a die composed of both molds is used, 

molding can be carried out merely by putting the 

laminated sheet between both molds and pressing it. 

However, when either one of molds is used, air present 

between the sheet and the mold is removed, or the sheet 
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is pressurized from the upper side thereof and pressed. 

The non-foam film is so arrange? that the film is 

positioned inside the COFtainer. 

The heating temperature a.t which the sheet is 

moldad into a container is determined according to ~ 

tempera'611u·1 cif the thermoplastic polyester resin consti­

tuting the foam sheet and ~e temperalttre ef/ the 

thermoplastic resin constituting the non-foam film. The 
"' 

expansion ratio of the foam sheet is increased or 

decreased by the heating temperature. Accordingly, even 

when a foam sheet having the same thickness is used, a 

difference in the thickness of the laminated sheet is 

caused. Further, the crystallinity of the foam sheet is 

accelerated depending on the heating temperature and the 

heating time. 

If the foam sheet by extrusion, which is 

composed of a thermoplastic polyester resin, has a 

crystallinity of 15% or more, it is excellent in heat 

resistance in a heating atmosphere in air. However, in 

the case that it is exposed to heated steam of 100°C or 

higher, since the film wall thickness of first layer 

cells on the surface is thin, the first layer cells are 

re-swollen. Further, in the case that it is used for a 

food container to heat foodstuffs such as soup and 

gratin, the first layer cells are re-swollen, whereby 
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juices from the foodstuffs were likely penetrated into 

the cells. On the other hand, ·since in the present 

invention a non-foam film is bonded such that it is 

positioned inside the container, the re-swelling by 

heated steam or hot water and the penetration of juices 

from the foodstuffs into the cells can be prevented. 

The following Examples, Comparative Examples and 

Test Examples are previded to illustrate the present 

invention, but are not to be construed as limiting the 

present invention in any way. 

TEST EXAMPLE 1 

An experiment was carried out to examine the 

effects of the addition of the compound having two or 

more acid anhydride groups per molecule to the 

thermoplastic polyester resin on viscoelastic properties 

during melting. 

(1) Test-1 

Polyethylene terephthalate (PET 9902, a product 

of Eastman Kodak Company) was dried at 160°C with hot 

air having a dew point of -30°C in a dehumidifying dryer 

for 4 hours. 1 kg of the resulting dried material was 
di: 

mixed with 5 g of pyromellitic ~hydride (a product of 
ChD.~sc.ha.. LJ'l...I' h -c.. H \;.,t.s A G-- · 
Ht1el~ aapp1 Lint± Led). The blend was fed to the hopper 

'S~ 

of a single screw extruder (diameter of c)"'l:iade&: 40 mm, 

L/D: 30, manufactured by Sekisui Koki K.K.) equipped 
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with a cylindrical channel die (diameter: 5 mm, L/D: 

1.6). The molten blend was extruded through the 

cylindrical channel die -at an extrusion rate of 7 kg/Hr 

under the following production conditions to carry out 

molding. 

Production conditions by the single screw extruder 

Temperature of feed zone of extruder: 270°C 
C.0 ""'- \> '("'C.SS1 a-

Temperature of 

Temperature of 

pla;~l c i~ at i e R zone of extruder: 280°C 

melting zone of extruder: 270°C 

Temperature of die: 

Number of revolutions of screw of extruder: 32 rpm 

(2) Test-2 (control) 

The extru·sicn of polyethylene terephthalate was 

carried out in the same manner as in Test-1 except that 
J;_ 

pyromellitic~hydride was omitted. 

(3) Test results 

Die swell ratio of extrudate and the melt 

viscosity of the molten resin in the single screw 

extruder are shown in Table l. 
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Table 1 
d4-

Effect of the addition of pyromellitic ~hydride to 

polyethylene terephthalate on melt viscosity and die 

swell ratio 

Amount of Amount of 
Test Polyethylene P~romellitic Die Swell Melt 

No. Tere12hthalate DIOJtnhydride Ratio Viscosity 
(g) c (g) (poise) 

1 1000 5 3.3 2.sx10 4 
.. 

2 1000 0 1.2 o.ax104 

(4) Discussion 

It is clear from Table 1 that when pyromellitic 

anhydride is added to polyethylene terephthalate, die 

swell ratio of extrudate is increased and the melt 

viscosity of the molten resin in extrusion is also 

increased. 

EXAMPLE 1 

lO kg of polyethylene terephthalate (PET 9902, a 

product of Eastman Kodak Company) was dried in a 

dehumidifying dryer (160°C with hot air having a dew 

point of -30°C) for 4 hours and then mixed with 20 g ofA 
~ C,k~c.J.ua. ~k~ I~ ,_,G 

pyromellitic ~nhydride (4 ~redttee of 7Httels Ja~aft 
I iQieed} and 60 g of talc (expansion nucleatin9 agent) 

in a tumbling mixer. The mixtqre was fed to the hopper 
~~~s~ 

of a single screw extruder (~: 40 mm, L/D: 30, bore 
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of nozzle die: 5 mm) and melt-mixed. Isopentane 

(blowing agent) was injected into the molten mixture in 
of 2.2 °/o ~ ~ , . 

~ an amount 17cl:e ; a.,esshl 911 ee 13 'Iii ruse. The 

molten mixture was extruded through the nozzle die under 

following production conditions into air to produce a 

rod-shaped foam. 

Production conditions with single screw extruder 

Temperature of feed zone of extruder: 273 to 282°C 

Temperature of compression zone of extruder: 
280 to 290°C 

Temperature of melting zone of extruder: 271 to 290°C 

Temperature of extruder head: 280 to 290°C 

Number of revolutions of screw of extruder: 32 rpm 

Extrusion rate: 7 to 8 kg/hr 

The expansion ratio and diameter of the foam are 

shown in Table 2. 

EXAMPLE 2 

The procedure of Example 1 was repeated except 
ch 

that the amount of pyromellitic ~hydride was 30 g and 

isopentane was injected into the molten mixture in ~' 
~~.S<}'o ~~ 

an amount as;<e give a ~.6 g/186 mg mixture to produce a 

rod-shaped foam. 

The expansion ratio and diameter of the foam are 

shown in Table 2. 
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EXAMPLE 3 

The procedure of Example 1 was repeated except 
~ 

that the amount of pyromellitic ~hydride was 40 9 and 

isopentane was injected into the molten mixture in ~ of 2.(. a/o ~ ~ 
an amount .a.s ee gioe~ z.'f g/168 g mixt~•& to produce a 

rod-shaped foam. 

The expansion ratio and diameter of the foam are 

shown in Table 2. ' 

COMPARATIVE EXAMPLE 1 
cJ,.:_ 

Effect (1) of the use of pyromellitic~hydride 
The procedure of Example 1 was repeated except 

~ 
that pyromellitic ~hydride was omitted and isopentane 

was injected int9 the molten mixture in ~ an amount 
of .2.7°/0 ~ ~ 

a& to §ive a 2.8 g/188 g mixtttre to produce a rod-shaped 

foam. 

The expansion ratio and diameter of the foam are 

shown in Table 2. 

COMPARATIVE EXAMPLE 2 
~ 

Effect (2) of the use of pyromellitic ~ydride 
The procedure of Example 1 was repeated except 

that 
rJ..c:. .. 

50 9 of phthalic~hydride was used in place of 20 
. rk 

pyromellitic ~hydride and isopentane was injected ot Q.7 °/o ~ 
into the molten mixture in ~ an amount as ~e ~iue a 
~ 

g of 

2. 8 9/l:?!t EJ mixh1re to produce a rod-shaped foam. 

This Sheet Has Been R . 

I Ill/Ill IHlllllU! iii 
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The expansion ratio and diameter of the foam are 

shown in Table 2. 

·Table 2 
~ 

Effect of use of pyromellitic~hydride 

Example 
No. 

Example 

Example 

Example 

1 

2 

3 

Comp. Ex. 

Comp. Ex. 

Amount 
of Pyro­

melli tic 
· dride 

(g) 

20 

30 

40 

1 

2 

Discussion: 

Rod-shaoed Foam 
Amount of 
Isopentane Density 

(%) (g/cc) 

"2 .32.. 0.35 

2.65 0.18 

2 .;{~ 0.13 

2.H7 0.76 

2.H7 0.10 

Expansion 
Ratio Diameter 

(times) (mm) 

4.0 21 

7.8 27 

10.8 30 

1.8 9 

2.0 11 

It is clear from Table 2 that in Examo_les 1 to 3 
~ . 

wherein pyromellitic~hydride is used, expansion ratios 

are 4 to 10, the diameters of the rod-shaped foams are 

increased to 4 to 6 times the size of the nozzle die and 

the increasing ratio thereof is in proportion to the 

increase in the amount of isopentane injected. 

In Comparative Examples 1 and 2 wherein pyro-

mellitic anhydride is omitted, expansion ratios are 

about 2, though isopentane (blowing agent} is used in an 

amount larger than that in Examples 1 to· 3, and the 

diameters of the rod-shaped foams are about twice as 
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large as the bore of the nozzle die. Accordingly, both 

the expansion ratio and the diameter are smaller than 

those of Examples l to 3~ 

These effects are thought to be due to the fact 
~ 

that when pyromellitic ~ydride is not used, the 

blowing agent isopentane is released from the foam in 
. d<:. 

expansion molding, while when pyromellitic ~hydride is 

used in expansion mo1ding, the rnel t viscosity of the 

thermoplastic polyester is increased, whereby gaseous 

isopentane (blowing agent) is not allowed to be released 

from the foam. 

EXAMPLE 4 

In the procedure of Example 3, the expansion 

molding operation was continuously carried out for 24 

hours. No change for the rod-shaped foam was observed. 

EX..~LE 5 

In the procedure of Example 3, the expansion 

molding operation was carried out for 5 hours and the 

operation was then. stopped for 19 hours. Thereafter, 

operation and stopping were repeated five times in a 24 

hour cycle. 

In any case, there could be obtained a rod­

shaped foam, which was neither colored nor contaminated 

within 30 minutes from the commencement of the 

operation. 
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COMPARATIVE EXAMPLE 3 

In Example 3, diglycidyl · terephthalate 

(Slemmer~, a product of ·Nippon Oil & Fats Co., Ltd) was 

used in place of pyromellitic anhydride and isopentane 

was injected into the molten mixture in such an amount 

as to give a 4 g/100 g mixture. In the same manner as 

in Example S, the operation was carried out. 

In the operation after the third operation, it 

took 90 minutes or longer untill there could be obtained 

a rod-shaped foam which was neither colored nor contami-
As nated. In the fifth operation, 

~ 
the foam was ;colored 

~ and contaminated with black matters after 4 hours 

from re-operation. 

EXAMPLE 6 

The procedure of Example 1 was repeated except 

that 50 g of cyclopentanetetracarboxylic acid di-

anhydride was used in place of 20 g of pyromelli tic J-;.. . 
~ydride to produce a rod-shaped foam. 

The expansion ratio of the foam was 4 and the 

diameter thereof was 20 mm. 

EXAMPLE 7 

The procedure of Example 1 was repeated except 

that 50 g of benzophenonetetracarboxylic acid dian­

hydr ide was used in place of 20 g of pyromellitic 
J.;_ 

canhydride to produce a rod-shaped foam. 
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The expansion ratio of the foam was 4.5 and the 

diameter thereof was 21 mm. 

EXAMPLE 8 

In Examples 6 and 7, the operation was carried 

out in the same manner as in Example s. 
Within 30 minutes from the commencement of the 

operation, there could be obtained a rod-shaped foam 

which was neither color.ed nor contaminated in any case. 

EXAMPLES 9 to 17 

Polyethylene terephthalate given in Table 3 was 

dried with hot air havir.g a dew point of -30°C at 160°C 

in a dehumidifying dryer for 4 hours. 100 parts by 

weight of the dried polyethylene terephthalate, 
di-

pyromellitic can~ydride in an amount given in Table 3,· a 

metallic compound given in Table 3 and 0.6 part by 

weight of talc {expansion nu cl ea ting agent} were mixed 

in a tumbling mixer. 

of a single screw 

The mixture was fed to the hopper 
c,lt:.o.~ of 'S~ 

extruder (~: 40 mm, L/D: 30) 

equipped with a nozzle die (bore: 5 mm}. 2.0% by weight 

of n-pentane was injected into the molten mixture. The 

molten mixture was extruded under the following 

conditions to obtain a rod~shaped foam. 

Temperature of feed zone of extruder: 268 to 2so 0 c 

Temperature of compression zone of extruder: 
285 to 290°C 
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Temperature of melting zone of extruder: 

Temperature of extruder head: 

Temperature of extruder eie: 

Number of revolutions of screw: 

275 to 2as 0 c 

275 to 2ss 0 c 

275 to 2ss 0 c 
32 rpm 

The expansion ratios of the foams and the state 

of cells are shown in Table 3. 

Fig. 8 is an electron microscopic photograph 

showing the state of, cells of the foam prepared in 

Example 9, which is enlarged about 25 times. The cells 

shown in Fig. 8 were small. 

Further, Figs. 9 and 10 are electron microscopic 

photographs showing the states of cells of the foams 

prepared in Examples 12 and 17, respectively, which are 

enlarged about 25 times. The cells of the foam prepared 

in Example 17 were slightly larger than those in Example 

12. 

COMPARATIVE EXAMPLE 4 

The procedure of Example 9 was repeated except 

that pyromellitic ~ydride and the metallic compound 

were omitted to produce a rod-shaped foam. 

The expansion ratio of the foam and the state of 

cells are shown in Table. 3. 
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EXAMPLES 18 to 20 

The procedure of Example 9. was repeated except 

that polyester resins,- acid anhydrides and metallic 

compound given in Table 4 were used to obtain foams. 

The expansion ratios of the foams and the state 

of cells are shown in Table 4. 

COMPARATIVE EXAMPLE 5 

The procedure of Example 9 was repeated except 

that polyethylene terephthalate and diglycidyl 

terephthalate given in Table 4 were used and the 

metallic compound was omitted to obtain a foam. 

The expansion ratio of the foam and the state of 

cells are shown in Table 4. 

EXAMPLE 21 

Polyethylene terephthalate given in Table 5 was 

dried with hot air having a dew point of -30°C at 160°C 

in a dehwni_difying dryer for 4 hours. 100 parts by 

weight of the dried polyethylene terephthalate, o.s part 

by weight of pyromellitic~hydride, 0.1 part by weight 

of sodium carbonat;_e_ and O. 6 part by weight of talc 

(expansion nucleating agent) were mixed in a tumbling 

mixer. The mixture was fed to the hopper of a single 
~ofs~ 

screw extruder (~: 65 nun, L/D: 35) equipped with a 

cylindrical ·mandrel (bore: 205 mm, L/D: 1.5) and a 

circular die (bore: 60 mm, gap: 0.65 mm), 1.7% by weight 
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of butane was 'injected into the molten mixture. The 

molten mixture was extruded through the circular die 

under the following ccn~itions. The extrudate was take~ 

off by a cylindrical mandrel and molded. A pa~t of the 

resulting cylindrical foam was cut open and the 

resulting foam sheet was wound up. 

Temperature of feed zone of extruder: 280°C 

Temperature of compression zone of extruder: 290°C 

Temperature of melting zone of extruder: 280°C 

Temperature of extruder head: 280°C 

Temperature of extruder die: 270°C 

Injection pressure of blowing agent: 80 kg/cm2 

Extrusion pressure (head): 115 kg/cm2 

Number of revolutions of screw: 30 rpm 

Extrusion rate: 24kg/hr 

The expansion ratio of the foam sheet, the state 

of cells, tensile strength at 23°C and tensile 

elongation at break at 23°C are shown in Table s. 
COMPARATIVE EXAMPLE 6 

The procedure of Example 21 was repeated except 

that diglycidyl terephthalate and sodium montanate in 

amounts given in Table 5 were used and pyromellitic 
,,;.,.;_ 
~ydride and sodium carbonate were omitted. The 

resulting foam sheet was wound up. 
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The expansion ratio of the foam sheet, the state 

of cells, tensile strength at 23°~ and tensile elonga­

tion at break at 23°C are shown in Table 5. 

COMPARATIVE EXAMPLE 7 

The procedure of Example 21 was repeated except 

that diglycidyl terephthalate given in Table 5 was used, 

0. 9\ by weight of butane was injected, extrusion was 

carried out under the following conditions and sodium .. 
carbonate was omitted. The resulting foam sheet was 

wound up. 

Temperature of feed zone of extruder: 

Temperature of compression zone of extruder: 

Temperature of melting zone of extruder: 

Temperature of extruder head: 

Temperature of extruder die: 

Injection pressure of blowing ag~nt: 

Extrusion pressure (head): 

Number of revolutions of screw: 

Extrusion rate: 

2ao 0 c 

290°C 

2as 0 c 

275°C 

40 kg/cm2 

90 kg/cm2 

25 rpm 

24 kg/hr 

The extrusion ratio of the foam sheet, the state 

of cells, terisile strength at 23°C and tensile 

elongation at break at 23°C are shown in Table S. 
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Table 3 

Expansion ratio of foam and state of cells (Examples 9 to 17, Comparative Example 4) 

Example 
No. 

Example 9 

Example 10 

Example 11 

Example 12 

Example 13 

Example 14 

Example 15 

Example 16 

Example 17 

Comp. Ex. 4 

Composition of Materials 
Polyethylene 

Terephthalate Acid Anhydride Metallic Compound Trade Name Amount Compound Name Amount Compound Name Amount 

PET 9902 100 J:yromelli tic 0.5 sodium 0.3 
anhydride carbonate 

PET 9902 100 II 0.5 II 0.1 

PET 9902 100 II 0.3 II 0.1 
,, 

PET 9902 100 II 0.5 zinc stearate 0.1 

PET 9902 100 II 0.5 calcium carbonate 0.1 

PET 9902 100 II 0.5 aluminum stearate 0.1 

TR 4550 BH 100 II 0.5 sodium carbonate 0.17 

TR 8510 100 II 0.25 II 0.08 

PET 9902 100 II 0.3 - -
PET 10388 100 

Foam 
Expansion 

Ratio State 
(times) of Cells 

15 small 

14 small 

10 small 

.9 medium 

12 medium 

9 medium 

14 small 

14 small 

9 large 

2 large 

;i Note: PET 9902 and PET 10308 manufactured. by Eastman Kodak Company. TR 4550 BH and TR 8510 manufactured by Teijin Limited. Sodium carbonate manufactured by Tosoh Corporation. Pyromelliticfanhydride manufactured by~uels JapaA Limited 
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Tabl& 4 

Expansion ratio of foam and state of cells (Examples 18 to 20, Comparative Example 5) 

Comeosition of Materials Foam 
t>\o... Expan:1ion 

Example Polxester Resin Acid ~nhxdride EQOX! Com};!ound Metallic Comeound Ratio State 
No. Trade Name Amount Compound Hame Amount Compound Name Amount Compound Mame Amount. (times} of Cells 

Example 18 TR 8580 100 cyclopentane- 0.5 - - sodiuJR 0.1 8 small 
tetracarboxylic carbonate 
~dianhydride 

Example 19 TR 8580 100 benzophenone- o.s - - II 0.17 g medium 
tetracarboxylic 

........ dianhydride ,. 
• 

Example 20 XD 478 100 pyromellitlc 0.3 - - II 0.1 12 small 
~anhydride 

Comp. Ex. 5 TR 8580 100 - - diglycidyl o.s - - 8 medium 
terephthalate 

Note: TR 8580 manufactured by Teijin Limited. 

~ 
====~· -CJ) -::r -('I) 

-sa 
:c: -ll> -"' ~o;:1 ====a -:s 

iiiiiiii ;;ti 
-'1) 

-"C ---ll> -o 
2. 

XD 478 (MI: 3.0, 235°C} for polybutylene terephthalate, m&nufactured by Polyplastic Co., Ltd. 

~ Pyromellitic~hydrid~ manufactured by Huels Japan Limited. 

Sodium carbonate manufactured by Tosoh Corporation. 
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Table 5 

Expansion ratio of foam, state of cells and tensile strength (Example 21, Comparative Examples 6 and 7) 

Example 
Ho. 

Example 21 

Composition of Materials 
Polyethylene Pyromellitic Diglycidyl Sodium 
Terephthalate ~i~jnhydride hthalate Montanate 

Trade Name Amount (amount) amount (amount) 

PET 9902 100 0.5 

Comp. Ex. 6 PET 10388 100 0.3 0.1 

Comp. Ex. 7 TR 8580 100 0.2 0.6 

Sodium 
Carbonate 

(amount) 

0.1 ,, 

Expansion 
Ratio 

(times) 

6 

6 

J 

Note: PET 9902 and PET 10388 manufactured by Eastman Kodak Company. 

TR 8580 manufactured by Teijin Limited. \ .. 
~ . C}utW..,c..h-c. Wu-h'(.. td.s 

Pyromellitic~hydride by H1:11!ls JapaA ~ited. 
A <:..-

Foam Sheet 

State Tensile 
of Strength 

Cells at 23°C 
- (kg/cm2 ) 

medium 63.6 

medium 39.3 

medium 81.5 

~ ===;;;;· 
-en 

Diglycidyl terephthalate: Blemmer~ DGT manufactured by Nippon Oil & Fat9 Co., Ltd. 
!!!!!!!!!! g­
!!!!!!! o - ... 
iiiiiiiiiiiiii :I: 
-II> -Vl =tx:i 
===~ -:s 
iiiiiiiii id -o 
-"C ---II> ---n 

B. 

Sodium carbonate manufactured by Tosoh Corporation. 

Tensile 
Elongation 
.at Break 
at 23°C 

(.) 

116.6 

64.3 

53.J 

"?. . 
. . 

·• 
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Test Sample: 

TEST EXAMPLE 2 

Foam sheets prepared in ·Examples 21 and 

Comparative Example 6 

Test method: Dynamic visco-elastometer (manufactured 
~a..KC4.sk~., J. .. J:::..I ... 

by Toyo Seiki ~) was used. Complex elastic modulus 

of test samples [5 mm (width) x 21 nun (length) x 1.5 mm 

(thickness)] was measured under the following 

conditions. .. 

Frequency for measurement: 10 Hz 

Beating rate: 3°C/min 

Distance between clamps: 15 mm 

The results are shown in Fig. 5. 

Discussion: 

Complex elastic modulus of the foam sheet· of 

Example 21 is higher than that of the foam sheet of 

Comparative Example 6. Hence, it can be understood that 

the heat resistance of the foam sheet obtained by using 
J.;, 

pyromellitic~hydride and sodium carbonate is high. 

The process for producing the thermoplastic 

polyester resin foam by re-heating is illustrated by 

means of the following Examples and Comparative Examp-

les. Parts and percent given below are by weight unless 

otherwise stated. 
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EXAMPLE 22 

Pre-expansion (primary expansion): 

TR8580 (trade name, a product of Teijin Limited) 

was used as polyethylene terephthalate (hereinafter 

referred to as PET). 

PET was placed in a dehumidifying dryer and 

dried at 160°C for 4 hours while circulating hot air 

having a dew point of -30°C. 100 parts of PET, 0.6 part 
.. Ji, 

of talc, 0.35 part of pyromeilitic ~hydride and 0.1 

part of sodium carbonate were thoroughly mixed in a 

tumbling mixer. The mixture was fed to an extruder 
cJ;:a. ,..,.,,..C:U- of s~ 
(~: 65 mm, L/D: 35) and thoroughly mixed at a screw 

revolution number of 25 rpm and at a barrel temperature 

of 270 to 290°C. 1.3 parts of butane as a blowing agent 

per 100 parts of the mixture was introduced into the 

mixture under pressure on the way of the barrel. PET 

containing the blowing agent was extruded through the 

circular die into air to produce a tube. The die had a 

circular die gap of 0.4 mm and a bore of 60 mm and was 

kept at 270 to 2as 0 c. PET extruded into air was 

expanded and the tube as extruded was taken off while 

bringing it into contact with the outer surface of a 

cylindrical mandrel. The mandrel had an outer diameter 

of 205 mm and cooling water at 30°C was ci·rculated 

inside the mandrel so that the PET foam was quenched. 
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The quenched . PET foam was cut open and the resulting 

flat foam sheet was wound up and. referred to as pre­

expanded foam sheet (primarily expanded foam sheet). 

The foam sheet was 643 mm in width and had an apparent 

density (hereinafter referred to simply as density) of 

0.26 g/cm3, a thickness of 1.5 mm and a crystallinity of 

9%. 

Post-expansion (seconda.J:y expansion): 

A piece of 100 mm x 100 mm was cut off from the 

above pre-expanded foam sheet and subjected to post-

expansion. The post expansion was carried out by 

immersing the piece in warm water at 63°C for 5 minutes 

as shown in Fig. -1. The thickness was expanded from 1.5 

:a:: :~;sA~~a :: e:'n=a=a~::I-:::a:d::n::: 
of 0.19 g/cm3 and a crystallinity of 9%. The post-

expanded foam sheet was finely expanded and found to be 

a good foam. 

EXAMPLE 23 

The same pre-expanded foam sheet as that 

obtained in Example 22 was used and post expansion was 

carried in the same way as in Example 22 except that the 

temperature of warm water was 83°C and immersion was 

conducted for S minutes. 

- 46 -



There was obtained a post-expanded foam sheet 

which had a thickness of 3. 02 mm., a density of · O .13 
'/""...Lt ro-..t:o V-z.. / V, ~ 

g/cm3 and a crystallini ty of 10.\. aa\i l~s pest: expaaeea 
2.00 

eo 22'ee~. The foam sheet was finely, uniformly expanded, 

had a low density and was found to be a good foam. 

EXAMPLE 24 

The same pre-expanded foam sheet as that 

obtained in Example 22 .... was used and post expansion was 

carried out by bringing the sheet into contact with 

steam ~s shown in Fig. 2. Namely, post expansion was 

carried out by bringing the sheet into contact with 

steam at 62°C for .5 minutes. 

There was obtained a post-expanded foam sheet 

which had a thickness of 2.51 mm and a density of 0.16 
~ ~ \J"2../y 1 ·\J..r0.h \,b!::.. 

g/cm3• aRcl was pose r!'e:11ded to 163%. 

EXAMPLE 25 

The procedure of Example 24 was repeated except 

that the temperature of steam for post expansion was 

There was obtained a post-expanded foam sheet 

which.had a thicknes7 of 2.73 mm and a density of 0.14 
-0- ~ V-:.. V, w-o-, \.~Ct 

g/cm3• and wa3jest euapaeeee ee 186%, 
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EXAMPLE 26 

The procedure of Example 24 was repeated except 

that the temperature of-steam was lij0°C and the contact 

time was 0.5 minute in the post expansion. 

There was obtained a post-expanded foam sheet 

which had a thickness of 2. 78 mm, a density I of 0 .14 
~ -ro-k:o V7- V1 w--- \.E<.. . 

. g/cm3 and a crystallini ty of 10%. ami ~s pest-expa:r:idad 

EXAMPLE 27 

The procedure of Example 26 was repeated except 

that post expansion was carried out by bringing the 

sheet into contact with steam at l00°C for 2-minutes as 

shown in Fig. 2. 

There was obtained a post-expanded foam sheet 

which had a thickness of 3.92 nun, a densit~ of 0.10 
~ ~ V-i..IV1 W"o-, 2 .'10. 

g/cm3 and a crystallini ty of 16%, and ~ po!!t ext=iaRded 

f!e 266i. 

EXAMPLE 28 

The procedure of Example 26 was repeated except 

that post expansion was carried out by bringing the 

sheet into contact with steam at 100°C for· 5 minutes. 

There was obtained a post-expanded foam sheet 

which had a thickness of 5.63 mm, a d,nsity of 0.065 
-i::L ~ \J~ V, ~ 3./7. 

g/cm3 and a crystallini ty of 26%, ~ was post: expacded 

to 377\. 
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EXAMPLE 29 

The procedure of Example 26 was· repeated except 

that post expansion wa~ carried out by bringing the 

sheet into contact with steam at l00°C for 7 minutes. 

There was obtained a post-expanded foam sheet 

which had a thicknesr of 5.96 mm and 
~ ~ \}"2.. v, ~ 4.00 

g/cm3. aDd wa~st-expaaaea ee 499%. 

"'EXAMPLE 30 

a density of 0.065 

Post expansion was carried out in the same 

manner as in Example 29 by bringing the sheet into 

contact with steam at 100°C for 7 minutes except that 

post expansion was carried out by placing a pre-expanded 

foam of 200 mm x 280 mm in an aluminum mold of 210 mm x 

290 mm x SJ. 
There was obtained a post-expanded foam sheet 

which had a thickness of 5.00 mm and a density of 0.078 
~ ~ \J2..lv 1 ~ o.s~ · 

g/cm3. aiid w;!::pgst ex~aaaea te 333\. The sheet obtained 

was a flat foam sheet. 

EXAMPLE 31 

The same pre-expanded foam sheet as that 

obtained in Example 22 was used and post expansion was 

carried out by blowing pressurized steam as shown in 

Fig. 3. Namely, post· expansion was carried by bringing 

the sheet into contact with steam at 110°C for 3 

minutes. 
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There was obtained a post-expanded foam sheet 

which ~ a thickne7s of 3. 41 mm and a density of O .11 
[L. ~ v~ v, wa.s 2.3~ 

g/cm3• aRe was ~c expanded Lo 236i. 

EXAMPLE 32 

The procedure of Example 31 was repeated except 

that post expansion was carried out by bringing the 

sheet into contact with steam at 120°C for 0.5 minute. 

There was obtained a post-expanded foam sheet 

which had a thickne~s of 3.00 mm and a density of 0.13 
~ roJ;:;.. \) '2..\ VI W"a..S 2.. , Q 0. 

g/cm3.aRd was po'1 ex~aftdeQ to lOQ\. 

EXAMPLE 33 

Pre-expansion was carried out in the same manner 

as in Example 22 except that carbon dioxide was used as 

the blowing agent in place of butane and the amount of 

carbon dioxide was 1.1 parts. The resulting pre-

expanded foam sheet was 643 mm in width and had a 

density of 0. 26 g/cm3 , a thickness of 1. 5 mm and a 

crystallinity of 9%. 

Post expansion was carried out in the same 

manner as in Example 28 to obtain a post-expanded foam 

sheet which had a thickness of 3.00 mm and a density of 
~ ro::ti:. v"L Iv, ~ 2. oo 

0 .13 g/cm3• aAd %1ae p':'t expanded t:e 2 8 8 \. 

EXAMPLE 34 

The procedure of Example 22 was repeated except 

that post expansion was carried out by using hot air at 
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so 0 c in place of warm water at 63°C and bringing the 

sheet into contact with hot air for 5 minutes to obtain 

a post-expanded foam sheet. 

The post-expanded foam sheet was 2.1 mm in 

thickness and had a density of 0.19 g/cm3 and a crystal­
~ \/'?.. \ vl ~ \.~/ 

linity of 10%. The .po~ expa~&iea zaeie was 137\. 

EXAMPLE 35 

The procedure gf Example 34 was repeated except 

that the temperature of hot air in the post expansion 

was l00°C to obtain a post-expanded foam sheet. 

The post-expanded foam sheet had a thickness of 

2.6 mm, a density of 0.15 g/cm3 and a crystallinity of 
~ V"2...}v, wa....~ \ .13 

10%. The post ~fision taLio was 173,. 

EXAMPLE 36 

The procedure of Example 34 was repeated except 

that the temperature of hot air in the post expansion 

was 110°C to obtain a post-expanded foam sheet. 

The post-expanded foam sheet had a thickness of 

2.8 nun, a density I of 0.14 g/cm3 and a crystallinity of 
~ \J2 v, u..ro-, \ .86 

12%. The post ~paasion retie was 186\. 

EXAMPLE 37 

The procedure of Example 34 was repeated except 

that the temperature of hot air in the post expansion 

was 140°C to obtain a post-expanded foam sheet. 
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.. . .. . . . . .... . ... ·._ 

3.01 

25%. 

The post-expanded foam sheet had a thickness of 

nun, a density of 0.13 g/cm3 and a ·crystallinity of 
~ Vz./V 1 w- 2.,oo. 

The post ~paasiea :raeie was z89\. 

EXAMPLE 38 

The procedure of Example 34 was repeated except 

that the temperature of hot air in the post expansion 

was 230°C to obtain a post-expanded foam sheet. 

4.04 

The pcst-expanQed foam sheet had a thickness of 

mm, a density of 0.097 g/cm3 and a crystallinity of 
~ "~ \ v, v..ro-, Q .G.f. 

The post ~piaRsl:ea ratie was 268%. 

EXAMPLE 39 

Pre-expansion: 

Pre-expansion was carried out in the same manner 

as in Example 22 except that the die provided at the 

extruder head was changed from the circular die to a 

flat die and a flat plate was used in place of the 

mandrel. The flat die had a straight line-form 

extrusion opening having a width of 150 mm and a gap of 

0.7 mm. The flat plate was an aluminum plate of 500x500 

mm which was cooled with water at 30°C. The foam sheet 

was extruded between the aluminum plates, whereby the 

extruded foam sheet was quenched. In this way, a pre­

expanded foam sheet was obtained. The foam sheet had a 

width of 200 .mm, a thickness of 5 mm, a density of 0.52 

g/cm3 and a crystallinity of 12%. 
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Post expansion: 

Post exp~nsion was carri.ed out in the same 

manner as in Example ~9 by bringing the above pre­

expanded foam sheet into contact with steam at l00°C for 

7 minutes. There was obtained a post-expanded foam 

sheet ·which h__;~ a thickness of 12. 5 mm and a density of 

3 
....-~ ~ V2..lv', ~ 'l.'56 

0.204 9/cm ,aaa wa;(posl expanded to 255\w 

.. EXAMPLE 40 

Pre-expansion was carried out in the same manner 

as in Example 39 except that the ten:perature of the 

aluminum plates was slightly elevated and the cooling 

rate of the foam sheet was slightly smaller than that in 

E·xample 39 to obtain a pre-expanded foam sheet. The 

width, thickness and density of the foam sheet were the 

same as those of the sheet of Example 39. However, the 

crystallinity was 25'i. 

Post ex·pansion: 

Post expansion was carried out in the same 

manner as in Example 39 to obtain a post-expanded foam 

sheet which had a thickness of 11.0 mm and a density of 
--1)...._ ~ v 2. I v I 1..o.J"O...S 2 .'2. 4 

0.232 g/cm3, aad was~st expaaded te 224%1 

COMPARATIVE EXAMPLE 8 

The procedure of Example 22 was repeated except 

that post expansion was carried out by using hot air at 

60°C in place of warm water at 63°C and bringing the 
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sheet into contact with hot air for 5 minutes to obtain 

a post-expanded foam sheet. 

The post-expand~d foam sheet had a thickness of 
~ v2..\v1 

The pe~e expansiea 1.5 mm and a density of 0.26 g/cml. 
l>.ro--? \ • 0 0 
rati~as 199%. Accordingly, 

substantially not take place. 

the post 

COMPARATIVE EXAMPLE 9 

expansion did 

The procedure of Example 22 was repeated except .. 
that the temperature of water in the post expansion was 

lowered to 53°C to obtain a post-expanded foam sheet. 

The post-expanded foam sheet had a ~hickness of 

1.5 mm and a density of 0.26 'g/cm3. The pest expaaaioR 
Vz.I v, ....,.._ ,.oo 

ratio wa~99% as in Comparative Example 8. Accord-

ingly, the post expansion did substantially not take. 

place. 

COMPARATIVE EXAMPLE 10 

The procedure of Example 24 was repeated except 

that the temperature of steam in the post expansion was 

lowered to 58°C to obtain a post-expanded foam sheet. 

The post-expanded foam sheet had a thickness of 

1.5 mm/ and a density of 0.26 g/cm3• The p:iese elE~aasi.&R 
V?.. 'v, ~ \ .oo 

ratio \11~ 199'l. Accordingly, the post expansion did 

substantially take place. 
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COMPARATIVE EXAMPLE 11 

Pre-expansion was carried o.ut in the same manner 

as in Example 40 except that the temperature of the 
~ ~ aluminum plates was ~e~d to a temperature ~ than 

that of Example 40 and the cooling rate of the extruded 

sheet was smaller than that of Example 40 to obtain a 

pre-expanded foam sheet. The width, thickness and 

density of the foam sh~et were the .same as those of the 

foam sheet of Example 40, but the crystallinity thereof 

was 32%. 

Post expansion was carried out by bringing the 

pre-expanded foam sheet into contact with steam at 100°C 

for 7 minutes to obtain a post-expanded foam sheet which 

had a thickness of S mm and a density of O. 52 g/cm3 • 
\J-z..)V ~ 1.ocJ 

The post: e:K"PaR:sl.gR ratio wit: 186t. Accordingly, the 

post e~pansion did substantially ~ot take place. 

EXAMPLE 41 

In this Example, the pre-expansion and the post 

expansion were continuously carried out as shown in Fig. 

4. In Fig. 4, an extruder 5 worked in the same manner 

as in the pre-expansion of Example 22 and continuously 

delivered a pre-expanded foam sheet. Without winding up 

the pre-expanded foam sheet, the sheet was successively 

introduced into a steam tank 6. The temperature of the 

surface of the sheet was lowered to 30°C before it was 
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introduced into the steam tank 6. In Fig. 4, a numeral 

10 means a winding machine. 

The pre-expanded foam sheet was brought into 

contact with steam at l00°C in the steam tank 6 for 5 

minutes to carry out post expansion. The sheet was then 

cooled. 

The resulting post-expanded foam sheet had a 

width of 645 mm, a density of 0.07 g/cm.3 and a thickness 

of 5.5 mm and was a low-density fine sheet which was 

expanded at a high expansion ratio and had fine, uniform 

cells. 

EXAMPLE 42 

100 parts of polyethylene terephthalate pellets 

( i , r121u.:a ciao. sir J: 0 I' trade name: TR8580, 

manufactured by Teijin Limited) was dried with hot air 

having a dew point of -20°C. at 160°C for 5 hours. 0. 3 

part of · pyromellitic dianhydride, 0.1 part of sodium 

carbonate and 0.6 part of talc as an expansion 

nucleating agent were uniformly mixed with the pellets 

in a tumbling mixer. The mixture was fed to the hopper 
'5.U<--.l 

of an extruder (ey~er diameter: 65 mm, L/D: 35). 

Cylinder temperature was 265 to 290°C, the 

temperature of the extruder head was 265°C, die 

temperature was 265°C and number of revolutions of screw 
:Z.4°/o ~ ~ 

was 25 rpm. J,S ~e~ of butane as a blowing agent was 
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introduced into.the mixture under pressure on the way of 

the cylinder. 

Die used was a circular die having a diameter of 

60 mm and a circular die gap of O. 45 mm. A tube was 

extruded through the port of the die into air and molded 

into a cylindrical form by means of a cylindrical 

mandrel while expanding the molten resin and taking off 

the tube. Part of the resulting cylindrical foam was ... 

cut open and the resulting sheet was wound up. In this 

case, surface tsmperature was kept at 20°C while 

circulating cooling water in the cylindrical mandrel. 

The resulting foam sheet had a density (Dl) of 

O. 225 g/cm3 , a width of 640 mm and a thickness of 1. 6 

mm. The sheet had a crystallinity of 9.7% and a glass 

transition temperature of 75°C. 

A re-heating treatment was carried out by 
c.~~, 
sa1,.dw~g the sheet with heating for 30 seconds by 

using a hot plate having a surface temperature of 160°C. 

There was obtained a post-expanded foam sheet having a 

density ( 02) of O .133 g/cm3 and a thickness of 2. 7 mm. 

The ratio of Ol/02 by the heat treatment was 1.69. The 

crystallinity of the sheet was 24.3%. A sample of 

lOOxlOO mm was cut off from the sheet and heated at 

200°C in a /constant temperatui;:~ bath for 30 minutes. 
v~ Vb ~~ 

The ratio ~of the volume ~) after heating to the 
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vb 
volume (~ before heating was 1.02. It was found that 

the sheet was excellent in heat resistance. 

E-XAMPLE 43 

100 parts of polyethylene terephthalate pellets 

{4aeriaeie oiscusit1. 8.95 1 trade name: PET10388, 

manufactured by Eastman Kodak Company) was dried with 

hot air having a dew point of -20°C at 160°C. The dried 

pellets, 0.25 part of diglycidyl terephthalate (Blemmer~ 

DGT manufactured by Nippon Oil & Fats Co., Ltd.), 0.1 

part of sodium montanate and O. 6 part of talc as an 

expansion nucleating agent were uniformly mixed in a 

tumbling mixer. The mixture was fed to the hopper of 

the same extruder as that used in Example 42 •. 

The cylinder temperature ·was 280 to 290°C, the 

temperature of the extruder head was 290°C, the die 

temperature was 290°C and the number of revolutions of 
2.2'7o~~ 

screw was 25 rpm. ~J ~ts of pentane as a blowing 

agent was pressure-fed to the mixture on the way of the 

cylinder. 

The resulting foam sheet had a density (Dl) of 

0.242 g/cm3 , a width of 640 mm and a thickness of 17 mm. 

The crystallini ty of the sheet was 10. 6% and the glass 

transition temperature thereof was 76°C. 

A re-heating treatment was carried out by 
c._.k:!I.~ . 

sand~ng the sheet with heating for 30 seconds by 
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using a hot plate having a surface temperature of 160°C. 

The resulting sheet had a density (02) of 0.147 g/cm3 and 

a thickness of 2.8 iDill.· The ratio Ol/D2 by the heat 

treatment was 1.65. The crystallinity of the post-

expanded foam sheet was 24. 4%. A sample of 100>:100 mm 

was cut off from the sheet and heated at 200°C in a 

constant temperature bath for 30 minutes • The ratio 

.. 

EXAMPLE 44 

The extruded foam sheet obtained in Example 42 

was sandwiched with heating for 6 seccnds by using a hot 

plate having a surface temperature of 170°C to obtain a 

foam sheet having a density (02) of 0.106 g/cm3 and a 

thickness of 3. 4 mm. 

treatment was 2.12. 

The ratio of 01/02 by the heat 

The crystallinity of the post-

expanded foam sheet was 16.7%. 

A sample of lOOxlOO mm was cut off from the 

sheet and heated at 200°C in a constant temperature bath 
Vo../Vb 

for 30 minutes. The ratio ~1 was 1.06. 

EXAMPLE 45 

The extruded foam sheet obtained in Example 42 

was heated with steam having a vapor pressure of 4 atm 
~~o~~ 

jto obtain a foam sheet having a density ( 02) of O .157 

g/cm3 and a thickness of 2.3 mm. The ratio Dl/D2 by this 
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heating was 1.43. The crystallinity of the post-

expanded foam sheet was 24.3%. 

A sample of lOOxlOO mm was cut off .from the 

sheet and heated at 200°C in a constant temperature bath 

for 30 minutes. The ratio V2/V1 was 0.99. 

COMPARATIVE EXAl.\IPLE 12 

A sample of lOOxlOO mm ~as cut off from the foam 
/!)....... ~ .....,._, 9.1°/o. 

sheet which was extrud~d in Example 42.f._. The sample was 

heated at 200°C in a constant temperature bath for 30 
Va.{Vb 

minutes. The ratio..(of volttme aft::er fieaeiag ee oolame 

be:Ee!e heating was 1.74. Beat treatment after extrusion 

was not made. Hence, the sheet was poor in heat 

resistance and greatly deformed. 

COMPARATIVE EXAMPLE 13 

The extruded foam sheet obtained in Example 42 

was heated with a hot plate having a surface temperature 

of 140°C for 10 seconds to obtain a pest-expanded foam 

sheet. The crystallinity was 24.3%. The sheet had a 

density of 0.114 g/mol and a thickness of 3.15 mm. The 

ratio 01/02 by this heating was 1.97. 

A sample of lOOxlOO nun was cut off from the 

sheet and heated at 200°C in a constant temperature bath 
..........-!.)..... ~ 'Vo.../Vb 

for 30 minutes. V::;/!!!j was 1.11. 

The results of Examples 42 to 45 and Comparative 

Examples 12 and 13 are shown in Tables 6 and 7. 
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Example 42 

II 43 

II 44 
II 45 

Comp. Ex. 12 

II 13 

Table 6 

Foam Sheet Post-Ex12anded Form She~ 
DensitY. Dl Crystallinity Density D2 Crystallinity {9Lcm3} { % l {gLcm3 } { % l DlLD2 

0.225 9.7 0.133 24.3 1.69 
0.242 10.6 0.147 24.4 1.65 
0.225 9.7 0.106 16.7 2.12 
ditto ditto 0.157 24.3 1.43 
ditto ditto 

ditto ditto 0.114 " 13.1 1.97 
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Table 1 

Foam Sheet (mm} Post-ExEanded Foam She_~t (mml 
MD TD Thickness MD TD Thickne~s; Y2/Vl 

Example 42 100 100 2.70 99.8 100.4 2.75 1.02 

II 43 100 100 2.80 99.9 100.3 2.85 1.02 

II 44 100 100 3.40 99.7 100.2 3.60 1.06 

II 45 100 100 2.30 99.5 99.5 2.30 0.99 

Comp. Ex. 12 100 100 1.60 97.0 94.0 3.05 1.74 

II 13 100 100 3.15 99.4 99.4 3.55 1.11 
" 

MD: Direction of extrusion of foam sheet 

TD: Direction perpendicular to MD 



It is clear from Tables 6 and 7 that the volumes 

of the sheets which were not heat-treated are greatly 

changed and the sheets- are poor in heat resistance. 

Further, even when the sheets were heat-tr~ated, the 

sheet having a crystallinity of less than 15% are 

inferior in heat resistance. 

The following Examples 46 to 49 and Comparative 

Examples 14 to 16 ill~strates the extrusion foam sheets 

of ther:noplastic polyester resins and the thermoform-

ability thereof. 

EX..~LES 46 TO 49 AND COMPARATIVE EX&'!PLES 14 TO 16 

The production unit of extrusion foam sheets, 

which was used in these examples and 
Sc..rc.-:> 

examples was a single screw extruder (~: 

comparative 
~ 

65 mm, L/D: 

35). The extrusion die was a circular die (bore: 60 

mm}, and the circular die gap of the extrusion die was 

changed as shown in Table 9. 

The cylindrical mandrel was a water-cooled 

mandrel (outer diameter: 205 mm, L/D: 1.5). 

In the compositions of extrusion foam sheets 

used in these examples and comparative examples, 100 

parts by weight of polyethylene terephthalate (PET) was 

used as the thermoplastic polyester resin. The resin 

grade was changed as show~ in Table . 8. O. 6 part by 
~~~ 

weight of talc was used as the ~ilieeE per 100 
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parts by weight of PET. Melt property modifiers and 

metallic compounds used together with the modifiers were 

changed as shown in Table 8. Liquefied butane was used 

as the blowing agent in an amount given in Table s. 
Extrusion foam sheets used in Examples 46 co 49 

and Comparative Examples 14 to 16 were produced in the 

following manner. 

Polyethylene 

dehumidifying drier 

terephthalate was dried in a 

{160°C, dew point of -30°C} for 4 

hours. Predetermined amounts of polyethylene tera­

phthalate, modifier, metallic compound and talc were 

mixed in a tumbling mixer. The mixture was fed to the 

extruder hopper and melt-mixed. Liquefied butane as the 

blowing agent was injected into the mixture on the way 

of the extruder. The mixture was extruded through the 

circular bore of the circular die into air in the form 

of a tube. The extrudate was taken while expanding the 

molten resin, and the foam was cooled by bringing it 

into contact with the outer surface of the cylindrical 

mandrel to shape it into a cylinder. Part of the 

cylindrical foam was cut open and wound up as the foam 

sheet. 

The manufacturing conditions of the extrusion 

foam sheets used in · these examples and comparative 

examples were as follows. 
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Temperature of feed zone of extruder: 275 to 

285°C, temperature of compression zone of extruder: 285 

to 295°C, temperature of melting zone of extruder: 265 

to 285°C, temperature of extruder head: 265 to 2as 0 c, 

temperature of circular die: 260 to 285°C, injection 

pressure of blowing agent: 40 to 140 kg/cm3 , and 

extrusion pressure (head pressure): 50 to 120 kg/cml. 

The number of revolutions of screw and take-off speed 

are shown in Table 9. 

width. 

The resulting foam sheets were 640 to 643 zmn in 

The apparent density, thickness, crystallini ty 

and molecular orientation ratio thereof are shown in 

~i___T,_ab_1_e __ 10~·=---:-:-:-::--:-:--~~~~-::-:--~-:-----:~--:--~~:---~ 
~ Cry. stallinity was measured by using differential 
~~ 

) 
scanning calorimeter DSC 200 manufactured by Seiko K.K. f.t)_ .,_ 
For the quantity of heat of perfect crystal fusion of 

polyethylene terephthalate, there was used 26. 9 kJ/mol 
~~V'S~ l)e.h>.. \-\ o..-J..o \l .... \<.\.w... 

from Higf! Moleculat !!andbook (published by Baifukan KK). 

The post thermoformer and thermoforming condi-

tions of the extrusion foam sheets which were used for 

evaluation in these examples and comparative examples, 

were as follows. 

The post thermoformer was a one-shot molding 

machine for expanded polystyrene, which had a heating 

zone with inf rared radiation and a press part with air 
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cylinder. The molding tool was a plag-assist press tool 

(bore: 180 mm x 155 mm, depth: 95 mm) for container. 

Molding conditions were such that 360x360 ~.m foam sheets 

were heated at 175°C in the h~ating zone for 15 seconds 
c.--:to.c.N...J 

and immediately thereafter, sa~eaeEi with the thermo-

former for 25 seconds to effect the molding. 

The resulting molded articles were evaluated by 

the following criteria., 

Apoearance 

0 : The whole of sheet was uniformly extended, could 

be molded into the same shape as that of press 

tool and not broken. 

6:· Sheet which could be molded into the same shape 

as that of press tool, but part of surface was 

broken and cracks were formed. 

x: Sheet which was greatly broken and could not be 

molded. 

Thickness Ratio 

The ratio of the thickness of the bottom of the 

molded article to that of sidewall thereof. ·The mark 

"-" shows that the article is greatly broken and 

measurement cannot be made. 

Surface Profile 

0: The surface of the molded article was smooth. 

6: The surface wa~ partly uneven. 
~~~~~~~~~~ 
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x: The surface was considerably uneven. 

Overall Evaluation 

Evaluation was ~ade as a whole by taking all of 

the surface profile of the extrusion foam sheet and the 

appearance and thickness of the post thermoformed 

article into consideration. 

0: Particularly superior 

0: 

x: 

Superior 

Bad 

The results are shown in Table 11. 
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Table 8 

Polyethylene Terephthalate Modifier 

Example 

II 

II 

II 

46 

47 

48 

49 

Comp. Ex. 14 

;! --· -en 
-en -::r ---(1) 
==$'.!l. 
iiiiimiiiii::z:: ==ei =t:c 
=:::=g 
-::s 

---~ -(1) 
--="Cl ---1» -n 

2.. 

II 

II 

15 

16 

Manuf ac­
turer 

Eastman 
Kodak 

Company 

ditto 

Teijin 
Limited 

ditto 

ditto 

ditto 

ditto 

Grade 

PET10388 

ditto 

TR4550BH 

TR8580 

ditto 

ditto 

ditto 

Name 

Pyromellitic 
anhydride 

ditto 

ditto 

Tetrafunctional 
epoxy nitride 

Pyromellitic 
anhydride 

ditto 

ditto 

Amount 
(Part by 
Weight} 

0.3 

ditto 

0.5 

0.2 

0.5 

0.3 

ditto 

Metallic Comeound 
Amount Amount of 

(Part by Blowing 
NaI!!.!L.__ Weight) Agent (wt\) 

Sodium 0.1 1.3 
carbonate 

ditto ditto ditto 

ditto ditto 1.2 

,,. 
Omitted - I 0.7 

Sodium 0.1 1.3 
carbonate 

ditto ditl:o ditto 

ditto ditto ditto 



0\ 
l.O 

Example 46 

II 47 

II 48 

II 49 

Comp. Ex. 14 

II 

II 

~ --· ...--en 
en 

-::r a 
-::i:: 

I» -en 
to -CD 

. g 
-"" -CD 

'E.. 
....... !» -o 

2. 

15 

16 

Number of 
Revolutions of 

Screw of Extruder Die TemQ. 
(rpm) (oC) 

25 265 

ditto 280 

ditto 270 

ditto 265 

ditto 280 

ditto . 260 

ditto 270 

Table 9 

Circular Extrusion Take-off Blow-up file Ga12 Rate s12eed Ratio (mm) (kg/Hr) (m/min~) 

0.5 23.7 2.16 3.42 
1.0 21.4 2.18 2.63 
0.7 23.7 2.26 3.42 
0.1 21.0 0.12 3.42 

1.0 21.4 
" 

1.45 2.63 
1.0 22.9 1.29 2.63 

0.1 21.0 1.78 3.42 



Example 

II 

" 
It 

Apparent 
Density 
(g/cml) 

46 0 .19 

47 0 .18 

48 0 .16 

49 0.63 

Comp. Ex • 14 0 .19 

II 

" 

Example 

" 
II 

It 

15 0. 23 

16 0 .18 

Appearance 
of Molded 
Article 

46 

47 

48 

49 

0 

0 

0 

0 

Comp. Ex. 14 x-
II 

If 

15 

16 

x 

Table 10 

Thickness 
(mm) 

1.5 

1.7 

2.6 

1.2 

2.0 

2.0 

1.7 

Table 11 

Thickness 
Ratio of 
Melded 
Article 

1.2 

1.3 

1.5 

1.3 

1.5 

Molecular 
Crystal- Orientation 
linitv Ratio 

(%) 

10 

11 

18 

7 

11 

10 

22 

Surface 
Profile 

1.82 

1.73 

1.37 

4.27 

4.88 

5.36 

1.70 

of Molded Ove·rall 
Article Evaluation 

0 

0 

6. 

0 

0 

6. 

x 

0 

0 

0 

0 

x 

x 

x 

Molecular orientation ratio can be adjusted by 

take-off speed and blow-up ratio, since when the take­

off speed of the sheet is increased, the sheet is 

orientated in the MD direction, while when the blow-up 
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ratio is irtcreased tcooling mandrel diameter is 

increased), the sheet is orientated in the TD direction. 

However, when the width-and thickness of the sheet and 

expansion ratio are fixed, molecular orientation ratio 

cannot be properly adjusted only by the controlling of 

take-off speed and blow-up ratio. In this case, die 

temperature is elevated (Example 47, Comparative Example 

15). 

Molecular orientation ratio can be lowered by 

reducing the amount of the melt property modifier 

{Example 47, Comparative Example 14). 

Crystallinity can be lowered by lowering the 

temperature of cooling water for cylindrical mandrel. 

Then, a food container of the present invention 

is illustrated by means of the following examples and 

comparative examples. Parts given below are by weight 

unless otherwise stated. 

EXAMPLE 50 

In this Example, the same thermoplastic 

polyester resin was used for both' foam sheet and non-

foam sheet. 

100 parts of polyethylene terephthalate pellets 

( -i!~~A~t:~r~1i-' n11~s~i'.'tc~-vv'±l~srrc!?OT!srll 1"t.,,y""!;:-.,,o"":".""fl8~l~/ t r ad e name : TR 8 5 8 0 

manufactured by Teijin Limited) was used as the 

polyester resin and dried with hot air having a dew 
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point of -20°c at 160°C for 5 hours. 0.3 part of 

pyromellitic dianhydride, 0.1 part of sodium carbonate 

and 0.6 part of talc were added thereto. The mixture 

was uniformly mixed in a tumbling mixer and then fed to 

an extruder. 

The cylinder temperature of the extruder was set 

to 274 to 287°C and the. die temperature thereof was 
1.0°/o~~ 

277°C. About l .J>-~:1:~ of butane as a blowing agent was 

pressure-fed to the mixture on the way of the cylinder. 

A die having a circular gap was provided at the 

head of the extruder. The p_olyester resin containing 

butane was extruded through the circular gap into a 

cylindrical shape. The extrudate was allowed to proceed 

on a cylindrical mandrel, while expanding the resin, to 

obtain a foam sheet. The cylindrical foam sheet was cut 

open and the resulting flat sheet was wound up into a 

roll. The resulting foam sheet had a density of 0.262 

g/cm3 , a thickness of 1.45 mm and a width of 640 mm. 

A polyethylene terephthalate resin film (FPL 

manufactured by Teijin Limited) of 50 µ in thickness was 

used as the non-foam thermoplastic resin film. This 

film and the above-described sheet were placed upon each 

other in layers and put between a pair of rollers to 

laminate them onto each other. The temperature of the 

roller on the side of the foam sheet was room 
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temperature, while the temperature of the roller on the 

non-foam sheet was set to 135°C. In this way, there was 

obtained a laminated sheet in which the non-foam sheet 

was bonded to only one side of the foam sheet. 

A sample having a size of 250x250 mm was cut off 

from the laminated sheet and preheated by bringing the 

sample into contact with a hot plate having a surface 

temperature of 140°C ior 6 seconds. Successively, the 

preheated sample was put between a male die heated to 

180°C and a female die heated to 180°C for 6 seconds to 

thereby mold it into a container and at the same time to 

accelerate crystallization. Immediately thereafter, the 

molded article was put between a male die and a female 

die at room temperature for 6 seconds to cool it, said 

dies having the same shapes as those of the dies heated 

to 180°C. The molding was conducted in such a manner 

that the non-foam film layer was positioned inside the 

container. The resulting container had a shape as shown 

in.Fig. 6 and 7. 

Fig. 6 shows a side view of the resulting 

container 7. Fig. 7 shows a plane view of the container 

7. 

In this molding, the composite sheet increased 

in expansion ratio and the thickness of the bottom of 

the container 7 became 3.80 mm. 
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lSO cc of water was put into the container 7 and 

a lid was put thereon. The container was sealed so that 

water did not leak therefrom. The container was placed 

in a SOO W microwave oven and heated for 3 minutes to 

cause water to boil. Immediately after heating, tha 

container could be taken out from the microwave oven 

with bare hands. The container did not cause any change 

by the heating. To .. make sure, the thickness of the 

bottom of the container was measured. It was found that 

the thickness of the bottom was 3.9S mm. The container 

in the heating within the microwave oven increased in 

thickness only by 4%. Accordingly, it could be 
•. 

considered that no deformation was substantially caused. 

EXAMPLE Sl 

The .foam sheet obtained in Example SO was used, 

a polypropylene resin film of 100 µ in thickness was 

used as the non-foam film and an ethylene-vinyl acetate 

copolymer resin was used as the adhesive to laminate the 

films. 

One side of the polypropylene resin film was 

coated with the ethylene-vinyl acetate copolymer resin. 

The coated side of the film was placed on the polyester 

resin foam sheet obtained in Example SO. They were 

passed through a pair of rollers to laminate them. The 

temperature of the roller on the side of the foam sheet 
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was room temperature, while the temperature of the 

roller on the side of the non-foam £ilm was 125°C. 

A sample of 2Silx250 mm was cut off from the 

laminated sheet obtained above and preheated by bringing 

the foam sheet side into contact with a hot plate having 

a surface temperature of 140°C and simultaneously 

bringing the non-foam film side into contact with a hot 

plate having a surface temperature of 100°C for 6 

seconds. Successively, the preheated sheet was put 

between a male die and a female die for 8 seconds in 

such a manner that the foam sheet side was contacted 

with the female die heated to 140°C and the non-foam 

film side was contacted with. the male die heated to 

l00°C, whereby the composite sheet could be molded into 

a container which was the same as that of Example 50 and 

at the same time, crystallization was accelerated. 

Immediately thereafter, the container was put between 

two dies at room temperature for 6 seconds to cool it, 

said two dies having the same shapes as those of the 

dies heated. The molding was conducted so that the non­

foam film was positioned inside the container. The foam 

sheet was swollen by this molding and the thickness of 

the bottom of the container became 2.94 mm. 

In the same way as in Example 50, water was put 

into the resulting container. The container was heated 
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in the microwave oven. Immediately a.fter heating, the 

container could be taken out with. bare hands. It was 

found that no deformation was caused after heating. To 

make sure, the thickness of the bottom of the contain~r 

was measured. The bottom was 3.05 Iilil1 in thickness. An 

increase in thickness was only 4%. Accordingly, it 

could be considered that the container could withstand 

heating by microwave o1M!n. 

EX.1\MPLE 52 

The foam sheet obtained in Example 50 was used 

and a polyethylene terephthalate resin film of 150 µ in 

thickness was used as the non-foam film. They were 

laminated onto each other.without using any adhesive to 

obtain a composite sheet. The laminating of the film 

was carried out by using a pair of rollers in which the 

temperature of the roller on the side of the foam sheet 

was room temperatur~ and the temperature of the roller 

on the side of the non-fcam film was 155°C. 

A sample of 250x250 mm was cut off from the 

laminated sheet. In the same way as in Example 50, a 

container was prepared from the sample. The thickness 

of the bottom of the container was swollen to 4.39 mm. 

Water was placed in the container. The 

container was heated in the microwave oven in the same 

way as in Example 50. Immediately after heating, the 
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container could be taken out .from the oven with bare 

hands. It was found that the container taken out did 

not cause any deformation. To make sure, the thickness 

of the bottom of the container was measured and the 

thickness was 4.44 mm. 

as only 1%. 

Deformation ratio was as small 

EXAMPLE 53 

The procedure~of Example 52 was repeated except 

that a polybutylene terephthalate resin film of 30 ~ in 

thickness was used in place of the polyethylene te re­

phthala te resin film. The thickness of the bottom of 

the molded container was 4.20 mm. 

After heating, the container could be taken out 

from the microwave oven with bare hands. It was found 

that the container taken out was not deformed as 

compared with that before heating. The thickness of the 

bottom of the container after heating was measured. The 

thickness of the bottom was , 4. 34 mm. The deformation 

ratio of the thickness was only 3%. 

COMPARATIVE EXAMPLE 17 

A container was prepared only from the polyester 

resin foam sheet obtained in Example SO without 

laminating the non-foam film onto the foam sheet. 

Namely, the polyester resin foam sheet obtained in 

Example 50 was preheated by bringing it into contact 
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with a hot plate heated to 140°C for 6 seconds. Succes­

sively, the preheated sheet was pu·t between a male die 

heated to 180°C and a female die heated to 180°C for a 
seconds, whereby th~ molding was carried out and at the 

same time, crystallization was accelerated. Immediately 

thereafter, the molded article was put between a male 

die and a female die at room temperature for 6 seconds 

to cool it, said dies having the same shapes as those of 

the dies heated to 180°C. In this way, the same 

container as that of Example 50 was obtained. The 

thickness of the bottom thereof was 3.39 mm. 

In the same way as in Example 50, water was 

placed in the container and the container was heated in 

the microwave oven. Immediately after heating, the 

container could be taken out f ram the microwave oven 

with bare hands. The container taken out was highly 

expanded and recessed parts and protruded ;;>arts were 

formed on the inner surface thereof. The thickness of 

the bottom of the container after heating was measured. 

The thickness thereof was 4.04 mm. Namely, this showed 

an increase of as large as 19% in thickness. According­

ly, it was considered that deformation was large and the 

container . could not withstand heating in the microwave 

oven. 
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COMPARATIVE EXAMPLE 18 

In this Comparative Example, the foam sheet of 

polystyrene was used and the non-foam film of the 

thermoplastic polyester resin was used. They were 

laminated onto each other by using an ethylene-vinyl 

acetate copolymer resin to obtain a laminated sheet 

corresponding to one described in JP-A-62-70037. 

Namely, one SLide of the non-foam polyethylene 

terephthalate film having a thickness of 50 µ was coated 

with the copolymer resin. The coated side of the film 

was placed on the expanded polyethylene sheet having a 

thickness of 2. 4 mm and a base weight of 200 g/m2 to 

laminate them. The laminating of them was carried out 

by using a pair of rollers heated to 150°C. 

A sample of 250x250 mm was cut off from the 

larainated sheet and preheated by bringing it into 

contact with a hot plate heated to 140°C for 8 seconds. 

Immediately thereafter, the sheet was put between a male 

die and a female die at room temperature for 6 seconds 

to cool it. There was obtained a container having the 

same shape as that of the container of Example so. The 

container was prepared in such a manner that the non­

foam film was positioned inside the container. The 

thickness of the bottom of the container was increased 

to 4.2 mm. 

- 79 -



In the same way as in Example SO, water was 

placed in the container, and the container was heated in 

the microwave oven. Though the container could be taken 

out from the microwave oven with bare hands immediately 

after heating, the container was considerably deformed 

by heating. Particularly, the expanded polystyrene 

layer on the outer side of the container was deformed by 

swelling. As a resu.lt, protrusions and recesses were 

formed on the non-foam film on the inner side of the 

container. The thickness of the bottom of the container 

after heating was measured. The thickness of the bottom 

was 4.88 mm. This showed an increase of 16% in 

thickness. Hence, it was considered that the container 

was not suited for use in the microwave oven. 

As stated above, the present invention has the 

following effects. 

Fgams are net eelerei e·,-eft r,,i1c21 LIIC iiXt' os; wa 

-e=cpeasi:=n: melding of Lhe LheLaeplast1a pol1cstcr resi.:Re 

are .eortti11= n!'!JlJ • e11::11ieei oat ever a lotig perisu3:=c:f=t.ime:.._ 

The foams of the thermoplastic polyester resins 

are those having fine cells uniformly dispersed therein. 

The foams of the present invention are ~xcell~nt 

in rigidity and heat resistance, though they are 

lightweight. Further, the foams have high tensile 

strength and high tensile elongation at break. 
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The foams give molded foams having a higher 

expansion ratio and much f inef cells uniformly dispersed 

therein when re-heated. · 

The extrusion foam sheets of the present 

invention are excellent in thermoformability. 

Food containers thermoformed can be used in 
~o~~ . -

ouecs aAd micr~mi~ 
While the inve~tion has been described in detail 

and with reference to specific embodiments thereof, it 

will be apparent to one skilled in the art that various 

changes and modifications can be made therein without 

departing from the spirit and scope thereof. 
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CLAIMS: 

1. A process for producing a thermoplastic 

polyester resin foam comprising melting a ther!IIoplastic 

polyester resin, mixing the molten resin with a blowing 

agent and extruding the mixture into a low-pressure zone 

t t ~-~, , ~. h . . d . th t o carry ou expa~szeA m9s••A~, c arac~erize in a a 

compound having two or more acid anhydride groups per 

molecule is added to the thermoplastic polyester resin. 

2. A. process for producing a thermoplastic 

polyester resin foam as in claim 1, wherein said 

compound having two or more acid anhydride groups per 

molecule is used in an amount of O. 05 to 5 parts by 

weight per 100 parts by weight of the thermoplastic 

polyester resin. 

34 A process for producing a thermoplastic 

polyester resin foam as in claim 1, wherein said 

compound having two or more acid anhydride groups per 
~ 

molecule is pyromellitic ~hydride, benzophenonetetra-

carboxylic a•ia dianhydride, cyclopentanetetracarboxylic 

dianhydride_, .. diphenyl sulfone tetracarboxylic 
~- - -/ 

dianhydr id~. 

4. A process for producing a thermoplastic 

polyester resin foam as in claim 1, wherein said foam 

has a density of not higher than 0.7 g/cm3 • -~'- _, 

C:::...o-r S- (2, 5- ~ox.oh .. trc..~d..:n.-3 --~~)-~ -~~­
"3, _ ~ ~ kxe,..,. _ ', 1. - ~c.o.rbox~c.. ~ ..... ~Mel.a. '> 
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s. A process for producing a thermoplastic 

polyester resin foam as in claim l; wherein said foam is 

an ex"Cruded foam sheet ~having a density of not higher 

than 0. 5 g/cm3. 

6. A process for producing a thermoplastic 

polyester resin foam as in claim 1, wherein said thermo-

plastic polyester resin is polyethylene terephthalate, 

polybutylene terephth~late, polybutylene terephthalate 
O...Mc:t"J\(\O\J.S 

elastomer, al\ a~alli:ae polyester, polycyclohexane 
)~~~ti-~ 

terephthalateLor a mixture thereof. 

7. A process for producing a thermoplastic 

polyester resin foam comprising melting a thermoplastic 

polyester resin, mixing the molten resin with a blowing 

agent and extruding the mixture into a low-pressure zone 

t t ~~ ~ ~. h t . d . th t o carry ou axc~s•oA mo•~1A~, c arac erize in a a 

compound having two or more acid anhydride· groups per 

molecule and a compound of a metal of Group I, II or III 

elements of the Periodic Table are added to the 

thermoplastic polyester resin. 

8. A process for producing a thermoplastic 

polyester resin foam as in claim 7, wherein said 

compound having two or more acid anhydride groups per 

molecule is used in an amount of O. 05 to 5 parts .by 

weight and said compound of a metal of Group I, II or 

III elements of the Periodic Table is used in an amount 
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of 0.05 to 5 parts by weight, each amount being per 100 

parts by weight of the thermoplastic polyester resin. 

9. A process -for producing a thermo~lastic 

polyester resin foam as in claim 7, wherein said 

metallic compound is a compound of a metal of Group I 

elements of the Periodic Table. 

10. A process for producing a thermoplastic 

polyester resin foam as in claim 7 r wherein said foam 

has a density of not higher than 0.5 g/cm3 • 

11. A process for producing a thermoplastic 
~ 

polyester resin foam comprising qa~ai"?a9 a high-

temperature thermoplastic polyester resin foam 

immediately after expansion to a temperature of not 

higher than the glass transition· point of the resin to 

bring crystallinity to 30% or lower and then heating the 

foam to 60°C or higher. 

12. A process for producing a thermoplastic 

polyester resin foam as in claim 11, wherein said 

heating is carried out by bringing the polyester resin 

foam into contact with steam or hot water. 

13. A process for producing a thermoplastic 

polyester resin foam as in claim 11, wherein said 

heating is carried out by bringing the polyester resin 

foam into contact w1th a hot plate.-0ompesea of a metal. 
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14. A process for producing a thermoplastic 

polyester resin foam as in claim 11, wherein said foam 

is re-expanded 1.3 times-or more by heating. 

15. A thermoplastic resi~ foam sheet character­

ized by that said sheet is an extruded foam sheet of a 

thermoplastic polyester resin and has a crystallinity of 

not higher than 20% and a molecular orientation ratio of 
~~..:,..- ~~~~4. 

4.5 or lower in~e di~ection ~f;!._aee of the foam sheet. 

16. A thermoplastic resin foam sheet as in claim 

15, wherein said sheet is an extruded foam sheet 

produced by using a circular die and a cylindrical 

mandrel. 

17. A thermoplastic resin foam sheet as in claim 
~ ~~ J::>-.o.-

15, wherein said sheet is an extruded foam sheet of ~ 

1'e' 5 mm in.thickness. 

18. A food container produced by laminating a 

non-foam film of a thermoplastic resin on at least one 

side of the foam sheet of a thermoplastic polyester 

resin to obtain a laminated sheet and molding the 

laminated sheet into a container in such a manner that 

the non-foam film is positioned inside the container. 

19. A food container as in claim 18, wherein 

said non-foam film is prepared from thermoplastic 
~J~~~~ .. 

polyester resins,) polyolef in resins, polyamide resins, 

polyvinyl chloride resins, polyacrylonitrile resins, 

- 85 -



. ·-··.·!'"·-··-. 

\ 1\1\llj \Ill~ 111!1 111\J II 1\11 . 

polyvinylidene chloride resins or ethylene-vinyl alcohol 

copolymers. 

20. A food con~ainer as in claim 18, wherein 

said container is prepared by thermoforming a laminated 

sheet having a thickness of 0.5 to 5 mm. 

21. A food container as in claim 18, wherein the 

crystallinity of the resin is brought to 15% or above 

and the density of the foam is brought to not higher 

than 0.5 g/cm3 by thermoforming the laminated sheet. 
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