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CORDLESS TELEPHONE SYSTEM 

BACKGROUND OF THE INVENTION 

1. FIELD OF THE INVENTION 

The present invention relates to a cordless telephone 

system capable of inter-subsidiary-unit extension speech 

communication and, more particularly, to a home digital 

cordless telephone system which can reduce the battery power 

consumption and shorten the time required for connection of 

inter-subsidiary-unit extension speech communication. 

2. DESCRIPTION OF THE PRIOR ART 

Analog cordless telephone sets became popular first as 

cordless telephone sets. Thereafter, cordless telephone 

~ets having various functions, mainly home cordless tele-

phone sets, have been widely used. Some home cordless 

telephone sets allow the use of a plurality of subsidiary 

units and extension speech communication between subsidiary 

·units through a master unit. 

In·· performing inter-subsidiary-unit extension speech 

communication, at least two radio units have to be mounted 

in the master unit because radio speech channels have to be 

independently connected between the respective subsidiary 

units and the master unit. 

sets 

Rf!centiy, 1~n -~apan; .ps,. _we~l, digital cordless telephone 
~ ·::- .f• •. ·: <· . ·.. .. ~~ .~ ' ;,·· -~ . . . .. 

have bE°i!en; put in-fo; pracJ:ice: ~and the standards ( RCR .... ' . ... / 
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STD-28) for the second-generation cordless telephone system have been established by 
(Foundation) Radio Wave System Development Center. · 

This second-generation co_rdless telephone system uses a four-channel 
multiplex time-division duplex (TDD) scheme. The above inter-subsidiary-unit 

s extension speech communication can be realized by only one radio unit of the master 

unit, if the radio unit is compatible with four channels. The radio unit compatible with 
four channels, however, needs a frequency synthesb:er capable of high-speed switching~ · 

A cordless telephone system of this type is disclosed in Japanese Unexamined 

Patent Publication No.1-136437. In this system, when a subsidiary unit is to call 

1 o another subsidiary unit, an idle or non-busy speech channel is detected from a plurality 

of speech channels. Thereafter, the transmission frequency of the calling subsidiary 

unit is set to the reception frequency of the control channel of the called subsidiary unit, 
and the reception frequency of the calling subsidiary unit is set to the transmission 
frequency of the· control channel of the called subsidiary unit. The pass bands of the 

1 s two units are also switched accordingly. 
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Information indicating the speech channel detected through 

the control channel is sent to the called subsidiary unit, 

thereby allowing extension speech communication between the 

calling subsidiary unit and the called subsidiary unit 

through the speech channel. In this scheme, even in speech 

communication between subsidiary units, speech channels are 

switched in accordance with an instruction from the master 

unit. 

Another telephone system is disclosed in Japanese 

Unexamined Patent Publication No. 2-241129. In this system, 

when a subsidiary unit in a predetermined zone is to call an 

arbitrary subsidiary unit within the pertinent service area, 

a seizure signal and a start dial signal are exchanged 

between the calling subsidiary unit and the dedicated 

terminating master unit, and the two units are set· in the 

same channel to be linked with each other. Thereafter, in 

response to. the input of an extension number from the 

calling subsidiary unit, the extension number of the 

dedicat~d originating master unit in each zone is automati-

cally dialed in the dedicated terminating master unit. With 

this operation, a dial signal corresponding to the extension 

number is transmitted to an exchange. The exchange then 

transmits ring back tone signals to the dedicated originat-

ing master unit in each zone and the calling subsidi~ry 

unit. When the ID code of the called subsidiary unit is 
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input by the calling subsidiary unit, the ID code is 

transmitted to the dedicated originating master unit in each 

zone through the dedicated terminating master unit and the 

exchange. The ID code is then transmitted.to the subsidiary 

units in each zone, and a start dial signal is generated. 

When a start dial signal is generated by the subsidiary unit 

corresponding to the ID. code, the signal is received by the 

dedicated originating master unit in the corresponding zone. 

As a result, the dedicated originating master unit and the 

called subsidiary unit are set in the same channel to be 

linked with each other. In this manner, the calling 

subsidiary unit and the called subsidiary unit are connected 

to eachiother through the dedicated terminating master unit, 

the exchange, and the dedicated originating master unit, and 

speech communication between the subsidiary units is 

performed. 

In this scheme as well, subsidiary units perform 

channel switching to a speech channel under the control of 

the mas:ter unit. 

The radio unit compatible with four channels in the 

four-channel multiplex time-di vision duplex (TDD) scheme 

described above requires a frequency synthesizer capable of 

high-speed switching, and hence is expensive. 

When the inter-subsidiary-unit direct communicat~on 

function is to be used, inter-subsidiary-unit speech 
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communication can be performed without equipping the master unit with a radio unit 

compatible with four channels. In this case, however, each subsidiary unit must detect 

an incoming call signal transmitted from the master unit to the self-unit through a 

control carrier, and an inter-subsidiary-unit direct speech comnnmication mode must be 
s set by performing a certain operation to perform inter-subsidiary-unit direct 

communication. For this reason, when inter-subsidiary-unit extension speech 
· communication is to. be performed by using the inter-subsidiary-unit direct 

communication function, two subsidiary units on the originating and telminating sides 

must be set in the inter-subsidiary-unit direct communication mode in advance upon 

10 verbal communication, or the subsidiary units must be capable of monitoring both a 

control carrier and an inter-subsidiary-unit communication carrier to achieve a 

successful call. 
In the former case, the convenience of radio communication cannot fully be 

used. In the latter case, the battery power consumption increases as compared with the 

1 s case wherein only a control carrier is intermittently received. 

According to the inter-subsidiary-unit direct ~mmunication scheme based on 
the standards RCR STD-28, a calling subsidiary unit which is to start inter-subsidiary­

unit direct speech communication selects an idle carrier from ten 
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caniers assigned as radio caniers for inter-subsidiary-unit direct communication by 

carrier sense, and transmits a call signal including the ID code of the called subsidiary 

unit. Since a specific carrier, of the ten carriers, throu_gh which a call signal is to be 

tr~tted, and a specific transmission timing cannot be specified, the call subsidiary 

s unit must constantly and sequentially scan the ten carriers to check whether a call signal 

is transmitted. For this reason, an intermittent receiving operation cannot be efficiently 

performed. Consequently, the battery power consumption increases to disable a long­

term operation. In addition, the time required for connection prolongs. 

SUMMARY OF THE INVENTION 

1 o The present invention has been made in consideration of the above situation, 

and has as its object to provide a cordless telephone system which realizes a low cost, 
. . 

can save the battery power, and can shorten the time required for connection. 

In order to achieve the above object, according to the main aspect of the 

present invention, there is provided a cordless telephone system co~rising a master 

1 s unit permanently connected to a wire telephone line, and a plurality of subsidiary units 

connected to the master unit by radio, one of the subsi~iary units which serves as a 

calling subsidiary unit including means for transmitting a signal 
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for requesting speech communication with another called 

subsidiary unit to the master unit through a radio channel 

which is moni tared by the master unit, and means for 

transmitting a signal for calling the called subsidiary unit 

to the called subsidiary unit through a speech communication 

channel through which direct speech communication with the 

called subsidiary unit can be performed, the master unit 

including means for receiving the signal for requesting 

speech communication from the calling subsidiary unit and 

transmitting a signal for requesting direct speech communi-

cation between the subsidiary units to the called subsidiary 

unit through a radio channel which is moni tared by the 

called subsidiary unit, and. the called subsidiary unit 

including means, adapted to be started upon reception of the 

signal for requesting direct speech communication from the 

master unit, for receiving the signal for calling the called 

subsidiary unit from the calling subsidiary unit through the 

speech channel. 

Ac.cording to the main aspect described above, the 

signal requesting speech communication with the called 

subsidiary unit preferably includes ID information of the 

called subsidiary unit. 

In addition, according to the main aspect, the means 

for receiving the signal for calling the called subsidiary 

unit through ·the radio channel can include means for 
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searching a plurality of speech channels for the signal. 

Furthermore, according to the main aspect, the signal 

requesting speech communication with the called subsidiary 

unit can include information of a speech channel through 

which the signal for calling the called subsidiary unit is 

transmitted. Moreover, a digital radio communication system 

is preferably ·applied as a communication system for a 

cordless telephone system. 

According to the. present invention, when a given 

subsidiary unit is to perform extension speech communication 

with another subsidiary unit, the calling subsidiary unit 

informs the master unit of the ID information of the called 

subsidiary unit to call the called subsidiary unit through 

an inter-subsidiary-unit direct communication radio channel. 

The informed master unit performs a starting operation to 

allow inter-subsidiary-unit direction speech communication 

with respect to the subsidiary unit specified by the ID 

information. The called subsidiary unit detects the 

startiqg operation for inter-subsidiary-unit direction 

speech communication by the master unit, and detects a call 

signal for specifying the self-unit through an 

inter-subsidiary-unit direction speech communication radio 

channel, thereby performing speech -communication between the 

subsidiary units. 

In additie>n, a calling subsidiary unit informs the 
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master unit of the information .of an inter-subsidiary-unit 

direct communication radio channel used to specify and call 

a called subsidiary unit with which the calling subsidiary 

unit is to communicat·e, and the master unit informs the 

called subsidiary unit of the informed information. The 

called subsidiary unit then detects a call signal specifying 

the self-unit through the informed inter-subsidiary-unit 

direct communication radio channel. With this operation, 

speech communication between the subsidiary uni ts can be 

performed. 

A subsidiary unit, therefore,_ can be automatically 

switched to the inter-subsidiary-unit direct speech communi­

cation mode from the control radio channel sense mode 

without moni taring both a control radio channel of · the 

master unit· and an inter-subsidiary-unit direct communica­

tion radio channel. In addition, a scanning operation need 

not"'' · be performed with respect to inter-subsidiary-unit 

direct communication carriers. As a result, the battery 

power aan be saved, and·the time required for connection can 

be shortened. 

The above and many other advantages, features and 

additional objects of the present invention will become 

manifest to those versed in the art upon making reference to 

the following detailed description and accompanying drawings 

in which pref erred structural embodiments incorporating the 
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principles of the present invention are shown by way of 

illustrative example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. 1 is a block diagram showing the overall arrange­

ment of an embodiment of the present invention; 

·Fig. 2 illustrates the concept of channels in the 

embodiment of the present invention; 

Fig. 3 is a block diagram showing the arrangement of a 

master unit in the embodiment of the present invention; 

Fig. 4 is a block diagram showing the arrangement of a 

subsidiary unit in the embodiment of the present invention; 

and 

Fig. 5 shows a sequence for explaining the trans­

mission/reception states of signals in the embodiment of the 

present invention. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT 

An embodiment of the present invention will be de­

scribed next with reference to the accompanying drawings. 

Fig. l .. is a block diagram showing the overall arrangement of 

an embodiment of the present invention. Fig. 2 illustrates 

the concept of channels in the embodiment of the present 

invention. Fig. 3 is a block diagram showing the arrange­

ment of a master unit·· in the embodiment of the present 

invention. Fig. 4 is a block diagram showing ~he arrange­

ment of a subsidiary unit in the embodiment of the present 
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invention. 

As shown in Fig. 1, the embodiment of the present 

invention comprises a master unit z permanently connected to 

a wire telephone line, and a plurality of subsidiary units 

A, B, and C connected to the master unit z by radio. As 

shown in Fig. 2, the master unit Z designates a plurality of 

speech channels by using a control channel to establish 

two-way radio channels between the subsidiary units A, B, 

and C. -~hile. no speech communication is performed, the 

master unit z and the subsidiary uni ts A, B, and C are 

connected to each other through the control channel. In 

performing.speech communication, switching to any one of the 

speech channels is performed. 

As shown in Fig. 3, the master unit:z comprises a line 

relay circuit 1, an incoming call detection circuit 2, a 

hybrid circuit 3, amplifiers 4 and 5, mute circuits 6 and 7, 

a transmission section .8, a reception section 9, frequency 

synthesizers 10 and 11, bandpass filters 12 and 13, a data 

output .. section 14, a data detection section 15, an idle 

channel detection circuit 16, an interference detection 

circuit 17, an antenna 18, a dial circuit 19, and a control 

circuit 20. 

As shown in Fig. 4, each of the subsidiary units A, B, 

arid C comprises an antenna 21, bandpass filters 22 and ~3, 

a reception section 24, a data deteQtion section 25, an idle 
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channel detection circuit 26, an interference detection 

circuit 27, mute circuits 28 and 29, amplifiers 30 and 31, 

a receiver 32, a·ringer.33, a dial key 34, a transmitter 35, 

an extension/outside line switch 36, a hook switch 37, a 

data output section 38, a transmission section 39, frequency 

synthesizers 40 and 41, switching circuits 42 and 43, and a 

control circuit 44. 

The present invention is characterized in that the 

control circuit 44 of each of the subsidiary units A, B, and 

C includes a means for, when the subsidiary unit is a . 
, 

calling subsidiary unit, transmitting a signal for request-

ing speech communication with another called subsidiary unit 

to the master unit z through a radio channel which is 

monitored by the master unit z, and a means for transmitting 

a signal for calling the called subsidiary unit to the 

called subsid;Lary unit through a speech channel through 

which direct speech communication with the called subsidiary 

unit can be performed. The control circuit 20 of the master 

unit z ~ncludes means for receiving the signal for request­

ing speech communication from the calling subsidiary unit 

and transmitting a signal for requesting direct speech 

communication between the subsidiary uni ts to the called 

subsidiary unit through a radio channel which is monitored 

by the called subsidiary unit~ The control circuit . 44 

further includes a means.which is started upon reception of 
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a signal for requesting direct speech communication from the master unit Z, and 

receives a signal for calling the called subsidiary unit from the calling subsidiary unit. 

The signal for requesting speech communication with the called subsidiary unit includes 

the ID information of the called subsidiary unit. 

. 5 First Exemplified Embodiment: 

In addition to the above basic arrangement, the first exemplified embodiment 

includes a means for receiving a signal for calling a called subsidiary unit through a 
speech channel, and a means for searching a plurality of speech channels for the signal. 

These means are arranged in the control circuit 44 of each of the subsidiary units A, B, 

10 and c. 
The basic operation of the first exemplified embodiment of the present 

invention will be described next with reference to Fig. 1. 
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The master unit Z is connected to a fixed telephone network and a wire 
telephone line, and the 
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subsidiary units A, B, and C can perform communication with the master unit Z 

through digital cordless telephone radio channels, In addition, subsidiary unit numbers . 

corresponding to extension numbers are assigned to the subsidiary units A, B, and C in 
advance to discriminate them for a call operation. For example., 1, 2, and 3 are 

s respectively assip.ed as subsidiary unit numbers to the subsidiary units A, B, ·and C. 

In general, each of the subsidiary units, A, B, and C is monitoring the control 

channel for an incoming call signal to be transmitted from the master unit z to the self­

unit. 

An operation to be performed when the subsidiary unit A tries to perform 

1 o inter-subsidiary-unit extension speech communication with the subsidiary unit B will be 

described below. 

When the extension originating button and the key corresponding to the 

subsidiary unit number of the called subsidiary unit B are depressed, the subsidiary unit 

A as a calling subsidiary unit transmits and extension speech communication request 

1 s signal "a 1" including the subsidiary unit number of the subsidiary unit B to the master 

unit Z. When this extension speech communication ~t signal "a1" is received, the 

subsidiary unit A starts transmitting an 
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inter-subsidiary-unit direct communication call signal "b" including the subsidiary unit 

number of the subsidiary unit B to the subsidiary unit B through an idle inter­

subsidiary-unit direct communication channel. The subsequent operation is performed 
in the same manner as in inter-subsidiary-unit direct communication specified by the 

5 standards RCR STD-28 for the second-generation cordless telephone system .. 

Upon reception of the extension speech communication request signal "a1" 

from the subsidiary unit A, the master unit Z transmits an extension speech 

communication start signal "c1" including the subsidiary unit number to the subsidiary 
unit B through the control channel. 

: 1 o Upon reception of the extension speech communication start signal "c1" 

including the subsidiary unit number of the subsidiary unit B, the subsid~ unit B 

performs the same operation as that in the inter-subsidiary-unit direct speech 

communication specified in the standards RCR STD-28. That is, the subsidiary unit B 
sequentially switches the radio unit to the ten carriers assigned for the inter-subsidiary-

15 unit direct communication to check whether an inter-subsidiary-unit direct speech 

communication call signal "b" transmitted from the su~sidiary unit A is received. 

Upon reception of the inter-subsidiary-unit direct speech communication call signal "b" 

transmitted to the subsidiary 
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Unit B, the subsidiary unit B generates a ringing tone and waits for a response button 
operation. The subsidlaty unit B·then transmits an inter.:SUbsidiary-unit direct 

communication response signal _"d" to the subsidiary unit A and is set in a 

communication state. 

s In this case, even if the extension speech communication start signal "c11 is 

received by the subsidiary unit C, since the subsidiary unit number 11211 included in the 

signal is different from "3" as the subsidiary unit number of the subsidiary unit C, the· 
subsidiary unit C does not operate. 

A sequence chart for explaining the transmission/reception states of signals in 

10 the first exemplified embodiment of the present invention is shown in Fig. 5. 
Second Exemplified Embodiment 

In addition to the above basic arrangement, in the second exemplified 

embodiment, the signal requesting speech communication with a called subsidiary unit 
includes the information of a speech channel for transmitting a signal for calling the 

1 s called subsidiary unit. 

The second exemplified embodiment differs ~m the first exemplified 

embodiment as follows. Before the subsidiary unit A transmits an extension speech 

communicati<:>n request signal "a1
11 shown in Fig. 1 to the master unit Z, the subsidiary 

unit A selects an idle carrier from the inter-subsidiary-unit direct speech communication 
20 carriers by carrier sense, and transmits an extension speech communication request 

signal 11a1" to the master unit Z with the idle carrier number being included in the 

signal 11a1". The 
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subsidiary unit A then starts transmitting an inter-subsidiary-unit direct communication 

call signal "b" to the subsidiary unit B through the seleeted carrier. The master unit Z 

transmits an extension speech communication start signal "c1" to the subsidiary unit B 

with the carrier number transmitted from the subsidiary unit A being included in the 

6 signal "c1". In addition, the subsidiary unit B monitors the inter-subsidiary-unit speech 
. . 

communication carrier designated by the carrier number included in the extension 

speech communication start signal "c1" and sent from the master unit Z to detect the 

inter-subsidiary-unit direct communication call signal "b" from the subsidiary unit A 

without sequentially switching the inter-subsidiary-unit direct speech communication 

10 carriers. The sequence chart shown in Fig. 5 expresses the above operation in 

conformity with the expression of the standards RCR STD-28. The extension speech 

communication request signal "a1", the extension speech communication confirmation 

signal a2, the extension speech communication start signal "c1 ",and the extension 

speech communication start confirmation signal ~ which are exchanged between the 

1 s master unit and the subsidiary ll;nits are defined as link channel establishment phase 

signals in the standards RCR STD-28 by using an opti<?n area. 

The messages to be exchanged between the chid units and the sequences are 

the same as those for inter-subsidiary-
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unit direct speech communication specified by the standards 

RCR STD-28. 
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WHAT IS CLAIMED IS: 

1. A cordless telephone system comprising a master 

unit permanently connected to a wire telephone line, and a 

plurality of.subsidiary units connected to said master unit 

by radio, 

one of said subsidiary units which serves as a calling 

sub$idiary unit including means for transmitting a signal 

for requesting speech communication with another called 

subsidiary unit to said master unit through a radio channel 

which is monitored by said master unit, and · means for 

transmitting a signal for calling said called subsidiary 

unit to said called subsidiary unit through a speech 

i 
communication channel through which direct speech communica~ 

tion with said called subsidiary unit can be ·performed, 

said master unit including means for receiving the 

signal for requesting speech communication from said calling 

subsidiary unit and transmitting a signal for requesting 

direct speech communication between said subsidiary units to 

said caJ.led subsidiary unit through a radio channel which is 

monitored by said called subsidiary unit, and 

said called subsidiary unit including means, adapted to 

be started upon reception of the signal for requesting 

direct speech communication from said master unit, for 

receiving the signal for calling said called subsidiary unit 

from said calling subsidiary unit through the speech channel. 
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2. A system according to claim 1, wherein the signal 

~equesting speech commun~cation with said called subsidiary 

unit· includes ID information of said called subsidiary unit. 

3. A system according to claim 1, wherein said means 

for receiving the signal for calling said called subsidiary 

unit through the radio channel includes means for searching 

·a plurality of speech channels for the signal. 

4. A system according to claim 2, wherein said means 

for receiving the signal for calling said called subsidiary 

unit through the radio channel incl~des means for searching 

a plurality of speech channels for the signal. 

5. A system according to claim 1, wherein the signal 

requesting speech communication with said called subsidiary 

unit· includes information of a speech channel through which 

the signal for calling said called subsidiary unit is 

transmitted. 

6. A system according to claim 2, wherein the signal 

requesting speech communication with said called subsidiary 

unit includes information of a speech channel through which 

. the signal for calling said called subsidiary unit is 

transmitted. 

7. A system according to claim 1, wherein a digital 

radio communication system is applied as a communication 

system for a cordless telephone set. 
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8. A cordless telephone system substantially as herein described with reference to 

the drawings. 


