ABSTRACT The operability of an external apparatus can be enhanced. In the
present invention, a digital signal accepting neans accepts a digital
signal to be supplied fromthe external apparatus or an anal og signal
accepting neans accepts an anal og signal to be supplied fromthe external
apparatus, the accepted digital signal or the analog signal is output with
graphics information for operation of the external apparatus generated by a
generating means as required, by an output neans. Even in the case where
any of the digital signal and the analog signal is supplied fromthe
external apparatus, the graphics information is output with it, and the
external apparatus can be operated b&B8dRBRTt he graphics infornation.
Therefore, it is possible to provide a receiving device and a receiving
met hod whi ch can enhance the operability of the external apparatus.

The operability of an external apparatus can be enhanced. In
the present invention, a digital signal accepting means accepts a
digital signal to be supplied from the external apparatus or an
analog signal accepting means accepts an analog signal to be
supplied from the external apparatus, the accepted digital signal
or the analog signal is output with graphics information for
operation of the external apparatus generated by a generating
means as required, by an output means. Even in the case where any
of the digital signal and the analog signal is supplied from the
external apparatus, the graphics information is output with it,
and the external apparatus can be operated based on the graphics
information. Therefore, it is possible to provide a receiving
device and a receiving method which can enhance the operability of

the external apparatus.
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