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A pilot channel transm ssion net od IS provi transmtting

channel through a downlink froma base station in a CDVA noblle

.comuni cati.on systemincludi ng base stations. Each base station is
install.ed in one of a plurality of cells, uses a sane frequency, and
divides its channels using orthogonal codes uniquely assigned to the
channels. Each of the cells is ident+f2ed-by nmultiplying a spreadi ng code
assigned to each base station by the channels spread by the orthogonal
codes. In the pilot channel transni%§%§EBg§ hod, when a plurality of

ort hogonal code sets, each of which a plurality of spreadi ng codes
assi gned thereto, using by each base station, a pilot channel is assigned
to each orthogonal code set, and at | east one of the pilot channels is
transmtted. TheAppimbtchhanﬁeramr@ﬁsmiewn$ﬁ1mbtﬁba s¥npeloviided hbgher

than the m ni nrum synbol rate_defined in the system

transmitting a pilot channel through a downlink from a base

5 station in a CDMA mobile communication system including
base stations. Each base station is installed in one of
a plurality of cells, uses a same frequency, and divides
its channels using orthogonal codes uniquely assigned to
the channels. Each of the cells is identified by

10 multiplying a spreading code assigned to each base station
by the channels spread by the orthogonal codes. In the
pilot channel transmission method, when a plurality of
orthogonal code sets, each of which includes a plurality
of spreading codes assigned thereto, using by each base

15 station, a pilot channel is assigned to each orthogonal
code set, and at least one of the pilot channels is
transmitted. The pilot channel can be provided with a
symbol rate higher than the minimum symbol rate defined
in the system.
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