
*159159* METHOD FOR THREE DIMENSIONAL SEISMIC TRAVEL
TIME  TOMOGRAPHY IN TRANSVERSELY ISOTROPIC MEDIA
Cross-reference to related applications Not
applicable. Statement regarding federally sponsored
research or development  Not applicable. Background of
the Invention  Field of the Invention [0001] The
invention relates generally to the field of seismic
data processing. More  particularly, the invention
relates to methods for producing seismic images of the
Earth's subsurface using prestack depth migration.
Background Art [0002] Seismic surveying is used to
evaluate structures of, compositions of, and fluid
content of subsurface earth formations. A particular
application for seismic surveying  is to infer the
presence of useful materials, such as petroleum, in
the subsurface earth  formations. Generally, seismic
surveying includes deploying an array of seismic
sensors at or near the Earth's surface, and deploying
a seismic energy source near the  sensors also at or
near the surface. The seismic energy source is
actuated and seismic  energy emanates from the source,
traveling generally downwardly through the  subsurface
until it reaches one or more acoustic impedance
boundaries. Seismic energy  is reflected from the one
or more impedance boundaries, where it then travels
upwardly  until being detected by one or more of the
sensors. Structure and composition of the  subsurface
is inferred from the travel time of the seismic
energy, and the amplitude and  phase of the various
frequency components of the seismic energy with
respect to the  energy emanating from the seismic
source. [0003] One class of methods for processing
seismic data is known as prestack  migration. In
processing seismic survey data using prestack
migration methods,  conceptually energy propagation
through the Earth's subsurface may be thought of as  I
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*G00002* follows. Energy from all seismic energy
sources used in producing a survey propagates  from a
subsurface "scatter point" to all the seismic
receivers used in acquiring seismic  data.
Consequently, all recorded traces (called "input"
traces for purposes of seismic  processing) can
contain energy from a particular scatter-point.
Because the input traces  have a finite recording
time, the scattered energy is restricted to traces
within the  prestack migration `'aperture" of the
scattering point. An objective of prestack  migration
is to gather the seismic energy from all the recorded
traces within the  prestack migration aperture and sum
it back to the scatter-point location. [0004] The
accuracy of the migration is related to the accuracy
of the calculated  seismic signal travel times that
are used for migrating the data. The key point is to
calculate accurate travel times in order to have
better migration imaging. In  homogeneous media,
seismic travel times, as functions of offset
(equivalent distance  between the source and receiver
along the surface) and common imaging point ("CIP"),
are determinable by a simple analytical equation,
commonly referred to as the double- square root
("DSR") equation. The DSR equation to compute travel
times is  fundamental in migration. The DSR equation
is exact in the sense that there are no  error-terms
dependent on dip angle and offset angle. [0005] The
estimation of interval velocities in the depth domain
is required to perform  prestack depth migration in
isotropic media. Travel time tomography is a preferred
method to estimate the interval velocities. However,
it has been recognized that when  the seismic
velocities are affected by anisotropy, the results
from prestack depth  migration may not be accurate. If
anisotropy is ignored in migration processing,
positioning of the seismic events in space will be
incorrect and energy "focusing" after  migration will
not be optimum. The foregoing two factors may have
important  exploration implications, for example, the
depths at which formation boundaries are  determined
to occur by drilling wells through the subsurface may
not correspond in  depth to formation boundaries
determined by processing the seismic data. [0006] A
common type of anisotropy is known as vertically
transverse isotropy  ("VTI"). A medium such as a
formation having VTI is described by three parameters:
Vo (interval vertical velocity); 8 and S. The latter
two parameters are known as  



"Thomsen's parameters." Thomsen's parameters are
described in, Thomsen, Leon A,  Weak elastic
anisotropy, Geophysics, 51, 1954-1966, Society of
Exploration  Geophysicists (1986). 2 [00071 In three
dimensional ("3D") tomography in VTI media, the
parameters Vo, E  and may be determined in different
ways, for example, the parameters may be related  to
Vnmo (interval normal moveout ("NMO") velocity), Vo
(interval vertical velocity)  and interval rl (the
interval anelliptic parameter). See, for example, U.S.
Patent No.  6,985,405 to Ren et al. and assigned to
the assignee of the present invention. V"mo and
interval r) can be related to Thomsen's parameters (b
and c) by the following  expressions: Vnmo - Vo 1 + 26
(1); and  6-cS 77 - 1+ 2s (2) [00081 Performing 3D
tomographic velocity estimation for VTI media requires
estimating either the variables Vo, 8 and E, or the
variables Vo, Vnmo and interval T.  Estimating either
set of parameters above is theoretically equivalent to
estimating the  other set based on equations (1) and
(2), however, estimating may result in ambiguous
solutions for the three parameters Vo, $ and E if only
compressional-wave (P-wave)  seismic data are
available. See, Tsvankin, I., and L. Thomsen,
Inversion of reflection  travel times for transverse
isotropy. Geophysics, 60, no.4, 1095-1107, Society of
Exploration Geophysicists, 1995. [0009] 3D tomographic
velocity estimation in VTI media has been described in
Zhou,  H., Pham, D. Gray, S. and Wang, B., 3-D
tomographic velocity analysis in transversely
isotropic media, 73`d SEG annual technical conference
(2003), Expanded Abstracts and  Yuan, J., Ma, X., Lin,
S., and Lowrey, D., P-wave tomographic velocity
updating in 3D  inhomogeneous VTI media, 76`h SEG
annual technical conference (2006), Expanded
Abstracts. [0010] There continues to be a need for
improved estimation of interval velocities and
interval anisotropy parameters for prestack depth
migration of seismic data.  



Summary of the Invention [0011] A method for
estimating seismic velocities in vertically
transversely isotropic  media according to one aspect
of the invention includes generating an initial
estimate of  3 vertical interval velocity and interval
normal moveout velocity with respect to depth  from
seismic data. An initial estimate is generated of a
first anisotropy parameter with  respect to depth. The
first anisotropy parameter is related to the interval
normal  moveout velocity and the interval vertical
velocity. An initial estimate is generated  with
respect to depth of a second anisotropy parameter. The
second anisotropy  parameter related to the first
anisotropy parameter and an interval anelliptic
parameter.  A first tomographic inversion is performed
with respect to the interval normal moveout  velocity
and the second anisotropy parameter at a constant
value of the first anisotropy  parameter until travel
time differentials reach minimum values. Layer depths
are  adjusted in the initial estimate of vertical
interval velocity and interval normal moveout
velocity. Using values of the second anisotropy
parameter determined in the first  tomographic
inversion, a second tomographic inversion is performed
of interval normal  moveout velocity and the first
anisotropy parameter with respect to depth. The
adjusted  layer depths, interval normal moveout
velocities and interval vertical velocities are  again
adjusted and interval anelliptic parameters are
calculated from the second  tomographic inversion.
[00121 Another aspect of the invention is a computer
program stored in a computer  readable medium. A
program according to this aspect of the invention
includes logic  operable to cause a programmable
computer to perform the following process for
estimating seismic velocities in vertically
transversely isotropic media. The process  includes
generating an initial estimate of vertical interval
velocity and interval normal  moveout velocity with
respect to depth from seismic data. An initial
estimate is  generated of a first anisotropy parameter
with respect to depth. The first anisotropy  parameter
is related to the interval normal moveout velocity and
the interval vertical  velocity. An initial estimate
is generated with respect to depth of a second
anisotropy  parameter. The second anisotropy parameter
related to the first anisotropy parameter  and an
interval anelliptic parameter. A first tomographic
inversion is performed with  



respect to the interval normal moveout velocity and
the second anisotropy parameter at  a constant value
of the first anisotropy parameter until travel time
differentials reach  minimum values. Layer depths are
adjusted in the initial estimate of vertical interval
velocity and interval normal moveout velocity. Using
values of the second anisotropy  parameter determined
in the first tomographic inversion, a second
tomographic  inversion is performed of interval normal
moveout velocity and the first anisotropy  parameter
with respect to depth. The adjusted layer depths,
interval normal moveout  4 velocities and interval
vertical velocities are again adjusted and interval
anelliptic  parameters are calculated from the second
tomographic inversion. [0013] Other aspects and
advantages of the invention will be apparent from the
following description and the appended claims. Brief
Description of the Drawings  [0014] FIG. 1 illustrates
the principle of migration. [0015] FIG. 2 shows a flow
chart of an example process according to the
invention.  [0016] FIGS. 3A through 3C show common
image gathers for a prestack depth  migration process
according to the invention [0017] FIG. 4 shows a
programmable computer and computer readable media to
explain one aspect of the invention. Detailed
Description [0018] FIG. I shows a seismic energy
travel path from a first source position S  (geodetic
position of a seismic energy source) to a first
scatter point SP (a seismic  imaging point in the
subsurface corresponding to a particular geodetic
position at the  Earth's surface), and from the first
scatter point SP to a first receiver position R (the
geodetic position of a seismic receiver at the Earth's
surface) The geodetic location at  the Earth's surface
directly above the first scatter point SP is
designated as I, or the  imaging location or "Image
point." FIG. 1 shows the seismic energy travel path
from  only one source location, to the scatter point
and back to only one receiver location. It  should be
understood that in a three dimensional ("3D") seismic
survey, in which there  are a plurality of source
positions and receiver positions, there is a seismic
energy travel  path from each source positions to each
receiver positions through the scatter point SP.  



It is the object of the migration process to migrate
the seismic energy detected at each  receiver position
that was reflected from a particular scatter point
back to that scatter  point. It should also be
understood that the foregoing representation is
equally  applicable to both land-based seismic
surveys, in which the source, image and receiver
positions are on the land surface, and to marine
seismic surveys, where such points may  be near the
surface or the bottom of a body of water. 5 [0019] As
shown in FIG. 1, the Earth may be represented by a
plurality of layers, each  having a lower boundary
depth position represented by di, d2, .....dn. The
seismic  velocity of each layer may be represented by
vi, v2, .....vn. A lateral distance along the  Earth's
surface between the seismic energy source position and
the geodetic position of  the image point may be
represented by Xs, and a corresponding distance
between the  image position and the receiver position
may be represented by Xr. In a method  according to
one aspect of the invention, the effective seismic
velocity in each layer and  a corresponding depth of
each layer boundary may be determined where the
subsurface  formations have velocities that are
vertically transversely isotropic. Such formations
may be referred to as "VTI media." "Seismic travel
time tomographic inversion" as that  term or similar
terms are used in this description, represents a two-
or three-dimensional  process that infers seismic
velocity distributions of a  heterogeneous medium,
given a set of seismic energy travel  times between
known positions of seismic energy sources  and seismic
receivers at the surface of the Earth or at a similar
known datum  plane or planes (e.g., the water surface
and/or water bottom for marine seismic  surveys).
[0020] To initialize a three dimensional ("3D")
tomographic velocity estimation  process for VTI
media, initial models for the parameters Vo, 8 and s,
or the parameters  Vnmo, Vo and rl, as such parameters
have been defined herein in the Background of the
Invention, are used. Either of the foregoing sets of
parameters is functionally  equivalent to the other
set, as explained with reference to equations (1) and
(2) in the  Background section herein. The initial
models represent initial estimates of the values  of
the foregoing parameters for each of a plurality of
formation layers in the subsurface,  



such as the layers represented in FIG. 1. [0021] In
one example, an initial model for the parameter Vnmo
with respect to depth  can be obtained from seismic
data using time migration velocity analysis techniques
known in the art, followed by isotropic (no VTI in the
velocity of the layers)  tomographic inversion in
depth. Referring to FIG. 2, an initial velocity model
of  horizon or layer velocity with respect to seismic
travel time may be determined at 10  using prestack
time migration. One example of prestack time migration
is described in  U.S. Patent No. 6,826,484 issued to
Martinez et al. and assigned to the assignee of the
present invention. Prestack time migration velocity
analysis may provide the effective  6 seismic velocity
of the layers with respect to seismic travel time. At
12, the initial  velocity model may be used to
determine effective seismic velocity with respect to
depth of the various layers in the subsurface. Such
effective velocity with respect to  depth may then be
converted to interval normal moveout ("NMO") velocity
with  respect to depth. At 14, the interval NMO
velocities may be used to perform prestack  depth
migration, a result of which is the generation of
common image gathers with  respect to depth. At 16,
the common image gathers may be further processed by
isotropic 3D travel time tomography to update the
initial model of NMO velocity  (V"mo) with respect to
depth. [0022] An initial model for the Thomsen
parameter 6 with respect to depth may then be
obtained from, for example, data from one or more
wellbores drilled through the  subsurface (such data
defined below) using one of two different methods
described  below. [0023] Method 1 for initially
estimating S with respect to depth: RMS (root mean
square) or "effective" seismic velocities can be
derived from conventional time  migration velocity
analysis as explained above. Such effective seismic
velocities may  be represented by Veff seismic RMS or
effective well velocities (vertical RMS or  effective
velocities) can also be derived from data sources such
as sonic (acoustic) well  logs, wellbore vertical
seismic profiles or check shot surveys, any or all of
which can be  obtained from one or more wellbores
drilled through the subsurface, preferably within  or
proximate to the area defined by the seismic survey.
Such effective well velocities  



can be represented by Veff well. At 18 in FIG. 2, a
relationship between Veff seismic and  Veff well can
be defined. In the present example, such relationship
may be assumed to be  linear and expressed as follows:
V eff - well - A + B  Veff - seismic (3)  [0024] The
parameters A and B in equation (3) above may be
estimated at the geodetic  location of each well, for
example by using a best linear fit between Veff well
and Veff  seismic. The parameters A and B thus
determined can then be used to predict what the  Veff
well would be at any other geodetic location within
the seismic survey area from the  Veff seismic at such
geodetic location. The predicted Veff well velocities
may then be  transformed to NMO interval velocities,
Vnmo, to obtain an initial model of Vnmo with  respect
to depth. The predicted Veff well velocities can also
be transformed, at 20 in FIG.  7 2, into vertical
interval velocities, Vo, to obtain an initial model
for Vo with respect to  depth. [0025] Using the
initial depth based estimates of Vnmo and Vo
determined as explained  above, and using equation (1)
explained in the Background section herein, an initial
model for the parameter 8 with respect to depth can
then be obtained. The foregoing is  shown at 22A in
FIG. 2. [00261 Method 2 for initially estimating 6
with respect to depth: At any particular  geodetic
location in the seismic survey area for which well
data are available, the depth  of formation "tops"
(upper boundary of a formation layer in the
subsurface) may be  defined with respect to seismic
travel time from, for example, a sonic (acoustic) log,
a  vertical seismic profile or a check shot survey
(collectively, "well data"). Similarly, the  depths of
the same formation tops may be defined from depth
migrated seismic data  (e.g., migrated after stack)
assuming isotropic subsurface formations ("seismic
data").  As shown at 22B in FIG. 2, the difference
between the depths defined from the seismic  data and
those from the well data can be used for initially
estimating 6 with respect to  depth using the
following expression: 8 = Oz (4)  z [00271 In equation
(4) Az represents the difference between the seismic
data  



determined formation top depths and the well data
determined formation top depths. In  equation (4) z
represents the well data determined formation top
depths. [00281 The above procedures will provide
initial interval models with respect to depth  for the
parameters Vnmo and 6. An initial model for the
parameter Vo with respect to  depth may also be
obtained from the depth models of the foregoing
parameters Vnmo  and S using equation (1) as described
in the Background section herein. After the  initial
estimates of the parameters Vnmo and 8 with respect to
depth are obtained, a  method according to the
invention then can include 3D velocity estimation
using  tomography for VTI media. [00291 A first
iteration of the tomography procedure, shown at 24 in
FIG. 2, can  include the following. First is to
calculate Vo using equation (1) and the initial models
with respect to depth of Vnmo and. 8 obtained as
explained above The tomography  8 procedure may then
be initialized by assuming that the interval
anelliptic parameter is  zero (1i=O). The foregoing
assumption implies that c=6, as may be readily
determined  from equation (2) in the Background
section herein. Travel time residuals for depth
migration based on the above initial assumptions can
be calculated by prestack depth  migrating, outputting
common image depth gathers, estimating the depth
residuals for  each horizon in depth and calculating
the travel time residuals from the depth residuals.
Travel time tomography can then be performed by
inversion. In the inversion in the  present iteration
b is held constant, S and Vnmo are adjusted, and the
foregoing  migration, CIG generation, estimation of
depth and travel time differentials are again
calculated. The foregoing adjustment and recalculation
is performed until the travel  time differentials are
minimized, for example, using the following
expression: at at 1rAmo1=[AtI  nmo acl I As [0030]
where [At] is a vector representing travel time
residuals calculated from depth  residuals determined
as explained above. In some examples, damping factors
k related  each of the parameter changes Vnmo and s
may be used to stabilize and regularize the  inversion
in equation (5). The "parameter changes" are the
increments or decrements to  each of Vnmo and c used
in the tomography inversion. A damped inversion
procedure  



may be implemented using the following expression: at
at aVnmo a Al  eVnmo  a'Vnmo 0 As 0 (6)  0 AC 0 L- -J
[0031] , ? values in equation (6) may be defined as
follows: /Z, (7)  am [0032] In equation (6) % is the
damping factor, ad is the standard deviation of the
difference between the observed and calculated travel
time residuals and Um is the  9 standard deviation of
the model parameter (Vnmo or E) changes used in the
inversion  procedure. Note that as the number of
iterations increases, the size of the changes to  the
model parameters should successively decrease in each
iteration if the inversion  converges. Convergence
implies that Q,,, decreases, and consequently ?
increases,  providing stability to the tomographic
inversion. [0033] Optionally one may apply variable
weights to the travel time residuals and the  partial
derivatives in equation (5) or (6) as a function of
the value of offset (distance  between source and
receiver position) represented by each seismic data
trace. [0034] The next element in the procedure is to
update the Vo , Vnmo and rJ model values  with respect
to depth using equations (1) and (2) and using the
updated parameters Vo  and E determined as explained
above with reference to equations (5) and (6). The
values  of 8 with respect to depth, which were
initially fixed in the present iteration of
tomographic inversion are used in the foregoing
updating of the Vo , Vnmo and 11 model  values. The
foregoing is shown at 26 in FIG. 2. [0035] Next, at 28
in FIG. 2, the horizon (layer) depths can be
recalculated using the  following expression: - j=; V
Z L dz  new -mig, 1 (8)  



new, i j=1 Voold - mig, j [0036] Where Vo new-mig, j
represents the subsequent vertical velocity as derived
in the  present iteration for the jth horizon
(formation layer). Vo old-mig, j represents the prior
vertical velocity as derived in the prior iteration
for the jth horizon and dz is the  sampling interval
in the depth. [0037] Then, in a second iteration of
the tomographic inversion process, and as shown  at 30
in FIG. 2, a first element is to prestack depth
migrate the seismic data using the  updated values of
Vo, Vnmo and r). obtained in the first iteration as
explained above.  Next is to output common image depth
gathers, estimate the depth residuals for each
horizon, and calculate the travel time residual for
each horizon based on the depth  residual for each
horizon. The process then can include performing
travel time  tomography by maintaining E at a constant
value for each horizon, adjusting 6 and  10 Vnmo, and
minimizing the time residuals, such as can be
performed using the following  expression. at at A
Vnmo av as e5 - [~t] c9)  nmo [0038] Additionally,
damping factors X for each of the parameter changes
AVnmo and  A6 may be used to stabilize the inversion
in solving equation (9). Damped inversion  may be
performed using an expression such as the following:
at at a Vnmo a s A t 2 0 e Vnmo = 0 Vnmo A 15 (10)  0
0 where X may be defined as follows: =mod (11)  am
[0039] In equation (11) X. is the damping factor, 6d
is the standard deviation of the  



difference between the observed and calculated travel
time residuals and 6m is the  standard deviation of
the model parameter changes. Note that as the number
of  iterations increases, the size of the successive
changes to the model parameters should  decrease if
the inversion converges. Convergence implies that am
decreases, and  consequently A. increases, providing
stability to the tomographic inversion. [0040]
Optionally one may apply variable weights to the
travel time residuals and the  partial derivatives in
the sensitivity matrix in equation (9) or (10) as a
function of the  small, mid and large offsets. [0041]
The next element in the tomography procedure is to
update the Vo, Vnmo and Tl  values using equations (1)
and (2) and using the updated parameters Vo, and 6.
The  parameter E with respect to depth is fixed in the
present iteration. 11 [0042] The next element in the
procedure is to update the horizon depths using
equation (8) as explained above. [0043] The entire
tomography inversion procedure thus explained,
beginning with the  first iteration (constant 8) may
then be repeated, except that now the r) model values
will be those obtained in the second iteration
explained above, rather than 11 =0. After  repeating
the first iteration using constant 8 values and
updating the c values, the  second iteration explained
above, in which c values are maintained and the S
values are  adjusted, may then be repeated. [0044] As
shown at 32 in FIG. 2, the above procedure, including
the first and second  iterations of the tomography
procedure may be repeated until stable values for S
and c  are obtained. The values of 6 and c thus
obtained may be used to calculate values of  the
interval anelliptic parameter with respect to depth.
The values of all the foregoing  parameters thus
determined may be stored in a computer readable medium
or displayed,  as will be explained below with
reference to FIG. 4. [0045] Examples of results of
prestack depth migration using a method according to
the  invention will be explained with reference to
FIGS. 3A through 3C. FIG. 3A shows  common image depth
gathers (CIGs) made using Kirchhoff prestack depth
migration  using known or assumed values for Vnmo, Vo
and '9. Flatness of the common image  gathers is
indicative that the velocities and interval anelliptic
parameters are  



substantially correct. FIG. 3B shows CIGs made using
Kirchhoff prestack depth  migration for the initial
model of Vnmo, Vo and r). FIG. 3C shows CIGs generated
for  the model of Vnmo, Vo and rl after the fourth
iteration of the tomography procedure  explained above
with reference to FIG. 2. It should be noted that
Vnmo, Vo and rl in the  above explained procedure are
obtained in the present example by modeling Vo and
Thomsen's parameters in the tomography procedure. It
is to be understood that  prestack depth migration
techniques known in the art other than Kirchhoff
migration  may be used in other implementations, for
example beam migration. [0046] In another aspect, the
invention relates to computer programs stored in
computer  readable media. Referring to FIG. 4, the
foregoing process as explained with respect to  FIG.1
can be embodied in computer-readable code stored on a
computer readable  medium, such as floppy disk 64,
CD-ROM 62 or magnetic hard drive (not shown  12
separately) readable in a respective floppy disk drive
58 and CD-ROM drive 56  forming part of a general
purpose programmable computer 50. The computer 50, as
known in the art, includes a central processing unit
60, a user input device such as a  keyboard 66 and a
user display 52 such as a flat panel LCD display or
cathode ray tube  display. According to this aspect of
the invention, the computer readable medium  includes
logic operable to cause the computer to execute steps
as set forth above and  explained with respect to FIG.
2. Values of the various parameters calculated as
explained above with reference to FIG. 2 may be stored
in any of the various computer  readable media
explained above, or may be displayed on the display
52. [0047] While the invention has been described with
respect to a limited number of  embodiments, those
skilled in the art, having benefit of this disclosure,
will appreciate  that other embodiments can be devised
which do not depart from the scope of the  invention
as disclosed herein. Accordingly, the scope of the
invention should be  limited only by the attached
claims. 13 Claims  What is claimed is: [ell A method
for estimating seismic velocities in vertically
transversely isotropic media,  



comprising: generating an initial estimate of vertical
interval velocity and interval normal moveout
velocity with respect to depth from seismic data;
generating an initial estimate of a first anisotropy
parameter with respect to depth, the  first anisotropy
parameter related to the interval normal moveout
velocity and  the interval vertical velocity;
generating an initial estimate with respect to depth
of a second anisotropy parameter,  the second
anisotropy parameter related to the first anisotropy
parameter and an  interval anelliptic parameter;
performing a first tomographic inversion with respect
to the interval normal moveout  velocity and the
second anisotropy parameter at a constant value of the
first  anisotropy parameter until travel time
differentials reach minimum values; first adjusting
layer depths with the initial estimate of vertical
interval velocity and  interval normal moveout
velocity with respect to depth from seismic data;
using values of the second anisotropy parameter
determined in the first tomographic  inversion,
performing a second tomographic inversion of interval
normal  moveout velocity and the first anisotropy
parameter with respect to depth; second adjusting the
first adjusted layer depths, interval normal moveout
velocities and  interval vertical velocities and
calculating interval anelliptic parameters from  the
second tomographic inversion; and at least one of
storing and displaying the second adjusted layer
depths, interval normal  moveout velocities and
calculated interval anelliptic parameters. [c2] The
method of claim 1 wherein at least one of the first
tomographic inversion and the  second tomographic
inversion comprises damping. [c3] The method of claim
2 wherein a damping coefficient is related to a
standard deviation  of calculated travel time
residuals with respect to a standard deviation of
model value  perturbations used in the at least one of
the first and second tomographic inversion. 14 [c4]
The method of claim I wherein the initial estimate of
vertical interval velocity and  interval normal
moveout velocity with respect to depth is determined
by Kirchhoff  prestack time migration of seismic data.



[c5] The method of claim 4 wherein the Kirchhoff
prestack depth migrated seismic data is  further
processed by isotropic tomographic inversion. [c6] The
method of claim I wherein the initial estimate of the
first anisotropy parameter  with respect to depth is
generated by relating an effective seismic velocity
with respect  to depth to an effective seismic
velocity with respect to depth determined from
measurements made in a wellbore. [c7] The method of
claim 1 wherein the initial estimate of the first
anisotropy parameter  with respect to depth is
generated by comparing formation layer boundary depths
determined from seismic data to formation layer
boundaries determined from  measurements made in a
wellbore. [c8] The method of claim 1 wherein the
generating an initial estimate of the second
anisotropy parameter with respect to depth comprises
setting the second anisotropy  parameter equal to the
first anisotropy parameter. [c9] The method of claim I
wherein the first anisotropy parameter, the second
anisotropy  6-8  parameter and the anelliptic
parameter are related by the expression: 7 _ 1+28
wherein S represents the first anisotropy parameter, E
represents the second anisotropy  parameter and rj
represents the anelliptic parameter. [c][0] The method
of claim 1 wherein the interval normal moveout
velocity, the interval  vertical velocity and the
first anisotropy parameter are related by the
expression  Vnmo = Vo 1 + 26 wherein V"mo represents
the interval normal moveout velocity, Vo  represents
the interval vertical velocity and 8 represents the
first anisotropy parameter. [cll] A computer program
stored in a computer readable medium, the program
having logic  operable to cause a programmable
computer to perform steps comprising: generating an
initial estimate of vertical interval velocity and
interval normal moveout  velocity with respect to
depth from seismic data; 15 generating an initial
estimate of a first anisotropy parameter with respect
to depth, the  first anisotropy parameter related to
the interval normal moveout velocity and  the interval
vertical velocity; 



generating an initial estimate with respect to depth
of a second anisotropy parameter,  the second
anisotropy parameter related to the first anisotropy
parameter and an  interval anelliptic parameter;
performing a first tomographic inversion with respect
to the interval normal moveout  velocity and the
second anisotropy parameter at a constant value of the
first  anisotropy parameter until travel time
differentials reach minimum values; first adjusting
layer depths in the initial estimate of vertical
interval velocity and  interval normal moveout
velocity with respect to depth from seismic data;
using values of the second anisotropy parameter
determined in the first tomographic  inversion,
performing a second tomographic inversion of interval
normal  moveout velocity and the first anisotropy
parameter with respect to depth; second adjusting the
first adjusted layer depths, interval normal moveout
velocities and  interval vertical velocities and
calculating interval anelliptic parameters from  the
second tomographic inversion; and at least one of
storing and displaying the second adjusted layer
depths, interval normal  moveout velocities and
calculated interval anelliptic parameters. [c12] The
computer program of claim 11 wherein at least one of
the first tomographic  inversion and the second
tomographic inversion comprises damping. [c13] The
computer program of claim 12 wherein a damping
coefficient is related to a  standard deviation of
calculated travel time residuals with respect to a
standard  deviation of model value perturbations used
in the at least one of the first and second
tomographic inversion. [c14] The computer program of
claim 1 wherein the initial estimate of vertical
interval  velocity and interval normal moveout
velocity with respect to depth is determined by
Kirchhoff prestack time migration of seismic data.
[c15] The computer program of claim 14 wherein the
Kirchhoff prestack depth migrated  seismic data is
further processed by isotropic tomographic inversion.
16 [c161 The computer program of claim 11 wherein the
initial estimate of the first anisotropy  parameter
with respect to depth is generated by relating an
effective seismic velocity  with respect to depth to
an effective seismic velocity with respect to depth
determined  



from measurements made in a wellbore. [c171 The
computer program of claim 11 wherein the initial
estimate of the first anisotropy  parameter with
respect to depth is generated by comparing formation
layer boundary  depths determined from seismic data to
formation layer boundaries determined from
measurements made in a wellbore. [c181 The computer
program of claim 11 wherein the generating an initial
estimate of the  second anisotropy parameter with
respect to depth comprises setting the second
anisotropy parameter equal to the first anisotropy
parameter. [c191 The computer program of claim 11
wherein the first anisotropy parameter, the second
anisotropy parameter and the anelliptic parameter are
related by the expression:  E-cS 77 = wherein 8
represents the first anisotropy parameter, s
represents the  1+25 second anisotropy parameter and
71 represents the anelliptic parameter. [c201 The
computer program of claim 11 wherein the interval
normal moveout velocity, the  interval vertical
velocity and the first anisotropy parameter are
related by the expression  V",, = Vo 1 -+25 wherein
V,,mo represents the interval normal moveout velocity,
Vo  represents the interval vertical velocity and S
represents the first anisotropy parameter.  17 


