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DESCRIPTION 

SHUTOFF-OPENING DEVICE 

 

Technical Field 

[0001]    The present invention relates to shutoff-opening 5 

devices, and more particularly to a shutoff-opening device that 

is suitable to be used in a gas supply section of semiconductor 

manufacturing equipment. 

 

Background Art 10 

[0002]    In the gas supply section of semiconductor 

manufacturing equipment, a shutoff-opening device is used, and 

such a shutoff-opening device is obtained by assembling a 

plurality of on-off valves and one or more passage blocks (Patent 

Literature 1).  FIG. 7 shows an example of the shutoff-opening 15 

device. 

[0003]    In FIG. 7, a shutoff-opening device 31 includes: a first 

on-off valve 32 disposed on a downstream side; a second on-off 

valve 33 adjacent to an upstream side of the first on-off valve 

32; a third on-off valve 34 adjacent to an upstream side of the 20 

second on-off valve 33; a first passage block 35 having the shape 

of a rectangular parallelepiped and supporting the first on-off 

valve 32; a second passage block 36 having the shape of a 

rectangular parallelepiped and supporting the second on-off 

valve 33 and the third on-off valve 34; and a joint 37 provided 25 

on an end surface of a downstream side of the first passage block 

35 and to be connected to an external device. 

[0004]    The first on-off valve 32 is a three-port diaphragm 

valve, the second on-off valve 33 is a two-port diaphragm valve, 



2 

 

  

and the third on-off valve 34 is a two-port diaphragm valve. 

[0005]    The first passage block 35 corresponding to the first 

on-off valve 32 is provided with: a first on-off 

valve-corresponding first inflow passage 41; a first on-off 

valve-corresponding second inflow passage 42; and a first on-off 5 

valve-corresponding outflow passage 43. 

[0006]    The second passage block 36 corresponding to the second 

on-off valve 33 and the third on-off valve 34 is provided with: 

a second on-off valve-corresponding inflow passage 44; a second 

on-off valve-corresponding outflow passage 45; a third on-off 10 

valve-corresponding inflow passage 46; a third on-off 

valve-corresponding outflow passage 47; and a first on-off 

valve-corresponding communicating passage 48. 

[0007]    The second on-off valve-corresponding outflow passage 

45 is in communication with the first on-off valve-corresponding 15 

second inflow passage 42 at a butt surface of the first passage 

block 35 and the second passage block 36 via a seal portion 49. 

[0008]    The first on-off valve-corresponding communicating 

passage 48 consists of: a first portion 48a having one end that 

is open to a rear surface thereof and having the other end that 20 

is in communication with a lower end portion of the third on-off 

valve-corresponding outflow passage 47; and a second portion 48b 

that is contiguous with the first portion 48a and extends 

forward.  The second portion 48b is in communication with the 

first on-off valve-corresponding first inflow passage 41 at a 25 

butt surface of the first passage block 35 and the second passage 

block 36 via a seal portion 50. 

[0009]    The first on-off valve-corresponding second inflow 

passage 42 and the first on-off valve-corresponding outflow 



3 

 

  

passage 43 that are passages leading to the first on-off valve 

32, which is a three-port diaphragm valve, are normally in 

communication with each other via an annular groove 52a of a valve 

chamber 52. 

[0010]    In a state where the first on-off valve 32 is closed 5 

and the second on-off valve 33 is open, when a fluid is caused 

to flow into the second on-off valve-corresponding inflow 

passage 44 as shown by arrows in FIG. 7, the fluid flows through 

the second on-off valve-corresponding outflow passage 45 to the 

first on-off valve-corresponding second inflow passage 42 and 10 

then flows through the first on-off valve-corresponding outflow 

passage 43 to be supplied to the external device side. 

 

Citation List 

Patent Literature 15 

[0011]    Patent Literature 1: Japanese Unexamined Patent 

Application Publication JP-A-2001-254857 

 

Summary of Invention 

Technical Problem 20 

[0012]    The above-described shutoff-opening device 31 is 

installed in the close vicinity of a processing furnace of a 

semiconductor processing apparatus in some cases.  In such a 

case, because the first on-off valve-corresponding second inflow 

passage 42 and the first on-off valve-corresponding outflow 25 

passage 43 that are the passages leading to the first on-off valve 

32 are normally in communication with each other, when the 

pressure on the processing furnace side is high, the fluid inside 

the processing furnace, in some cases, flows backward to the 
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first on-off valve-corresponding outflow passage 43, the first 

on-off valve-corresponding second inflow passage 42, and the 

second on-off valve-corresponding outflow passage 45.  In the 

case where the fluid that has been inside the processing furnace 

enters the shutoff-opening device 31, there arises a problem that 5 

the frequency of replacement of the valve is increased because 

of contamination inside the valve, thus corrosion, and 

occurrence of particles. 

[0013]    An object of the present invention is to provide a 

shutoff-opening device capable of preventing inside 10 

contamination due to the backward flow of a fluid and thus capable 

of decreasing the frequency of replacement of a valve. 

 

Solution to Problem 

[0014]    The shutoff-opening device in accordance with the 15 

present invention is a shutoff-opening device including: a first 

on-off valve disposed on a downstream side; a second on-off valve 

adjacent to an upstream side of the first on-off valve; and a 

passage block supporting the first on-off valve and the second 

on-off valve, wherein each of the first on-off valve and the 20 

second on-off valve is a two-port valve, and the passage block 

is provided with a first on-off valve-corresponding inflow 

passage, a first on-off valve-corresponding outflow passage, a 

second on-off valve-corresponding inflow passage, and a second 

on-off valve-corresponding outflow passage, and the second 25 

on-off valve-corresponding outflow passage is in communication 

with the first on-off valve-corresponding outflow passage via 

a communicating passage formed in the passage block, and a 

throttling portion is provided between the second on-off 
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valve-corresponding outflow passage and the communicating 

passage. 

[0015]    The two-port on-off valve is generally a diaphragm 

valve in which a diaphragm is pressed against or separated from 

a valve seat to close or open a fluid passage.  It is preferable 5 

that the diaphragm valve is provided on a bottom surface of a 

valve chamber thereof with an annular groove, and that the 

annular groove is provided at one location thereof with an inlet 

port communicating with an opening of an inflow passage. 

[0016]    In a state where the first on-off valve is closed and 10 

the second on-off valve is open, a fluid that has flowed into 

the second on-off valve-corresponding inflow passage flows 

through the second on-off valve-corresponding outflow passage, 

the communicating passage, and the first on-off 

valve-corresponding outflow passage, to be supplied to the 15 

external device (processing furnace of the semiconductor 

processing apparatus, etc.). 

[0017]    In this case, because the first on-off valve is closed, 

the fluid does not enter the valve chamber of the first on-off 

valve from the first on-off valve-corresponding outflow passage.  20 

In addition, a portion in which the throttling portion is 

provided has a reduced diameter of the fluid passage.  This 

allows the fluid to be sent from the second on-off 

valve-corresponding outflow passage to the communicating 

passage and the first on-off valve-corresponding outflow passage 25 

in a state where the pressure on a primary side (second on-off 

valve-corresponding outflow passage) is higher than the pressure 

on the secondary side (communicating passage).  Therefore, even 

if the pressure of the fluid on the external device side is 
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increased to some degree, the fluid is prevented from flowing 

backward from the communicating passage to the second on-off 

valve-corresponding outflow passage, whereby the fluid does not 

enter the valve chamber of the second on-off valve.  This 

prevents back diffusion of the fluid due to the fluid flowing 5 

backward from the external device side, prevents corrosion of 

the diaphragm due to the fluid flowing backward, and reduces the 

frequency of replacement of the on-off valve, in both of the first 

on-off valve and the second on-off valve. 

[0018]    The shape and configuration of the throttling portion 10 

is not particularly limited.  For example, a nozzle or an orifice 

may be used as the throttling portion.  The orifice may be an 

orifice gasket in which the diameter of a hole of the gasket is 

smaller than the diameter of a hole of a conventional gasket 

having the hole diameter equal to the passage diameter.  The 15 

orifice gasket may be formed separately from a gasket for forming 

a seal portion, and may be used together with the gasket. 

[0019 ]    The passage block, for example, consists of a first 

passage block supporting the first on-off valve, and a second 

passage block supporting the second on-off valve.  A butt portion 20 

of the passages is provided with a seal portion using the gasket, 

as required. 

[0020]    The shutoff-opening device further includes: a third 

on-off valve adjacent to an upstream side of the second on-off 

valve and supported by the passage block, wherein the third 25 

on-off valve is a two-port valve, the passage block is provided 

with a third on-off valve-corresponding inflow passage, a third 

on-off valve-corresponding outflow passage, and a first on-off 

valve-corresponding communicating passage, and the first on-off 
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valve-corresponding communicating passage has one end that is 

open to an outer surface of the passage block, an intermediate 

portion that is in communication with the third on-off 

valve-corresponding outflow passage, and the other end that is 

in communication with the first on-off valve-corresponding 5 

inflow passage, in some cases. 

[0021]    The third on-off valve may be supported by the third 

passage block.  However, it is preferable that the third on-off 

valve is supported by the second passage block supporting the 

second on-off valve. 10 

[0022]    By additionally providing the third on-off valve and 

the corresponding passages, a vacuum pump is connected to the 

third on-off valve in addition to a fluid supply line for 

supplying the fluid to the first on-off valve, whereby a vacuum 

vent line may be formed. 15 

 

Advantagous Effects of Invention 

[0023]    In the shutoff-opening device in accordance with the 

present invention, in a state where the first on-off valve is 

closed and the second on-off valve is open, when a fluid is caused 20 

to flow into the second on-off valve-corresponding inflow 

passage, because the first on-off valve is closed, the fluid does 

not enter the valve chamber of the first on-off valve from the 

first on-off valve-corresponding outflow passage.  In addition, 

a portion in which the throttling portion is provided has a 25 

reduced diameter of the fluid passage, and the fluid is sent from 

the second on-off valve-corresponding outflow passage to the 

communicating passage and the first on-off valve-corresponding 

outflow passage in a state where the pressure on the primary side 
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(second on-off valve-corresponding outflow passage) is higher 

than the pressure on the secondary side (communicating passage).  

Because of this configuration, the fluid is prevented from 

flowing backward from the communicating passage to the second 

on-off valve-corresponding outflow passage, whereby the fluid 5 

does not enter the valve chamber of the second on-off valve.  This 

allows prevention of internal contamination due to the fluid 

flowing backward from the external device side, and reduction 

of the frequency of replacement of the valve, in both of the first 

on-off valve and the second on-off valve. 10 

 

Brief Description of Drawings 

[0024]    FIG. 1 is a side view of a shutoff-opening device in 

accordance with one embodiment of the present invention. 

 FIG. 2 is a bottom view of the shutoff-opening device shown 15 

in FIG. 1. 

 FIG. 3 is a plan view of a major part (in the state of on-off 

valves being removed) of FIG. 1. 

 FIG. 4 is a vertical sectional view of the major part shown 

in FIG. 3. 20 

 FIG. 5 is a horizontal sectional view showing a first on-off 

valve-corresponding inflow passage of a first passage block. 

 FIG. 6 is a perspective view of the major part of FIG. 1. 

 FIG. 7 is a side view showing one example of a conventional 

shutoff-opening device, with a part of which being partially cut 25 

out. 

 

Reference Signs List 

[0025]    1: shutoff-opening device, 2: first on-off valve, 3: 
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second on-off valve, 4: third on-off valve, 5: first passage 

block, 6: second passage block, 11: first on-off 

valve-corresponding inflow passage, 12: first on-off 

valve-corresponding outflow passage, 13: communicating passage, 

14: second on-off valve-corresponding inflow passage, 15: second 5 

on-off valve-corresponding outflow passage, 16: third on-off 

valve-corresponding inflow passage, 17: third on-off 

valve-corresponding outflow passage, 18: first on-off 

valve-corresponding communicating passage, 20: orifice 

(throttling portion) 10 

 

Description of Embodiments 

[0026]    Embodiments of the present invention will be described 

below with reference to the drawings.  In the following 

description, the upper and lower sides of FIG. 1 are referred 15 

to as “upper” and “lower”, respectively.  Likewise, the right 

and left sides of FIG. 1 are referred to as “front” and “rear”, 

respectively.  In addition, the right and left sides when seen 

from the “rear” side toward the “front” side as described above 

are referred to as “right” and “left”, respectively. 20 

[0027]    A shutoff-opening device 1 is, for example, disposed 

in the close vicinity of a processing furnace (not shown) of a 

semiconductor processing apparatus, and includes: a first on-off 

valve 2 disposed on a front side (downstream side); a second 

on-off valve 3 adjacent to a rear side (upstream side) of the 25 

first on-off valve 2; a third on-off valve 4 adjacent to a rear 

side (upstream side) of the second on-off valve 3; a first passage 

block 5 having the shape of a rectangular parallelepiped and 

supporting the first on-off valve 2; a second passage block 6 



10 

 

  

having the shape of a rectangular parallelepiped and supporting 

the second on-off valve 3 and the third on-off valve 4; and a 

joint 7 provided on a front surface (end surface of the downstream 

side) of the first passage block 5 and to be connected to a 

processing furnace (external device). 5 

[0028]    The first on-off valve 2, the second on-off valve 3, 

and the third on-off valve 4 are two-port diaphragm valves, and 

are attached on upper surfaces of the corresponding passage 

blocks 5 and 6.  The diaphragm valve, although not shown, 

includes: a body (in this shutoff-opening device 1, the passage 10 

blocks 5 and 6 are bodies for the on-off valves 2, 3, and 4) 

provided with a fluid passage; a diaphragm that is pressed 

against or is separated from an annular valve seat provided on 

a peripheral edge of the fluid passage to close or open the fluid 

passage; a vertically movable valve rod provided at a lower end 15 

thereof with a diaphragm presser; and the like. 

[0029]    The first passage block 5 includes: a substantially 

L-shaped first on-off valve-corresponding inflow passage 11 

having one end that is in communication with one location (inlet 

port) 11a of an annular groove 2a provided on a bottom surface 20 

of a valve chamber of the first on-off valve 2, and having the 

other end that is open to a rear surface of the first passage 

block 5; and a substantially L-shaped first on-off 

valve-corresponding outflow passage 12 having one end that is 

in communication with an outlet port 12a at a middle of a valve 25 

chamber of the first on-off valve 2, and having the other end 

that is open to a front surface of the first passage block 5. 

[0030]    The second passage block 6 includes: a second on-off 

valve-corresponding inflow passage 14; a substantially L-shaped 
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second on-off valve-corresponding outflow passage 15; a 

substantially L-shaped third on-off valve-corresponding inflow 

passage 16; a third on-off valve-corresponding outflow passage 

17; and a first on-off valve-corresponding communicating passage 

18.  The second on-off valve-corresponding inflow passage 14 5 

consists of: at one end thereof, a relatively short vertical 

portion 14b that is in communication with one location (inlet 

port) 14a of an annular groove 3a provided on a bottom surface 

of a valve chamber of the second on-off valve 3; and, at the other 

end thereof, a relatively long inclination portion 14c that is 10 

open to an upper surface of the second passage block 6 between 

the second on-off valve 3 and the third on-off valve 4.  The 

second on-off valve-corresponding outflow passage 15 has: one 

end that is in communication with an outlet port 15a at a middle 

of a valve chamber of the second on-off valve 3; and the other 15 

end that is open to a front surface of the second passage block 

6.  The third on-off valve-corresponding inflow passage 16 has: 

one end that is in communication with one location (inlet port) 

16a of an annular groove 4a provided on a bottom surface of a 

valve chamber of the third on-off valve 4; and the other end that 20 

is open to a rear surface of the second passage block 6.  The 

third on-off valve-corresponding outflow passage 17 has: one end 

that is in communication with an outlet port 17a at a middle of 

a valve chamber of the third on-off valve 4; and the other end 

that is in the vicinity of a lower surface of the second passage 25 

block 6.  The first on-off valve-corresponding communicating 

passage 18 has: one end that is open to a rear surface of the 

second passage block 6; the other end that is open to a front 

surface of the second passage block 6; and an intermediate 
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portion that is in communication with a lower end of the third 

on-off valve-corresponding outflow passage 17. 

[0031]    Excluding the inlet port 11a of the first on-off valve 

2, the inlet ports 14a and 16a and the outlet ports 12a, 15a, 

and 17a are provided so as to be arranged in one row (in the 5 

front-rear direction) in the direction parallel to a center line 

of the shutoff-opening device 1.  The inlet port 11a of the first 

on-off valve 2 is disposed so as to be shifted to the right side 

from the other ports 14a, 16a, 12a, 15a, and 17a. 

[0032]    A nitrogen gas purge line is connected to an opening 10 

of an upper surface of the second on-off valve-corresponding 

inflow passage 14.  A process gas supply line is connected to 

an opening of a rear surface of the first on-off 

valve-corresponding communicating passage 18.  A vacuum vent 

line is connected to an opening of a rear surface of the third 15 

on-off valve-corresponding inflow passage 16. 

[0033]    The first passage block 5 is further provided with a 

communicating passage 13 extending in the front-rear direction 

and causing an opening of the front side of the second on-off 

valve-corresponding outflow passage 15 to be in communication 20 

with an upstream-side portion of the first on-off 

valve-corresponding outflow passage 12. 

[0034]    The first on-off valve-corresponding communicating 

passage 18 consists of: a first portion 18a that extends rearward 

from a portion being in communication with the lower end of the 25 

third on-off valve-corresponding outflow passage 17 and is open 

to the rear surface (outer surface) of the second passage block 

6; and a second portion 18b that extends forward from the portion 

being in communication with the lower end of the third on-off 
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valve-corresponding outflow passage 17, is open to the front 

surface of the second passage block 6, and is in communication 

with the first on-off valve-corresponding inflow passage 11. 

[0035]    The second portion 18b is in communication with the 

first on-off valve-corresponding inflow passage 11 via a seal 5 

portion 19 at a butt surface of the first passage block 5 and 

the second passage block 6.  To form the seal portion 19, as shown 

in FIG. 4, a gasket is used as the major component, in which the 

diameter of a through hole 19a is equal to the diameter of the 

second portion 18b of the first on-off valve-corresponding 10 

communicating passage 18 and the diameter of the first on-off 

valve-corresponding inflow passage 11. 

[0036]    Between the second on-off valve-corresponding outflow 

passage 15 and the communicating passage 13, an orifice 20 that 

is provided at the butt surface of the first passage block 5 and 15 

the second passage block 6 is disposed.  To form the orifice 20, 

an orifice gasket is used as the major component, in which the 

diameter of a through hole 20a is extremely smaller than the 

diameter of the second on-off valve-corresponding outflow 

passage 15 and the diameter of the communicating passage 13.  The 20 

orifice 20 forms a throttling portion, whereby the pressure is 

high on the upstream side of the orifice 20 and the velocity of 

flow of the fluid is at the maximum immediately after the passage 

of the orifice 20. 

[0037]    The first passage block 5 is connected to the second 25 

passage block 6 by screwing the bolt having been inserted through 

a bolt insertion hole 5a provided at the first passage block 5, 

to a female screw portion provided at the second passage block 

6. 
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[0038]    In the above-described shutoff-opening device 1, in 

the state where the first on-off valve 2 is open and the second 

on-off valve 3 is closed, when a process gas is introduced from 

the opening of the rear surface of the first on-off 

valve-corresponding communicating passage 18, the process gas 5 

flows through the first on-off valve-corresponding 

communicating passage 18, the first on-off valve-corresponding 

inflow passage 11, and the first on-off valve-corresponding 

outflow passage 12, and is sent to the processing furnace 

connected to the joint 7. 10 

[0039]    Thereafter, when a purge gas is introduced to the second 

on-off valve 3 in the state where the first on-off valve 2 is 

closed and the second on-off valve 3 is open, the purge gas, as 

shown by arrows shown in FIG. 6, flows through the second on-off 

valve-corresponding inflow passage 14, the second on-off 15 

valve-corresponding outflow passage 15, the communicating 

passage 13, and the first on-off valve-corresponding outflow 

passage 12, and is sent to the processing furnace connected to 

the joint 7.  At this time, because the orifice (throttling 

portion) 20 is provided between the second on-off 20 

valve-corresponding outflow passage 15 and the communicating 

passage 13, the pressure of the fluid in the second on-off 

valve-corresponding outflow passage 15 located on the upstream 

side of the orifice 20 is higher than the pressure of the fluid 

in the communicating passage 13 located on the downstream side 25 

of the orifice 20. 

[0040]    When the pressure is high on the processing furnace 

side in the state where the first on-off valve 2 is closed and 

the second on-off valve 3 is open, there is a risk that the gas 
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in the processing furnace flows backward from the first on-off 

valve-corresponding outflow passage 12 into the shutoff-opening 

device 1, the direction of which flow is opposite to the flow 

of the purge gas. 

[0041]    To address the issue of the backward flowing, in the 5 

above-described shutoff-opening device 1, the first on-off valve 

2 is closed, whereby the gas in the processing furnace does not 

enter the valve chamber of the first on-off valve 2 from the first 

on-off valve-corresponding outflow passage 12.  In addition, at 

a portion where the orifice 20 is provided, the pressure on the 10 

primary side (second on-off valve-corresponding outflow passage 

15) is higher than the pressure on the secondary side 

(communicating passage 13).  Because of this configuration, 

even if the pressure of the gas in the processing furnace is high 

to some degree, the backward flowing from the communicating 15 

passage 13 to the second on-off valve-corresponding outflow 

passage 15 is prevented, and the gas in the processing furnace 

does not enter the valve chamber of the second on-off valve 3.  

Therefore, back diffusion due to the backward flowing from the 

processing furnace side is prevented, corrosion of the diaphragm 20 

due to the gas flowing backward is prevented, and the frequency 

of replacement of the on-off valve is reduced, in both of the 

first on-off valve 2 and the second on-off valve 3. 

[0042]    In the above-described embodiment, although the 

orifice gasket constituting the orifice (throttling portion) 20 25 

is a gasket constituting the seal portion 19, in which only the 

diameter of the through hole is changed, the orifice 20 may be 

formed separately from the gasket constituting the seal portion 

19 and may be used together with the gasket.  In addition, the 
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orifice 20 is not limited to one of the gasket type.  The 

throttling portion may be a nozzle, instead of the orifice 20. 

[0043]    In the above-described shutoff-opening device 1, 

because the first on-off valve 2 and the second on-off valve 3 

are provided, the fluid may be switched appropriately between 5 

a first fluid (for example, a process gas) and a second fluid 

(for example, a purge gas) to be supplied to the external device; 

and because the third on-off valve 4 is provided, a vacuum vent 

line may be formed.  Depending on the application purpose of the 

shutoff-opening device 1, there are some cases where the vacuum 10 

vent line is not required.  In such a case, the third on-off valve 

4, the third on-off valve-corresponding inflow passage 16, and 

the third on-off valve-corresponding outflow passage 17 may be 

omitted. 

[0044]    Although the inlet ports 14a and 16a and the outlet 15 

ports 12a, 15a, and 17a are provided so as to be arranged in one 

row (in the front-rear direction) in the direction parallel to 

a center line of the shutoff-opening device 1, these ports 14a, 

16a, 12a, 15a, and 17a, of course, may be arranged so as to be 

shifted from the center line.  In addition, the inlet port 11a 20 

may be disposed on the center line. 

 

Industrial Applicability 

[0045]    In accordance with the present invention, the 

shutoff-opening device that is installed in the close vicinity 25 

of the processing furnace of the semiconductor processing 

apparatus and that shuts off or opens the fluid passage, for 

example, is capable of preventing the internal contamination due 
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to the fluid flowing backward, and is capable of reducing the 

frequency of replacement of the valve, thereby being capable of 

improving the performance of the semiconductor processing 

apparatus, and the like. 

5 
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CLAIMS 

 

1. A shutoff-opening device comprising: 

 a first on-off valve disposed on a downstream side; 

 a second on-off valve adjacent to an upstream side of the 5 

first on-off valve; and 

 a passage block supporting the first on-off valve and the 

second on-off valve, wherein 

 each of the first on-off valve and the second on-off valve 

is a two-port valve, and the passage block is provided with a 10 

first on-off valve-corresponding inflow passage, a first on-off 

valve-corresponding outflow passage, a second on-off 

valve-corresponding inflow passage, and a second on-off 

valve-corresponding outflow passage, and 

 the second on-off valve-corresponding outflow passage is 15 

in communication with the first on-off valve-corresponding 

outflow passage via a communicating passage formed in the passage 

block, and a throttling portion is provided between the second 

on-off valve-corresponding outflow passage and the 

communicating passage. 20 

 

2. The shutoff-opening device according to claim 1, further 

comprising: 

 a third on-off valve adjacent to an upstream side of the 

second on-off valve and supported by the passage block, wherein 25 

 the third on-off valve is a two-port valve, the passage block 

is provided with a third on-off valve-corresponding inflow 

passage, a third on-off valve-corresponding outflow passage, and 

a first on-off valve-corresponding communicating passage, and 
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the first on-off valve-corresponding communicating passage has 

one end that is open to an outer surface of the passage block, 

an intermediate portion that is in communication with the third 

on-off valve-corresponding outflow passage, and the other end 

that is in communication with the first on-off 5 

valve-corresponding inflow passage. 

 


