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(54) Bezeichnung: VERFAHREN UND VORRICHTUNG ZUR KONTROLLIERTEN SCHAUMABGABE

(57) Abstract:  The invention relates to a
dispenser for foamable liquids which has been

(57) Zusammenfassung: Ein Spender fiir
verschdumbare Fliissigkeiten wurde inbezug auf
% seine Hygiene und Zuverldssigkeit verbessert.
Neben einer von der &usseren Atmosphire
weilgehend  abgeschlossenen  Ausgestaltung
der pneumatischen und hydraulischen Teile des
Spenders weist dieser verfahrensgemiss eine Luft-
kammer (82) auf, die tber eine seitliche Bohrung
(89) beim Rickhub (Hp) eines Luftkolbens (42),
einen Diisen-/Expansions-Korper (74), zuerst mit
80 einem Uberdruck und dann mit einem Unterdruck
beaufschlagt. Dadurch wird der Ausgang (80)
zuerst ausgeblasen und danach der verbliebene

Restschaum im Diisen-/Expansions-Korper (74) abgesaugt und zu Seifenldsung

*ACTION*

82 70 83 18 improved with regard to the aspects of hygiene
_ N\ e and reliability. According to the method, in
; | addition to thc pneumatic and hydraulic parts
: R of the dispenser having a configuration which
| // :) is to a great extent isolated from the external
. L 4D A atmosphere, said dispenser has an air chamber
, 9 // 92 (82) which subjects a nozzle/expansion body (74)
Hs . / first t0 an excess pressure and thén to a negative
" ’ AN pressure during the return stroke (Hp) of an air
! LN piston (42) via a lateral bore (89). As a result, the
l VIN / outlet (80) is first cleared and any remaining foam
L\LZ ! Hg (1 N\ in the nozzle/expansion body (74) is subsequently
l-——————’ | / removed by suction and coagulated into soap
83 82 L. solution. During the next working stroke, this
\ Z i \ u / minimal quantity of soap-solution is foamed again

{ / / / and expelled.
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(82) which subjects a nozzl e/ expansion body (74) first to an excess
pressure and then to a negative pressure during the return stroke (He) of
an air piston (42) via a lateral bore (89). As a result, the outlet (80)
is first cleared and any remaining foam in the nozzle/expansion body (74)
i s subsequently renpved by suction and coagulated-into soap sofution.
During the next working stW@e)1/53002 nAdi nal .[-qua-n-t--i---E--y--of-----gea-nu‘ism'm"i"on i s
foamed @again and expelTed.
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gebrochen. Beim niichsten Wirkhub wird diese minimale Menge Seifenldsung wieder verschdumt und ausgeblasen.



