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RF ID TAG ATTACHMENT TO A DISC DRIVE 

CROSS~REFERENCE TO RELATED APPLICATION 

This application claims priority benefits from U.S. Provisional 

5 Application 60/249,961 titled "Use of RFID Tag and Method of 

Attachment," filed November 20, 2000 and identified as Docket 

Number SEA9986.01. 

FIELD OF THE INVENTION 

10 The present invention relates generally to disc drive data 

15 

storage devices, and more particularly without limitation.to attaching 

radio frequency identification (RFID)· tags to disc drives and disc 

drive subassemblies. 

BACKGROUND OF THE INVENTION 

As. computer disc drives are manufactured, they pass through 

a large number of manufacturing processes such as cleaning, 

assembly, testing, adjustment, inspection and the like. In order to 

ensure that each disc drive successfully completes each of the large 

20 number of manufacturing processes in a proper sequence, a process 

record is kept for each.disc drive. 

One known method of keeping process records is to mount a 

radio frequency identification (RFID) tag on a pallet or product 

carrier upon which the disc drive is temporarily mounted· during 

25 manufacturing. The RFID tag has a memory in which product and 

process information can be stored and read during manufacture using 

a radio frequency (RF) transceiver. 

As manufacturing processes have advanced, manufacturing 

equipment is now able to handle disc drives without the use of a 

30 pallet or carrier. There is a desire to mount the RFID tags to disc 
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drive housings, however, there. are a number of design problems 

encountered in mounting RFID tags to disc drives themselves. 

The disc drive housing is metal and tends to shield the RFID 

tag from reliable communication with its associated transceiver. The 

5 tag needs to be removable and reusable, but many removable 

attachment methods are incompatible with the clean -~oom 

environment of disc drive manufacture. The die cast disc drive 

housing is limited as to the size and draft angles of features that can 

be included for attachment. 

10 RFID tags that can be reusably attached to a disc drive and 

15 

methods for using such RFID tags with a disc drive are needed that 

will be compatible with clean room conditions, compatible with die 

casting limitations, and that will not excessively shield the RFID tag 

from radio frequency communication. 

SUMMARY OF THE INVENTION 

Disclosed are embodiments of an apparatus and an associated 

method of attaching the RFID tag assembly to a disc drive. The RFID 

tag assembly includes an RFID tag and a tag housing attached to the 

20 RFID tag. The tag housing includes a post extending outwardly from 

the RFID tag. The post is shaped to fit in a post hole and space the 

RFID tag away from a disc drive housing. Resilient material is on the 

post and adapted to retain the RFID tag assembly in the post hole. 

These and various other features as well as advantages which 

25 characterize embodiments of the present invention will be apparent 

upon reading of the following detailed description and review of the 

associated drawings. 

BRIEF DFSCRIPI'ION OF THE DRAWINGS 

30 . FIG. 1 illustrates a top isometric view of a disc drive. 
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FIG. 2 illustrates a bottom isometric exploded view of a portion 

of a disc drive and an RFID tag assembly. 

FIG. 3 illustrates a cross-sectional view of an RFID tag 

assembly mounted in a die cast frame of a disc drive. 

5 FIG. 4 illustrates an isometric view of an RFID tag assembly. 

FIG. 5 illustrates a partial cross-sectional side view of an }IBID 

tag assembly. 

FIG. 6 illustrates a bottom view of an RFID tag assembly. 

FIG. 7 illustrates a cross-sectional view of a first alternative 

10 RFID tag assembly and a die cast frame. 

FIG. 8 illustrates a cross-sectional view of a second alternative 

RFID tag assembly and a die cast frame. 

FIG. 9 illustrates a third alternative RFID tag assembly 

including a clip shown in cross-section. 

15 FIG. 10 illustrates a plan view of the clip shown in FIG. 9. 

FIG. 11 illustrates a fourth alternative RFID tag assembly 

including a post with a longitudinal groove. 

FIG. 12 illustrates a garter spring. 

20 DETAILED DESCRIPTION OF ILLUSTRATIVE EMBODIMENTS 

In the embodiments illustrated below, an RFID tag is attached 

to a disc drive housing, but kept spaced away from the disc drive 

housing to reduce undesired shielding of the RFID tag by the 

housing. The RFID tag attaches to a plastic resin housing that includes 

25 a post extending outwardly from the RFID tag. The disc drive 

housing includes a post hole that receives the post. The post is 

removably retained in the post hole by friction with a resilient 

material such as a synthetic rubber 0 ring, a polymer clip, a garter 

spring , or by a post that is resilient. The arrangement can be used in a 

30 clean room environment to record completion of production 
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processes and ensure that production processes are completed in the 

proper sequence. 

As manufacturing equipment for disc drives improves, the 

pallet or product carrier previously used to carry the disc drive along 

5 the production line is no longer needed. Manufactu~ing equipment 

can now handle disc drives without the use of a pallet or carrier.:. The 

RFID tag was previously mounted to the carrier or pallet. 

There is a desire to mount RFID tags to disc drives for ensuring 

that all manufacturing processes are completed, however there are a 

IO number of problems encountered in mounting RFID tags to disc 

drives themselves. 

When directly mounted to a disc drive, the RFID tag needs a 

removflble mounting, so that the RFID tag can be removed at the end 

of the manufacturing process, and reused. However, known low cost 

15 approaches to removable mounting to metal die casting, such as self­

threading machine screws or adhesives, cut metal chips from the die 

casting or leave friable residues that contaminate the clean room 

~vironment used in disc drive manufacture. 

At the beginning of a disc drive assembly line, the disc drive 

20 comprises only the die cast metal frame. When an RFID tag is 

mounted closely to such an electrically conductive frame, the ~etal 

shields the RFID tag so that radio frequency communication from a 

nearby communication antenna can't be received reliably. It becomes 
' . 

difficult to reliably communicate data to and from the RFID tag 

25 without closely and carefully positioning an antenna to overcome the 

shielding afforded by the. die cast housing for each manufacturing 

process. 

The ability to include shapes in a die casting of a disc drive that 

can be used for retaining an RFID tag is very limited because of the 

30 need to provide draft on die cast .surfaces that allow the die casting to 
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be conveniently and economically removed from its die after casting. 

Modern disc drives are very compactly designed and it is difficult to 

add protrusions to the die cast housing for retaining an RFID tag 

without increasing size. 

5 An RFID tag that can be reusably attached to a disc drive and 

an associated method for using such an RFID tag with a disc d~~ve is 

disclosed that is compatible with clean room conditions, compatible 

with die casting limitations, and that does not excessively shield the 

RFID tag from radio frequency communication. 

IO The RFID tag is small, inexpensive and reusable, and the 

associated method of attachment is automatable and universal among 

many different product designs and form-factors. Examples of the 

apparatus and associated attachment method are described below in 

connection with FIGS. 1-12. 

15 In FIG. 1, an embodiment of a disc drive storage device 100 is 

illustrated. Disc drive 100 includes a disc pack 126 having storage 

surfaces 106 that are typically layers of magnetic ·material that are 

deposited using microstructure fabrication techniques. The disc pack 

126 can include a stack of multiple discs and a read/write head 

20 assembly 112 includes a read/write transducer or head 110 for each 

stacked disc. The head 110 is typically formed using microstructure 

fabrication techniques. Disc pack 126 is spun or rotated in a direction as 

shown by arrow 107 to allow read/ Write head assembly 112 to access 

different rotational locations for data on the storage surfaces 106 on the 

25 disc pack 126. 

Read/write head assembly 112 is actuated to move radially, 

relative to the disc pack 126, as shown by arrow 122 to access 

different radial locations for data on the storage surfaces 106 of disc 

pack 126. Typically, the actuation of read/write head assembly 112 is 

30 provided by a voice coil motor 118. Voice coil motor 118 includes a 
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rotor 116 that pivots on axle 120 and an arm 114 that actuates the 

read/ write head assembly 112. Disc drive 100 includes electronic 

circuitry 130 for controlling the operation of the disc drive 100 and 

transferring data in and out of the disc drive 100. 

5 Disc drive 100 requires complex assembly procedures and 

includes many moving components that fit together with extremely 

small tolerances, requiring a clean room environment for 

manufacture to prevent damage from contaminants such as dust. 

Typically, the disc drive head 110 slides over the storage surface 106 

10 in the disc drive 100 as illustrated. If there are particles of a large 

enough dimension between the sliding surfaces, then there is an 

increased risk that one of the sliding surfaces may be damaged 

during operation. For example, in modern disc drives a critical 

dimension can approach only a few nanometers between the head 110 

15 and the storage surface 106. Contaminant particles can cause damage 

and need to be kept away from the sliding surfaces during assembly 

of the disc drive 100. An RFID tag mounting is illustrated below 

which avoids introducing contaminant particles into the 

manufacturing environment for the disc drive. 

20 FIG. 2 illustrates a partial bottom isometric exploded view of a 

die cast disc drive housing 150 and an RFID tag assembly 152. The 

RFID tag assembly 152 includes a protruding post 154 that is secured 

in ~ post hole 156 by friction fit of a resilient member such as an 0 

·ring 158. The RFID tag assembly 152 includes an .:RFID tag (as 

25 described below in connection with FIG. 3) that ·communicates with 

an antenna 160. The antenna 160 is connected to an RF 

communication transceiver 162. RF communication transceiver 162 is 

preferably connected to a computer network 164 for control of the RF 

transceiver 162. In operation, the disc drive housing 150 will move 

30 along a production line and encounter a number of arrangements of 
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antennae 160 and transceivers 162 that are coupled to a common 

computer network 164. The RFID tag in RFID tag assembly 152 has a 

memory in wh_ich product and process information is stored during 

manufacture by transmissions from antennae 160. The computer 

5 network 164 can also store information concerning the progress of 

each RFID tag on the production floor through various production 

processes. 

The RFID tag assembly i52 is explained in more detail below 

in connection with FIGS. 3-6. 

10 FIG. 3 illustrates a cross-sectional view of the RFID tag 

assembly 152 mounted in a die cast frame 150 of a .disc drive. The 

RFID tag assembly 152 includes an RFID tag 170 that is of 

conventional design. RFID tag 17Q is attached to, and preferably 

embedded in, a plastic resin housing 172. Housing 172 has a 

15 generally flat top surface 174 and a generally cylindrical side wall 175 

which serves as an automated tool grip or hand grip for inserting and 

removing .the RFID tag assembly 152 from the die cast frame 150. 

RFID tag assembly 152 also includes a post 154 that extends 

outwar~ly from the housing 172 as illustrated. A post hole 156 is cast 

20 into frame 150 and, as illustrated, has a natural draft angle along its 

side walls conducive to the die casting process. Because of the draft 

angle, the post hole 156 is slightly larger at its opening 159 than it is at 

its base 161. The draft can make it difficult to securely engage 

something in hole 1S6. 

25 As illustrated at 163, hole 156 can have a generally triangular 

shape or cross-section. P.ost 154,.however, preferably has a generally 

round cross-section as illustrated at l65. 0 ring 158 is a body of 

resilient material that provides for a secure friction fit of the post 154 

within the post hole 156. The open .spaces between the generally 

30 triangular shape of the post hole 156 and the generally round shape of 
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the post 154 provide venting for the post hole 156 so that air is not 

trapped in the post hole 156. This venting makes it easier to slide the 

post 154 in and out of the post hole 156. 

The RFID tag 170 is spaced away from the metal die cast 

5 housi,ng 150 by a spacing 177. The spacing 177 is selected based on 

the needs of the application to reduce problems with shielding ?f the 

RFID tag 170 to an acceptable level. 

FIG. 4 illustrates an isometric view of the RFID tag assembly 

152 shown in FIG. 3. 

10 FIG. 5 illustrates a partial cross-sectional side view of the RFID 

tag assembly 152 shown in FIG. 3. 

FIG_. 6 illustrates a bottom view of the RFID tag assembly 152 

shown in FIG. 3. 

FIG. 7 illustrates a cross-sectional view of a first alternative 

15 RFID tag assembly 180 removably retained in a post hole 184 in a die 

cast frame 182 by a resilient member such as rubber 0ring186. As 

illustrated at 188, the post hole 184 has a generally round cross section 

and receives a generally round post on RFID tag assembly 180. The 

RFID tag assembly 180 is similar to the RFID tag assembly 152 (FIG. 

20 3) except that RFID tag assembly 180 includes a longitudinal vent 

hole 193 which permits air flow in and out of the post hole 184 when 

the RFID tag assembly is in the post hole 184. RFII;) tag 181 includes a 

hole that.is aligned with vent hole 193. 

FIG. 8 illustrates a cross-sectio.nal view of a second alternative 

25 RFID tag assembly 190 removably retained in a round post hole 192 

in a die cast frame 194 by a molded sleeve 196 of resilient material 

such as polyurethane. The RFID tag assembly 190 incl:udes a post 191 

with a generally round cylindrical shape. The molded sleeve 196 fits 

tightly on the post 191. Molded sleeve 196 includes multiple outer 
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ribs 198 that frictionally engage the wall of the post hole 192. FIG. 8 

also illustrates a vent hole 200 provided in the die cast frame 194. 

FIGS. 9-10 illustrate a third alternative RFID tag assembly 210. 

RFID tag assembly 210 is similar to RFID tag assembly 152 (FIGS. 3-6) 

5 except that the 0ring158 of RFID tag 152 assembly has been replaced 

with a clip 212 on RFID tag assembly 210. Clip 212 is illus:tra!ed in 

cross-section in FIG. 9 and is illustrated in plan view in FIG. 10. Oip 

212 is preferably formed of plastic resin such as Delrin and fits loosely 

in a circumferential groove 214 in post 154. Oip 212 preferably 

10 ~eludes a split or gap 216 that enhances the· ability of clip 212 to 

compress resiliently upon insertion in a post hole. The split or gap 

216 enhances the resiliency of clip 212. 

FIG. 11 illustrates a fourth alternative RFID tag assembly 220 

including a post 222 with a longitudinal groove 224. The groove 222 

15 enhances the resiliency of the end of post 222, and post 222 can be 

secured by friction in a post hole directly. The end of the post 222 has 

increased resiliency because of the groove 224. 

FIG. 12 illustr~tes a garter spring 230. Garter spring 230 is 

resilient and can be used in place of 0 ring 158 or· clip 212 on an RFID 

20 tag assembly. 

Depending on the needs of the production process, various 

features shown in the embodiments illustrated in FIGS. 2-12 can be 

appropriately adapted for use with other embodiments illustrated in 

FIGS. 2-12 to operate in accordance w.ith the invention. 

25 In condusion, an RFID tag assembly (152, 180, 190, 210, 220) 

and an associated method of attaching the RFID tag assembly to a 

disc drive housing (150, 182, 194) are provided. The .RFID tag 

assembly includes an RFID tag (170, 181) and a tag housing (172) 

attached to the RFID tag. The plastic resin housing includes a post 

30 (154) extending outwardly from the RFID tag. The post is shaped to 
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fit in a post hole and space the RFID tag away from the disc drive 

housing. Resilient material is disposed on the post and adapted to 

retain the RFID tag assembly in the post hole. 

It is to be understood that even though numerous 

5 characteristics and advantages of various embodiments of the 

invention have been set forth in the foregoing description, to&ether 

with details of the structure and function of various embodiments of 

the invention, this disclosure is illustrative only, and changes may be 

made in detail, especially in matters of structure and arrangement of 

IO parts within the principles of the present invention to the full extent 

indicated by the broad general meaning of the terms in which the 

appended claims are expressed. For example, the particular elements 

may vary depending on the particular application for the RFID tag 

while maintaining substantially the same functionality without 

15 departing from the scope and spirit of the present invention. In 

addition, although the preferred embodiment described herein is 

directed to an RFID tag for a magnetic disc drive, it will be 

appreciated by those skilled in the art that the teachings of the present 

invention can be applied to other systems, like magnetooptical drives 

20 or optical drives, without departing from the scope and spirit of the 

present invention. 

10 



- 7 APR 2005 

WHAT IS CLAIMED IS: 

1. A method of attaching an RFID tag to a disc drive, comprising: 

providing an RFID tag attached to a housing that includes a post extending 

outwardly from the housing; 

providing a post hole in the disc drive housing; and 

removably retaining the post in the post hole with a resilient material interposed 

therebetween such that the RFID tag is spaced away from the disc drive. 

2. The method of Claim 1, further comprising: 

supporting the resilient material in a groove formed in the post. 

3. The method of claim 1, further comprising: 

forming the post hole in a generally triangular shape; and 

forming the post in a generally round shape. 

4. The method of claim 1, further comprising: 

forming the post hole in a generally round shape; 

forming the post in a generally round shape; and 

providing a longitudinal passage through the post. 

5. The method of claim 1, further comprising: 

forming the post hole in a generally round shape; 

forming the post in a generally round shape; and 

providing a vent hole passing through the disc drive housing. 

6. An RFID tag assembly removably disposable in an opening in an enclosure housing, 

the RFID tag assembly comprising: 

an RFID tag; 
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an RFID housing attached to the RFID tag and including a post extending 

outwardly from the RFID housing, the post supportable in the opening to space 

the RFID tag away from the enclosure housing; and 

a resilient material disposed on the post and adapted to frictionally retain 

the post in the post hole. 

7. The RFID tag assembly of Claim 6 wherein the post includes a groove and the 

resilient material comprises an 0 ring receivingly engaged in the groove. 

8. The RFID tag assembly of claim 7 wherein the post is adapted to fit in a round post 

hole and the housing includes a vent extending through the post. 

9. The RFID tag assembly of Claim 7 wherein the post has a generally round cylindrical 

shape and the resilient material comprises a sleeve attached to the post. 

10. The RFID tag assembly of Claim 9 wherein the sleeve includes outer ribs adapted to 

engage the post hole. 

11. The RFID tag of claim 6 wherein the resilient material comprises a clip. 

12. The RFID tag of Claim 6 wherein the resilient material is integral with the post, the 

post further comprising a longitudinal groove. 

13. The RFID tag of Claim 6 wherein the resilient material comprises a garter spring. 

14. A disc drive, comprising: 

A disc and a read/write head; and 

A disc drive housing including a post hole adapted to receive a post of an 

RFID tag assembly; 

AnRFID tag; 
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A housing attached to the RFID tag and including a post extending 

outwardly from the housing, the post being disposed in the post hole; 

~ 7 APR 2005 

A resilient material disposed on the post and retaining the RFID tag 

assembly in the post hole. 
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