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(54) Title: PALLET CONTAINER
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(57) Abstract: The invention relates to a pallet container (10), comprising a thin-walled, rigid inner container (12) consisting of a
~ thermoplastic, for storing and transporting liquid or flowable materials; a tubular lattice frame (14) which tightly encloses said plastic
= inner container (12) and acts as a support casing; and a base pallet (16), on which the inner plastic container lies (12) and to which
the support casing 1s soli connected. Corresponding elements (positive fit/friction fit elements) which - seen 1n the direction o
he supp ing is solidly d. C ponding el positive fit/friction fit el hich in the directi f
the honzontal plane - consideral increase the ship resistance between the outer surface ot the inner container undertloor pointin,
=t the hori 1pl iderably i he slip resi b h f: f the i i derfloor pointing
e downwards and the surface of the base pallet(16) pointing upwards, or the intermediate panel, are provided within the bearing surface
& of the plastic inner container (12), on the surface of the base pallet (16) or on the surface of an intermediate panel. According to
p p p £
a preferred form of embodiment, the underfloor of the inner container (12) is fixed to the base pallet (16) by means of positive-fit

elements (18, 26, 30, 36).
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(57) Zusammenfassung: Die Erfindung betrifft einen Palettencontainer (10) mit einem diinnwandigen starren Innenbehélter (12)
aus thermoplastischem Kunststoff fiir die L.agerung und den Transport von fliissigen oder flieBfahigen Fiillglitern, mit einem den
Kunststoff-Innenbehdlter (12) als Stiitzmantel dicht umschlieBenden Gitterrohrrahmen (14) und mit einer Bodenpalette (16), auf
welcher der Kunststoff-Innenbehilter (12) aufliegt und mit welcher der Stiitzmantel fest verbunden ist, wobei innerhalb der Aufla-
gefldche des Kunststoff-Innenbehilters (12) auf der Oberfldche der Bodenpalette (16) oder auf der Oberfldche einer Zwischenplatte
entsprechende Mittel (FormschluB-/ReibschluBmittel) vorgesehen sind, die - in Horizontalebenenrichtung betrachtet - eine wesent-
liche Erhthung des Rutschwiderstandes zwischen der nach unten weisenden AuBenfldche des Innenbehélter-Unterbodens und der
nach oben weisenden Oberfldche der Bodenpalette (16) bzw. der Zwischenplatte bewirken. In bevorzugter Ausfithrung ist der Un-
terboden des Innenbehélters (12) mittels FormschluB3-Elementen (18, 26, 30, 36) auf der Bodenpalette (16) befestigt.



