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ELECTROSTATIC CHUCK AND METHOD FOR MANUFACTURING 

PROTRUSIONS THEREOF 

 

TECHNICAL FIELD 

[0001] The present disclosure generally relates to the field of semiconductor processing 

equipment field and, in particular, to a manufacturing method for an electrostatic chuck and 

protrusions on the electrostatic chuck. 

BACKGROUND 

[0002] In the semiconductor manufacturing process, an electrostatic chuck (ESC) uses 

electrostatic adsorption to fix a to-be-processed workpiece, for example, a wafer, to prevent the 

wafer from moving in the manufacturing process.  

[0003] The ESC generally includes a dielectric layer carrying the wafer. One or more electrodes 

are embedded in the dielectric layer. For example, a bipolar electrostatic chuck may include two 

electrodes, which are electrically connected to positive and negative poles of a DC power supply 

to provide a DC voltage, respectively. As such, the wafer is firmly attached on the surface of the 

ESC by electrostatic adsorption. 

[0004] However, such close contact between the wafer and the ESC may cause friction between 

the wafer and the ESC to produce small particles. As manufacturing time gradually accumulates, 

the number of the particles may increase, and a large number of particles may be attached to the 

back surface of the wafer. Then, the particles may be transferred to different chambers as the 

process steps progress to negatively impact the semiconductor manufacturing process.   
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[0005] To avoid the above-described situation, a plurality of protrusions at intervals may be 

formed on the surface of the ESC. As such, the wafer may only contact the ESC through the 

protrusions on the back surface to reduce the number of the particles attached to the back surface 

of the wafer. However, the existing protrusions have poor high-temperature resistance and are 

prone to fall off, thus, they cannot be used in a high-temperature environment. 

SUMMARY 

[0006] For a technical problem in the existing technology, the present disclosure provides an 

electrostatic chuck (ESC). The ESC includes a support surface for carrying a workpiece and a 

plurality of protrusions at intervals distributed on the support surface. The protrusions are formed 

by hydrogen-free amorphous carbon with a resistivity ranging from 10-4Ω·cm to 109Ω·cm.  

[0007] In some embodiments, a height of a protrusion ranges from 1μm ~3μm. 

[0008] In some embodiments, the ESC further includes an adhesive layer. The adhesive layer 

includes a plurality of adhesive parts having the same number as the number of the protrusions. 

Each of the adhesive parts is placed between the support surface and a corresponding one of the 

protrusions. 

[0009] In some embodiments, a material of the adhesive layer includes a metal having an 

adhesive property. 

[0010] In some embodiments, the metal includes titanium or chromium. 

[0011] In some embodiments, the ESC further includes a dielectric layer and an electrode 

provided in the dielectric layer. An upper surface of the dielectric layer is used as the support 

surface. 

[0012] The present disclosure further provides a method for manufacturing the protrusions of the 

ESC, which includes the following processes. 
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At S1, a patterned mask is formed over the support surface of the ESC for carrying the 

workpiece. 

At S2, a carbon plasma is generated by using a graphite target, and a hydrogen-free 

amorphous carbon layer is deposited over the support surface of both the area that is covered by 

the mask and the area that is not covered by the mask. 

At S3, the mask is removed to form the plurality of protrusions with the hydrogen-free 

amorphous carbon having the resistivity ranging from 10-4Ω•cm~109Ω•cm distributed at 

intervals over the support surface. 

[0013] In some embodiments, after the process S1 and before the process S2, the method further 

includes the following processes. 

At S12, one or more adhesive layers are deposited over the support surface of both the area 

that is covered by the mask and the area that is not covered by the mask. 

At S2, the graphite target is used to generate the carbon plasma, and the hydrogen-free 

amorphous carbon layer is deposited over the whole adhesive layer.  

At S3, the mask is removed to form the plurality of adhesive parts distributed at intervals over 

the support surface and the plurality of protrusions each provided at a corresponding one of the 

plurality of adhesive parts. 

[0014] In some embodiments, the adhesive layer includes a metal such as titanium or chromium. 

[0015] In some embodiments, at S2, the process temperature is not higher than 80°C. 

[0016] In some embodiments, S2 further includes the following processes, 

At S21, the carbon plasma is generated by using the graphite target. 
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At S22, when the carbon plasma moves towards the support surface, and the hydrogen-free 

amorphous carbon layer is deposited over the support surface that is covered by the mask and not 

covered by the mask, the carbon plasma is filtered and/or focused using a magnetic field. 

[0017] In some embodiments, the height of the protrusion ranges from 1μm ~3μm. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] FIG. 1 is a schematic cross-section diagram of an electrostatic chuck (ESC) according to 

some embodiments of the present disclosure.  

[0019] FIG. 2 is a schematic cross-section diagram of an ESC according to some embodiments 

of the present disclosure. 

[0020] FIG. 3 is a schematic flowchart of a method for manufacturing the plurality of 

protrusions of the ESC according to some embodiments of the present disclosure. 

[0021] FIGS. 4a-4f are state diagrams of each step of the method for manufacturing the 

protrusions of the ESC according to some embodiments of the present disclosure.  

[0022] FIG. 5 is a schematic diagram of equipment for manufacturing the protrusions of the ESC 

according to some embodiments of the present disclosure.   

DETAILED DESCRIPTION 

[0023] To make purposes, technical solutions, and advantages of the present disclosure clearer, 

the present disclosure is further described in detail below in conjunction with embodiments and 

with reference to drawings. It should be noted that the description is merely illustrative, but does 

not necessarily limit the scope of the present disclosure. In the following specification, a 

description of a well-known structure and technology are omitted to avoid unnecessarily 

obscuring concepts of the present disclosure. 
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[0024] In the following detailed description, reference drawings may be used to describe some 

specific embodiments of the present disclosure. In the reference drawings, similar reference 

numerals may describe substantially similar components in different drawings. Each specific 

embodiment of the present application is described in detail below, so that those of ordinary skill 

with relevant knowledge and technology in the art can implement a technical solution of the 

present disclosure. It should be understood that other embodiments may also be used or 

structural, logical, or electrical changes may be made to embodiments of the present disclosure. 

[0025] FIG. 1 is a schematic cross-section diagram of an electrostatic chuck (ESC) according to 

some embodiments of the present disclosure. As shown in FIG. 1, the ESC includes a dielectric 

layer 102 and an electrode 101 provided in the dielectric layer 102. An upper surface of the 

dielectric layer 102 is used as a support surface 105 to carry a workpiece S, such as a wafer, etc. 

In some embodiments, the dielectric layer 102 may be formed by a ceramic material, such as 

aluminum oxide (Al2O3), aluminum nitride (AlN), and silicon carbide (SiC), or the dielectric 

layer 102 may be formed by a conductive material, such as a metal-oxide-doped ceramic 

material, etc. 

[0026] In some embodiments, two electrodes 101 may be embedded in the dielectric layer 102, 

that is, the dielectric layer 102 may completely cover the electrodes 101. In addition, the two 

electrodes 101 may be coupled to positive and negative poles of a DC power supply, 

respectively. Of course, the present disclosure may also be suitable to an ESC including a 

different number of electrodes, for example, one or more than three electrodes. 

[0027] As shown in FIG. 1, a plurality of protrusions 103 are distributed on the support surface 

105 (i.e., the upper surface of the dielectric layer 102) at intervals. When the workpiece S is 

placed on the dielectric layer 102, a back surface of the workpiece S contacts the plurality of 
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protrusions 103 but does not contact the support surface 105. As such, a number of particles 

generated by friction between the workpiece S and the dielectric layer 102 may be reduced. At 

the same time, since the generated particles K in gaps between each of the protrusions 103, as 

long as height H of the protrusions 103 is larger than sizes of the particles K, the particles K may 

be ensured not to contact and be attached to the back surface of the workpiece S.  

[0028] Further, the protrusions 103 are formed by hydrogen-free amorphous carbon with the 

resistivity ranging from 10-4Ω•cm~109Ω•cm. The hydrogen-free amorphous carbon is a 

diamond-like-carbon (DLC). The DLC is composed of carbon and is similar to diamond in 

structure and properties. The DLC is called diamond-like carbon because the DLC includes both 

an SP3 bond composing the diamond and an SP2 bound composing graphite. Content of the SP3 

bond reaches about 85%, thus, the DLC has a higher hardness than other materials. The DLC is 

an amorphous substance. Since the DLC has a high hardness, high elastic modulus, and a low 

friction coefficient, the DLC has good wear resistance and vacuum tribological properties, and is 

very suitable as a wear-resistant coating. For the ESC, since the DLC material has high hardness 

and good wear resistance, the DLC can effectively prevent the generation of the particles. 

[0029] In addition, the DLC includes two types: hydrogen-containing and hydrogen-free. The 

hydrogen-containing DLC is called hydrogen-containing amorphous carbon (a-C:H) or 

hydrogen-containing diamond-like carbon (DLHC). The hydrogen-free DLC is called hydrogen-

free amorphous carbon (a-C). Further, the a-C with a higher carbon content doped with SP3 bond 

is also called tetrahedral amorphous carbon (ta-C). The hydrogen-containing DLC has a poor 

temperature resistance. The hydrogen of the DLC may dissociate and easily fall off in the 

high-temperature environment. Therefore, the hydrogen-containing DLC is not suitable in a 

high-temperature environment (above 250°C). 
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[0030] To solve the above-described problem, the ESC provided by embodiments of the present 

disclosure may use the protrusions 103 formed by the hydrogen-free amorphous carbon having 

the resistivity ranging from 10-4Ω•cm~109Ω•cm. Therefore, the protrusions 103 have a high 

hardness and good wear resistance and can effectively prevent the generation of the particles. As 

such, the protrusions 103 may prevent the particles to bring the negative impact to the 

semiconductor process. Thus, the hydrogen may not dissociate in a high-temperature condition. 

Thereby, the problem that the protrusions may easily fall off and cannot be applied in the high-

temperature environment (above 250°C) may be solved. 

[0031] The protrusions 103 formed with the hydrogen-free amorphous carbon may not have any 

property change in a vacuum environment with 800°C. Even in an atmospheric environment, the 

highest resistant temperature of the protrusions formed with the hydrogen-free amorphous 

carbon may reach 500°C. Therefore, the ESC including the protrusions made of the hydrogen-

free amorphous carbon may satisfy a requirement of high-temperature stability. 

[0032] In some embodiments, the above-described protrusions 103 are formed by the tetrahedral 

amorphous carbon (ta-C), which is an optimal choice for the protrusions of the electrostatic 

chuck due to its high hardness. 

[0033] In practical applications, to draw a voltage of workpiece S as a reference, the protrusions 

are expected to be conductive. As shown in FIG. 1, the potential of the workpiece S may be led 

to a neutral point of the DC power supply through the conductive protrusion 103 and a wire 104 

to balance the voltage difference between the power supply and the workpiece S. However, the 

protrusions in the existing technology may generally have a higher resistivity (i.e., 108Ω•cm 

~1013Ω•cm), and electrical conductivity of the protrusions may not meet the above requirement. 
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[0034] Since the resistivity of a protrusion 103 ranges from 10-4Ω•cm ~109Ω•cm, the electrical 

conductivity of the protrusion 103 may meet the requirement. As such, the above-described 

problem may be solved. 

[0035] In some embodiments, the height H of the protrusion 103 ranges from 1μm ~3μm. Thus, 

the height of the protrusion 103 is larger than the size of the particle. Thereby, the particles may 

not be attached to the back surface of the workpiece S. 

[0036] It needs to be noted that, in practical applications, an orthographic projection shape of the 

protrusion 103 on the support surface 105 and the size of the protrusion 103 may be freely set as 

needed. In addition, a distribution method and distribution density of the plurality of protrusions 

103 on the support surface 105 may also be freely set as needed. 

[0037] FIG. 2 is a schematic cross-section diagram of an ESC 100 according to some 

embodiments of the present disclosure. Referring to FIG. 2, the ESC 100 provided by 

embodiments of the present disclosure is optimized based on the above-described embodiments. 

Specifically, the ESC 100 further includes at least one adhesive layer. The adhesive layer 

includes a plurality of adhesive parts 105 having a same number as a plurality of protrusions 103. 

Each of the adhesive parts 106 is provided between the support surface 105 and a corresponding 

one of the plurality of protrusions 103. 

[0038] With the above-described adhesive layer, the adhesive property between the protrusions 

103 and the dielectric layer 102 may be improved, such that a risk that the protrusions 103 may 

fall off may be further reduced. In practical applications, a number of the adhesive layer may be 

set according to actual needs to cause the adhesion to meet the requirement. 
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[0039] A material of the adhesive layer may include a metal having an adhesive property. In 

some embodiments, the metal may include a material having a better adhesive property such as 

titanium or chromium. 

[0040] For another technical solution, FIG. 3 is a schematic flowchart of a method for 

manufacturing the protrusions of the ESC according to some embodiments of the present 

disclosure. FIGS. 4a-4f are state diagrams of each step of the method for manufacturing the 

protrusions of the ESC according to some embodiments of the present disclosure. Referring to 

FIG. 3 and FIGS. 4a-4f, embodiments of the present disclosure provide a method for 

manufacturing the protrusions of the ESC, which includes the following processes. 

[0041] At S1, a patterned mask is formed over the support surface 202 of the ESC (i.e., dielectric 

layer 201). 

[0042] Specifically, in some embodiments, as shown in FIG. 4b, a mask layer 203 is formed 

over the support surface 202. The mask layer 203 covers the support surface 202. A material of 

the mask layer 203 may include a photoresist, etc. A thickness of the mask layer 203 may be 

thicker than or equal to the height of the protrusions that need to be formed. As shown in FIG. 

4c, the mask layer 203 may be patterned according to the shape and intervals of the protrusions 

that need to be realized to form a patterned mask 203a. 

[0043] It needs to be noted that, in practical applications, the patterned mask may be prepared by 

other methods. For example, the patterned mask may be a mask panel pre-prepared before the 

ESC is prepared. The mask panel may be fixed over the support surface 202 through an adhesive 

or mechanical method. In addition, the mask panel may include a plurality of hollow portions. 

Each hollow portion corresponds to a protrusion. A shape of the hollow portion, an interval of 

two adjacent hollow portions, and the thickness of the mask panel, etc., may be designed 
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according to actual parameter requirements of the protrusions. The height of the protrusion may 

be also related to deposition time. 

[0044] In some embodiments, the mask panel may be prepared by using a ceramic material with 

a relatively low thermal expansion coefficient. When the hydrogen-free amorphous carbon is 

formed by technology with relatively low deposition temperature, the material of the mask panel 

may include the ceramic or metal material with a relatively low thermal expansion coefficient, 

such as KOVAR, etc. 

[0045] Of course, no matter which method is used to obtain the patterned mask, the following 

described process for forming the protrusions is not impacted. 

[0046] In some embodiments, as shown in FIG. 4d, after the above-described process S1 and 

before the process for forming the protrusions, the method further includes the following 

processes.  

[0047] At S12, at least one adhesive layer 204 is deposited over the support surface 202 of both 

the area that is covered by the patterned mask 203a and the area that is not covered by the 

patterned mask 203a. 

[0048] Specifically, the adhesive layer 204 includes a first portion 204a covering the mask 203a 

and a second portion 204b covering the support surface 202. 

[0049] With the above-described adhesive layer 204, the adhesive property between the 

protrusions and the dielectric layer 201 may be improved for subsequently forming the 

protrusions, such that the risk that the protrusions may fall off may be further reduced. In 

practical applications, the number of adhesive layers may be set according to the actual needs to 

meet the adhesion requirement. 
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[0050] A material of the adhesive layer 204 includes a metal with the adhesive property. In some 

embodiments, the metal includes a material with good adhesive property, such as titanium or 

chromium. 

[0051] Of course, in practical applications, even though the adhesive layer 204 does not exist, 

the protrusions may be formed directly over the patterned mask 203a. 

[0052] The manufacturing process of the protrusions is described in detail as follows. 

[0053] At S2, a carbon plasma is generated by using a graphite target, and a hydrogen-free 

amorphous carbon layer is deposited over the adhesive layer 204. 

[0054] Specifically, as shown in FIG. 4e, the hydrogen-free amorphous carbon layer 205 

includes a third portion 205a covering the first portion 204a of the adhesive layer 204 and a 

fourth portion 205b covering the second portion 204b of the adhesive layer 204. Of course, in 

practical applications, if the adhesive layer 204 does not exist, the hydrogen-free amorphous 

carbon layer 205 may directly cover the support surface 202 that is covered by the mask 203a 

and not covered by the mask 203a. 

[0055] The method for manufacturing the protrusions provided by embodiments of the present 

disclosure may obtain the hydrogen-free DLC through a deposition method by generating the 

carbon plasma using the graphite target. As such, the problem that the protrusions may easily fall 

off due to the dissociation of the hydrogen and may not be applied in the high-temperature 

environment (above 250°C) may be solved. 

[0056] In some embodiments, in the above-described process S2, the process temperature for 

depositing the hydrogen-free amorphous carbon layer 205 is lower than 80°C or even lower. 

[0057] At S3, as shown in FIG. 4f, the mask 203a is removed to form the plurality of adhesive 

parts (i.e., the second portion 204b of the adhesive layer 204) distributed at intervals on the 
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support surface 202, and the plurality of protrusions (i.e., the fourth portion 205b of the 

hydrogen-free amorphous carbon layer 205) each provided on a corresponding one of the 

plurality of adhesive parts. It can be easily understood that the third portion 205a of the 

hydrogen-free amorphous carbon layer 205 and the first portion 204a of the adhesive layer 204 

over the mask 203a are removed with the mask 203a together. 

[0058] Of course, in practical applications, if the adhesive layer 204 does not exist, after the 

mask 203a is removed, the plurality of protrusions (i.e., the fourth portion 205b of the hydrogen-

free amorphous carbon 205) may be formed directly on the support surface 202 and distributed at 

intervals. 

[0059] It needs to be noted that if the patterned mask 203a is the above-described mask panel, 

the patterned mask 203a may be directly removed through a mechanical method. If the patterned 

mask 203a is a photoresist layer grown over the dielectric layer 201, the photoresist layer may be 

removed by a developing operation, and the third portion 205a of the hydrogen-free amorphous 

carbon layer 205 and the first portion 204a of the adhesion layer 204 over the photoresist layer 

may be peeled off. Since a developing solution is usually an organic solution, the developing 

solution may not impact the adhesive layer 204 and the hydrogen-free amorphous carbon layer 

205. 

[0060] In some embodiments, the height of the protrusion may range from 1μm ~3μm. As such, 

the heights of the protrusions 103 may be ensured to be larger than the sizes of the particles. 

Therefore, the particles may be ensured not to be able to contact and be attached to the back 

surface of the workpiece S. In practical applications, the heights of the protrusions may be 

adjusted by controlling the deposition time. 
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[0061] FIG. 5 is a schematic diagram of equipment for manufacturing the protrusions of the ESC 

according to some embodiments of the present disclosure. Referring to FIG. 5, the equipment 

uses a filtered cathodic vacuum arc (FCVA) technology to form the protrusions. Specifically, the 

equipment may include a power supply 401, a chamber 402, and a graphite target 403 placed in 

the chamber 402. In some embodiments, the power supply 401 may be, for example, an arc 

power supply. 

[0062] With the equipment, the above-described process S2 further includes the following 

processes.  

[0063] At S21, the arc power supply 401 is used to cause the graphite target 403 in a first region 

of the chamber 402 to generate the carbon plasma through an electrical arc. 

[0064] The above-described equipment may accurately control the energy of the carbon plasma 

according to different process requirements. At the same time, the resistivity of the protrusions 

may be well controlled by using the above-described FCVA process. As such, the conductivity 

of the protrusions 103 may be caused to meet the requirements. 

[0065] At S22, when the carbon plasma moves toward the support surface, and the hydrogen-

free amorphous carbon layer is deposited, the carbon plasma is filtered and/or focused by a 

magnetic field.  

[0066] Specifically, a filter magnetic field is provided in a second region of the chamber 402 and 

is configured to filter macroparticles and atomic groups in the carbon plasma out. After such a 

magnetic filtering process, an ionization rate of ions used for deposition may reach as high as 

100%, and large particles may be filtered out. As such, without heating the ESC, after the 

interaction of the magnetic field, FCVA coating ions may have higher and more uniform energy, 
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such that a dense, high-hardness, low-resistivity, and super-adhesive layer may be formed under 

a low-temperature condition. 

[0067] In addition, a focus magnetic field may be provided in a third region of the chamber 402 

and may be configured to gather the ions after filtering to the ESC 404. As such, the hydrogen-

free amorphous carbon layer 205 may be deposited over the adhesive layer 204 or the support 

surface 202 to finally form the protrusions. 

[0068] In some embodiments, the above-described adhesive layer 204 may be formed using the 

FCVA technology and the equipment. Specifically, forming the adhesive layer 204 includes the 

following processes. 

[0069] At S121, a material target of the adhesive layer 204 is provided in the first region of the 

chamber 402, such as a chromium target. Before forming the hydrogen-free amorphous carbon 

layer 205, the material target of the adhesive layer may be first rotated to a position 

corresponding to the chamber 402. Then, the FCVA method similar for forming the hydrogen-

free amorphous carbon layer 205 is used to first deposit a patterned adhesive layer over the 

support surface 201. Then the material target may be replaced, and the processes S21 and S22 

may continue to be performed. 

[0070] In some embodiments, the thickness of the patterned adhesive layer ranges from 

100nm~3μm. In this range, the total height of the adhesive layer and the protrusion may range 

from 2μm ~6μm. 

[0071] In some embodiments, the process temperature for depositing the hydrogen-free 

amorphous carbon layer 205 and the adhesive layer 204 is lower than 80°C or even lower. As 

such, the mask panel made of a metal material may be used to form the protrusions and the 

adhesive layer. The cost of the metal material is usually lower than the ceramic material. 
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Therefore, the manufacturing cost may be significantly reduced for forming the protrusions using 

the FCVA method. 

[0072] It needs to be noted that the present disclosure is not limited by using the FCVA method 

to form the hydrogen-free amorphous carbon layer 205. In practical applications, a physical 

vapor deposition (PVD) method may also be used to form the hydrogen-free amorphous carbon 

layer 205, for example, a plasma deposition method, a radio frequency sputtering method, and a 

vacuum cathodic arc deposition method, etc. 

[0073] Only a high purity carbon target may be needed by using the PVD method to form the 

protrusions without needing any material having hydrogen element. Therefore, the protrusions 

made of the hydrogen-free amorphous carbon, which does not contain hydrogen and has good 

conductivity, may also be obtained. 

[0074] The above-described embodiments are merely used to describe the present disclosure but 

not limit the present disclosure. Those of ordinary skill in the art may make various 

modifications and changes without departing from the scope of the present disclosure. Therefore, 

all the equivalent technical solutions should be within the scope of the present disclosure.  
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CLAIMS

WHAT IS CLAIMED IS:

1. A method for manufacturing a plurality of protrusions on an electrostatic chuck,

comprising:

at S0, completely covering an electrode with a dielectric layer, with an upper surface of the

dielectric layer being used as a support surface of the electrostatic chuck configured to carry a

workpiece;

at S1, forming a patterned mask over the support surface;

at S2, generating a carbon plasma using a graphite target and depositing a hydrogen-free

amorphous carbon layer over the support surface of both an area that is covered by the mask and

an area that is not covered by the mask, with a process temperature of deposition not higher than

80°C; and

at S3, removing the mask to form the plurality of protrusions made of hydrogen-free

amorphous carbon with a resistivity ranging from 10-4Ω•cm~109Ω•cm distributed at intervals on 

the support surface, so as to avoid hydrogen dissociation and falling off of the plurality of

protrusions; wherein

S2 further comprises: generating the carbon plasma using the graphite target in a first region

of a chamber through an electrical arc; filtering macroparticles and atomic groups out from the

carbon plasma through a filter magnetic field provided in a second region of the chamber; and

allowing the plasma after filtering to reach the mask and a base of the electrostatic chuck.

2. The method of claim 1, after S1 and before S2, further comprising:
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at S12, depositing an adhesive layer over the support surface of both the area that is covered

by the mask and the area that is not covered by the mask;

at S2, generating the carbon plasma using the graphite target and depositing the hydrogen-

free amorphous carbon layer over the adhesive layer; and

at S3, removing the mask to form a plurality of adhesive parts composing the adhesive layer

distributed at intervals on the support surface and the plurality of protrusions provided at a

corresponding one of the plurality of adhesive parts.

3. The method of claim 2, wherein a material of the adhesive layer includes a metal,

such as titanium or chromium.

4. The method of claim 1, wherein S2 further includes:

S21, generating the carbon plasma using the graphite target; and

S22, when the carbon plasma moves toward the support surface, and the hydrogen-free

amorphous carbon layer is deposited over the support surface that is covered by the mask and not

covered by the mask, using a magnetic field to filter and/or focus the carbon plasma.

5. The method of claim 1, wherein a height of a protrusion ranges from 1μm ~3μm.  

6. An electrostatic chuck manufactured with the method of any one of claims 1 to 5,

comprising a support surface configured to carry a workpiece, and a plurality of protrusions

distributed at intervals on the support surface, wherein the plurality of protrusions are formed by

hydrogen-free amorphous carbon with a resistivity ranging from 10-4Ω•cm~109Ω•cm. 
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7. The electrostatic chuck of claim 6, wherein a height of a protrusion ranges from

1μm ~3μm.   

8. The electrostatic chuck of claim 6, further comprising at least an adhesive layer,

each adhesive layer comprising a plurality of adhesive parts having a same number as the plurality

of protrusions, and each of the plurality of adhesive parts being provided between the support

surface and a corresponding one of the plurality of protrusions.

9. The electrostatic chuck of claim 8, wherein a material of the adhesive layer

comprises a metal having an adhesive property.

10. The electrostatic chuck of claim 9, wherein the metal comprises titanium or

chromium.

11. The electrostatic chuck of any one of claims 6 to 10, further comprising a dielectric

layer, and an electrode placed in the dielectric layer, wherein an upper surface of the dielectric

layer is used as the support surface.
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	[0018] FIG. 1 is a schematic cross-section diagram of an electrostatic chuck (ESC) according to some embodiments of the present disclosure.
	[0019] FIG. 2 is a schematic cross-section diagram of an ESC according to some embodiments of the present disclosure.
	[0020] FIG. 3 is a schematic flowchart of a method for manufacturing the plurality of protrusions of the ESC according to some embodiments of the present disclosure.
	[0021] FIGS. 4a-4f are state diagrams of each step of the method for manufacturing the protrusions of the ESC according to some embodiments of the present disclosure.
	[0022] FIG. 5 is a schematic diagram of equipment for manufacturing the protrusions of the ESC according to some embodiments of the present disclosure.
	[0023] To make purposes, technical solutions, and advantages of the present disclosure clearer, the present disclosure is further described in detail below in conjunction with embodiments and with reference to drawings. It should be noted that the des...
	[0024] In the following detailed description, reference drawings may be used to describe some specific embodiments of the present disclosure. In the reference drawings, similar reference numerals may describe substantially similar components in differ...
	[0025] FIG. 1 is a schematic cross-section diagram of an electrostatic chuck (ESC) according to some embodiments of the present disclosure. As shown in FIG. 1, the ESC includes a dielectric layer 102 and an electrode 101 provided in the dielectric lay...
	[0026] In some embodiments, two electrodes 101 may be embedded in the dielectric layer 102, that is, the dielectric layer 102 may completely cover the electrodes 101. In addition, the two electrodes 101 may be coupled to positive and negative poles of...
	[0027] As shown in FIG. 1, a plurality of protrusions 103 are distributed on the support surface 105 (i.e., the upper surface of the dielectric layer 102) at intervals. When the workpiece S is placed on the dielectric layer 102, a back surface of the ...
	[0028] Further, the protrusions 103 are formed by hydrogen-free amorphous carbon with the resistivity ranging from 10-4Ω•cm~109Ω•cm. The hydrogen-free amorphous carbon is a diamond-like-carbon (DLC). The DLC is composed of carbon and is similar to dia...
	[0029] In addition, the DLC includes two types: hydrogen-containing and hydrogen-free. The hydrogen-containing DLC is called hydrogen-containing amorphous carbon (a-C:H) or hydrogen-containing diamond-like carbon (DLHC). The hydrogen-free DLC is calle...
	[0030] To solve the above-described problem, the ESC provided by embodiments of the present disclosure may use the protrusions 103 formed by the hydrogen-free amorphous carbon having the resistivity ranging from 10-4Ω•cm~109Ω•cm. Therefore, the protru...
	[0031] The protrusions 103 formed with the hydrogen-free amorphous carbon may not have any property change in a vacuum environment with 800 C. Even in an atmospheric environment, the highest resistant temperature of the protrusions formed with the hyd...
	[0032] In some embodiments, the above-described protrusions 103 are formed by the tetrahedral amorphous carbon (ta-C), which is an optimal choice for the protrusions of the electrostatic chuck due to its high hardness.
	[0033] In practical applications, to draw a voltage of workpiece S as a reference, the protrusions are expected to be conductive. As shown in FIG. 1, the potential of the workpiece S may be led to a neutral point of the DC power supply through the con...
	[0034] Since the resistivity of a protrusion 103 ranges from 10-4Ω•cm ~109Ω•cm, the electrical conductivity of the protrusion 103 may meet the requirement. As such, the above-described problem may be solved.
	[0035] In some embodiments, the height H of the protrusion 103 ranges from 1μm ~3μm. Thus, the height of the protrusion 103 is larger than the size of the particle. Thereby, the particles may not be attached to the back surface of the workpiece S.
	[0036] It needs to be noted that, in practical applications, an orthographic projection shape of the protrusion 103 on the support surface 105 and the size of the protrusion 103 may be freely set as needed. In addition, a distribution method and distr...
	[0037] FIG. 2 is a schematic cross-section diagram of an ESC 100 according to some embodiments of the present disclosure. Referring to FIG. 2, the ESC 100 provided by embodiments of the present disclosure is optimized based on the above-described embo...
	[0038] With the above-described adhesive layer, the adhesive property between the protrusions 103 and the dielectric layer 102 may be improved, such that a risk that the protrusions 103 may fall off may be further reduced. In practical applications, a...
	[0039] A material of the adhesive layer may include a metal having an adhesive property. In some embodiments, the metal may include a material having a better adhesive property such as titanium or chromium.
	[0040] For another technical solution, FIG. 3 is a schematic flowchart of a method for manufacturing the protrusions of the ESC according to some embodiments of the present disclosure. FIGS. 4a-4f are state diagrams of each step of the method for manu...
	[0041] At S1, a patterned mask is formed over the support surface 202 of the ESC (i.e., dielectric layer 201).
	[0042] Specifically, in some embodiments, as shown in FIG. 4b, a mask layer 203 is formed over the support surface 202. The mask layer 203 covers the support surface 202. A material of the mask layer 203 may include a photoresist, etc. A thickness of ...
	[0043] It needs to be noted that, in practical applications, the patterned mask may be prepared by other methods. For example, the patterned mask may be a mask panel pre-prepared before the ESC is prepared. The mask panel may be fixed over the support...
	[0044] In some embodiments, the mask panel may be prepared by using a ceramic material with a relatively low thermal expansion coefficient. When the hydrogen-free amorphous carbon is formed by technology with relatively low deposition temperature, the...
	[0045] Of course, no matter which method is used to obtain the patterned mask, the following described process for forming the protrusions is not impacted.
	[0046] In some embodiments, as shown in FIG. 4d, after the above-described process S1 and before the process for forming the protrusions, the method further includes the following processes.
	[0047] At S12, at least one adhesive layer 204 is deposited over the support surface 202 of both the area that is covered by the patterned mask 203a and the area that is not covered by the patterned mask 203a.
	[0048] Specifically, the adhesive layer 204 includes a first portion 204a covering the mask 203a and a second portion 204b covering the support surface 202.
	[0049] With the above-described adhesive layer 204, the adhesive property between the protrusions and the dielectric layer 201 may be improved for subsequently forming the protrusions, such that the risk that the protrusions may fall off may be furthe...
	[0050] A material of the adhesive layer 204 includes a metal with the adhesive property. In some embodiments, the metal includes a material with good adhesive property, such as titanium or chromium.
	[0051] Of course, in practical applications, even though the adhesive layer 204 does not exist, the protrusions may be formed directly over the patterned mask 203a.
	[0052] The manufacturing process of the protrusions is described in detail as follows.
	[0053] At S2, a carbon plasma is generated by using a graphite target, and a hydrogen-free amorphous carbon layer is deposited over the adhesive layer 204.
	[0054] Specifically, as shown in FIG. 4e, the hydrogen-free amorphous carbon layer 205 includes a third portion 205a covering the first portion 204a of the adhesive layer 204 and a fourth portion 205b covering the second portion 204b of the adhesive l...
	[0055] The method for manufacturing the protrusions provided by embodiments of the present disclosure may obtain the hydrogen-free DLC through a deposition method by generating the carbon plasma using the graphite target. As such, the problem that the...
	[0056] In some embodiments, in the above-described process S2, the process temperature for depositing the hydrogen-free amorphous carbon layer 205 is lower than 80 C or even lower.
	[0057] At S3, as shown in FIG. 4f, the mask 203a is removed to form the plurality of adhesive parts (i.e., the second portion 204b of the adhesive layer 204) distributed at intervals on the support surface 202, and the plurality of protrusions (i.e., ...
	[0058] Of course, in practical applications, if the adhesive layer 204 does not exist, after the mask 203a is removed, the plurality of protrusions (i.e., the fourth portion 205b of the hydrogen-free amorphous carbon 205) may be formed directly on the...
	[0059] It needs to be noted that if the patterned mask 203a is the above-described mask panel, the patterned mask 203a may be directly removed through a mechanical method. If the patterned mask 203a is a photoresist layer grown over the dielectric lay...
	[0060] In some embodiments, the height of the protrusion may range from 1μm ~3μm. As such, the heights of the protrusions 103 may be ensured to be larger than the sizes of the particles. Therefore, the particles may be ensured not to be able to contac...
	[0061] FIG. 5 is a schematic diagram of equipment for manufacturing the protrusions of the ESC according to some embodiments of the present disclosure. Referring to FIG. 5, the equipment uses a filtered cathodic vacuum arc (FCVA) technology to form th...
	[0062] With the equipment, the above-described process S2 further includes the following processes.
	[0063] At S21, the arc power supply 401 is used to cause the graphite target 403 in a first region of the chamber 402 to generate the carbon plasma through an electrical arc.
	[0064] The above-described equipment may accurately control the energy of the carbon plasma according to different process requirements. At the same time, the resistivity of the protrusions may be well controlled by using the above-described FCVA proc...
	[0065] At S22, when the carbon plasma moves toward the support surface, and the hydrogen-free amorphous carbon layer is deposited, the carbon plasma is filtered and/or focused by a magnetic field.
	[0066] Specifically, a filter magnetic field is provided in a second region of the chamber 402 and is configured to filter macroparticles and atomic groups in the carbon plasma out. After such a magnetic filtering process, an ionization rate of ions u...
	[0067] In addition, a focus magnetic field may be provided in a third region of the chamber 402 and may be configured to gather the ions after filtering to the ESC 404. As such, the hydrogen-free amorphous carbon layer 205 may be deposited over the ad...
	[0068] In some embodiments, the above-described adhesive layer 204 may be formed using the FCVA technology and the equipment. Specifically, forming the adhesive layer 204 includes the following processes.
	[0069] At S121, a material target of the adhesive layer 204 is provided in the first region of the chamber 402, such as a chromium target. Before forming the hydrogen-free amorphous carbon layer 205, the material target of the adhesive layer may be fi...
	[0070] In some embodiments, the thickness of the patterned adhesive layer ranges from 100nm~3μm. In this range, the total height of the adhesive layer and the protrusion may range from 2μm ~6μm.
	[0071] In some embodiments, the process temperature for depositing the hydrogen-free amorphous carbon layer 205 and the adhesive layer 204 is lower than 80 C or even lower. As such, the mask panel made of a metal material may be used to form the protr...
	[0072] It needs to be noted that the present disclosure is not limited by using the FCVA method to form the hydrogen-free amorphous carbon layer 205. In practical applications, a physical vapor deposition (PVD) method may also be used to form the hydr...
	[0073] Only a high purity carbon target may be needed by using the PVD method to form the protrusions without needing any material having hydrogen element. Therefore, the protrusions made of the hydrogen-free amorphous carbon, which does not contain h...
	[0074] The above-described embodiments are merely used to describe the present disclosure but not limit the present disclosure. Those of ordinary skill in the art may make various modifications and changes without departing from the scope of the prese...

