ABSTRACT OF THE DI SCLOSURE (FIG 1) "METHOD AND APPARATUS FOR WRI TE
COVPENSATI ON OF PERPENDI CULAR MAGNETI C RECORDI NG I N DI SK DRI VE" There is
di scl osed a wite conpensator which suppresses bit shift caused by
distortion of a read signal waveformof a read head in a disk drive
adopting a perpendi cul ar nmagnetic recording system The wite conpensator
executes wite conpensation during recorédhpng-data based on the known

rel ationship between bit shift which is beyond an all owable range and a
pattern of a data bit string of a data signal. A wite anplifier converts

the wite-conpensated dagarghgpabrl phe ggsgtgﬁbkhcaqubgngg by using the
[

write conpensator so as to suppress the bit s t, and supplies it to a

write head. "METHOD AND APPARATUS FOR WRITE COMPENSATION OF
PERPENDICULAR MAGNETIC RECORDING IN DISK DRIVE"
5

There is disclosed a write compensator which
suppresses bit shift caused by distortion of a read
signal waveform of a read head in a disk drive
adopting a perpendicular magnetic recording system.

10 The write compensator executes write compensation
during recording data based on the known relationship
between bit shift which is beyond an allowable range
and a pattern of a data bit string of a data signal.
A write amplifier converts the write-compensated data

15 signal into an electrical signal by using the write
compensator so as to suppress the bit shift, and

supplies it to a write head.
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