
SEMICONDUCTOR DEVICE 

CROSS-REFERENCE TO RELATED APPLICATION 

[0001] This application claims priority to Korean Patent Application No. 10-2017-0111046, 

filed on August 31, 2017, in the Korean Intellectual Property Office and United States Patent 

Application No. 15/871,957, filed on January 15, 2018, in the United States Patent and 

Trademark Office, the disclosure of which are incorporated by reference herein in their 

entirety. 

TECHNICAL FIELD 

[0002] The present inventive concept relates to a semiconductor device and a method of 

fabricating thereof. 

DISCUSSION OF RELATED ART 

[0003] With the development of electronics and users' demand, electronic devices have 

become smaller and lighter. Accordingly, semiconductor devices having a high degree of 

integration are required for use in electronic devices, and thus, the design rule for elements of 

a semiconductor device is decreasing. 
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SUMMARY 

[0004] According to an exemplary embodiment of the present inventive concept, a 

semiconductor device is provided as follows. 	A first bit line structure is disposed between a 

first contact structure and a second contact structure. 	A first air spacer is interposed 

between the first contact structure and the first bit line structure. 	A first separation space is 

connected to an air entrance of the first air spacer and interposed between the first contact 

structure and the first bit line structure. 	A cover insulating pattern with a gap portion is 

interposed between the first contact structure and the second contact structure. 	The gap 

portion has a downwardly-decreasing width. An air capping pattern covers the cover 

insulating pattern to seal the first separation space. 

[0005] According to an exemplary embodiment of the present inventive concept, a 

semiconductor device is provided as follows. 	A first bit line structure is disposed between a 

first contact structure and a second contact structure. 	A first air spacer is interposed 

between the first contact structure and the first bit line structure. 	A plug structure is 

interposed between the first contact structure and the second contact structure. 	A first 

separation space is disposed between the first air spacer and the plug structure and connected 

to the first air spacer. 	The first separation space has a width increasing in a direction from 

the first air spacer to the plug structure. 

[0006] According to an exemplary embodiment of the present inventive concept, a 

semiconductor device is provided as follows. 	A first bit line structure is disposed between a 

lower portion of the first contact structure and a lower portion of the second contact structure. 
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An upper portion of the second contact structure is on an upper surface of the first bit line 

structure. 	A first air spacer is interposed between the lower portion of the first contact 

structure and a lower portion of the first bit line structure. 	A first separation space is 

connected to an air entrance of the first air spacer and interposed between an upper portion of 

the first contact structure and an upper portion of the first bit line structure. 	A plug structure 

is interposed between the upper portion of the first contact structure and the upper portion of 

the second contact structure to seal the first separation space. 

[0007] According to an exemplary embodiment of the present inventive concept, a 	method 

of fabricating a semiconductor device is provided as follows. 

[0008] A bit line structure is formed on a substrate. 	A first contact structure and a second 

contact structure are formed on the substrate. 	The bit line structure is disposed between the 

first contact structure and the second contact structure. The second contact structure is on an 

upper surface of the bit line structure. 	A preliminary insulating spacer structure having a 

sacrificial spacer is formed to cover a sidewall of the bit line structure. 	A cover insulating 

pattern with a gap portion is formed between the first contact structure and the second contact 

structure. 	An air spacer is formed by removing the sacrificial spacer through the gap portion. 

An air capping pattern is formed between the first contact structure and the second contact 

structure to seal the gap portion of the cover insulating pattern. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] These and other features of the present inventive concept will become more apparent 

by describing in detail exemplary embodiments thereof with reference to the accompanying 

drawings of which: 

[0010] FIG. 1 is a schematic plan layout for describing main elements of a cell array region 

of a semiconductor device according to an exemplary embodiment of the present inventive 

concept; 

[0011] FIGS. 2-8, 9A, 9B, 10, 11A, and 11B are cross-sectional views sequentially showing 

a method of manufacturing a semiconductor device, according to an exemplary embodiment 

of the present inventive concept, in which FIGS. 9B and 11B are enlarged cross-sectional 

views of portion IXb of FIG. 9A and portion XIb of FIG. 11A, respectively; 

[0012] FIG. 11C includes a cross-sectional view and an enlarged view thereof showing a 

main portion of a semiconductor device according to an exemplary embodiment of the 

present inventive concept; 

[0013] FIGS. 12A and 12B are respectively a cross-sectional view and an enlarged view 

thereof showing a main portion of a semiconductor device according to an exemplary 

embodiment of the inventive concept, in which FIG. 12B is an enlarged cross-sectional view 

of portion XIIb of FIG. 12A; 

[0014] FIGS. 13A and 13B are respectively a cross-sectional view and an enlarged view 

thereof showing a main portion of a semiconductor device according to an exemplary 
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embodiment of the present inventive concept, in which FIG. 	13B is an enlarged 

cross-sectional view of portion XIIIb of FIG. 13A; 

[0015] FIGS. 14A and 14B are respectively a cross-sectional view and an enlarged view 

thereof showing a main portion of a semiconductor device according to an exemplary 

embodiment of the present inventive concept, in which FIG. 	14B is an enlarged 

cross-sectional view of portion XIVb of FIG. 14A; 

[0016] FIG. 15 is a block diagram of a semiconductor device according to an exemplary 

embodiment of the present inventive concept; and 

[0017] FIG. 16 is a structural diagram of a system including a semiconductor device, 

according to an exemplary embodiment of the present inventive concept. 

DETAILED DESCRIPTION OF THE EXMPLARY EMBODIMENTS 

[0018] Exemplary embodiments of the inventive concept will be described below in detail 

with reference to the accompanying drawings. 	However, the inventive concept may be 

embodied in different forms and should not be construed as limited to the embodiments set 

forth herein. 	In the drawings, the thickness of layers and regions may be exaggerated for 

clarity. 	Like reference numerals may refer to the like elements throughout the specification 

and drawings. 

[0019] FIG. 1 is a schematic plan layout for describing main elements of a cell array region 

of a semiconductor device 100 according to an exemplary embodiment of the present 

inventive concept. 
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[0020] Referring to FIG. 1, the semiconductor device 100 may include a plurality of active 

regions ACT. In some embodiments, the plurality of active regions ACT may have a major 

axis in a diagonal axis with respect to a first direction (direction X) and a second direction 

(direction Y). 

[0021] Across the plurality of active regions ACT, a plurality of word lines WL may extend 

in parallel in the first direction (direction X). On the plurality of word lines WL, a plurality of 

bit lines BL may extend in parallel in the second direction (direction Y) crossing the first 

direction (direction X). 

[0022] A plurality of direct contacts DC may be disposed on the plurality of active regions 

ACT. 	For example, each of the plurality of direct contacts DC may be disposed on a portion 

of each of the plurality of active regions ACT. 	The portion of each of the plurality of active 

regions ACT may be disposed between two adjacent word lines of the plurality of word lines 

WL. Each of the plurality of bit lines BL may be electrically connected to one of the plurality 

of active regions ACT via one of the plurality of direct contacts DC. 

[0023] In some embodiments, a plurality of buried contacts BC may be formed between two 

adjacent bit lines of the plurality of bit lines BL. In some embodiments, the plurality of buried 

contacts BC may be arranged in a row in the first direction (direction X) and the second 

direction (direction Y), but the present inventive concept is not limited thereto. Although FIG. 

1 shows partial overlap between one of the buried contacts BC and one of the direct contacts 

DC in the plan layout, the buried contacts BC and the direct contacts DC may be vertically 

spaced apart from each other. 
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[0024] A plurality of landing pads LP may be formed on the plurality of buried contacts BC. 

Each of the plurality of landing pads LP may extend onto any one of two adjacent bit lines of 

the plurality of bit lines BL. The plurality of buried contacts BC and the plurality of landing 

pads LP may connect a plurality of capacitor lower electrodes (not shown) formed on the 

plurality of bit lines BL to the plurality of active regions ACT. Each of the plurality of 

landing pads LP may partially overlap one of the plurality of buried contacts BC. 

[0025] A plurality of capacitors may be formed on the plurality of landing pads LP. Each of 

the plurality of capacitors may include one of the plurality of capacitor lower electrodes 

(storage nodes), a capacitor dielectric layer (not shown) covering the one of the plurality of 

capacitor lower electrodes, and a capacitor upper electrode (not shown) covering the 

capacitor dielectric layer. 

[0026] FIGS. 2 to 	11B are cross-sectional views sequentially showing a method of 

manufacturing a semiconductor device, according to an exemplary embodiment of the present 

inventive concept, in which FIGS. 9B and 11B are enlarged cross-sectional views of portion 

IXb of FIG. 9A and portion XIb of FIG. 11A, respectively. In detail, FIG. 2 shows 

cross-sectional views of some processes, taken along portions corresponding to lines A-A', 

B-B', and C-C' of FIG. 1, FIG. 3 shows cross-sectional views of some processes, taken along 

portions corresponding to lines A-A' and C-C' of FIG. 1, and FIGS. 4 to 9A, 10, and 11A are 

cross-sectional views of some processes, taken along a portion corresponding to line A-A' of 

FIG. 1. 
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[0027] Referring to FIG. 2, a plurality of device separating trenches 116T may be formed in 

a substrate 110. A plurality of device separating layers 116 may be formed to fill the device 

separating trenches 116T. A plurality of active regions 118 may be defined on the substrate 

110 by the device separating layers 116. The active regions 118 each may have a relatively 

long island shape with a minor axis and a major axis, as the active regions ACT illustrated in 

FIG. 1. 

[0028] The substrate 110 may include, for example, crystalline Si, polycrystalline Si, or 

amorphous Si. Alternatively, the substrate 110 may include a semiconductor element such as 

germanium (Ge) and a compound semiconductor including silicon germanium (SiGe), silicon 

carbide (SiC), gallium arsenide (GaAs), indium arsenide (InAs), or indium phosphide (InP). 

Alternatively, the substrate 110 may have a silicon-on-insulator (SOI) structure. For example, 

the substrate 110 may include a buried oxide (BOX) layer. The substrate 110 may include a 

conductive region, for example, a well doped with impurities or a structure doped with 

impurities. 

[0029] The device separating layers 116 may include, for example, a material including a 

silicon oxide layer, a silicon nitride layer, or a silicon oxynitride layer. The device separating 

layer 116 may include a single layer including one type of insulating layer, a double layer 

including two types of insulating layers, or a multi-layer including a combination of at least 

three types of insulating layers. 

[0030] In some embodiments, each of the device separating layers 116 may include a first 

device separating layer 116A and a second device separating layer 116B. The first device 
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separating layer 116A and the second device separating layer 116B may include different 

materials from each other. For example, the first device separating layer 116A may include 

an oxide layer, and the second device separating layer 116B may include a nitride layer. 

However, the present inventive concept regarding the structure of the device separating layer 

116 is not limited thereto. 

[0031] A plurality of word line trenches 120T may be formed in the substrate 110. The 

plurality of word line trenches 120T may extend in parallel in the first direction (direction X 

of FIG. 1), and each of the plurality of word line trenches 120T may have a line shape 

crossing the active region 118. As illustrated in the cross-sectional portion taken along line 

B-B', in order to form the plurality of word line trenches 120T having a step at the bottom, 

the device separating layer 116 and the substrate 110 may be respectively etched by separate 

etching processes so that etching depths of the device separating layer 116 and the substrate 

110 may be different from each other. 

[0032] After the plurality of word line trenches 120T that are formed are cleansed, a gate 

dielectric layer 122, a plurality of word lines 120, and a plurality of buried insulating layers 

124 may be sequentially formed in the plurality of word line trenches 120T. The plurality of 

word lines 120 may constitute the plurality of word lines WL illustrated in FIG. 1. 

[0033] In some embodiments, the plurality of word lines 120 may include Ti, TiN, Ta, TaN, 

W, WN, TiSiN, WSiN, or a combination thereof 

[0034] The gate dielectric layer 122 may include a silicon oxide layer, a silicon nitride layer, 

a silicon oxynitride layer, an oxide/nitride/oxide (ONO) layer, or a high-k dielectric film 
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having a dielectric constant higher than that of a silicon oxide layer. For example, the gate 

dielectric layer 122 may have a dielectric constant of about 10 to about 25. In some 

embodiments, the gate dielectric layer 122 may include HfO, HfSiO, HfON, HfSiON, LaO, 

LaA10, ZrO, ZrSiO, ZrON, ZrSiON, TaO, TiO, BaSrTiO, BaTiO, SrTiO, YO, A10, or 

PbScTaO. For example, the gate dielectric layer 122 may include Hf02, A1203, HfA1O3, 

Ta203, or TiO2. 

[0035] An upper surface of the plurality of buried insulating layers 124 may be located at a 

level substantially the same as a level of an upper surface of the substrate 110. The buried 

insulating layer 124 may include a silicon oxide layer, a silicon nitride layer, a silicon 

oxynitride layer, or a combination thereof. 

[0036] An upper surface of each of the plurality of word lines 120 may be located at a level 

lower than the level of the upper surface of the substrate 110. The bottom of each of the 

plurality of word lines 120 may have a convex-concave shape, and a saddle FinFET may be 

formed in a plurality of active regions 118. 

[0037] The term 'level' used herein refers to a height in a third direction (direction Z of FIG. 

1) perpendicular to a main surface of the substrate 110. For example, being located at the 

same level or a constant level refers to a location having the same or constant height in the 

third direction (direction Z of FIG. 1), and being located at a lower/higher level refers to a 

location having a lower/higher height in the third direction (direction Z of FIG. 1). 

[0038] In some embodiments, after the plurality of word lines 120 are formed, impurity ions 

may be implanted into portions of each of the plurality of active regions 118 of the substrate 
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110 at two sides of each of the plurality of word lines 120 to form a source region and a drain 

region in the plurality of active regions 118. In some embodiments, the implantation of 

impurity ions for forming the source region and the drain region may be performed before the 

plurality of word lines 120 are formed. 

[0039] Referring to FIG. 3, an insulating layer pattern 112 may be formed on the substrate 

110. In some embodiments, the insulating layer pattern 112 may include a nonmetallic 

dielectric layer. For example, the insulating layer pattern 112 may include a silicon oxide 

layer, a silicon nitride layer, a silicon oxynitride layer, or a combination thereof 

[0040] In some embodiments, the insulating layer pattern 112 may include a plurality of 

insulating layers stacked on each other. For example, at least one of a plurality of insulating 

layers constituting the insulating layer pattern 112 may include a metallic dielectric layer. 

The metallic dielectric layer may include, for example, HfO, HfSiO, HfON, HfSiON, LaO, 

LaA1O, ZrO, ZrSiO, ZrON, ZrSiON, TaO, TiO, BaSrTiO, BaTiO, SrTiO, YO, A10, or 

PbS cTa0. 

[0041] A semiconductor-based conductive layer for forming a conductive semiconductor 

pattern 132 may be formed on the insulating layer pattern 112. For example, the 

semiconductor-based conductive layer may include doped polysilicon. In some embodiments, 

when the insulating layer pattern 112 includes a plurality of insulating layers including a 

metallic dielectric layer, the semiconductor-based conductive layer need not be formed and 

may be omitted. 
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[0042] Next, a direct contact hole 134H may penetrate the insulating layer pattern 112 and 

the semiconductor-based conductive layer. A direct contact conductive layer may fill the 

direct contact hole 134H and cover the semiconductor-based conductive layer. The direct 

contact conductive layer may be patterned to a direct contact conductive pattern 134 through 

a subsequent process. 

[0043] The direct contact hole 134H may be formed to expose a source region in one of the 

active regions 118. In some embodiments, the direct contact hole 134H may extend into the 

one of the active regions 118, for example, into the source region. 

[0044] The direct contact conductive layer may include, 	for example, 	silicon (Si), 

germanium (Ge), tungsten (W), tungsten nitride (WN), cobalt (Co), nickel (Ni), aluminum 

(Al), molybdenum (Mo), ruthenium (Ru), titanium (Ti), titanium nitride (TiN), tantalum (Ta), 

tantalum nitride (TaN), copper (Cu), or a combination thereof. In some embodiments, the 

direct contact conductive layer may include an epitaxial silicon layer. In some embodiments, 

the direct contact conductive layer may include doped polysilicon. 

[0045] In some embodiments, the direct contact hole 134H may be formed before the 

semiconductor-based conductive layer is formed, and then, the semiconductor-based 

conductive layer and the direct contact conductive layer may be formed simultaneously. In 

this case, the semiconductor-based conductive layer and the direct contact conductive layer 

may include the same materials integrally formed with each other. 
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[0046] Next, a metallic conductive layer and an insulating capping layer for forming a 

plurality of bit line structures 140 are sequentially formed to cover the insulating layer pattern 

112 and the direct contact conductive layer. 

[0047] In some embodiments, the metallic conductive layer may have a stack structure of a 

first metallic conductive layer and a second metallic conductive layer. The metallic 

conductive layer may have a conductive layer stack structure including a double layer. 	The 

inventive concept, however, is not limited thereto. For example, the metallic conductive layer 

may include a single-layer or a multi-layered stack structure of three or more layers. 

[0048] In some embodiments, the first metallic conductive layer may include titanium nitride 

(TiN) or TSN (Ti-Si-N), and the second metallic conductive layer may include tungsten (W), 

or a combination of tungsten and tungsten silicide (WSix, for example). 	In some 

embodiments, the first metallic conductive layer may serve as a diffusion barrier. In some 

embodiments, the insulating capping layer may include a silicon nitride layer. 

[0049] By etching the insulating capping layer, the first metallic conductive layer and the 

second metallic conductive layer, a plurality of bit lines 147 including a first metallic 

conductive pattern 145 and a second metallic conductive pattern 146 having line shapes, and 

a plurality of insulating capping lines 148 may be formed. One of bit lines 147 and one of 

insulating capping lines 148 covering the one of the bit lines 147 may constitute one of the bit 

line structures 140. 

[0050] Each of the plurality of bit line structures 140 including one of the bit lines 147 and 

one of the insulating capping lines 148 may extend in parallel in the second direction 
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(direction Y of FIG. 1) parallel to the main surface of the substrate 110. The bit lines 147 may 

constitute the bit lines BL illustrated in FIG. 1. 

[0051] During an etching process for forming the bit lines 147, the direct contact conductive 

pattern 134 may be formed by also removing a portion of the direct contact conductive layer 

vertically not overlapping the bit line 147 through etching. In this regard, the insulating layer 

pattern 112 may serve as an etch stop layer. 

[0052] During a process of forming the direct contact conductive pattern 134 by etching the 

direct contact conductive layer, the semiconductor-based conductive layer may also be etched 

to form the conductive semiconductor pattern 132. The conductive semiconductor pattern 132 

may be disposed under one of the bit lines 147, extending in the second direction (direction Y 

of FIG. 1) as the one of the bit lines 147 does. Since the conductive semiconductor pattern 

132 and the one of the bit lines 147 may overlap each other substantially in the third direction 

(direction Z of FIG. 1), the one of the bit lines 147 and the one of the insulating capping lines 

148 may be regarded as constituting one of the bit line structures 140. 

[0053] Referring to FIG. 4, a plurality of preliminary insulating spacer structures 150a may 

cover sidewalls of the bit line structures 140. 	For example, one of the bit line structures 140 

may be disposed between two adjacent preliminary insulating spacer structures of the 

preliminary insulating spacer structures 150a. 	Two sidewalls of the one of the bit line 

structures 140 may be covered by the two adjacent preliminary insulating spacer structures. 

Each of the preliminary insulating spacer structures 150a may include a first insulating spacer 

152, a sacrificial spacer 154a, and a second insulating spacer 156. In some embodiments, 
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each of the first insulating spacer 152 and the second insulating spacer 156 may include an 

oxide layer, a nitride layer, or a combination thereof. The sacrificial spacer 154a between the 

first insulating spacer 152 and the second insulating spacer 156 may include a material 

having etch selectivity with respect to the first insulating spacer 152 and the second insulating 

spacer 156. For example, when the first insulating spacer 152 and the second insulating 

spacer 156 each include a nitride layer, the sacrificial spacer 154a may include an oxide 

layer. 

[0054] A plurality of buried contact holes 170H each may be formed between two 

neighboring bit lines of the bit lines 147 An internal space of each of the plurality of buried 

contact holes 170H may be defined by the preliminary insulating spacer structure 150a 

covering, between two neighboring bit lines of the bit lines 147, a side wall of each of the two 

neighboring bit lines and one of the active regions 118 disposed under a region between the 

two neighboring bit lines. 

[0055] A plurality of buried contacts 170 connected to the active regions 118 and a plurality 

of landing pads 180 may be formed in the plurality of buried contact holes 170H between the 

bit lines 147. The buried contacts 170 and the landing pads 180 may correspond to the buried 

contacts BC and the landing pads LP illustrated in FIG. 1. One of the buried contacts 170 and 

one of the landing pads 180 located above the one of the buried contacts 170 may be referred 

to as a contact structure. 

[0056] The buried contacts 170 may extend on the active regions 118 in the third direction 

(direction Z of FIG. 1) perpendicular to the main surface of the substrate 110. Each of the 
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landing pads 180 may be disposed above one of the buried contacts 170, extending onto one 

of the bit lines 147. The landing pads 180 may be connected to the active regions 118 via the 

buried contacts 170. The contact structure including the one of the landing pads 180 and the 

one of the buried contacts 170 may extend onto one of the bit line structures 140 from a space 

between two neighboring bit line structures of the bit line structures 140, and may face each 

side wall of the two neighboring bit line structures with one of the preliminary insulating 

spacer structures 150a including the sacrificial spacer 154a therebetween. 

[0057] Each of the buried contacts 170 constituting the contact structure may be disposed 

between two neighboring bit line structures of the bit line structures 140. 	Each of the 

landing pads 180 may extend onto one of the bit line structures 140 from a space between the 

two neighboring bit line structures of the bit line structures 140 with one of the buried 

contacts 170 therebetween. 

[0058] The landing pads 180 may be electrically connected to the buried contacts 170 and 

may extend from the inside of the buried contact holes 170H to locations on the bit line 

structures 140 to vertically overlap the bit line structures 140. 

[0059] The landing pads 180 may be spaced apart from each other with a recess portion 

180R therebetween. An upper end of each of the preliminary insulating spacer structures 

150a may be exposed in the recess portion 180R. 

[0060] The landing pads 180 may extend in the third direction (direction Z of FIG. 1) 

perpendicular to the main surface of the substrate 110 in regions between the bit lines 147, 
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and may at least partially cover upper portions of the bit line structures 140 to vertically 

overlap at least portions of the bit lines 147. 

[0061] In some embodiments, a metal silicide layer 172 may be formed between the buried 

contacts 170 and the landing pads 180. The metal silicide layer 172 may include cobalt 

silicide (CoSix), nickel silicide (NiSix), or manganese silicide (MnSix), but the present 

inventive concept is not limited thereto. 

[0062] A conductive barrier layer 174 may be disposed between the landing pads 180 and 

the preliminary insulating spacer structures 150a and between the landing pads 180 and the 

bit line structures 140. The conductive barrier layer 174 may include metal, conductive metal 

nitride, or a combination thereof For example, the conductive barrier layer 174 may have a 

Ti/TiN stack structure. 

[0063] Referring to FIG. 5, the recess portion 180R may be filled, and a buried insulating 

layer 190 covering the landing pads 180 may be formed. 

[0064] The buried insulating layer 190 may be in contact with the sacrificial spacer 154a 

exposed through the recess portion 180R. The buried insulating layer 190 may include a 

material having similar etching characteristics to the sacrificial spacer 154a. The buried 

insulating layer 190 may include, for example, an oxide layer. 

[0065] The buried insulating layer 190 may be formed by a method by which no voids may 

occur in the recess portion 180R. In some embodiments, the buried insulating layer 190 may 

be formed by an atomic layer deposition (ALD) method. 
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[0066] Referring to FIG. 6, a buried insulating pattern 192 is formed by removing an upper 

partial portion of the buried insulating layer (190 of FIG. 5). The buried insulating pattern 

192 may be formed by removing a portion of the buried insulating layer 190 covering upper 

surfaces of the landing pads 180 and a portion of the buried insulating layer 190 filling an 

upper portion of the recess portion 180R. The buried insulating pattern 192 may fill a lower 

portion of the recess portion 180R. A level of an upper surface of the buried insulating 

pattern 192 may be lower than that of the upper surfaces of the landing pads 180. The buried 

insulating pattern 192 may be formed by removing a portion of the buried insulating layer 

190 until the preliminary insulating spacer structures 150a are not exposed. For example, the 

buried insulating pattern 192 may cover the preliminary insulating spacer structures 150a. 

[0067] In some embodiments, the buried insulating pattern 192 need not cover upper partial 

portions of the insulating capping lines 148, but the present inventive concept is not limited 

thereto. In some embodiments, the buried insulating pattern 192 may cover the insulating 

capping lines 148 without exposing the insulating capping lines 148. 

[0068] In some embodiments, the buried insulating pattern 192 may be formed by removing 

an upper partial portion of the buried insulating layer 190 by an etch-back process. In some 

embodiments, the buried insulating pattern 192 may be formed by removing an upper partial 

portion of the buried insulating layer 190 by a wet etching method. 

[0069] For example, a horizontal width of the recess portion 180R that is not filled by the 

buried insulating pattern 192 may be about 10 nm to about 40 nm. 

18 



[0070] Referring to FIG. 7, a cover insulating layer 200 is formed on the landing pads 180 

and the buried insulating pattern 192. The cover insulating layer 200 may fill a portion of the 

recess portion 180R without completely filling the recess portion 180R, and may be 

conformally formed on the landing pads 180 and the buried insulating pattern 192 to define a 

recess space 200R on an upper surface of the cover insulating layer 200. A lower partial 

portion of the recess space 200R may be located in the recess portion 180R. 

[0071] The cover insulating layer 200 may completely cover the upper surface of the buried 

insulating pattern 192. 	In this case, the buried insulating pattern 192 need not be exposed. 

[0072] In some embodiments, the cover insulating layer 200 may include a material having 

similar etching characteristics to the first insulating spacer 152 and the second insulating 

spacer 156. The cover insulating layer 200 may include, for example, a nitride layer. The 

cover insulating layer 200 may be formed by a method of forming a thin film having 

relatively good step coverage. In some embodiments, the cover insulating layer 200 may be a 

nitride layer formed by a low pressure chemical vapor deposition (LPCVD) process or a low 

pressure ALD (LPALD) process. 

[0073] Referring to FIG. 8, a cover insulating pattern 210 may be formed by removing an 

upper partial portion of the cover insulating layer (200 of FIG. 7). The cover insulating 

pattern 210 may cover a portion of a side surface of an upper portion of the recess portion 

180R that is not filled by the buried insulating pattern 192. The cover insulating pattern 210 

may cover a side surface of a lower portion 	of the recess portion 180R that is not filled by 

the buried insulating pattern 192. 	For example, the cover insulating pattern 210 may cover 
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partially the side surface of the lower portion so that a top end of the cover insulating pattern 

210 has a lower level than the upper surface of the landing pad 180. For example, the top end 

of the cover insulating pattern 210 may have a level that is tens of A to hundreds of A lower 

than that of the upper surface of the landing pad 180. 

[0074] The cover insulating pattern 210 may partially cover the upper surface of the buried 

insulating pattern 192, and may define a gap portion 210G that exposes the rest of the upper 

surface of the buried insulating pattern 192. A horizontal cross-sectional shape of the cover 

insulating pattern 210 may have the gap portion 210G at the center and may extend along 

side surfaces of the recess portion 180R, for example, sidewalls of two landing pads of the 

landing pads 180 defining the lower portion of the recess portion 180R. For example, in a 

portion of the cover insulating pattern 210 spaced apart from a side wall of each of two 

adjacent landing pads of the landing pads180, the gap portion 210G may penetrate from an 

upper surface of the cover insulating pattern 210 to a lower surface thereof. 

[0075] The width of the cover insulating pattern 210 may increase in a direction from the 

upper surface of the cover insulating pattern 210 to the lower surface thereof. A width of the 

gap portion 210G, which is a space defined by the cover insulating pattern 210, may decrease 

in the direction from the upper surface of the cover insulating pattern 210 to the lower surface 

thereof. For example, the gap portion 210G may have a width that decreases in a direction 

from an upper end portion of the cover insulating pattern 210 to the substrate 110, that is, in a 

direction from an upper side of the gap portion 210G to a lower side thereof. Although it will 

be described below in detail with reference to FIG. 9A, the cover insulating pattern 210 may 
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be formed such that a width of a bottom end of the gap portion 210G may be less than a 

width of a top end of the sacrificial spacer 154a, that is, a distance between respective top 

ends of the first insulating spacer 152 and the second insulating spacer 156. 

[0076] The cover insulating pattern 210 and the preliminary insulating spacer structures 150a 

may be spaced apart from each other with the buried insulating pattern 192 therebetween. For 

example, since the buried insulating pattern 192 covers the preliminary insulating spacer 

structures 150a, the cover insulating pattern 210 need not be in contact with the preliminary 

insulating spacer structures 150a and may be vertically spaced apart above top ends of the 

preliminary insulating spacer structures 150a in the third direction (direction Z of FIG. 1). 

[0077] In some embodiments, the cover insulating pattern 210 may be formed by removing 

an upper partial portion of the cover insulating layer 200 with an etch-back process. 

[0078] Referring to FIGS. 9A and 9B, a separation space 192R and an air spacer 154 are 

formed by removing the buried insulating pattern (192 of FIG. 8) and the sacrificial spacer 

(154a of FIG. 8). 

[0079] A space from which the buried insulating pattern 192 has been removed may be 

referred to as the separation space 192R. A space from which the sacrificial spacer 154a has 

been removed may be referred to as the air spacer 154. 	The air spacer 154 may be defined 

between the first insulating spacer 152 and the second insulating spacer 156. The first 

insulating spacer 152, the air spacer 154, and the second insulating spacer 156 may constitute 

an insulating spacer structure 150. The air spacer 154 refers to a space defined between the 

first insulating spacer 152 and the second insulating spacer 156. For example, the insulating 
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spacer structure 150 may include the first insulating spacer 152, the air spacer 154, and the 

second insulating spacer 156 facing the first insulating spacer 152 with the air spacer 154 

therebetween. 

[0080] The buried insulating pattern 192 and the sacrificial spacer 154a may be removed by 

an etchant provided via the gap portion 210G. Accordingly, the separation space 192R 

formed by removing the buried insulating pattern 192 and the air spacer 154 may be 

connected to each other. The separation space 192R and the air spacer 154 meet each other, 

for example, at a top end portion of the air spacer 154. 	The top end portion of the air spacer 

154 may be referred to as an air entrance AGG. The air entrance AGG may refer to a space 

between respective top ends of the first insulating spacer 152 and the second insulating spacer 

156. 

[0081] A level of the top end portion of the air spacer 154, that is, the air entrance AGG, 

may be higher than a level of an upper surface of one of the bit lines 147. In some 

embodiments, a level of a bottom end portion of the air spacer 154 may be lower than a level 

of a lower surface of the one of the bit lines 147. Accordingly, the air spacer 154 may be 

disposed over the entire area of two sidewalls of the one of the bit lines 147. 

[0082] A width of the separation space 192R may be greater than a width of the air spacer 

154. The width of the air spacer 154 may be substantially constant in the third direction 

(direction Z of FIG. 1) perpendicular to the main surface of the substrate 110. The width of 

the separation space 192R may gradually increase in the third direction (direction Z of FIG. 

1) away from the air entrance AGG. 
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[0083] Accordingly, a maximum width of the separation space 192R may be greater than a 

maximum width of the air spacer 154. 

[0084] The air spacer 154 may include a first air spacer 154-1 and a second air spacer 154-2. 

One of the bit lines 147 may be interposed between the first air spacer 154-1 and the second 

air spacer 154-2 that are formed respectively at two sidewalls of the one bit line 147. 	The 

first air spacer 154-1 and the second air spacer 154-2 may be asymmetric in shape. The first 

air spacer 154-1 may be connected directly to the separation space 192R, whereas the second 

air spacer 154-2 need not be connected directly to the separation space 192R. 	The second 

air spacer 154-2 may be connected to the separation space 192R through the first air spacer 

154-1. 	For example, the separation space 192R may be formed over only one of two 

sidewalls of one of the bit line structures 140. 

[0085] A portion of a sidewall of one of the landing pads 180 may be exposed in the 

separation space 192R. For example, the portion of the side wall of the one of the landing 

pads 180 may be in contact with the separation space 192R. 

[0086] The contact structure including one of the landing pads 180 located above one of the 

buried contacts 170 may extend onto one of bit line structures 140 from a space between two 

adjacent bit line structures of the bit line structures 140, and may face each side wall of the 

two adjacent bit line structures with the insulating spacer structure 150 including the air 

spacer 154 therebetween. 

[0087] The buried contacts 170 constituting the contact structure may be disposed between 

two adjacent bit line structures of the bit line structures 140. Each of the landing pads 180 
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may extend onto one of the bit line structures 140 from a space between the two adjacent bit 

line structures of the bit line structures 140 with the buried contacts 170 therebetween. 

[0088] As described above with reference to FIG. 8, since the cover insulating pattern 210 

and the preliminary insulating spacer structure (150a of FIG. 8) are spaced apart from each 

other with the buried insulating pattern 192 therebetween, the air spacer 154, formed by 

removing the sacrificial spacer 154a of the preliminary insulating spacer structure 150a, may 

also be spaced apart from the cover insulating pattern 210. For example, the air spacer 154 

and the cover insulating pattern 210 may be spaced apart from each other with the separation 

space 192R therebetween. Accordingly, the air entrance AGG and the gap portion 210G may 

also be spaced apart from each other. In detail, the separation space 192R may exist between 

the gap portion 210G and the air entrance AGG, and the gap portion 210G may be vertically 

spaced apart above the air entrance AGG in the third direction (direction Z of FIG. 1). 

[0089] In some embodiments, the air entrance AGG and the gap portion 210G may be 

non-overlapped with respect to the third direction (direction Z of FIG. 1). For example, when 

viewed from the third direction (direction Z of FIG. 1), the air entrance AGG and the gap 

portion 210G may be spaced apart from each other. 

[0090] The air entrance AGG may have a first width W1 , and the bottom end of the gap 

portion 210G may have a second width W2 less than the first width W1. For example, the 

first width W1 may be equal to or greater than 4 nm, and the second width W2 may be equal 

to or less than 3 nm. When a width of the air spacer 154 is substantially constant in the third 
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direction (direction Z of FIG. 1) perpendicular to the main surface of the substrate 110, the 

second width W2 may be less than the width of the air spacer 154. 

[0091] In some embodiments, the separation space 192R and the air spacer 154 may be 

formed by removing the buried insulating pattern 192 and the sacrificial spacer 154a by a 

pulsed dry cleaning (PDC) method. In some embodiments, the separation space 192R and the 

air spacer 154 may be formed by removing the buried insulating pattern 192 and the 

sacrificial spacer 154a by a wet etching method. 

[0092] In the pulse dry cleaning process, an HF gas may be applied to the cover insulating 

pattern 210 and the buried insulating pattern 192 so that the HF gas is adsorbed on the buried 

insulating pattern 192. 	Then, a heat treatment may be performed to cause the HF gas 

adsorbed on the buried insulating pattern 192 to remove selectively the buried insulating 

pattern 192. 	The applying of the HF gas and the performing the heat treatment may be until 

the buried insulating pattern 192 are removed completely to form the separation space 192R. 

After the formation of the separation space 192R, the pulsed dry cleaning process may be 

further performed to remove the sacrificial spacer 154a. 	In this case, an HF gas may be 

applied to the cover insulating pattern 210 and the sacrificial spacer 154a through the 

separation space 192R and the gap portion 210G so that the HF gas is adsorbed on the 

sacrificial spacer 154a, and then a heat treatment may be performed to cause the HF gas 

adsorbed on the sacrificial spacer 154a to remove selectively the sacrificial spacer 154a. The 

applying of the HF gas and the performing the heat treatment may be until the sacrificial 

spacer 154a is removed completely to form the air spacer 154. 	In this manner, the HF gas 
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adsorbed on the buried insulating pattern 192 or on the sacrificial spacer 154a may have very 

high etch selectivity with respect to the cover insulating pattern 210 and the first insulating 

spacer 152 and the second insulating spacer 156. 	Accordingly, the loss of the air spacer 154 

may be prevented in the formation of the air spacer 154. 

[0093] Referring to FIG. 10, an air capping layer 250 covering the cover insulating pattern 

210 and the landing pads 180 is formed. The air capping layer 250 may fill the gap portion 

210G defined by the cover insulating pattern 210 and cover the upper surfaces of the landing 

pads 180. 

[0094] The air capping layer 250 may include a material having similar etching 

characteristics from the cover insulating pattern 210. The air capping layer 250 may include, 

for example, a nitride layer. The air capping layer 250 may be formed by a method of 

forming 	a 	thin 	film having relatively 	excellent gap-filling 	characteristics. 	In 	some 

embodiments, the air capping layer 250 may be a nitride layer formed by a plasma-enhanced 

chemical vapor deposition (PECVD) process. 	The nitride layer formed by PECVD process 

may have a film density lower than the nitride layer formed by LPCVD process. 	In an 

exemplary embodiment, the air capping layer 250 may be formed of nitride formed by 

PECVD process and the cover insulating pattern 210 may be formed of nitride formed by 

LPCVD process. 

[0095] Since the gap portion 210G may have a width that decreases in a direction from an 

upper side of the gap portion 210G to a lower side thereof, the air capping layer 250 need not 

have a void therein. Also, even when the air capping layer 250 has a seam inside, the seam 
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need not extend to the bottom end of the gap portion 210G. Accordingly, the separation space 

192R and the air spacer 154 may be closed spaces that are completely blocked from the 

outside due to the cover insulating pattern 210 and the air capping layer 250. 

[0096] The air capping layer 250 may include a tail portion 250t extending into the 

separation space 192R. The tail portion 250t refers to a portion of the air capping layer 250 

which extends downwards with respect to a lower surface of the cover insulating pattern 210 

from a portion of the air capping layer 250 filling the gap portion 210G. The tail portion 

250tmay be spaced apart from the air entrance AGG. In some embodiments, the tail portion 

250t need not extend to a bottom surface of the separation space 192R. Since the width of the 

gap portion 210G defined by the cover insulating pattern 210 decreases in a direction from an 

upper side of the gap portion 210G to a lower side thereof, an extension length of the tail 

portion 250t into the separation space 192R may have a relatively small value. For example, 

the tail portion 250t need not be in contact with the landing pads 180, the first insulating 

spacer 152, and the second insulating spacer 156 that are exposed in the separation space 

192R. 

[0097] In 	an 	exemplary 	embodiment, 	the 	gap 	portion 	210G 	may 	have 	a 

downwardly-decreasing width so that the gap portion 310 has a minimum width that causes 

to prevent the air capping layer 250, in the forming of the air capping layer, from being in 

contact with the contact structure in the separation space 192R. 

[0098] Referring to FIGS. 11A and 11B together, an air capping pattern 252 is formed by 

removing an upper partial portion of the air capping layer (250 of FIG. 10). The air capping 
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pattern 252 may cover the cover insulating pattern 210 and may fill the gap portion 210G. 

The separation space 192R may be defined by one of the bit line structures 140, one of the 

landing pads 180, the cover insulating pattern 210, and the air capping pattern 252. 	The 

separation space 192R may be connected to the air spacer 154. 

[0099] Accordingly, the cover insulating pattern 210 may be located above the insulating 

spacer structure 150 with the separation space 192R therebetween. 

[00100] The air capping pattern 252 may include the tail portion 250t extending into the 

separation space 192R. A top end of the air capping pattern 252 may have a higher level than 

the top end of the cover insulating pattern 210, and may have a lower level than the upper 

surfaces of the landing pads 180. For example, the top end of the air capping pattern 252 may 

have a level that is about 50 	to about 200 	lower than that of the upper surfaces of the 

landing pads 180. 

[00101] Next, a plurality of capacitor lower electrodes (not shown), a capacitor dielectric 

layer (not shown) covering the plurality of capacitor lower electrodes, and a capacitor upper 

electrode (not shown) covering the capacitor dielectric layer may be formed on the landing 

pads 180 to form a semiconductor device. 

[00102] The plurality of capacitor lower electrodes may be in contact with upper surfaces of 

the landing pads 180. In some embodiments, each of the capacitor lower electrodes may have 

a cylinder shape in which a lower portion thereof is closed. In some embodiments, each of the 

plurality of capacitor lower electrodes may have a pillar shape which is filled inside so as to 

have a circular horizontal cross-section. 
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[00103] The plurality of capacitor lower electrodes may include, for example, silicon doped 

with impurities, metal such as tungsten or copper, or a conductive metal compound such as 

titanium nitride. 

[00104] In some embodiments, a supporting pattern that is in contact with sidewalls of the 

plurality of capacitor lower electrodes may be further formed. The supporting pattern may 

include, for example, a silicon nitride layer, a silicon carbon nitride (SiCN) layer, an N-rich 

silicon nitride layer, or a Si-rich silicon nitride layer. 

[00105] The capacitor dielectric layer may conformally cover the capacitor lower electrodes. 

The capacitor dielectric layer may include, for example, TaO, TaA1O, TaON, A10, A1SiO, 

HfO, HfSiO, ZrO, ZrSiO, TiO, TiA1O, BST ((Ba,Sr)TiO), STO (SrTiO), BTO (BaTiO), PZT 

(Pb(Zr,Ti)O), (Pb,La)(Zr,Ti)0, Ba(Zr,Ti)0, Sr(Zr,T00, or a combination thereof. 

[00106] The capacitor upper electrode may face the capacitor lower electrode with the 

capacitor dielectric layer therebetween. The capacitor upper electrode may include, for 

example, doped silicon, Ru, RuO, Pt, PtO, Ir, IrO, SRO (SrRuO), BSRO ((Ba,Sr)RuO), CRO 

(CaRuO), BaRuO, La(Sr,Co)0, Ti, TiN, W, WN, Ta, TaN, TiA1N, TiSiN, TaA1N, TaSiN, or 

a combination thereof. 

[00107] The air spacer 154 and the separation space 192R may be isolated from the outside 

by the cover insulating pattern 210 and the air capping pattern 252. The air spacer 154 may 

decrease a capacitance between the contact structure constituted by one of the buried contacts 

170 and one of the landing pads 180 and one of the bit lines 147 that is adjacent thereto. 
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[00108] The air capping pattern 252 may also be spaced apart from the air spacer 154 by the 

cover insulating pattern 210 spaced apart from the air spacer 154 with the separation space 

192R therebetween. 

[00109] If there is no cover insulating pattern 210, the air capping pattern 252 may be in 

contact with the air entrance AGG, which may cause a portion of the air spacer 154 to be 

filled with the air capping pattern 252 during a process of forming the air capping pattern 252. 

In this case, a volume of the air spacer 154 may decrease compared to if the cover insulating 

pattern 210 is present according to an exemplary embodiment of the present inventive 

concept, and thus, a capacitance between the contact structure constituted by one of the 

buried contacts 170 and one of the landing pads 180 and one of the bit lines 147 that is 

adjacent thereto may increase. 

[00110] However, in the semiconductor device 1 according to the inventive concept, the air 

capping pattern 252 may be spaced apart from the air entrance AGG by the cover insulating 

pattern 210 without decreasing a volume of the air spacer 154. A width of the tail portion 

250t, which is a portion of the air capping pattern 252 extending into the separation space 

192R via the gap portion 210G, may also be equal to or less than the second width W2 less 

than the first width Wl, which is a width of the air entrance AGG. 

[00111] In addition, the tail portion 250t may extend into the separation space 192R via the 

gap portion 210G with a decreasing width in a direction from the air entrance AGG toward 

the substrate 110. Accordingly, a volume of the air spacer 154 need not be reduced by the 

formation of the air capping pattern 252 by preventing the tail portion 250t from extending 
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into the air spacer 154 through the air entrance AGG. Accordingly, a capacitance between a 

contact structure constituted by one of the buried contacts 170 and one of the landing pads 

180 and one of the bit lines 147 that is adjacent thereto may be minimized. 

[00112] In an exemplary embodiment, the tail portion 250t of the air capping pattern 252 

may have a thickness smaller than a width of the air entrance AGG of the air spacer 154. 

[00113] Referring to FIGS. 10 and 11C, the separation space 192R may protrude into the air 

capping pattern 252. 	In this case, the air capping pattern 252 need not have the tail portion 

250t protruded into the separation space 192R. 	Instead, the air capping pattern 252 may 

have a concave surface covering the gap portion 210G of the cover insulating pattern 210. In 

the formation of the air capping layer 250, unlike FIG. 10, a deposition process of forming 

the air capping layer 250 may be controlled so that without formation of the tail portion 250t, 

the air capping layer 250 may cover the gap portion 210G. 	In this case, portions of the air 

capping layer 250 grown from sidewalls of the cover insulating pattern 210 may meet each 

other before the formation of the tail portion 250t in the initial phase of the formation of the 

air capping layer 250. 	The protruded portion of the separation space 192R may have a 

concave surface. 

[00114] In an exemplary embodiment, a plug structure may include the cover insulating 

pattern 210 with the gap portion 210G, and the air capping pattern 252 covering the cover 

insulating pattern to seal the gap portion 210G. 	The gap portion 210G may have a 

downwardly-decreasing width. 	The air capping pattern 252 may have various shape as 

discussed with reference to FIGS. 13A and 13B, and FIGS. 14A and 14B, for example. 	The 
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plug structure may have the tail portion discussed with reference to FIGS. 11B, 12B and 14B, 

for example or the plug structure may have a concave surface in place of the tail portion. 

[00115] In an exemplary embodiment, an upper portion of one of the insulating capping lines 

148 may a curved sidewall, and one of the landing pads 180 may cover the curved sidewall of 

the insulating capping line 148. 	The curved sidewall of the one of the insulating capping 

lines 148 may be in contact with the separation space 192R. 

[00116] FIGS. 12A and 12B are respectively a cross-sectional view and an enlarged view 

thereof showing a main portion of a semiconductor device 1 a according to an exemplary 

embodiment of the present inventive concept, in which FIG. 	12B 	is an enlarged 

cross-sectional view of portion XIIb of FIG. 12A. Descriptions of FIGS. 12A and 12B 

overlapping those of FIGS. 2 to 11B will be omitted below, and the same reference numerals 

denote the same elements. 

[00117] Referring to FIGS. 12A and 12B together, the semiconductor device 1 a may include 

a slit oxide layer 220 located on the cover insulating pattern 210. The slit oxide layer 220 

may be disposed between the cover insulating pattern 210 and the air capping pattern 252 and 

on a surface of the cover insulating pattern 210 exposed in the separation space 192R. 

[00118] The slit oxide layer 220 may be formed on a surface of the cover insulating pattern 

210 which is exposed during a cleansing process which is performed after the cover 

insulating pattern 210 is formed or after a process of removing the buried insulating pattern 

(192 of FIG. 8) and the sacrificial spacer (154a of FIG. 8) is performed. 	In an exemplary 
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embodiment, the slit oxide layer 220 may be formed selectively on the surface of the cover 

insulating pattern 210 exposed by the gap portion 210G and the separation space 192R. 

[00119] The slit oxide layer 220 may include, for example, an oxide layer or an oxynitride 

layer. 

[00120] FIGS. 13A and 13B are respectively a cross-sectional view and an enlarged view 

thereof showing a main portion of a semiconductor device lb according to an exemplary 

embodiment of the present inventive concept, in which FIG. 	13B is an enlarged 

cross-sectional view of portion XIIIb of FIG. 13A. Descriptions of FIGS. 13A and 13B 

overlapping those of FIGS. 2 to 12B may be omitted below, and the same reference numerals 

denote the same elements. 

[00121] Referring to FIGS. 13A and 13B together, the semiconductor device lb includes the 

cover insulating pattern 210 and an air capping pattern 254. The air capping pattern 254 may 

be formed by performing a similar method from the air capping pattern 252 described above 

with reference to FIGS. 10A to 11B. 

[00122] For example, as shown in FIGS. 10A and 10B, the air capping layer 250 covering 

the cover insulating pattern 210 and the landing pads 180 is formed. The air capping layer 

250 may fill the gap portion 210G defined by the cover insulating pattern 210 and may cover 

the upper surfaces of the landing pads 180. Next, the air capping pattern 254 is formed by 

removing an upper partial portion of the air capping layer 250. 

[00123] The air capping pattern 254 may be formed by removing a portion of the air capping 

layer 250 until the cover insulating pattern 210 is exposed. 
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[00124] The air capping layer 250 may include a material having similar etching 

characteristics with the cover insulating pattern 210, and an upper partial portion of the cover 

insulating pattern 210 may also be removed during a process of forming the air capping 

pattern 254 by removing a portion of the air capping layer 250. 

[00125] An upper surface of the cover insulating pattern 210 and an upper surface of the air 

capping pattern 254 may be coplanar at the same height from the main surface of the 

substrate 110. 

[00126] A top end of the cover insulating pattern 210 and a top end of the air capping pattern 

254 may have the same level as each other, and may have a lower level than the upper 

surfaces of the landing pads 180. The top end of the cover insulating pattern 210 and the top 

end of the air capping pattern 254 may have a level that is about 50 A to about 200 A lower 

than the upper surfaces of the landing pads 180. 

[00127] FIGS. 14A and 14B are respectively a cross-sectional view and an enlarged view 

thereof showing a main portion of a semiconductor device 1 c according to an exemplary 

embodiment of the present inventive concept, in which FIG. 	14B 	is an enlarged 

cross-sectional view of portion XIVb of FIG. 14A. 

[00128] Referring to FIGS. 14A and 14B together, the semiconductor device lc includes the 

cover insulating pattern 210 and an air capping pattern 252a. The air capping pattern 252a 

may be formed by performing a similar method from the air capping pattern 252 described 

above with reference to FIGS. 10A to 11B. 
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[00129] For example, similar to that shown in FIGS. 10A and 10B, an air capping layer 

covering the cover insulating pattern 210 and the landing pads 180 is formed. In this regard, 

the air capping layer may include a tail portion 250ta extending into the separation space 

192R. The tail portion 250ta may extend to a bottom surface of the separation space 192R 

and may be spaced apart from the air entrance AGG. 

[00130] The air capping layer may fill the gap portion 210G defined by the cover insulating 

pattern 210 and may cover the upper surfaces of the landing pads 180. Next, the air capping 

pattern 252a is formed by removing an upper partial portion of the air capping layer. 

[00131] The air capping layer may include a material having similar etching characteristics 

with the cover insulating pattern 210. The air capping pattern 252a may cover the cover 

insulating pattern 210 and may fill the gap portion 210G. 

[00132] In the semiconductor device 1 c according to the inventive concept, the air capping 

pattern 252a may be spaced apart from the air entrance AGG by the cover insulating pattern 

210, and thus, a volume of the air spacer 154 may be prevented from decreasing. In particular, 

since the second width W2, which is a width of the bottom end of the gap portion 210G that 

the cover insulating pattern 210 has, is less than the first width W1, which is a width of the 

air entrance AGG, a width of the tail portion 250ta, which is a portion of the air capping 

pattern 252a extending into the separation space 192R via the gap portion 210G, may also be 

equal to or less than the second width W2. 

[00133] In addition, since the gap portion 210G extends while a width thereof decreases in a 

direction from a top end portion of the cover insulating pattern 210 to the substrate 110, the 
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tail portion 250ta extending into the separation space 192R via the gap portion 210G may 

have a width of the tail portion 250ta that decreases in a direction toward the substrate 110. 

Accordingly, a volume of the air spacer 154 need not be reduced by preventing the tail 

portion 250ta from extending into the air spacer 154 through the air entrance AGG. 

Accordingly, a capacitance between a contact structure constituted by one of the buried 

contacts 170 and one of the landing pads 180 and one of the bit lines 147 that is adjacent 

thereto may be minimized. 

[00134] Although not separately illustrated, in some embodiments, an upper partial portion 

of the cover insulating pattern 210 may also be removed during a process of forming the air 

capping pattern 252a by removing a portion of the air capping layer, and thus, similar to those 

shown in FIGS. 13A and 13B, an upper surface of the cover insulating pattern 210 and an 

upper surface of the air capping pattern 252a be coplanar. 

[00135] In 	addition, 	although not 	separately illustrated, 	in 	some 	embodiments, 	the 

semiconductor devices lb and 1 c shown in FIGS. 13A to 14B may further include the slit 

oxide layer 220 that the semiconductor device 1 a shown in FIGS. 12A and 12B has. 

[00136] FIG. 15 is a block diagram of a semiconductor device 1000 according to an 

exemplary embodiment of the present inventive concept. 

[00137] Referring to FIG. 15, the semiconductor device 1000 includes a memory cell array 

1010, a row decoder 1020, a sense amplifier 1030, a column decoder 1040, a self-refresh 

control circuit 1050, a command decoder 1060, a mode register set/extended mode register 

set (MRS/EMRS) circuit 1070, an address buffer 1080, and a data input/output circuit 1090. 
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The semiconductor device 1000 includes at least one of the semiconductor devices described 

above with reference to FIGS. 1 t ol4B. 

[00138] A plurality of memory cells for storing data are arranged in row and column 

directions in the memory cell array 1010. The plurality of memory cells may each include a 

cell capacitor and an access transistor. A gate of the access transistor may be connected to a 

corresponding word line from among a plurality of word lines arranged in the row direction. 

One of a source and a drain of the access transistor may be connected to a bit line BL or 

complementary bit line (/BL) arranged in the column direction, and the other may be 

connected to the cell capacitor. 

[00139] The sense amplifier 1030 senses and amplifies data of the memory cell and stores 

the data in the memory cell. The sense amplifier 1030 may be realized as a cross-coupled 

amplifier connected between the bit line BL and the complementary bit line /BL. 

[00140] Data DQ input via the data input/output circuit 1090 is written in the memory cell 

array 1010 based on an address signal ADD, and data DQ read from the memory cell array 

1010 based on the address signal ADD is externally output via the data input/output circuit 

1090. The address signal ADD is input in the address buffer 1080 to designate the memory 

cell to/from which data is to be written/read. The address buffer 1080 temporarily stores the 

address signal ADD input from the outside. 

[00141] The row decoder 1020 decodes a row address among the address signal ADD output 

from the address buffer 1080, in order to designate a word line connected to the memory cell 

to/from which data is to be input/output. That is, the row decoder 1020 decodes the row 
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address output from the address buffer 1080 and enables a corresponding word line in a data 

write or read mode. Also, the row decoder 1020 decodes the row address generated from an 

address counter and enables a corresponding word line in a self-refresh mode. 

[00142] The column decoder 1040 decodes a column address among the address signal ADD 

output from the address buffer 1080, in order to designate a bit line connected to the memory 

cell to/from which data is to be input/output. 

[00143] The memory cell array 1010 outputs data or writes data from/to the memory cell 

designated by the row and column addresses. 

[00144] The command decoder 1060 receives a command signal CMD applied from the 

outside and decodes the signal to internally generate a decoded command signal, for example, 

a self-refresh entry command and a self-refresh exit command. 

[00145] The MRS/EMRS circuit 1070 sets an internal mode register in response to an 

MRS/EMRS command and the address signal ADD for designating an operation mode of the 

semiconductor device 1000. 

[00146] In addition, although not illustrated in FIG. 15, the semiconductor device 1000 may 

further include a clock circuit for generating a clock signal and a power circuit for receiving a 

power voltage applied from the outside to generate or distribute an inner voltage. 

[00147] The self-refresh control circuit 	1050 controls a self-refresh operation of the 

semiconductor device 1000 in response to the command output from the command decoder 

1060. 
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[00148] The command decoder 1060 may include an address counter, a timer, and a core 

voltage generator. The address counter may generate a row address for designating a row 

address which is to be the subject of the self-refresh operation and apply the row address to 

the row decoder 1020, in response to the self-refresh entry command output from the 

command decoder 1060. The address counter may end the counting operation in response to 

the self-refresh exit command output from the command decoder 1060. 

[00149] The memory cell array 1010 and the sense amplifier 1030 may constitute a memory 

core unit. 

[00150] FIG. 16 is a structural diagram of a system 2000 including a semiconductor device, 

according to an exemplary embodiment of the present inventive concept. 

[00151] Referring to FIG. 16, the system 2000 includes a controller 2100, an input/output 

device 2200, a memory device 2300, and an interface 2400. The system 2000 may be a 

mobile system or a system for transmitting or receiving information. In some embodiments, 

the mobile system may be a personal digital assistant (PDA), a portable computer, a web 

tablet, a wireless phone, a digital music player, or a memory card. The controller 2100 is for 

controlling an execution program of the system 2000, and may be a microprocessor, a digital 

signal processor, a microcontroller, or a similar device. The input/output device 2200 may be 

used to input or output data of the system 2000. The system 2000 may be connected to an 

external device, such as a personal computer (PC) or a network, by using the input/output 

device 2200, and may exchange data with the external device. The input/output device 2200 

may be, for example, a keypad, a keyboard, or a display. 
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[00152] The memory device 2300 may store a code and/or data for the operation of the 

controller 2100, or may store data processed by the controller 2100. The memory device 2300 

may include at least one of the semiconductor devices according to embodiments of the 

inventive concept described above with reference to FIGS. 1 to 14B, or at least one of the 

semiconductor devices modified and changed therefrom within the scope of the inventive 

concept. 

[00153] The interface 2400 may be a data transmission path between the system 2000 and 

other external devices. The controller 2100, the input/output device 2200, the memory device 

2300, and the interface 2400 may communicate with one another via a bus 2500. The system 

2000 may be used in a mobile phone, an MP3 player, a navigation device, a portable 

multimedia player (PMP), a solid state disk (SSD), or household appliances. 

[00154] Various embodiments may provide a semiconductor device. The semiconductor 

device may include a first contact structure; a second contact structure; a first bit line 

structure disposed between the first contact structure and the second contact structure; a first 

air spacer interposed between the first contact structure and the first bit line structure; a plug 

structure interposed between the first contact structure and the second contact structure; and a 

first separation space disposed between the first air spacer and the plug structure and 

connected to the first air spacer. The first separation space may have a width increasing in a 

direction from the first air spacer to the plug structure. 

[00155] In various embodiments, the plug structure may include a cover insulating pattern 

with a gap portion. The gap portion may have a downwardly-decreasing width. The plug 
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structure may also include an air capping pattern covering the cover insulating pattern to seal 

the gap portion. 

[00156] In various embodiments, each of the first contact structure and the second contact 

structure may include a buried contact and a landing pad. The first bit line structure may 

include a bit line and an insulating capping line. 

[00157] In various embodiments, a lower portion of the first contact structure may be formed 

of the buried contact and a lower portion of the landing pad. An upper portion of the first 

contact structure may be formed of an upper portion of the landing pad. A lower portion of 

the first bit line structure may be formed of the bit line and a lower portion of the insulating 

capping line. An upper portion of the first bit line structure may be formed of an upper 

portion of the insulating capping line. 

[00158] In various embodiments, the plug structure may be in contact with the landing pad 

of the first contact structure and the landing pad of the second contact structure. 

[00159] In various embodiments, the first separation space may be defined by a bottom 

surface of the plug structure, a sidewall of the first bit line structure, and a curved sidewall of 

the first contact structure. 

[00160] In various embodiments, a distance of the curved sidewall of the first contact 

structure and the sidewall of the first bit line structure may increase in a direction from the 

first air spacer to the plug structure. 

[00161] Various embodiments may provide a semiconductor structure. The semiconductor 

structure may include a first contact structure; a second contact structure; a first bit line 
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structure, wherein the first bit line structure is disposed between a lower portion of the first 

contact structure and a lower portion of the second contact structure, and wherein an upper 

portion of the second contact structure is on an upper surface of the first bit line structure. 

[00162] The semiconductor structure may also include a first air spacer interposed between 

the lower portion of the first contact structure and a lower portion of the first bit line structure. 

The semiconductor structure may further include a first separation space connected to an air 

entrance of the first air spacer and interposed between an upper portion of the first contact 

structure and an upper portion of the first bit line structure; and a plug structure interposed 

between the upper portion of the first contact structure and the upper portion of the second 

contact structure to seal the first separation space. 

[00163] In various embodiments, the plug structure may include a tail portion that protrudes 

into the first separation space. 

[00164] In various embodiments, the tail portion of the plug structure may have a thickness 

smaller than a width of the air entrance of the first air spacer. 

[00165] In various embodiments, the tail portion may be non-overlapped with the first air 

spacer. 

[00166] While the present inventive concept has been shown and described with reference to 

exemplary embodiments thereof, it will be apparent to those of ordinary skill in the art that 

various changes in form and detail may be made therein without departing from the spirit and 

scope of the inventive concept as defined by the following claims. 
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What is claimed is: 

1. A semiconductor device, comprising: 

a first contact structure; 

a second contact structure; 

a first bit line structure disposed between the first contact structure and the second 

contact structure; 

a first air spacer interposed between the first contact structure and the first bit line 

structure; 

a first separation space connected to an air entrance of the first air spacer and 

interposed between the first contact structure and the first bit line structure; 

a cover insulating pattern with a gap portion interposed between the first contact 

structure and the second contact structure, wherein the gap portion has a 

downwardly-decreasing width; and 

an air capping pattern covering the cover insulating pattern to seal the first separation 

space. 

2. The semiconductor device of claim 1, 

wherein the air capping pattern includes a tail portion protruding into the first 

separation space. 

3. The semiconductor device of claim 2, 
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wherein the tail portion of the air capping pattern has a thickness smaller than a width 

of the air entrance of the first air spacer. 

4. The semiconductor device of claim 2 or claim 3, 

wherein the gap portion has a minimum width less than a width of the air entrance of 

the first air spacer. 

5. The semiconductor device of any one of claims 1 to 4, 

wherein the first separation space protrudes into the cover insulating pattern so that 

the air capping pattern has a concave surface covering the gap portion of the cover insulating 

pattern. 

6. The semiconductor device of any one of claims 1 to 5, 

wherein the first separation space is in contact with a sidewall of the first contact 

structure and a sidewall of the first bit line structure. 

7. The semiconductor device of any one of claims 1 to 6, 

wherein the cover insulating pattern is formed of a first nitride layer. 

wherein the air capping pattern is formed of a second nitride layer. 

8. The semiconductor device of claim 7, 
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wherein the first nitride layer includes silicon nitride (SiN). 

wherein the second nitride layer includes silicon carbon nitride (SiCN). 

9. The semiconductor device of claim 7, 

wherein the first nitride layer includes SiN having a first film density, and 

wherein the second nitride layer includes SiN having a second film density smaller 

than the first film density. 

10. The semiconductor device of any one of claims 1 to 9, further comprising: 

an insulating spacer disposed between the first air spacer and a lower portion of the 

first contact structure and between the first air spacer and a lower portion of the first bit line 

structure. 

11. The semiconductor device of claim 10, 

wherein the cover insulating pattern is separated from the insulating spacer by the first 

separation space. 

12. The semiconductor device of claim 10 or claim 11, 

wherein the insulating spacer include an oxide layer or a nitride layer. 

13. The semiconductor device of any one of claims 1 to 12, further comprising: 
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a second air spacer interposed between the first bit line structure and the second 

contact structure, 

wherein the second air spacer is connected to the first air spacer. 

14. The semiconductor device of claim 13, 

wherein the second air spacer is shorter than the first air spacer. 

15. A semiconductor device, comprising: 

a first contact structure; 

a second contact structure; 

a first bit line structure disposed between the first contact structure and the second 

contact structure; 

a first air spacer interposed between the first contact structure and the first bit line 

structure; 

a plug structure interposed between the first contact structure and the second contact 

structure; and 

a first separation space disposed between the first air spacer and the plug structure and 

connected to the first air spacer, 

wherein the first separation space has a width increasing in a direction from the first 

air spacer to the plug structure. 
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16. The semiconductor device of claim 15, 

wherein the plug structure comprises: 

a cover insulating pattern with a gap portion, 

wherein the gap portion has a downwardly-decreasing width; and 

an air capping pattern covering the cover insulating pattern to seal the gap 

portion. 

17. The semiconductor device of claim 15 or claim 16, 

wherein the first separation space is defined by a bottom surface of the plug structure, 

a sidewall of the first bit line structure, and a curved sidewall of the first contact structure. 

18. The semiconductor device of claim 17, 

wherein a distance of the curved sidewall of the first contact structure and the sidewall 

of the first bit line structure increases in a direction from the first air spacer to the plug 

structure. 

19. A semiconductor device, comprising: 

a first contact structure; 

a second contact structure; 

a first bit line structure, 

wherein the first bit line structure is disposed between a lower portion of the first contact 
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structure and a lower portion of the second contact structure, and 

wherein an upper portion of the second contact structure is on an upper surface of the first bit 

line structure; 

a first air spacer interposed between the lower portion of the first contact structure and 

a lower portion of the first bit line structure; 

a first separation space connected to an air entrance of the first air spacer and 

interposed between an upper portion of the first contact structure and an upper portion of the 

first bit line structure; and 

a plug structure interposed between the upper portion of the first contact structure and 

the upper portion of the second contact structure to seal the first separation space. 

20. 	The semiconductor device of claim 19, 

wherein the plug structure includes a tail portion that protrudes into the first 

separation space. 
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