IMAGE OBJECT RECOGNITION

CROSS-REFERENCE TO RELATED APPLICATION
[0001] This application claims the benefit of U.S. Provisional Application No.
62/526,082, filed on June 28, 2017, the contents of which are incorporated by reference

herein.

BACKGROUND
[0002] Some mobile devices include integrated cameras. These mobile devices
allow a user to capture images using the integrated cameras. For instance, the mobile
device may alow auser to capture an image of alandscape or acity street.
[0003] Some image analysis systems, e.g., executing on a server, may perform
object recognition on an image to detect objects depicted in theimage. For example, an
image analysis system may determine whether an object depicted in an image is a person,

atree, or adog.

SUMMARY
[0004] A mobile device may recognize specific objects depicted in an image such
as a particular type of soda bottle, a particular type of bottled water, or a particular type of
tree. The mobile device uses a deep neura network, potentially without requesting data
from another computer, to analyze the image and determine the specific objects depicted
intheimage. For instance, the mobile device may determine whether a particular soda
bottle depicted in the image is a bottle of Coca-Cola or Coca-Cola Light. In another
example, the mobile device may determine whether a particular tree depicted in the image
is an acer pseudoplatanus (i.e., a sycamore maple) or an acer platanoides (i.e., aNorway
maple).
[0005] The mobile device may use a deep neura network that is trained using
random transformations of an input data set, e.g., to make the deep neural network more
robust for images captured in different environments. For example, atraining system
may use three hundred to five hundred training images that depict the particular types of
objects for which the deep neural network will be trained. The training system can use
supervised learning with random transformations of the training images to train the deep
neural network. The random transformations may include changesto the light in the
image, ajitter of light or an object depicted in theimage, acolor in the image, an
orientation of the image, a size of an object depicted in the image, or a combination of



two or more of these. The training system may change the lighting by adjusting an
amount of ambient light depicted in an image, e.g., from a sunny to a cloudy day or based
on another amount of light. The training system may change a color of an object such as
the darkness of |eaves, a depth or shade of red on a soda bottle, e.g., caused by the soda
bottle being in a shadow, or another color included in animage. The training system may
change an orientation of an object by rotating an image, e.g., five or ten degrees. The
training system may adjust a size of an object depicted in an image by cropping the image
to decrease the ratio between the size of the object and the total content depicted in the
image. The training system may add additional content to an image to increase the ratio
between the size of the object and the total content depicted in the image.

[0006] The mobile device may use the deep neural network to determine a name
of the particular type of object, to determine alocation of the particular type of object in
an image, or both. For instance, the mobile device may receive the additional information
from the deep neural network and provide additional information for presentation. The
additional information may indicate the particular type of a depicted object, such asthe
name of the object sub-type, other information about the particular type of the depicted
object, e.g., product information, or both. In some examples, the mobile device may
provide data about the particular type of object, the location of the particular type of
object, or both, to aserver. The server may use the data to determine inventory
information, inventory compliance information, e.g., for object placement, or both.

[0007] In some examples, the mobile device determines the particular type of
object without using a bar code. For instance, the mobile device does not need to capture
an image that includes a bar code on an object to determine the object sub-type using the
deep neura network.

[0008] In general, one innovative aspect of the subject matter described in this
specification can be embodied in methods that include the actions of receiving training
datarepresenting a plurality of images at a deep neura network training system, the
plurality of images depicting objects having an object sub-type, and the deep neural
network training system to train a deep neural network to recognize the object sub-type
for one of the objects depicted in the plurality of images, wherein multiple object sub-
types for which corresponding objects are depicted in the plurality of images each
correspond to the same object type; for aplurality of iterations: selecting particular
training data for an image from the plurality of images,; determining whether to randomly

permute a value of a property of the selected image that is represented by the particular
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training data; providing, to the deep neura network, the particular training data for the
selected image or the randomly permuted particular training data for the selected image;
receiving, from the deep neural network, output data indicating: a predicted label for a
particular object sub-type for an object depicted in the selected image, and a confidence
score that represents a likelihood that the object depicted in the selected image has the
particular object sub-type; and updating one or more weights in the deep neural network
using: an expected output value that indicates an actual object sub-type label for the
object depicted in the selected image, the predicted label for the particular object sub-
type, and the confidence score that represents the likelihood that the object depicted in the
selected image has the particular object sub-type; and providing the deep neural network
to amobile device for use detecting whether one or more images depict objects having
the particular object sub-type. Other embodiments of this aspect include corresponding
computer systems, apparatus, and computer programs recorded on one or more computer
storage devices, each configured to perform the actions of the methods. A system of one
or more computers can be configured to perform particular operations or actions by virtue
of having software, firmware, hardware, or a combination of them installed on the system
that in operation causes or cause the system to perform the actions. One or more
computer programs can be configured to perform particular operations or actions by
virtue of including instructions that, when executed by data processing apparatus, cause
the apparatus to perform the actions.

[0009] In general, one innovative aspect of the subject matter described in this
specification can be embodied in methods that include the actions of receiving training
data representing a plurality of images, the plurality of images depicting objects having an
object sub-type, and the deep neural network training system training a deep neural
network to recognize the object sub-type for one of the objects depicted in the plurality of
images, wherein multiple object sub-types for which corresponding objects are depicted
in the plurality of images each correspond to the same object type; for aplurality of
iterations: selecting particular training data for an image from the plurality of images,
determining whether to randomly permute a property of the selected image that is
represented by the particular training data; providing, to the deep neural network, the
particular training data for the selected image or the randomly permuted particular
training data for the selected image; receiving, from the deep neura network, output data
indicating: a predicted label for a particular object sub-type for an object depicted in the
selected image, location information defining aregion of the selected image in which the
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object islikely depicted, and a confidence score that represents a likelihood that the
object existsin the region of the selected image defined by the location information; and
updating one or more weights in the deep neural network using: an expected output value
that indicates an actual object sub-type label for the object depicted in the selected image,
the predicted label for the particular object sub-type, and the confidence score that
represents the likelihood that the object depicted in the selected image has the particul ar
object sub-type; and providing the deep neura network to a mobile device for use
detecting whether one or more images depict objects having the particular object sub-
type. Other embodiments of this aspect include corresponding computer systems,
apparatus, and computer programs recorded on one or more computer storage devices,
each configured to perform the actions of the methods. A system of one or more
computers can be configured to perform particular operations or actions by virtue of
having software, firmware, hardware, or a combination of them installed on the system
that in operation causes or cause the system to perform the actions. One or more
computer programs can be configured to perform particular operations or actions by
virtue of including instructions that, when executed by data processing apparatus, cause
the apparatus to perform the actions.

[0010] In general, one innovative aspect of the subject matter described in this
specification can be embodied in methods that include the actions of receiving data for an
image that depicts a plurality of objects; providing, to adeep neural network, the datato
cause the deep neura network to predict object sub-type labels for each of the plurality of
objects; receiving, from the deep neura network for some of the objectsin the plurality of
objects, output data that represents a sub-type label that indicates alikely object sub-type
for the object, and an object location that indicates a location of the object in the image;
and generating, using the output data for some of the objectsin the plurality of objects, a
representation of the image that indicates, for some of the objects in the plurality of
objects, alocation of the object in the image and the sub-type label that indicates the
likely object sub-type for the object. Other embodiments of this aspect include
corresponding computer systems, apparatus, and computer programs recorded on one or
more computer storage devices, each configured to perform the actions of the methods. A
system of one or more computers can be configured to perform particular operations or
actions by virtue of having software, firmware, hardware, or a combination of them
installed on the system that in operation causes or cause the system to perform the

actions. One or more computer programs can be configured to perform particul ar
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operations or actions by virtue of including instructions that, when executed by data
processing apparatus, cause the apparatus to perform the actions.

[0011] The foregoing and other embodiments can each optionally include one or
more of the following features, aone or in combination. Updating the one or more
weights in the deep neural network may include updating the one or more weightsin the
deep neura network using, for each of two or more images from the plurality of images, a
respective expected output value, the respective predicted label for the particular object
sub-type, and the respective confidence score. Receiving, from the deep neural network,
output data indicating the predicted label for the particular object sub-type for the object
depicted in the selected image and the confidence score that represents the likelihood that
the object depicted in the selected image has the particular object sub-type may include
receiving, from the deep neural network, the output data that indicates a predicted
location of the object in the selected image. Updating the one or more weights in the
deep neura network may include updating the one or more weights in the deep neural
network using the expected output value, the predicted label for the particular object sub-
type, the respective confidence score, an actual location of the object in the selected
image, and the predicted location of the object in the selected image. Determining
whether to randomly permute a value of a property of the selected imagethat is
represented by the particular training data may include determining whether to randomly
perform one or more of the following: crop a portion of the selected image; adjust azoom
level for at least a portion of the selected image; adjust a stretch value for at least a
portion of the selected image; transpose the selected image over an axis; adjust at |east
one color depicted in the selected image; adjust an aphajitter for at least a portion of the
selected image; adjust a shear distortion for at least a portion of the selected image; or
adjust a homography for at least a portion of the selected image.

[0012] In some implementations, each iteration may include selecting two or
more images from the quantity of images. Determining whether to randomly permute a
value of aproperty of the selected image that is represented by the particul ar training data
may include: selecting, for each iteration, one or more particular images from the selected
two or more images; and determining, for each of the one or more particular images, a
property to randomly permute. The confidence score may be an object confidence score,
or alabel confidence score. Receiving, from the deep neural network, output data
indicating the predicted label for the particular object sub-type for the object depicted in
the selected image and the confidence score that represents the likelihood that the object
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existsin the region of the selected image defined by the location information may include
receiving, from the deep neural network, the output data that indicates alabel confidence
score that represents a likelihood that the object depicted in the selected image has the
particular object sub-type. Updating the one or more weights in the deep neura network
may include updating the one or more weights in the deep neural network using the
expected output value, the predicted label for the particular object sub-type, the respective
label confidence score, the respective object confidence score, an actual location of the
object in the selected image, and the location information defining a region of the selected
image in which the object is likely depicted.

[0013] In some implementations, the method may include determining whether to
create multiple overlapping portions of data for the image that each include a proper
subset of datafor the image; and in response to determining to create the multiple
overlapping portions of data for the image, creating the multiple overlapping portions of
datafor theimage. Providing, to a deep neura network, the data to cause the deep neural
network to predict object sub-type labels for each of the plurality of objects may include
providing, to the deep neural network, data for each of the multiple overlapping portions
separately. The method may include receiving, for some of the objectsin the plurality of
objects, a corresponding confidence score that indicates a likelihood that the object is of
the object sub-type. Determining whether to create multiple overlapping portions of data
for the image that each include a proper subset of datafor the image may include
determining, for each of the confidence scores, whether the corresponding confidence
score satisfies athreshold confidence score. Creating the multiple overlapping portions
of datafor the image may be responsive to determining that at least one of the confidence
scores does not satisfy the threshold confidence score. Determining whether to create
multiple overlapping portions of data for the image that each include a proper subset of
data for the image may include determining whether a current processing duration
satisfies athreshold processing duration. Creating the multiple overlapping portions of
data for the image may be responsive to determining that the current processing duration
satisfies the threshold processing duration.

[0014] In some implementations, the method may include receiving, for some of
the objects in the plurality of objects, a corresponding confidence score that indicates a
likelihood that the object is of a corresponding object sub-type; and determining, for at
least some of the objects using the corresponding confidence scores, whether to use a

disambiguation deep neura network, different from the deep neural network, to
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determine an object sub-type label for the object. Receiving, for some of the objectsin
the plurality of objects, a corresponding confidence score that indicates alikelihood that
the object is of a corresponding object sub-type may include receiving, for some of the
objects in the plurality of objects, multiple corresponding confidence scores each of
which indicates alikelihood that the object is of an object sub-type for which the deep
neural network istrained. Determining, for at least some of the objects using the
corresponding confidence scores, whether to use a disambiguation deep neural network,
different from the deep neural network, to determine an object sub-type label for the
object may include determining, for at least some of the objects, whether two of the
corresponding confidence scores each satisfy athreshold confidence score. Receiving,
for some of the objectsin the plurality of objects, a corresponding confidence score that
indicates a likelihood that the object is of a corresponding object sub-type may include
receiving, for some of the objectsin the plurality of objects, multiple corresponding
confidence scores each of which indicates a likelihood that the object is of an object sub-
type for which the deep neura network istrained. Determining, for at least some of the
objects using the corresponding confidence scores, whether to use a disambiguation deep
neural network, different from the deep neural network, to determine an object sub-type
label for the object may include determining, for at least some of the objects, whether two
of the corresponding confidence scores are within athreshold distance from each other.
[0015] In some implementations, receiving, from the deep neural network for
some of the objects in the plurality of objects, the output data that represents the sub-type
label that indicates alikely object sub-type for the object, and the object |ocation that
indicates alocation of the object in the image may include receiving, for some of the
objects in the plurality of objects, a corresponding confidence score that indicates a
likelihood that the object is of the object sub-type. Generating, using the output datafor
some of the objects in the plurality of objects, the representation of the image that
indicates, for some of the objectsin the plurality of objects, the location of the object in
the image and the sub-type label that indicates the likely object sub-type for the object
may include: determining that at least one of the confidence scores does not satisfy a
threshold confidence score; determining that a current processing time exceeds a
threshold processing time; and in response to determining that a current processing time
exceeds a threshold processing time, determining to generate the representation of the
image despite determining that at least one of the confidence scores does not satisfy a

threshold confidence score.



[0016] In some implementations, the method may include determining, using the
representation of the image, a stock of one or more objects from the plurality of objects;
and determining, using the stock of the one or more objects, a quantity of objectsto
request for delivery to a physical location that includes an area depicted in the image.
Receiving the data for the image that depicts the plurality of objects may include:
receiving, for each of two or more images, first datafor the respective image;
determining, using the first data for each of the two or more images, that the two or more
images depict the same physical content; and in response to determining that the two or
more images depict the same physical content determining, using the first data for each of
the two or more images, the data for the image that depicts the plurality of objects by
stitching together the two or more images.

[0017] The subject matter described in this specification can be implemented in
various embodiments and may result in one or more of the following advantages. In
some implementations, training a machine learning system using random transformations
of image property values may make the machine learning system more robust, e.g.,
allowing the machine learning system to more accurately identify objects in different
environments. In some implementations, the machine learning system described in this
document has low computation requirements compared to other systems. For instance,
use of a deep neural network allows the machine learning system to use fewer processor
cycles, less memory, or both, to determine a particular object depicted in animage. In
some implementations, use of the deep neural network described in this document by a
device may reduce computation time, e.g., by eliminating a need to request object
anaysisfrom aserver. For example, adevice may use the deep neura network to
determine an object sub-type in seconds or less, e.g., ahalf a second, rather than waiting
minutes, e.g., five to ten minutes, for aresult from aserver. A device using the systems
and methods described below may capture multiple images and determine object sub-type
labels for objects depicted in each of the images without dependence upon a) network
bandwidth, b) number of active requests on a server, ¢) number of object sub-types that
can be identified by the system, or d) a combination of two or more of these.

[0018] In some examples, use of the deep neural network may require less power,
reduce or eliminate network bandwidth usage, reduce or eliminate communication
between multiple devices, e.g., auser device and a server, or acombination of two or
more of these, compared to other techniques. For example, when the deep neural network

isrun on amobile device, the power savings offered by embodiments of the invention can
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allow the device to operate for alonger period of time as compared to device operation
when running conventional processing techniques, e.g., which may need to communicate
with aserver. In some implementations, the systems and methods described below may
increase security, privacy, or both, e.g., by not sending data captured by a deviceto a
server for analysis. For instance, the systems and methods described below may process
image data only using a user device which may eliminate a need to send sensitive image
datato a server, may increase security for the image data, or both. In some
implementations, the systems and methods described below may provide better analysis
of objects with different orientations, represented in multiple overlapping images, or both,
compared to other systems. In some implementations, the systems and methods described
below use feature extraction techniques to detect adjacent images, overlapping images,
e.g., that depict some of the same content, or both, to increase an accuracy of object sub-
type labels for objects depicted in multiple images, to reduce alikelihood that an object is
identified multiple times, e.g., once for each image, or both, compared to other systems.
[0019] The details of one or more implementations of the subject matter described
in this specification are set forth in the accompanying drawings and the description

below. Other features, aspects, and advantages of the subject matter will become

apparent from the description, the drawings, and the claims.

BRIEF DESCRIPTION OF THE DRAWINGS
[0020] FIG. 1 isan example of an environment for training a neural network to
predict sub-type labels for objects depicted in an image.
[0021] FIG. 2 isan example of an environment in which a deep neural network
determines predicted sub-type |abels using image data.
[0022] FIGS. 3A-B are an example of an environment in which a deep neura

network determines predicted sub-type labels for portions of an image.

[0023] FIG. 4isaflow diagram of aprocess for training a deep neura network.
[0024] FIG. 5isaflow diagram of aprocess for generating a representation of an
image.

[0025] FIG. 6 isablock diagram of a computing system that can be used in
connection with computer-implemented methods described in this document.

[0026] Like reference numbers and designations in the various drawings indicate
like elements.



DETAILED DESCRIPTION
[0027] FIG. 1isan example of an environment 100 for training a neural network
to predict sub-type labels for objects depicted in an image. For instance, the environment
100 includes atraining system 102 with a training database 104 of one or more images
106. Each of the images 106 has multiple properties 108 and corresponding property
values, and may depict zero, one, or more objects. Some examples of the properties 108
of the images 106 may include color, lighting, orientation, size, etc. Datafor the
properties 108 can include corresponding property values, which identify a particular
color or size, associated with images 106.
[0028] At least some of the objects depicted in the images 106 is of a sub-type for
which atraining system 102 will train a deep neural network 116. The deep neurd
network 116 may have an output label, potentially in addition to other output values, for
each of the sub-types for which the training system 102 trains the deep neura network
116. Asdescribed in this document, an output label determined by the deep neural
network 116 may indicate a particular sub-type name, a confidence score for a
corresponding sub-type name, both, or another appropriate type of datafor a sub-type
name.
[0029] The object sub-types, within atype category, have similar features, e.g.,
shapes. For instance, an object type may be maple, birch, or soda, to name afew
examples. The deep neura network 116 istrained to label objects as sub-types for one
particular type. Example sub-types for an object type of maple may include sycamore
maple, Norway maple, Persian maple, or silver maple. Example sub-types for birch may
include yellow birch, mountain paper birch, dwarf birch, or Japanese cherry birch.
Example sub-types for soda may include Coca-Cola Light, Coca-Cola Cherry, Caffeine-
Free Coca-Cola, and Coca-Cola Classic.
[0030] Some of the images 106 may include negative training examples, in
addition to or instead of the objects of the sub-type for which the deep neura network 116
istrained. The deep neural network 116 may have an output category for the negative
training examples as “unknown” or another appropriate value. When the training system
102 trains the deep neural network 116 to detect different types of maple trees, one
example of anegative training example may include an image of a birch tree. When the
training system 102 trains the deep neura network 116 to detect different types of Coke
products, one example of a negative training example may include an image of a

beverage made by another producer.
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[0031] An image selection module 110, included in the training system 102,
selects images from the training database 104 to use to train the deep neural network 116.
The image selection module 110 may determine whether to randomly permute values for
one or more properties of an image for atraining process. For instance, the image
selection module 110 may use any appropriate algorithm to randomly determine whether
to permute a value of a property of animage. Upon determining to randomly permute a
value of aproperty, a property selector 112 may determine a property for which the
training system 102 will randomly permute a corresponding value. 1n some examples, the
property selector 112 determines both whether to randomly permute a value of a property
for an image and for which property or properties to permute corresponding values, e.g.,
concurrently. For instance, the property selector 112 may generate a random number.
When the random number is zero, the property selector 112 may determine to not
randomly permute avalue of a property for the image. When the random number is not
zero, e.g., and is avalue between zero and one, the property selector 112 determines a
property that corresponds to the random number. The property selector 112 can then
randomly permute a value for the determined property.

[0032] A permutation module 114 receives data from the property selector 112,
both of which may be included in the image selection module 110, that identifies the one
or more properties for permutation. The permutation module 114 determines, for each of
the identified one or more properties, arandom permutation of a value for the property.
The value for the property may be for an entire image, a specific portion of an image, or
another part of animage. For instance, when the property is an amount of light in an
image, the permutation module 114 may randomly determine whether to increase or
decrease a value that represents the light in the image or the light in a portion of the
image. When the property is an orientation, the permutation module 114 may randomly
determine arotation angle for the content depicted in the image and rotate the image by
an amount identified by the rotation angle around a z axis. The z axis may be centered on
acenter of theimage. In some examples, the permutation module 114 may randomly
determine alocation in the image for the center of the z axis around which to rotate the
content depicted in the image.

[0033] When the property is a size, the permutation module 114 may randomly
determine a change in size value for a particul ar object depicted in theimage, achangein
size value for multiple objects depicted in the image, or achange in size value for the

entireimage. For instance, the permutation module 114 may determine a scale value that
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increases or decreases the entire size of the image, or only one or more objects depicted in
the image, and adjust corresponding content accordingly using the scale value.

[0034] When the property is acolor in the image, the permutation module 114
may determine how to change a value representing a color for theimage. For example,
the property selector 112 may select avalue for a particular color in theimage or only
determine that one of the colors in the image should be randomly permuted. When the
permutation module 114 receives data identifying avalue for a particular color, the
permutation module 114 may randomly determine an adjustment for the value of the
color. The adjustment to value of the color may be a change to a colorfulness, a chroma,
a saturation, hue, shade, or tint, to name afew examples. When the permutation module
114 receives dataindicating that a color should be randomly permuted, the permutation
module 114 may determine whether to randomly permute all colors depicted in an image,
aproper subset of the colors depicted in an image, e.g., some but not all of the colors, one
color depicted in the image, e.g., all occurrences of that color, asingle occurrence of a
color, or acolor depicted in a particular area of an image.

[0035] When the property is ajitter in an image, the permutation module 114 may
determine how to change one or more values representing jitter in the image. For
instance, the training system 102 may determine to adjust avalue for an intensity of a
jitter phase, avaue for afrequency of ajitter phase, avaue for asingle jitter phasein the
image, values for multiple jitter phases, or a combination of two or more of these. In
some examples, the training system 102 may have multiple hyper-parameters for ajitter
parameter, e.g., one for frequency and one for intensity. Values for these hyper-
parameters may be numbers between zero and one, inclusive, i.e., in the interva [0,1].
Thetraining system 102, e.g., the permutation module 114, may generate a random
number in [0,1] for each jitter phase. Some examples of jitter phases may include color
jitter, jitter hue, jitter luminosity, vertical flip, random cropping, random zooming,
random scaling, other jitter phases, or a combination of two or more of these. The
training system 102 may generate arandom number for each jitter phase for a particul ar
training image to generate different random jitter combinations for different images used
during training, e.g., for each training step.

[0036] The training system 102 uses the random number to adjust the jitter phase.
For example, when the random number represents a value for arandom zooming, avaue
of one may indicate no zoom and a value of zero may indicate a maximum zoom value

for an image, e.g., amaximum increase in size of an object or all objects depicted in an
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image. When the random number represents a value for arandom scaling, avalue of one
may indicate no scaling while avalue of zero may indicate a maximum decreasein size
for an image, e.g., amaximum decrease in size of an object or all objects depicted in an
image.

[0037] Thetraining system 102 may determine a random permutation for ajitter
phase for a portion of an image, e.g., that does not include the entire image, an entire
image, or both, e.g., when determining multiple different random permutations for
different jitter phases. For instance, the training system 102 may determine a jitter mask
to apply to one or more pixelsin animage. Thejitter mask alows the training system
102 to determine random permutations of jitter values for a subset of the pixelsin an
image separately from the pixelsin another subset of the image. Thejitter mask may
allow the training system to change every pixel in the image sightly differently. For
example, the use of ajitter mask may alow the training system 102 to shift the colorsin
an image and change the relative color distance, luminosity distance, or both, between
neighboring pixels.

[0038] In some implementations, the hyper-parameters for jitter are
predetermined, e.g., the hyper-parameters may be fixed, determined a priori, or both. The
hyper-parameters may be predetermined given the object sub-types, e.g., the training
dataset. For example, when the training system 102 is training the deep neural network
116 to identify object sub-types that are often small when depicted in an image, the
hyper-parameters likely would not include a zoom out option, e.g., as the small objects
might be more difficult for the deep neural network 116 to detect after zooming out.
[0039] The training system 102 may use any appropriate process to determine
whether to randomly permute a value for a property of animage. For instance, asingle
component of the training system 102 may determine whether to randomly permute a
value for a property, what property value to permute, and how to permute a value for that
property.

[0040] The image selection module 110, or another module in the training system
102, determines image data that represents a selected image to provide to the deep neural
network 116 asinput. Theimage datathat represents the selected image includes data for
any permuted values of the properties 108 of the image, e.g., for any permutations to an
image performed by the permutation module 114. The image data may be any
appropriate type of datathat represents theimage. In some implementations, the image

data may be a vector that represents a portion of theimage. The portion of the image may
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be arow, column, or another rectangular area of theimage, e.g., asquare. In some
implementations, the image data may be a matrix that represents a portion or al of the
selected image. For instance, the image selection module 110 may select agrid of pixels
from the image, determine a matrix that represents the grid of pixels, and provide the
matrix as input to the deep neural network 116.

[0041] The deep neural network 116 receives the image data and determines, for
the objects depicted in the image, at least a predicted sub-type label for the objects for
which the deep neura network 116 istrained. The predicted sub-type label indicates a
label for the object that has at |east a threshold likelihood of being the name of the object.
For instance, when the training system 102 trains the deep neural network 116 to
determine labels for different maple tree sub-types, the deep neura network 116 may
determine that a particular image depicts two sycamore maples, a Norway maple, and one
or more objects for which the deep neural network 116 is not being trained. The deep
neural network 116 may determine a generic label for each of the objects for which the
deep neura network 116 is not being trained, e.g., alabel that indicates that the objects
are unknown.

[0042] The deep neural network 116 may include one or more convolutional
neural network (CNN) layers, one or more convolutional filters, or both. For instance, a
first convolutional layer in the deep neural network may receive the image data as input.
Thefirst convolutional layer may process the image data and generate output. The first
convolutional layer may provide the generated output to a second convolutional layer that
uses the generated output as input data.

[0043] The deep neural network 116 may determine, for at least some of the
objects depicted in an image, a confidence score that indicates alikelihood that the object
has a corresponding sub-type label. In some examples, the deep neural network 116 may
receive data, e.g., during the training process, that identifies datafor one or more anchor
boxes. The deep neura network 116 may use the data for the anchor boxes as parameters
during image analysis, e.g., when determining the predicted sub-type labels. In some
examples, the deep neural network 116 may receive the datafor the anchor boxes from a
k-means module. The k-means module may use a k-means al gorithm with datafor the
training set asinput data to determine the anchor boxes. The anchor boxes can be
different sizes, different shapes, or both. In some implementations, the anchor boxes are
rectangular. In some implementations, the k-means module may select nine anchor boxes

and provide data to the deep neural network 116 for the nine anchor boxes. The datafor
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the anchor boxes may be location data that identifies arespective box in animage. The
location data may be x-y coordinates, pairs of x-y coordinates, x-y coordinates with a
width and a height, or other appropriate location data. The deep neural network 116 may
receive the anchor box data before training using datafor the images 106. The deep
neural network 116 may receive only asingle set of anchor box data for atraining
process, e.g., and use the same anchor box data throughout training and during runtime.
[0044] In some implementations, the deep neural network 116 may be a detector.
For instance, the deep neural network 116 may output multiple values, each of whichis
associated with a corresponding location in an image. A set of values may include one or
more of: location information, a predicted sub-type label, or one or more. The confidence
score may indicate alikelihood that an object exists in a corresponding region of the
image identified by corresponding location information. In some examples, a confidence
score may indicate alikelihood that an object in the region has the corresponding
predicted sub-type label. In some implementations, a set of output values for a particular
region in an image may include location information, a predicted sub-type label, an object
confidence score, e.g., that indicates a likelihood an object exists at the particular region,
and alabel confidence score, e.g., that indicates a likelihood that the object is of the sub-
type identified by the predicted sub-type label.

[0045] In some implementations, the deep neural network 116 may output, for the
objects, a respective confidence score for each of the object sub-types for which the degp
neural network 116 istrained, a confidence score for an unknown object sub-type, or
both. For instance, when the deep neural network 116 istrained to identify objects of
nine different object sub-types, the deep neural network 116 may output, for an object
depicted in an image, a vector with ten values, one of which corresponds to each of the
nine different object sub-types and one of which corresponds to an unknown object sub-
type label.

[0046] When one of the confidence scores satisfies athreshold confidence score,
the training system 102 may determine that the respective predicted object sub-type |abel
for the confidence score applies to the corresponding object. When none of the
confidence scores satisfies a threshold confidence score, the training system 102 may
determine that multiple objects may be represented by corresponding image data, or that
the deep neural network 116 is otherwise unable to detect an object of a sub-type for
which the deep neural network 116 istrained as corresponding to the bounding box.
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[0047] Thetraining system 102 may discard output data for regions for which a
corresponding confidence score, e.g., an object confidence score, does not satisfy a
threshold confidence score. For example, the training system 102 may discard output
data for regions that have a confidence score below fifty percent.

[0048] The deep neura network 116 may provide the training system 102 output
datafor multiple regionsin animage. Thetraining system 102 may determine whether
any of the regions defined by the output data overlap. When some of the regions defined
by the output data overlap, the training system may prune some of the output data, e.g.,
using non-maximum suppression. For example, after discarding output data for regions
for which the corresponding confidence score does not satisfy a threshold confidence
score, the training system 102 may perform an iterative process for the output data
beginning with output data with alowest confidence score or a highest confidence score.
The training system 102 may compare the location information for a set of output data
with other location information for the other output data to determine whether aregion
defined by the location information overlaps another region defined by the other location
information. When the training system 102 determines that the regions overlap, the
training system 102 may identify the output data for the region with the lower confidence
score as marked for removal. When the training system 102 marks aregion for removal,
the training system 102 determines whether any other regions that were marked for
removal should continue to be marked for removal. For instance, the training system 102
determines whether any output data previously marked for removal only define aregion
that only overlaps with a current region marked, defined by current output data, for
removal or also overlap with another region, defined by other output data. When the
output data previously marked for removal defines aregion that only overlaps with a
current region the training system 102 just determined to mark for removal, the training
system 102 updates the output data to not include a marked for removal label. When the
output data previously marked for removal defines aregion that overlaps with multiple
other regions defined by other output data, at least one set of which is not marked for
removal, the training system 102 maintains the marked for removal label for the output
data.

[0049] After analyzing al of the output data as part of the removal labelling
process, the training system 102 removes all output data that was marked for removal.
The training system 102 uses the output data that was not removed as the final output for
the deep neural network 116, e.g., as the predicted sub-type labels 120.
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[0050] A training module 118, included in the training system 102, receives the
predicted sub-type labels 120, the confidence scores, or both, from the deep neural
network 116 and updates weights included in the deep neura network 116 using an
accuracy of the predicted sub-type labels 120. For instance, the training module 118
determines whether the predicted sub-type label for an object depicted in an image
correctly indicates the sub-type of the object, e.g., the name of the sub-type, and uses a
result of that determination to update the weights of the deep neural network 116. The
training module 118 may use any appropriate process to update the weights in the deep
neural network 116. For instance, the training module 118 may use supervised learning
to update the weights in the deep neural network 116.

[0051] In some implementations, the training module 118 may update weightsin
the deep neural network 116 using batches of images. For instance, the training module
118 may receive output from the deep neura network 116 for two or more images, e.g.,
for twenty images. The training module 118 determines updates for weights in the deep
neural network 116 using the output for the two or more images. The training module
uses the updates to adjust the respective weights in the deep neura network 116.

[0052] When the training system 102 compl etes training for the deep neural
network 116, the training system 102 may provide the deep neural network 116, or data
representing the deep neura network 116, to adevice 124. The device 124 may use the
deep neura network 116 to determine predicted sub-type labels for objects depicted in
images, as described in more detail with referencesto FIGS. 2 and 3A-B below. The
device 124 may store the deep neural network 116, as the deep neural network 126, in a
memory.

[0053] The device 124 may include a camera 128 configured to capture images.
An image may depict multiple objects, e.g., at least one of which is of the sub-type for
which the deep neural network 126 was trained. The device 124 may provide the image,
or datafor the image, to the deep neural network 126 to cause the deep neura network to
generate, for each of at least some of the objects depicted in the image, a predicted sub-
type label for the respective object. For instance, when the image includes a hill with
multiple trees, the deep neural network 126 may generate a predicted sub-type label for
the trees and skip generation of a predicted sub-type label for the hill. When theimage
includes a cooler with multiple bottled beverages, the deep neural network 126 may
generate a predicted sub-type label for the beverages depicted in the image and skip
generation of a predicted sub-type label for the cooler. As part of the processto

17



determine the predicted sub-type labels, the deep neural network 126 may determine, for
each of the predicted sub-type labels, a confidence score that indicates alikelihood that
the corresponding object has the predicted sub-type label. For instance, the deep neural
network 126 may generate the confidences scores and the device 124 may use the
confidence scores to determine a corresponding predicted sub-type label.

[0054] The deep neura network 126, as the trained deep neural network 116,
might skip generation of predicted sub-type labels for objects that have less than a
threshold amount of content depicted in animage. For example, when an image depicts
less than the threshold amount of an object, e.g., only abranch of atree or acap of a
bottle, the deep neural network may skip generation of a predicted sub-type label for the
object.

[0055] In some implementations, the device 124 may present information about
the predicted sub-type labels on adisplay 130. For instance, the device 124 may generate
instructions to cause presentation of a user interface on the display 130 that indicates the
location of each of the objects in the depicted image, e.g., with respect to each other, the
predicted sub-type labels for the objects, e.g., potentially including the “unknown object”
label, or both.

[0056] Thetraining system 102 is an example of a system implemented as
computer programs on one or more computers in one or more locations, in which the
systems, components, and techniques described in this document are implemented. The
device 124 may include personal computers, mobile communication devices, and other
devices that can send and receive data over anetwork 122. The device 124 may be a
fixed device, e.g., as part of an inventory system. In some examples, the device 124 may
be amobile device, e.g., asmart phone. The network 122, such asalocal area network
(LAN), wide area network (WAN), the Internet, or a combination thereof, connects the
device 124, and the training system 102. The training system 102 may use asingle server
computer or multiple server computers operating in conjunction with one another,
including, for example, a set of remote computers deployed as a cloud computing service.
[0057] Table 1, below, shows example pseudo code for training the deep neural
network 116. The training system 102 may perform the steps described in Table 1.

Table 1: Deep Neural Network Training

[/preparation phase
create a "detector_config" file which will contain al data about how the deep
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Table 1: Deep Neural Network Training

neura network needs to be configured including, anong other data:
-input size
-maximum number of training iterations
-number of images in abatch for processing during a single training iteration
-hyper-parameters configuration (e.g. learning rate, momentum)
-image permutation/distortion (determined automatically, from user input, or
both):

-> For every image permutation method among the available ones, the
probability the permutation method could be used during any given training step, and the
range/intensity of the distortion, if applicable

-> Exclude any permutations that are not compatible with the objectsto be
detected (e.g., if the deep neural network will determine whether the sunisout or a
promotional display light is turned on or off, then the system will not perform
brightness/|luminosity randomization)

parse the dataset of images and annotations (bounding boxes) to create alist of all
unique object sub-types in the dataset

save the list of object sub-typesin the detector_config file
while parsing the dataset, push a pair (width, height) for every bounding box for
every image for every object sub-type, in asingle list. Furthermore, push in the list

dlightly bigger and slightly smaller variations of these bounding boxes.

perform the k-means a gorithm on the bounding box list, with k=9, and find the 9
centroids of the dataset. These 9 pairs (width, height) will work as the 9 anchor boxes.

save the anchor boxes on the detector_config file

[[training phase
load the detector_config file
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Table 1: Deep Neural Network Training

load the bare uninitialized detection model

optionally initialize the weights of thefirst few layers using the weights from a

previously trained classification model

set up a counter to keep track of the number of performed training iterations

while the number of training iterations is lower than the maximum number of
training iterations, perform the following steps (optionally in parallel):

- ON CPU: continuously load images, perform all the pre-processing and
optionally data permutation steps specified in the detector_config file, and enqueue these
images on a FIFO training queue

- ON GPU: any time the training queue has enough images to fill abatch (as
specified by the detector_config file), load these images in GPU memory and perform one
deep learning training iteration (standard back propagation with gradient descent training
methodology).

[0058] In some implementations, the training system 102, e.g., the image
selection module 110, may pre-process data for every image used by the deep neurd
network 116 during training. For example, the training system may regularize pixel
values for each image during pre-processing, e.g., by subtracting the mean pixel value of
the dataset, converting the image representation to float with values standardized between
zero and one, resizing the image to the desired input size, or a combination of two or
more of these.

[0059] In some implementations, the training system 102 may optionally permute
image data as described in more detail above. The training system 102 may perform
image data permutation during some training iterations, ignore image permutation during
some training iterations, or both. Some examples of image permutation include image
flipping, zooming, padding, or a combination of two or more of these.

[0060] FIG. 2 isan example of an environment 200 in which a deep neural
network 206 determines predicted sub-type labels using image data 202. A system may
use the sub-type labels with image data to generate a representation 208 of the image data
202.
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[0061] A camera, e.g., the camera 128, captures one or more images that depict
physical content. The cameramay provide the image data 202 for the image to a feature
extraction system (not shown). The feature extraction system may use any appropriate
algorithm to determine features represented by the one or more images. 1n some
implementations, the feature extraction system may use an Oriented FAST and rotated
BRIEF (ORB) local feature detector to determine the features in the one or more images.
[0062] The feature extraction system may use any appropriate type of datato
represent the extracted features. For example, the feature extraction system may use
vectors or another type of feature data to represent the extracted features.

[0063] When the feature extraction system receives data for multiple images, e.g.,
two or more images, the feature extraction system, or another system, may analyze the
multiple images to determine whether to stitch some of the multiple images together, e.g.,
using the extracted features. The feature extraction system, or another system, may stitch
multiple images together when the multiple images depict the same content, such asa
scene in nature shown in FIG. 2. The feature extraction system, or the other system, may
stitch only pairs of images at atime. The feature extraction system, or the other system,
may stitch together only images that have less than athreshold amount of overlapping
content. For example, the feature extraction system, or the other system, may stitch
together two images that depict less than fifty percent of the same content, less than thirty
percent of the same content, or less than or equal to thirty percent of the same content.
[0064] The feature extraction system may use any appropriate algorithm to
determine whether to stitch some of the multiple images together. For instance, the
feature extraction system may analyze the features of adjacent images, e.g., images taken
sequentially in time without intervening images, to determine features that are included in
both of the adjacent images. The feature extraction system may store, in memory, data
identifying features that are included in potentially adjacent images. The feature
extraction system may analyze the features included in the potentially adjacent images to
determine an adjacency confidence score that indicates whether the two images depict the
same physical content, e.g., the same scene. For example, the feature extraction system
determines whether particular features, e.g., features 204, are included in both first image
data 202a and second image data 202b. The feature extraction system uses aresult of the
determining whether particular features are included in both the first image data 202a and
the second image data 202b to generate an adjacency confidence score for the first image

data 202a and the second image data 202b. The feature extraction system compares the
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adjacency confidence score with athreshold adjacency confidence score. When the
adjacency confidence score does not satisfy the threshold adjacency confidence score, the
feature extraction system may determine to skip stitching the first image data 202a and
the second image data 202b together. 1n some examples, the feature extraction system
may use mathematical image feature matching and homography estimation to determine
whether two images include the same features.

[0065] When the adjacency confidence score satisfies the threshold adjacency
confidence score, the feature extraction system may determine that the two images are
adjacent images and to stitch the first image data 202a together with the second image
data 202b. In some implementations, the feature extraction system may calculate, for
each pair of adjacent images from the multiple images, a homography matrix. The
feature extraction system may use the homography matrix to determine the relative
position of the adjacent images with respect to each other, the relative position of a
camerathat captured the adjacent images, or both. The relative position of the camera
that captured the adjacent images may be arelative position of the same camera that
captured both images or the relative positions of two different cameras that respective
captured the first and second images. The feature extraction system uses the homography
matrix to project datafor the first image and data for the second image on a single plane,
e.g., to create a projected image that includes the data for the first image and the second
image. The feature extraction system can use the projected image to determine features
included in the projected image from the first image data 202a and the second image data
202b.

[0066] The deep neural network 206 receives feature data from the feature
extraction system and determines predicted sub-type labels 210a-b for objects represented
by the feature data. The predicted sub-type labels can indicate object sub-type names the
deep neura network 206 determines have at least a threshold likelihood of representing
the name of a corresponding object depicted in theimage. The deep neura network 206
may be a detector, e.g., and generate multiple sets of output data as described with
reference to FIG. 1 and the deep neura network 116. For instance, the deep neural
network 206 may provide multiple sets of output data to a runtime system that analyzes
confidence scores, e.g., object confidence scores, regions defined by location information,
or both, to determine which sets of output datato keep. The output data the system keeps
may define the predicted sub-type labels and corresponding locations of objects likely
depicted in the image data 202.
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[0067] The deep neural network 206 may receive thefirst feature data 202a and
the second feature data 202b, separately, from the feature extraction system and analyze
the feature data separately, e.g., when the feature extraction system determines that the
first and second images do not depict the same physical content. In some examples, the
deep neura network 206 receives feature datafor a projected image, e.g., when the
feature extraction system determines that first and second image depict the same physical
content.

[0068] The deep neural network 206 may determine data for use generating a
representation of the received feature data. For instance, the deep neural network 206
may provide the predicted sub-type labels 210a-b to user interface module that generates
instructions for presentation of arepresentation 208 of the images along with the
predicted sub-type labels 210a-b. The user interface module may use the predicted sub-
type labels 210a-b and the projected image to generate the representation 208 when the
sub-type labels 210a-b include data for multiple images. The user interface module may
use the predicted sub-type labels 210a-b and data for a single image to generate the
representation when the sub-type labels 210a-b include data only for the single image.
[0069] In some implementations, the deep neural network 206 may process image
data 202a-b for the two images separately. For instance, the deep neural network 206
may receive the first image data 202a and determine predicted sub-type labels for the first
image. The deep neural network 206 may separately receive the second image data 202b
and determine predicted sub-type labels for the second image.

[0070] A system that includes the deep neural network 206, e.g., the training
system 102 or a runtime system, may then determine, after receiving output from the deep
neura network 206, whether to stitch some of the multiple images together. For instance,
the system may use feature analysis, as described above, to determine whether multiple
images include the same features.

[0071] In some examples, the system may determine whether output data for two
or more of the images identify the same predicted sub-type labels. The system may use
patterns of common objects included in multiple images when determining whether to
stitch some of multiple images together. For example, the system may determine whether
separate output data, for two images, received from the deep neural network 206 each
identify a sycamore maple. When the output data for the first image data 202a identifies
an object with a predicted sub-type label of sycamore maple, and the output datafor the
second image data 202b identifies an object with a predicted sub-type label of sycamore
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mapl e the system may determine that the two images depict the same content and to stitch
the two images together. 1n some examples, the system may only determine to stitch two
images together using patterns that include two or more objects.

[0072] In some implementations, the system may use a size of objects depicted in
an image to determine whether to use feature analysis or predicted sub-type labels for
image stitching analysis. For instance, the system may determine that objects with a
larger size ratio compared to the total image size should be analyzed using predicted sub-
type labels and objects with a smaller size ratio compared to the total image size should
be analyzed using image features. The system may determine an actual size of the
objects, e.g., using the predicted sub-type labels, and a camera distance from the object
when a corresponding image was captured. The system may use the distance when
determining a method for image stitching analysis. For instance, when the distance
satisfies athreshold value, the system may use feature analysis to determine whether to
stitch two images together. When the distance does not satisfy athreshold value, the
system may use predicted sub-type labels to determine whether to stitch two images
together.

[0073] In some implementations, the system may use multiple methods to
determine whether to stitch two images together. For instance, the system may first use
feature analysis, then use predicted sub-type labels to determine whether to stitch two
images together. The system may first use predicted sub-type labels and then use feature
analysis do determine whether to stitch two images together. When the system
determines, using afirst method, e.g., either feature analysis or predicted sub-type labels,
that two images should not be stitched together, the system may use a second method. In
some examples, during runtime, the system may provide a prompt, e.g., to a user,
reguesting input indicating whether two images should be stitched together. In response
to receipt of user input indicating that two images should be stitched together, the system
may stitch two images together.

[0074] In some implementations, the deep neural network 206 may analyze
feature data for three or more images. For instance, the feature extraction system may
determine to stitch together four images, an upper left image, an upper right image, a
lower left image, and alower right image, to create the projected image. The feature
extraction system may determine feature data for the projected image created from the
four images. The deep neural network 206 may receive the feature data for the projected
image created from the four images and determine the predicted sub-type labels 210a-b.
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[0075] In some implementations, when a confidence score does not satisfy a
threshold confidence score and the feature extraction system determines to skip stitching
the first image data 202a and the second image data 202b together, the feature extraction
system may determine whether to generate a user prompt requesting recapture of one or
more images. For example, the feature extraction system, or another system, may
determine whether the images were captured within athreshold period of time, whether
an adjacency confidence score for the two images satisfies a second adjacency threshold
confidence score that is less restrictive than the threshold adjacency confidence score, or
both. When the feature extraction system determines that the images were captured
within the threshold period of time, that the adjacency confidence score satisfies the
second threshold adjacency confidence score, or both, the feature extraction system
generates instructions to cause presentation of a user interface that prompts a user, e.g., of
the device 124 that includes the camera 128, to recapture one or both of theimages. The
user interface may depict the image or images for which recapture is requested. The
feature extraction system may analyze the recaptured images to determine whether the
recaptured images are adjacent to any other images, e.g., that were previously taken or
included in the recapture.

[0076] In some implementations, when the deep neural network 206 receives
feature data for the first image, separately from or without receiving feature data for the
second image, the deep neural network does not determine predicted sub-type labels for
content that is not substantially depicted in the first image. For instance, the deep neural
network 206 may determine the predicted sub-type label of “Norway Maple’ 210afor the
tree depicted in the first image, without determining the predicted sub-type label of
“Sycamore Maple” 210b for the tree depicted in the second image.

[0077] FIGS. 3A-B are an example of an environment 300 in which a deep neural
network 310 determines predicted sub-type labels for portions of an image. For instance,
a system may determine that one or more confidence scores for predicted sub-type labels
do not satisfy athreshold confidence score. In response, the system may determine to
divide the image into portions to try and increase the confidence scores for the predicted
sub-type labels, e.g., so that the confidence scores satisfy the threshold confidence score.
[0078] The system may receive, from a deep neural network, e.g., the deep neural
network 310 shown in FIG. 3B, predicted sub-type labels for objects represented by the
image data, shown in FIG. 3A, and, for each of the predicted sub-type labels, a

corresponding confidence score. Each of the confidence scores may indicate alikelihood
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that the respective object represented by the image data 302 has the corresponding
predicted sub-type label. The deep neural network may generate the confidence scores
using any appropriate method.

[0079] The system may compare one or more of the confidence scores, each for a
corresponding predicted sub-type label, with athreshold confidence score to determine
whether the compared confidence scores satisfy a threshold confidence score. For
instance, the system may compare the confidence scores with the threshold confidence
score until determining that all confidence scores satisfy the threshold confidence score or
that at least one of the confidence scores does not satisfy the threshold confidence score.
A score may satisfy the threshold confidence score when the score is greater than the
threshold confidence score, equal to the threshold confidence score, or both. In some
examples, a score may satisfy the threshold confidence score when the score is less than
the threshold confidence score, equal to the threshold confidence score, or both.

[0080] When the system determines that each of the confidence scores satisfies
the threshold confidence score, or that at least a minimum number of the confidence
scores satisfy the threshold confidence score, the system may generate a representation of
the image using the image data 302 and the predicted sub-type labels for the objects
depicted in theimage. In some examples, the system may generate a representation that
indicates which of the predicted sub-type labels have confidence scores that do not satisfy
the threshold confidence score.

[0081] When the system determines that a confidence score for the predicted sub-
type labels does not satisfy the threshold confidence score, the system may provide the
image data 302 to a high precision image module 306, shown in FIG. 3A. The system,
and the high precision image module 306, may be part of the device 124, e.g., that uses a
deep neura network to determine predicted sub-type labels for objects depicted in an
image. The device may receive the high precision image module 306 from the training
system or another system.

[0082] The high precision image module 306 analyzes the image data 302 to
create multiple image data portions 308a-d of the image data 302 for analysis by the deep
neural network 310. The high precision image module 306 may create overlapping image
data portions 308a-d that each include some of the image data 302 that is also include in
another one of the image data portions 308a-d. For instance, afirst image data portion
308a includes image data on the right hand side of the first image data portion 308athat is

also included in a second image data portion 308b and includes image data on the bottom
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of the first image data portion 308athat is also included in athird image data portion
308c.

[0083] The system provides, separately, the image data portions 308a-d to the
deep neura network 310, as shown in FIG. 3B. The deep neural network 310 receives
datafor the first image data portion 308a as input. The deep neural network 310, e.g., the
deep neura network 116 or the deep neural network 126, generates, as output, predicted
sub-type labels for the objects represented by the first image data portion 3083,
confidence scores for the predicted sub-type labels, or both. The deep neural network 310
may generate, as output, data that indicates alocation at which each of the objectsis
depicted in an image represented by the first image data portion 308a. The deep neural
network 310 receives data for the second image data portion 308b as input and generates
corresponding output. The deep neural network 310 processes, separately, datafor the
third image data portion 308c and data for the fourth image data portion 308d. The deep
neural network 310 may process, separately, data for the image data portions in any
appropriate order.

[0084] The system receives the output from the deep neural network 310. The
system may combine the outputs for the different image data portions 308a-d, analyze the
outputs for each of the image data portions 308a-d, or both. The system may compare the
confidences scores, included in the output, with the threshold confidence score. When the
system determines that the confidence scores satisfy the threshold confidence score, the
system may generate a representation 312 of the image that includes the predicted sub-
type labels, alocation for each of the objects associated with the predicted sub-type
labels, e.g., with respect to the other objects, or both. The predicted sub-type labels
included in the representation 312 may include a sub-type name for the respective object,
an image 314a-e of the respective object, or another type of label.

[0085] In some examples, the system may generate a projected image using
output data received from the deep neural network 310 to combine datafor the different
image data portions 308a-d, e.g., to generate the representation 312. For example, the
system may align data for the different image data portions 308a-d and use the aligned
datato generate the representation 312. The system may use locations for objects
represented by the image data portions 308a-d to determine an alignment for the different
image data portions 308a-d. When the objects include soda bottles, the system may
determine that multiple objects are on the same self, are in rows stacked on top of each

other, etc., using the locations of the corresponding objects. When the objects are close
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together and on the same row, the system may determine that the objects are on the same
shelf. When the objects are grouped vertically with gaps between adjacent objects, e.g., a
gap of at least athreshold amount, the system may determine that the objects are on
adjacent shelves. When the objects are grouped vertically without gaps between them, or
with gaps that are less than a threshold amount, the system may determine that the objects
are stacked on top of each other. In some implementations, the system may determine a
type of object for which the deep neural network 310 performs analysis, and use the type
of object when generating the representation 312. For instance, when the type of the
object is maple treg, the system may determine that two trees are approximately at the
same level and generate a representation that indicates the bases of the trees are
approximately the same.

[0086] The locations for each of the objects may be indicated by the coordinates
at which the object was depicted in the image, e.g., x-y coordinates or x-y-z coordinates
or X-y coordinates with awidth and a height for the object, alocation with respect to the
other objects depicted in theimage, e.g., as shown in FIG. 3B, or other appropriate
location data. The system may use the location information for each of the objects, e.g.,
anchor box information, to automatically determine locations of the objects with respect
to each other and dynamically generate the representation 312. The width and the height
for the object may include the width and the height of a corresponding anchor box that
surrounds the object. For instance, the x-y coordinates may be for the upper left corner of
the anchor box, or another appropriate corner.

[0087] When the system determines that one of the confidence scores does not
satisfy the threshold confidence score, or that a predetermined number of the confidence
scores each do not satisfy the threshold confidence score, the system may provide image
data to the high precision image module 306. The high precision image module 306 may
generate additional image data portions. For instance, the system may determine that the
confidence scores for the first image data portion 308a, the second image data portion
308b, and the third image data portion 308c satisfy the threshold confidence score but that
at least one confidence score for the fourth image data portion 308d does not satisfy the
threshold confidence score. The system may provide datafor the fourth image data
portion 308d to the high precision image module 306 to cause the high precision image
module 306 to create multiple image portions for the fourth image data portion. The high
precision image module 306 may create any appropriate number of overlapping image

portions.
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[0088] In some implementations, the system may determine whether to create
multiple portions of image data for an image before sending data for the image to the
deep neura network 310. For instance, the high precision image module 306 may
analyze the image data 302 to determine whether there are multiple overlapping objects
depicted in the image. When the high precision image module 306 determines that there
are at least athreshold number of overlapping objects depicted in the image, the high
precision image module 306 may determine to generate multiple overlapping image
portions of the image data 302. When the high precision image module 306 determines
that there are not likely at least a threshold number of overlapping objects depicted in the
image, the system may provide the image data 302 to the deep neural network 310 for
anaysis. After determining that there are not likely at least a threshold number of
overlapping objects depicted in the image and providing the image data 302 to the deep
neural network 310, the system may later determine to create multiple image portions for
the image data 302, e.g., when some of the confidence scores generated by the deep
neural network 310 using the image data 302 as input do not satisfy a threshold
confidence score.

[0089] In some implementations, the system may use a combination of one or
more of confidence scores, potential overlap of objects depicted in an image, or asize of
objects depicted in an image when determining whether to create multiple overlapping
image portions of image data. The size may be an average size of objects depicted in an
image.

[0090] For instance, when the system, e.g., the high precision image modul e 306,
determines that a size of an object depicted in the image is less than one third the size of
the image, the high precision image module 306 may determine to create multiple
overlapping portions. In some examples, the high precision image module 306 may
determine to create multiple overlapping portions when an average size of determined
objects depicted in the image is less than one third the size of the image. The size of the
image may be based on the height, width, or both, of theimage. The determined objects
may be objects determined to likely be included in the image without a determination of a
sub-type label for the object.

[009]] In some implementations, the system may use atotal current processing
duration when determining whether to create multiple overlapping portions of image data.
For instance, the system may compare the total current processing duration, e.g.,

indicated based on a difference between the current time and atime at which the system
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received the image data, with athreshold processing duration. When the system
determines that the total current processing duration satisfies the threshold processing
duration, e.g., is greater than or equal to or both, the system may determine to skip
generation of multiple overlapping portions or additional multiple overlapping portions
when multiple overlapping portions were already generated. When the system determines
that the total current processing duration does not satisfy the threshold processing
duration, e.g., isless than or equal to or both, the system may determine to generate
multiple overlapping portions or to generate additional multiple overlapping portions
when multiple overlapping portions were aready generated.

[0092] The deep neural network 310 may generate alabel that indicates that a
corresponding object is unknown. For example, when the deep neura network 310 is
trained using negative training data, the objects depicted in the negative training data may
each be associated with an “unknown object” |abel, e.g., to indicate that these objects are
not objects of the sub-type for which the deep neural network 310 is being trained.

[0093] When analyzing image data, the deep neura network 310 may determine,
for some of the objects, a confidence score that the object is unknown. When the
confidence score for the unknown label is higher than confidence scores for other labels
for which the deep neural network 310 was trained, the system may generate a
representation 312 that includes “unknown object” labels. The “unknown object” label
may include the word “unknown,” a grayed image 316a-b that indicates that the deep
neural network 310 has at least a minimum confidence that the object is unknown, or
another type of label that identifies the respective object as unknown.

[0094] In the exampl e described with reference to FIGS. 3A-B, theimage data
302 includes data for “soda T” 304a and awater bottle 304b (both of which are shownin
FIG. 3A), neither of which are included in the object sub-types for which the deep neural
network 308 wastrained. Asaresult, the output generated by the deep neural network
308 indicates alabel of “unknown” for each instance of “soda T” and the water bottle that
are depicted in theimage. When the system generates the representation 312 using the
output from the deep neura network 310, the system may include “ unknown object”
labels for the “soda T’ 316aand the water bottle 316b in the representation. The system
may use any appropriate unknown object label. For example, the system may use afirst
unknown object label that resembles a bottle when the object sub-type is a particular

brand of soda, e.g., when the deep neural network 310 detects soda sub-types, or a second
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unknown object label that resembles atree when the object sub-type is a particular tree
species, e.g., when the deep neural network 310 detects tree sub-types.

[0095] Table 2, below, shows example pseudo code for runtime use of a deep
neura network, e.g., the deep neural network 310 or the deep neural network 206. A
system that includes the deep neural network may perform the steps described in Table 2

during runtime.

Table 2: Runtime use of the Deep Neural Networ k

Capture image, e.g., with amobile device

Convert the image format, e.g., into aformat that will be compatible with

tensorflow such as openCV

Perform one or more image pre-processing steps that mirror the image pre-
processing performed during training, e.g., resize the image to the specified deep neural

network input layer size

Load the deep neural network, e.g., using the detector_config file used during
training of the deep neural network

Provide the pre-processed image into the deep neural network

Perform inference and detect the objects

Prune objects with low confidence scores and objects marked for removal by non-

maximum suppression

If the mean width, height, or both, of the non-pruned objectsis below a certain
threshold, enter high accuracy mode:
Load a higher resolution version of the image
Divide thisimage in four quadrants with overlap, e.g. when the input
image has a 1280* 960 resol ution, create four images with a 720* 550 resolution
Perform object sub-type detection as described above on each of the four

guadrants
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Table 2: Runtime use of the Deep Neural Network

Eliminate double detections in the overlap areas, e.g., by stitching adjacent
images together

Generate a representation of the image using the non-pruned objects

[0096] FIG. 4isaflow diagram of aprocess 400 for training a deep neura
network. For example, the process 400 can be used by the training system 102 from the
environment 100.

[0097] A training system receives training data representing a plurality of images
which depict objects having an object sub-type for which a deep neural network will be
trained to recognize (402). The training data may include images, data representing
images, or both. The objects depicted in the images from the plurality of images include
at least one object having an object sub-type for which the deep neural network will be
trained. In one or more embodiments, al of the object sub-types may be sub-types of a
single object type. For example, when an object typeis“maple’ some object sub-types
may include sycamore maple and Norway maple.

[0098] Some of theimagesin the plurality of images might not depict any objects
having a sub-type for the object type. For instance, some of the images may include
negative training examples for object types or object sub-types for which the deep neura
network will not be able to generate predicted sub-type labels. Some examples of
negative training data include data for a hill, e.g., when the deep neura network is being
trained to identify tree sub-types, or data for a shelf, e.g., when the deep neural network is
being trained to identify products, such as soda, which are typically located on a shelf.
[0099] In some implementations, the deep neural network may have at least one
output for each different object sub-type for which the deep neural network is trained.
The output for each different object sub-type may indicate a confidence score that
represents a likelihood that a depicted object has the corresponding object sub-type. The
deep neura network might have one output for unknown object sub-types. For instance,
the training system can train the deep neural network to label each of the negative training
examples as corresponding to the unknown object sub-type output. When the deep neural
network istrained to identify a particular brand of soda, or particular type of tree, the
training system can train the deep neura network to label sodafor adifferent brand or
trees of adifferent type with the unknown object sub-type label.
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[0100] In some implementations, the training system may train the deep neura
network to have multiple categories of unknown object sub-types. For instance, when the
deep neura network istrained to identify maple tree sub-types, the deep neural network
may have unknown labels for bushes, flowers, horse chestnut trees, rocks, or separate
labels for each of a combination of two or more of these. When the deep neural network
istrained to identify products of a particular brand, e.g., “brand A,” the deep neura
network may have unknown labels for other brands of products, e.g., “brand B” and
“brand C,” for other types of products, e.g., when brand A makes products of a particular
type, or both.

[0101] For each training iteration, the training system sel ects particular training
data for an image from the plurality of images (404). The training System may select
training data for one image or multiple images. The training system may use a
predetermined number of multiple images for each iteration to optimize the training
process, e.g., to improve the accuracy of the deep neural network while reducing the
number of times the training system updates the weights for the deep neura network.
[0102] The training system determines whether to randomly permute a property of
the selected image that is represented by the particular training data (406). For each
image in the iteration, the training system may determine whether to randomly permute a
property of the image or to use the training data for the image without a random
permutation. When an iteration includes multiple images, the training system may
determine at least one image in the multiple images for which a property should be
randomly permuted. Some examples of random permutations may include cropping a
portion of the selected image, adjusting azoom level for at least a portion of the selected
image, adjusting a stretch value for at least a portion of the selected image, transposing
the selected image over an axis, adjusting at least one color depicted in the selected
image, adjusting an apha jitter for at least a portion of the selected image, adjusting a
shear distortion for at least a portion of the selected image, adjusting a homography for at
least a portion of the selected image, or a combination of two or more of these. The
training system may determine to randomly permute a property of an image that includes
negative training data, e.g., any portion of the image, or a property of an object that is not
of the sub-type for which the deep neural network is trained.

[0103] The training system provides, to the deep neural network, the particular
training data for the selected image or the randomly permuted particul ar training data for

the selected image (408). For instance, the training system provides, to the deep neural
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network, the training data for each image of the iteration separately. The training data
may include data that was randomly permuted, e.g., when the training system determined
to randomly permute a property of the corresponding image.

[0104] The training system receives, from the deep neura network, output data
indicating a predicted |abel for a particular object sub-type for an object depicted in the
selected image and a confidence score (410). For example, in response to providing the
training data to the deep neural network, the training system receives the output datafrom
the deep neural network. The output data indicating the predicted label may include a
confidence score, e.g., a highest confidence score for the particular object depicted in the
image, that indicates the predicted label.

[0105] The confidence score may be an object confidence score, e.g., that
represents a likelihood that the object exists in the region of the selected image defined by
the location information. The confidence score may be alabel confidence score, e.g., that
represents the likelihood that the object depicted in the selected image has the particul ar
object sub-type.

[0106] In some implementations, the training system may train the deep neurd
network to detect alocation of objects in depicted imagesin addition to determining
predicted sub-type labels. In these implementations, the training system receives, from
the deep neural network, output data that indicates a predicted location of a corresponding
object in arespective image along with a predicted sub-type label for the object.

[0107] The training system updates one or more weights in the deep neural
network using an expected output value that indicates an actual object sub-type label for
the object depicted in the selected image, the predicted label for the particular object sub-
type, and the confidence score (412). The training system may use any appropriate
method to update the weights of the deep neural network using the output data received
from the deep neural network. When the output data includes a predicted location of a
corresponding object in arespective image, the training system may update the weightsin
the deep neural network using the predicted location, an actual location of the
corresponding object in the respective image, or both.

[0108] The training system determines whether atraining process is completed
(414). For instance, the training system may determine whether a predetermined number
of training iterations have been performed, an accuracy of the deep neural network
satisfies athreshold accuracy, or another appropriate condition is satisfied. When the

training system determines that the training process is not complete, the training system
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may select particular training data for another image from the plurality of images, e.g.,
proceed to step 404. When the training system determines that the training processis
complete, the training system may store the deep neural network in memory, proceed to
step 416, or both.

[0109] The training system provides the deep neura network to a device for use
detecting whether one or more images depict objects having the particular object sub-type
(416). For example, the training system may provide the deep neural network to a device,
e.g., amobile device, using a network.

[0110] In some implementations, the process 400 can include additional steps,
fewer steps, or some of the steps can be divided into multiple steps. For example, the
training system may perform steps 404 through 414 without performing step 402, step
416, or both.

[0111] FIG. 5isaflow diagram of aprocess 500 for generating a representation
of animage. For example, the process 500 can be used by the device 124 from the
environment 100.

[0112] A devicereceives datafor an image that depicts at |east one object (502).
For instance, a camera, included in the device, may capture data for the image.

[0113] The device determines whether to create multiple overlapping portions of
datafor the image (504). The device may determine a size of objects depicted in the
image, a predicted quantity of objects depicted in an image, confidence scores generated
by the deep neural network that a respective object depicted in the image has a predicted
sub-type label, a combination of two or more of these, or another appropriate method or
combination of methods to determine whether to create multiple overlapping portions of
datafor theimage. For instance, the system may determine that one or more confidence
scores, each for an object depicted in an image, do not satisfy athreshold confidence
score and that the device should create multiple overlapping portions of datafor the
image.

[0114] In some examples, the device may determine that a size ratio, for asize of
an object depicted in the image to the total image size, does not satisfy athreshold ratio
and that the device should create multiple overlapping portions of datafor the image.
When a predicted quantity of objects satisfies, e.g., is greater than, athreshold quantity of
objects, or the sizes of the objects satisfy, e.g., are less than, athreshold size, or both, the

device may determine to create multiple overlapping portions of datafor the image.

35



[0115] When the device determines not to create multiple overlapping portions of
data for the image, the device provides, to a deep neura network, the data for the image
to cause the deep neural network to predict object sub-type labels for the at |east one
object (506). The device may generate data that represents the image, e.g., vectors, and
provide the generated data to the deep neural network. The device may provide any
appropriate type of datato the deep neural network, e.g., based on the input data for
which the deep neural network was trained.

[0116] In response to determining to create multiple overlapping portions of data,
the device creates the multiple overlapping portions of datafor the image (508). For
example, the device may determine a quantity of overlapping portions to create based on
the size of the objects depicted in the image, a quantity of objects depicted in theimage,
or both. When theratio of the size of the objects to the size of theimageislow, e.g., the
objects are very small compared to the overall size of the image, or when the quantity of
objects depicted in theimage is high, the device may create a greater number of
overlapping portions of data than if the size ratio were greater, e.g., closer to one, or the
guantity of depicted objects were lower.

[0117] The device provides, to the deep neural network, data for each of the
multiple overlapping portions separately to cause the deep neural network to predict
object sub-type labels for the at |east one object (510). For example, the device provides
datafor afirst overlapping portion to the deep neural network and receives corresponding
first output, e.g., as part of step 512. The device provides datafor a second overlapping
portion to the deep neural network and receives corresponding second output.

[0118] The device receives, from the deep neural network, output data that
represents a sub-type label that indicates alikely object sub-type for an object, and an
object location that indicates alocation of the object in theimage (512). The output data
that represents a sub-type label may be a confidence score that indicates a likelihood that
the object has the corresponding sub-type label.

[0119] The device determines whether a confidence score satisfies a threshold
confidence score (514). For example, the device may compare the confidence score for at
least one of the objects depicted in the image, or that is represented by one of the multiple
overlapping portions of data for the image, with athreshold confidence score.

[0120] When the confidence score does not satisfy the threshold confidence score,
e.g., the confidence score is less than, equal to, or both, the device may create multiple

overlapping portions of datafor theimage. When the device aready created multiple
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overlapping portions of data for the image, the device may determine to divide only the
portion that includes data for the object, al of the portions, or another proper subset of the
portions. For instance, since the portions are overlapping, the device may determine that
two of the portions include data for the object and determine to divide each of the two
portions into additional, smaller sub-portions. The device may determine sub-portions for
the two portions jointly or separately. For instance, the device may determine sub-
portions for afirst portion and sub-portions for a second portion. In some examples, the
device may determine sub-portions for the two portions together.

[0121] When the device determines that one or more of the confidence scores
satisfy the threshold confidence score, e.g., that all of the scores satisfy the threshold
confidence score, the device generates, using the output data for one or more objects, a
representation of the image that indicates, for each object in the one or more objects, a
location of the object in the image and the sub-type label that indicates the likely object
sub-type for the object (516). The representation may include sub-type labels that
identify a respective sub-type name for each of the objects, a corresponding icons of the
sub-type, or another appropriate type of label. When the sub-type labels are icons and the
image received by the device depicts multiple occurrences of objects having a particul ar
sub-type some of which show different views of the object sub-type, the representation
includes asingleicon for each of the occurrences of the object sub-type even though the
depictions of the objects in the image may be different.

[0122] The device may use the representation to analyze the object sub-types
included in the representation. For example, the device may determine a predicted
guantity of each of the object sub-typesin theimage, avariety of object sub-types
included in the image, or both, using the representation. The device, or another system,
may use the representation to order additional product that should be delivered to a
physical location represented by the image, e.g., as part of an inventory system. For
instance, when the image depicts a shelf, afridge, or afreezer at aretail location, the
additional product can be ordered for delivery to theretail location. In some examples,
the representation may be used to determine changes to a product layout for the objects
depicted in the image, e.g., based on the object sub-types included in the representation
and the expected object sub-types that should be included in the representation.

[0123] In some implementations, the device may generate a user interface that
depicts the representation, data for the representation, or both. For instance, the data for
the representation may include predicted quantities for the object sub-types, expected
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guantities for the object sub-types, expected locations for the object sub-types, expected
locations for some object sub-types, or a combination of two or more of these. In some
examples, the user interface may identify objects that are placed in an incorrect location,
e.g., that do not belong on a shelf depicted in theimage. The device may generate the
user interface in response to user input indicating selection of a*“view results’ button. In
response, the device may load a configuration file that outlines the predicted sub-type
labels for which the deep neural network is trained, product presentation compliance
rules, e.g., for the retail location, or both. The device may use the configuration file to
generate the user interface and cause presentation of the user interface. The user interface
may be graphical, e.g., two or three-dimensional, audible, or both.

[0124] The order of stepsin the process 500 described aboveisillustrative only,
and the generation of the representation of the image can be performed in different orders.
For example, the device may receive the output data from the deep neura network,
determine whether one or more of the confidence scores included in the output data each
satisfy the threshold confidence score, and then determine whether to create multiple
overlapping portions of datafor the image, e.g., using aresult of the first determination.
[0125] In some implementations, the process 500 can include additional steps,
fewer steps, or some of the steps can be divided into multiple steps. For example, the
device may receive the image data, provide data for the image to the deep neural network,
and generate the representation without performing one or more of the other steps for the
process 500.

[0126] In some implementations, a device may include a deep neural network for
object disambiguation. For example, when the device receives output data from the deep
neura network that identifies a particular object for which two object sub-types are likely
to indicate alabel for the particular object, the device may use a separate disambiguation
deep neura network to determine a predicted object sub-type label for the particular
object. For example, the two object sub-types may have confidence scores that are within
athreshold distance from each other, that both satisfy a threshold confidence score, e.g.,
are both greater than athreshold confidence score, or both. The device may determine a
disambiguation deep neural network that is particular to one or both of the predicted
object sub-types that are likely to indicate alabel for the particular object. The device
may provide data for the object, e.g., image datafor the object, to the disambiguation
deep neura network to cause the disambiguation deep neural network to generate second

output with predicted object sub-type labels for the particular object. The second output
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may include predicted object sub-type labels for other objects depicted in theimage. The
data provided to the disambiguation deep neural network may be data for one of multiple
overlapping portions of datafor animage. In some examples, the data may be datathat is
likely to include only or substantially only data for the particular object, e.g., and not
include data for any other objects. The device may include multiple disambiguation deep
neural networks, some of which may be for different related sub-types. One example of a
disambiguation deep neura network includes a deep neural network trained to identify
particular types of chap stick and lipstick for a particular producer.

[0127] Embodiments of the subject matter and the functional operations described
in this specification can be implemented in digital electronic circuitry, in tangibly-
embodied computer software or firmware, in computer hardware, including the structures
disclosed in this specification and their structural equivalents, or in combinations of one
or more of them. Embodiments of the subject matter described in this specification can
be implemented as one or more computer programs, i.e., one or more modul es of
computer program instructions encoded on a tangible non-transitory program carrier for
execution by, or to control the operation of, data processing apparatus. Alternatively or in
addition, the program instructions can be encoded on an artificially-generated propagated
signal, e.g., amachine-generated electrical, optical, or electromagnetic signal, that is
generated to encode information for transmission to suitable receiver apparatus for
execution by a data processing apparatus. The computer storage medium can be a
machine-readabl e storage device, a machine-readabl e storage substrate, a random or serial
access memory device, or a combination of one or more of them.

[0128] The term “data processing apparatus’ refers to data processing hardware
and encompasses al kinds of apparatus, devices, and machines for processing data,
including by way of example a programmable processor, a computer, or multiple
processors or computers. The apparatus can also be or further include special purpose
logic circuitry, e.g., an FPGA (field programmable gate array) or an ASIC
(application-specific integrated circuit). The apparatus can optionally include, in addition
to hardware, code that creates an execution environment for computer programs, e.g.,
code that constitutes processor firmware, a protocol stack, a database management
system, an operating system, or a combination of one or more of them.

[0129] A computer program, which may also be referred to or described as a
program, software, a software application, a module, a software module, a script, or code,

can be written in any form of programming language, including compiled or interpreted
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languages, or declarative or procedural languages, and it can be deployed in any form,
including as a stand-alone program or as a module, component, subroutine, or other unit
suitable for use in a computing environment. A computer program may, but need not,
correspond to afilein afile system. A program can be stored in a portion of afile that
holds other programs or data, e.g., one or more scripts stored in a markup language
document, in asingle file dedicated to the program in question, or in multiple coordinated
files, e.q., files that store one or more modules, sub-programs, or portions of code. A
computer program can be deployed to be executed on one computer or on multiple
computers that are located at one site or distributed across multiple sites and
interconnected by a communication network.

[0130] The processes and logic flows described in this specification can be
performed by one or more programmable computers executing one or more computer
programs to perform functions by operating on input data and generating output. The
processes and logic flows can al so be performed by, and apparatus can also be
implemented as, specia purpose logic circuitry, e.g., an FPGA (field programmable gate
array) or an ASIC (application-specific integrated circuit).

[0131] Computers suitable for the execution of a computer program include, by
way of example, general or special purpose microprocessors or both, or any other kind of
central processing unit. Generally, acentral processing unit will receive instructions and
datafrom aread-only memory or arandom access memory or both. The essential
elements of a computer are a central processing unit for performing or executing
instructions and one or more memory devices for storing instructions and data.

Generaly, acomputer will also include, or be operatively coupled to receive datafrom or
transfer data to, or both, one or more mass storage devices for storing data, e.g., magnetic,
magneto-optical disks, or optical disks. However, acomputer need not have such
devices. Moreover, acomputer can be embedded in another device, e.g., amobile
telephone, a smart phone, a personal digital assistant (PDA), amobile audio or video
player, a game console, a Global Positioning System (GPS) receiver, or a portable storage
device, e.g., auniversal serial bus (USB) flash drive, to name just afew.

[0132] Computer-readable media suitable for storing computer program
instructions and data include all forms of non-volatile memory, media and memory
devices, including by way of example semiconductor memory devices, e.g., EPROM,
EEPROM, and flash memory devices; magnetic disks, e.g., internal hard disks or
removable disks, magneto-optical disks, and CD-ROM and DVD-ROM disks. The
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processor and the memory can be supplemented by, or incorporated in, specia purpose
logic circuitry.

[0133] To provide for interaction with a user, embodiments of the subject matter
described in this specification can be implemented on a computer having a display device,
e.g., LCD (liquid crystal display), OLED (organic light emitting diode) or other monitor,
for displaying information to the user and a keyboard and a pointing device, e.g., amouse
or atrackball, by which the user can provide input to the computer. Other kinds of
devices can be used to provide for interaction with a user as well; for example, feedback
provided to the user can be any form of sensory feedback, e.g., visual feedback, auditory
feedback, or tactile feedback; and input from the user can be received in any form,
including acoustic, speech, or tactile input. In addition, a computer can interact with a
user by sending documents to and receiving documents from a device that is used by the
user; for example, by sending web pages to a web browser on a user’ s device in response
to requests received from the web browser.

[0134] Embodiments of the subject matter described in this specification can be
implemented in a computing system that includes a back-end component, e.g., as adata
server, or that includes a middleware component, e.g., an application server, or that
includes a front-end component, e.g., a client computer having a graphical user interface
or aWeb browser through which auser can interact with an implementation of the subject
matter described in this specification, or any combination of one or more such back-end,
middleware, or front-end components. The components of the system can be
interconnected by any form or medium of digital data communication, e.g., a
communication network. Examples of communication networks include alocal area
network (LAN) and awide area network (WAN), e.g., the Internet.

[0135] The computing system can include clients and servers. A client and server
are generally remote from each other and typically interact through a communication
network. The relationship of client and server arises by virtue of computer programs
running on the respective computers and having a client-server relationship to each other.
In some embodiments, a server transmits data, e.g., an HyperText Markup Language
(HTML) page, to a user device, e.g., for purposes of displaying data to and receiving user
input from a user interacting with the user device, which acts as aclient. Data generated
at the user device, e.g., aresult of the user interaction, can be received from the user

device at the server.
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[0136] FIG. 6 isablock diagram of computing devices 600, 650 that may be used
to implement the systems and methods described in this document, as either aclient or as
aserver or plurality of servers. Computing device 600 isintended to represent various
forms of digital computers, such as laptops, desktops, workstations, personal digital
assistants, servers, blade servers, mainframes, and other appropriate computers.
Computing device 650 is intended to represent various forms of mobile devices, such as
personal digital assistants, cellular telephones, smartphones, smartwatches, head-worn
devices, and other similar computing devices. The components shown here, their
connections and relationships, and their functions, are meant to be exemplary only, and
are not meant to limit implementations described and/or claimed in this document.

[0137] Computing device 600 includes a processor 602, memory 604, a storage
device 606, a high-speed interface 608 connecting to memory 604 and high-speed
expansion ports 610, and alow speed interface 612 connecting to low speed bus 614 and
storage device 606. Each of the components 602, 604, 606, 608, 610, and 612, are
interconnected using various busses, and may be mounted on a common motherboard or
in other manners as appropriate. The processor 602 can process instructions for execution
within the computing device 600, including instructions stored in the memory 604 or on
the storage device 606 to display graphical information for a GUI on an externa
input/output device, such as display 616 coupled to high speed interface 608. In other
implementations, multiple processors and/or multiple buses may be used, as appropriate,
along with multiple memories and types of memory. Also, multiple computing devices
600 may be connected, with each device providing portions of the necessary operations
(e.g., asaserver bank, a group of blade servers, or a multi-processor system).

[0138] The memory 604 stores information within the computing device 600. In
one implementation, the memory 604 is a computer-readable medium. In one
implementation, the memory 604 is a volatile memory unit or units. In another
implementation, the memory 604 is a non-volatile memory unit or units.

[0139] The storage device 606 is capable of providing mass storage for the
computing device 600. In one implementation, the storage device 606 is a computer-
readable medium. In various different implementations, the storage device 606 may be a
floppy disk device, a hard disk device, an optical disk device, or atape device, aflash
memory or other similar solid state memory device, or an array of devices, including
devicesin astorage area network or other configurations. In one implementation, a

computer program product is tangibly embodied in an information carrier. The computer
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program product contains instructions that, when executed, perform one or more methods,
such as those described above. Theinformation carrier is a computer- or machine-
readable medium, such as the memory 604, the storage device 606, or memory on
processor 602.

[0140] The high speed controller 608 manages bandwidth-intensive operations for
the computing device 600, while the low speed controller 612 manages lower bandwidth-
intensive operations. Such allocation of dutiesis exemplary only. Inone
implementation, the high-speed controller 608 is coupled to memory 604, display 616
(e.g., through a graphics processor or accelerator), and to high-speed expansion ports 610,
which may accept various expansion cards (not shown). In the implementation, low-
speed controller 612 is coupled to storage device 606 and low-speed expansion port 614.
The low-speed expansion port, which may include various communication ports (e.g.,
USB, Bluetooth, Ethernet, wireless Ethernet) may be coupled to one or more input/output
devices, such as akeyboard, a pointing device, a scanner, or a networking device such as
aswitch or router, e.g., through a network adapter.

[0141] The computing device 600 may be implemented in a number of different
forms, as shown in the figure. For example, it may be implemented as a standard server
620, or multiple timesin agroup of such servers. It may also be implemented as part of a
rack server system 624. In addition, it may be implemented in a personal computer such
as alaptop computer 622. Alternatively, components from computing device 600 may be
combined with other components in a mobile device (not shown), such as device 650.
Each of such devices may contain one or more of computing device 600, 650, and an
entire system may be made up of multiple computing devices 600, 650 communicating
with each other.

[0142] Computing device 650 includes a processor 652, memory 664, an
input/output device such as adisplay 654, acommunication interface 666, and a
transceiver 668, among other components. The device 650 may also be provided with a
storage device, such as amicrodrive or other device, to provide additional storage. Each
of the components 650, 652, 664, 654, 666, and 668, are interconnected using various
buses, and several of the components may be mounted on a common motherboard or in
other manners as appropriate.

[0143] The processor 652 can process instructions for execution within the
computing device 650, including instructions stored in the memory 664. The processor

may a so include separate analog and digital processors. The processor may provide, for
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example, for coordination of the other components of the device 650, such as control of
user interfaces, applications run by device 650, and wireless communication by device
650.

[0144] Processor 652 may communicate with a user through control interface 658
and display interface 656 coupled to adisplay 654. The display 654 may be, for example,
aTFT LCD display or an OLED display, or other appropriate display technology. The
display interface 656 may comprise appropriate circuitry for driving the display 654 to
present graphical and other information to auser. The control interface 658 may receive
commands from a user and convert them for submission to the processor 652. In
addition, an external interface 662 may be provided in communication with processor
652, so as to enable near area communication of device 650 with other devices. External
interface 662 may provide, for example, for wired communication (e.g., viaadocking
procedure) or for wireless communication (e.g., via Bluetooth or other such
technologies).

[0145] The memory 664 stores information within the computing device 650. In
one implementation, the memory 664 is a computer-readable medium. In one
implementation, the memory 664 is a volatile memory unit or units. In another
implementation, the memory 664 is a non-volatile memory unit or units. Expansion
memory 674 may also be provided and connected to device 650 through expansion
interface 672, which may include, for example, a SIMM card interface. Such expansion
memory 674 may provide extra storage space for device 650, or may also store
applications or other information for device 650. Specifically, expansion memory 674
may include instructions to carry out or supplement the processes described above, and
may include secure information also. Thus, for example, expansion memory 674 may be
provided as a security module for device 650, and may be programmed with instructions
that permit secure use of device 650. In addition, secure applications may be provided
viathe SIMM cards, along with additional information, such as placing identifying
information on the SIMM card in a non-hackable manner.

[0146] The memory may include for example, flash memory and/or MRAM
memory, as discussed below. In one implementation, a computer program product is
tangibly embodied in an information carrier. The computer program product contains
instructions that, when executed, perform one or more methods, such as those described
above. Theinformation carrier isacomputer- or machine-readable medium, such as the

memory 664, expansion memory 674, or memory on processor 652.
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[0147] Device 650 may communicate wirelessly through communication interface
666, which may include digital signal processing circuitry where necessary.
Communication interface 666 may provide for communications under various modes or
protocols, such as GSM voice calls, SMS, EMS, or MM S messaging, CDOMA, TDMA,
PDC, WCDMA, CDMA?2000, or GPRS, among others. Such communication may occur,
for example, through radio-frequency transceiver 668. In addition, short-range
communication may occur, such as using a Bluetooth, WiFi, or other such transceiver
(not shown). In addition, GPS receiver module 670 may provide additional wireless data
to device 650, which may be used as appropriate by applications running on device 650.
[0148] Device 650 may also communicate audibly using audio codec 660, which
may receive spoken information from a user and convert it to usable digital information.
Audio codec 660 may likewise generate audible sound for a user, such asthrough a
speaker, e.g., in ahandset of device 650. Such sound may include sound from voice
telephone calls, may include recorded sound (e.g., voice messages, music files, etc.) and
may also include sound generated by applications operating on device 650.

[0149] The computing device 650 may be implemented in a number of different
forms, as shown in the figure. For example, it may be implemented as a cellular
telephone 680. It may aso be implemented as part of a smartphone 682, personal digital
assistant, or other similar mobile device.

[0150] Various implementations of the systems and techniques described here can
berealized in digital electronic circuitry, integrated circuitry, specialy designed ASICs
(application specific integrated circuits), computer hardware, firmware, software, and/or
combinations thereof. These various implementations can include implementation in one
or more computer programs that are executable and/or interpretable on a programmable
system including at least one programmabl e processor, which may be specia or general
purpose, coupled to receive data and instructions from, and to transmit data and
instructions to, a storage system, at least one input device, and at least one output device.
[0151] These computer programs (also known as programs, software, software
applications or code) include machine instructions for a programmabl e processor, and can
be implemented in a high-level procedural and/or object-oriented programming language,
and/or in assembly/machine language. As used herein, the terms “machine-readable
medium” “computer-readable medium” refers to any computer program product,
apparatus and/or device (e.g., magnetic discs, optical disks, memory, Programmable

Logic Devices (PLDs)) used to provide machine instructions and/or datato a
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programmabl e processor, including a machine-readable medium that receives machine
instructions as a machine-readable signal. The term “machine-readable signal” refersto
any signal used to provide machine instructions and/or data to a programmabl e processor.
[0152] While this specification contains many specific implementation details,
these should not be construed as limitations on the scope of what may be claimed, but
rather as descriptions of features that may be specific to particular embodiments. Certain
features that are described in this specification in the context of separate embodiments
can aso be implemented in combination in a single embodiment. Conversely, various
features that are described in the context of a single embodiment can aso be implemented
in multiple embodiments separately or in any suitable subcombination. Moreover,
although features may be described above as acting in certain combinations and even
initially claimed as such, one or more features from a claimed combination can in some
cases be excised from the combination, and the claimed combination may be directed to a
subcombination or variation of a subcombination.

[0153] Similarly, while operations are depicted in the drawings in a particular
order, this should not be understood as requiring that such operations be performed in the
particular order shown or in sequential order, or that al illustrated operations be
performed, to achieve desirable results. In certain circumstances, multitasking and
parallel processing may be advantageous. Moreover, the separation of various system
modules and components in the embodi ments described above should not be understood
as requiring such separation in all embodiments, and it should be understood that the
described program components and systems can generally be integrated together in a
single software product or packaged into multiple software products.

[0154] Particular embodiments of the subject matter have been described. Other
embodiments are within the scope of the following claims. For example, the actions
recited in the claims can be performed in a different order and still achieve desirable
results. Asone example, the processes depicted in the accompanying figures do not
necessarily require the particular order shown, or sequential order, to achieve desirable
results. In some cases, multitasking and parallel processing may be advantageous.

[0155] What isclamed is:
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CLAIMS

1. A computer-implemented method comprising:
receiving training data representing a plurality of images at a deep neural network
training system,
the plurality of images depicting objects having an object sub-type, and
the deep neural network training system to train a deep neural network to
recognize the object sub-type for one of the objects depicted in the plurality of images,
wherein multiple object sub-types for which corresponding objects are
depicted in the plurality of images each correspond to the same object type;
for a plurality of iterations:
selecting particular training data for an image from the plurality of images;
determining whether to randomly permute a value of a property of the selected
image that is represented by the particular training data;
providing, to the deep neural network, the particular training data for the
selected image or the randomly permuted particular training data for the selected image;
receiving, from the deep neural network, output data indicating:
a predicted label for a particular object sub-type for an object depicted
in the selected image, and
a confidence score that represents a likelihood that the object depicted
in the selected image has the particular object sub-type; and
updating one or more weights in the deep neural network using:
an expected output value that indicates an actual object sub-type label
for the object depicted in the selected image,
the predicted label for the particular object sub-type, and
the confidence score that represents the likelihood that the object
depicted in the selected image has the particular object sub-type; and
providing the deep neural network to a mobile device for use detecting whether one or

more images depict objects having the particular object sub-type.

47



2. The method of claim 1, wherein updating the one or more weights in the deep neural
network comprises updating the one or more weights in the deep neural network using, for
each of two or more images from the plurality of images, a respective expected output value,
the respective predicted label for the particular object sub-type, and the respective confidence

scorce.

3. The method of claim 1, wherein:
receiving, from the deep neural network, output data indicating the predicted label for
the particular object sub-type for the object depicted in the selected image and the confidence
score that represents the likelihood that the object depicted in the selected image has the
particular object sub-type comprises:
receiving, from the deep neural network, the output data that indicates a
predicted location of the object in the selected image; and
updating the one or more weights in the deep neural network comprises:
updating the one or more weights in the deep neural network using the
expected output value, the predicted label for the particular object sub-type, the respective
confidence score, an actual location of the object in the selected image, and the predicted

location of the object in the selected image.

4. The method of claim 1, wherein determining whether to randomly permute a value of
a property of the selected image that is represented by the particular training data comprises
determining whether to randomly perform one or more of the following:

crop a portion of the selected image;

adjust a zoom level for at least a portion of the selected image;

adjust a stretch value for at least a portion of the selected image;

transpose the selected image over an axis;

adjust at least one color depicted in the selected image;

adjust an alpha jitter for at least a portion of the selected image;

adjust a shear distortion for at least a portion of the selected image; or

adjust a homography for at least a portion of the selected image.
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5. The method of claim 4, wherein:

each iteration comprises selecting two or more images from the plurality of images;
and

determining whether to randomly permute a value of a property of the selected image
that is represented by the particular training data comprises:

selecting, for each iteration, one or more particular images from the selected two or
more images; and

determining, for each of the one or more particular images, a property to

randomly permute.

6. A non-transitory computer storage medium encoded with instructions that, when
executed by one or more computers, cause the one or more computers to perform operations
comprising:
receiving data for an image that depicts a plurality of objects;
determining whether to create multiple overlapping portions of data for the image,
the multiple overlapping portions each including a proper subset of data for the
image;
in response to determining to create the multiple overlapping portions of data for the
image:
creating the multiple overlapping portions of data for the image using the
received data for the image;
providing, to a deep neural network, data for each of the multiple overlapping portions
separately to cause the deep neural network to predict object sub-type labels for each of the
plurality of objects;
receiving, from the deep neural network for some of the objects in the plurality of
objects:
output data that represents a sub-type label that indicates a likely object sub-
type for the object, and
an object location that indicates a location of the object in the image; and
generating, using the output data for some of the objects in the plurality of objects, a
representation of the image that indicates, for some of the objects in the plurality of objects, a

location of the object in the image and the sub-type label that indicates the likely object sub-
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type for the object.

7. The computer storage medium of claim 6, the operations comprising:

receiving, for some of the objects in the plurality of objects, a corresponding
confidence score that indicates a likelihood that the object is of the object sub-type, wherein:

determining whether to create multiple overlapping portions of data for the image that
each include a proper subset of data for the image comprises determining, for each of the
confidence scores, whether the corresponding confidence score satisfies a threshold
confidence score; and

creating the multiple overlapping portions of data for the image is responsive to
determining that at least one of the confidence scores does not satisfy the threshold

confidence score.

8. The computer storage medium of claim 6, wherein:

determining whether to create multiple overlapping portions of data for the image that
each include a proper subset of data for the image comprises determining whether a current
processing duration satisfies a threshold processing duration; and

creating the multiple overlapping portions of data for the image is responsive to

determining that the current processing duration satisfies the threshold processing duration.

9. The computer storage medium of claim 6, the operations comprising:

receiving, for some of the objects in the plurality of objects, a corresponding
confidence score that indicates a likelihood that the object is of a corresponding object sub-
type; and

determining, for at least some of the objects using the corresponding confidence
scores, whether to use a disambiguation deep neural network, different from the deep neural

network, to determine an object sub-type label for the object.

10. The computer storage medium of claim 9, wherein:

receiving, for some of the objects in the plurality of objects, a corresponding
confidence score that indicates a likelihood that the object is of a corresponding object sub-
type comprises receiving, for some of the objects in the plurality of objects, multiple

corresponding confidence scores each of which indicates a likelihood that the object is of an
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object sub-type for which the deep neural network is trained; and

determining, for at least some of the objects using the corresponding confidence
scores, whether to use a disambiguation deep neural network, different from the deep neural
network, to determine an object sub-type label for the object comprises determining, for at
least some of the objects, whether two of the corresponding confidence scores each satisfy a

threshold confidence score.

11.  The computer storage medium of claim 9, wherein:

receiving, for some of the objects in the plurality of objects, a corresponding
confidence score that indicates a likelihood that the object is of a corresponding object sub-
type comprises receiving, for some of the objects in the plurality of objects, multiple
corresponding confidence scores each of which indicates a likelihood that the object is of an
object sub-type for which the deep neural network is trained; and

determining, for at least some of the objects using the corresponding confidence
scores, whether to use a disambiguation deep neural network, different from the deep neural
network, to determine an object sub-type label for the object comprises determining, for at
least some of the objects, whether two of the corresponding confidence scores are within a

threshold distance from each other.

12.  The computer storage medium of claim 6, wherein:

receiving, from the deep neural network for some of the objects in the plurality of
objects, the output data that represents the sub-type label that indicates a likely object sub-
type for the object, and the object location that indicates a location of the object in the image
comprises receiving, for some of the objects in the plurality of objects, a corresponding
confidence score that indicates a likelihood that the object is of the object sub-type; and

generating, using the output data for some of the objects in the plurality of objects, the
representation of the image that indicates, for some of the objects in the plurality of objects,
the location of the object in the image and the sub-type label that indicates the likely object
sub-type for the object comprises:

determining that at least one of the confidence scores does not satisfy a

threshold confidence score;

determining that a current processing time exceeds a threshold
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processing time; and

in response to determining that a current processing time exceeds a
threshold processing time, determining to generate the representation of the image despite
determining that at least one of the confidence scores does not satisfy a threshold confidence

scorc.

13. The computer storage medium of claim 6, the operations comprising:
determining, using the representation of the image, a stock of one or more objects
from the plurality of objects; and
determining, using the stock of the one or more objects, a quantity of objects to

request for delivery to a physical location that includes an area depicted in the image.

14. The computer storage medium of claim 6, wherein receiving the data for the image
that depicts the plurality of objects comprises:

receiving, for each of two or more images, first data for the respective image;

determining, using the first data for each of the two or more images, that the two or
more images depict the same physical content; and

in response to determining that the two or more images depict the same physical
content determining, using the first data for each of the two or more images, the data for the

image that depicts the plurality of objects by stitching together the two or more images.

15. A deep neural network training system comprising one or more computers and one or
more storage devices on which are stored instructions that are operable, when executed by the
one or more computers, to cause the one or more computers to perform operations
comprising:
receiving training data representing a plurality of images,

the plurality of images depicting objects having an object sub-type, and

the deep neural network training system training a deep neural network to
recognize the object sub-type for one of the objects depicted in the plurality of images,

wherein multiple object sub-types for which corresponding objects are
depicted in the plurality of images each correspond to the same object type;

for a plurality of iterations:
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selecting particular training data for an image from the plurality of images;
determining whether to randomly permute a property of the selected image that
is represented by the particular training data;
providing, to the deep neural network, the particular training data for the
selected image or the randomly permuted particular training data for the selected image;
receiving, from the deep neural network, output data indicating:
a predicted label for a particular object sub-type for an object depicted
in the selected image,
location information defining a region of the selected image in which
the object is likely depicted, and
a confidence score that represents a likelihood that the object exists in
the region of the selected image defined by the location information; and
updating one or more weights in the deep neural network using:
an expected output value that indicates an actual object sub-type label
for the object depicted in the selected image,
the predicted label for the particular object sub-type, and
the confidence score that represents the likelihood that the object exists
in the region of the selected image defined by the location information; and
providing the deep neural network to a mobile device for use detecting whether one or

more images depict objects having the particular object sub-type.

16. The system of claim 15, wherein updating the one or more weights in the deep neural
network comprises updating the one or more weights in the deep neural network using, for

each of two or more images from the plurality of images, a respective expected output value,
the respective predicted label for the particular object sub-type, and the respective confidence

scorc.

17. The system of claim 15, wherein:

the confidence score comprises an object confidence score;

receiving, from the deep neural network, output data indicating the predicted label for
the particular object sub-type for the object depicted in the selected image and the confidence

score that represents the likelihood that the object exists in the region of the selected image
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defined by the location information comprises:

receiving, from the deep neural network, the output data that indicates a label
confidence score that represents a likelihood that the object depicted in the selected image has
the particular object sub-type; and

updating the one or more weights in the deep neural network comprises:

updating the one or more weights in the deep neural network using the
expected output value, the predicted label for the particular object sub-type, the respective
label confidence score, the respective object confidence score, an actual location of the object
in the selected image, and the location information defining a region of the selected image in

which the object is likely depicted.

18. The system of claim 15, wherein determining whether to randomly permute a value of
a property of the selected image that is represented by the particular training data comprises
determining whether to randomly perform one or more of the following:

crop a portion of the selected image;

adjust a zoom level for at least a portion of the selected image;

adjust a stretch value for at least a portion of the selected image;

transpose the selected image over an axis;

adjust at least one color depicted in the selected image;

adjust an alpha jitter for at least a portion of the selected image;

adjust a shear distortion for at least a portion of the selected image; or

adjust a homography for at least a portion of the selected image.

19. The system of claim 18, wherein:
each iteration comprises selecting two or more images from the plurality of images;
and
determining whether to randomly permute a value of a property of the selected image
that is represented by the particular training data comprises:
selecting, for each iteration, one or more particular images from the selected
two or more images; and
determining, for each of the one or more particular images, a property to

randomly permute.
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20. A non-transitory computer storage medium encoded with instructions that, when
executed by one or more computers, cause the one or more computers to perform operations
comprising:

receiving data for a particular image that depicts a plurality of objects;

providing, to a deep neural network trained to detect objects of a particular type using
one or more anchor boxes that each include location data that identifies a respective box in an
image, the data to cause the deep neural network to predict object sub-type labels for each of
the plurality of objects, the object sub-type labels for objects having a sub-type of the
particular type;

receiving, from the deep neural network for some of the objects in the plurality of
objects, output data a) determined by the deep neural network using the one or more anchor
boxes applied to the particular image and b) that represents a sub-type label that indicates a
likely object sub-type for the object, and an object location that indicates a location of the
object in the particular image; and

generating, by the one or more computers and using the output data for some of the
objects in the plurality of objects, instructions for presentation of a user interface that includes
a representation of the particular image that indicates, for some of the objects in the plurality
of objects, a location of the object in the particular image and the sub-type label that indicates
the likely object sub-type for the object; and

providing the instructions to a display to cause the display to present the user interface.
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