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POSITIONING SYSTEM At.JP.METHOD 
This invention .relates in general to positioning of !~cation systems_ and, in particular, . . ... '· 

to such a system as utilized to locate objeds Wit~in an interior space· or shielded 

environment. More specifically, but without restriction to the particular embodiments 

5 . hereinafter described in accordance with the current best mode . of practice, this 

invention relates to a location positioning system for use in a shielded environment that 
utilizes GPS-type· signals. 

The art of proximity detedion and position loca.~~n has been c0ntributed. to by a 

number of proposed devices and systems. Thes~Jnclude, for example, the device 

10 discussed in U.S. Patent No. 5,311,185 to Hochstein et al. which is directed to a 
proximity detection device relying on a transponder·tl'lat periodically transmits status 

signals. Transceivers are fixed at locations about a structure for receiving and 
transmitting signals. U.S. Patent No. 5,363,425 tQ Mufti et al. incorporates an 
identification .badge having a radio frequency (RF) tr1111smitter. Radio frequency (RF) 

15 receivers are located in telephones in various rooms of a structure. The location of the 

identification tag is determined to be the room with th~ r;Jearest phone. Anders et al. in 

U.S. Patent No. 4,656,463t propose a passive transc~iver tag which is sensed by an 

active transceiver. This proximity control system· forms the basis for a location, 

identification. and measurement of movement of inventory system, commonly referred 
20 to as a LIMIS system. 

Prior device~ and systems, as exemplified by_tho~~ discussed above,· ~ave been ·· · ~· ·. : 
directed to the use of proximity detection. Typic29lly, these devices use a radio · 

frequency (RF) transponder and a radio frequency (RF) receiver. Proximity is measured 

by detection of a signal or by signal strength. Current proximity deviees, therefore, lack · 

25 the ability of precisely measuring the location of an of:jjE)ct. -_ · .. ---~-::~:·-~:_::.::·--~~-~~:~~-~-;:~:: 
One current type of loeation position system does, ·however, offer the advantage 

of precise location. Such an existing system is known e1iifthe Gtobaf Positioning System 

(GPS). This system includes a number of satellites Jrrorbit around the Earth. Each· 
c, .. . satellite produces a continuous signal which carries both.a·time component·and·a space~~:::~·:··--·: 

30 component having a number of orbital parameters , associated therewith. ·A GPS. 

receiver, employed in conjunction with an appropriately programed computer, is used 

to receive at least four of the satellite signals and therefrqm determine a precise location _... .. 

of ~e receiver. This location infonnatic;m is typically p~_sented as longitude, latitude, 
·· and altitude.· One critical timitation of the GPS is thafit;f~tjuires the satellites-to be "in 

35 view'' relative to the receiver. This means that no obstruction can exist between the 
:-""•" 

minimum number of satellites and the receiver. The staridard GPS, therefore, will not 
function inside a building since the GPS signal is blocked by glass, metal, foliage, soil, 
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brick, ~nd various other materials which cause deflecJiol"l·.of the signal. The GPS signal 
is op.timally employec;I in an environment such as a flfit~ desert or on the high seas. 
Thus, While the GPS has many important uses in wide open spaces, it is not currently 
available for use within interior spaces or shielded envir,onments. 

5 In addition to the U.S. patents discussed above,. other related references deal 
exclusively with outside signals. Such references include, for example, U.S. Patent No. 
5,051,741 to Wesby; U.S. Patent No. 5,334,974 to 'Simms et al.; and U.S. Patent No. 
4,918,425 to Greenberg et al. 

Positioning systems are becoming widely recognized as being more important in 
10 today's society. There· is a current need in business arid industry to precisely locate 

and/or track the movement of people and material assets such as inventory or capital 
equipment Structures such as the World Trade Center or large factories, which can 
employ thousands of people, currently desire the ability to locate people who may 
require assistance in reaching their intended destination. This is also true for large 

15 theme or amusement parks and other expansive tourist areas. In addition, this current 
need generally applies to people, objects, and inventory .whether they may be located 
indoors, out-of-doors, or moving therebetween. The prior art devices and systems 
discussed above do not meet these needs because they lack precision or are currently 
incapable of operating within shielded environments or ·interior spaces. 

20 Thus, prior to the present invention disclosed herein below, there has not been 

25 

30 

35 

proposed a positioning system that precisely locates an object or person by utilizing 
GPS or GPS-type signals in an interior space or shielded environment. 

It is, therefore. an object of the pr~sent invention . to improve position location 
systems. 

Another object of this invention is to increase the number of situations in which a ·· ...... . 
GPS-based position location system may be utilized. 

It is a furthfl!r object of the present invention to employ GPS signals in a position 
locati~n system which is not limited to use in only open E1nd unobstructed areas. 

. .Still another object of the present invention is to employ GPS-type signals in a .. ·-···-·····. 
position location system. 

It is still a further object of the present invention to p~cisely locate by use of a GPS 
signal, an object p9sitioned within an interior space. . . 

Yet another object of the present invention is to p~~cisely locate ~ stationary or 
moving object contained within a shielded environm~ntb,y.use of a GPS-type signal. · ·· 

An additional object of the present invention is to precisely locate by use of a GPS 
signal, an object positioned within a shielded environment. 
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·Yet a further object of the present invention is to precisely locate as a function· of 

time, an object positioned within an interior space by use of a GPS-type signal. 
· It is yet a further object of the present invention to remoteJy detect the precise· · 

tOcation of an objed or person positioned within the interior of a large structure such as 

5 a multi-floor office building, a factory or warehouse, a manufacturing or processing 
facility such as a shipbuilding yard or oil refinery, or also so positioned in a sea going 

vessel or space craft. 
Yet another additional object of this invention is _to remotely detect the precise 

location of a person moving abol;lt within a theme. park, amusement park, or other 
10 expansive tourist area that may be shielded from standard GPS signals to thereby assist 

the person in reaching a desired destination. 
Still yet another object of the present invention is to utilize pseudosatellites to 

broadcast a corresponding GPS or GPS-type signal within an interior space or a 
shielded environment 

15 Jt is yet still another additional and further object of the present invention to 

precisely locate by use of a GPS or GPS-type signal, an object or person moving 

" between an interior space or shielded environment and unobstructed open space. 

. . 

These and other objects are attained in accordance with the present invention 

wherein there is provided a location positioning system for use in a shielded environ-
20 ment. The system includes a GPS re.ceiver for receiving GPS signals and transmitting 

navigational data. a clock recovery unit for receiving the navigational data and . . '. . . . .. - . . . . - .. ... . . . .. . . ···- ... . . - .. ~ .... - - . .... . . . . ... .. .. . . 

reconstructing an accurate clock .signal, a computer processing unit for receiving the 
. . . .. . - . . . 

accurate clock signal and the navigational data, and at least four pseudosatellites · 

positioned within the shielded environment. One of the at least four pse~dosatellites is 

25 non-coplanar. relative .. Jo . ~he .. others ..... The ... computer .. processing .. unit generates a ~:. 
. . ~ -· . .. . . . .. . . . 

respedive GPS-type signal corresponding to each of the at least four p·seudos~elJites;·:: _____ · 
. . . 

and the respective GPS:type signal contains. new. orbital ·parameters .for each · ·· 
.. . . . ............... . 

cqrresponding pseudosateUite! .. A~rding to one aspect of this invention. the GPS-type 

... · . sig~als a~ tral'l.S~~e.~.~11~ _!h~-~_t.lj~l.9~ ~.oyjr.(mm~ot.to:~ .. ~ive.d_by __ areceiver..device .... . 
-- •. ... .... . . .. -.. - . . . ' . . . . .. . . ·- .::... . .. ...•.. .. . . . . -·-· .... ... ..... .. . ..... ~ .. ·~··· ......... - ······- ............... -· .. 

30 located therein. The receiver device is capable of tnmsr;nitting a location signal.. In one 

35 

particular implementation of this inve1ntion, there is furt~er provided a comp_uter and a 
location receiver associated therewith. The location l"(!Ceiver is positioned within the 

shielded environtf1ent to receive the location signal from the receiver device $0 that a · ·· 
precise position of the location receiver may be determined by -the -compUter· by ... 

processing the location signal. According to a specific use of this invention, the location 

device includes a cellular p~one or alternatively a badge capable of being attached to· 

a person moving within the shielded environment. 
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According to another embodiment of the prese~t invention there is provided a 

personnel location ~nd tracking system for use in a work-place environment This 

· emt>odiment includes a GPS receiver for receiving :GPS signals and transmitting 

navigational data; a clock recovery unit for receiving the _navigational data and 
5 . _ reconstructing an accurate clock signal; a computer processing unit for receiving the 

accurate clock signal and the navigational data; at least four pseudosatellites positioned 

within the work-place environment, one of the at least four pseudosatellites being non­
coplanar relative to the others, wherein the computer processing unit generates a 
respective GPS-type signal corresponding to each of the at least four pseudosatelJites, 

10 the respective GPS-type signal containing new orbital parameters for each correspond­

ing pseudosatellite; a receiver device carried by an individual moving within the work­
place environment, the receiver device capable of transmitting a location signal, the 
GPS-type signals being transmitted into the work-place environment to be received by 
the receiver device; and computer means having a location receiver associated 

15 therewith, the location receiver being positioned within the work-place environment to 

receive the location signal from the receiver device so-that a precise position of the 
individual carrying the location receiver may be determined· by the computer means by 

processing the location signal. 

In accordance with another embodiment of this invention, there is provided an 

20 inventory location and tracking system for use in a warehouse storage facility. This 
_embodiment includes a GPS receiver for receiving GPS signals and transmitting 

navigational data; a clock recovery unit for re~Mng the navigational data and 
reconstructing an accurate clock signal; a computer processing unit for receiving the 

accurate clock signal and the navigational data; at least tour pseudosatellites positioned 

--25 within the warehouse storage facility, one of the at least four pseudosatellites being non-
___ .: __ :.: ->::-_;:::.~. coplanar- relative to the others, wherein the computer_ processing unit generates a 

respective GPS-type signal corresponding t() each of the.at least four pseudosateHites, 

the respective GPS-type signal containing new orbital parameters for each correspond­

···-·---·-:::·-:·:. ::: ·:_.. ing p!ieudosatetlite; and a receiver device attached to a respective item of inventory in 
30 warehouse storage facility. This receiver device is capable of transmitting a location 

signal and the GPS-type signals are transmitted into the warehouse storage facility to 

be received by the reeeiver device. This embodimeritfurther includes a computer 

havi~g a location receiver associated therewith, the loc~tic;m receiver being positioned 
· ---- · ---·· · - : within -the warehouse storage facility to receive the location signal from the receiver 

· 35 device so that-a precise position of the respective item of .inventory having the location 
receiver may be determined by the computer means by processing the location signal. 
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According to yet another embodiment .of the present invention, there is also 

·.provided a personal communications and location system for use in an indoor 

environment. This system similarly includes a GPS receiver for receiving GPS signals 

and transmitting navigational data; a clock recovery unit for receiving the navigational 

5 data and reconstructing an accurate clock signal; a computer processing unit for 

receiving the accurate clock signal and the navigational data; at least four 

pseudosatellites positioned within the indoor environment, one of the at least four 

pseudosatellites being non-coplanar relative to the others, wherein the computer 
processing unit generates a respective GPS-type signal corresponding to each of the 

1 O at least four pseudosatellites, the respective GPS-type signal containing new orbital 

parameters for each corresponding pseudosatellite; a receiver device in combination 
with a cellular phone carried by an individual moving within the indoor environment, the 
receiver device capable of transmitting a location signal, the GPS-type signals .being 
transmitted into the indoor environment to be received by the receiver device; and a 

15 computer having a location receiver associated therewith. The location receiver is 
positioned within the indoor environment to receive the location signal from the receiver 

device so that a precise position of the individual carrying the location receiver may be 
determined by the computer by processing the location signal. The cellular phone thus 
providing a personal communication link with an ope~or of the computer. 

20 . _In still yet a further embodiment of this invention, there is provided a combined 
positioning system for locating an object_ mo.ving betwe~n a shielded environment and . 
unobstructed open space. This system includes a, plurality of global positioning 

. sateilites in o~it. around. the Earth, ~ach of the .. global positioning satellites broadcasting 

a standard GPS signal; a first GPS receiver for receiving the standard GPS signals and 

25 ... :·tra9S.mifting navigationai"data_! a" clock r~coveiy u~itJ~r.receiving the ~~igation.al data 
and .reconstructing an accurate clock si9nal; a· coinpUt~r pr~sing unit for teceivinQ ·· 
the· accurate clock_ signal and the navigational data; at_ least four pseudosatellites 

. p~sihoned 'withi~ the shielded environment, on~ of. the "at least four pseudosatellites 
. · .... _. b~i~g-__ l}Q~~.Qp_l~n.~r..)elativ~.Jo:.the ___ others, ... wherein ·the. complJter processing unit .. 

. ·3()~:~--~: 9~rierates~-a- resp-eetive:C3F>s~iY(le- si9na·i-~~~~P~~cii~9--·t~ -~~ch of the at least fou_r . 
. ."· . . . . . . . . . . . . -.. . . . . . . - . . . 

pseu~osatellites, the respective GPS-type signal containing new .orbital parameters for 
ea~ corresp~nding pseudosatellite; a receiver de~i~e ~ttach~d to the moving object, 

the receiver devic~{capable of transmitting a location signal, the GPS-type signals being 
transmitted into the shielded environment to -be -rece.ived .by the r~ceiver device: and a ·· ·· · 

35 computer having· a location receiver associated the~iih: th~ location receiver being 
positioned within the shielded environment. to receive the location signal from the 
receiver device so th.at a precise indoor position of the moving object having the location 

-- ---· --··- - . -·- - . -·· ... ·-. ~··· ·-· 
'" ··-······ .. ··--·· .... - . -· .. ·-- ·-·- - --·- . 
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receiver may be determined by the computer means br;processing the location sig~-al 
whery the object is within the shielded envi~nment ~~~: ~mbodiment is also p·rovided 
with a .second GPS receiver attached to the moving object, the second GPS receiver for 
receiving the standard GPS signals when the object is in the unobstructed open space 

5 ·so that a precise outdoor position of the moving object having the second GPS receiver 
may be obtained. 

Yet another embodiment of this invention is directed to an interior positioning 

system having a GPS receiver for receiving GPS signals and transmitting NA VDAT 
data, a clock recovery unit for receiving NAVDAT d~ta and reconstructing an accurate 

1 O clock signal, a computer for receiving the accurate clock signal and the NAVDAT data, 
the computer capable . of calculating pseudosateDite data for at least four 
pseudosatellites, and the pseudosatellites capable of transmitting pseudosatellite data 
signals from the pseudosatellite data, Wherein the pseudq~ateDite data signals are used 
for determining interior position. This embodiment may further include a second GPS 

15 receiver for receiving the pseudosatellite data signals, the second GPS receiver being 
capable of using the pseudosatellite data signals to determine the interior position of the 
second GPS receiver, and a link for communication between the second GPS receiver 
and the computer. This link may be implemented as a duplex system capable of 
relaying the position of the second GPS receiver to the computer and capable of 

20 relaying information from the computer to the second GPS receiver. 
According to another aspect of this invention, there is provided a method for 

providing· an interior positioning system. ·This method includes the steps of receiving 
GPS signals, reconstructing an accurate clock signal from the GPS signals, calculating 
orbital parameters for at least four pseudosatellites, an~. 'transmitting pseudosatellite 

. . . '• . . . ~ .. ·' . 

. 2s-~~:~·-data.signals using the reconstructed·clock signal and orbital parameters for at least four 
... pseuclosateirates .. This mefuOd .. may further. inciude generating NAYQAT information fro~ 

: .:: . ·-the received GPS signals." usin.g .the NA WAT information for calculating the orbital 
. ·- · --'·:· · para~eters- for the pseudosatellites, and adding offsets to the NAVOAT information 

··-· ·- ·· ···'---=-:~-- ::wherrcillculating the orbital parameters, as well as deJaying the reconstructed clock 

30 signal to account for different propagation time to each of the pseudosatelJites. 

In aceordance with yet another aspect of this inyen~l'l: there is provided an interior 
positioning system. .having positional data regarding the physical position of at least four 
pseudosatellttes, ·a clock unit for providing an accurat~·91ock signai, a computer for 

··-· .- calculating pseudosatellite data ·derived froridhe positional data and the clock signal, 

35 and a transmitter in communication to the computer for t~nsmitting pseudosatellite data 
signals derived from the pseudosatellite data. This embodiment may further include a 
second GPS receiver for receiving the pseudosatellite data signals, the second GPS 
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receiver being capable of using the pseudosat~llite d$ta signals to detennine tts interior 
position. I~ one particular implementation of this embodiment, there is fur:ther provided 

a link for communication between the second GPS receiver and the computer. This link 
may ·take the form of a duplex· system capable of relaying the position of the second 

5 GPS receiver to the computer and capable ·of relaying information from the computer 

to the second GPS receiver. 

According to yet another embodiment of the method of this invention the following 

steps are practiced. First, providing positional information regarding at least four 
pseudosatellites, then providing an accurate time signal, also calculating pseudo-

1 O satellite data for each pseudosatellite by using the position information, and further 

transmitting the. pseud~tellite data and the accurate time signal, the transmitting of the 
accurate time signal being delayed for each pseudosatellite to account for propagation 
delay. 

Further objects of the present invention together with additional features 

15 contributing thereto and advantages accruing therefrom will be apparent from the follow­

ing description of certain preferred embodiments of the present invention which are 
shown in the accompanying drawing with like reference numerals indicating like 
components throughout, wherein: 

Fig._ 1 is a graphical representation of a prior art Global Positioning System; 
20 Fig. 2_ it,;_a graphical r~pre"-.ntation of one embodiment of the interior positioning 

system according to the present invention; . . . . . . . . . . .. -- ··-·· ....... . .. - ... . . .. .. - . 

. . Fig. 3 is a graphical representation of.another em.b?CJiment of ~he i~erior positioning 
system according to this invent~on; 

Fig. 4 is graphical representation of yet another embodiment of the interior 
25 ... .. ·positi0ning·' syStem acoording to the' teaching of the prese~t invention; 
... · .. •· ..•. · ... <'~Fig. 5 is a· bJbck diagram ot hardware employed in conjunction with the interior 

. _. _ positioning system of t~~Jnven~n; 

. Fig. 6 is a· :flow chart of software used in conjunction with the present interior 
. ":.. - . - . . . 

·--·····--·-·· :.:-·-:·:::··:: :pg~:~~-?~~~~::~:f.:St~-~:.·:·:-:-~-:·:·::: :·.:::::. :::::·:~.:.-:.:. :::.~: .. :::~. :. _: .··:::·.-: ... .-:. ~:--~-:: . .:::. ~ ·· :· : .. : .. ~ .. - ::··--·· ···: · ··· .. : ..... ::· 
30 Fig. 7 is a block diagram _showing the ov~rall structure of one embodiment of the 

. .. .. . . - . . 

interior positioning system according to this invention; 
Fig. 8 is a detailed · block. diagram further illustrating the clock recovery unit 

. discussed in conjunction with Fig._. 7; 
.. .. Fig .. 9 is . a .. detailed block ·diagram directed t~ the modulator. as employed in 

35 connection with the present invention; 
Fig. ·10 is a detailed graphical representation of the structure having an interior 

positioning system according to this invention as presented in Example 1 below; and 

. . ... ·-· - ·-·-···· .. - -- ... ·-·---· -······ .. --- -·· - - ---···-·-···-~- ·- -------·-·--···- -········-- ----·---·------- .... -·· .. -.. •····· 
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Fig. 11 is a block diagram similar to that of Fig. 7 ,. showing the overall structure of 

·another embodiment. Qf the interior positioning system. according to this invention. 
'Referring now to the "cirawing"""a-nd initialiy to" Fig~ 1, there_ is shOWn ··~ global 

positioning system 10. according to the prior ·art. The system 1 O is illustrative of lhe 

5 -currently operating NAVSTAR Global Positioning System Which includes many satelJites 

represented by satellites 12-26 orbiting the Earth 28. A total of twenty-four (24) are 

actually used. The orbJting satellites 12-26 communicate or bro_adcast signals 30-44, 

respectively, to the Earth 28~ The signals 30-44 contain two types of information. The 
first type of information .is precise time encoded ·informati()n and the second is extremely 

10 accurate encoded pasition Information. A GPS receiVer located at position 45, for 
example, is able to dett:trmine its exact location by measuring the difference between 
any four GPS signals and calculating the spatial distance or range to each satellite. The 

receiver then uses this data and the known position of each satellite to determine its 

own position in space, or on the surface of the earth. The NAVSTAR Global Positioning 
15. System is ·more fully described in Ayjator's Gujde to GPS by Bill Clarke and Itm 

NAVSTAR Global Po~Wonjng System by Tom Logsdon, the teachings of which are 

herein recognized to CQmprise part of the prior art rel*d hereto. The current GPS 
system, however, does not function in many situations. Such situations include, for 

example, locations within a building structure, inside an urban environment having a 
20 ·variety· of tall structures, under water, inside dense :forests,. and underground. 

Turning now to Fig. 2, there is shown one embOdim~nt of an internal positioning 
. . .. 

· system 46 according to the present invention. The illustration of Fig. 2 shows a building 
47 having a first room 48, a second room 50, and a third _room 52. Three different uses 
of the interior positioning system 46 are illustrated in Fig~ 2. These different uses will 

·· 25 · - ··be briefly described before_.further discussing.In detail.the specific components of the 
. . . . . . - .. . . 

· interior positioninl:fsysten\"46~- ·-···- ··c··---·-··-·-·· · - · --·- · · ·- · ·- · - · · ·-- ··-· ·· · · --- --- · 

In the first use, a badge 64 is eriabled to deterrriine· ~ internal p<)sition. The badge 
- ... ·· -.,54. may· be: provided _with- an optional transmitter (not shown) to report the badge 

··· ········positian;·· ln·the second use,-a pointer:.66is enabled.to ~l~te its internal position to th~--
30 position of another known object such as a television set 68. By estab!ishing the relative 

position of two objects, a pointing ve~or may be df!ten:ni~~~- In the third use, a cellular 
phone 70 is show&}_ as being enabled to determine its loeation With precise accuracy and 

use that location information to berie~cial adva_n~ag~. _ ... , ... . .. _ .. 
··· - ·- ·. ·· ·· -··· ···· In connection with the third use discussed ·above~- if i~fcurrently contemplated that 

35 satellites will soon be able.to perform spot beam searches for specific phones in specific 
~ .. . . . .. 

cellular regions. For such an advanced roaming cellular phone system to function 

appropriately, a cellular phone must be able to determine.Its position and communicate 
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this information w~en. activated in an entirely different area. In this manner, a Los 
Angeles based ce~lular phone could be used in New York City. The cellular phone 70 
is'. herein currently ~nabled to function in this mann~r. When the self-locating cellular 
phone 70 is activated in New York City, the ceJl_ular phone 70 reports its interior or 
exterior position and thereby activates a new loeal area. There are thus proposed 
herein various configurations of intemaJ positioning system receivers according to the 
present invention.·.· The cellular phone 70, for example, contains a standard GPS 
receiver which is proyjded with an interface to the celllJlar phone function. The badge 

.. 64 and the pointer 66. may contain_ a more specialized receiver which responds to 
m~ltiple messages contained in the GPS-type signal described below. These messages 
can contain specialized infonnation, such as street address, zip codes, area codes and 
the like, to enable more.specific system functions. 

With continuing reference to Fig. 2, the GPS satellites 16-22, for example, direct 
GPS signals 34-40,. re$pectively, toward the building 47. The signals 34-40 are 

., . 

communicated to a rec,eiving and distnbution system 54. The receiving and distribution 
system 54 distributes ~rresponding GPS-type signals·to intemal antennas or pseudo­
satellites 56-62, one of: each being positioned in each .. C>f the rooms 48-52 as illustrated. 
The embodiment of the interior positioning system 46 shown in Fig. 2 employs four 
channels which tran$mit new RF GPS-type signals modulated with ofbital data 

20 corresponding to the actual location of pseudosatellites 56-62. The form of the 
· modulation is identicaJ to .. the form of a standard GPS signal. The specific data 

·: · _·.: __ ·_·:.·::-.-.··---~~~i~ed is develop~~. intemally by the internal positioning system 46. The receiving 

, . . . ... and distribution system 54 makes appropriate changes to each of these signals to allow ...... · . . . . . . 

· · :·--~~ _,_ for positional offset. Ari example of positional offset is discussed below in conjunction 
• • .'1, '=•'". '-' ':·..... • :. • . .· . . • . '·· . ~ • • .•....•. ' . 

-···-----25 :· .'..with Fig. -10. ; . 
-··-- · ::.-:::::~;:_ ~~~~T~:::~ .'..:'. · ·: ·· -The . rooms 48::-52 .·are preferably electronically isolated from each other. This 

. .·~ . . . 

· ··· ·· -·-···. , , . · . ensures that interior ppsjtioning system signals from any one room do not transmit into 
. . ~''.:;,'_,_:'> ·a~Otti~r ~om. Wtu~rl,;theJ'()Oms 48-52 are not electro~i<:ally i~olated from each other, 

-----··-·-"·----~-,·-----·,-·--·only· one _set of p~e~~p~~~~Jl~te,s ~~_2Js requi~d. Alternatively, it is contemplated to ··- ...... --·····--··· -···-·~--·-··· .·-· -_.,. .•... ,_._ -.. ,......... . ... -. . .. . ·.. .· .. . . 

30 share a pseudosatellite. or any combination thereof. between two or more different 
·.'
0

.• __ , .. _.:_.rooms~· This asped.,bf'.·th~ pre~~~t-invention is illustrat.~d by pseudosatellite 62 being 
. ········.:·,-·,shared betWeen thetWo·.~om~·SO and 52t as illustrate~ i~ Fig. 2. This type of sharing 

.. -·-· :· .. 

··-- :.: ... __ .. ·is possible even.when the· two rooms are electronicallyJsolated from each other. The 
···.-·:~_::::::~:_:::' ... :::··internal· positioning syst~~ 46-·may be implementecl·!ri:any single or multiple room 

35 structure as long as the RF carrier frequency, or other:camer frequency. can penetrate 
-. · the walls. In addition, the.four pseudosatellites are preferE1bly positioned in the room in 

. opposite diagonal corners to maximize the distances therebetween so as to in turn, 
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maximize the accuracy of the positioning capabilities of the internal positioning system 
46. 

. . . ···~-~ .... --·····-~ . ..... "' . -· ... .... ... . - .. . .. 

As shown in Figs. 2 and 3. the badge 64 and cellular phone 70 are enabled to 
determine their interior position using a standard GPS receiving antenna ~8. and the 

5 receiving and distribution system 54 as next described. in detail. 

The distribution system 54 is provided with a computer processing· ·unit 55 that 
converts each of the standard GPS signals 34-40 into a c0rresponding or interior GPS­
type signal that includes the GPS time component and a pesition component with new 

·orbital parameters. This processing will be described in further detail below. The GPS-
1 O · type signals generated by the processing unit 55 are ea~h ·hard-wired into a respective 

and corresponding pseud~satellite. Thus, the new orbital ;parameters generated by the 
processing unit 55 relate to the exact physical locafion of each corresponding 
pseudosatellite relative to the room in which it is positioned. The present internal 
positioning system 46 requires a minimum of four GP$ satellites each emitting a 

15 standard GPS signal, and a related minimum of four corresponding pseudo- satellites 
each receiving over hard wire. a modulated GPS-type signal provided by the processing 
unit 55. Of the minimum of four corresponding·pseudo sate.Hites required by the intemal 
positioning system 46. one pseudosatellite thereof must be non-coplanar relative to the 
others. This requirement is illustrated in Figs. 2 and 3 by pseudosatellite 62 being 

20 positioned in non-coplanar relation to the pseudosatell~ 56, 58, and 60. 
In continuing description of the internal positioning system 46, each of the 

pseudosatellites 56, 58, 60. and 62 produces a respective signal 57, 59, 61, and 63 
which is transmitted into a respective electronically isoi'~~d room. The badge 64 and 
cellular phone 70 are each provided with a receiver capable of receiving the signals 57, 

25 59. 61, and 63. The badge 64 and cellular phone 70 are.. in t!-Jm enabled t~ ~nsmit their 
exact position back to a c0rriputer system 72.eqiilpped "Wltti"a receiVer"aritenna 73: "The. 
computer system 72 is provided with processing so~fe.capable of computing the 
precis_~ location of the badge 64 or the eellular phone 7C(~lative to its localized internal 

·· ·· -- ·--·-·or shielded·environment.··This-·Jocation information may.:~~:'printed-outor.displayed on ..... . 
30 a monitor in any desired form such as floor and room nU.mt>er. In addition thereto, it is 

herein contemplated that a customized grid for each spegJfic environment, building, or 
area can be develqped and programed into the computer·system software so that output 
location data might be presented in terms of ~nown zori~~·;:·~eCto~, or. other. c~ar.ting or 

· surveying coordinates. -Thus in· this use, an operatc>r. of!He complitet system 72 carf 
35 determine the location of people internal to a building whp.:are equipped with either the 

badge 64 or the cellular phone 7o. In the case of an ind!~ldual carrying the phone 70, 
the computer operator may rapidly communicate with tli~lll on an individual basis. 
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- It is to be understood that the present invention i~ -not limited to use with the badge 
64 or cellular phone_ 70, but rather may be used in conjunction with a pager, a portable 
computer, a personal digital assistant, a watch, a robot, inventory, or numerous other 
stored objects or items customarily carried by indi":i~uals moving within a particular 

5 environment. In addition thereto, it should be appr:eciated that not every room requires 
a computer system 72. In the embodiments whe.~in the rooms are electronically 
isolated, each such room is provided with a -receiver-73. ln this situation, all of the 
receivers 73 are connected to a single computer sys~ 72 which may be placed in any 
desired location-even locations miles or hundreds of miles away from the building or 

1 O environment in which the internal positioning system 46 is installed. 
Referring now to Fig. 4, the pointer 66 is shown in relationship to the television 68 

in greater detail. Prior hereto, various devices have been proposed for interactive use 
with a television. Such devices include touch sensitive screens, mouse-type control 
devices, remote control devices, and others. This use.of the internal positioning system 

15 46 relates the pointer 66 to the television 68. The pointer 66 is preferably a receiver 
with orientation determining capabilities provided, for .example, by a gyroscope. By 
determining the location of the telev_ision 63 and the poJnter 66 in the manner described 
above, a pointed-to-location 80 can be realized. This pointed-to-location can be 
advantageously used in interfacing with television images. 

20 Fig._ 5 shows the hardware for the receiving and distribution system 54. The 
___ antenna JS is used for receMng the. GPS signals 30-44. The antenna 78 then 
_ c.ommunicates with a power amplifier :82 which is used- to amplify and retransmit the 
signals to a receiver 84. The receiver 84 is used to select the appropriate GPS 
channels for demodulation, decoding,_ and calculation of time and navigational data 

· .. •.· 

25 (NAVDAT). The GPS .receiver 84 is used to determioe the position of the receiving··:~~ - -- -
--antenna 78. The computer processing unit 55 is used to manage the signals from a 

-, _ inuitipiexer 96, a frequency converter 98. a_nd a frequency divider 102. A differential 
GPS reference receiver 112 is used to_ perform diffen~ntial GPS calculations in any 

.:.- ____ embooiment of the int!=)rnal positioning system 46 that may be in relative motion to the ---. - ...... ···-····. ····-··- ......... •¥-- . ..... . - : .. . . .. .. . 

30 Earth 28. Higher resolution and accuracy can be realized through use of differential 

35 

_ GPS over time. According to this method of operation, the position of each system is 
...... " 

· -·compared and the -sum of the comparison of a l~rger number of measurements 
~ve~ges out to give a more accurate reference position.· 

-- -- -The processing ac:complished in the receiving and distribution system 54 by the 
computer processing unit 55, includes computing and m""ltiplexing the positional offset, 
registering movement, and recording a history of each badge 64 or cellular phone 70. 
This processing also includes differential GPS information_ when required by the internal 
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positioning system 46. The preferred processing soflYlare is shown in the flow chart of 
Fig.·_·a. Additional aspects of Fig. 5 will be discu~sed in further detail. below in .. 
conjunction with Fig. 7. 

With reference now to Fig. 6, one embodiment of software used to run the internal 

5 positioning system 46 is shown. It should be understood that various other features and 

embodiment~ of the software are possible for use with the internal positioning system 

46, and that the following embodiment is an illustrative, non-limiting example thereof. 
In this embodiment, the processing starts with the initJalization block 122. The GPS 

receiver 84 and differential GPS receiver 112 are initial.ized and calibr$ted in blocks 124 
10 and 126. A report status software block 128 accepts:the status from the GPS receiver 

84 and the differential GPS receiver 112, and then coll.borates data and interacts with 
a file holding information regarding previous history files of a particular badge 64 or 

cellular phone 70. A boot history file 132 contains updated positions on transition 

15 

20 

25 

30 

35 

activity that has taken place since the report status was last generated. A poll control 

panel function block 134 drives a data display number 136 which functions as an 

operator control monitoring station that displays positi011al location of various objects. 

A registered movement tag file block 138 interacts _with '.a file block 140 to continuously 
monitor position locations. A look-up.software module 142 interacts with the operating 

system of the computer processing unit 55. Software blocks or modules 144 and 146 
record changes to a history file on the internal positioning system 46~ ·This system 

history file is preferably maintained so as to determin·e location. Block 148.is optional -

and used for differential GPS proces~ing of informati~:n received form the .differential 

receiver 112 when employed as required by a specific system implementation. A .. 

receive update block 150 receives an updated positiorl from differential GPS receiver . 

112. A transmit data block 1s2 tr8nsmit5--ttie.pr~9e~se#:ciata te>~a ~~~-,!~d J~~i.o"..:~::-.~:-~:~~·::.: __ :~: 
Referring to Fig. 7, there is shovin a particular group of t!'te s~~ellite~ 16-22 havin~_ . 

the corresponding standard GPS satellite signals 34, 3a/38, and 40 as discussed above· 

in oonjundion with Figs. ·1 and 2. Each-Of the'satellites :1~-22 broadcasts its C>Wn unique 
oode~ message continuously. The corresponding .. sateHite.signalS .. ~O ·a·ach-hav~-_·a::·:· .. :~:-----

. ~· . . . . 

message structure containing three basic components., 

The first of these three basic components is a ·co.arse Acquisition cod .ignal, or 

C/A code. This-coarse acquisition code signal ·is a ·t .. 023 MHz carrier thE: .s phase 

modulated using binary phase shift keying, or:BPSK/:by the pseudorandom. code . 
assigned to each of the satellites 16-22. Th~ p~~udorartdom code is a fixed series.of·-··-··· 
binary bits having a length of 1,023 bits. Each satellite 16-22 broadcasts using an 
assigned and specific code algorithm. The code algofithms are well defined in GPS 

related literature. 
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The second of the. three basic components of the standard (;PS signal is a 

Precision code sign~l;.or P code. The precision code is BPSK modulated at 10.23. MHz . 

. This precision code is a pseudorandom code and i~ significantly Jong containing specific 
satellite identification·data· similar to the C/A code. 

5 Lastly, the third. basic component of a GPS sig.nEil· is satellite data. This satellite 

data modulates both the precision Code and the CO$.~. acquisition code at 50 bits per 

second, again using BPSK modulation. The sateUite data includes several information 

categories, the most pertinent being ephemeris data for each GPS satellite. Ephemeris 
data describes the orbital path of the satellite in terms defined by the Inertial Coordinate 

10 System. The Inertial Coordinate System is based. on garth's center of gravity or COG, 

in which the North Celestial pole defines a Z axis through the COG, and the plane of the 

Celestial Equator is perpendicular to the Z axis and intersects the COG .. The orbital 

parameters of the satellite are defined in terms of right ascension, inclination, argument 

of perigee, semi·majoraxjs, and eccentricity, as well as specific parameters oftirne and 
15 mean anomaly. Almana~ data for all satellites is also.included in the satellite data. 

The GPS receiver 84 as shown in Fig.7, computes precise location information by 

using the satellite signals 34-40. The GPS receiver84.computes its own location using 
data from at least four satellites 16-22. Additional satellites which are in view, however, 

will necessarily add to the data from which the GPS ,¢an select the minimum of four 

20 · . signals. The GPS receiver~ determines the pseudorange to each satellite· and solves 
., ' 

· for the user, a position in terms of latitude, longitude, anc:I altitude. The pseudorange 
measurement has two prinCipal sources of inaccuracy .. These include the clock timing'. 

error and propagation variations. The GPS receiver 84 ouJputs a NAVO~ T data signal 

164 via an RS422 serial ~a.ta port. The NAVDAT data signal 164 co~tains navigational 

25 data anci GPS alman~c data. This navigational data includes latitude,. longitud~~ ...... .. . ... .. 
altitude. and time of day. The G~S .al!°"anac data includes GPS week number. satelJite-:·-·-"""·----,· 
health, and almanac ephemeris data • 

. Wrth CQntinu.ing referenee novl to Figs. 5.an.d 7, a clo~ recovery unit 106 receives 
.. · NAVDAT .data ·signal 16{Which includes a coarse· timEfsignal and a receiver-clock·:::~::-~: .. ~::-.:-

. . - - · ...... :.• .. ··: . . . .. 

30 oscillation signal. The _cl_q91< recovery unit 106 outputs a .Precision clock ~ignal 166 at 
10.23 MHz clock which h~~ .a precision ~quiv~lent to th~· ~tomic clock standard. 

The computer proc~~ing unit 55 utilizes the precis.(pn clock signal 166 and the 
NAVDAT data sigr\al 164 in. addition to data supplied by an operator. This additional· ·· · 

data assists in defining the physical offsets of eac~ ps~uqp~~tellite locati~n. One aspect 
35 of this invention is to tran;;mit the. GPS-type signal of satell~e information from each of 

the pseudosatellites or antenna 56-62. In view thereof, these antenna are herein 

considered to be "pseudO$i3.tellites" since the standard GPS signal has been modified 

. ~ : ., 



W097/38326 PCTJUS97/01486 
14 

to contain new orbital information relating to the orbit of each pseudosatellit~ around the 

Ea~~:· The physical offset and time offset, which are covered _ill .. gr~_ater detail in 
discussion relating to Fig. 10 are added by the computer processing unit 55. GPS-type 

signa_ls 168, 170, 172, and 174 are, respectively, the coarse acquisition code, the 

5, precision code, and the satellite data for each of the pseudosatellite 56, 58, so. and 62. 

A modulator 86 combines these signals using BPSK modulation and regenerates the 

·RF ~rrier. Pseudosatellite data signals 176, 178, 180, and 182 are the respective 
driver-signals forthe pseudosatellites 56, 58,.60, and 62. 

The clock recovery unit 106 employed in conjunction with the present invention is 

10, shown in greater detail in Fig.8. The clock recovery unit 106 receives the NAVDAT data 
signal 164 from the G~S receiver 84. The clock recovery unit 106 generates the 
precision clock signal 166 which has an accuracy t:tquivalent to the atomic clock 

standard. The clock recovery unit 106 provides frequency synthesis at 10.23 MHz using 
a conventional phase lock loop. Several commercially· available GPS accessories will 

15 perform the functions required by the clock recovery unit 106. The Hewlett Packard 

58503A1 for example, will provide th~. precision clock signal 166. 
Further aspects of the modulators 86 will now be described in detail with reference 

to Fig. 9. The computer processing unit 55 generates the.GPS-type output signals 168, 

170, 172, and 174 which contain coarse acquisition cocfE:l, precision code, satellite data, 
20 and the precision clock signal 166. The precision cloc_k.signal 166 is multiplied by the 

number 154 in the multiplier block 184 to produce an L 1 earner signal 186~. The P code, 

· satellite data code, and coarse acquisition code are processed through exclusiVe-OR 
circuiby 190 to produce BPSK output signals 192 and 194. The BPSK output signal 192 

. .• 

and the L 1 carrier signal 186 are combined in an RF modulator 196 to prod_uce a signal 

25 '. 198. The BPSK output signal 194 and a· phase shifted signal stemming from _sign~l 184; .. 

30 .• 

35 

.. ·······--········-···· 
are cc)mbined in an RF modulator 197 to produce signal 200. As shown in Fig .. 9, the 
signal~ 198 and 200 are summed to produce the pseud~tellite data driV~r signal 176 

corr~~ponding to pseudosatellite 56. Satellite data co~tained in this GP_S-type signal 
cont~ins ephemeris data which describes the orbit of ttje::pseudosatellite· in temas that. -~:-·· ·····-·­
the standard GPS receiver can use in its calculations.~··. P\dditionaHy, the satellite data 

contains any special messages required for the specific- system. 

A specific ex~mple of the internal. positioning system 46 will now be presented and 

described with reference with Fig. 10.-

EXAMPLE 1. Fig. 10 shows a detaiied example of the interior positioning system 45· in 
a hypothetical room 204 having a width w of 200 mete~. a length I of 300 meters, and 
a height h of 20 meters. This hypothetical room 204 · h8.s walls which parallel north, 

south.~ east, and west, and uses the interior positioning system 46 having coaxial cable 
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with a propagation velocif:Y of 0.6. tn this example,. t~~Jatitude, longitude, and altitude 

coefficients for pseudosatellites 56, 58, 60, and 6~ $S well as the time delay will be 
calculated. Pseudosat~Hite 56 is a distance of _5 rJie1ers south of the .receiving ·and 
distribution system 54 in the upper portion of the soljthwest comer of room 204 and on 

5 the same attitude with the GPS receiving and distrib"'1iQn system 54. Pseudo-satellite 

58 is located a distance' of 295 meters north of the·GPS receiving and distribution 

system 54 and a distance of 20 meters therebelow. The coaxial cable attached to 

pseudosatellite 58 is 315 meters long. Pseudos~~l.1.~ 60 is a distance 295 meters 
north, 200 meters east, and level with respect to GP$ .rece~ng and distribution system 

1 o 54. Pseudosatellite 60 has a coaxial cable of 495 m~rs connecting it to the receiving 

and distribution system 54. Pseudosatellite 62 is 5 m~ers south, 200 meters east, and 
20 meters below the receiving and distribution system 54. PseudosateJlite 62 is 

connected with a 225 meter coaxial cable. The length of antenna cable 206 does not 
affect the operation of the interior positioning system 46 because the resulting uniform 

15 clock bias which appears on each channel is cance~d. Thus the NA VDAT from the 

GPS receiver 84, Fig. 5, contains the correct antennafpcation. Since the GPS receiVer 
84 is directly below the antenna 78, no additional latitude or longitude correction is 
required. For the antenna 78, being herein position~~ 30 meters above the receiving 

and distribution system 54, there is imposed a fixed altijlJde offset of -30 meters on each 
20 pseudosatellite 56, 58, 60, 62. The pseudosatellites: 5~. 58, 60, .and 62 are displace~ 

in three dimensions expressed in tenns of latitude,_ longit)Jde, and ·altitude with ~eference .. - .. 

to the antenna 78. These actual distances are read.Uy ineasurect. ·The angular offsets 

. are used to calculate orbit parameters which are trar.tsmitted in . the · Sa~~-llite data 
emanating from pseudosatellites 56-62 .. These angtil~r offsets are caJcL.itated using a 

25 conversion to angular measure. Furthermore the time delay is calculated with respect __ :~ ... , .. - -
. to cable length and propagation c0efficient. .The timed~ja~·areU;~~~:confrril:the·fi~~·::~.-: .. : .. : .. ~ 
that the computer sends each frame of data. F~~ irt~~nce, th~ :time detay .for a 200 

metei: ·eoaxial.cable will be longer than that for a 1 oo rn~ter coaxial cable of the same 
type.-· In tl1is case, the computer processing unit 55 .~n~mits the d~ta-frame for the 200-·:··~·::~:::··:-: 

30 . meter co~ial cable earlier.than that for the 100 meter:CC>axial cable. The time delay for 
use of various lengths of each element of ~oaxial eable 'is .. similarly time-COntroJled by the 
computer processing unit 55. The specific offsets for th.~)iypotheticai ~a"o~ 2o4 of Fig. 
10 are set out in Table 1 below. . . -· · - ···· ___ ,-. ·· · · 

. ... . . 

·Table 1 

35 PseudosateJJite 56 58 60 62 
.. 

Latitude, minutes of arc -.000548 0.0323; ;''· . 0.0323 -0.000548 

Longitude, minutes of arc 0 0 '0.002646 0.002646 

.. ··- ·-···.··-·-··· ........ ···-·-- -·-·-· -· ···-· ·- ·-···--··-···--····-····-··----········--··-·- ------·····-··· 
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':'·· 

Altitude, meters -30 -50 -30 -50 

Time Delay, nanoseconds 2.775 174.825" 274.725 124.875 

Based .. • upon these offsets, the computer formulates the parameters ·for each 

5 . pseud~atellite 56, 58, 60, and 62 by a specific method. This method includes the 

following steps: 

1. Convert latitude, longitude, altitude, and time to internal positioning system 

ephemeris data format; 

2. Store data in allocated registers for delayed retransmission to outputs; 

1 O 3. Assign pseudorandom code numbers and compute orbital parameters; 

4. Acid other internal positioning system formatted data, including telemetry, 

: hand over word, as required by each conventional receiver; and 

~· Assign additional data to each pseudosatellite data word for specialized 

receiver functions. 

15 : With reference now to Fig. 11, another embodiment of the internal posi~oning 

system.46 will be discussed in detail. In this embodiment. the GPS receiving antenna 

78, the power amplifier 82, and the GPS receiver 84 are eliminated. In place of using 

the standard GPS signals 30-44, the positions of each pseudosatellite 56, 58, 60 and 

62 is inputted directly to the computer processing unit 55 in terms of latitude, longitude, 
·~ . 

20 and altitude. This data may be derived, for example, from surveyor's measurements. 

. The clotjk recovery unit 106 would be replaced by a precision clo,ck. Star:adard precision 

... . ·clocks such as an atomic clock, a 'INN clock. or United States Naval Observatory 

~ased ·_c.lock may be used. In this embodiment without the GPS receiver 84, the 

·. computer operator supplies the positional. data to the computer processing unit 55 
. : · .. ' .. ···.. . . . . . . 

.. ~5 :· directly.<The re.rriaining operations for the processing unit 55 and the pseudosatel1ites 

: 56-62 are the same as described above. . - . . . 

.. . While this invention has been described in detail with reference to certain 

p_referrEKt embodiments, it should be appreciat~ that the present invention is not limited 
... ··_: __ ;::._t~·:.thci°s~~--p~ecis~· e~bodiments. Rather, in view .of the .pres.ant disclosure which. 

30 · · describ~s the current best mode for practicing the present invention, many modifica­

. tions and variations would present themselves to those of skill in the art without 

' departing from the ·scope and spirit of this invention. The scope of this invention is. 
' . ~ . 

. . . therefore, indicated by the following claims rather than by the foregoing description. All 

. changes, modifications, and variations coming within :the meaning and range of 

35 , equivalency of the claims are to be considered within their scope. 
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What is claimed is: --~~! 11111111 111111 1111111111 JI lllJ 
·:. * C L M S * . 

. . ! 

·1. A location positiQning system for use in a -~hieldect emiironment, said system 
comprising: 

5 a GPS receiver for receiving GPS signals and transmitting navigatio!'lal data; 

a clock recovery unit for receiving said navigational data and reconstructing an 
accurate clock signal; 

a computer processing unit for receiving said a_ccurate clock signal and said 
navigational data; and 

10 at least four pseudosatellites positioned within the.t:;hielded environment, one of 

15 

said at least four· pseudosatellites being non-coplanar rt:ttative to the others, wherein 

said computer processing unit generates a respective GPS-type signal corresponding 
to each of said at least four pseudosatellites, said respective GPS-type signal 
containing new orbital parameters for each correspondif)g pseudosatellite. 

2. The location positioning system according to claim 1 wherein said GPS-type 
signals are transmitted into the shielded environment t9. be received by a receiver 

device located therein. said receiver device capable of transmitting a location signa1. 

20 3. The location positioning system according to clai17l z. further including computer 

25 

30 

means and a. location receiver. associated therewith,::said .location receiver being . 

positioned within said shielde~ ery~i~nment .to re~ive said~ location signal from said .. 

receiver_d~ _so that a pre~se p~ition of said locatjon_~~ceiver may be determined 
by said computer means by processing said location signal. 

............... 
. :. . ~ ~--. --~ -· -· .. ; '· . · ... 

. ........... . 

4. The location positioning system ·according··-to·-a~rnf·2 ··wherein said tocation ·-
device inclu~es a cellular_phon,.e~- ···--:·:· · - ·~·::.:·· 

. 5 .. -:-.The_tocation .positioning system-accordingJ~=QJ~_iJ!t2:-:w.her.ein:_s.aid 1.ocation . 
• : ' • •• • •• - ••• ··- •••• --·· •••• • ••••••• ••••• J• - .. - • -····- ........... ·-· • •• .' 

device includes a badge capabl~ of being attachec:I. to:Etperson moving within the· -
. . ... . .. . . ····; 

shielded environment. . . . 

6. A personnef iocation and tracl<i~g system for· µsejrj::e1.:work-place environment, . ' . . .... .; .... ·:·...... . . . . 

said system comprising: -·· -···--··---:~:,::··- ·····- - · · ·· ·· ·· ·· ........ . -·······-·· 

35 a GPS receiver for receiving GPS signals and trans'6,@ng navigational data; 

a clock recovery un·it for receiving said navigational c;tata and reconstructing an 
acc~r~te clock signal; 
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a computer processing unit for receiving said ~~rate clock signal and said 
___ .. navigational data; 

at least four pseudosatellites positioned within the worki>lace environment, one of 

said at least four pseudosatellites being non.:coplanar relative to the others, wherein 

5 said ·computer processing unit generates a respectiye GPS-type signal corresponding 

to each' of said at least four pseudosatellites, said respective GPS-type signal 
- ,, 

containing new orbital parameters for each corresponding pseudosatellite; 

a receiver device carried by an individual moving Within the work-place environ­

ment, said receiver device capable of transmitting a location signal, said GPS-type· 

10 signals being transmitted into the work-place environment to be received by said 
receiver device; and 

computer means having a location receiver associated therewith, said location 

receiver being positioned within the work-place environment to receive said location 

signal from said receiver device so that a precise position of the individual carrying said 

15 location receiver may be determined by said computer means by processing said 
location signal. 

7. A combined positioning system for locating an object moving between a shielded 
20 : - environment and unobstructed open· space, said system ~omprising: 

_·:. -- ·-- - -pluralitY of global positioning_ satellites in orbit around the Earth, each of said global ,; 

:_: positioning satellites broadcasting a Standard-GPS ·signal; 
. :::::__ . · a first GPS receiver for receiving the standard GPS signals and transmitting 

navigational data; 

-~_:·:~_-:_-.?~:~~ :_-_ .__- :~. cl~ck recovery unit for recei~ing said navigational data and reconstructing an 
----· - accurate clock signal; 

a computer processing unit for receiving said accurate clock signal and said 
-naviga~onal Clata; 

. ::··::--:::·:::·:·~~:::~:::=::::::::~-at re-ast"four pse"udosa:tellites· positioned within' the shielded environment, one of 

30 .- said at least four pseudosatellites being non-coplanar relative to the others, wherein 
said computer processing unit generates a respective GPS-type signal corresponding 

. to each. of said at least four pseudosatellites, said respective GPS-type signal 

. . containing new orbital parameters for each corresponding pseudosatellite; 
. -· ·--· ·: -- ·---·-·····-··· 'a ~~-~~i~~r device attached to the moving object, saict receiver device capable of 

35 _ transmitting a location signal, said GPS-type signals being transmitted into the shielded 

environment to be received by said receiver device; 
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computer means having a location receiver associated therewith, said location 

receiver being positi~ned within the shielded environment to receive said location signal 

from said receiver device sO thafa precise indoor position_ of the moving object having 

said location receiver may be determined by said computer means by processing said 

5 . location signal when the object is within the shielded environment; and 

10 

a second GPS receiver attached to the moving object, said second GPS receiver 
for receiving the standard GPS signals when the object is in the unobstructed open 

space so that a precise outdoor position of the moving object having said second GPS 
receiver may be obtained. 

8. A method for providing an interior positioning system comprising the steps: 
receiving GPS signals; 

reconstructing an accurate clock signal from the GPS signals; 

calculating orbital parameters for at least four pseudosatellites; and 
15 transmitting pseudosatellite data signals using the reconstructed clock signal and 

orbital parameters for at least four pseudosatellites. 

9. The method for providing an interior positioning system of claim 8 further 

comprising the steps: . . .. 
... 20. generating NAVDAT intor:m~°." fr~m the received GPS signals; 

using the NA VDAT .information for calculating the orbital parameters for the 
pseudosatellites; and .. · :· · · :.. · -. · ·. 

adding offsets to the NA VDAT information when calculating the orbital parameters. 
. . .... ·. . . •. . . . . 

··· · ··-···-·25 · ·· · 10~ ·The method for providing· an interior·positioning system of claim 9 further 
... : ___ . ·-···· ···- .. comprising the steJfOf delayiilSfthe' teCC>ilstrticted clock signal t0 acc0unt for different_ 

.. propagation time to each of tt,i~ ·pseudosatellit~s. · 

... ·····-·-···-·-···· --···-········-··- ·----·-··· .. --;~ ... .:... ...... _____________ :. .•..... ·•· . 
... ····•· •··. ··-· ..... --- ..... ·····--·· .. -· ............... - ...... . 

._ .. -·· .. ! . 


