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METHOD AND SYSTEM FOR PROVIDING TARGETED INFORMATION IN A DOCUMENT 

FIELD OF INVENTION 
The present invention relates generally to methods, systems and apparatus for interacting witfl computers by 

5 means of printed matter and sensing devices. More particularly, the invention relates to provision of targeted content in a 

printed document, utilizing such methods, systems and apparatus. 

The invention has been developed primarily to allow a large number of distributed users to interact with 

networked information via printed matter and to obtain interactive printed matter on demand via high-speed networked 

color printers. Although the invention will largely be described herein with reference to this US1), it will be appreciated that 

10 the invention is not limited to use in this field. 

CO.PENDING APPLICATIONS 
Various methods, systems and apparatus relating to the present invention arc disclosed in the following co-pending 

applications flied by the applicant or assignee of the present invention simultaneously with the present application: 

PCT/AU00/00.518, PCT/AU00/00519, PCT/AU00/00520, PCT/AU00/00521, PCT/AUOO!OOS23, PCT/AU00/00524, 

15 PCT/AUOO/OOS25, PCT/AU00/00526, PCT/AU00/00527, PCT/AU00/00521l, PCT/AUOO/OO.S29, PCT/AU00/00530, 

PCT/AU00/00531, PCT/AU00/00532. PCT/AU00/00533. PCT/AU00/00534, PCT/AU00/00535, PCT/AU00/00.536, 

PCT/AU00/00537, PCT/AUOO/OOS38, PCT/AU00/00539, PCT/AU00/00540, PCT/AU00/00541, PCT/AU00/00542, 

PCT/AUOO/OOS43, PCT/AU00/00544, PCT/AU00/00545, PCT/AU00/00547. PCT/AU00/00546, PCT/AU00/00554. 

PCT/AUOO/OOS56, PCT/AU00/00557, PCT/AU00/00558, PCT/AU00/00559, PCT/AU00/00560, PCT/AU00/00561, 

-20 PCT/AU00/00562, PCT/AU00/00563, PCT/AU00/00564, PCT/AU00/00566, PCf/AU00/00567, PCT/AU00/00568, 

PCT/AU00/00569, PCT/AU00/00570, PCT/AU00/00571, PCT/AU00/00572, PCT/AU00/00573, PCT/AU00/00.574, 

PCT/AU00/00575, PCT/AU00/00576, PCT/AU00/00577, PCT/AU00/00578, PCT/AU00/00579, PCT/AU00/00581, 

PCT/AU00/00580, PCT/AU00/00582, PCT/AU00/00587, PCT/AU00/00588. PCT/AU00/00589, PCT/AU00/00583, 

PCT/AU00/00593, PCT/AU00/00590, PCT/AU00/00591, PCT/AU00/00592, PCT/AU00/00594, PCT/AU00/00595, 

25 PCT/AU00/00596, PCT/AU00/00597, PCT/AU00/00598, PCT/AU00/00516, and PCT/AU00/00.517. 

The disclosures of these co-pending applications are incorporated herein by cross-reference. 

BACKGROUND 
Paper is widely used to display and record information. Printed infonnation is easier to read than information 

displayed on a computer screen. Hand-drawing and handwriting afford greater richness of expression than input via a 

30 computer keyboard and mouse. Moreover. paper doesn't run on batteries, can be read in bright light, more robustly 

accepts colTee spills, and is portable and disposable. 

Online publication has many advantages over traditional paper-based publication. From a consumer's point 

of view, information is available on demand, information can be navigated via hypertext links, searched and automatically 

personalized. 

35 From the publisher's point of view, the costs of printing and physical distribution are eliminated, and the 

publication becomes more attractive to the advertisers who pay for it because iL can be targeted to specific demographics 

and linked to product sites. 

Online publication also has disadvantages. Computer screens are inferior to paper. At the same quality as a 

magazine page. an SVGA computer sereen displays only about a fifth as much information. Both CRTs and LCDs have 

40 brightness and contrast problems, particulariy wtien ambient light is strong. while ink on paper, being reflective rather 

than emissive. is both bright and sharp in ambient light. 

OBJECT 
It is an object of the invention to combine advantages of printed and online publications, particularly to 

facilitate delivery of information content targeted to a user. 

45 

RECTIFIED SHEET (RULE 91) 
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SUMMARY OF INVENTION 
In accordance with the invention, there is provided a method for providing targeted content in a document, 

providing a user with a printed document. fonnatted to ineludc infonna1.ion with content targeted to 

demographics of the user, the document having at least IJl1e user interactive element which enables the use:i to indicate a 

request for further infcmnation relating to the content by interacting with the element using a sensing device "MU.di is 

adapted to 1IaDsmit data indicating the request to a computer system. 

Preferably, the method 1Urther includes sending the further infcmnati.on to 1he user upon receipt of the data 

1 0 in the computer system. Preferably, the document is formatted according to user preferences. 

More preferably, the targeted content comprises advertising material and 1he at least one intenu:tive element 

is provided in associaticm with the advertising mataial. The further infOJIDaticm may be provided in the fOJJll of a 

printed product brochure. 

Preferably, the document includes coded data indicative of an identity of the document and of the at least 

15 one intaacti.ve element, and wherein the method includes reeciving. in the computer system. indicating data ftom the 

sensing device regarding the identity of the doc:umeat and a position of the sensing device relative to the doc:ummt in 

order to identify the document and deteonine wheo. the sensing device is used to interact with the element. The method 

may further include :receiving. in the computer system, movement data regarding movement of the sensing device 

relative to the document. with the sensing ~ce preferably sensing its movc:ment relative to the document using at least 

20 some of the coded data, and iclcm:ifying the request in the computer system from the movement being at least partially 

within a zone associated with the mtcractive clement 

Preferably, the sensing device iru:ludes an identification code specific to a particular user and the method 

includes monitoring use of the sensh:J.g device in the computer system. 

The method may further include printing the infonnation on a surface of a surface.defining structure and, at 

25 the same time. printing the coded data on the sw:face. with the coded data preferably being substantially invisible in the 

visible spectrum. 

30 

Preferably, the method iru:ludes retaining a retrievable record of the printed document, the document being 

retrievable using the identity data as contained in the coded data. 

Jn the event the document is printed on multiple pages. the method may also including binding the pages. 

In anotha aspect, there iB provided system for providing targeted content in a document, including: 

a computer system of a publication server adapted to fonnat infonnation for generation of a printed 

documeot. the infOlllllltion iru:lu.cting content targeted to dcmogmphi.cs of the user; 

a printer for recei.Wig the lllfcmnation ftom 1he publication server and printing the document with at 

least one inte:ractive element to enable a user to indicate a request for further infonnation related to the content; and 

35 a sensing device used to indicate the request and adapted to transmit n:qucst data to the computer 

40 

system. 

The publication server is preferably adapted to include at least a portion of the content as advertising 

material and the advertising material is preferably included with reference to user content preferences 

The system preferably .includes an advertising server for providing the advertising material to the 

publication server and a registration server where demographic data of the user is stored for access by the publication 

server, in order to allow the advertising material to be demographically taigeted. 
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Preferably, the document includes coded data indicative of an identity of the document and of the at least 

one interactive ek:ment. 

The computer system is preferably adapted to :receive movement data regarding movement of the sensing 

device relative to the document, and intexpret said movement of the sensing device as it relates to said at least one 

5 element. Mare preferably, the sensmg device senses its own movement .relative to the document using the coded data. 

The sensing device may include an identification code specific to a particuJar user to allow the computer 

system to monitor the use of the sensing device. The sensing device preferably also includes a marldng nib. 

The printer is preferably ammged to print the eoded data on demand. at the same time as printing the 

doemnent on the sur:tace-defining structure. with the coded data preferably being substantially invisible in the visible 

1 0 spectrum. 

15 

The sysb:m. preferably includes a. database for keeping a Idrievable record of each document genc:mtm, 

each document being retrievable by using its :ideatity, as included in its coded data. 

Preferably, the printer includes a binding means for bindiJlg the document in the event the document 

includes a plurality of pages. 

BRIEF DESCRIPTION OF DRAWINGS 
Preferred and other embodiments of the invention will JJJJW be clescribed. by way of non--limiting example 

only. with reference to the accompall}'ing drawings, in 'Which: 

Figure 1 is a schematic of a the relatiOllSbip between a sample printed netpage and its online page desc:r:iption; 

Figure 2. is a sc:hcmatic view of a interaction between a .netpage pen. a net.page printer, a netpage page server, and a 

20 netpage application server; 

Figure 3 illustmtes a collection of ne1page servers and printers interco.nnected via a network; 

Figure 4 is a schematic view of a high-level structure of a printed netpage and its online page description; 

Figure S is a plan. 'flew showing a structure of a netpage tag; 

Figure 6 is a plan view sh.awing a relationship between a set of the tags shown in Figure S and a field of view of a 

25 netpage sen.sing device in the fonn of a ne1page pen; 

Figure 7 is a tlowcliart of a tag image processing and decoding algorithm; 

Figure 8 is a perspective view of a netpage pen and its associated tag-sensing tield-of..view cone; 

Figure 9 is a perspective exploded view of the netpage pen show.n in Figure 8; 

Figure 10 is a schematic block diagram elf a pen controller for the netpage pen shown in Figures 8 and~ 

30 Figure 11 is a perspective view of a wall-mounted netpage printer; 

Figure 12 is a sectiOD. through the length of the netpage printer ofFignre 11; 

Figure 12a is an enlarged portion ofFigure 12 showing a section of the dttpl.exed print engines and glue wheel assembly;, 

Figure 13 is a detailed view of the ink cartridge, ink, air and glue paths, and pr.int engines of tbe netpage printer of 

Figures 11 and 12; 

35 Figure 14 is a schematic block diagram of a printer controller for the netpage printe.r shown in Figures l l and 12; 

Figure 1 S is a schematic block diagram of duplexed print engine controllers and Memjet™ printheads associated wi1h 

the printer controller shown in Figure 14; 

Figure 16 is a sche.tnatic block diagram of the print engine controller shown in.Figw:es 14 and IS; 

Figure 17 is a perspective view of a single MemjetTM printing element, as used in. for example, the netpage printer of 

40 Figures 10 to 12; 

Figure 18 is a pe:ispective view of a small part of an may ofMemjetn' printing elements; 

Figure 19 is a series of perspective views illustra'ting the operating cycle of the Memjetn' printing element shown in 
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Figure 13; 

Figure 20 is a perspective view of a short segment of a pagewidth MemjetTM printbead; 

Figure 21 is a schematic view of a !l8er class diagram; 

Figure 22 is a sc:hematic view of a printer class diagram; 

5 Figure 23 is a sclu:maric view of a pen class diagram; 

Figure 24 is a sch.ematic: view of an application class diagram; 

Fjgurc 2S is a schematic view of a document and page description class diagram; 

Figure 26 is a schematic view of a docmnenl and page ownership class diagram; 

Figure 27 is a schematic view of a teaminal element specialiiatfon class diagram; 

1 0 Figure 28 is a schematic view of a static element specialization cJass diagram; 

Figure 29 is a schematic view of a hyperlink eh:ment class diagram; 

Figure 30 is a schematic view of a hype:rlink element specialization class diagram; 

Figure 31 is a schematic view of a hyperlinked group class diagram; 

Figure 32 is a schematic view of a fonn class diagram; 

15 Figure 33 is a schematic view of a digital ink class diagram; 

Figure 34 is a schematic view of a field element specialimtion class diagram; 

Figure 35 is a schematic view of a checkbox field class diagram; 

Figure 36 is a schematic view of a text field class diagram; 

~igure 37 is a schematic view of a signature field class diagram; 

20 Figure 38 is a flowchart of an input processing algorithm; 

Figure 38a is a detailed flawcliart of one step of the tlowclmrt ofFigure 38; 

Figure 39 is a schematic view of a page server command element class diagram; 

Figure 40 is a schematic view of a resource description class diagram; 

Figure 41 iS a schematic view of a favorites list class diagram; 

25 Figure 42 is a schematic view of a histocy list class diagram; 

Figure 43 is a schematic view of a subscription delivecy protocol; 

Figure 44 is a schematic view of a hyperlink request class diagram; 

Figure 45 is a schematic view of a hyperlink activation protocol; 

Figure 46 is a schema1ic: view of a fonn submission protocol; and 

30 Figure 47 is a schematic view of a commission payment protocol. 

PCT/AU00/00521 

DETAILED DESCRIPTION OF PREFERRED AND OTHER EMBODIMENTS 
Note: Memjet'IM is a trade mmk of Silverbrook R.esean:h P1;y Ltd, AllStralia. 

Jn the preferred embodiment. the invention is configured to work with the netpage networked computer 

system, a detailed overview of which follows. 1t will be appreciated that not eve:ry implementation will neeessarily 

35 embody all or even most of the specific details and extensions discussed below in relation to the basic system. However, 

the system is described in its most complete form to reduce the need for external reference when attempting to 

understand the context in which the preferred embodiments and aspects of the present invention operate. 

Jn brief summary. the preferred form of the netpage system employs a computer interface in the form of a 

mapped smface, that is. a physical smface which contains refc:rc:nces to a map of the smface maintained in a computer 

40 system. The map references can be queried by an appropriate sensing device. Depending upon the specific 

implementation, the map references may be mcoded visibly or invisibly, and defined in such a way that a local quecy on 

the mapped surface yields an unambiguous map reference both within the map and among different maps. The computer 
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system can contain .infonnati.on about features on 1he mapped surface. and such information can be retrieved based on 
map references supplied by a sensing device used with the mapped surface. The inflmnation 1hus retrieved can take the 
fonn of actions which are initia1ed by the computer system on behalf of the operator in response to the operator's 
interaction with the swface features. 

5 In its preferred fonn. the netpage system relies on the production of. and human interaction with. netpages. 

These are pages of text. graphics and images printed on ordinary paper. but which work like interactive web pages. 

Information is encoded on each page using ink whidi. is substan1ially inmble to the unaided hmnan eye. The ink. 
however, and thereby the coded data. can be sensed by an optically imaging pen and tnmsmitted 1o the netpage system. 

In the prefmed fonn. active buttons and hyperlinks on each page can be clicked with the pen to request 
10 infonnation ftom. the network or to signal prefi:n::nces 1o a netwodc server. In one embodimc:nt, text written by hand on a 

netpage is automatically :recognized and carm::rted 1o c::mnputer text in the nefpage system,. allowing forms 1o be filled in. 
Jn other embodiments, signatures recorded on a netpage are automatically verified, allowing ~erce transactions to 
be securely authorized. 

As illustrated in Figure 1, a printed netpage 1 can represent a interactive fOnn -w.hidi. can be filled in by the 

15 user both physically, on the printed page, and "electronically", 1ia comm1lllication between the pen and the netpage 
system. The example shows a "Request" fonn containing name and address fields and a submit button. The netpage 
consists of graphic data 2 printed using visJ."ble ink,. and coded data 3 printed as a collection of tags 4 using invisible ink. 
The c:oaespooding page description S, stoml an the netpage network. descn1>es 1he individual elements of the netpage. 
Jn particular it descn1Jes 'the type and spatial extent (zone) of each interactive element (i.e. text field or button in the 

20 example). to allow the netpage system to com:c:tly interpret input v.ia the netpage. The submit button 6, for example, IUIS 
a zone 7 which com:spands to the spatial extent of the corresponding graphic 8. 

As illustrated in Figure 2, the netpage pen 101, a prefen:ed foan of which is shown in Figures 8 and 9 and 

descn'bed in more detail below, 'WOiks in cODjunction with a netpage printer 601. an Jntemet-connected printing 

appliance for home, o.tlice or mobile use. The pen is wireless and communicates securely with the ne1page printer via a 
25 short-nmge radio link 9. 

The nefpage printer 601. a prefeaed foan ofiM:rich is sliown in Figures 11 to 13 and described in more 
deW1 below. is able to delivc:r. periodically or on demand, personalized newspapers. magazines. catalogs, brochures and 
other publications, all printed at high qualify as interactive netp&ges. Unlike a personal computer. the netpage printer is 
an appliance 'Mllch can be, for example, wall-mounted adjacent to an area where the mo.ming news is fixst consumed. 

30 sw:h as in a user's kitehen, near a breakfast table, or near the hou.sehold's pojnt of departure for the day. It also comes in 

1abletop. desktop, portable and miniature versions. 

Netpages printed at their point of consumption combine the ease-of-use of paper with the timeliness and 

:interactivity of an interactive medium. 

As shovv.n in Figure 2, the netpage pen 101 interacts with the coded data on a printed netpage 1 and 
35 communicates. via a short-range radio link 9, the interaction to a netpage printer. The printer 601 sends the interaction 

to the relevant netpage page server 10 for in1eipretation. Jn appropriate circumstances. the page server sends a 
coa:espo.ncling message to application computCr softwan: running on a nctpagc application server 13. The application 
server may in tum send a response which is printed on 'the originating printer. 

The netpage system is made considerably more convenient in the preferred embodiment by being used in 
40 coajunction with :high-speed mic.roelcctromecbanical system (MEMS) based inltjet (MemjetTM) printers. Jn the preferred 

fonn of this technology, relatively high-speed and high-quality printing is made more affordable to consumers. Jn its 

preferred fonn, a netpage publication has the physical characteristics of a traditional newsmagazine, such as a set of 
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letter-size glossy pages printed in full color on both sides, bound together far easy navigation and comfortable handling 

The netpage printer exploits the growing availability of broadband Jntcmet access. Cable service is 

aVailable to 95% of households in the United States, and cable modem service offering broadband Internet access is 

already available to 20% of these. The netpage print.er can a1so operate with slower connections, but with longer 

5 dclivay times and lower image quality. Indeed. the nc1page system can be enabled using existing consumer inkjet and 

laser printers. although the system will operate mom slowly and will therefore be less acceptable.from. a consumer's 

point of view. Jn other embodiments, the netpage system is hosted on a private intmnet. ·In still other embodiments, the 

netpage system is hosted on a single computer or c:omputer-enabled dc"Vice, such as a printer. 

Netpage public:ation servers 14 an the netpage network are configured to deliver print-quality publications 

1 0 to netpage printers. Periodical publications are delivered automatically to subscnl>ing netpage printers "Via pointcasting 

and multicasting lntemet protocols. Personalized publications are filtered and formatted according to individual user 

profiles. 

A netpage printer can be configured to support any number of pens. and a pen can worlt with any number of 

netpage printers. In the prefemd implementa1ion, each netpage pen has a unique iclent.ifier. A household may have a 

15 collectian of colored netpage pens, one asaigned to each man.ber of the family. This allows each user to ma;ntain a 

distiru:t profile withn:spect to a netpage publicatian server or 8PJllication server. 

A netpage pen can also be tegistered with a netpage registration server 11 and linked to one or more 

payment card accounts. This allows c-co.mmen:e pa)'DUmts to be secmely authorlzecl using the .netpage pen. The netpage 

registmtion server compares the signature captured by the netpage pen with a prmously registered signature, aJlowing it 

20 to authenticate the user's idmti1y to an e-commerce server. Other biometrics can also be used to verify identity. A 

version ofthe netpage pen includes fingerprint scanning, verified in a similar way by the netpage ngistration server. 

Although a netpage printer may deliver periodicals such as the maming newspaper without user 

intervention, it can be configured never to deliver unsolicited junk mail. In its preferred farm, it only delivers periodicals 

from subscribed or otherwise authorized sources. In this respect, the netpage printer is unlike a fax machine or e-mail 

25 aa:owtt which is visible to any junk mailer who knows the telephone number or email address. 

1 NETPAOESYSTEM ARCHITECTURE 
Each object model in the system is described using a Unified Modeling Language (UML) class diagram. A 

class diagram consists of a set of object classes connected by relationships. and two kinds of relationships are of interest 

here: &ssoc:iations and generali7.ations. An association represents some kind of relationship between objects. i.e. between 

30 instaru:es of c.1asscs. A generalization Je1ates aetual classes. and i:an be 1llldentood in the following way; if a class is 

thought of as the set of all objects of that class, and class A is a generali7.ation of class B, then B is simply a subset of A. 

The UML does not directly support second-order modelling - ie. classes of classes. 

Each class is drawn as a rectangle labelled with the name of the class. It contains a list of the attnl>utes of 

the class, separated from the name by a hmizonta1 line, and a list of the operaticms of the class. separated from the 

35 attribute list by a horizontal line. In the class diagrams which follow, however, operations are never modelled. 

An association is drawn as a line joining two classes, optionally labelled at either end with the multiplicity 

of the association. The default multiplicity is one.. An asterisk (*) indicates a multiplicity of "many". i.e. zero or more. 

Each association is optionally labelled with its name. and is also optionally labelled at either end with the role of the 

c:oaesponding class. An open diamond indic:ates an aggregation assoc:iation (''is-part-of'). and is chawn at the aggregator 

40 end of the as.'IOCiationline. 

A generalization relationship ("is-a'') is drawn as a solid line joining two classes, with an arrow (in the fonn 

of an open triangle) at the generalization end. 
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When a claas diagmm is broken up into multiple diagrams. any class which is dup&ated is shown with a 
dashed ou.tline in all but the main diagram which defines it. his shaw.n with attn"butes only where it is defined. 
1.1 NETPAGES 

Netpages are the foundation on wbich a netpage network is built. They provide a paper-based user inter:fi.ce 
5 to published infomudion and interactive services. 

A netpage r.o.nsists of a printed page (or other sw:face region) ID.visibly tagged with. n:ferenccs to an onlinc 
description of the page. The oniine page description is maintained persisten~ by a netpage page server. The page 
clescr.iption describes the vis.tole layout and content of the page. including text. graphics and images. h also describes the 
input e1ements on the page. including buttons. .hypcrlinks. and input fields. A netpage allows .markings made with a 

1 0 netpage pen on its sm:face to be simultaneously captured and processed by the .netpage system. 
Multiple netpages can share the same page description. However, to allow input through otherwise identical 

pages to be c1istingWahed, each netpage is assigned a unique page identifier. This page ID has sufficient piccision to 
distinguish between a very large number of nelpages. 

Each reference to the page description is encoded in a printed tag. The tag identifies the unique page on 
15 whicli it appears. and thereby indirectly identifies the page description. The tag also identifies its own position on the 

page. Chatacteristics of the tags are described in more detail below. 

20 

Tags are printed in infrared-absmptve ink on any substrate which is inftared..reflective, SllCb. as ordiwuy 
paper. Near-inftand wavelengths are invisible to the human eye but are easily sensed by a solid-state image sensor with 
an appropriate filter. 

A tag is sensed by an area image sensor in the netpage pen. and the tag data is transmitted to the netpage 

system via the nearest netpage printer. The pen is wireless and communicates with the netpage printer via a short-range 
radio link. Tags are sufficiently amall and densely ananged that the pen can n:liahly image at least one tag even on a 
single click on the page. It is important that the pen RCOgujze the page ID and position on r:very :interaction with the 
page, since the .interaction is .stateless. Tags are error-cmrectably encoded t.o make them partially tolerant to surface 

25 damage. 

The nelpage page server maintains a unique page instance for each printed netpage,, allowing it to maintain 
a distinct iret of user-supplied values for input fields in the page description for each printed netpage. 

The zelaiionship between the page description. the page instance. and the printed netpage ia shown in 
Figure 4. The page .instance is associated with both the nctpage printer which printed it and. if known. the netpage user 

30 \\ilo requested it. 

1.2 NETPAGETAGS 
1.2.1 Tag Data Content 

Jn a preferred form. each tag identifies the tegion in which it appears, and the location of that tag within the 
region. A 1ag may also contain flags which relate to the region as a whole or to the tag. One or more flag bits may, for 

35 example, signal a tag sensing device to provide feedback indicative of a function associated with the immediate area of 
the tag. without the sensing device having to refer to a description of the :region. A netpage pen may. for example, 
illuminate an "active area"' LED when in the zone of a hyper:Iink. 

As will be more clearly explained below. in a preferred embodiment,, each tag contains an easily recognized 
invariant structure 'Wllich aids initial detection, and which assists in minimizing the e1fect of any warp induced by the 

40 surface or by the sensing process. The tags preferably tile the entire page, and are sufficiently small and densely 

arranged that the pen can reliably image at least one tag even on a single click on the page. It is important that the pen 
recognize the page ID and positicm on every interaction with the page, since the interaction is stateless. 

Jn a prefeaed embodiment. the region to which a tag refers coincides with an entire page, and the region ID 
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encoded in the tag is 1herefore syncmomous with the page ID of the page on which the tag appears. Jn other 

embodiments. the region to which a 1ag :refers can be an arbitrary subregion of a page ar other smface. For example. it 

can coincide with the zone of an intemctive element. in which case 1he region ID can directly identify the interactive 

clement. 

Table 1 - Tag data 

Field Precision lbltsl 
~eaion ID 100 
aalD 16 
la as 4 

Total 120 

Each tag contains 120 bits of information, typically allocated as shown in Table 1. Assuming a maximum 

tag density of 64 per square inch. a 16-bit tag ID supports a region size of up to 1024 square ~ Larger regions can 

be mapped continuously without increasing the tag ID precision simply by using abutting regions and maps. The 100-bit 

1 0 region ID allows 2 11111 (-1030 or a million trillion trillion) diffe:reot :regions to be uniquely identified. 

15 

20 

1.2.2 Tag Data Encoding . 
The 120 bits of tag data are redundantly encoded using a (15, S) Reed-Solomon code. This yields 360 

encoded bits consisting of 6 codewords of IS 4-bit symbols each. The (IS, 5) code allows up to 5 symbol mors to be 

cmrected per c:odewmd. i.e. it is tolerant of a symbol mor rate of up to 33% per codeword. 

Each 4-bit symbol is represented in a spatially coherent way in the tag. and the symbols of the six 

codewords are interleaved spatially within the tag. This ensures that a burst error (an mor a1fei:ting multiple spatially 

adjacent bits) damages a minimum. nmnber of symbols overall and a mfuirmun mnnber of symbols in any one codeword. 

thus maximising the 1W:lihood that the burst mor can be ~y cmrected. 

1.2.3 Physical Tag Structure 
The physical representation ofthe tag. shown in Figure 5, includes fixed 1arget structures 15, 16, 17 and 

variable data areas 18. The fixed tatget structures allovi a sensing device such as the netpage pen to detect the tag and 

infer its three-dimensional orientation relative to the sensor. ·The dat.a areas contain repn:sc:ntations of the individual bits 

ofthe encoded tag data. 

To achieve proper tag reproduction, the tag· is rendered at a resolution of 256><256 dots. When printed at 

25 1600 dots per inch this yie]ds a tag with a diameter of about 4 mm. At this resolution the tag is designed to be 

surrounded by a "quiet area" of radius 16 dots. smce the quiet area is also contributed by adjacent tags, it only adds 16 

dots to the effective diameter of the tag. 

The tag includes six target structures. A detection ring 15 allows the sensing device to illitially detect the 

tag. The ring is easy to detect because it is rotationally invariant and _because a simple cmrection of its aspect ratio 

30 nmioves most of the effects of perspective distortion. An orientation axis 16 allows the sensing device to determine the 

approximate planar orientation of the tag due to the yaw of the sensor. The orientation axis is skewed to yield a unique 

orientation. Four perspective targets 17 allow the sensing device to infer an accurate two-dim.emi.onal perspective 

transfonn of the tag and hence an accurate three-dimensional position and orientation of the tag relative to the sensor. 

All target structures are redundantly large to improve their immunity to noise. 

35 The overall tag shape is circular. This supports, amoogst other things, optimal tag packing on an irregular 

triangular grid. Jn combination wi1h the c:ircu1ar detection ring, this makes a circular ammgement of data bits wi1hin the 

1ag optimal. To maximise its size. each data bit is represented by a radial wedge in the fonn of an area bounded by two 

radial lines and two coru:cntric circular arcs. Each wedge has a minimum dimension of 8 dots at 1600 dpi and is 

designed so that its bsse (its inner arc}, is at least equal to this minimum dimension. The height of the wedge in the 
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ndial direction js always equal to the minimum dimension. Each 4-bit data symbol is rep.resented by an may of 2><2 
wedges. 

The IS 4-bit data symbols of each of the six codewords are allocat.ed to the four conceo.1ric symbol rings 18a 
to l 8d in interleaved fashion. Symbols are allocated altcmately in circular progression around the tag. 

'The interleaving is designed to maximise the average spatial distance between any two symbols of the same 

In order to support "single-click" :interaction with a tagged region via a sensing device, the sensing device 
must be able to see at least one entire tag in its field of view no matter where in the region or at what orientation it is 
positioned. The requiJed diameter of the field of view of the sensing device is therefore a function of the size and 

10 spacing of the tags. 

.Assuming a ~ular tag shape. the minimum diameter of the sensor field of view is obtained when the tags 
are tiled on a equilateml triangular grid. as shown in Figure 6. 

1.2.s Tag Image Processing and Decoding 
The tag image processing and dea>eling pedimned by a sensing device such as the netpage pen is shown in 

15 Figure 7. While a captured image is being acquired from the image sensor. the dymunic xange of the image is 
determined (at 20). The center ofthe nmge is then chosen as the binacytbreshold fortbc image 21. The image is then 
thresholded and segmented into connected pixel regions (i.e. shapes 23) (at 22). Shapes which are too small to n:presen.t 
tag target structures are discarded. The me and gentroid of each shape is also computed. 

Binary shape moments 2S are then computed (at 24) far each shape. and these provide the basis for 
20 subsequently locating target structures. Centnl shape mmnc:nts are by their nature invariant of position, and can be 

easily made invariant of scale, aspect ratic;> and rotation. 

The ring target structure 1 S is the first to be located (at 26). A ring has the advantage of being very well 
behaved v.heit perspective-distorted. Matching proceeds by aspect.no.r:malizing and rotation-nonnalizing each shape's 
moments. Once its second-order moments are nonna1iud the ring is easy to IeCOgni2e even if the pe:rspective distortion 

25 was significant. The ring's original aspect and rotation 27 together provide a useful approximation of the perspective 
traosfunn. 

The axis target structure 16 is the next to be located (at 28). Matching proceeds by applying the ring•s 
normalizatiOJIS to ea.ch shape's moments, and rofation..nmmalizing the resulting moments. Oru:e its second-order 
moments are nonnaliu:d the axis target is easily iecognized. Note that one 1bird order moment is rcqWred to 

30 disambignate the two possible orientations of the axis. The shape is deliberately skewed to one side to make this 
poss1"ble. Note also that it is o.nly possible to rofation-no.nnalize the axis target after it has had the ring's nonnalir.a1ions 
applied. since the per:specli.ve distortion can hide the axis target's axis. 'The axis target' a original rotation provides a 
useful approximation of the tag's rotation due to pen yaw29. 

1he four perspective target struclures 17 are the last to be located (at 30). Good estimates of their positions 
35 are computed based on their known spatial relati.ansliips to the ring and axis targets, the aspect and rotation of the ring. 

and the rotation of the axis. Matching proceecis by applying the ring's nonnalizations to ea.ch shape's moments. Once 
their second-order moments are normalized the cllci1lar perspective targets are easy to recognize, and the target closest 
to each estimated position is taken as a matdl~ The original centroids of the four perspective targets are then taken to be 

the perspeetive-di.sto.rtfld COinelS 31 of a squire ~fknown me in tag space, and an eight-degree-o.f:..freedam perspective 
40 tnmsfonn 33 is inferred (at 32) based on solving the well•understood equations relating the four tag-space and image. 

space point pairs. 

The infemd tag-space to image-space perspective transfonn is used to project (at 36) each .knO"Wn data bit 
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posilion in tag space into image space where the ical-valued position is used to bilinearly interpolate (at 36) the four 

xel.evant adjacent pixels in the input image. The previously computed image threshold 21 is used to threab.old the result 

to produce the final bit value 37. 

Once all 360 data bits 37 have been obtained in this way. each of the six 60-bit Reed-Solomon codewords is 

5 decoded (at 38)to yield20 decoded bits 39, or 120 decoded bitsinto1al. Note that the code\Wid symbols are sampled in 

codeword order, so that codewords are implieitly de-interleaved during the sampling process. 

The ring 'target IS is only sought in a subarea of the image whose relationship to the image gumantees that 

the riDg, if found, is part of a camp1ete tag. Jf a complete tag is not found and sm:cessfully decoded, then no pen position 

is recorded for the current ftEmle. Given adequate processing power and ideally a rum-minimal field of view 193, an 

1 0 alternative strategy involves seeking another tag in the cum:nt image. 

The obtained tag data indicates the identity of the region containing the tag and the position of the tag 

within the region.An accurate position 35 ofthepenm'b in theregiml, as well as the overall orientaticm.35 ofthe pen, is 

then inferred {at 34) fimn the perspective transfonn 33 observed on the tag an.cl the known spatial relationship between 

the pen's physical axis and the pen's optical axis. 

15 1.2.6 Tag Map 

20 

Decoding a tag results in a region ID, a tag ID, and a tag-re]ative pen tnmsfonn. Befoe the tag ID and the 

tag-xelat:ive pen location can be translated into an absolute locaticm. within the tagged region. the location of the tag 

within the region must be known. This is giftn by a tag map. a function which maps each tag ID in a tagged region to a 

corresponding location. The tag map class diagtam is shown in Figure 22, as part ofthe nelpage printer class diagram. 

A tag map reflects the scheme used to tile the surface region with tags. and this can vmy according to 

surface type. When multiple tagged regions share the same tiling scheme and the same tag numbering scheme. they can 

also share the same tag map. 

The tag map for a region must be retrievable via the region ID. Th.us, given a region ID. a tag ID and a pen 

1nnsfOJ:Dl. the tag map can be retrieved. the tag ID can be tnmslated into an absolute tag location·witllln the IegiOJJ, and 

25 the tag-relative pen location can be added to the tag location to yield an absolute pen loC1d.ion within the region. 

1.2.7 Tagging Schemes 
Two distinct surface coding schemes are of interest. both of which use the tag structure dcscn"bed earlier in 

this sectiOIL The preferred coding scheme uses "location-indicating'" tags as already discussed. An altemative coding 

scheme uses object-indicating tags. 

30 A location-indica1ing tag contains a tag ID which, when translated through the tag map associated with the 

tagged region, yields a UDique tag location within the region. The tag-relative location of the pen is added to this tag 

location to yield the location of the pen within the regiOIL This in tum is used to detcnnine the location of the pen 

relative to a user interface clement in the page description associated with the region. Not on1y is the user inter&ce 

element itself identified, but a location relative to the user interf8ce element is identified. Location-indicating tags 

35 therefore trivially support the capture of an absolute pen path in the zone of a particular user interface element. 

An object-indicating tag contains a tag ID which directly identifies a user interface element in the page 

description associated with the region. All the tags in the zone of the user interface element identify the user interl".ace 

element, making them all identical and thecefore indLstinguishabc. Object-indicating tags do not, therefore, support the 

capture of an absolute pen path. They do. however. support the capture of a relative pen path. So long as the position 

40 sampling frequency exceeds twice the encountered 1ag frequency, the displacement from one sampled pen position to the 

next within a stroke can be unambiguously deteonined. 

With either tagging scheme, the tags iimction in cooperation with associated visual elements on the net;pege 

as user interactive elements in that a user can interact with the printr:d page using an appropriate sc::osing device in order 
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for tag data to be read by the sensing device and for an appropriate Iespoll8C to be generated in the netpage system. 

1.3 DOCUMENT AND PAGE 0ESCRIPTICNS 
A preferred embodiment of a document and page description class diagram is shown .in Figun:s 25 and 26. 

Jn the netpage system a document is described at three levels. At the most abstxact level the document 836 
5 has a bieran:hical structure whose temllnal elements 839 are associated wi1h content objects 840 such as text objects, 

text style objects. image objects. etc. Once the document is printed on a printer with a particular page size and according 

to a particular user's SW.e factor preference, the document is paginated and otherwise fcmnatted. Fonnatted tennina1 
elc::m.ents 835 will .in some cases 'be associated with cantent objec1B which are different from those assoeiated with their 
Coaespcmding terminal elements. particularly whel:e the content objects are style-related. Each printed instance of a 

10 document and page is also described separately. to allow input captured through a particular page instance 830 to be 
recorded separately from input captured through other instances of the same page description. 

The presence of the most abstract document deser.iption on the page server allows a usei: to request a copy of 
a document without being fo.n:ed to accept the source document's specific fuanat. The user may be iequesting a copy 
through a printer with a different page size, for example. Conversely, the presence of the fcmnatted document 

15 description on the page server allows the page server to efficiently interpret user actions on a particular printed page. 

A fonnatted document 834 consists of a set of fonnatted page descJ::i.pti.ons s. each of which COJlS.ists of a set 

of fonnatted te.mrina1 elements 835. Each fonaatted element has a spatial extent or zone S8 on the page. This de.fines the 
aative area of input elements such as hyperlinks and input fields. 

A document .instance 831 couesponds to a funnatted document 834. It consists of a set of page illstances 
20 830, each of which corresponds to a page description 5 of the fonnatted document. Each page instance 830 describes a 

single unique print.eel netpage 1, and records the page ID 50 of the netpage. A page instance is not part of a document 
instance if it represents a copy of a page requested in isolation. 

A page instance consists of a set of 1enninal element instances 832. An element Distance cmly exists if it 
records instance-spec:ic information. Thus. a hyperlink: instance exists for a hyperlink element because it records a 

25 transaction ID SS which is specific to the page: instance, and a field .instance exists for a field element because it records 
input specific to the page instance. An element instance does not exist, however, for static elements such as Wcttlows. 

A temrlnaJ. element can be a static element 143, a hyperliDk element 844, a field element B4S or a page 
sem:r command element 846. as shown in Figure 27. A static element 843 can be a style element 847 with an 

associated style object 854, a texttlowelemen.t 848 with an associated styled text object 855, an image element 849 with 
30 an associated image element 856. a graphic element 850 with an associated graphic object 857, a video clip element 851 

'With an aasociated video clip object 858, llD audio clip element 852 with an associated audio clip object 859, or a sc:ript 
element 853 with an associated script object 860, as shown in Figure 28. 

A page instance has a background field 833 which is used to record any digital ink captured on the page 
which does not apply to a specific: input element. 

35 In the preferred foxm of the invention. a 1ag map 811 is associated with each page instance to allow tags qn. 

the page to be translated into locations on the page. 

1.4 THE NETPAGE NETWORK 
In a preferred embodiment, a netpage netwo.dc eonsists of a distributed set of netpage page servers 10, 

netpage registration servers 11, netpage ID servers 12. ne1page application servers 13, netpage publication servers 14, 
40 and netpage printers 601 connected via a network 19 such as the Jntcmet. as shown .in Figure 3. 

The netpage registration server 11 is a server which records re1ationships between users, pens, printers, 
applications and publications. and thereby authorizes various network activities. It authenti'1&tes users and acts as a 
signing proxy on behalf of authenticated users in application transactions.. It also pro"Vidcs handwriting recognition 
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services. As descn"bed above, a netpage page server 10 meintajns persistent infonnation about page descriptions and 

page instances. The netpage network includes any number of page servers. each handling a subset of page instances. 

Since a page server also maintains user input values for each page instance, clients such as netpage printers send 

nctpage input directly to the appropriate page server. The page server interprets any such input relative to the 

5 description of the com:sponding page. 

A netpage ID server 12 allocates document IDs Sl on demand, and provides load-balancing of page servers 

via its ID allocation scheme. 

A netpage printer uses the Intcmet Distnlmtcd Name System (DNS). or similar, to resolve a netpage page 

ID SO into the network address of the netpage page server :handling the c:cmespondiDs page :instance. 

1 0 A netpage application server 13 is a server which hosts .interactive netpage applications. A netpage 

publication server 14 is an application se:rVcr which publishes netpage documents to netpage printers. They are 

described in deta11 in Section 2. 

Netpage servers can be hosted on a~ of netwoik server platforms from manufactun:rs such as mM. 

HewJett-Packatd. and Sun. Multiple netpage servers can I1DI. conc:mrently on a single host, and a single server can be 

15 distn"buted over a number of hosts. Some or all of the functionalify' provided by netpage servers, and .in particular the 

functionality provided by the ID server and the page server, can also be provided directly .in a ne1page appliance such as 

a netpage printer, .in a computer workstation, or an a local netwmk. 

1~ THENETPAGEPNNTER 
The netpage printer 601 is an appliance which is registered with the nctpage system and prints nelplge 

20 documents on demand and via subscription. Each printer has a unique pinter ID 62, and is CODDeCted to the netpage 

network via a network such as the Jntemet, ideally via a broadband conn.eclicm. 

25 

30 

Apart from identity and security settings .in non-volafile memory, the nelpage printer c:ontains DO persistent 

storage. As far as a user is c:oncemed. '"the netWDik is the computer". Netpages function .interactively llC[OSS space and 

·time with the help of the distnDuted netpage page servers 10, independently of particular ne1page printers. 

The netpage printer receives subscribed netpage documents from netpage publication servers 14. Each 

document is distributed .in two parts: the page layouts, and the actual text and image objects which populate the pages. 

· Because ·or perscmalization. page layouts are typically specific to a particular subscn"ber and so are poin.tcast to the 

subscn"ber's printer via the appropriate page server. Text and image objects, on the other hand. are typically shared with 

other subsc::ri.bers, and so are multicast to all subscribers' printers and the appropriate page servers. 

The netpage publication server optimizes the segmmtati.on of document content into pointcasts and 

multicasts. After receimg the pointcast of a document's page Jayouts, the printer knows which multicasts, if any, to 

listen to. 

Once the printer has received 1he complete page Jayouts and objects that define the document to be printed, 

it can print the document 

35 Tue printer rasterizes and prints odd and even pages simultaneously on both sides of the sheet It contains 

duplexed print engine controllers 760 and print engines utilizing MemjetTM printheads 3SO for tllls plllpOse. 

The printing proc:esS consists of two decoupled stages: J."8Sterizati.on of page descriptions, and expansion and 

printing of page images. Tue raster image processor (RIP) consists of one or more standard DSPs 757 running .in parallel. 

The dUJ>lexed print engine con1rollers consist of custom processors which expand, dither and print page images .in real 

40 time, synchronized with the operation of the printheads .in the print engines. 

Printers not enabled for IR printiDg have the option to print tags using IR-absorptive black ink, although this 

restricts tags to otlu:Iwise empty areas of the page. Although such pages have more limited fund:i.onality than IR-printed 
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pages, 1hey are still classed as netpages. 

A nonoal netpage printer prints netpages on sheets of paper. More specialised netpage printers may print 
onto more specialised sur:taces, such as globes. Each printer supports at least one smface type. and supports at least one 
tag tiling sche:m.e, and hence tag map, for each SUiface type. The tag map 81 l which describes the tag tiling scheme 

5 actually used to print a document becomes associated with that document so tbat the document's tags can be conectly 
interpreted. 

Figure 2 shows the netpage printer class diagram. reflecting printer-related information :maintained by a 
registration SCIVer 11 on the netpage netwoJt. 

A prefer:red embodiment of the nelpage prin1e:r is described in greater detail in Section 6 below, with 
10 reference to Figures 11 to 16. 

1.5.1 Memjetlll Prtntheads 
The netpage system. can opemte using printers made with a wide range of digital printing technologies, 

including themla1 inkjet, piezoelectric inltjet. laser electrophotograpl, and others. However, for wide consumer 
acceptanc:e, it is desimble that a netpage printer have the following clwacteristics: 

15 • photographic qualify color printing 

.hlgh quality text printing 

20 

25 

high reliability 

• low printer cost 

low ink cost 

• lowpaper cost 

• simple operation 

• nearly silent printing 

• high printing speed 

simultaneous double sided printing 

compact fonn factor 

low power conswnptian 

No COll1DJ.=cially available printing technology has all of these d!.aracteristics. 

To enable to ptoducti.on of printers with these characteristics, the present applicant bas invented 11 new print 
technology. referred to as MemjetTM technology. MemjefIM is a drop-on-demand inltjet technology that inco.tporates 

30 pegew.i.dth printheads fabricated 1lSing microelectromechanical systems (MF.MS) technology. Figure 17 shows a single 
printing element 300 of a MemjetTM printhead. The netpage wallprin1er .incmporates 168960 printing elements 300 to 

fo.an a 1600 dpi pagewidth duplex printer. This printer simultaneously prints cyan. magenta. yd.low, black. and infrared 
inks as well as paper conditioner and ink fixative. 

The printing element 300 is apj,roximately 110 microns long by 32 mierons wide. AIIays of these printing 
35 clements are fmmed on a silicon substrate 301 that incoqiorates CMOS logic, da1a transfer, timing. and drive c.in:uits 

(not show.n). 

40 

Major elements of~e printing element 300 are the nozzle 302, the nozzle rlm 303, the nozzle chamber 304, 
the fluidic seal 305, the ink chao:nel rim 306, the leve.r amt 307, the active actuator beam pair 308, the passive actuator 
beam pair 309, the active actuator anchor 310, the passive actuator anchor 311, and the ink inlet 312. 

The active actuator beam pair 308 is mechanically joined to the passive actuator beam pair 309 at the join 
319. Both beams pairs are anchored at their respective anchor points 310 and 311. The combination of elements 308, 
309, 310, 311, and 319 form a cantilevered electrothennal bend actuator 320. 
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Figure 18 shows a lllllBll part of an mray of printing elem.en.ts 300, inclw:ling a cross section 315 of a 

printing element 300. The cross section 315 is shown without ink. to clearly show the ink inlet 312 that passes through 

the silicon wafer 301. 

Figures 19(a), 19(b) and 19(c) show the operating cycle of a Mein.jet™ printing element 300. 

Figure 19(a) shows the quiescent position of the ink meniscus 316 prior to printing an ink droplet. Ink is 

retained in the nozzle chamber by surface tension at the ink meniscus 316 and at the tluidic seal 305 fomled between the 

nozzle cluunber 304 and the ink channel rim 306. 

While printing. the printhead CMOS circuitiy distributes data from the print engine controller to the COIICCt 

printing element. latches the data, and buffers the data to drive the electrodes 318 ofthe active actuator beam pair 308. 

1 0 This causes an electrical cmrent to pass through the beam pair 308 for about one microsecond, i:esuJtiDg in Joule 

heating. The temperature inerease resulting from Joule heating causes the beam pair 308 to expend. As the passive 

actuator beam pair 309 is not hea~ it does not expand. resulting in a shess difference between the two beam pairs. 

This stress difference is partially i:esolved by the cantilevered end of the elecbothennal bend actuator 320 bending 

towards the substrate 301. The lever mm 307 transmits this movement to the nozzle chamber 304. The nozzle cluunber 

15 304 moves about two microns to the position shown in Figure 19(b ). This macases the ink pn:ssure. forcing ink 321 out 

of the nozzle 302, and causing the ink meniscus 316 to bulge. The nozzle rim 303 prevents the ink meniscus 316 from 

spreading across the SUiface of the nozzle chamber 304. 

AB the temperature of the beam pairs 308 and 309 equali7.es. the actuator 320 returns to its original 

position. This aids in the break-off ofthe ink droplet 317 from the ink 321 in the nozzle chamber, as shown in Figure 

20 19( c). The nozzle chamber is refilled by the action of the surface tension at the menisclls 316. 

Figme 20 shows a segment of a printhead 350. In a nctpage printer. the length of the printhead is the tull 

width ofthe paper (typically 210 mm) in the direction 351. The segment shown is 0.4 mm Jang (about 0.2% of a 

complete printhead). When printing. the paper is moved past the fixed printhead in the dixection 3S2. The printhead has 

6 rows of intcmigitated printing elements 300. printing the siX colms or types of ink supplied by the ink inlets 312. 

25 To protect the fragile surface ofth.e printhead during operation, a nozzle guard wafer 330 is attached to the 

printhead substrate 301. For each nozzle 302 there is a conesponding nozzle gwird hole 331 through which the ink 

droplets are fired. To prevent the nozzle guard holes 331 from becoming blocked by paper fibers or other debris, filtered 

air is pwnped through the air inlets 332 and out of the nozzle guard holes during printing. To prevent ink 321 ftom 

dtying, the nozzle guard is sealed while the printer is idle. 

30 1.6 The Netpage Pen 
The active sensing device ofth.e netpage system is ~ya pen 101, which. using its embedded amtroller 

134, is able to capture and decode IR. position tags from a page via an image sensor. The image sensor is a solid-state 

device provided with an appropriate filter to permit sensing at only near-infrared wavelcogths. AB descnlied in more 

detail below, the system is able to sense when the nib is in contact with the surface, and the pen is able to sense tags at a 

35 sufficient rate to capture human handwriting (i.e. at 200 dpi or greater and 100 Hz or faster). Information captured by 

the pen is encrypted and wirelessly transmitted to the printer (or base station), the printer or base station intl:Jpreting the 

data with respect to the (known) page structure. 

The pref med embodiment of the netpage pen operates both as a normal marking ink pen and as a non­

marking stylus. The marking aspect. however, is not necessary for using the nctpage system as a browsing system, such 

40 as when it is used as an Internet interface. Each nel;page pen is registered with the netpage system and has a unique pen 

ID 61. Figure 23 shows the netpage pen class diagram. refleeting pen-related information maintained by a :registration 

server 11 on the nctpagc network. 
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When either nib is in contact with a netpage, the pen deteanines its position and orientation relative to the 
page. The nib is att.m:hed 1o a fon:e se:nsor. and the force on the nib is i:ntetpreted relative 1o a threshold to indicate 
whether the pen is ''up .. or "down". This allows a inte:mctive element on the page to be 'clicked' by pressing with the 

penm'b, in order to request. say, info.nnation .from a network. Furthennore, the force is captured as a continuous value to 
5 allow, say, the full dynamics of a signature to be verified. 

The pen determines the position and orientation of its m"b on the netpage by :imaging. in the infrared 
spectrum. an area 193 of the page in the vicinity of the ml>. It decodes the nearest tag and computes the position oftb.e 
nib relative to the tag from the obsc:m:d peispective distortion on the imaged tag and the known geometry of the pen 
optics. Although the position resolution of the tag may be low, becatwe the tag density on the page is invmsely 

1 0 proportional to the tag si7e, the adjusted position RSOlut:ion is quite high, exceeding the minimum i:esohrtion required 

for accurate handwriting recognition. 

Pen actions relative to a netpage axe captmed u a series of strokes. A stroke consists of a sequence of time­

stamped pen positions on the page, initiated by a pen-down event and completed by the subsequent pen-up event A 
stroke is also tagged with the page ID SO of the netpage w.henever the page ID changes, which, under nonnal 

15 circumstances, is at the commencement of the stroke. 

Each netpage pen has a current selection 826 associated with it. allowing the user to perfonn copy and paste 

·operations etc. The selection is timestamped to allow tile system to discard it after a defined time period. The CU11'ellt 

selection desc.n"bes a xegion of a page instance. It consists of the most recent digital ink a1roke captured through the pen 
relative 1o the baclcground area of the page. It is intezpreted in an application-specific marmer once it is submitted to an 

20 applicatian via a selection hyperlink activation. 

Each pen has a curn:nt nib 824. This is the m'b last notified by the pen to the syst&:m. In the case of the 

default netpage pen descn"bed above, either the nwking black ink nib or the non-marking sfylus nib is current. Each pen 
also has a cunent nib style 825. This is the JU"b style last associated with the pen by an applicati~ e.g. in response to 
the user selecting a color fimn a palette. The default nib style is the nib style 88.90eiated with the cummt nib. Strokes 

25 captured through a pen an: tagged with the aureni nib style. When the strokes are subsequently .reproduced. they are 
reproduced in the nib style with "\\ill.ch they are tagged. 

Whenever the pen is within nmge of a printer with "\\ill.ch it c8n communicate, the pen slowly :flashes i1s 
"online" LED. When the pen fails to decode a a1roke relative to the page, it momentarily activates its "em>r'' LED. 
When the pen succeeds in decoding a stroke relative to the page, it momentarily activates its "ok" LED. 

30 A sequence of captured strokes is refeEred to as digital ink. Digital ink fonns the basis for the digital 

35 

40 

exchange of drawings and handwriting, for online l'CCOgnition of handwriting. and for online verification of signatures. 
The pen is wireless and 1ransmits digital ink to the netpage printer via a short-range radio link. The 

transmitted digi1al ink is enc:iypted for privacy and security and packeti7.ed for efficient transmission, but is always 
flushed on a pen-up event to ensure timely handling .in the printer. 

When the pen is out-of..:range of a printer it buffers digital .ink in intemal memozy, which has a capacity of 
over ten minutes of continuous handwriting. When the pen is once again within nmge of a printer, it transfexs any 
buff~d digital ink. 

A pen can be registered with any nwnber of printers. but because all state data resides in nefpages both on 
paper and on the network, it is largely immaterial vmich printer a pen is communicating with at any particular time. 

A prefeaed embodiment of the pen is described in greater detail in Section 6 below, with reference to 

Figures 8 to 10. 
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1.7 NETPAGE INTERACTION 
The net;page printer 601 receives data relating to a stroke from the pen 101 when the pen is used to intemct 

with a netpage 1. The coded data 3 of the tags 4 is read by the pen when it is used to execute a movement. such as a 

stroke. The data allows the identity of the Particular page and associated .in1enu:tive element to be determined and an 

5 indication of the relative positioning of the pen relative to the page to be obtained. Th.e indicating data is 1ransmitted to 

th~ printer, where it resolves, via the DNS, the page ID SO of the stroke into the networlc. address of the nctpage page 

server 10 which maintains the ccmespoDding page instance 830. It then 118Dsmits the stroke to the page server. If the 

page was recently identified in an earlier stroke, then the printer may a1rCady have the address of the releVant page 

server in its cache. Each nctpage consists of a compact page layout maintained persistently by a netpege page server (see 

10 below). 1he page layout refers to objects such as images, fonts and pieces of text. eypically stored elsewhere on the 

net:page network. 

15 

When the page server receives the stroke from the pen. it retrieves the page descriptian to which the stroke 

applies. and determines which element of the page description the stroke interscGts. It is then able to intcqiret the stroke 

in the context of the type of the relevant element. 

A "click" is a stroke where the distance and time between the pen down position and the subsequent pen up 

position are both less than same small maximum. An objeet which is activated by a click typic:ally tequires a click to be 

activa~ and accordingly, a longer stroke is ignored. 1he .failure of a pen action. such as a "sloppy" click, to regist.er is 

indicated by the lack of response from the pen's "ok" LED. 

There are two kinds of input elements in a nelpage page description: hype:rlinks and fmm. fields. Input 

20 through a form field can also trigger the activation of an associated hypc:rl~ 

1.7.1 Hyperlinks 
A hyperlink is a means of sending a message to a remote application, and typicaJly elicits a printed response 

in the netpage system. 

A hyperlink element 844 idCntifies the application 71 which handles activation of the hyperlink. a link ID 

25 S4 which identifies the hyperlink to the application, an "alias required" flag which asks the system to include the user's 

application alias ID 6S in the hyperlinlc activation, mid a description which is used when the hyperlink is recorded as a 

favorite or appean :in the user's history. The hypc:rlink element class diagram is shown in Figure 29. 

When a hyperlink is activated. the page server sends a Iequest to an application somewhere on the network. 

1he application is identified by an applica1ion ID 64, and the application ID is resolved in the no.nnal way via the DNS. 

30 There are three types of hypc:rlinks: general hyperlinks 863. form hyperlinks 865. and selection hyperlinks 864, as 

shown in Figure 30. A geue:ral hyperlink. can implement a request far a linked document. or may simply signal a 

preference to a server. A fomL hyperlink submits the cmresponding fonD. ·to the application. A selection hyperlink 

submits the cwrent selection to the application. If the cmrent selection contains a single-word piece of text, foe example, 

the application may retum a single>-page doc:umcnt giving the word's meaning within the context in which it appears. or 

35 a translation into a different language. Each hyperlink type is cbaracterized by what info:nnation is submitted to the 

application. 

40 

The corresponding hyperlink instance 862 records a t:ransacti.on ID SS which can. be specific to the page 

instance on which the hyperlink instance appears. The transaction ID can identify user-specific data to the application, 

for example a "shopping cart" of pending purchases maintained by a purchasing application on behalf of the user. 

The system includes the pen's cnrrcnt selection 826 in a selection byperlink activation. The system includes 

the content of the associated fonn instance 868 in a fonn hypcrlink activation, although if the hyperlink has its "submit 

delta" attribute set, only input since the last fonn submission is included. The system indudes an effective retmn path in 

all hyperlink activations. 
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·A hyperlinked group 866 is a group eleriient 838 which has an associ.ated hyperlink. as shown in Figure 31. 

When input occurs through any field element in the groUp. the hyperlink 844 associated with the group is aetivated. A 

hyperlinked group can be used to associate hyperlink behavior with a field such as a checlcbox. It can also be used, in 

conjunction with the "submit delta" attribute of a fonn hyperlink, to provide continuous input to an application. It can 

5 therefore be used to support a "blackboard" interaction~ i.e. where input is captured and therefore shared as soon 

as it occurs. 

1.7.2 Forms 
A fonn defines a collection of ielat.ed input fields used to capture a te1ated set of inputs through a printed 

nctpage. A farm allows a user to submit one o.r more parameters to an application software progr:amnmning on a server. 

10 A fomt 867 is a group element 838 in the document hietarchy. It ultimately contains a set of tcmrina1 field 

elements 839. A form instance 868 represents a printed instance of a fODJL. h consists of a set of field instances 870 

wllich coxrespond to the field elements 845 of the fomi. Each field instance has an associated value 871, whose type 

depends on the type of the corresponding field elem.enl Emili. :field value teall'ds input through a partku1ar printed fonn 

instance, ie. through one o.r more printed netpages. The farm class diagram is shown in Figure 32. 

15 Each fonn instance has a status 872 which indicates whether the foml is active, frozen, submitted, void or 

expired A fonn is active when fiist piin.ted. A form becomca ftozen onee it is signed. A fonn becomes submitted once 

ane of its submission hyperlinb has been activa1ed, unless the hyperlink has its «sulnnii delta" attribute set. A fonn 

becomes void when the user invokes a void fomi. ICSet fonn or duplicate fon:n page command. A fonn expires when the 

time the fonn has been active exceeds 1he fonn•s specified lifetime. While the fann is active. fonn input is allowed. 

20 Input through a fomi which is not active is instead captured in the background field 833 of the relevant page instance. 

When the fonn is active or fi:o'zen, fonn submissicin is allowed. Any attempt to submit a fonn when the fonn is not 

active OJ' frozen is ICjcctecJ. and imtcad elicits an fDim status report. 

Each form instance is associated (at 59) with any fonn instances derived :6:om it. thus providing a version 

history. This allows all but the latest version of a fonn in a particular time period to be excluded from a search. 

25 All input is captured as digital ink. Digital ink 873 COJ1$ists of a set of timestamped stroke groups 874. each 

ofwlrich consists of a set of styled strokes 875. Each stroke consists of a set of timestamped pen positions 876. each of 

which also includes pen orientation. and m"b force. The digital ink class diagnun is shown in Figun: 33. 

A field element 845 can be a c:heckbox field 877, a text field 878, a drawing field 879, ar a signature field 

880. The field clement claas diagram is shown in. Figure 34. Any digital ink captured in. a field's zone 58 is assigned to 

30 the field. 

A checkbax field has an associated boolean value 881, as shown in Figure 35. Any mark (a tick, a cross, a 

stroke. afill zigr.ag. etc.) captuied in a check.box field's zone causes a t:uc value to be assigned to the ft.el.d's value. 

A text field has an associated text value 882, as shown in. Figure 36. Any digital ink captured in a text 

field's :zone is automatically converted to text via online handwriting recognition, and the text is assigned to the field's 

35 value. Online handwriting n:cognition is well-understood (see for example Tappert, C., C.Y. Suen. and T. Wakalw:a, 

"The State of the Art in Qn..Line Handwriting Recognition". IEEE Tnmsactions on Pattein Analysis and Machine 

Intelligence, Vol.12, No.8,August 1990). 

A signature field has an associated digital signature value 883, as shown in Figure 37. Any digital ink 

captured in a signature field's zone is automatically verified with 1espect 1o the identity of the owner of the pe.n, and a 

40 digital signature ofthe content of the fonn of which the field is part is generated and assigned to the field's value. The 

digital signature is generated using the pen users priva1e signature key specific to the application which awns the fonn. 

Online signature verification is well-understood (see for example Plamondon,. R. and G. Lorette. "Automatic Signature 
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Verification and Writer Identificaticm.- The State ofthe Art", Pattern Recognition, Vol.22, No.2, 1989). 

A field element is hidden if its "hidden" attnl>ute is set A hidden field element does not have an input zone 

on a page and does not accept input. It can have an associated field value whii:b. is included in the fmm data when the 

fonn containing the field ·is submitted. 

5 "Editing" commands. sur.h as strike-througbs indicating deletion. can also be recognized in fonn fields. 

10 

Because the handwriting recognition algorithm works "ooline" (i.e. with access to the dynamics of the pen 

movement). :rather than "oftlioe" (i.e. with access only to a bi1map of pen markings), it can recognize l'\Ul-oJl discretely­

writtcn characters with relatively high accumcy, withOut a writer-dependent tmining phase. A writer-dependent model of 

handwriting is automatically generated over time, however, and can be gc:nc:nited up-Ji'cmt if necessary. 

Digital ink, as already stated, ccmsists of a sequence of strokes. Any stroke which starts in a particular 

element's zone is appended to 1hat element's digital ink stream. ready for .interpretation. Any stroke not appended to an 

object's digits1 ink stream is appended to 1hc background field's digital iilk Stream. 

Digital ink captured in 1he background field is inteqnted as a selection gesture. C:in:umscription of one or 

JllOie objects is generally inteipreted as a selection of the clrcumscn."bed objects, although the actual interpretation is 

15 application-specific. 

Table 2 smnmarises these vari00s pen interactions with a m:tpagc. 

Table 2 - Summa Of 

yperlink 

Form field 

None 

The system maintains a cumm.t selection for each pen. The selection consists shnply of the most recent 

20 stroke captured :in the background field. The selection is cleared after an inactiv.ity timeout to ensure predictable 

behavior. 

The raw digital ink captured in every field is. retained on the netpage page server and is optionally 

transmitted with the fonn data when the form is submitted to the application. This allows 1hc application to interrogate 

the raw digital ink should it suspect the original conversion. sudl as the conversion of handwritten text. This i:au, for 

25 example, involve human intemntion at the application level for fOIDIS whii:h fail certain application-specifi.c 

consistency checks. As an extension to this, the entire background area of a form can be designated as a drawing field. 

The application can then decide, on the basis of the presence of digital ink outside the explicit fields of the form. to 

route the form to a human operator, on the assumption that the user may have :indicated amendments to the filled-in 

fields outside of those fields. 

30 Figure 38 shows a flowchart of the process of handJing pen input relative to a netpage. The process consists 

of receiving (at 884) a stroke from the pen; identifying (at 885) the page instance 830 to which the page ID SO in the 

stroke refers; retrieving (at 886) the page description S; identifying (at 887) a formatted element 839 whose zone 58 the 

stroke intersects; determining (at 888) whether the formatted element com:sponds to a field element, and if so 

appending (at 892) the :n:ceived stroke to the digital ink of the field value 871. interpreting (at 893) the accumuJat.ed 

35 digital ink of the field, and dete:rmining (at 894) whether the field is part of a hype:dinked group 866 and if so activating 
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(at 895) the as..aociated hyperlink; altematively detemdning (at 889) whether the formatted element corresponds to a 

.hypedink element and if so activating (at 895) the corresponding hyperlink; altematively, in the absence of an input 

field or hyperlink, appending (at 890) the received stroke to the digital ink of the baekground field 833; and copying (at 

891) the received stroke to the cwrent selection 826 of the cum:nt pen. as mamtairu:d by the registration sci:ver. 

5 Figure 3Sa shows a detailed fl.OWi.lb.art of step 893 in the process shown in Figute 38, where the 

accumulated digital ink of a field is interpreted Keording to the type of the fi.cld. The process co.nsista of determining (at 

896) whether the :field is a dleckbax and (at 897) w.hethc::rthe digital ink represents a checkm•rlc,, and if so assigning (at 

898) a. tme value to the field value; altematively determining (at 899) whether the field is a. text field and if so 

converting {at 900) the digital ink to computer text. with the.help of the appropriate registration server, and assigning (at 

10 901) 1he converted cam.put.er text to the field value; alternatively determining (at 902) whether the field is a signature 

field and if so verifying (at 903) the digital ink as the signature of the pen•s owner. with the hdp of the appropriate 

registration server. creating (at 904) a digital sigpatuxe of the contents of the comsponding fmm, also with the help of 

the registration sem:c and using the pen owner's private signature key relating to the cam:spcmcting application, and 

assigning (at 90S) the digital signature to the field \l&lue. 

15 1.7.3 Page Server Commands . 
A page server command is a command '\Wich is handled locally by the page server. It operates direcUy on 

fann. page and document instances. 

A page server command 91>7 can be a void form command 908, a duplicat.e form command 909, a reset fonn 

command 910, a get fOIDl status command 911. a duplicate page command 912, a reset page command 913, a get page 

20 status eammand 914, a duplicate documcll.t command 915, a :reset doc:um.ent command 916, or a get document status 

commend 917, as shown in Figure 39. 

A void fimn rommand voids 1he ccxresponding fonn :instance. A duplicate form command voids the 

conesponding f0mt instance and then produces an active printed copy of the current fonn instance with field values 

preserved. The copy contains the same hyperlink 1ransaction 10s as the original. and so is indistinguishable from 1he 

25 original to an application. A reset fonn command voids the corresponding fann :instance and then produces an active 

printed copy of the form instance with field values discanled. A get fonn st.atus canunand produces a printed report on 

the status of the corresponding form instance, including who published it. when it was printed, for whom it was printed, 

and the fonn st.atus of the foxm instance. 

S:ince a fonn hypedink instance contains a transaction ID, the applicatioo has to be involved in producing a 

30 new fonn instance. A button requesting a new fonn instance is the.ref ore typically implemented as a hypedink. 

A duplicat.e page command produces a printed copy of the co.uesponding page .instance with the background 

field value preserved. If the page contains a fann or is part of a form. then the duplicate page command is int=pteted as 

a duplicate fonn command. A :reset page COJJ1DlllDd produces a printed copy of the conesponding page instance with the 

background field value discarded. If the page contains a fonn or is part of a form,. then the reset page command is 

35 interpteted as a reset fonn command. A get page status command produces a printed report on the status of the 

conesponding page .instance, including who published it. when it was printed, for whom it was printed, and the status of 

rm:y fonns it contains or is part of. 

The netpage logo which appears on every netpage is usually associated with a duplicate page element. 

When a page instance is duplicated with field values preseived, field values are printed in their native form. 

40 i.e. a clu:ckmark. appeaxs as a standard checkmluk. graphic, and text appeau as typeset text. Only dmwings and 

signatures appear in their original .fonn. with a signature accampanied by a standard gr:aphic indicating successful 

signature verification. 
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A duplicate document command produces a printed copy of the comsponding docuoumt instance with 

background field values presc:md. If the document contains any fonns, then the duplicate document command 

duplicates the furms in the same way a duplicate fonn. command does. A :reset document command produces a printed 

copy of the cmresponding document instance with background field values discarded. If the document contains any 

5 forms. then the reset document command resets the forms m the same way a reset form command does. A get document 

status command produces a printed report on the status of the ccmesponding document. instance. including who 

published it. when it was printed, for whom it was printed. and the status of any forms it contains. 

If the page server command's "on sekctecl" attribute is set. then the command operates on the page 

identified by the pen's c:um:nt selection mther than on the page containing the command. This allows a menu of page 

10 server commands to be printed. If the target page doesn't contain a page sene:r c:ommand e1rme:nt for the designated 

page server command. then the command is ignored. 

15 

An application can provide appliartion-specific handling by embedding the relevant page sena- command 

element in a hyperlinked group. The page server activates the hyper.link associated with the hyperlinked group rather 

than executing the page server command. 

A page server command elcmcnt is hidden if its "bidden" at1rlbute is set. A hidden command clement does 

not haft an input zone an a page and so cannot be activated directly by a user. It c:an, however, be activated via a psge 

server command embedded in a dif£en:nt page, iftha1 page server command has its "on selec:ted" attn"bute set. 

1.8 STANDARD FEATURES OF NETPAGES 
In the pn:ferred fomi. each netpage is printed with the netpage logo at the bottom to llu:licate that it is a 

20 netpage and therefore has intaactivc properties. The logo also acts as.a copy button. In most cases pressing the logo. 

produces a c:opy of the page. In the case of a form. the button produces a copy of the entire fonn. And in the case of a 

secure document, such as a ticket or coupon. the button elicits an explanatmy note or admtising page. 

The default single-page copy function is handled dircct1y by the relevant netpage page server. Spec:ial copy 

:lbru:tions are handled by linking the logo button to an application. 

25 1.9 USER HELP SYSTEM 

30 

35 

In a preferred embodiment, the nelpage printer has a single button labelled "Help". When pressed it elicits 

a single page of infonnatio.n. including: 

• 
• 

• 

• 

status of printer cmmection 

status of printer comumables 

top-level help menu 

document function m.en.u 

top-level netpage network directmy 

The help menu provides ahlcrarchical manual on how to use the netpage system. 

The document function menu includes the following furu:tions: 

print a copy of a document 

print a clean copy ofa fonn 

print the status of a document 

A document function is :initiated by simply pressing the button and then touching any page of the document. 

The status of a document indicates who published it and when, to whom it was delivered, and to whom and when it was 

40 subsequently submitted as a fonn. 

The netpage network direc:tOIY allows the user to navigate the hierarchy of publications and services on the 

networlt. As an altc:mative. the user can c:all the netpage network "900" number .. yellow pages" and speak to a human 

operator. The operator can locate the desired document and route it to the user's printer. Depending on the document 
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type, the publisher or the user pays the small "yellow pages'' service fee. 

The help page is obviously unavailable if the printer is unable to print Jn this case the "ettor" light .is lit 

and the user can request remote diagnosis over the netwmk. 

2 PERSONALIZED PUBUCATION Mooa 
Jn the follll\'Ving description, news is used as a canOJJical publication example to illustrate personalization 

meebani sms in the netpage system. Although news is often used in the limited sense of newspaper and newsmagazine 

MM. the intended scope in the present context is wider. 

Jn the netpage system. the editmial content and the advertising content of a news publication are 

personalized using different mechanisms. The editorial content is personalized according to the reader's explicitly stat.ed 

10 and implicitly captured :interest profile. The advertising content is perso.nali7.ed according to the reader's locality and 

demographic. 

2.1 EDITORIAL PERSONALIZATION 
A subscriber can draw on two kinds of news sources: those that deliver news publications, and those that 

deliver news streams. While news publications are aggregated and edited by the publisher, news streams are aggregated 

15 either by a news publisher or by a specialized news aggrcgatnr. News publications typically com:spond to mditional 

newspapers and newsmagazines, while news streams can be many and varied: a ''Jaw» news feed from a news service; a 

cartoon strip, a freelance writers coluinn, a friend's bulletin board, or the reader's own e-mail. 

The netpage publication server supports the publication of edited news publications as well as the 

aggregation of multiple news streams. By handling the agga::gation and hence the fODP8tting of news streams selected 

20 directly by the reader, the server is able to place advertising on pages over which it otherwise has no editorial control. 

25 

The subscriber builds a daily newspaper by selecting one or more contributing news publications, and 

creating a personalized 'fl:lSian of each. The resulting daily editions &IC printed and bound together into a single 

newspaper. The various members of a household typically express their different interests and tastes by selecting 

different daily publications and then customizing them. 

For each publication, the reader optionally selects specific sections. SOlllC sections appear daily, while 

others appear weekly. The daily sections available ftoin The New Y oik Times online, for example, include "Page One 

Plus''. "National ... ""Inter.national", "Opinion" ... Business", "Arts/Living'', "Technology", and "Sports''. The set of 

available .sections is specific to a publication, as is the default subset. 

The readeI can extend the daily newspaper by cxeating custom sections, each one drawing on aey number of 

30 news streams. CUstom sections might be created for e-mail and friends' announcements {"Personal''). or for monitoring 

news feeds for specific topics ("Alcrta" or .. Clippings''). 

35 

For each section, the reader optionally specifies its size, either qualitatively (e.g. short, medium, or long), or 

numerically (ie. as a limit on its number of pages). and the desired proportion of advertising. either qualitatively (e.g. 

high. nonnal, low. none). or numerically (i.e. as a percentage). 

The reader also opti.onally expresses a preference for a large number of shorter articles or a small number of 

longer articles. Each article is ideally w.tltten (or edited) in both short and kmg fonns to support this preference. 

An article may also be written (or edited) .in different versions to .match the expected sophistication of the 

reader. for example to provide children's and adults' versions. The appropriate version is selected according to the 

reader's age. The reader can specify a "reading age" which takes precedence over their biological age. 

40 The articles which make up each section are selected and prioritized by the editors, and each is assigned a 

useful lifetime. By default they are delivered to all ie1.evant subscribers, in priority order, subject to space cons1Iaints in 

the subscribers' editions. 

ln sections where it is appropriate. the readc::r may optionally enable collaborative :filtering. This is then 
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applied to articles which have a sufficiently long lifetime. Each article which qualifies for collaborative filtering is 

printed with rating buttons at the end of the article. The buttons can prmide an easy choice (e.g. "liked" and "disliked'), 

making it mare likeJy that readers will bother to rate the article . 

.Articles with high priorities and short lifetimes are therefore effectively considered essential reading by the 

5 editors and are delivered to most relevant subscn"bers. 

10 

The reader optiooally specifies a semulipity factor, either qualitatively (e.g. do or don't smprlse me). or 

numerically. A high serendipity factor lowers the threshold used for matchmg during collaborative filtering. A high 

factor makes it more .likely that the c:onesponding section will be filled to the .reader's specified capacity. A ditrenmt 

serendipity tilctor can be specified for diffi:n:nt days of the week. 

The reader also optioDally specifies topics of particular interest within a section, and this modifies the 

priorities assigned by the edi'lma. 

The speed of the reader's Intanct COllJlcctian affects the qualify at which images can be delivered. The 

reader optionally specifies a pn:fere:nce for fewer images or smaller images or both. If the number or size of images is 

not reduced, then images may be delivered at lower q1Wity (i.e. at lower resolution or with greater compression). 

15 At a global level, the reader specifies how quantities, dates, times and monetary values are locali7.ed. This 

involves specifying whether units are imperial or metric, a local tim.czooe and time format, and a J.ocal cmrency, and 

· whether the localization consist of in silfl translation or annotation. These preferences are derived from the reader's 

locality by default 

To reduce reading difficulties caused by poor eyesight, the reader optionally specifies a global preference 

20 for a larger presentation. Both text and images are scaled accordiugly, and less information is accommodated on each 

page. 

The language in which a news publication is published, and its c:cmesponding text encoding. is a property of 

the publication and not a preference expressed by 1he user. However, the netpage system can be configured to provide 

automatic tnmslati.on services in various guises. 

25 2.2 ADVERTISINGl.oc:AuzATIONANDTARGETING 

30 

The personalization of the editorial content directly affects the advertising content. because advertising is 

typically placed to exploit the editorial cantex:t.. Travel ads, for example. are more likely to appear in a travel section 

than elsewhere. The value of the editorial content to an advertiser (and therefore to the publisher) lies m its ability to 

attract large numbers of readers with the right demographics. 

Effective advertising is placed on the basis of locality and demographics. Locality detennines proximity to 

particular services, retaileis etc., and particular .interests and c:om:ems associated with the local community and 

en"Vironm.ent. Demographics determine general interests and preoccupations as well as likely spending pattems. 

A news publisher's.most profitable product is advertising "space". a multi-dimensional entity detctmined by 

the publication's geographic coverage. the me of its readership, its Jelldeiship demographics, and the page area 

35 available for advertising. 

In the netpage system, the netpage publication server computes the approxjmate multi-dimensional size of a 

publication's saleable advertising space an a per-section basis, taking into account the publication's geographic: 

coverage, the section's readership, the size of each reader's section edition, each .reader's advertising proportion, and 

each reader's demographic. 

40 In comparison with other media,. the netpage system allows the advertising space to be defmed in greater 

detail, and allows smaller pieces of it to be sold sepa:ratel.y. h therefore allows it to be sold at closer to its true value. 

For example, the same advertising "slot" can be sold in varying proportions to several advertisers. with 
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individual readers' pages .randomly receiving the advertisement of one advertiser or another, overall prese.rving the 
proportion of space sold to each adw:a:tiser. 

The netpage system allows advertising to be linlced directly to detailed product information and online 
purchasing. It therefore mises the intrinsic value of the advertising space. 

5 Because personalization and localization are handled automatically by netpage publieati.on sc:rvcn, an 
advertisllig aggregator can provide arbi1Iarily broad covemge of both geography and demographics. The subsequent 
disaggregation is e1fi.cient because it is autmnatic. This makes it more cost-effective for publishers to deal with 
advertising aggregaton than to directly capture advertising. Even though the advertising aggregator is taking a 
proportion of advertising revenue. publishers may find the change profit-nel11Ial because of the greater efficiency of 

1 0 aggregation. The advertising aggregator acts as an intermediary between advertisers and publishe.ts, and may place the 

same advertisement in multiple publications. 

It is worth noting that ad p]acemcnt in a .netpage publication can be more complex than ad placement in the 
publication's traditional counterpart, because the publication's advertising space is more complex. While ignoring the 
full complexities of negotiations between advertisers, advertising aggrega1ors and poblishers, the preferred fonn of the 

15 netpage system prov.ides some automated support for 1hese negotiations, including support for auto.mated auctions of 
advertising space. Automation is particularly desimble for the placement of advertisements whieh generate amall 
amount.s of income, such as small or higb1y locali2ed advertisements. 

Once placement has been negotiated, the aggregator captures and edits the advertisement and records it on a 
netpage ad server. Com:spondingly. the publisher n:cards the ad placem.ent on the relevant netpage publication server. 

20 When the netpage publication server lays out each user's personalized publication, it picks the relevant advertisements 
from the netpage ad server. 

Accordingly, a user may be provided with a netpages. which may more generally be referred to as a printed 
document with user in1eractive ele.men1s, formatted in accordance with their own preferences, with additional content 
targeted specifically to demographics of the user. The interactive element(s) relating to the targeted content allow the 

25 user to request further .infonnation n:lating to that content The targeted content may relate to advertising mat.c:rial and 
the further infonnation may be provided in the fOIJD. of an advertising brochure. The manner in which the interactive 
element(s) are printed in the document and with which the sensing device is used to .interact with the element(s), to 

indicate a request for further infonnation. are as deseribed above. 

2.3 UsER PROFILES 
30 2.3.1 Information Filtering 

35 

The personaliz.atio of news and other publications relies on an assortment of user-specific profile 
infonnation, including: 

publication customizations 

collaborative :filtering vectors 

contact details 

presentation preferences 

The customization of a publication is fypically publication-b-pecifi.c, and so the customization infoanation is 
maintained by the relevant netpage publication sexver. 

A collaborative filtering vector consists of the user's ratings of a number of news items. It is used to 
40 correJate different users• interests for the p11IpOSC:S of making recommendations. Although there are benefits to 

maintaining a single collaborative filtering vector independently of any particular publication. there are two reasons why 
it is more p:racti.cal to maintain a separate vector for each publication: there is likely to be more overlap between the 

vectors of subscribers to the same publication than between those of subscribers to different publicatioM; and a 
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publication is likely to wantto present its users• collaborative fi1teriDg vectms as part of the value of its brand. not to be 

found elsewhere. Collaborative filtering vectois are therefore also maintained by the relevant ne1page publication server. 

Contact details, including mane, street address, Z1P Code. state. country, telephone numbers, are global by 

nature. and are .maintained by a nelpage registration server. 

Presentation prefeceoces. including those for quantities, dates and times. are likewise global and mainmined 

in the same way. 

The 1.acalimtion of advertising relies on the locality indicated in the user's contact details, while the 

1mgeting of advertising relies an pc:rsonal infmmation sudi as date of birth. gender, marital status. income, profession, 

education, or qualitative derivatives sudi as age nnge and :income mige. 

1 0 For those users who choose to reveal pcnlOll8l infmmation for advr.rt:ising pmposes, the infonnation is 

maintained by the telcvant netpage registration server. Jn the absence of such infonnation, advertising can be targeted on 

the basis of the demographic associated with the user's Z1P ar ZIP+4 Code. 

Each user, pen. printer, application provider and application is assigned its own unique identifier, and the 

netpage registration server .maintains the relationships between them, as shown in Figures 21, 22, 23 and 24. For 

15 registration puqioses. a publisher is a special kind of application provider. and a public:ation is a special kind of 

applic:a1ion. 

Each user 800 may be authorized to use any DUJnb« of printers 802, and each printer may allow any number 

of UlleIS to use it. Each user bas a single det8ult printer (at 66). to which periodical public:ations are delivered by default. 

wlu'lst pages printed on demand are deliverecl to the printer through which the user is intenicting. The server keeps track 

20 of which publishers a user has authorized to print to the user's default printer. A publisher does not record the ID of any 

particular printer. but inst.ead n:solves the ID when it is required. 

When a user subscribes 808 to a publication 807, the publisher 806 (i.e. application provider 803) is 

authorized to print to a specilied printer or the user's default printer. This authorization can be evoked at any time by 

the user. Each user may have seven! pens 801, but a pen is spec:ilic: to a single user. If a user is authori7.ed to use a 

25 particular printer, then that printer :recogni7.es any ofthe user's pens. 

The pen ID is used to ·loc:ate the corresponding user profile maintained by a particular netpage registration 

server, via the DNS in the usual way. 

A Web tennina1 809 can be authorized to print on a particular netpage printer. allowing Web pages and 

netpage documents encountered during Web browsmg to be conveniently printed an the nearest netpage printer. 

30 The ne1page system can collect. on behalf of a printer provider, fees and commissions on income eamed 

through publications printed on the providc:r's printers. Such income c:an include advertising fees, click-through fees, e­

comme:rce commissions. and transaction fees. If the printer is awned by the user, 1he.o the user is the printer provider. 

Each user also has a neq,age account 820 which is used to accumulate micro-debits and cn:dits (such as 

those describccl in the prec;eding paragraph); contact details 815. including name, address and telephone numbera; global 

35 preferences 816, including privacy, delivery and localizatian settings; any nmnber ofbio.mctric records 817, containing 

the user's encoded signature 818, fingeiprint 819 etc; a handwriting model 819 automatically maintained by the system; 

and SET payment card accounts 821 with which e-commerce payments can be made. 

2.3.2 Favorites List 
A netpage user can maintain a list 922 of "favorites" - links to useful documents etc. on the ne1page 

40 network. The list is maintained by the system on the user's beha1f. It is organized as a hiemchy of folders 924, a 

pn:femed embodiment of which is shown in the class diagram in Figure 41. 

2.3.3 History List 
The system maintains a history list 929 on each user's behalf. cantaining links to documents etc. accessed 
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by the user1hrough the netpage system. It is organized as a date-ordered list, a preferred embodiment of Which is shown 

in the c:lass diagram in Figure 42. 

2.4 INTELLIGENT PAGE LAYOUT 
The netpage publication server automatically lays out the pages Df each user's perSOllllli7,ed publication on a 

5 section-by-section basis. Since most advertisements are in the fonn ofpre-fonnatted rectangles, they are placed on the 

page before the editorial content. 

The advertising ratio for a section can be achieved with wildly varying advertising ratios on individual 

pages within the section, and the ad layout algorithm exploits this. The algorithm is configured t.o attempt to co-locate 

elosely tied editorial and advertising content. such as placing ads for roofing material specifically within the publication 

1 0 because of a special feature on ~it-yourself roofing repairs. 

The editorial content selected for the user, including text and associated images and graphics, is then laid 

out according to various aesthetic rules. 

The entire pro«:ss, .inc1llding the sc1ecti.on of ads and the selection of editorial content. must be iterated 

once the layout has converged. to attempt to more closely achieve the user's stated section size preference. The section 

15 iri'ze preference can, however, be matched on average overtime, allowing significant day-to-day variations. 

2.5 DocuMENT FORMAT 
Once the document is laid out. it is encoded for efficient distribution and persistent storage on the netpage 

The primary efficiency mechanism. is the separation of infonnation specific to a single user's edition and 

20 information shared between multiple users• editions. The specific infonnation consists of the page layout The shared 

infoxmation consists of the objects to which the page layout refers, .incl.uding images, graphics, and pieces of text. 

A text object con1ains tillly..fo.onatted text represented in the Extensible Mmkup Language (XML) using the 

Extensible Stylesheet Language (XSL). XSL provides precise con1ro.l over text fonnatting independently of the region 

into which the text is being set, which in this case is being provided by the layout. The text object con1ains embedded 

25 language ccxles to enable automatic 1ranslation. and embedded hyphenation hints to aid with pa:ragmph formatting. 

.An image object encodes an image in the JPEG 2000 wavelet-based compressed .image fonnat. A graphic 

object encodes a2D graphic in ScaJable Vector Gmphl.es (SVG) formal 

The layout itself consists of a series of placed image and graphic objects. linked tex.ttlow objects through 

which text objects flow, hyperli:nks and input fields as described above, and watennatk regions. These layout objects are 

30 summarized in Table 3. The layout uses a compact format suitable for efficient distribution and storage. 

T bl 3 et I ut b" a e -n tDa 11e1avo 0 tlecls 

Layout Attribute Format of 
object finked object 

Image Position 
lmaae object ID JPEG2000 

~raphic ::iosition 
· 3raohic object ID SVG 

rTextflow extflowlD 
~one 

ODtional text object ID KMLIXSL 
Hyperlink Type -

Zone -
ADolication ID. etc. ... 

Field fVDe .. 
Meanina 
lOne 

i/Vatermark Zone 
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2.6 DOCUMENT DISTRIBUTION 
As described above. for pmposes of effl.Cient distribution and persistent storage on the netpage network, a 

user-specific page layout is separated fi:mn the shared objects to which it refers. . 

When a subscribed publication is ready to be distributed, the netpage publication saver allocate., with the 

5 help of the netpage ID server 12. a unique 1D for each page, page instance, document, and document instance. 

'I'h.e server computes a set of optimized subsets of the shared content and creates a multicast channel for 

. each subset, and then tags each user-specific layout with the names of the multicast channels which will cany the shared 

content used by that layout. 1he server then pointcasts each user's layouts to that user's printer 9ia the appropriate page 

server, and when the pointcast:ing is complete. multicasts the shared content on the specified channels. After recei:ving 

1 0 its pointcast, each page server and printer subscribes to the multicast channels specifiecl in the page layouts. Owing the 

mu11icasts, each page server and printer extracts fi:mn the multicast streams those objects iefmed to by its page layouts. 

The page servers pc:rsistcntly archive the received page layouts and shared content 

15 

Once a primer bas received all the objects to which its page layouts mer. the printer rc-c;reatcs the fully­

populated layout and then Jasterizes and prints it 

Under normal circumstances, the printer prints pages faster tbaa they can be delivered. Assuming a quarter 

of each page is covered with. images. the average page has a size of less than 400KB. The printer can therefore hold in 

excess of 100 such pages in its intema1 64MB memory, allowing for temporary butfeis etc. The printer prints at a mte of 

one page per aecond. This is equivalent to 400KB or about 3Mbit of page data per second, which is similar to the 

highest expected rate of page data delivery over a broadband network. 

20 Even under abncmna1 circumstances. such as wlim the printer nms out of paper. it is likely that the user 

will be able to replenish the paper supply before the printer's 100-page mtemal·storage capacity is exhausted. 

However, if the printer's intemal mcmoxy does fill up, then the printer will be unable to make use of a 

multicast when it first occurs.. 1he ne1page publication server therefore allows printers to submit requests for re­

multicasts. When a critical number of requests is received oi' a timeout OCCUIS, the server re-multicasts the 

25 coaesponding shaiecl objects. 

Once a document is printed. a printer can produce an exact duplicate at any time by retrieving its page 

layouts and contents ftom the relevant page server. 

2.7 ON-DEMAND DOCUMENTS 
When a netpage document is requested on demand, it can be personalized and delivered in much the same 

30 way as a periodical. However, since there is no shared content, delivery is made directly to the requesting printer 

without the use of multicast. 

When a non-netpage document is requested on demand. it is not personalized, and it is delivered via a 

designated netpage formatting server which n:farmats it as a :ne1page document A ne1page formatting server is a special 

:ins1ance of a netpage publication server. The nc:tpage formatting server bas knowledge of various Internet document 

35 fOIIllats, including Adobe's Portable Document Fomiat (PDF), and Hypertext Markup Language (Hl'ML). Jn 1he case of 

IIT.ML, it can make use of the higher resolution of the printed page to present Web pages in a multi-colmnn format, with 

a table of contents. It can automatically include all Web pages directly linked to the requested page. The user can time 

this behavior via a preference. 

The netpage fonnatting server makes standard netpage behavior, including interactivity and persistence, 

40 available on any Internet document. no matter what its origin and fonnal It hides knowledge of different document 

fonnats from both the ne1page printer and the netpage page server. and bides know]edge of the netpage system from 

Web servers. 
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3 SECURJTY 
3.1 CRYPTOGRAPHY 

Ceyptography is used to protect sensitive infonnation. both in storage and in transit, and to authenticate 

parties to a transac:ti.on. T1iere are two classes of ccyptogr:aphy in widespread use: secret-key c.cyptography and public-key 
5 c:ryptography. The netpage network uses both classes of ccyptography. 

Secret-key c.cyptogra:i)hy. also referred to as symmetric ctyptography. uses the same key to enccypt and 

deaypt a message. Two parties wishing to exi:hange messages must first mange to securely exchange the secret key. 

Public.key cryptography, also referred to as asymmetric ctyptography, 11SeS two encryption keys. The two 
keys are mathematically related in SllCh a way that an,y message eJlCIYPted using one key can only be dectypted using the 

10 other key. One of these keys is then published, while the other is kept private. The public key is used to enc.i:ypt any 

·message intended for the holder of the private key. Once encrypted using the public key. a message can only be 
deceypted using the private key. Thus two parties oan securely exchange messages without first ha:ring to exchange a 
secret key. To c:nsure that the private key is secure. it is nonnal for the holder of the private key to generate the key pair. 

Public-key cryptography can be used to create a digital s.ignature. The holder of the private key can create a 
15 .known hash of a message and then e:u.a:ypt the hash using the priwt.e key. Anyone can then verify that the enc.i:ypted 

hash constitutes the ''signature'' of the holder ofthe private key with xespec:t to that particular message by decryp1ing the 

enaypted hash using the public key and verifying the huh against the message. If the signature is appended to the 

message. then the recipient of the message can verify both that the message is genuine and that it has not been altered in 
transit 

20 To make public-key ayptography work. there has to be a way to distribute public keys whim prevents 
impersonation. This is noonally done using certificates and certificate a.utharities. A i:erlificat.e authorl.ty is a trusted 

third party which authenticates the connection between a public key and someone's identity. The certificate authority 
vc:r:ifies the person's identity by examining identify doeumcllts. and then creates and signs a digital certificate containing 
the person's identity details and public key. Anyone who 1rusts the certificate authority can use the public key in the 

25 certificate with a high degree of certainty that it is genuine. They just have to verify that the certificate has indeed been 

signed by the certificate authority. whose public key is well-known. 

In most tnlnsaction env.ironmcnts, public-key Cl')'ptography is only used fll create digital signatures and to 
securely e:xchange secret session keys. Secret-key c:cyptography is used for all other puiposes. 

Jn the following discussio.n,. when reference is made to the aecure transmission of information between a 
30 ru:tpage printer and a server, what actually happens is that the printer ob1ains the server's certificate. authenticates it 

with reference to the certificate authority, uses the public key-exchange key in the certificate to exchange a secret 
session key with the server. and then uses the secret session key to enceypt the message data. A session key, by 
definition. can have an arbi1rarily short lifetime. 

3.2 NETPAGE PRINTER SECURITY 
35 Each netpage printer is assigned a pair of unique identifiers at time of :mamllacture which are stored in 

read--only memoiy in 1he printer and in the netpage registration server database. The first ID 62 is public and uniquely 
identifies the printer on the netpage netwo.dc. The second ID is secret and is used when the printer is first registered on 
the netwcs:k. 

When the printer connects to the netpage network for the fiist time after installation, it creates a signature 
40 public/private key pair. It transmits the secret ID and the public key securely to the netpage .registration server. The 

server compares the secret ID against the printer's secret ID recorded in its database, and accepts the registration iftbe 
IDs match. It then creates and signs a certificate containing the printer's public ID and public signature key, and stores 

the eerti.ficate in the registration database. 
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The netpage registration server acts as a certificate authority for netpage printers. since it has access to 

secret infonnation allowing it to verify printer identity. 

When a user subscribes to a publication, a record is created m the netpage registration server database 

authorizing the publisher to print the publication to the user's default printer or a specified printer. Evexy document sent 

5 to a printer via a page server is addressed to a particular user and is signed by the publisher using the publisher's private 

signature key. The page server verifies. via the registration database, that the publisher is authorized to deliver the 

publication to the specified user. The page server verifies the signature using the publisher's public key. obtained from 

the publisher's cc:rtificate stored in the registmtion database. 

The netpage registration server accepts requests to add printing authorizations to the database, so long as 

10 those requests are initiated via a pen registered to the printer. 

3.3 NETPAGE PEN SECURITY 
Each netpage pen is assigned a unique identifier at time of manutacture which is stored in read-only 

JDClllOIY in the pen and in the nctpage registration server database. The pen ID 61 uniquely identifies the pen on the 

netpage network. 

15 A netpage pen can .. know" a number of ne1page printers~ and a printer can "know'" a number of pens. A pen 

communicates with a printer via a mdio frequency signal whenever it is within range of the printer. Once a pen and 

printer are registered. they regularly exc:bange session keys. Whenever the pen transmits digital ink to the printer. the 

digital ink is always encrypted using the appropriate session key. Digital ink is never transmitted in the clear. 

A pen stores a session key for emy printer it knows. indexed by printer ID. and a printer stores a session 

20 key for every pen it knows, indexed by pen ID. Both. have a large but finite stmage capacity for sessi9n keys. and 'Will 

forget a session key on a least-recen.tly-used basis ifnecessm.y. 

When a pen c:omes within range of a printer, the pen and printer discover whether they know each other. If 

they don't know each other, then the printer determines whether it is supposed to know the pen. This might be, for 

example, because the pen belongs to a user who is registered to use the printer. If the printer is meant to know the pen 

25 but doesn't, then it initiates the automatic pen registration procedute. lfthe printer isn't meant to know the pen, then it 

agrees with the pen to ignore it until the pen is placed in a chmging cup, at which time it initiates the registration 

procedure. 

In addition to its public ID, the pen contains a secret key-exchange key. The key-exchange key is also 

recorded in the netpage registration server database at time of manufacture. During registration, the pen tnmsmits its 

30 pen ID to the printer, and the printer transmits the pen ID to the netpage 1egistration server. The server gc:ru:rates ·a 

session key for the printer and pen to use, and securely transmits the session key to the printer. It also transmits a copy 

of1he session key encrypted with the pen's key-exchange key. The printer stores the session key intemally, indexed by 

1he pen ID, and transmits the enccypted session key to the pen. The pen stores the Session key intemally, indexed by the 

printer ID. 

35 Although a fake pen can impersonate a pen in the pen registration protocol, only a real pen can decrypt the 

session key transmitted by the printer. 

When a previously umegistered pen is first registered, it is of limited use until it is linked to a user. A 

registered but "un-owned" pen is only allowed to be used to request and fill in netpage user and pen registration fODDS, 

to :register a new user to which the new pen is automatically linked. or to add a new pen to an existing user. 

40 The pen uses secret-key rather than public.key enCI»J!ion because of hardware performance constraints in 

the pen. 

3.4 SECURE DOCUMENTS 
The netpage system supports the deli my of secure documents such as tickets and coupons. The netpage 
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printer includes a facility to print wateunadcs, but will only do so on request fuun. publishers who are suitably 

authorized. The publisher :i:rulic:ates its authority to print watcnnatks in its certificate, which the print.er is able to 

authenticate. 

The "wate.nnark" printing process uses an altemative dither matrix in specified "wate.tmark" regions of the 

5 page. Back-to-back pages contain mirror-image watennark regions which coincide when printed. The dither matrices 

used in odd and even pages' wateanark regions are designed to produce an interference effect when the regions are 

viewed together, ad:lieved by looking through the printed sheet 

10 

The effect is similar to a watennadc in 1ha1 it is not visible when looking at only one side of the page, and is 

lost when the page is copied bynonnal means. 

Pages of secure documents cannot be copied using the built-in netpage copy mechanism described in 
Section 1.9 above. This extends to copying nel:pages on netpage-aware photocopiers. 

Secure documen1s are typically generated as part of e-oommen:e 1ransac1ions. They C81l therefore include the 

user's photograph which was captured when the user registered biom.e1ric infOIJDation with the netpage registration 

server, as descnl>ed in Section 2. 

15 When p.resented with a secure netpage document, the recipient can verify its authenticity by requesting its 

20 

25 

30 

status in the usual way. The unique ID of a secure document is ooly valid for the lifetime of the document. and secure 

document IDs are allocated non-contiguously to prevent their prediction by opportunistic forgers. A secure document 

vcrifi.cation pen c:an be developed with built-in feedback on verification failure, to support easy point-of-presentation 

document verification. 

Clearly neither the watermark nor the user's photograph are secme in a Cl}'Ptographic sense. They simply 

provide a significant obstacle to caaual forgery. Online document verification. particularly using a verification pen, 

provides an added level of security where it is needed. but is still not entirely immwte to forgeries. 

3.5 NoN-REPuDIATION 
In the netpage system, fonns submitted by users are delivered reliably to fonns handlers and are persistently 

archived on netpage page servers. It is therefore impossible for recipients to repudiate delivery. 

E-commerce payments made through the system, as descn'bed in Section 4, are also impossible for the payee 

t.o iepudiate. 

4 ELECTRONIC COMMERCE MODEL 
4.1 SECURE El..EcTRoNIC TRANSACTION (SET) 

The netpage system uses the Secure Electronic Transaction (SET) system as one of its payment systems. 

SET. hav.ing been developed by MasteiCard and Visa, is organized around payment C8Ids, and this is retlected .in the 

tenninology. Howm:r, much of the system is independent of the type of accotmts being used. 
In SET, cardholders and merchants register with a certificate authority and are issued with certificates 

containing their public signature keys. Tile certificate authority verifies a cardholder's registration details with the card 

35 issuer as appropriate, and verifies a merehant's registration details with the acquirer as appropriate. Cardholders and 

merchants store their respective private signature keys securely on their computers. During the payment proce:;.,, these 

certificates are used to mutually authenticate a merc.bant and cardholder, and to authenticate them both to the payment 

gateway. 

SET has not yet been adopted widely. part]y because cardholder :maintenance of keys and certificates is 

40 considered burdensome. Interim solutions which maintain cardholder keys and certificates on a server and give the 

cardholder access via a password have met with some success. 

4.2 SET PAYMENTS 
In the netpage system the netpage :registration server acts as a proxy for the netpage user (i.e. the 
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cardholder) in SET payment tnmsactions. 

The netpage system uses biometrics to authenticate the user and authmm: SET payments. Bec:ause the 

system is pen-based, the biometric used is the user's on-line signature. consisting of time-varying pen position and 

pressure. A fingelprint biometric can also be used by designing a :fingerprint sensor into the pen, although at a higher 

5 cost The type ofbimnetric used only affects the capture of the biometric, not the authorimtion aspects of the ~ 

The first step to being able to make SET payments is to register the user's biometric with the netpage 

registration server. This is done in a controlled environment. for example a bank. where the biometric can be captured at 

the same time as the user's identity is verified. The biomCtrlc is captured and stored in the registration database, linked 

to the user's JeCOid. The user's photograph is also optionally captured and linked to the record The SET cardholder 

10 registration process is completed, and the resulting private signature key and certificate are stored in the database. The 

user's payment card information is also stared, giving the netpage registration. server enough information to act as the 

user's proxy in any SET payment transaction. 

When the user evenblally supplies the biom.et:ri.c to complete a payml:nt, for example by signing a netpage 

order fmm. the printer securely transmits the order information, the pen ID and the biometric data to the netpage 

15 registration server. The server verifies the biometric with respect to the user identified by the pe:n ID, and from then on 

acts as the user's proxy in completing the SET payment transaction. 

4.3 MICRO-PAYMENTS 
The nelpage system includes a mechanism for micro-payments. to allow the user to be conveniently charged 

for printing low-cost documents on demand and for copying copyright documents, and J>OS81"bly also to allow the user to 

20 be reimbursed for expenses incurred in printing advertising material. The latter depends on the level of subsidy aheady 

pro'Vided to the user. 

25 

When the user registers for e-commerce, a netwO!k account is established which aggregates micro­

payments. The user receives a statement on a regular basis, and can settle any outstanding debit balance using the 

standard payment m.eclianism. 

The network account can be extended to aggregate subscription fees for periodicals, which would also 

otherwise be presented to the user in the fonn of indi'Vidual statements. 

4.4 TRANSACTIONS 
When a user requests a netpage in a particular application context. the application is able to em.bed a user-

specific tnmsaction ID SS in the page. Subsequent input through the page is 1agged with the tiansaction ID, and the 

30 application is thereby able to establish an appropriate context for the user's input.· 

When input occurs through a page which is not user-specific. however. the application must use the user's 

unique identity to establish a context. A typical example involves adding items from a pre-prllm:d catalog page to the 

user's virtual "shopping cart". To protect the user's privacy, however, the unique user ID 60 known to the nelpage 

system is not divulged to applications. This is to prevent clitferent application providers from easily correlating 

35 independently accumulated behavioral data. 

The netpage registration server instead maintains an anonymous relationship between a user and an 

application via a unique alias ID 6S, as shown in Figure 24. Whenever the user activates a hyperlink tagged with the 

''registered" attribute. the ne1page page server asks the netpage registration server to translate the associated application 

ID 64, together with the pen ID 61, into an alias ID 65. The alias ID is then submitted to the hyperlink's application. 

40 The application maintains state infonnation indexed by alias ID. and is able to retrieve user-specific state 

information without knowledge of the global identity of the user. 

The system also maintains an independent certificate and private signature key far each of a user's 

applications, to allow it to sign application transactions on behalf of the user using only application-specific information. 
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To assist the system in routing product bar code (UPC) ''hyperlink" activations, the system records a 

favorite application on behalf of the user for any number of product types. 

Each application inssociated with an application provider, and the system maintains an account on behalf 

of each application provider, to allow it to credit and debit the provider for click-1hrough fees etc. 

An application provider can be a publiaher of periodical subscn"bed content. The system records the user's 

willingness to receive the subscn"bed publication, as well as the expected frequency of publication. 

4.5 RESOURCE DESCRIPTIONS AND COPYRIGHT 
A preferred embodiment of a resource description class diagram is shown in F'igure 40. 

Each document and content object may be described by one or more resource descriptions 842. Resource 

10 desa::i.ptions use the Dublin Core metadata element set, which is designed to facilitate discoveey of electronic resources. 

Dublin Core metadata conftmns to the World Wide Web Consortium (W3C) Resource Description Framework (RDF). 

A resource description may identify rights holders 920. The netpage system automatically transfers 

copyright fees from users to rights holden when usen print copyright content 

5 COMMUNICATIONS PROTOCOL.$ 
15 A communications protocol defines an ordered exchange of messages between entities. Jn the nctpage 

system. entities such as pens, printers and servem utilise a set of defined protocols to coopemtively handle user 

int.emction with the netpage system. 

Each protocol is illustrated by way of a sequence diagram in which the horizontal climensio.n is 1l8ed to 

rep.resent message flaw and the vertical dimension is used to represent time. Each entity is .tepJeSented by a rectangle 

20 containing the name ofthe entity and a vertical column representing the lifeline of the entity. During the time an entity 

exists. the lifeline is shown as a dashed line. DllI:ing the time an entity is active. the lifeline is shown as a double line. 

Because the protocols considemi here do not create or destroy entities. lifelines are generally cut short as soon as an 

entity ceases to participate in a protocol. 

5.1 SUBSCRIPTION DELIVERY PROTOCOL 
25 A preferred embodiment of a subscription delivery protocol is shown in Figure 43. 

A large number of users may subscribe to a periodical publication. Each user's edition may be laid out 

differently, but many usexs' editions will share common content such as text objeciS and image objects. The subscription 

deliveiy protocol thetefore delivers document structures to individual printeis via pointcast. but delivers shared content 

objects via multicast. 

30 The application (i.e. publisher) first obtains a document ID 51 for each dot.-ument from an ID server 12. It 

then sends eaeh docwnent structure, including its document ID and page descriptions. to the page server l 0 responsible 

for the document's newly allocated JD. h includes its own application ID 64, the subscriber's alias ID 65, and the 

relevant set ofmultfoast channel names. It signs the message using its private signature key. 

The page server uses the application ID and alias ID to obtain from the registration server the corresponding 

35 user ID 60, the user's selected printer ID 62 (which may be explicitly selected for the application, or may be the user' a 

detault printer}, and the application's certificate. 

The application's certificate allows the page server to verify the message signature. The page serve.r's 

request to the registration server fails if the application ID and alias ID don't together identify a subscription 808. 

The page server then alloi:ates document and page instance IDs and foxwards the page desc:riptions. 

40 including page IDs SO, to the printer. It includes the relevant set of multicast channel names for the printer to listen to. 

It then retllms the newly alloc:ated page IDs to the application for future reference. 

Once the application has distributed all of the document structures to the subscribers' selected printers via 

the relevant page servers, it multicasts the various subsets of the shared objects on the previously selected multicast 
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channels. Both page servers and printers monitor the appropriate multicast channels and receive their required content 

objects. They are then able to populate the previously pointcast document structures. This allows the page servers to add 

complete documents to their databases, and it allows the printers to print the documents. 

5.2 HYPERLINK ACTIVATION PROTOCOL. 
5 A prefeired embodiment of a hyperlink activation protocol is shown in Figure 45. 

When a user clicks on a nctpage with a net.page pen. the pen commllllicates the click to the nearest nctpage 

-printer 601. The click identifies the page and~ location on the page. The printer already .knows the ID 61 of the pen 

from the pen connection protocol 

The printer determines. 'ria the DNS. the network address of the page server 1 Oa handling the particular 

1 0 page ID 50. The address may already be in its cache if the user has :m:ently interacted with the same page. The primer 

then forwards the pen ID, its own printer JD 62, the page JD and click location to the page server. 

The page server loads the page description 5 identified by the page JD and detmnines which .input 

element's zone 58, if any, the click lies in. Assuming the relevant input clement is a hyperlink. element 844, the page 

server then obtains the associated application JD 64 and link ID 54, and deterinines, via the DNS, the networlt addiess 

15 of the application server hosting the application 71. 

The page server uses the pen ID 61 to obtain the ccmesponding user ID 60 from the registration server 11, 

and then allocates a globally unique hypcrliuk iequest ID 52 and builds a hyperlink mqw:st 934. The hyperlink. reqw:st 

class diagram is shown in Figure 44. The hyperlink request records the IDs of the IeqUesting user and printer, and 

identifies the clicked h)]>erlink instance 862. The page server then sends its own server ID 53, the hypc:rlink request ID, 

20 and the link. ID to the applicatian. 

The application produces a response document according to application-specific logic; and obtains a 

document ID 51 from an ID server 12. It then sends the document to the page server I Ob fesponsible for the document's 

newly allocated ID, together with the requesting page server's ID and thC h)perlink request ID. 

The second page server sends the h)perlink request ID and application ID to the first page server to obtain 

25 · the corresponding user ID and printer JD 62. The first page server rejects the request if the hyperlink request has expired 

or is for a different application. 

30 

The second page server allocates document instance and page IDs so. retums the newly allocated page IDs 

to the application, adds the complete document to its own database. and finally sends the page descriptions to the 

requesting printer. 

The hyperlink instance may include a meaningful tmosaction ID 55, in Which case the first page server 

includes the transaction JD in the message sent to the application. This allows the application 1o establish a 1mnsaction­

specific context for the hyperlink activation. 

Jfthe h)perlink requires a user alias, i.e. its "alias required" attnllute is set. then the .first page sem:r sends 

both the pen ID 61 and the hyperlink's application ID 64 to the registr&tion server 11 to obtain not just the user JD 

35 corresponding to the pen JD but also the alias JD 65 cm:responding to tlie application ID and the user JD. It includes the 

alias ID in the message sent to the application, allowing the application to establish a user-specific context for the 

hyperlink activation. 

5.3 HANDWRITiNG REcoGNmON PROTOCOL 
When a user draws a stroke on a netpage with a netpage· pen, the pen communicates the stroke to the 

40 nearest netpage printer. The stroke identifies the page and a path on the page. 

The printer forwards the pen ID 61, i:ts own printer ID 62, the page ID SO and stroke path to the page server 

I 0 in the usual way. 

The page server loads the page description 5 identified by the page ID and determines which input 



~--~ 

WO 00172232 PCT/AU00/00521 
-33-

element's zone 58, if~. the stroke intersects. Assuming the xelevant mpiit element is a text field 878, the page server 
appends the stroke to the text field's digital ink. 

After a period of inactivity in the zone of the text field, the page server sends the pen ID and the pending 
strokes to the registration server 11 for interpretation. The registmtion server identifies the user corresponding to the 

5 pen. and uses the user's accumulated handwriting model 822 to inteJpret the strokes as handwritb:n fcld. Once it has 
converted the strokes to text. the registrstion server returns the text to the requesting page server. The page server 
appends the text to the text value of the text field. 

SA SIGNATUREVIRIFICATION PROTOCOL 
Assuming the input element whose zone the stroke intersects is a signature field 880, the page server 10 

10 appends the stroke to the signature field's digital ink. 

After a period of inactivity in the zone ofthe signature field, the page server sends the pen ID 61 and the 
pending strokes to the registration server 11 for verification. It also sends the application ID 64 associated with the fonn 
of which the signature field is part. as well as the foon ID 56 and the cum:nt data content of the form. The registration 
server identifies the user cmresponcling to the pen. and uses the user's dynamic signature biometric 818 to verify the 

15 strolces as the user's signature. Once it has verified the signature. the registration server uses the application ID 64 and 
user ID 60 to identify the user's application-spcc.ifi private signature key. It then uses the key to generate a digital 
signature of the fmm data, and retnms the digital signature to the requesting page server. The page server assigns the 
digital signature to the signature field and sets the associated fmm's status to ftozen. 

The digital signature includes the alias ID 65 of the c:onesponding user. This allows a single form to capture 
20 multiple users• signatures. 

5.5 FORM SUBMISSION PROTOCOL 
A prefei:red embodiment of a fonn submission protocol is shown in F.ignre 46. 

Fann submission occurs via a faun. hyper.link activation. It thus follows the protocol defined in Seel.ion 5.2, 
w.itb. some funn-specifi.c additions. 

25 Jn the case of a fonn hyperlink. the hyperlink activation message sent by the page server 10 to the 
application 71 also contain& the fonn ID 56 and the cmrent data cont.e.nt ofthe foon. Jfthe form contains any signature 
fields. then the application verifies each one by extracting 1he alias ID 65 associated with the conesponding digital 

signature and obtaining the corresponding certificate from 1he registration server 11. 

5.6 COMMISSION PAYMENT PRoTOCOL 
30 A preferred embodiment of a commission payment protocol is shown in Figure 47. 

Jn an e-commerce environment, fees and commissions may be payable from an application provider to a 
publisher on click-throughs, transacUOJlS and sales. Commissions on fees and conunis.sions on commissions may also be 
payable from the publisher to the provider of the printer. 

The hyperlink request ID 52 is used to route a fee or commission credit from the target application provider 
35 70a (e.g. merchant) to the source applica1ion provider 70b (i.e. publisher), and from the SO'llICe application provider 70b 

to the printer provider 72. 

The target application receives the hyperlink request ID from the page server 10 when the hyperlink is first 
activated, as described in Section S.2. When the target application needs to credit the source application provider. it 
sends the application provider credit to the original page server together with the hyperlink request ID. The page server 

40 uses the hyperlink request ID to identify the source application, and sends the credit on to the relevant registration 
server 11 together with the source application ID 64, its own server ID 53, and the hyperlink request ID. The registration 
server credits the corresponding application provider's account 827. It also notifies the application provider. 

If the application provider needs to ciedit the printer provider, it sends the printer provider credit to the 
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original page server together with the hyperlink request ID. The page server uses the hyperlink request ID to identify the 

printer, and sends the credit on to the relevant registration server together with the printer ID. The registration server 

cn:dits the corresponding printer provider account 814. 

The somce application provider is optionally notified ofthe identity of the target application provider, and 

5 the printer prov.icier ofthe identity of the source application provider. 

6. NETPAGE PEN OESCRPTION 
6.1 PEN MECHANICS 

Referring to Figures 8 and 9, the pen, geru:rally designated by referc:nce numeral 101, includes a housing 

102 in the form of a plastics moulding having walls 103 defining an interior space 104 for mounting the pen 

1 0 components. The pen top 105 is in operation rotatably .mounted at one end 106 of the housing 102. A semi-transparent 

cover 107 is secured to the opposite end I 08 of the housing I 02. The cover 107 is also of moulded plaitics, and is 

funned from semi-tamspan:nt material in order to enable the user to v.iew the status of the LED moun1cd within the 

housing 102. The cover 107 :includea a main part 109 which substantially surroundS the end 108 of the housing 102 and 

a projecting portion 110 which projects back from the main part 109 and fits within a ccmesponding slot 111 fo.aned in 

15 the walls 103 of the housing 102. A radio antenna 112 is mounted behind the projecting pOI1ion 110, within the housing 

102. Screw tlueads 113 sm:rouruling an aperture 113.A on the cover l 07 are arranFt to .receive a metal end piece 114, 

including ccmesponding screw tbre8ds 115. The metal end piece 114 is removable to enable ink cartridge rep1acemen.t. 

Also mounted within the cover 107 is a 1ri-color status LED 116 on a flex PCB 117. The antenna 112 is also 

mounted on the flex.PCB 117.·The status LED 116 is mountedatthetop of the pen 101 for goodall-uound visiDility. 

20 The pen can operate both as a normal marking ink pen and as a non-marking stylus. An ink pen cartridge 

118 with nib 119 and a stylus 120 with. stylus nib 121 are moun1cd side by side within the housing 102. Either the ink 

cartridge nib 119 or the stylusmb 121 can be brought forward thraogh open end 122 oftlic metal end pi.ccc 114, by 

rotation of the pen top 105. Respective slider blocks 123 and 124 are JllDUllted to the ink cartridge 118 and stylus 120, 

respectively. A rotatable cam batrel 125 is secured to the pen top 105 in operation and manged to rotate therewith. The 

25 c:am baacl 125 includes ac:am 126in the form of a slot within the walls 181 ofthe cam band. Camfollowm 127 and 

128 projecting :from slider blocks 123 and 124 fit within the cam slot 126. On rotation of the cam banel. 125, the slider 

blocks 123 or 124 move relative tQ each other to project either the pen nib 119 or stylus nib 121 out through the hole 

122inthemetalendpiece114. The pen 101 bas three states of operation. By turning the top 105 through 90° steps, the 

three states are: 

30 • Stylus 120 mo 121 out;· 

Ink cartridge 118 nib 119 out; and 

Neither ink cartridge 118 m'b 119 out nor stylus 120 nib 121 out 

A second flex. PCB 129, is mounted on an electronics chassis 130 which sits within the housing 102. The 

second flex: PCB 129 mounts an infrared LED 131 for providing inftmed radiation for projection onto the suiface. An 

35 image sensor 132 is provided mounted on the second Oex PCB 129 for .receiving reflected radiation from the surface. 

The second flex PCB 129 also mounts a radio frequency chip 133, which includes an RF transmitter and RF receiver, 

and a controller chip 134 for controlling operation of the pen 101. .An optics block 135 (formed from moulded clear 

plastics) sits within the cover 107 'and projects an infrared beam onto the surface and receives images onto the image 

sensor 132. Power supply wires 136 connect the components on the second flex: PCB 129 to battery contacts 137 which 

40 are mounted within the cam barrel 125. A terminal 138 connects to the battery con1acts 137 and the cam barrel 125. A 

three volt rechargeable battery 139 sits within the cam bmrel 125 in contact with the battery contacts. An induction 

charging coil 140 is mounted about the second flex PCB 129 to enable recharging of the battery 139 via in.ductiOIL The 

second flex PCB 129 also mounts an infrared LED 143 and infrared photodiode 144 for detecting displacement in the 
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cam bmel 125 when either the stylus 120 or the ink cartridge 118 is used for writing, in order to enable a determination 

of the furce be.ing applied tb the smface by the pen nib 119 or stylus nib hi. ~JR photodiode 144 detects light from 

the iR LED 143 via re:fl.ectors (not shown) mounted on the slider bloc1cs 123 and 124. 

Rubber grip pads 141 and 142 are provided towards the end 108 of the housing 102 to assist gripping the 

5 pen 101, and top 105 also includes a clip 142 for clipping the pen 101 to a pocket. 

6.2 PEN CoNTROLlER 
The pen 101 is ammged to detennine the position of its nib (stylus nib 121 or :ink cartridge nib 119) by 

imaging. in the infrared specttum. an area of the surface in the vicinity of the nib. It records the location data ftom the 

nearest location tag. and is ammged to caic:ulate the distance of the nib 121 or 119 from the location tab utilising optics 

10 J3S and controller chip 134. The controller chip 134 calculates the orientation of the pen and the nib-to-tag distance 

from the paspective distortion observed on the imaged tag. 

Utilising the RF chip 133 and antenna 112 the pen 101 can 1nmsmit the digital ink data(~ is encrypted 

for security and packaged for efficient transmission) to the computing sysb:m. 

When the pen is in range of a receiver, the digit.al ink data is tnmsmitted as it is fanned. When 1he pen 101 

15 moves out of .nmge, digital ink data is buffered 'Within the pen 101 (the pen 101 oircuitty includes a buffe:r manged to 

store digital ink data for approximately 12 minutes of the pen motion on the smface) and can be transmitted later. 

The ccm1mller chip 134 is mounted on the second :flex PCB 129 in the pen 101. F"JgUre 10 :is a block 

diagram illustrating in mare detail the atcllitecture of the controller chip 134. Figure 10 also shows representations of 

the RF chip 133. the image sensor 132, the 1ri-color status LED 116, the IR illumination LED 131, the IR fon:e sensor 

20 LED 143, and the force sensorphotodiode 144. 

The pen con1roller chip 134 includes a controlling processor 14S. Bus 146 enables the excbange of data 

between <:ODlpOl1Cllts of the controller chip 134. Flash memory 147 and a 512 KB DRAM 148 are also included. An 

analog-to-digital converter 149 is arranged to convert the analog signal from the force sensorphotodiode 144 to a digital 

signal. 

25 An image sensor interface 152 interfac:es with the image sensor 132. A transceiver controller 153 and base 

band circuit 1 S4 are also included to inU:dii.c:e with the RF chip 133 which includes an RF circuit 155 and RF resonators 

and :inductors 156 comiected to the antenna 112. 

The controlling processor 14S captures and decodes location data from tags from the sw:fiu:e via the image 

sensor 132. monitors the forc:e sensor photodiode 144, controls the LEDa 116, 131 and 143, and handles short-xange 

30 mdio communication via the radio transceiver 153. h is a mediwn-perfonnance (-40MHz) general-p111p0se RISC 

processor. 

The processor 145, digital transceiver components (1mnsceiver controller 153 and baseband c:irc:uit 154), 

image sensor inteOace 152, flash memOIY 147 and Sl2KB DRAM 148 are integrated in a single controller ASIC. Analog 

RF components (RF ciicuit lSS and RF resonators and :inductors 156) are provided in the separate RF chip. 

35 The image sensor is a 215x215 pixel CCD (such a sensor is produc:ed by Matsushita Electronic Co.rporation, 

and is desc:ribed in a paper by Itakura. K T Nobusada, N Okusenya. R Nagayoshi. and M Ozaki. "A Imm SOk-Pixel IT 

CCD Image Sensor for Miniature Camera System", IEEE Transactions on Electronic Derices, Volt 47, number 1, 

January 2000, which is incorporated herein by reference) with an IR filter. 

The controller .ASIC 134 enters a quiescent state after a period of inactivity when the pen 101 is not in 

40 contact with a surface. It incorporates a dedicated cin:uit 150 which .monitors the fon:e sensor photodiode 144 and wakes 

up the controller 134 via the power manager 151 on a pen-down event 

The radio tnmsceivcr communicates in the unlicensed 900:MHz band nonnally used by cordless telephones, 
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or alternatively in the unlicensed 2.4GHz industrial, scienf.ific and medical (ISM) band. and 11SeS frequency hopping and 

collision detection to provide interference-free communication. 

In an altemative embodiment. the pen incorpomtes an Infrared Data .Association (IIDA) intmace for short­

range communication with a base station or ne1page printer. 

5 In a further embodiment. the pen 101 includes a pair of orthogonal accelerometers mounted in the nounal 
plane of the pen l 01 axis. The accelerometers 190 are shown.in Figures 9 and .10 in ghost outline. 

The provision of the ai:celerometers enables this embocliment of the pen 101 to sense motion without 

reference to surface location~ allowing the lOc:atioa tags to be sampled at alower :rate. Eaeh location tag ID can then 

identify an object of interest mther than a position on the surface. For example, if the objcc:t is a user intert8ce input 

1 0 element (e.g. a command button), then the tag ID of each location tag within the area of the input element am directly 

identify the input element. 

The acceleration measured by the accelenmu:ters in each of the x and y directions is :integrated with respect 

to time to produce an instantaneous velocity and po$ition. 

Si.nee the starting position of the stroke is not known, only relative positions wi1hin a stroke are calculated. 

15 Although position integiation accumulates errors in the sensed acceleratiOn, accelerometers typically have high .. 

resolution, and the time duration of a stroke, over which mars aceumulate, is short. 

7. NETPAGE PRINTER DESCRIPTION 
7.1 PRINTER MECHANICS 

The vertically-mounted netpage wallprinter 601 is shown fully assembled in Figure 11. It prints netpages on 

20 Letter/A4 sized media using duplexed 8% .. MemjetTM print aigines 602 and 603, as shown in Figmes 12 and 12a. h 

uses a straight paper path with the paper 604 passing through the duplexed print engines 602 and 603 which print both 

sides of a sheet simultaneously, in full color and with full bleed. 

An integral binding assembly 605 applies a strip of glue alo.ng one edge of each printed sheet, allawhJg it to 

adhere to the previous sheet when pressed against it This creates a final bound document 618 which can range in 
25 thickness .from one sheet to several hundred sheets. 

The replaceable ink cartridge 627, shown in Figure 13 coupled with the duplexed print engines, has 

bladders or diambers for storing fixative, adhesive, and cyan, magenta, yellow, blac:k and infrared inks. The cartridge 

also contains a micro air filter in a base mo1dfug. The micro air filter intcrfaees with an air pump 638 inside the printer 

via a hose 639. This provides filtered air to the printheads to prevent :ingress of micro particles into the MemjetTM 

30 printheads 350 whicili. might otherwise clog the printhead nozzles. By ioco!porating the air filter within the cartridge, the 

operational life of the filter is effectively linked to the life of the cartridge. The ink cartridge is a fully recyclable product 

with a capacity for printing and gluing 3000 pages (1500 sheets). 

Refeaing to Figure 12, the motorized media pick-up roller assembly 626 pushes the top sheet directly from 

the media tray past a paper sensor on the first print engine 602 into the duplexed MemjetTM printhead assembly. The 

35 two MemjetTM print engines 602 and 603 are mounted in an opposing in-line sequential c:onfigurat.ion along the straight 

paper path. The paper 604 is drawn into the first print engine 602 by integral, powered pick-up rollers 626. The position 

and size of the paper 604 is sensed and full bleed printing commences. Fixative is printed simultaneously to aid dcying 

in the shortest possible time. 

The paper exits the first MemjetTM prim engine 602 through a set of powered exit .spike wheels (aligned 

40 along the straight paper path), "Mrich act against a rubberized roller. These spike wheels contact the 'wet' print.ed 

surface and continue to feed the sheet 604 into the second MemjetTM print engine 603. 

Referring to Figures 12 and Ila, the paper 604 passes from the duplexed print engines 602 and 603 into the 

binder assembly 605. The printed page passes between a powered spike wheel axle 670 with a fibrous support roller and 
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another movable axle with~ wheels and a momentaxy action glue 'W!1eel.. The movable axle/glue assembly 673 is 

mounted to a metal support br8Cket and it is 1ransported forward to inteffiice with the poWered axle 670 via gears by 

action of a camshaft. A sepamtc motor powers this camshaft. 

The glue wheel assembly 673 consists of a partially hollow axle 679 with a rotating coupling for the glue 

5 supply hose 641 from the ink cartridge 627. This axle 679 connects to a glue wheel. which absorbs adhesive by capilhuy 

action through radial holes. A molded housing 682 surrounds the glue wheel, with an opening at 1he front Pivoting side 

moldings and sprung outer doors are attached to the metal bracket and hinge out sideways when the rest of the assembly 

673 is thrust forward. This action exposes the glue wheel through the front of the molded housing 682. Tension springs 

close the assembly and effectively cap the glue wheel during periods of inactivity. 

1 0 As the sheet 604 passes into the glue wheel assembly 673, adhesive is applied to one vertical edge on the 

ftont side (apart from the first sheet of a document) as it is transported down into the binding assembly 605. 

7.2 PRINTER CONTROLLER ARCHITECTURE 
The netpoge printer controller consists of a controlling processor 750, a facto.ey-installed or field-installed 

network interface module 625, a radio transa:ivc:r (transceiver controller 753, baseband circuit 754, RF circuit 755, and 

15 RF resonators and inductors 756). dual raster image processor (RIP) DSPs 757. duplexed print engine controllers 760a 

and 760b. flash memOJY 658. and 64MB of DRAM 657, as illustrated in Figure 14. 

The controlling processor handles communication with the network 19 and with local wireless ne1page pens 

101, senses the help button 617, controls the user interface LEDs 613-616, and feeds and synchronizes the RlP DSPs 

757 and print engine controllers 760. h consists of a medium-performance general-purpose mic.roprocessor. The 

20 con1rolling processor 750 communicates with the print engine contcollCIS 760 via a high-speed serial bus 659. 

The RlP OOPs rasterize and campxess page descriptions to the netpage printer's compressed page fonnat 

Each print engine controller expands, dithers and prints page images to its associated MemjetTM printhead 350 in real 

time (i.e. at over 30 pages per minute). The duplexed print engine controllCIS print both sides of a sheet simultaneously. 

The master print engine controller 760a controls the paper transport and monitors ink usage in conjllilClion 

25 with the master QA chip 665 and the ink cartridge QA chip 761. 

The printer COlltroller's flash memoiy 658 holds the software for both the processor 750 and the DSPs 757. 

as well as configuration data. This is copied to main memmy 657 at boot time. 

The processor 750, DSPs 757, and digital transceiver components (1ransCeiver controller 753 and baseband 

circuit 754) are integrated in a single controller ASIC 656. Analog RF components (RF circuit 755 and RF resonators 

30 and inductors 756) are provided in a separate RF chip 762. The network intert"ace module 625 is separate, since netpage 

printets allow the network connection to be factory-selected or field-selected. Flash memory 658 and the 2x256Mbit 

(64MB) DRAM 657 is also off-chip. Tue print engine controllers 760 are provided in separate .ASICs. 

A variety of network interface modules 625 are provided, each providing a netpage network interface 751 

and optionally a local computer or network interface 752. Net.page netwotk Internet interfaces include POTS modems, 

35 Hybrid Fiber-Coax (HFC) cable modems. ISDN modems, DSL modems. satellite transceivers. current and next­

generation cellular telephone transceivers, and Wireless local loop (WLL) transceivers. Local interfaces include IEEE 

1284 (parallel port), 10Base-T and lOOBase-T EthCmef, USB and USB 2.0, IEEE 1394 (Firewire). and various 

emerging home networ.king interfaces. If an Inteinet connection is available on the local network, then the local network 

interl'ace can be used as the netpagc nctwmk interlilce. 

40 The radio transceiver 753 communicates in the unlicensed 900MHz band nonnally llSed by cordless 

telephones, or alternatively in the unlicensed 2.4GHz industrial, scientific and medical (ISM) band, and uses frequency 

hopping and collision detection to provide interference-fu:e communication. 
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The print.ec controller optionally iru:oiparates an Infrared Data .Association (IrDA) interface for receiving 

data "squirted" from devices such as netpage cameras. Jn an alternative embodiment. the printer uses 1he JrDA intedace 

for short-range communication with suitably configured nefpage pens. 

7 .2.1 RAsTERlzATIDN AND PRINTING 
5 Once the main processor 750 has received and verified the doCument's page layouts and page objects, it 

runs the appropriate RIP software on the DSPs 757. 

The DSPs 757 rasterize each page description and compress the nsterized page image. The main processor 

stores each compressed page image in memmy. The simplest way to load-balance multiple DSPs is to let each DSP 

rasterize a separate page. The DSPs can always be kept busy since an arbitracy number of rasterized pages can. in 
1 0 general. be stored in memory. This stxategy only Je8ds to potentially poor DSP utilimtion when rastc:rizing short 

documents. 

Wateonark regiODS in the page description are rasterized to a cantone-resolution bi-level bitmap which is 
losslessly compressed to negligible size and which fauns part ofthe COJDpMSSed page image. 

The infrared (IR) layer of the printed pqe contains coded nefpage tags at a density of about six per inch. 
15 Each tag encodes the page ID. tag ID, and ccm1Iol bits. and the data content of each tag is generated during nsterization 

and stored in the compressed page image. 

The main processor 750 passes back-to-back page hDages to 1he duplexed print engine controllers 760. Each 
print engine controllec 760 stores the compressed page image in its local memory, and starts the page expansion and 

printing pipeline. Page expansion and printing is pipelined because it is impractical to store an entire 114MB bi-level 
20 CMYK+IR. page image in memmy. 

7.2.2 PRINT ENGINE CONTROLLER 
The page expansion and printing pipeline of the print coginc controller 760 consists of a high speed IEEE 

· 1394 serial interface 659, a standard JPEG decoder 763, a standanl Group 4 Fax: decoder 764, a custom 
halftaner/compositor unit 765, a custom tag encoder 766, a line loader/fomiatter unit 767, and a custom interface 768 to 

25 the MemjetTM printhead 350. 

30 

The print engine controllec 360 operates in a double buffered manner. While one page is loaded into DRAM 
769 via the high speed serial interface 659, the previously loaded page is read from DRAM 769 and passed through the 

print engine controller pipeline. Once the page has finished printing, the page just loaded is printed while another page 

is loaded. 

The first stage of the pipeline expands (at 763) the JPEG-c:ompJeSSed contone CMYK layer, expands (at 
764) the Group 4 Fax-compressed bi-level black layer. and Iellders (at 766) the bi-level netpage tag layer accmding to 

the tag format defined in sc:Gtion 1.2. all in parallel. The sec:Ond stage dithers (at 765) the contone CMYK. layer and 

composites (at 765) the bi-level black layer ove.r the resulting bi-level CMYK. layer. 1he resultant bi-level CMYK+IR. 

dot data is buffered and fmmatted (at 767) for printing on the Memjet™ printhead 350 via a set of line buffers. Most of 
35 these line buffers arc stored in the off-clllp DRAM. The final stage prints 1he six channels of bi-level dot data (including 

fixative) to the MemjetTM printhead 350 via the printhead interface 768. 

When several print engine controllers 760 are used in unison. such as in a duplexed cODfiguration, they are 
syncbroni7.CCl via a shared line sync signal 770. Only one print engine ·760, selected via the e:xtema1 master/slave pin 

771, generates the line sync signal 770 onto the shared line. 

40 The print engine controller 760 contains a low-speed processor 772 for synclironizing the page expansion 
and rendering pipeline, configuring the printhead 350 via a low-speed serial bus m. and controlling the stepper motors 
675, 676. 

In the SW' versions of the netpage printer, the two print engines each prints 30 Letter pages per minute 
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along 1he long dimension of the page (11;. gi:v.ing a line rate of 8.8 kHz at 1600 dpi. Jn the 12" versions of 1he netpage 

printer, the two print~ d.ch prints 45 Letter pages per minute along th~ illiort dimension of the page (SW'}, giving 

a line rate ofl0.2 kHz. These line rates are well within the opeiating frequency of the Memjet'l'M printhead, which in the 

current design exceeds 30 kHz. 

5 CoNCLUSION 
The present invention has been described with reference to a prefer.red embodiment and manber of specific 

alternative embodiments. However, it will be appreciated by those skilled in the relevant .fields that a number of other 

embodiments, differing from those specifically described, will also fall within the spirit and scope of the present 

invention. Ac:eordingly, it will be understood that the invention is not intended to be limited to the specific embodimen1s 

1 0 descnDed in the present specification. including c1ocume.nts incoiporated by cross-reference as appropriate. The scope of 

1he invention is only limited by1he attached claims. 
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CLAIMS 
1. A method for providing targeted content in a document, including: 

providing a user with a printed document, formatted to include infonnation with content targeted to 
demographiQ of the user. the document having at least one user intc:ractive clement which enables the user to indicate a 

5 request for further infOIJDati.on relating to the content by interacting with the element using a sensing device which is 
adapted to 1mnsmit data indicating the request to a computer system. 

10 

2. A method as claimed m claim I. further including sending the further information to the user upon 
ieceipt of the data in the computer system. 

3. 

4. 

A method as claimed in claim 1, wherein the document is formatted according to user prefa:ences. 

A method as claimed .in claim 1. wherein the targeted content comprises advertising material. 
5. A method as claimed in claim 4, wherein the at least one interactive element is provided in 

association with the advertising material and the further infonnati.on is provided in the fOnn of a printed product 

brochure. 

6. A method as claimed claim 1, wherein the document includes coded data indicative of an identity of 
15 the document and of the at least one interactive element, and wherein the method includes receiving, in the computer 

system, indicating data from the sensing device regarding_ the identit;y of the document and a position of the sensing 
device relative to the document in order to identify the documcot and detcmDnc: when the sensing device is used to 
interact with the element 

7. A method as claimed in claim 6, including receiving, in the computer system, movement data 
20 regarding movement of the sensing device relative to the document. 

8. A method as claimed in claim 7. including the sensing device sensing its movement relative to the 
document using at least some ofthe coded da1a. and identifying the request in the computer system from the movement 
being at least partially within a zone associated with the interactive clement. 

9. A method as claimed in claim 1, wherein the sensing device includes an identification code specific 
25 to a particular user and the method includes monitoring use of the sensing device in the computer system. 

10. A method as claimed in claim 6, including printing the information on a surface of a suri'ace-defining 
structure, and at the same time. printing the codecl data on the surface. 

11. A method as claimed in claim 6 which includes printing the coded data to be substantially invisible 
in the visible spectrum. 

30 12. A method as claimed in claim 6, including retaining a retrievable record of the printed document, the 
document being retrievable using the identity data as contained in the c:oded data. 

13. A method as claimed in claim 6, in which the document is printed on multiple pages and in which 

the method includes binding the pages. 

14. A system for providing targeted content in a docwnent, including: 
. 35 a computer system of a publication server adapted to format info.nnation for generation of a printed 

40 

document, the infODD81ion including content targeted to demographics of the user. 
a printer for receiving the infonnation from the publication server and printing the document with at least 

one interactive element to enable a user to indicate a request for further infonnation related to the conten~ and 

a sensing dev.ice used to :indicate the request and adapted to transmit request data to the computer system. 
15. The system as claimed in claim 14, wherein the publication server is adapted to include at least a 

portion of the content as advertising material. 

16. A system as claimed in claim 15, wherein the advertishlg material is included with reference to user 

11111111-1111111111111111111111 
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eonte.nt preferences. 

17. A system as claimed in claim 14, further including an advertising server for prov.iding the 

advertising material to the publication server. 

18. A system as claimed in claim 14, .further including a registration sexve.r where demographic data of 
5 the user is stored for access by the publication server, in order to allow the advertising material to be demographically 

targeted. 

19. A system as claimed in claim 14, wherein the document includes coded data indicative of an identity 
of the document and of the at least one intexactive element. 

20. A system as claimed in claim 19. wherein the computer system is adapted to receive movement data 

1 0 xegarding movement of the sensing device relative to the document. and :inte.tpret said movement of the se.ns.ing device 
as it relates to said at least one element. 

21. A system as claimed in claim 20, wherein the seosing dev.ice senses its own movement relative to 
the document using the eoded data. 

22. A system as claimed in claim 14, wherein the sensing device includes an identification code specific 
15 to a particular user and the computer system is ammged to monitor the use nfthe sensing device. 

23. A system as claimed ·in c:Jaim 14, wherein the sensing device includes a marlcing nib. 
24. A system as claimed in claim 14, wherein the document is printed on a surface of a surface.defining 

structure and wherein the prin1er prints the document on demand. 

25. A system as claimed in claim 19, wherein the printer is ananged to print the coded data at the same 
20 time as printing the document on a SUiface-defining structure. 

26. A system as claimed in claim 19, wherein the coded data is substantially inv.isible in the visible 
spectrum. 

27. The system as claimed in claim 19, including a database for keeping a retrievable recotd of each 
docwnent generated, each document being retrievable by using its identity, as included in its coded data. 

25 28. The systam. as c1aimed in claim 14, wherein the printer includes a binding means for binding the 
document in the event the document includes a plurality of pages. 
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