A PROCESS FOR PRODUCI NG METHACRYLI C ACI D Abstract of the Disclosure A
process for vapor phase catal ytic oxidation of nmeth- acrolein to produce
net hacrylic acid at high yield and with stability over a prol onged p@ﬂi ﬁ
is provided. The process is characterized, in the occasion of prodac dﬁ
met hacrylic acid by vapor phase catal.ygi.c oxidation of nethacrol ein using
a fixed bed shell-and-tube reactor, in that (1) the catalyst |ayer in each
reaction tube is i PROGOESRFORPROPECINGMETRYACRYINC AEIDXi al direction
of the tube to provide plural reaction zones, and (2) each of the reaction
zones is filled mnth the catalyst in such a manner that the anount of the
catal yti cal | YAREIFACRO thedhsatosuger unit vol une of the reaction tube
decreases fromthe gas inlet portion toward the gas outlet portion.

A process for vapor phase catalytic oxidation of meth-
acrolein to produce methacrylic acid at high yield and with stability
over a prolonged period is provided. The process is characterized, in
the occasion of producing methacrylic acid by vapor phase catalytic
oxidation of methacrolein using a fixed bed shell-and-tube reactor, in
that (1) the catalyst layer in each reaction tube is divided into at least
two layers in the axial direction of the tube to provide plural reaction
zones, and (2) each of the reaction zones is filled with the catalyst in
such a manner that the amount of the catalytically active component
per unit volume of the reaction tube decreases from the gas inlet

portion toward the gas outlet portion.
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