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WHAT IS CLAIMED IS: 
 
1. An etching method, comprising: 
 (a) performing a plasma etching on an organic film to form a recess in the organic 
film, the organic film having a mask formed thereon and being formed on another film; 
 (b) forming an organic protective film on a side wall surface of the recess in the 
organic film;  
 (c) performing an additional plasma etching on the organic film after (b);  
 (d) performing a plasma etching on the another film after the another film is partially 
exposed by (c); and 
 (e) forming an additional organic protective film on another side wall surface of the 
recess in the another film, after (d) is performed, wherein (d) is additionally performed after 
(e) is performed. 
 
2. The etching method according to claim 1, wherein (b) and (c) are alternately repeated. 
 
3. The etching method according to claim 1, wherein the mask contains silicon. 
 
4. The etching method according to claim 1, wherein (b) is started when an aspect ratio, 
of a depth of the recess divided by a width of the recess, is 5 or lower. 
 
5. The etching method according to claim 4, wherein the organic protective film is 
conformally formed on a surface of a substrate, that includes the organic film, after (a) is 
performed. 
 
6. The etching method according to claim 1, further comprising: 
 (f) performing an ashing process to remove the organic film after (d) is performed. 
 
7. A plasma processing apparatus, comprising: 
 a chamber configured to accommodate a substrate including an organic film, the 
organic film having a mask formed thereon and being formed on another film; 
 a substrate support provided inside the chamber; 
 a gas supply configured to supply a precursor gas into the chamber, the precursor gas 
containing carbon and a processing gas; 
 a radio-frequency (RF) power supply configured to generate a RF power for 
generating plasma from a gas in the chamber; and 
 a controller configured to control the gas supply and the RF power supply, wherein 
 the controller controls the gas supply to supply the processing gas into the chamber, 
and controls the RF power supply to supply the RF power to generate plasma from the 
processing gas in order to (a) perform a plasma etching on the organic film to form a recess in 
the organic film, 
 the controller controls the gas supply to supply the precursor gas into the chamber in 
order to (b) perform a film forming process to form an organic protective film on a side wall 
surface of the recess in the organic film, and 
 the controller controls the gas supply to supply the processing gas into the chamber, 
and controls the RF power supply to supply the RF power to generate plasma from the 
processing gas in order to (c) perform an additional plasma etching on the organic film,  
 the controller controls the gas supply and the RF power supply to (d) perform a plasma 
etching on the another film after the another film is partially exposed by (c);  
 the controller controls the gas supply to (e) form an additional organic protective film 
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on another side wall surface of the recess in the another film, after (d) is performed, and 
 the controller controls the gas supply and the RF power supply to repeat (d) after (e) 
is performed. 
 
8. The plasma processing apparatus according to claim 7, wherein the controller is 
configured to control the gas supply and the RF power supply to alternately repeat (b) and (c). 
 
9. The plasma processing apparatus according to claim 7, wherein the mask contains 
silicon. 
 
10. The plasma processing apparatus according to claim 7, wherein the controller controls 
the gas supply to start (b) when an aspect ratio, of a depth of the recess divided by a width of 
the recess, is 5 or lower. 
 
11. The plasma processing apparatus according to claim 10, wherein the organic 
protective film is conformally formed on a surface of a substrate, that includes the organic film, 
after (a) is performed. 
 
 
12. The plasma processing apparatus according to claim 7, wherein the controller is 
further configured to control the gas supply and the RF power supply to (f) perform an ashing 
process to remove the organic film after (d) is performed. 
 
13. A substrate processing system for etching an organic film of a substrate including the 
organic film, the organic film having a mask formed thereon and being formed on another film, 
the substrate processing system comprising: 
 a plurality of plasma processing apparatuses; 
 a transfer module configured to provide a depressurizable space, connected to the 
plurality of plasma processing apparatuses, and transfer the substrate to the plurality of plasma 
processing apparatuses through the depressurizable space; and 
 a controller configured to: 
  control the transfer module to transfer the substrate to a first plasma processing 
apparatus of the plurality of plasma processing apparatuses; 
  control the first plasma processing apparatus to generate plasma from a 
processing gas in order to (a) perform a plasma etching on the organic film to form a recess in 
the organic film; 
  control the transfer module to transfer the substrate, that has been subjected to 
the plasma etching of (a), to a second plasma processing apparatus of the plurality of plasma 
processing apparatuses; 
  control the second plasma processing apparatus to (b) perform a film forming 
process to form an organic protective film on a side wall surface of the recess in the organic 
film; 
  control the transfer module to transfer the substrate, that has been subjected to 
the film forming process of (b), to the first plasma processing apparatus;  
  control the first plasma processing apparatus to generate plasma from the 
processing gas in order to (c) perform an additional plasma etching on the organic film; 
  control the first plasma processing apparatus to (d) perform a plasma etching on 
the another film after the another film is partially exposed by (c);  
  control the transfer module to transfer the substrate which has been subjected to 
(d) to the second plasma processing apparatus; 
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  control the second plasma processing apparatus to (e) form an additional organic 
protective film on another side wall surface of the recess in the another film, after (d) is 
performed;  
  control the transfer module to transfer the substrate which has been subjected to 
(e) to the first plasma processing apparatus, and  
  control the first plasma processing apparatus to repeat (d) after (e) is performed. 
 
14. The substrate processing system according to claim 13, wherein the controller is 
further configured to control the control the transfer module to transfer the substrate back and 
forth between the first plasma processing apparatus and the second plasma processing 
apparatus so that the first plasma processing apparatus and the second plasma processing 
apparatus alternately repeat (b) and (c). 
 
15. The substrate processing system according to claim 13, wherein the controller controls 
the second plasma processing apparatus to start (b) when an aspect ratio, of a depth of the recess 
divided by a width of the recess, is 5 or lower. 
 
16. The substrate processing system according to claim 13, wherein the organic protective 
film is conformally formed on a surface of the substrate after (a) is performed. 
 
 
17. An etching method, comprising: 

(a) performing a plasma etching on an amorphous carbon film to form a 
recess in the amorphous carbon film, the amorphous carbon film 
having a mask formed thereon and being formed on another film; 

(b) forming an organic protective film on a side wall surface of the recess in 
the amorphous carbon film; 

(c) performing an additional plasma etching on the amorphous carbon film 
after (b); 

(d) performing a plasma etching on the another film after the another film is 
partially exposed by (c); and 

(e) forming an additional organic protective film on another side wall 
surface of the recess in the another film, after (d) is performed, wherein 
(d) is additionally performed after (e) is performed. 

 


