A topsheet used in a disposable body fluids absorbent garnment conprises a
. plurality of first ribs extending in parallel one to another in one
direction and a plurality of second ribs extending in parallel one to
another so as to intersect the first ribs. Each pair of adjacent first
ribs intersect each pair of adjacent second ribs to define an air- and
nmoi st ur e- per neabl y opened regi on aroud which at | east one of the
respective pairs of adjacent first ribs and adjacent second ribs have
their crests configured so thatd B & tIvve® €ach pair of adjacent

i ntersections of the first and second ribs each of the crests wunderlies
an imaginary straight line connecting this pair of adjacent '
i nt ersecti ons.

LIQUID-PERMEABLE TOPSHEET IN DISPOSABLE

BODY FLUIDS ABSORBENT GARMENT

A topsheet used in a disposable body fluids absorbent
garment comprises a plurality of first ribs extending in
parallel one to another in one direction and a plurality of
second ribs extending in parallel one to another so as to
intersect the first ribs. Each pair of adjacent first ribs
intersect each pair of adjacent second ribs to define an air-
and moisture-permeably opened region around which at least
one of the respective pairs of adjacent first ribs and
adjacent second ribs have their crests configured so that,
between each pair of adjacent intersections of the first and
second ribs each of the crests underlies an imaginary

straight line connecting this pair of adjacent intersections.

Refer ﬁo Fig. 2.
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