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DETECTION APPARATUS AND METHOD UTILIZING MEMBRANES AND 

RA TIO OF TRANS MEMBRANE PRESSURES 

CROSS REFERENCE TO RELATED APPLICATIONS 

[0001] This applications claims the benefit of U.S. Provisional Application 

Serial Number 60/799,011, filed May 10, 2006, 'the contents of which are 

incorporated herein by reference. 

FIELD OF THE INVENTION 

[0002] The present invention relates generally to detection methods and 

apparatus, and more particularly to apparatus and methods for detecting the 

integrity of a filtration membrane, or a foulant in a fluid. 

BACKGROUND OF THE INVENTION 

[0003] Membranes used in membrane filtration processes can fail for 

various reasons. Conventionally, such failures have been detected using 

techniques such as particle counting or flow content monitoring. A 

conventional particle counting technique detects laser light scattering caused 

by particles in the effluent from the filtration membrane. Other techniques for 

flow content monitoring include particle sensing, turbidity monitoring, and 

microbial monitoring. These conventional techniques each have drawbacks 

such as high cost, low sensitivity, or long response time. There are also so 

called off~line techniques which can only detect failure when the filtration 

process ·is suspended or when the filtration membrane Is taken off of the 

production line. 

[0004] Accordingly, it is desirable to provide an alternative detection 

technique. 
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SUMMARY OF THE INVENTION 

[0005] Thus, in accordance with a first aspect of the present invention, 

there .is provided a method for detecting failure of a filtration membrane. The 

method comprises directing an effluent from the filtration membrane to 

permeate through a first permeable membrane, and from the first membrane 

to permeate through a second permeable membrane; determining a ratio 

between (P1 - P2) and (P2 - P3), P1 being a first pressure at a feed side of the 

first membrane, P2 being a second pressure between the first and second 

membranes, and P3 being a third pressure at a permeate side of the second 

membrane; and correlating the ratio with a failure of the filtration membranE?. 

[0006] The correlating may comprise determining that the filtration 

membrane is in a failed state when at least one of the ratio and a time 

derivative of the ratio is higher than a respective threshold. The respective 

threshold for the ratio may be 3, and the respective threshold for the 

derivative of the ratio may be 0.01. The ratio may also be correlated with the 

presence of a foulant in the effluent, such as by determining that the foulant is 

present in the effluent when the ratio is within a range. The range may be 

from 0.1 to 50, such as from 1.5 to 3. The ratio may be determined by sensing 

the first, second, and third pressures, and calculating the ratio at time t, I1 (t), 

as II (t) = [P1(t) - P2(t)]/[P2(t) - P3(t)]. The method may also comprise 

presenting a correlation result to a user. The flow rate through the first and 

second membranes may be from 1 to 500 ml/min, such as from 20 to 60 

ml/min. The gauge pressure in the feed to the first membrane may be from 1 

to 95 kPa, and the gauge pressure in the permeate side of the second 

membrane may be from -100 to 100 kPa, such a~ from -100 to 0 kPa. A 

pressure difference between 0 and 1,000 kPa may be established across the 

first and second membranes. 

[0007] In accordance with a further aspect of the present invention, there is 

provided an apparatus for detecting failure of a filtration membrane. The 

apparatus comprises a first permeable membrane and a second permeable 
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membrane, each having a feed side and a permeate side; a conduit for 

directing an effluent from the filtration membrane to the first membrane and 

from the first membrane to the second membrane; a first pressure sensor for 

producing a pressure signal indicative of a first pressure, P1, at the feed side 

of the first membrane; a second pressure sensor for producing a pressure 

signal indicative of a second pressure, P2, between the first and second 

membranes; a third pressure sensor for producing a pressure signal indicative 

of a third pressure, P3, at the permeate side of the second membrane; and a 

data processing unit in communication with each one of the plurality of 

pressure sensors. The data processing unit is used for receiving pressure 

signals from the pressure sensors, calculating a ratio between (P1 - P2) and 

(P2 - P3) based on the pressure signals; and correlating the ratio with a failure 

of the filtration membrane. 

[0008] The ratio at time t, II (t), may be calculated as II (t) = [P1(t) -

P2(t)]/[P2(t) - P3(f)]. The correlating may comprise determining that the filtration 

membrane is in a failed state when at least one of the ratio and a time 

derivative of the ratio is higher than· a respective threshold. The respective 

threshold for the ratio may be 3, and the respective threshold for the 

derivative of the ratio may be 0.01. The data processing unit may be adapted 

to correlate the ratio with the presence of a foulant in the effluent. The data 

processing unit may be adapted to determine that the foulant is present. in the 

effluent when the ratio is within a range. The range may be from 0.1 to 50, 

such as from 1.5 to 3. The apparatus may further comprise a fluid pump for 

establishing a pressure difference across the first and second membranes to 

drive fluid flow through the first and second membranes. The pressure 

difference may be between 0 and 1,000 kPa. At least the first membrane may 

have an average pore size from 0.05 to 5 microns. At least the first membrane 

may comprise a plurality of membrane layers. 

[0009] In accordance with another aspect of the present invention, there is 

also provided a fluid treatment system comprising the apparatus described 

above and a filtration membrane. The apparatus is in fluid communication with 

the filtration membrane for receiving an effluent therefrom. The fluid 
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treatment system may further comprise a control unit for controlling operation 

of the system, the control unit in communication with the data processing unit 

for controlling the operation in response to the correlating. 

[001 O] In accordance with a further aspect of the pre.sent invention, there is 

provided a method of detecting a foulant in a fluid. The method comprises 

directing the fluid to permeate through a first permeable membrane and from 

the first membrane to permeate through a second permeable membrane; 

determining a ratio between (P1 - P 2) and (P2 - P3), P1 being a first pressure at 

a feed side of the first membrane, P2 being a second pressure between the 

first and second membranes, P3 being a third pressure at a permeate side of 

the second membrane; and correlating the ratio with the presence of the 

foulant in the fluid. The correlating may comprise determining that the foulant 

is present in the fluid when the ratio is higher than a threshold. The threshold 

may be from 0.1 to 50, such as 1.5. The ratio may be determined by sensing 

the first, second, and third pressures, and calculating the ratio at time t, II (t), 

as II (t) = [P1(t) - P2(t)]l[P2(t) - Ps(t)]. 

[0011] In accordance with another aspect of the present invention, there is 

provided an apparatus for detecting a foulant in a fluid. The apparatus 

comprises a first permeable membrane and a second permeable membrane, 

each having a feed side and_ a permeate side; a conduit for directing the fluid 

to the first membrane and from the first membrane to the second membrane; 

a first pressure sensor for generating a first pressure signal indicative of a first 

pressure, P1, at the feed side of the first membrane; a second pressure 

sensor for generating a second pressure signal indicative of a second 

pressure, P2 , between the first and second membranes; a third pressure 

sensor for generating a third pressure signal indicative of a third pressure, P3, 

at the permeate side of the second sensor; and a data processing unit in 

communication with each one of the pressure sensors. The data processing 

unit is used for receiving the pressure signals from the pressure sensors, 

calculating a ratio between (P1 - P2) and (P2 - P3) based on the pressure 

signals; and correlating the ratio with the presence of the foulant in the fluid. 

The ratio at time t, II (t), ".lay be calculated as II (t) = [P1(t) - P2(t)]l[P2(t) -
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P3(t)]. The correlating may comprise determining that the foulant is present in 

the fluid when the ratio is higher than a threshold. The threshold may be 0.1 to 

50, such as 1.5. At least the first membrane may have an average pore size 

from 0.05 to 5 microns. 

[0012] Other aspects and features of the present invention will become 

apparent to those of ordinary skill in the art upon review of the following 

description of specific embodiments of the invention in conjunction with the 

accompanying figures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] In the figures, which illustrate, by way of example only, 

embodiments of the present invention, 

[0014] FIG. 1A is a schematic perspective view of a detection apparatus 

having a membrane module, exemplary of an embodiment of the present 

invention; 

[0015] FIG. 1 B is a schematic cross-sectional view of the apparatus of 

FIG. 1A, taken through the central axis 8-B; 

[0016] FIGS. 1 C, 1 D, and 1 E are partial sectional views of alternative 

embodiments of the membrane module of FIGS. 1A and 1 B; 

[0017] FIG. 2 is a schematic partial cross-sectional view of a water 

treatment system, incorporating t~e apparatus of FIG. 1A, exemplary of an 

embodiment of the present invention; 

[0018] FIG. 3 is a schematic diagram of a fluid treatment plant including a 

membrane-based detector, exemplary of an embodiment of the present 

invention; 

[0019] FIG. 4 is a schematic diagram of the membrane-based detector of 

Fl,G. 3; 
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[0020] FIG. 5 is a flow chart for an algorithm performed by the control unit 

of the membrane-based detector of FIG. 3; 

[0021] FIG. 6 is a schematic diagram of a testing system, for testing 

sample membrane-based detectors; and 

[0022] FIGS. 7 A, 78, 8 to 23, 24A and 248 are line graphs showing test 

results obtained from sample membrane-based detectors. 

DETAILED DESCRIPTION 

[0023] FIGS. 1A and 18 schematically illustrate a membrane-based 

detection apparatus 100, exemplary of an embodiment of the present 

invention. Apparatus 100 includes a membrane module 101, which includes a 

first membrane 102 and a second membrane 104, which are disposed in a 

fluid conduit 106 and spaced apart. Membrane 102 has a feed side 108 and 

a permeate side 110, and membrane 104 has a feed side 112 and a 

permeate side 114. Pressure sensors 116, 118, 120 are disposed in conduit 

106 for sensing a pressure (P1) at feed side 108 of membrane 102, a 

pressure (P2) between membranes 102 and 104, and a pressure (P3) at 

permeate side of membrane 104, respectively. Pressure sensors 116, 118, 

120 are in communication with a data processing unit 122, which is adapted 

to process the pressure signals received from pressure sensors 116, 118, 120 

and correlate a result of such processing with a state to be detected, as will 

be detailed below. 

[0024] As depicted, membranes 102, 104 may have a generally disk 

shape. In one embodiment, each membrane 102, 104 may have a cross­

sectional area of about 0.6 cm2 and a thickness of about 125 microns. In a 

different embodiment, the thickness may be from 20 to 500 microns. The 

shape or the size of each membrane 102, 104 may vary in different 

embodiments. For example, the cross-sectional area of each membrane 102, 104 

may be from 0.1 cm2 to 100 cm2
. 

[0025] Each membrane 102, 104 is a permeable membrane. A permeable 

membrane selectively allows some substances to permeate therethrough but 
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do not allow others to pass through. Thus, each membrane 102, 104 is 

porous and allows a permeate to pass through from its feed side to its 

permeate side. For example, membrane 102 may be micro-porous and may 

have an average pore size of 0.05 to 5 microns. Membrane 104 may have a 

similar or different structure. Membrane 104 may have a smaller average 

.pore size than that of membrane 102. The average pore size of a membrane 

may be determined using any suitable technique known in the art. For 

example, the pore size may be determined in terms of the sizes or diameters 

of particles a membrane is likely to retain to a selected degree of efficiency. 

[0026] Membrane 102 is selected so that a given foulant when fed to 

membrane 102 can cause fouling of membrane 102. Fouling is a process that 

results in a decrease in performance of a membrane, caused by the 

deposition of suspended or dissolved solids on the external membrane 

surface, on the membrane pores, or within the membrane pores. A typical 

foulant is particles that have sizes larger than the pore sizes of membrane 

102. Other types of potential foulant are known to those skilled in the art, and 

may include other materials that are highly adsorptive on the membrane 

surface due to their chemical or physical properties. Thus, the material and 

structure of membrane 102 (and membrane 104) may vary and be selected 

depending on the intended application. 

[0027] Various suitable membrane materials are commercially available. 

Exemplary membrane materials that may be used in membrane 102 or 104 

include cellulose acetate (CA), hydrophilic polyvinylidenefluoride (PVDF), 

hydrophobic PVDF, hydrophobic polytetrafluoroethylene (PTFE), or the like. 

The pore sizes in these membrane materials may vary such as from 0.2 to 0.8 

microns. The pore size may be selected so that the seleeted foulant, such as 

large particles, will foul at least the first membrane 102. For example, a CA 

membrane may have an average pore size of 0.2, 0.4, or 0.8 microns; a 

PVDF membrane may have an average pore size of 0.22 or 0.45 microns; 

and a hydrophobic PTFE membrane may have an average size of 0.45 or 1.0 

microns. 

[0028] As alluded to earlier, the membranes in the membrane module may 
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have the same or different characteristics, properties and structures. Each 

membrane 102, 104 may be formed of a single membrane material or a 

combination of different materials. For example, each membrane 102, 104 

may be formed of a single membrane layer or multiple membrane layers, 

where each membrane.layer may be formed of a different membrane material 

or may have different pore characteristics, such as different pore sizes or 

porosity. Different membranes or membrane layers may also have different 

thickness. 

[0029] To illustrate, some alternative embodiments of membrane module 

101 are shown in FIGS. 1C to 10. As shown in FIG. 1C, in one embodiment 

membrane 102 may have two membrane layers 102A and 1028, and 

membrane 104 may have a single layer. As shown in FIG. 1 D, in another 

embodiment both membranes 102 and 104 may be double-layered. 

Membrane layers 102A, 1028, 104A, 1048 may differ in their chemical or 

physical properties, such as pore sizes, constituent materials, thicknesses, or 

the like. 

[0030] FIG. 1 E illustrates a tubular membrane module 126, which may be 

used in place of membrane module 101. Membrane module 126 inCludes an 

inner tubular membrane 128 (corresponds to membrane 102), an outer 

tubular membrane 130 (corresponds to membrane 104), and tubular housing 

132. A fluid 142 may be fed to the inner fluid channel 140, and permeate 

through membranes 128, 130. The permeate is collected from between 

membrane 130 and housing 132. Pressure sensors 116, 118, 120 may be 

disposed in the fluid path as indicated. 

[0031] Conduit 106 may have a circular cross-section or a different shape 

such as square, rectangular, oval or the like. The cross-sectional area may 

also vary. In one embodiment, the cross-sectional area may be about 0.6 

cm2
. The material, shape and size of conduit 106 may be selected to be 

compatible with membranes 102 and 104, and to meet the requirements of 

the intended application. For example, the module body defining conduit 106 

may be formed of a material that is resistant to selected chemicals, such as acids, 

bases, solvents, or the like. The material may be, for example, resistant to NaOCI. 
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The material may also be selected so that it is relatively easy to machine and 

remains functional in a wide range of temperatures, such as from 0 to 150 °C. 

Suitable materials may include stainless steel 316, chemical-resistant polymeric 

plastics such as acrylic or poly(methyl methacrylate), solid Teflon, polycarbonate, or 

the like . 

. [0032] Pressure sensors 116, 118, 120 may include electronic pressure 

transducers or any other suitable pressure sensors. The output signal from 

an electronic pressure transducer may be digital, or analog. In case the 

signal is analog, ~n analog-to-digital converter (not shown) may be provided 

to convert the signal to a digital signal. The output signal may include a voltage 

or a current signal, or both voltage and current signals. The output signals vary 

depending on the fluid pressures in the respective region of conduit 106. The 

pressure sensors may be selected so that the output signal is linearly dependent on 

the pressure in the corresponding region. 

[0033] Each pressure sensor may be selected so that it is suitable for 

sensing pressures in a selected pressure range, such as from -100 kPa to 10,000 

kPa. The portion of a pressures sensor, and the port (not shown) that connects the 

pressure sensor to conduit 106, that may be potentially exposed to fluid 124 should 

be resistant to chemicals present in fluid 124. For example, the connection port may 

be made of stainless steel 316, or like materials. The pressures sensors may also be 

selected for operation in a selected range of temperatures, such as from 0 to 150 °C. 

[0034] While not shown, it can be understood that a pressure sensor may have a 

threaded body portion for engaging a connection port in module 101. For example, 

the threaded body of the pressure sensor may include a male thread, and the 

connection port may have a matching female thread. The threaded body may have a 

diameter of 1/4 inch or 1/8 inch. 

[0035] Data processing unit 122 may include communication components 

(not shown) for receiving pressure signals from pressure sensors, and a 

processor (not shown) for calculating the transmembrane pressure (TMP) for 

each of membrane 102 and 104, based on the pressure signals, and a ratio of 
' 

the transmembrane pressures. A transmembrane- pressure for a membrane 

is the pressure difference across the.membrane, or, the difference between 
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the pressure at the feed side and the pressure at the permeate side. As will 

be further discussed below, a ratio of the transmembrane pressures is 

indicative of the performance of membrane 102, and the ratio may be 

correlated to the presence of any foulant in the feed to membrane 102, or 

correlated to whether an upstream filtration membrane has failed. Data 

processing unit 122 may be adapted to perform such correlations and 

communicate the correlation result to the user. Alternatively, Data processing 

unit 122 may be adapted to report or communicate the ratio to a user or 

another computing device to do the correlation. 

[0036] As will become clear, data processing unit 122 may include any 

suitable.computing or control hardware that are used in computing and control 

systems, include conventional hardware and standard components. For 

example, a standard computer processor (not shown) may be used, and a 

standard proportional-integral-derivative (PIO) controller (not shown, but see 

FIG. 4) may be used in data processing unit 122. Data processing unit 122 

may also include a computer such as a portable or personal computer, or the 

like (not shown, but see FIG. 4). The conventional components or hardware, 

such as a controller or computer, may be programmed to perform the 

necessary and optional functions and calculations, described herein. Data 

processing unit 122 may also include other components and software for 

various purposes, including memory storage, data communication, 

input/output, display devices and the like, as can be understood by persons 

skilled in the art. The memory storage may store both data and computer­

executable codes for adapting a processor in communication therewith to 

perform certain functions and calculations described herein. 

[0037] Apparatus 100 may be used as a membrane integrity detector, a.s 

illustrated in FIG. 2. For simplicity, only membrane module 101 of apparatus 

100 is shown in FIG. 2 and certain features of apparatus 100 such as the 

pressure sensors and the data processing unit are omitted. A.portion of a 

membrane-based fluid treatment system 200 is also shown in Fig. 2. As 

_ depicted, system 200 includes a pipe 202 for receiving an effluent 204, which 

is the permeate from an upstream filtration membrane 206. The feed to 
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filtration membrane 206, also referred to as influent 208, may be wastewater 

or any fluid to be treated or filtered. Apparatus 100 is in communication with 

pipe 202 for receiving at least a portion of effluent 204 into conduit 106 as the 

feed to membrane 102. Apparatus 100 can be used to detect the failure of 

filtration membrane 206, while a continuous flow of influent 208 and effluent 

204 is maintained. 

[0038] A filtration membrane fails when the permeate from the membrane 

contains a substantial amount of a substance that should not have been 

present in the permeate had the filtration membrane is in a normal working 

condition. A filtration membrane can fail for a number of reasons. For 

example, the fibers in the filtration membrane may. break, thus the pore sizes 

become larger, or a hole or crack may develop through the membrane. 

[0039] For the purpose of illustration, it is assumed that influent 208 

contains a foulant with respect to membrane 102. That is, when the foulant is 

fed to membrane 102, membrane 102 will start fouling. It is also assumed 

that, when filtration membrane 206 is in normal operating conditions, filtration 

membrane 206 will filter out or retain at least most of the foulant, so that 

effluent 204 is substantially free of such foulant. But when filtration 

membrane 206 fails, the foulant will be present in effluent 204 and fed to 

membrane 102. 

[0040] As shown in FIGS. 1 B and 2, in operation, at least a portion of 

effluent 204 is directed into conduit 106 to flow through membrane 102 and 

then membrane 104, as indicated by the arrows 124. The flow through 

membranes 102, 104 may be induced by establishing a pressure difference 

across membranes 102 and 104, by pressurizing feed side 108 (referred to as 

pressurization mode), drawing fluid from perm.eate side 114 (referred to as 

vacuum or suction mode), or both (pressurization-suction mode). One or 

more fluid pump (.not shown, but see FIGS. 4 .and 6) may be used to establish 

the pressure difference across membranes 102, 104. The flow rate through 

conduit 106 may be relatively low, such as from 20 to 60 ml/min. In a different 

embodiment, however, the flow rate may be vary from 1 to 500 ml/min. The 

total pressure difference across membranes 102 and 104 may be between 0 
11 
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and 1,000 kPa. When operating in the pressurization mode, a pressure from 

1 kPa to 95 kPa (gauge pressure) may be applied at feed side 108 of 

membrane 102, and the pressure at permeate side 114 of membrane 104 

may be lower, such as at the environmental or atmospheric pressure. In a 

suction mode, the pressure at permeate side 114 of membrane 104 may be 

from -100 kPa to 100 kPa, such as from -100 kPa to O kPa (gauge pressure), 

and the pressure at feed side 108 of membrane 102 may be higher, such as 

at the environmental or atmospheric pressure. 

[0041] Pressure P1 in the fluid flow at feed side 108 of membrane 102 is 

sensed and monitored by pressure sensor 116. Pressure P2 in the fluid flow 

between membranes 102 and 104 is sensed and monitored by pressure 

sensor 118. Pressure P3 in the fluid flow at permeate side 114 of membrane 

104 is sensed and monitored by pressure sensor 120. 

[0042] The pressure signals produced by pressure sensors 116, 118, 120 

are communicated to and received by data processing unit 122. 

[0043] In a particular embodiment, data processing unit 122 may calculate 

a ratio II in response to receiving the detected pressure signals at time t as: 

(1) 

[0044] As can be appreciated, [P1(t) - P2(t)] is the transmembrane pressure 

for membrane 102, [P2(t) - P3(f)] is the transmembrane pressure for 

membrane 104, and II is a ratio of the two transmembrane pressures. The 

ratio II (t) may vary over time and may be correlated with the presence of the 

foulant in effluent 204 and consequently, a failure of upstream filtration 

membrane 206, as will be explained next. For brevity, II (t), P1(t), P2(t), and 

P3(t) are also denoted as II, P1, P2, and P3 herein but it should be understood 

that these parameters may be time dependent. The pressures may be 

expressed either as absolute or gauge pressures, as long as they are 

expressed consistently in equation (1 ). 

[0045] When effluent 204, and hence flow 124, is substantially free of the 
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foulant, it is expected that the value of II will remain relatively constant, and 

its time derivate dIT ldt will be zero or close to zero. However, when effluent 

204 and flow 124 contains a significant amount of the foulant, membrane 102 

will start fouling. As a result, the membrane performance will deteriorate and 

the value of II will increase. The rate of change in II, i.e. the time derivative 

dIT /dt, may also increase because slow fouling may exist when filtration 

membrane 206 has not failed but after failure, the fouling rate may become 

significantly faster thus giving rise to a higher dIT /dt. Thus, the ratio II or its 

time derivative dIT /dt can be correlated to failure of the upstream filtration 

membrane 206. In some cases, dIT ldt may be more sensitive to the 

presence of the foulant or failure of the filtration membrane than II. 

[0046] Specifically, when filtration membrane 206 fails, the foulant in 

influent 208 can pass through filtration membrane 206 and will be present in 

effluent 204 and subsequently fed to membrane 102. The substantial amount 

of foulant in the feed to membrane 102 will result in fouling of membrane 102, 

which consequently causes a significant increase in II and dII!dt. Therefore, 

by monitoring the change in II, or dII/dt, the integrity of the upstream filtration 

membrane 206 can be monitored. 

[0047] The ratio II or dITJdt may be correlated to the operational status of 

filtration membrane 206 as follows. 

[0048] A normal operational range and a failure range may be pre-selected 

for each of IT and d(IT}/dt. For illustration purposes, it is assumed that for IT 

the normal range is from a to b, and the failure range is higher than a 

threshold c, where a, b, and c are constants. The corresponding constants for 

d(II)ldt are respectively denoted with a subscript "cf' as act, bct and Cct. The 

values of these constants may be pre-selected based on calculations, 

experience, or test results. Different values may be used depending on the 

particular application. 'Many factors such as operating pressures, the nature 

of the fluids involved, the fluid flow rates through both membrane 102 and 

104, and the like, may affect the selection of these valves. In some cases, the 

values may be determined through test runs. For example, a clean test fluid 
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free of any foulant and test fluids containing known amounts of the foulant 

may be used in separate test runs to determine the ranges and thresholds. 

The value of b or bd may be selected somewhat arbitrarily, as long as it is 

adequate to set a threshold for indicating significant fouling. The constants 

may be adjusted during a monitoring period. 

[0049] In one embodiment, the parameters may be selected as a;::: ad ;::: 0, 

b;::: 1.5, bd;::: 0.001, c;::: 3, cd;::: 0.01. In another embodiment, a, b, and c may 

each have a value selected from the range of 0 to about 100; and ad, bd, and 

cd may each have a value selected from the range of 0 to about 10. The 

parameter b may have a value from 0.1 to 50 in some embodiments. As can 

be understood, these parameters should satisfy the conditions that a< b < c 

and ad < bd < cd. 

[0050] When 

a< II< b, or ad< dITldt< bd, (2) 

it may be determined that upstream filtration membrane 206 is currently in a 

normal working state. 

[0051] When 

II > c, or dIT!dt > cd, 

it may be determined that upstream filtration membrane 206 is in a failed 

state. 

[0052] When 

b ::;;II <c, or bd $dIT/dt ::;;cd, 

it may be determined that effluent 204 contains a certain amount of the 

foulant, but upstream filtration membrane 206 is still not in a failed state. 

(3) 

(4) 

[0053] While either II or dII!dt may be used alone, using both criteria may 

provide better sensitivity, accuracy or reliability in some applications. 
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[0054] Depending on which one of equations (2) to (4) is true, different 

actions may be taken by the data processing unit, a control unit (not shown) 

for system 200, or a human operator. 

[0055] For example, if equation (2) is true, the upstream filtration process 

may be allowed to continue. Optionally, a signal indicating a normal operating 

condition, such as "Operation Normal", may be generated, displayed to a 

user, or transmitted to a remote location. In response to this signal, an on­

going filtering process may be allowed to continue, or a new treatment 

process may be started, based on the expectation that the upstream 

treatment system is in good working conditions. One or more triggering 

conditions may be pre-set, and when such triggering conditions are detected, 

certain appropriate actions or response can be taken, either automatically by 

a control unit or by a human operator. 

[0056] If equation (3) is true, a signal such as "Membrane Failure", may be 

generated and displayed, or otherwise communicated, to a user or a control 

unit (not shown, but see FIG. 5). The signal may b~ transmitted to a remote 

location such as through a network including the Internet. An audio or visual 

signal may also be generated to alert the operator or another user. In 

response to receiving the failure signal, the user or a control unit for the 

system may react by taking appropriate actions, such as suspending the 

filtration process, replacing or repairing the failed or broken membrane, or like 

actions. Thus, the system may be monitored and controlled remotely. 

[0057] If equation (4) is true, it can be expected that some fouling is 

occurring, indicating that the foulant is present in effluent 204 but not in an 

amount large enough to indicate failure of filtration membrane ~06. 

Optionally, a signal such as "Operation Abnormal" may be presented to a user 

for the user to take notice or take appropriate action. For example, it may be 

that a re-circulated carrying fluid used in the system may need to be replaced, 

or an upstream fluid container may require cleaning, or the upstream filtration 

membrane 206 may be near its lifetime and may need to be replaced before it 

actually fails. Thus, precautionary actions may also be taken. 

15 



WO 2007/129994 PCT/SG2007/000130 

[0058] The embodiments of present invention described above may 

·provide certain benefits. For example, the state or integrity of a filtration 

membrane may be monitored on-line continuously using detection apparatus 

100. The detection apparatus may be relatively simple and inexpensive to 

construct and operate. For instance, the pressure sensors may be relatively 

inexpensive and the electronic communication among the pressure sensors, 

data processing unit, and possible control unit can be implemented using 

conventional techniques which may also be relatively inexpensive. For 

instance, a conventional computer may be used as part of the data 

processing and control unit, which may already be provided in an existing 

plant. Thus, additional equipment cost may be avoided. The use of an 

embodiment of the present invention can also reduce maintenance cost. The 

detection apparatus may be relative compact. 

[0059] The low cost and simplicity of embodiments of the present invention 

may make them suitable for de-centralized or small fluid treatment systems or 

plants. For large treatment plants, implementation of an embodiment of the 

present invention may also be relatively inexpensive. 

[0060] The embodiments described above do not require highly skilled 

operators to operate and maintain. The components of the apparatus may all 

be of a type commonly used in a typical fluid treatment plant, and no special 

components are required. Thus, labor costs may also be low because no 

special skills or training are required. 

[0061] Apparatus 100 may also be conveniently used to perform other 

functions instead of monitoring the integrity of an upstream membrar:ie. For 

example, it may be used in on-line fluid quality test, e.g. water quality test in a 

Reverse-Osmosis (RO) wastewater treatment plant, in place of a silt density 

index (SDI) test. It may also be used to detect the presence of a certain 

foulant, such as particles in a solution. 

[0062] For example, the relationship between the concentration of a 

selected foulant and the ratio n (or dITJdt) may be predetermined using fluids 

containing different known concentrations of the foulant. This relationship 
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may be stored as a database, a table, a chart, an empirical formula or the like. 

The detected ratio IT (or dIT/dt) during actual operation may be compared with 

the stored values, or used as inputs to the empirical formula, to derive the 

measured concentration of the foulant in a tested fluid. 

[0063] As the ratio IT is insensitive to change in flow rate, precise flow rate 

control 'may not be required. 

[0064] The embodiments described above may be modified, for example, 

as described below. 

[0065] In some different embodiments, rr may be calculated in a simplified 

and approximate manner. For example, when P2 >> P3, equation (1) may be 

simplified as: 

IT(t) ~[P1(t) - P2(t)]/P2(t). (1 a) 

[0066] When P 1 >> P2, and P2 >> P3, equation (1) may be simplified as: 

IT(t) ~P1(t)IP2(t). (1 b) 

[0067] In both of these cases, it is not necessary to monitor the pressure 

P3• The equation (1A) or (18) may be used to calculate IT, when P1 is 

relatively high and P3 remains close to 0 (gauge pressure). This condition 

may exist, for example, when apparatus 100 is operating in a pressurization 

mode. While for equation (1) the pressures may be expressed as absolute or 

gauge pressures, in equations (1 a) and (1 b ), the pressures should be 

expressed as gauge pressures. 

[0068] Alternatively, IT may also be calculated in other suitable manners. 

For example, the transmembrane pressures in equation (1) may be inversed. 

[0069] When IT is calculated using a different form or equation, the range 

and threshold parameters in equation (2) to (4) may be different, and may 

need to be adjusted or re-selected. 

[0070] Different forms of IT may provide different performance in a given 
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application. Thus, an optimal form of TI may be selected in a given 

embodiment. For instance, one form may provide better sensitivity in a given 

situation than another form. In some applications, it is desirable to keep the 

monitoring process and apparatus simple, in which case, a simplified form of 

TI may be used when the simplified form can provide acceptable result. A 

suitable form of TI should be a reliable indicator of the reduction in membrane 

performance due to fouling, and be insensitive to external factors such as 

upstream flow rate or pressure changes, downstream pressure changes, or 

the like. 

[0071] As between equations ( 1) and ( 1 b ), simulation calculations showed 

that the form of ( 1) is more sensitive to fouling than the form of ( 1 b ). It has 

been found that after upstream membrane failure, the normalized TI, Tinormal = 

II(t=fcurrent)I II{t=O), would increase significantly with time if II was calculated 

using equation (1 ), but only increase slightly if calculated using equation (1 b). 

[0072] It is also possible that II be calculated using an equation different 

from ( 1 ), ( 1 a) and ( 1 b ), including a suitable polynomial or exponential function 

of P 1 and P 2, and optionally P 3 or the respective transmembrane pressures. It 

is possible in some applications, a more complicated form of II may produce 

better sensitivity. It may also be desirable that the selected form of II 

provides sufficient sensitivity or a relatively short response time. The 

response time is the time it takes for the membrane detector to indicate failure 

after actual failure. When the response time is short, the membrane detector 

is considered to have good sensitivity. For certain applications, such as in a 

wastewater treatment plant, a response time on the order of 10 to 90 minutes 

may be adequate. 

[0073] When selecting a suitable form for II, one may consider whether the 

form provides good stability, that is, how much IInormal varies under normal 

working conditions. For instance, _it may be advantageous if the fluctuation of 

IInormal during normal operation is within 5%. 

[007 4] It is noted that when P1 and P3 are maintained at constant levels, a 
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change, such as a sudden decrease, in the pressure P2 by itself or the 

permeate flux through membrane 102, may indicate a change in the fluid 

content, such as due to a failure of the upstream filtration membrane. 

However, such an indication is not always reliable. This is because P2 and 

the permeate flux are dependent on P1 and P3, and a change in P2 can be the 

result of a change in P1 or P3, or both P1 and P3. P1 or P3 may change due to 

various reasons including system fluctuation, temperature changes, upstream 

fluid pressure changes, upstream effluent flow rate changes, or the like. In 

the suction mode, P3 may also change if the applied suction pressure 

changes. In contrast, a ratio of the transmembrane pressures can provide a 

more reliable indication of the state of the upstream membrane. Generally, a 

ratio of the transmembrane p'ressures is less sensitive to system fluctuation 

and other external factors than the individual pressures or individual 

transmembrane pressures are. A function of the ratio is also relatively 

insensitive to the external factors. Thus, the ratio or a function of the ratio 

may be advantageously used for calculating II. In this regard, and for 

clarification, correlating a ratio to a particular state includes correlating a 

function of the ratio to the state. 

[0075] The correlation between ratio II and the state or event to be 

determined, such as the failure of an upstream filtration membrane, may be 

by way of correlating a selected function of II to the respective state or event. 

For instance, the function of II may be its derivative, a polynomial function of 

·II (such as II2 or the like), a trigonometric function of II (such as sin(II) or the 

like), or an exponential function (such as exp(II) or the like). Other more 

complicated functions of II may also be used. 

[0076] It has also been found that operating the detection apparatus under 

relatively low pressures can improve stability. In this regard, it may be 

advantageous to keep the gauge pressure at the feed side of the first 

membrane below 95 kPa. 

[0077] While the conduit 106 depicted in FIGS. 1A and 18 has a cylindrical 

shape, it should be understood that in different embodiments the conduit may 

19 



WO 2007/129994 PCT/SG2007/000130 

have other shapes and sizes. Accordingly, membranes 102 and 104 may 

also have different shapes and sizes. The shapes and sizes of the conduit 

and the membranes may be dictated by the particular applications in which 

the apparatus is used, or may be selected based on other factors such as 

availability, functionality, cost, compatibility, and the like. 

[0078] While flat-sheet membranes are depicted in FIGS. 1A, 18 and 2, 

other types of membrane modules may be used. For instance, hollow fibers, 

tubular, or spiral-wound membranes may be used. Instead of cross-flow 

arrangement, a dead-end flow or co-current flow arrangement may be used. 

[0079] In stead of directly connected to the existing downstream fluid path 

of the filtration membrane, the membrane-based detector may be connected 

indirectly to the upstream membrane. For instance, an effluent reservoir may 

be provided between the sensor apparatus and the system fluid path, which 

may include a fluid tank. The tank may be pressurized to provide the 

pressurization needed to drive fluid through the sensor membranes. 

[0080] Optionally, a disinfectant, such as NaOCI, may be injected into the 

feed stream to the membrane-based detector to improve performance. 

NaOCI can reduce biofouling on the membrane 102 and 104. Biofouling may 

cause increase of II, but may not be indicative of failure of the upstream 

membrane. The concentration of NaOCI in the feed to membrane 102 should 

be limited to a suitable level, as high concentration NaOCI may also inhibit 

other types of fouling including physical fouling, such as due to deposition of 

large particles that are present due to failure of the upstream membrane. 

When NaOCI is to be added, membranes 102, 104 should be made of 

materials that are compatible with NaOCI. 

[0081] FIG. 3 schematically illustrates a possible arrangement of a filtration 

membrane plant 300 incorporating a membrane-based detector 302, 

exemplary of an embodiment of the present invention. 

[0082] Plant 300 receives an influent 304, which is initially stored in an 

upstream influent reservoir 306. Plant 300 ,may include one or more filtration 
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(including any separation) membranes 301. Influent 304 is fed to 

membrane(s) 301 through input pipeline 308. The downstream permeate 

stream is transported through pipeline 31 O to a permeate reservoir 312. A 

return pipeline 314 transports the feed fluid rem_aining on the upstream side 

back to influent reservoir 306 for re-circulation. Detector 302. is connected in 

parallel to a portion of pipeline 310 by feed line 316 and permeate line 318. 

Fluid control components, such as valves, gauges, pumps and the like (not 

shown, but see FIG. 4) may be provided, as will be understood by those 

skilled in the art. 

[0083] Detector 302 is illustrated schematically in more detail in FIG. 4. 

Detector 302 includes a sensor unit 320 and a control unit 322. 

[0084] Sensor unit 320 includes a membrane module 324 that is 

constructed similarly to module 101 shown in FIGS. 1A and 18, and includes 

a first membrane 326 and a second membrane 328, and digital pressure 

transducers 330, 3~2, 334 as pressure sensors, disposed as shown. A micro 

pump 336 is installed in permeate line 318 for suction mode operation. A 

bypass pipeline 338 connects the feed side of first membrane 326 and 

permeate line 318 through a pressure adjustment valve 340. Valve 340 may 

be used to regulate the flow through pipeline 338 to selectively allow a portion 

of the effluent to bypass membrane module 324, in order to adjust the 

transmembrane pressures. 

[0085] Each of pressure sensors 330, 332, 334 is in communication with a 

PIO control module 342. Control module 342 is connected to a computer 344. 

Computer 344 may include hardware and software for operating control 

module 342 and other control components (not shown) within control unit 322. 

Computer 344 may also be in communication with an external electronic 

device, such as the control system for plant 300, or an output device (not 

shown) for presenting a signal, report, alarm, or the like to a user, as 

discussed above and can be understood by a person skilled in the art. The 

electronic communications within detector 302, and between detector 302 and 

an external electronic device may be by wired or wireless communication. 

Some of the communications may be wired and others may be wireless. 
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[0086] Computer 344 may utilize PIO module 342 to provide improved 

stability, sensitivity, and lower signal noises. For instance, PIO module 342 

may take the pressures signals from the pressure sensors as input and output 

a proportional signal indicative of ratio II, and a derivative signal indicative of 

dIT/dt. The output signals may then be processed by computer 344, such as 

described below. An integral signal indicative of an integral of II over time 

may also be generated and used to perform additional calculations, as can be 

understood by those skilled in the art. 

[0087] Computer 344 may be adapted, such as using software, or 

combination of software and hardware, to perform an exemplary logic or 

algorithm illustrated by the flow chart 5500 shown in FIG. 5. 

[0088] At 5502, current values of pressures P1, P2, and P3 are obtained 

based on the pressure signals received respectively from pressure sensors 

330, 332, 334. The initial values of the pressures may be set by the user or 

set to zero. In some cases, P1 or P3 may be set to a constant, such as zero 

as shown. In such a case, it may not be necessary to detect or monitor the 

constant pressure. 

[0089] At 5504, II is calculated from P1, P2, and P3 according to equation 

(1 ). 

[0090] At 5506, dITldt is calculated based on the current and previous 

values of TI. The initial values of t, TI, and dII /dt may be set to zero. 

[0091] The calculations at 5504 and 5506 may be carried out at computer 

344 using the measured pressures. Alternatively, computer 344 may receive 

output signals indicative of II and dIT/dt from PIO module 342. 

[0092] At 5508, II and dIT/dt are tested according to equation (2) to 

determine if any of them is within the respective pre-selected range. The 

values of the range parameters may be initialized earlier or input at 5508, and 

may be adjusted during the monitoring process. A positive test result may 

require that at least one is, or both of TI and dIT/dt are, within the pre-selected 
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range, depending on the application. This is also true for 5512 and 5516 

below. 

[0093] When the test result is positive, a report may be communicated to a 

user indicating that the upstream membrane is working normally, at 5510. 

The report may be communicated to the user in any suitable manner, such as 

to a computer output or over a network (not shown). 

[0094] When the 'test result is negative, the next test is taken at 5512 

according to equation (4), to determine if one or both of II and dIT/dt are 

within the respective ranges. 

[0095] If the test result is positive, a report may be communicated to a 

user, at 5514, indicating that the status is abnormal and, for example, a 

foulant such as large particles, are present in the fluid. 

[0096] If the test result is negative, the next test is taken at 5516 according 

to equation (3), to determine if one or both of II and dIT/dt are higher than the 

respective threshold. 

[0097] If the test result is positive, an alarm report may be communicated 

to the user at 5518, indicating that the upstream membrane has failed, and 

there is a high concentration of foulant in the effluent from the upstream 

membrane. 

[0098] Additional criteria may be tested and reported such as at 5520, 

5522, 5524, anq 5526. 

[0099] Here, some other possible operating conditions may be identified. 

For example, it may be determined if there is any effluent flow received by the 

membrane sensor. Such a condition may be determined based on whether 

dP1/dt, dPidt, and dPafdt are negative, and whether P1 = P2 (or P1/P2=1). It 

may also be determined if any of membranes 102, 104 is broken. Failure of 

membrane 102or104 may be determined based on whether dP/dt, dP/dt, 

and dP 3/dt are negative, and II is zero or near zero (indicating failure of 

membrane 102), or there is a sharp increase in II and dIT/dt (indicating failure 
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of membrane 104). 

[00100] At 5528, the monitoring loop may terminate, or go to the next 

iteration by returning ·to 5502. In the next iteration, the iteration index "n" is 

incremented by one, and the updated pressures values are used. 

[00101] As can be appreciated, pressures P1, P2, and P3 may be 

monitored continuously, on at regular intervals. Instead of the current, 

instantaneous pressure value, the average value of each pressure over a 

previous time interval may be used as the current pressure. Average values 

may be less susceptible to noises or other random fluctuations in the system. 

[00102] Flow chart 5500 is for illustration purposes only and may be 

modified or optimized by those skilled in the art. 

[00103] The operation of detector 302 is similar to the detection 

apparatus 100 discussed above with appropriate modifications which will be 

apparent to those skilled in the art. 

[00104] EXAMPLES 

[00105] Setup 

[00106] A membrane-based detector similar to detector 302 was 

constructed and tested. The sensor unit used in the tested detector is 

illustrated in FIG. 6. A control unit similar to control unit 322 was also 

included in the tested detector but is omitted in FIG. 6 for simplicity reasons. 

As can be seen in FIG. 6, the arrangement of the tested sensor unit was 

similar to sensor unit 320 shown in FIG. 4, except that the test detector was 

not connected to an actual membrane plant. Rather, the membrane module 

in the test detector was connected to a test beaker 600 through tubes 616 and 

618, which formed a closed fluid loop. Beaker 600 had a volume of 5 liter. A 

fluid pump 602 was provided to drive the circulation of fluid within the loop. A 

flow meter 604 is disposed in input tube 616 for measuring the flow rate in 

tube 616. 

[00107] Different membranes were tested. The membranes tested were 
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formed of flat sheet membrane layers made of PVDF or CA. The total 

membrane area in the membrane sensor was 0.635 cm2
. The membrane 

layers used, their manufacturers and properties as provided by manufacturer 

are summarized in Table I. Each of the first and second membranes (see 

FIG. 6) of the membrane modules tested was formed of one or two membrane 

layers, as listed in Table II. 

Table I. Membrane Layers 

Layer Type Material Source Nominal pore Thickness Porosity 
size (µm) (µm) (%) 

I Hydrophilic 0.22 125 70 

II PVDF 
Millipore 

0.45 125 75 

Ill 0.2 125 66 

IV 
Cellulose Advantec 

0.45 125 68 acetate MFS 
v 0.8 125 72 

Table II. Sample Membrane Module 

Module 
First Membrane Second membrane 

Number First layer Second First layer Second 
Layer layer 

I Type I - Type I -

II Type II Type II 

111 Type Ill - Type Ill -
IV Type IV - Type Ill -
v TypeV - TypeV 

VI TypeV Type IV TypeV Type Ill 

VII Type Ill - Type II -

[00108] EXAMPLE 1 (Pressurization mode) 

[00109] In the tests of this example, the flow rate through the membrane 

module was varied to vary P1 and P2. P3 was relatively cons~ant at about 1 
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atm. II was calculated according to equation (1 ). For calculating the 

response time, the following range and threshold constants were used: a = O, 

b = 1.5, and c = 3. 

[00110] The test conducted included stability tests, sensitivity tests, and 

failure tests. 

[00111] In a stability test, no foulant was added to the circulation of fluid 

flow, and II was monitored to determine how it changed over time. The flow 

rate was varied in some cases to determine if it had any effect on the stability 

of II. 

[00112] In a sensitivity test, a foulant was introduced into the circulation 

fluid (added to test beaker 600). The change in II was monitored and a 

response time was determined, as ari indicator of sensitivity. The apparent 

response time was the length of time between addition of the foulant to 

beaker 600 and the first instance when II was found higher than the given 

threshold c. The actual or effective response time was the length of time 

between the first arrival of foulant at the feed side of the first (top) membrane 

in the detector and the first instance when II was found higher than the given 

threshold. As can be appreciated, the effective response time equal to the 

difference between the apparent response time and the time it took the fluid to 

travel from beaker 600 to the feed side of the first membrane (referred to as 

the retention time in tube). 

[00113] 

[00114] 

EXAMPLE 1.1 (Tap water tests) 

In this example, the feed fluid used in the testing was tap water, 

in some cases with bentonite particles dispersed therein as the foulant. The 

average bentonite particle size was 5 microns, determined using a laser 

scattering technique, with a Mastersizer™ 2000 from Malvern Instruments TM. 

A cross flow was passed above the feed side of the top membrane in the 

membrane sensor, with a flow rate from 20 to 50 ml/min, and the 

corresponding Reynolds numbers from 61 to 411. 
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[00115] FIGS. 7 A and 7B , and 8 to 11 show the results of tests 

conducted using Membrane Module I. 

[00116] FIGS. 7 A and 78 show results of stability tests conducted using 

tap water without bentonite particles. The flow rates in different time intervals 

were as follows (in ml/min): A - 40; B - 50; C - 30; D - 20; E - 40; F - 30; G 

- 50; H - 20. Generally, P2 changed with P1 in the same direction, and II 

varied from 0.9 to 2.1. As can been seen in FIG. 7 A, shortly after P 1 was 

increased to higher than 70 kPa, P 2 exhibited a dip or remained relatively 

constant, instead of increasing with P 1• This suggests that the process was 

not sustainable when the supply pressure P 1 was higher than 70 kPa, likely 

due to fouling caused by trace particles in the tap water. In this particular 

case, it was expected that to maintain good stability, the supply pressure P 1 

should be lower than 70 kPa. It can be understood that the flow rate may also 

be limited to maintain stability. However, the maximum flow rate may change 

in different applications, as it may depend on other factors such as the 

contents of the feed rluid. 

[00117] FIG. 8 shows the test results of sensitivity tests conducted using 

a mixture of tap water and bentonite. The operating pressure on the feed side 

of the top membrane was 30 kPa, and the flow rate was 30 ml/min. Initially, 

the fluid contained only tap water. A solution containing bentonite particles 

was injected into the tap water after two hours of operation. The bentonite 

concentration in the feed to the membrane was 50 mg/L (or 50 ppm). II was 

monitored and was found to be relatively constant until bentonite addition. As 

can be seen from FIG. 8; bentonite ·particles were detected 8 minutes after 

their addition to the feed. 

[00118] FIG. 9 shows the measured dependence of sensitivity on the 

supply pressure (P 1). The test conditions were the same as those for FIG. 8, 

except P1 was varied. When P1 increased, the response time decreased, 

indicating that the sensitivity increases with the supply· pressure. Without 

being limited to any particular theory, this is likely because in the 

pressurization mode, the supply pressure is proportional to the flow rate, and 
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a higher supply pressure can promote faster particle deposition on the 

membrane surface in the sensor module. 

[00119] The bentonite concentration was also varied to study the 

sensitivity dependence on bentonite concentration. Results were obtained for 

two different bentonite concentrations, 50 and 12.5 mg/L, at two different 

supply pressures, 30 and 50 kPa. The results are shown in FIG. 10. It was 

found that, as expected, the sensitivity is higher at higher bentonite 

concentrations. For instance, at 50 kPa, the response time was 6 minutes for 

12.5 mg/L of bentonite, and about 2 minutes for 50 mg/L of bentonite. 

[00120] The effect of flow rate on the response time is shown in FIG. 11. 

Apparent response times were relatively constant with varying flow rates, but 

effective response times increased slightly when the flow rate was changed, 

resulting in a change in supply pressure from 30 to 50 kPa. The sensitivity 

decreased with increasing flow rate likely because higher shear stresses in 

the flow reduced particle deposition rate on the membrane surface. 

[00121] FIGS. 12 and 13 shows results obtained using Modules Ill or IV, 

with a flow rate of 30 ml/min. As shown in FIG. 12, II was relatively stable in 

both cases over the supply pressure range of 20 to 50 kPa, with tape water. 

FIG. 13 shows the apparent response time after adding 25 mg/L bentonite. 

Shorter response time and better sensitivity (by 10 -15%) was exhibited by 

Module IV, as compared to Module Ill. 

[00122] FIGS. 14 and 15 show the test results obtained using Modules 

IV and VI. FIG. 14 shows response times measured for both modules at 

various bentonite concentrations. The flow rate was 30 ml/min and the supply 

pressure was 50 kPa. Shorter response times were observed with Module VI 

(double-layered), by more than an half, as compared to Module IV (single­

layered). For bentonite concentration of 0.5 mg/L, the response time was 

about 1 hour. 

[00123] For comparison purposes, the bentonite concentrations were 

also measured using conventional standard turbidity meters, including both 
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infrared and white light turbidity meters. The results showed that these 

meters were relatively insensitive to bentonite concentrations lower than 1 

mg/L. In comparison, Module VI can detect bentonite concentrations at least 

as low as 0.5 mg/L. Even lower concentrations may be possible if longer 

response time is acceptable. 

[00124] The measured response time dependence on turbidity is shown 

in FIG. 15. The response time for detecting bentonite at a turbidity from 0.5 to 

1 NTU was from about 1 O to 60 minutes. 

[00125] EXAMPLE 1.2 (Wastewater Tests) 

[00126] In this example, the test setup was similar to in Example 1.1, but 

the test detector was connected to a submerged membrane bioreactor (MBR) 

unit. The test detector included a Membrane Module IV. The influent to the 

MBR was wastewater. The effluent from the MBR was fed to the test 

detector. 

[00127] The influent (wastewater) fed to the MBR had a mixed liquor 

suspended solid (MLSS) concentration of 8 to 10 g/L, a pH of 6 to 7, and a 

chemical oxygen demand (COD) of 265 mg/L. The effluent (permeate) from 

the MBR had 5 mg/L of total organic carbon, a pH of 6 to 6.5, and a color of 

35 to 39 mg Pt/L. 1 ppm of NaOCI was added to the effluent from the MBR 

(feed to the membrane sensor) to improve stability. The supply pressure at 

the feed side of the first membrane in the test detector was 50 kPa (gauge), 

and the flow rate was 30 ml/min. 

[00128] Simulated-failure Test 

[00129] FIG. 16 shows measured values of P1 and P2, ~nd calculated 

values of II, as functions of time. Initially, the membrane sensor was fed with 

the effluent from the MBR with no added contaminant. After 120 minutes, 

· unfiltered wastewater was added to the effluent, to a concentration of 0.5%, to 

simulate leaking of the MBR filtration membrane. The contaminated effluent 

was then fed to the membrane sensor. As can be seen, th~ membrane 

sensor exhibited both good stability and sensitivity. 
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[00130] FIG. 17 shows the dependence of the apparent response time 

on contaminant concentration, which was varied by varying the concentration 

of added influent in the effluent. The lowest concentration was 0.1 %, which 

corresponded to a response time of 31 minutes. 

[00131] EXAMPLE 1.3 (Failure Test) 

.[00132] In this example, a membrane detector with Membrane Module 

IV was used to detect the failure of flat-sheet microfiltration (MF) membrane 

modules. Each MF module included a Type Ill membrane layer obtained from 

Saturoius ™ (Germany). The MF module had a 338 cm2 membrane area. 

The membrane material had 0.2 micron pore size and a diameter of 29.3 cm. 

Membrane failure was simulated by creating a pinhole in the MF membrane, 

with a pinhole diameter of about 0. 7 mm. One pinhole was made on one side 

of the membrane in the MF module. 

[00133] A solution containing 500 mg/L of bentonite particles was used 

as the influent. The supply pressure was 50 kPa. The total effluent flow rate 

from the MF module was 100 ml/min, and the flow rate through the membrane 

sensor was 30 ml/min. Fluid flow was driven with a mechanical overhead 

stirrer operating at 500 rpm. 

[00134] Test results are shown in FIG. 18. The ratio II was calculated 

using equation (1). The pinhole was created at the 180th minute. The 

presence of bentonite particles was detected within two minutes, and 

membrane failure was detected within about 6 minutes. 

[00135] 

[00136] 

mode. 

EXAMPLE 2 (Suction Mode) 

The tests under this Example were conducted in the suction 

[00137] In this example, the test setup and conditions were similar to 

those in EXAMPLE 1, except that the membrane sensor was operated in the 

suction (vacuum) mode and that the membrane area in the-membrane sensor 

was 0.63 cm2 and the flow rates above the surface of the first membrane in 
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the membrane sensor ranged from 30 to and 80 ml/min with the 

corresponding Reynolds numbers of 211 to 423. 

[00138] For this Example, II was calculated according .equation (1 ). 

[00139] Example 2.1 (Particle Detection Test) 

[00140] FIGS. 19 and.20 show the test results obtained using membrane 

Module I in the membrane detector. The testing conditions were: a = 0, b = 

1.23, c = 2.46, and the flow rate was 30 ml/min and the pressure P1 was zero 

(gauge). For FIG. 19, the concentration of injected bentonite particles was 5 

ppm. Before bentonite injection, II was stable over 2 hours at 1.13 and P 2 

and P 3 were relatively constant at -12.8 and -24.5 kPa, respectively. The 

retention time in the tubing 616 was about 30 s. After bentonite injection, P2 

and P 3 both decreased and, consequently, II increased, continuously. FIG. 

20 shows the apparent response time, the detection time, and the time lag at 

different bentonite concentrations. For the bentonite concentration of 1 ppm, 

the detection time and the time lag were 62. 7 and 18.3 minutes, respectively. 

[00141] FIGS. 21 and 22 show results of tests conducted with Module II. 

For FIG. 21, the conditions were similar to those for FIG. 19, except that the 

bentonite concentration was only 1 ppm. Before bentonite injection, II was 

stable over 2 hours at 1.11 and P 2 and P 3 were relatively constant at -5.3 and -

10.1 kPa, respectively. The apparent response time in this case was 11.3 

min. As shown in FIG. 22, the time lag was comparable to the detection time 

when the bentonite concentration was higher than 1 ppm, and shorter than . 

detection time the bentonite concentration was lower than 1 ppm. It appears 

that Module II provided higher sensitivity than Module I. 

[00142] FIG. 23 compares the dependence of apparent response time 

on turbidity between Modules I and II. As shown, Module II detected the 

particles at 0.3 NTU in 36 minutes. 

[00143] Example 2.2 (Failure Test) 
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. [00144] The filtration membrane module included four double-face flat-

sheet MF membrane modules, which use Type Ill membranes. Bubbling and 

an overhead stirrer at 300 rpm were used to control fouling and cake 

deposition for the bentonite solution microfiltration. The gaps between the flat 

sheet modules were 6 mm, and coarse bubbles were used. The permeate 

flow rate was 80 ml/min and flowed directly to the membrane-based detector 

for integrity detection. The concentration of the bentonite solution was 1.5 g/L 

with fixed concentration mode and permeate recycle. 

[00145] FIGS. 24A and 248 show the measured P 2 and P 3 and 

calculated II over a one-week period. FIG. 248 shows the portion of graph 

enclosed in the dashed line in FIG. 24A. Based on experimental data, it 

appeared that small particles were present in the permeate streani from the 

MF membrane. The slow initial decrease of P2 and P3 shown in FIG. 24A was 

likely due to slow fouling resulting from small particles that passed through the 

MF membrane. 

[00146] After 5 days, P2, P3 , and II1 became relatively stable at-10 kPa, 

- 13.3 kPa, and 3.8 respectively. The range and threshold constants were 

selected as a ::::: 0, b ::::: 4.5, and c ::::: 9. 

[00147] After 8 days, a pinhole was made on one side of the membrane. 

in the MF module. The pinhole diameter was approximately 0.8 mm. The 

presence of bentonite particles in the effluent was detected within 17 min 

(apparent response time) of making the pinhole. The turbidity of the 

contaminated permeate after the membrane process failure was 1.9 NTU. 

[00148] As can be discerned from FIGS. 24A and 248, as well as FIGS. 

8, 16, 18, 19, and 21, the value of dII!dt, which is the slope of the line that 

connects the II points, also increased substantially subsequent to the 

introduction of the foulant into the feed to the membrane detector. For 

example, in the case shown in FIGS. 24A and 248, the calculated values of 

dII/dt were 0.001 before the pinhole was created, but increased by about 1 O 

times to 0.01 after the pinhole was made. 
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[00149] Other features, benefits and advantages of the embodiments 

described herein not expressly mentioned above can be understood from this 

description and the drawings by those skilled in the art. 

[00150] The contents of each reference cited above are hereby 

incorporated herein by reference. 

[00151] Of course, the above described embodiments are intended to be 

illustrative only and in no way limiting. The described embodiments are 

susceptible to many modifications of form, arrangement of parts, details and 

order of operation. The invention, rather, is intended to encompass all such 

modification within its scope, as defined by the claims. 
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WHAT IS CLAIMED IS: 

1. A method for detecting failure of a filtration membrane, comprising: 

directing an effluent from said filtration membrane to permeate through 

a first permeable membrane, and from said first membrane to 

permeate through a second permeable membrane; 

determining a ratio between (P1 - P2) and (P2 - P3), P1 being a first 

pressure at a feed side of said first membrane, P2 being a second 

pressure between said first and second membranes, and P3 being a 

third pressure at a permeate side of said second membrane; and 

correlating said ratio with a failure of said filtration membrane. 

2. The method of claim 1, wherein said correlating comprises determining 

that said filtration membrane is in a failed state when at least one of said 

ratio and a time derivative of said ratio is higher than a respective 

threshold. 

3. The method of claim 2, wherein said respective threshold for said ratio is 

3, and said respective threshold for said derivative of said ratio is 0.01. 

4. The method of any one of claims 1 to 3, further comprising correlating said 

ratio with the presence of a foulant in said effluent. 

5. The method of claim 4, wherein said correlating said ratio with the 

presence of said foulant in said effluent comprises determining that said 

foulant is present in said effluent when said ratio is within a range. 

6. The method of claim 5, wherein said range is from 1.5 to 3. 

7. The method of any one of claims 1 to 6, wherein said determining a ratio 

comprises sensing said first, second, and third pressures, and calculating 

said ratio at time t, II(t), as II(t) = [P1(t) - P2(t)]/[P2(t) - P3(t)]. 

8. The method of any one of claims 1 to 7, comprising presenting a 

correlation result to a user. 
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9. The method of any one of claims 1 to 8, wherein the flow rate through said 

first and second membranes is from 1 to 500 ml/min. 

10. The method of any one of claims 1 to 9, wherein the gauge pressure in the 

feed to said first membrane is from 1 to 95 kPa, and the gauge pressure in 

the permeate side of said second membrane is from -100 to 100 kPa. 

11. The method of any one of claims 1 to 9, comprising establishing a 

pressure difference across said first and second membranes, said 

pressure difference being between 0 and 1,000 kPa. 

12.An apparatus for detecting failure of a filtration membrane, comprising: 

a first permeable membrane and a second permeable membrane, each 

having a feed side and a permeate side; 

a conduit for directing an effluent from said filtration membrane to said 

first membrane and from said first membrane to said second 

membrane; 

a first pressure sensor for producing a pressure signal indicative of a 

first pressure, P1, at said feed side of said first membrane; 

a second pressure sensor for producing a pressure signal indicative of 

a second pressure, P2, between said first and second membranes; 

a third pressure sensor for producing a pressure signal indicative of a 

third pressure, P3, at said permeate side of said second membrane; 

and 

a data processing unit in communication with each one of said plurality 

of pressure sensors, for 

receiving pressure signals from said pressure sensors, 

calculating a ratio between (P1 - P2) and (P2 - Pi) based on said 

pressure signals; and 

correlating said ratio with a failure of said filtration membrane. 
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13. The apparatus of claim 12, wherein said ratio at time tis IT(t), calculated 

as IT(t) = [P1(t) - P2(t)]l[P2(t) - P3(t)]. 

14. The apparatus of claim 12 or claim 13, wherein said correlating comprises 

determining that said filtration membrane is in a failed state when at least 

one of said ratio and a time derivative of said ratio is higher than a 

respective threshold. 

15. The apparatus of claim 14, wherein said respective threshold for said ratio 

is 3, and said respective threshold for said derivative of said ratio is 0.01. 

16. The apparatus of any one of claims 12 to 15, wherein said data processing 

unit is adapted to correlate said ratio with the presence of a foulant in said 

effluent. 

17. The apparatus of claim 16, wherein said data processing unit is adapted to 

determine that said foulant is present in said effluent when said ratio is 

within a range. 

18. The apparatus of claim 17, wherein said range is from 1.5 to 3. 

19. The apparatus of any one of claims 12 to 18, further comprising a fluid 

pump for establishing a pressure difference across said first and second 

membranes to drive fluid flow through said first and second membranes. 

20. The apparatus of claim 19, wherein said pressure difference is between 0 

and 1,000 kPa. 

21. The apparatus of any one of claims 12 to20, wherein at least said first 

membrane has an average pore size from 0.05 to 5 microns. 

22. The apparatus of any one of claims 12 to 21, wherein at least said first 

membrane comprises a plurality of membrane layers. 

23.A fluid treatment system comprising the apparatus of any one of claims 12 

to 22 and said filtration membrane, said apparatus in fluid communication 

with said filtration membrane for receiving said effluent therefrom. 
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24. The fluid treatment system of claim 23, further comprising a control unit for 

controlling operation of said system, said control unit in communication 

with said data processing unit for controlling said operation in response to 

said correlating. 

25.A method of detecting a foulant in a fluid, comprising: 

directing said fluid to permeate through a first permeable membrane 

and from said first membrane to permeate through a second 

permeable membrane; 

determining a ratio between (P1 - P2) and (P2 - P3), P1 being a first 

pressure at a feed side of said first membrane, P2 being a second 

pressure between said first and second membranes, P3 being a third 

pressure at a permeate side of said second membrane; and 

correlating said ratio with the presence of said foulant in said fluid. 

26. The method of claim 25, wherein said correlating comprises determining 

that said foulant is present in said fluid when said ratio is higher than a 

threshold. 

27. The method of claim 26, wherein said threshold is 1.5. 

28. The method of any one of claims 25 to 27, said determining a ratio 

comprises sensing said first, second, and third pressures, and calculating 

said ratio at time t, II(t), as II(t) = [P1(t) - P2(f)]/[P2(t) - P3(t)]. 

29.An apparatus for detecting a foulant in a fluid, comprising: 

a first permeable membrane and a second permeable membrane, each 

having a feed side and a permeate side; 

a conduit for directing said fluid to said first membrane and from said 

first membrane to said second membrane; 

a first pressure sensor for generating a first pressure signal indicative 

of a first pressure, P1, at said feed side of said first membrane; 

37 



WO 2007/129994 PCT/SG2007/000130 

a second pressure sensor for generating a second pressure signal 

indicative of a second pressure, P2, between said first and second 

membranes; 

· a third pressure sensor for generating a third pressure signal indicative 

of a third pressure, P3, at said permeate side of said second sensor; 

and 

a data processing unit in communication with each one of said 

pressure sensors, for 

fluid. 

receiving said pressure signals from said pressure sensors, 

calculating a ratio between (P1 - P2) and (P2 - P3) based on said 

pressure signals; and 

correlating said ratio with the presence of said foulant in said 

30. The apparatus of claim 29, wherein said ratio at time tis II(t), calculated 

as II(t) = [P1(t) - P2(t)]l[P2(t) - P3(f)]. 

31. The apparatus of claim 29 or claim 30, wherein said correlating comprises 

determining that said foulant is present in said fluid when said ratio is 

higher than a threshold. 

32. The apparatus of cla.im 31, wherein said threshold is 1.5. 

33. The apparatus of any one of claims 29 to 32, wherein at least said first 

membrane has an average pore size from 0.05 to 5 microns. 
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