CLAIMS

1. A system for biometric based information communication including:
acontact lens comprising:
a sensing means comprising a fluorescence analytical system positioned
on aflap of the contact, wherein:
the flap is configured to overlap with portions of an eye of auser
away from an optic zone; and
the fluorescence based analytical system is configured to determine
presence or concentration of an analyte;
an energization device; and
acommunication means,

asmart device, wherein the smart device is paired in a communication protocol

with the contact lens;

a communication hub, wherein the hub recei ves communication containing at
least a data value from the contact lens and transmits the communication to a content
server;

afeedback element; and

a database on the content server, wherein the database comprises historical
records at |least including a timestamp and a corresponding copy of the data value from
the contact lens, wherein the content server is arranged to correlate the data value from
the contact lens with purchase related information of the user based on the timestamp.

2. Thesystem of Claim 1, wherein the smart deviceis paired in a communication protocol

with the communication hub.

3. Thesystem of Claim 2, wherein the feedback element islocated on the smart device.

4. Thesystem of Claim 2, wherein the feedback element is a personal computer.

5. The system of Claim 3, wherein the feedback element includes a display.
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6. A method to communicate a message, the method comprising:

obtaining a contact lens capable of performing a biometric measurement, wherein
the contact lens includes afluorescence analytical system positioned on aflap of the
contact lens, wherein:

the flap is configured to overlap with portions of an eye of a user away
from an optic zone; and
the fluorescence based analytical system is configured to determine

presence or concentration of an analyte;

utilizing the contact lens to perform the biometric measurement;

communicating a biometric data result obtained by the biometric measurement;

receiving the biometric data result at a content server;

storing the biometric data result in a database on the content server;

analyzing a collection of biometric dataincluding the stored biometric data,
wherein the collection includes data taken over a period of time;

receiving a message based upon the analyzing of the collection of biometric data;
and

communicating the message to the user with afeedback device;

wherein the database comprises historical records at least including a timestamp

and a corresponding copy of the biometric measurement from the contact lens,

and wherein the content server is arranged to correlate the biomedical

measurement from the contact lens with purchase related information of the user

based on the timestamp.

7. The method of claim 6 comprising:
receiving a communication from a biometric measurement System communication
system, wherein the communication comprises at least a first data value corresponding to
abiometric result obtained with the contact lens;
receiving the communication at the content server;

storing the first data value in the database at the content server;
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retrieving a collection of data values including the first data value;

processing the collection of data values with a processor, wherein the processing
generates a message; and

transmitting the message to the biometric measurement system communication
system.

8. The method of Claim 7, additionally comprising receiving a second communication from
the biometric measurement system communication system, wherein the second

communication comprises at least a second data value corresponding to the user location.

9. Themethod of Claim 8 wherein an authorization has been given to transmit the
collection of data values to acommercial party.

10. The method of claim 6 comprising:

obtaining afirst device, wherein the first device is capable to measure at least a
first biometric of the user;

measuring the first biometric with the first device to obtain biometric data;

obtaining a second device, wherein the second deviceis paired with the first
device in communication;

determining a location of the first device with the second device to obtain location
data;

communicating the biometric data and the |ocation data to a computing device
connected to a network;

storing the biometric data and the location data in the database of the content
server;

authorizing the computing device, viaasigna from the second device, to obtain
environmenta data related to the location data from a weather based database;

authorizing the computing device to initiate an a gorithm to be executed to
retrieve atargeted and individualized content based on aretrieval from the database
of acollection of biometric data, environmental data, location data and a medical

history categorization of the user to generate the targeted and individualized content;
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receiving a message comprising the targeted and individualized content to the first
device; and
displaying the message to the user.
11. The method of Claim 10, wherein the second device comprises aworn device.
12. The method of Claim 10, wherein the second device comprises a smart watch.

13. The method of Claim 10 wherein the message comprises advertising.

14. The method of Claim 10 further comprising authorizing athird party to transmit a

collection of data values from the retrieval from the database to a commercial party.

15. The method of Claim 14 wherein the third party receives no persona identifying
information about the user.

16. The method of Claim 14 wherein the third party receives persond identifying information

about the user.

17. The method of Claim 14 wherein the third party is amedical practitioner organization.

18. The method of Claim 16 wherein the third party is a weight loss organization.

19. The method of Claim 16 wherein the third party is a therapeutic organization.
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