
31 July 2006  -1 S P E C I F I C A T I O N COPPER COMPLEXES AND PROCESS FOR
FORMATION OF  COPPER-CONTAINING THIN FILMS BY USING THE SAME  5 [Field of.
Invention] The present invention relates to a copper complex  which. is
advantageously employable for producing a thin.  metal  film comprising
copper or copper alloy or a-thin )Y.' 10 metal film, comprising a complex
metal oxide containing  copper by chemical vapor deposition. The. invention
fur- ther relates to a process for producing a thin metal film  comprising
copper or copper alloy or a thin metal film  comprising a complex metal
oxide containing copper from ..15 ' the above-mentioned copper.complex.
[Background of Invention] A metallic copper thin film (hereinafter simply
re- ferred to as "copper thin film") is employable as a cop- 20 per.circuit
of :a silicon semiconductor A metal oxide thin-film containing copperoxide
(hereinafter simply re-`  ferred to,as "copper oxide thin film") is
expected as  material for high-critical temperature. superconductors.
As.the processes.for producing the copper thin film  25 or complex
oxide-thin film containing copper oxide by  vapor deposition procedure;
various, processes are known.  A representative process is a chemical vapor
deposition  process (CVD process) comprising the steps of thermally
decomposing.a compound. containing-.a copper .atom under. 30 specific
conditions and depositing the decomposition 



31 July 2006  -2 product on a substrate to produce thereon a copper thin
film or a copper oxide thin film. For the production of a copper thin film
or a copper  oxide thin film in the CVD process, f3-diketonato copper 5
complexes are generally used. ,JP-A-5-59551 describes a process for
producing a  copper thin film (to be used as a copper circuit of a  silicon
semiconductor) using a(3-diketonato copper(I) as  a copper source. The
(3-diketonato copper(I) is advanta 10 geously employed because it can be
subjected to dispro- portionation reaction, to deposit metallic copper.
How- ever, it has such a defect that the (3-diketonato copper  (I) is
thermally unstable, and that some of 0-diketonato  copper(I) decompose when
these are heated to vaporize in  15 the CVD process. A typical divalent
(3-diketonato copper complex em- ployed.in the CVD process is
dipivaloylmethanato cop- per(II) complex. This copper complex is more
thermally  stable than the monovalent 0-diketonato copper complex. 20
However, since the dipivaloylmethanato copper(II) complex  has such
a.high-melting point as 198C, it likely deposits  in a CVD system and plugs
the-production line. Other  known (3-diketonato copper complexes also have
the same  problem. Moreover, since the dipivaloylmethanato cop 25
per(II).complex and other known (3-diketonato copper com- plexes-have a low
vapor pressure, the thin film produc- tion rate. is low. Accordingly, these
known 0-diketonato 31 July 2006  



-3 copper complexes are not appropriate as industrially  employable copper
sources. JP-A-2001-181840 describes a ()-diketonato copper(II)  complex
having the following formula (II)_ C4H9  C2H5 0. -CU (IT)  a H3C  H3C CH3 2
which is liquid at room temperature and solves the prob-.  lems of the
known material. The above-mentioned 07diketonato copper(II) complex  exists
as a viscous liquid at temperature. Therefore, it  is easily supplied in
the CVD system and free from the  problem of plugging. Nevertheless, it
still shows a low  film production rate, and therefore, some of the
problems  in the production workability are still unsolved.  [Disclosure of
Invention) Disclosed herein is a copper complex which has a low  melting
point and is thermally stable, so that it is  favorably employable as the
copper source in the CVD process  for producing a copper thin film or a
copper oxide thin film. Further disclosed herein is.a process for producing
a  copper-containing thin film such 31 July 2006  -4= 



as a copper thin film or a copper oxide thin film in  which the
above-mentioned copper complex is used. The present inventors have
discovered that a copper  complex having (3-diketonato ligands containing a
silyl  ether linkage can solve the above-mentioned problems.  The present
inventors have been complete based on this  discovery Accordingly, a first
aspect of the present invention  provides a divalent copper complex having
(3-diketonato  ligands containing a silyl ether linkage. A second aspect of
the present invention provides a  method of forming a copper-containing
film by chemical vapor  deposition using a divalent copper complex having
(i- diketonato ligands containing a silyl ether linkage as a  copper
source. As the 0-diketonato ligands containing a silyl ether  linkage, a
compound represented by the formula (I)' is  preferred: X O b  R  o ~ 3 - I
) --Ra-O-~Si RC  Rd  Y in which Z is a hydrogen atom'or an alkyl group
having 1- 4 carbon atoms; X is a group represented by the formula  (I-I),
in which.Ra is a linear or branched alkylene group  having 1-5 carbon
atoms, and each of Rb, Rc -and Rdinde- pendently is a linear or-branched
alkyl group having 1-5  



carbon atoms; and.Y is a linear or branched alkyl group 31 July 2006  -5
having 1-8 carbon atoms or a group represented by the  formula (I-I), in
which Ra is a linear or branched alkyl- ene group having 1-5 carbon atoms,
and each of Rb, R and  Rd independently is a linear or branched alkyl group
having i-s carbon atoms As the copper complex a compound  represented by
the formula (T) is preferred: X Rb  / (I-I)  (z:tu ( I ) -R -O-Si --R` O Rd
Y z in which Z is a hydrogen atom or an alkyl group having 1- 4 carbon
atoms; X is a group represented by the formula  (I-I), in which Ra is a
linear or branched alkylene group  having 1-5 carbon atoms, and each of
R"1- k and R"_ inde-.  pendently is a linear or branched alkyl group having
1-5  carbon atoms; and.Y is a linear or branched alkyl group  having 1-8
carbon atoms or a group represented by the  formula (I-I), in which Ra is a
linear or branched alkyl- ene group having 1-5 carbon atoms, and each of
Rb, R` and  Ra independently is a linear or branched alkyl group  having
1-5 carbon atoms.. In the formulas, it is preferred that X is the same  as
Y. Y preferably is a linear or branched alkyl group  having 1-8 carbon
atoms. Ra preferably is an alkylene 



30 group of 1-3 carbon atoms which may carry one or more 3.1 July 2006
alkyl substituents. Particularly preferred is that z is  hydrogen and each
of Rb, R` and Rd is methyl. Accordingly, a third aspect of the present
invention provides  a method of forming a copper-containing film by
chemical vapor  5deposition using a divalent copper complex having
13-diketonato ligands containing a silyl ether linkage, wherein the
0-diketonato  ligands containing a silyl ether linkage is represented by
the  formula (I), 3-0 X b  R Z \ I ) ---Ra-O-Si Rc ( I - I ) Rd  Y 15 in
which Z is a hydrogen atom or an alkyl group having 1- 4 carbon atoms; X is
a group represented by the formula  (I-I), in which Ra is a linear or
branched alkylene group  having i-5 carbon atoms; and each of Rb, R and Rd
inde 20 pendently is a linear or branched alkyl group having 1-S  carbon
atoms; and Y is a linear or branched alkyl group  having 1-8 carbon atoms
or a group represented by the  formula (I-I), in which Ra is a linear or
branched alkyl- % ene group having i-5 carbon atoms, and each of Rb, R and
25 ~.Rd independently is a. linear or branched alkyl group  having 1-5
carbon atoms. A fourth aspect of the present invention provides a  



method of forming a copper-containing film by chemical  vapor deposition
using a-divalent copper complex having (3 30 diketonato ligands containing
a silyl ether linkage,  wherein the copper complex is represented by the
formula  (I) 31 July 2006  -6a -O. Rb  Z u (I) Ra-O-Si~ R c (I-I)  o R  Y
in which z is a hydrogen atom or an alkyl group having 1- 4 carbon atoms; X
is a group represented by the formula  (I-I), in which Ra is a linear or
branched alkylene group 10 having 1-5 carbon atoms, and each of Rb, R` and
Rd inde- pendently is a linear or branched alkyl group having 1-5  carbon
atoms; and.Y is a linear or branched alkyl group  having 1-a carbon atoms
or a group represented by the  formula (I-I), in which Ra is a linear or
branched 15 alkylene group having 1-5 carbon atoms, and each of Rb, R  and
Rd independently is a linear or branched alkyl group  having 1-5 carbon
atoms. [Brief Description of Drawing] 20 Fig. 1 is a schematic view of a
CvD system which can  be employed for the copper thin film production,
wherein  i denotes a glass ampul, 2 denotes a heater (vaporizer),  3
denotes a reactor, 4 deotes a heater (reactor), 5 de .  notes a trap, 6
denotes a heater (for pre-heating), 7.  25' denotes a substrate, and 8
denotes a copper complex  



source. [Detailed Description of Invention] In the invention, examples. of
the 0-diketonato  30 31 July 2006  -6b ligands containing a silyl ether
linkage include the  compounds of the following formulas (III)' to (XIV)  O
O O O  Me3Si0\ 'x\ Me3Si0\  (tIU' (IV)'  O. O O Me3Si0  Me3Si SiMe3 SiMe3
M' (VIY O.- O O O  Me38iO~OSiMe3 Me3Si0N (v[0 (vim  ). 31 July 2006_  O O O
O Me3Sio Me3SiOTJL) /  5 - ITS`  (IX)' (X)' OO ~O ~O J0 ^  Me3S,O Me3SiO' v
'OSiMe3,  10 (XIY (XII)'  j' O O 



Me3Si Me3Si O O  (XIII)' (XIV)'  1S The above-illustrated (3-diketone
compounds can be  obtained according to the below-illustrated scheme, in
which a silylated ketone is reacted with a silylated 20 organic acid ester
in the presence of a base, or a -J silylated organic acid ester is reacted
with a ketone in  the presence of a base, and the reaction product is
treated with an acid. The acid-treated product was puri- fiedby
distillation or column chromatography. Other 25 known. processes also are
utilizable.  30 31 July 2006  -8 Na  O `SAO O O MeaSi OMe + / \ NaNHZ
Me3Si0, j`\` + MeOH  O OH. CH3C02H Me3Si  10 The 0-ketonato copper complex,
i.e., a copper com- plex in which an enolate anion of 0-diketone is coordi-
nated to copper, can be obtained by a reaction between f3 15 diketone and
copper hydroxide (below-illustrated process  1 for copper complex
synthesis) or a reaction between an  enolate anion of (3,diketone and a
copper salt such. as  cupric chloride (below-illustrated process 2 for
copper  complex synthesis) The synthesis can be performed in 20 most
organic solvents such as hydrocarbons (e.g., hexane  



and toluene), ethers (e.g., tetrahydrofuran (THF) and  dimethoxyethane).,
nitriles (e.g., acetonitrile), haloge- nated hydrocarbons (e.g.,
dichloromethane), alcohols  (e.g., isopropanol.), and esters (e.g., ethyl
acetate) 25 Water produced in the, process 1 can be distilled off  together
the. solvent (e.g., toluene) by azeotropic dis- tillation. When such a
solvent as THF is used, water is  removed from the reaction mixture by
distillation under  reduced pressure at room temperature together with the
31 July 2006  -9 solvent- Otherwise, water can be removed using a dehy-
drating agent such as anhydrous sodium sulfate, anhydrous  magnesium
sulfate, anhydrous copper sulfate, molecular  sieves, or nonionic
water-absorbing polymer [Process 1 for copper complex synthesis] Na  O O O
O  McAn MeA OMe + - + McOH  NaNH2 10 OSiMe3  O OH C CO H Me3Si0 Cu(OHh -O.
Dehydrating O  agent 15 2  [Process 2 for copper complex synthesis] 20 



NaK  0 0 o O Me 1 M23S35~~~~~~ / + ow + MeOH  NaNH2 OSMe3  -O.  CUC12 Cu
---i` + NaCI 2 31 July 2006  -10 The produced copper complex can be
purified by col- umn chromatography using commercially available silica
gel for chromatography or a dehydrated silica gel which  is prepared by
dehydrating the commercially available 5 silica gel, or by distillation, or
by their combination.  An example of the copper complex having the silyl-
ether type (3-diketonato ligand is represented by the  following formula
(III): 10 OSIMe3  :cu (III)  15 2 The copper complex of the formula (III)
is a copper  complex having a 0-diketone enolate anion ligand of the
aforementioned formula (III)' which corresponds a com 20 pound of the
aforementioned formula (I) in which X is  (CH3)3Sio-C(CH3)2-, Y is
(CH3)3C-, and Z is H, namely, bis-
(2,6,6-trimethyl-27(trimethylsilyloxy)-3,5-heptadionato)  copper,(II)
complex (hereinafter referred to as Cu(sobd)21 



.  The 0-diketones of the aforementioned formulas (IV)' 25 to (XIV)' give
the below-illustrated copper complexes  (IV) to.(XIV), respectively, which
have an enolate anion  of the corresponding (3-diketone. 31 July 2006  -11
OSiMe3 OSiMe3 OSiMe3  Cu Cu Cu  p O Q 2 OSiMe3 2 SiMe3  (IV) (V) (VI)  OSi
Me3 OSiMe3 OSiMe3 Cu Cu Cu  O O p  OSiMe3 2 2 (VII) (VuI) (IX)  Me3Si
OSiMe3 Me3SiO -p_ O \ Cu  Cu Cu O  O O 2 2 Me3SiO  ( (xl (XIQ  OSiMe3
OSiMe3 O Cu Cu  -O)  2 2  ) (XUO  (XIV) 



31 July 2006  -12 The copper complex of the invention can be employed  for
producing a copper-containing thin film by chemical  vapor deposition in
the known CVD system as illustrated  in Fig. 1. 5 The vaporization of the
copper complex in the chemi- cal vapor deposition process can be performed
by directly  supplying the copper complex into a vaporization chamber,  or
by diluting the copper complex with an appropriate  solvent (e.g., hexane,
toluene, or tetrahydrofuran) and 10 supplying thus produced solution into a
vaporization  chamber. The deposition on a substrate can be performed by
the known CVD process. The copper complex is thermally  decomposed under
reduced pressure or in the presence of 15 an inert gas. Otherwise, the
copper complex can be de- composed and deposited in the presence of a
reducing gas  such as hydrogen gas. Also employable is a plasma CVD
process using a hydrogen gas to deposit metallic copper.  Further, thermal
decomposition or plasma CVD of the cop 20 per complex in the presence of
oxygen can be also em- ployed.for deposition of a copper oxide thin film.
The invention is further. illustrated by the follow- ing examples. 25
[Example.1]  (1) Synthesis of 2,6-dimethyl-2,6-di(trimethylsilyloxy)-
3,5-heptadione [represented by the formula (V)', herein- after referred to
as "dsobd"] 



31 July 2006  -13 In a 50 mL-volume flask were placed 1.80 g (45.0  mmol)
of 60%- sodium hydride and 9.83 g (51.7 mmol) of  methyl
2-(trimethylsilyloxy)-2-methyl-propionate. The  resulting solution was
heated to 120C, and to the heated 5 solution was dropwise added slowly a
solution of 3.00 g  (17.2 mmol) of
2-(trimethylsilyloxy)-2-methyl-3-butanone  in 9 mL of toluene. After the
dropwise addition was  complete, the reaction mixture was heated at 120C
for one  hour. Subsequently, the reaction mixture was cooled to 10 room
temperature and made weak acidic by the addition of  an acetic acid-toluene
mixture. The precipitated sodium  acetate was removed by filtration, to
obtain a yellow  solution.' The obtained solution was concentrated and
purified  15 by column chromatography using dehydrated silica gel, to  give
1,20 g (3.61 mmol, yield 210) of the desired main  product, i.e.,
2,6-dimethyl-2,6-di(trimethylsilyloxy).- 3,5-heptadione. The. product was
identified by'NMR, IR, and MS. 20 1H-NMR (CDC13); S 0.15 (s, 9H), 1.41 (s,
9H), 4.00  (s, 0.4H), 6.43 (s, 0.8H), 15.55 (s, 0.8H) IR (cm(1) 2961,
1605(br), 1252, 1198, 1048, 842  MS (m/e): 332 (2) Preparation of
Cu(dsobd)Z [bis(2,6-dimethyl-2,.6- 25
di(trimethylsilyloxy)-3,5-heptadionato) copper(II) com- plex Since
production of the desired f3-diketone was con- firmed in the
above-mentioned procedure, the desired  



copper complex was prepared by adding a copper source to 30 ..a product
prepared in the same manner. 31 July 2006  -14 In a 50 mL-volume flask were
placed 1.80 g (45.0  mmol) of 60% sodium hydride and 9.83 g (51.7 mmol) of
methyl 2-(trimethylsilyloxy)-2-methyl-propionate. The  resulting solution
was heated to 120C, and to the heated 5 solution was dropwise added
slowly.a solution of 3.00 g  (17.2 mmol) of
2-(trimethylsilyloxy)-2-methyl-3-butanone  in .9 mL.of toluene. After the
dropwise addition was  complete, the reaction mixture was heated at 120C
for one  hour. Subsequently, the reaction mixture was cooled to 10 30C.
There was produced 1.28 g (3.61 g) of 2,6-dimethyl-
2,6-di.(trimethylsilyloxy)-3,5-heptadionato sodium salt.  To the reaction
solution was added 0.24 g (1.78 mmol) of  cupric chloride. The. reaction
solution was immediately  turned to dark green. The solution was
continuously 15 stirred at 80C for 2 hours and cooled to room tempera-
ture. Then, the reaction solution was washed with water.  The obtained
organic portion was dried, and purified by  column chromatography using
dehydrated silica gel, to  give 1.10 g (1.52 mmol,.yield 85%, based on the
amount of 20 cupric chloride) of bis(2,6-dimethyl-2,6-di(trimethyl-
silyloxy)-3,5-heptadionato) copper(II) complex. The product was identified
by IR and elemental anal- ysis. IR (cm-').. 2978, 1567, 1498, 1414, 1252,
1197, 1045,  25 842 Elemental analysis for C30H62O8Si4Cu 



Found: C 49.0%, H 8.99%, Cu 8.6%.  Calculated: C 49.6%, H 8.60%, Cu 8.74%.
In the IR spectrum, a peak of 1,605 cm-1- assignable  30 to 0-diketone
disappeared, and a peak of 1,567 cm-1 as 31 July 2006  -15 signable to
diketonato was observed. Accordingly, it was  confirmed that the desired
copper complex was produced.  This copper complex is a new compound. 5
[Example 21 (1) Synthesis of 2,6,6-trimethyl-2-(trimethylsilyloxy)-
3,5-heptadione [represented by the formula (III)', here- inafter referred
to as "sobd"] In a 50 mL-volume flask, 0.40 g (10.3 mmol) of sodi- 10 um
amide and 1.20 g (12.0 mmol) of pinacolin were sus- pended in 3 mL of
toluene, and the resulting suspension  was stirred for 30 min. at room
temperature. Subsequent- ly, a solution of 1.00 g (5.25 mmol) of methyl
2-(tri- methylsilyloxy)-2-methyl-propionate in 6 mL of toluene 15 was
dropwise added slowly. After the dropwise addition  was complete, the
mixture was subjected to reaction for  one hour at room temperature. The
reaction mixture was  then made weak acidic with an acetic acid-toluene
mix- ture. The precipitated sodium acetate was removed by 20 filtration to
give a yellow solution. The obtained solution was concentrated and purified
by column chromatography using dehydrated silica gel, to  give 0.83 g (3.21
mmol, yield 610s) of the desired main  product, i.e.,
2,6,6-trimethyl-2-(trimethylsilyloxy)-3,5- 25 heptadione. 



The.product was identified by NMR, IR, and MS.  H-NMR (CDC13): 8 0.14 (s,
9H), 1.17 (s, 9H), 1.39  (s, 6H), 3.86 (s, 0.3H), 6.09 (s, 0.85H), 15.72
(s,  0.85H) 30 IR (cm 1): 2966, 1500(br), 1252,, 1197, 1045; 841 31 July
2006  -16 MS (m/e) 258 (2) Preparation of Cu(sobd)2 [bis(2,6,6-trimethyl-2-
(trimethylsilyloxy)-3,5-heptadionato) copper(II) complex,  represented by
the formula (III)] 5 Since production of the desired 0-diketone was con-
firmed in the above-mentioned procedure, the desired  copper complex was
prepared by adding a copper source to  a product prepared in the same
manner In a 50 mL-volume flask, 0.40 g (10.3 mmol) of sodi- 10 um amide and
1.20 g (12.0 mmol) of pinacolin were sus- pended in 3 mL of toluene, and
the resulting suspension  was stirred for 30 min. at room temperature.
Subsequent- ly, a solution of 1.00.g (5.25 mmol) of methyl 2-(tri-
methylsilyloxy)-2-methyl-propionate in 6 mL of toluene 15 was dropwise
added slowly- After the dropwise addition  was complete, the mixture was
subjected to reaction for  one hour at room temperature. To the reaction
solution  was added 0.22 g (1.60 mmol) of cupric chloride. The  reaction
solution immediately turned to dark green. The 20 solution was continuously
stirred for one hour at room  temperature. Then, the reaction solution was
washed with  water. The obtained organic portion was dried, and puri- fied
by column chromatography using dehydrated silica  



gel, to give 0.80 g (1.38 mmol, yield 86%, based on the 25 amount of cupric
chloride) of bis(2.,6,6-trimethyl-2-(tri-
methylsilyloxy)-3.,5-heptadionato) copper(II) complex.  The product was
identified by IR and elemental anal- ysis. IR (.cm-"): 2960, 1561, 1501,
1412, 1252, 1196, 1047,  30 840 31 July 2006  -17 Elemental analysis for
C26H50O6Si2Cu Found: C 54.8-, H 8.20x, Cu 110_  Calculated: C 54.00, H
8.710, Cu 11.0-. In the IR spectrum, a peak of 1,600 cm-1 assignable  5 to
(3-diketone disappeared, and a peak of 1,561 cm-1 as- .signable to
diketonato was observed. This copper complex  is a new compound. [Example
3] 101, (1) Synthesis of 2,6-dimethyl-2-(trimethylsilyloxy)-3,5- heptadione
[represented by the formula (VIII)', hereinaf- ter referred to as "sopd"]
In a 50 mL-volume flask, 0.50 g (12.8 mmol) of sodi- um amide and 0.45 g
(5.22 mmol) of 3-methyl-2-butanone  ,15 were suspended in 1.5 g of hexane,
and the resulting suspension was stirred at 15C for 30 min. Subsequently,
a solution of 1.20 g (6.31 mmol) of methyl 2- (trimethyl- silyloxy)
-2-methyl-propionate in 3 g of hexane was  dropwise added slowly. After the
dropwise addition was 20 complete, the mixture was subjected to reaction at
15C  for one hour. The reaction mixture was then made weak  acidic with an
acetic acid-toluene mixture. The precipi- 



tated sodium acetate was removed by filtration to give a  yellow solution.
25 The obtained solution was concentrated and purified  by column
chromatography using dehydrated silica gel, to  give 0.91 g (3.71mmoi,
yield 71e) of the desired main  product, i.e_,
2,6-dimethyl-2-(trimethylsilyloxy)-3,5- 'heptadione. 30 The product was
identified by NMR, IR, and MS. 31 July 2006  -18 1H-NMR (CDC13): S 0.14 (s,
9H), 1.14 (s, 6H), 1.39  (s, 6H), 2.4.4-2.50 (m, 0.85H), 2.64-2.69 (m,
0.15H), 3.77  (s, 0.3H), 5.97 (s, 0.85H), 15.51 (s, 0.85H) IR (cm 1): 2971,
1606(br), 1253, 1199, 1045, 842  5 MS (m/e): 244 (2) Preparation of
Cu(sopd)2 [bis(2,6-dimethyl-2-(tri- methylsilyloxy)-.3,5-heptadionato)
copper(II) complex,  represented by the formula (VIII)] Since production of
the desired 0-diketone was  10 confirmed in the above-mentioned procedure,
the desired  copper complex was prepared by adding a copper source to  a
product prepared in the same manner. In a 50 mL-volume flask, 0.50.g (12.8
mmol) of sodi- um amide and 0.,45 g (5.22 mmol) of 3-methyl-2-butanone  15.
were suspended in 1.5 g of hexane, and the resulting suspension was stirred
at 15C for 30 min. Subsequently,  a solution of 1.20 g (6.31 mmol) of
methyl 2-(trimethyl- silyioxy)-2-methyl-propionate in 3 g of hexane was
drop- wise added slowly. After the dropwise addition was com 20, plete, the
mixture was subjected to reaction at 15C for  



one hour. To the reaction solution was added 0.25 g  (1.86 mmol) of cupric
chloride. The reaction solution  was immediately turned to dark green.. The
solution was  continuously stirred for one hour at room temperature. 25
Then, the reaction solution was washed with water. The  obtained organic
portion was dried, and purified by col- umn chromatography using dehydrated
silica gel, to give  0.86 g (1.56 mmol, yield 840, based on the amount of
cupric chloride) of bis(2,6-dimethyl-2-(trimethylsilyl 30
oxy)-3,5-heptadionato) copper(II) complex. 31 July 2006  -19 The product
was identified by IR and elemental anal- ysis. IR (cm1): 2965, 1592, 1501,
1428, 1252, 1199, 1044,  847 5 Elemental analysis for C29H4,,O6Si2Cu a
Found: C 53.20, H 8.530, Cu 11%.  Calculated: C 52.4., H 8.420, Cu 11.5..
In the IR spectrum, a peak of 1,606 cm' assignable  to f3-diketone
disappeared, and a peak of 1,592 cm -1 as- 10 signable to diketonato was
observed. This copper complex  is a new compound. [Example 4] (1) Synthesis
of sopd by different process 15 In a 50 mL-volume flask, 13.7 g (0.351 mol)
of sodi- um amide was suspended in 200 mL of hexane and then 26.7  g (0.140
mol) of methyl 2-(trimethylsilyloxy)-2-methyl- propionate was added. To the
resulting solution was  dropwise added 12.1 g. (.0.141 mol) of
3-methyl-2-butanone, 



20 and the mixture was kept at 15C. In the development of  -` reaction,
production of gaseous ammonia was observed.  The reaction was continued at
15C for one hour. The  reaction solution was then made weak acidic with
acetic  acid. The obtained hexane portion was washed with water 25 and
dried over anhydrous sodium sulfate. The dried por- tion was. distilled at
101C/8 mmHg, to give 18.8 g (0.770  mol, yield 55.) of the desired
2,6-dimethyl-2-(trimethyl- silyloxy)-3,5-heptadione. The product was
identified by NMR, IR, and MS. 31 July 2006  -20 iH-NMR (CDC13) : S 0.14
(s, 9H) , 1.14 (s, 6H) , 1.39  (s, 6H), 2.44-2.50 (m, 0.85H), 2.64-2.69 (m,
0.15H), 3.77  (s, 0.3H), 5.97 (s, 0.85H), 15.51 (s, 0.85H) IR (cm''): 2971,
1606(br), 1253, 1199, 1045, 842  5 MS (m/e): 244 In the below-described
(2-1) to (2-3), a copper  complex of Cu(sopd)2 was prepared by three
different  processes. 10 (2-1) Preparation of Cu(sopd)2 by azeotropic
toluene dis- tillation dehydration In 100 mL-volume flask were placed 4.43
g (45.4  mmol) of copper hydroxide, 22.2 g (90.8 mmol) of 2,6 15
dimethyl-2-(trimethylsilyloxy)-3,5-heptadione, and 50 mL  of toluene.. The
resulting mixture was heated to 130C,  and water produced by reaction was
dehydrated by azeo- tropictoluene distillation. The amount of the produced
and distilled water was confirmed by receiving and mea 



20 suring it in a water receiver. The reaction was complete  -N>
within.approx. one hour. The obtained dark green solu- tion was filtered
and the filtrate was concentrated to  give a viscous dark green solution.
The solution was  distilled at 179C/0.5 Torr to give 20.2 g (36.8 mmol, 25
yield 81%) of the desired copper complex; namely, bi.s-
(2,6-dimethyl-2-(trimethylsilyloxy)-3,5-heptadionato)  copper(II) complex.
(2-2) Preparation of Cu(sopd)2 at room temperature in THE  solvent 31 July
2006  -21 The desired Cu(sopd)2 can be prepared by reacting
2,6-dimethyl-2-(trimethylsilyloxy)-3,5-heptadione with  copper(II)
hydroxide in an organic solvent such as ether,  acetonitrile, alcohol,
ketone, ester, or hydrocarbon at 5 room temperature. The following is a
preparing procedure  in a THF solvent. In 100 mL-volume flask were placed
4.50 g (46.2  mmol) of copper hydroxide, 22.6 g (92.3 mmol) of 2,6-
dimethyl-2-(trimethylsilyloxy)-3,5-heptadione, and 50 mL 10 of THF. The
resulting mixture was stirred for one hour  at room temperature in the
absence of a dehydrating  agent. The . resulting. dark blue solution was
filtered,  and the THF, solvent was distilled off to leave a viscous  dark
green solution. The solution was distilled at 15 179C/0.5 Torr to give 21.1
g (38.3 mmol, yield 830) of  the desired copper complex, namely,
bis(2,6-dimethyl-2- .(trimethylsilyloxy)-3,5-heptadionato) copper(II)
complex. (2-.3) Preparation of Cu(sopd)2 at room temperature in  



dimethoxyethane solvent 20 The preparation in dimethoxyethane solvent is
de- scribed below. In 50 mL-volume flask were placed 1.10 g (11.3 mmol)  of
copper hydroxide,.5.00 g (20.5 mmol) of 2,6-dimethyl-
:2-(trimethylsilyloxy)-3,5-heptadione, and 15 mL of di 25 methoxyethane.
The resulting mixture was stirred for 2  hours at.room temperature in the
absence of a dehydrating  agent. The resulting dark blue solution was
filtered,  and the dimethoxyethane solvent was distilled to leave a
viscous dark green solution. The solution was. distilled 30 at 179C/0.5
Torr to give 4.57 g (8.30 mmol, yield 810) of 31 July 2006  -22 the desired
copper complex, namely, bis(2,6-dimethyl-2-
(trimethylsilyloxy)-3,5-heptadionato) copper(II) complex.  The copper
complex produced in (2-3) above was iden tified by IR and elemental
analysis. 5 IR (cm.1 ): 3458(br), 2963, 1568, 1518, 1422, 1251,  1196,
1035, 889, 841 Elemental analysis for C24H4fiO6Si2Cu Found: C 53.01, H
8.391, Cu 11.51.  Calculated: C 52.40, H 8.421, Cu 11.51.  10 M.p.: 62C The
products of (2-1) and (2-2) showed almost same  elemental analysis data. In
the IR spectrum, a peak of 1,606 cm' assignable  to 0-diketone disappeared,
and a peak of 1,568 cm -1 as- 15 signable to diketonato.was observed. The
broad peak observed in the vicinity of 3,400 cm -1 is assignable to a  



water of crystallization coordinated to the copper com- plex. This broad
peak was not observed when the product  was examined just after the
distillation, namely under l 20 good conditions. (3) Vapor Deposition Test
The copper complex of Cu(sopd)2 [represented by the  formula (VIII)].
prepared in Example 3 was subjected to  vapor deposition test according to
CVD process, to exam 25 ine its film forming property. For comparison, the
same  vapor deposition test was performed using bis(6-ethyl-
2,2-dimethyl-3,5-decandionato) copper complex of the  aforementioned
formula (II). The test was performed using the apparatus illus- 30 trated
in Fig. 1. The copper complex.8 placed in a va 31 July 2006  -23 porizer
(glass ample) 1 was heated by a heater 2 for va- porization. The vaporized
complex came out of the vapor- izer together with helium gas. The gas
coming out of the  vaporizer joined a pre-heated hydrogen gas supplied 5
through the hydrogen gas line, and entered the reactor 3.  The.center
portion of the glass reactor could be heated  by the heater 4. The copper
complex introduced into the  reactor reductively decomposed and produced a
metallic  copper on a surface of a substrate 7 which was set at the 10
center part and heated to the predetermined temperature  in a reducing
atmosphere- The gas coming out of the  reactor was exhausted to atmospheric
air through the trap  5. The copper film-formation depends on the vapor
depo- 



15 sition conditions such as the copper complex vaporization  temperature
and the substrate temperature. Table 1 shows the vapor deposition
conditions em- ployed in the test and the results of film formation.  The
substrate is a rectangular substrate of 7 mm x 4 mm.  20 r 31 July 2006
-24 Table 1  Example 3: copper complex -- Cu(sopd)2  Condition of vapor
deposition 5 Vaporization temperature: 140C  Substrate: Ta-N/Si02/Si
Substrate temperature: 230C  Vaporization period: 60 min. Pressure in the
reaction system: atmospheric  10 H2 flow rate: 36 mL/min. He flow rate: 5
mL/min.  Characteristics of formed film  Film thickness: 200 nm  Specific
resistance: 4.5 pQ cm 15 Appearance: Smooth glossy metal surface
Comparison Example 1: copper complex -- bis(6-ethyl-2,2-
dimethyl-3,5-d(Eicandionato) copper complex Condition of vapor deposition
20 Vaporization temperature: 140C  Substrate: Ta-N/SiO2/Si  Substrate
temperature: 250C  Vaporization period: 60 min. 



Pressure in.the reaction system: atmospheric  25 H2 flow rate: 36 mL/min.
He flow rate: 5 mL/min.  Characteristics of formed film  Almost no film is
produced.  30 31 July 2006  -25 The above-mentioned results indicate that
the  Cu(sopd)2 of the invention shows an excellent film-forming  property,
as compared with the previously known copper  complex. S (.Industrial
Utility] The copper complex of the invention is a divalent  copper complex
which is thermally stable, as compared  with the thermally unstable
monovalent copper complex, 10 and is resistant to thermal decomposition in
the vaporiz- er. Accordingly, it is advantageously employable for
industrially preparing a copper-containing film by chemi- cal vapor
deposition. Further, the copper complex of the  invention can produce a
film at a rate greater than that 15 shown by the previously known divalent
copper complex.  This means that the copper complex of the invention is
practically advantageous, and that the copper complex of  the invention is
favorably employable for the preparation  of a copper film widely greatly
utilized as the circuit  20 material of semiconductors. 31 July 2006  -26 



What is claimed is: 1. A divalent copper complex having P-diketonato  5
ligands containing a silyl ether linkage. 2. The copper complex of claim 1,
wherein the (3- diketonato ligands containing a silyl ether linkage is
represented by the formula (I)', 10 X b  O R (I-I)  (I) ' -Ra-O-Si~ RG Z O
Rd  15 Y in which z is a hydrogen atom or an alkyl group having I- 4 carbon
atoms; X is a group represented by the formula  (T-I), in which Ra is a
linear or branched alkylene group 20 having 1-5 carbon atoms, and each of
Rb, R. and Rd inde- pendently is a linear or branched alkyl group having
1-5  carbon atoms; and Y is a linear or branched alkyl group  having 1-8
carbon atoms or a group represented by the  formula (3-I), in which Ra is a
linear or branched alkyl 25 ene group having 1-5 carbon atoms, and each of
Rb, R and  Rd independently is a linear or branched alkyl group  having 1-5
carbon atoms. 3. The copper complex of claim 1, which.is repre- 30 sented
by the formula (I).: 31 July 2006  -27 Rb  



Z Cu ( I ) -Ra-O-Si\ R c  o R  Y 2 in which Z is a hydrogen atom or an
alkyl group having 1- 4 carbon atoms; X is a group represented by the
formula  (I-I), in which.Ra is a linear or branched alkylene group 10
having 1-5 carbon atoms, and each of Rb, Re and Rd inde- pendently is a
linear or branched alkyl group having 1-5  carbon atoms; and Y is a linear
or branched alkyl group  having 1-8 carbon atoms or a group represented by
the  formula (I-I),. in which Ra is a linear or branched 15 alkylene group
having 1-5 carbon atoms, and each of Rb, R  and Rd independently isa linear
or branched alkyl group  having 1-5 carbon atoms. 4. The copper complex of
claim 2, wherein Y is the  20 same as X. 5. The copper complex of claim 3,
wherein Y is the  same as X. 25 .6. The copper complex of claim 2, wherein
Y is a  linear or branched alkyl group having 1-8 carbon atoms.  7. The
copper complex of claim 3, wherein Y is a linear..or.branched alkyl group
having 1-8 carbon atoms.  30 31 July 2006  -28 8. The copper complex of
claim 2, wherein Ra is an  alkylene group having 1-3 carbon atoms which can
have one  or more alkyl substituent_ 5 9. The copper complex of claim 3,
wherein Ra is an  alkylene group having 1-3 carbon atoms which can have one



or more alkyl substituent_ 10. The copper complex of claim 2, wherein Z is
a  10 hydrogen atom,, and each of Ri', R and Rd is methyl. 11. The copper
complex of claim 3, wherein z is a  hydrogen atom, and each of Rb, Rc and
Rd is methyl. 15 12. A method of-forming a copper-containing film by
chemical vapor deposition using a copper complex of claim  i as a copper
source. 13. A method of forming a copper-containing film by  20 chemical
vapor" deposition using a copper complex of claim  j.:. 2 as a copper
source. 14.A method of forming a copper-containing film by  chemical vapor
deposition using a copper complex of claim  25 .3 as a copper source. 31
July 2006  1 / 1 a  m .. ti  1 00 -+  F4  a  0  w  Cl. co  cu  rn  rn  
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