| NTERLOCKI NG SYSTEM FOR CONNECTI NG A PROGRAMVABLE LOGE C CONTROLLER AND A
PONER SUPPLY ABSTRACT An interlocking systemfor connecting a

programuabl e | ogic controller and a power supply of an industrial control
and automation systemis provided. The interlocking systemincludes
features configured to facilitate coupling with a panel or rail and a
plurality of vertical slots and a | atch di sposed on a side surface of the
power supply. The latch includes a first attachnment feature disposed al ong
a flexible tongue cantil evered proxi rrate an opening in a housing of the

power supply such tiﬁ%t}zélf@c g@ Cﬁ E fmgpem ng. The
i nterl ocking § 8& dﬁﬁ? tAFl %@0 R2 second

attachment fea ure on a si é@ ggg e prograrmabl e logic
controller. The plur aI ity of hoo configured to slide along and
engage with the plurality of vert 'AC% ts such that the programmabl e

| ogic controller and the power supply arée held together horizontally and
t he second attachnent feature is configured to couple with the first

at t achmemn freataskingtsysemsisteodnsengagenennodbld heipbartaliet ynob puweks and
the plural 1551}’ o?fan mgustr]eﬁ con*?rolognsd autm%atlon él'ystem is provided. The interlocking

system includes features configured to facilitate coupling with a panel or rail and a
plurality of vertical slots and a latch disposed on a side surface of the power supply. The

latch includes a first attachment feature disposed along a flexible tongue cantilevered
proximate an opening in a housing of the power supply such that the tongue can flex into

the opening. The interlocking system also includes a plurality of hooks and a second
attachment feature formed on a side surface of the programmable logic controller. The
plurality of hooks are configured to slide along and engage with the plurality of vertical

slots such that the programmable logic controller and the power supply are held together
horizontally and the second attachment feature is configured to couple with the first
attachment feature to resist disengagement of the plurality of hooks and the plurality of

vertical slots.
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