PRINTHEAD MAINTENANCE STATION

FIELD OF THE INVENTION

The present invention relates to printers and in particular inkjet printers. Specific aspects of
the invention relate to cartridges for printers, printhead design and maintenance, as well as other

facets of printer operation.

CO-PENDING APPLICATIONS

The following applications have been filed by the Applicant simultancously with the present
application:

SHA VPA MFA WPA PNA

RRB

The disclosures of these co-pending applications are incorporated herein by reference. The above
applications have been identified by their filing docket number, which will be substituted with the

corresponding application number, once assigned.
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BACKGROUND OF THE INVENTION

Traditionally, most commercially available inkjet printers have a print engine which forms

part of the overall structure and design of the printer. In this regard, the body of the prinfer unit is
typically constructed to accornmodate the printhead and associated media delivery mechanisms, and
these features are integral with the printer unit.

This is especially the case with inkjet printers that employ a printhead that traverses back
and forth across the media as the media is progressed through the printer unit in small iterations. In
such cases the reciprocating printhead is typically mounted to the body of the printer unit such that it
can {raverse the width of the printer unit between a media input roller and a media output roller, with
the media input and output rollers forming part of the structure of the printer unit. With such a printer
unit it may be possible to remove the printhead for replacement, however the other parts of the print
engine, such as the media transport rollers, control circuitry and maintenance stations, are typically
fixed within the printer unit and replacement of these parts is not possible without replacement of the
entire printer unit,

As well as heing rather fixed in their design construction, printer units emploving
reciprocating type printheads are considerably slow, particularly when performing print jobs of full
colour and/or phote quality. This 1s due to the fact that the printhead must continually traverse the
stationary media to deposit the ink on the surface of the media and it may take a number of swathes
of the printhead to deposit one line of the image.

Recently, it has been possible to provide a printhead that extends the entire width of the print
media so that the printhead can remain stationary as the media is transported past the printhead. Such
systems greatly increase the speed at which printing can occur as the printhead no longer needs to
perform a number of swathes to deposit a line of an image, but rather the printhead can deposit the
ink on the mediz as it moves past at high speeds. Such printheads have made it possible to perform
full colour 1600dpi printing at speeds in the vicinity of 60 pages per minute, speeds previously
unattainable with conventional inkjet printers.

Such a pagewidth printhead typically requires high precision and high speed paper
movement, and as such, the entire print engine (printhead, paper handling mechanisms and control
circuitry ete) must be configured accordingly to ensure high quality output.

Accordingly, there is a need to provide a print engine having a pagewidth printhead that can
be readily employed within a standard body of a printer unit and is constructed in & manner that
ensures that all the necessary parts of the print engine are configured n a manner that enables

consistent, high speed printing.
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SUMMARY OF THE INVENTION

In a first aspect the present invention provides a cartridge unit for an inkjet printer, the cartridge unit
comprising:

an ink storage compartment and an ink feed system for connection to a printhead assembly with an
array of ink gjection nozzies; wherein,

the ink storage compartment has a variable storage volume and a displaceable wall section biased to

- expand the variable storage volume to generate 2 negative pressure therein,

Without negative pressure, an ink meniscus can bulge from the nozzles. The meniscus will ‘pin’
itself to the edge of the nozzle aperture and may be strong enough to stop ink leakage. However,
paper dust or other contaminants will eventually stop the bulging meniscus from pinning itself on the
nozzle rim and leakage occurs. A negative pressure in the ink siorage volume makes the meniscus
invert back into the nozzle aperture. As the meniscus does not bulge out of the nozzie, paper dust on
the nozzle surface does not break the surface tension to cause leakage,

In some embodiments, the ink storage compartment has opposed wall sections connected by a
flexible wall arrangement to define the variable ink storage volume; such that one of the opposed wall
sections is displaceable and biased to expand the variable ink storage volume, The opposed wall
section may be biased with a constant force spring.

Optionally, the printhead assembly is fixed to the cartridge unit for removal and replacement

therewith. In another option, the printhead assembly is a pagewidth printhead assembly.

Optionally the ink storage compartment has oppesed wall sections connected by a flexible wall
arrangement to define the variable ink storage volume; such that one of the opposed wall sections is
displaceable and biased to expand the variable ink storage volume.

Onptionally the opposed wall section is biased with a constant force spring.

Optionally the printhead assembly is fixed to the cartridge unit for removal and replacement

therewith.

Opticnally the printhead assembly is a pagewidth printhead assembly.,
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In a further aspect there is provided a cartridge unit, wherein:
the negatively pressurized ink storage compartment has an interface for receiving a refill unit for
refilling the ink storage compartment, the interface having an inlet valve biased to its closed
configuration; and
the refill unit comprises:
a body containing a quantity of ink;
engagement formations for releasably engaping the interface; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment,

In a further aspect there is provided a cartridge unit, wherein:
the negatively pressurized ink storage compartment has an interface for receiving an ink refill unit for
refilling the ink storage compartment, the interface having a normally closed inlet valve and a
normally open outlet valve, both in fluid communication with the ink storage compartment; and
the refill unit comprises:

a body containing a quantity of ink; and
a docking portion having an ink outlet and valve actuator formations, the docking portion, during use,
releasably engaging the interface o actuate the inlet and the outlet valves so the cartridge fills with

ink from the body because of the negative pressure in the ink storage compartment.

In a further aspect there is provided a cartridge unit, wherein:
the negatively pressurized ink storage compartment is arranged fo be refilled by a refill unit via a
normally open cutlet valve; and
the refill unit comprises:
& body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compariment; and
an cutlet valve actuator for closing the outlet valve as the refil unit engages the ink storage

compartment.

Iz a fuerther aspect there is provided a carfridge unit, wherein:
the ink storage compartment is arranged o be refilled by a refill unit; and
the refill unit comprises:

a body containing a quantity of ink;

an ink outlet; and
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a repressurizing arrangement which, upon engagement of the refill unit with the ink storage
compartment, causes part of the unit to be inwardly depressed as the ink from the body is drawn inte
the ink storage compariment through the ink outlet by the negative pressure until pressure
equalization, and which, upen subsequent disengagement of the refill unit from the ink storage
compartment, releases the inwardly depressed part of the ink storage compartment to re-establish the

negative pressure,

In a further aspect there is provided a cartridge unit, wherein:
the ink storage corpartment has opposed wall sections connected by a flexible wall arrangement to
define the variable storage volume;
the cartridge unit further comprises an ink feed system for supplying for supplying ink to a printhead
with an array of nozzles; and

one of the opposed wall sections is displaceable and biased to expand the
variable storage volume to create a negative pressure in the ink storage compartment for avoiding

inadvertent ink leakage from the nozzles.

In a2 further aspect there is provided a carfridge unit, wherein:
the ink storage compartment has an interface for releasably engaging with a refill unit for refilling the
ink storage compartment, the interface having valves for controlling ik flows into, and out of, the
storage compartment; and
the refill unit comprises:
a body containing a quantity of ink;
an ink outlet; and,
valve actuators for actuating the valves when the refill unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided a cartridge unit, further comprising an interface for releasably
engaging a refill unit for refilling the cartridge unit,
wherein the inkjet printer incorporates a printhead, control circuiiry and the refill unit, the refilf unit
comprising:

a body containing a quantity of inl;

an ink outlet; and
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a memory cirenit for storing information relating to at least one characteristic of the ink, which during
usg, allows the control circuit fo interrogate it to verify that the ink in the refill unit is suitable for the

printer.

In a further aspect there is provided a cartridge unit incorporating a printhead raintenance assembly
for an inkjet printhead of the inkjet printer, the printhead having a nozzie plate with an array of
nozzles formed therein,
wherein the printhead maintenance assembly comprises:

a capper to cover the array of nozzles when the printhead is not in use; and

a cleaner for engaging the nozzle plate and wiping across the nozzles, the cleaner

being positioned between opposing sides of the capper.

In a farther aspect there is provided a cartridge unit, wherein the inkjet printer comprises:
& printhead with an array ofnozzles;
a mainienance assembly for moving between a capped position where the
assembly covers the array of nozzles, and an uncapped position spaced from
the array of nozzles; and
& motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a cartridge unit, further comprising an interface for engaging an
ink refill unit for replenishing the cartridge, the ink refill unit comprising:
an ink storage compartment;
a docking portion for engaging the interface of the cartridge, the docking
portion having a base plate with an ink outlet for connection to an inlet
port on the interface; and
engagement formations for releasably engaging the interface, the engagement
formations being formed on the fransverse centre line of the base plate, the centre of the ink outiet

being spaced from the transverse centre line.
In & further aspect there is provided a carfridge unit, further comprising an interface for engaging an

ink refil! unit for replenishing the cartridge,

wherein the ink storage compartment is partially defined by a tubular flexibie wall;
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the carfridge unit further comprising a constriction mechanism for constricting the flexible tubular
wall by a predetermined amount; and
the ink refill unit comprises:

a body containing 2 quantity of ink; and
a docking portion for engaging the interface of the cartridge, the docking portion having an ink outlet
for connection to an inlet port on the interface, and a plurality of constriction actuators for actuating
the constriction mechanism as the ink refill unit engages the interface and releases the constriction

mechanism as the ink refill unit disengages the interface.

In & further aspect there is provided a cariridge unit, further comprising a refill unit and an interface
for engaging an ink refill unit for replenishing the cartridge, the ink refill unit comprising:
a body containing a quantity of ink;
an ink outlet for engaging a complementary ink inlet in the interface; and
a spigot extending from the body for insertion in an aperture in the
interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by

the aperture to ensure the ink refill is correctly matched to the cartridge.

In a further aspect there is provided a cartridge unit engageable with an ink refill unit for replenishing
the cartridge, the ink refill unit comprising:

a body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a cartridge unit,
wherein the inkjet printer comprises:
an outer casing with a hingedly mounted panel for access its interior;
a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a hingedly
mounted lid that opens fo allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

wherein the lid and the panel both open in the same direction.

I a further aspect there is provided a cartridge unit, wherein the inkjet printer comprises:
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a replaceable pagewidth printhead with an array of nozzies and printhead
contacts for transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data o the
printhead contacts; and

a sefective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided a cartridge unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an amray of nozzles and printhead
contacts for transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the
printhead contacts; and

a cover member for movement between open and closed positions, wherein, in the open
positions, the printhead can be installed or removed, and the cover member is in the closed positions
during printiﬁg, such that, the printhead contacts and the corresponding contacts are moved into
engagement when the cover member is moved to the closed positions, and the printhead contacts and

the corresponding contacts disengage when the cover member is moved to the open positions.

In & further aspect there is provided a carfridge unit, further comprising:
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

& maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a cartridge unit arranged to be held by a cradle within the inkjet
printer, the cradle comprising a plurality of interfaces respectively corresponding to the storage
compartments, each of the interfaces being configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided a cartridge unit, wherein the printer incorporates a printhead
comprising:

& printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path,

and
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a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhezd integrated circuit to the integrated circuit support structure.

In a further aspect there is provided a cartridge unit, wherein the printer incorporates a printhead
comprising:

a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at feast one ink
storage compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the gjection nozzles are in fluid communication

with the ink feed conduits, polymer sealing film being more than 25 microns thick.

In another aspect the present invention provides a cariridge unit for an inkjet printer, the cariridge
unit comprising:
an ink storage compartment and an ink feed system for connection to a
printhead assembly with an array of ink ¢jection nozzles; wherein,
the ink storage compartment has a variabie storage volume and a
displaceable waltl section biased to expand the variable storage volume to
generate a negative pressure therein; such that,

ink does not inadvertently leak from the ink ejection nozzies.

In a second aspect the present invention provides a refill unit for refilling 2 ink storage compartment
that supplies ink to a printhead assembly, the ink storage compartment having an interface for
receiving the refill unit, the interface having an inlet valve biased to its closed configuration, the refill
unit comprising:

a body confaining a quantity of ink; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

inle ir the body is in fluid communication with the ink storage compartment.
By configuring the refill unit so that it opens the inlef valve on the ink cartridge at the same time that

it docks with the cartridge, the risk of dust or other contaminants getting into the cartridge is reduced.

This impraves the performance and operational life of the printhead nozzles.
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In one preferred embodiment, the interface has an outlet valve and the refill unit further comprises an
outlet valve actuator for closing the outlet valve as the refill unit engages the ink interface.
Optionally, the iniet valve actuator and the outlet vaive actuator are configured so that the ouflet
valve is closed before the inlet valve is opened as the refiil unit engages the ink interface. Qptionally,
the inlet valve actuator and the outlet valve actuator are both spigot-like projections with a tri-star
cross section for robust bending resistance in all lateral directions. Optionally, the ink storage
compartment is negatively pressurized so that the quantity of ink is drawn from the bady when the

refil unit engages the ink interface.

Optionally the interface has an outlet valve and the refill unit further comprises an outlet valve

actuator for closing the cutlet valve as the refifl unit engages the ink interface.

Optionally the inlet valve actuator and the outlet valve actuator are configured so that the ouilet valve

is closed before the indet valve is opened as the refill unit engages the ink interface.

Optionally the inlet valve actuator and the outlet valve actuator ars both spiget-like projections with a

tri-star cross section for robust bending resistance in all latera] directions.

Optionaily the ink storage compartment is negatively pressurized so that the quantity of ink is drawn

{rom the body when the refill unif engages the ink interface.

In a further aspect there is provided a refill unit incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising:

the ink storage compartment and an ink feed system for connection to the printhead assembly
with an array of ink ejection nozzles,
wherein the ink storage compartment has a variable storage volume and a displacesble wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles,

In.a further aspect there is provided a refill unit, wherein:

the interface has a normally closed inlet valve and a normally open outlet valve, both in fluid
communication with the ink storage compartment; and

the refill unit further comprises a docking portion having an ink outiet and valve actuator formations,

which, during use, releasably engages the interface to actuate the inlet and the outlet valves so the
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cartridge fills with ink from the body because of the negative pressure in the ink storage

compariment.

in a further aspect there is provided a refill unit, wherein:
the refill unit interfaces with the ink storage compartment via a normally open outlet valve; and
the refill unit further comprises an outlet valve actuator for clesing the outlet valve as the refill unit

engages the ink storage compartment.

in a further aspect there is provided a refill unit, wherein:
the printhead assembly has an array of nozzles, and during use, the ink storage compartment is
maintained at a negative pressure to avoid inadvertent ink leakage from the nozzles;
the refilf unit further comprises:
an ink outlet; and

a repressurizing arrangement;
upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure until pressure equalization; and
upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

In: a further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

the ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles,

wherein one of the cpposed wail sections is displaceable and biased to expand the variable ink
storage volume to create 3 negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In & further aspect there is provided a refill unit, wherein:

the interface has valves for controlling ink flows into, and out of, the storage compartment; and
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the refill unit further comprises an ink outlet and valve actuators for actuating the valves when the
refill unit engages the interface, such that the valve actuators actuate the valve in a predetermined

sequence.

In a further aspect there is provided a refill unit for refilling an ink cartridge that forms part of an
inkjet printer, the printer also having a printhead, control circuitry and an interface for releasably
engaging the refill unit,

wherein the refill unit further comprises an ink outlet and a memory circuit for storing information
relating to at least one characteristic of the ink, and

wherein, durirg use, the memory circuit allows to the control circult to interrogate it to verify that the

ink in the refill unit is suitable for the prinier.

In a further aspect there is provided a refill unit incorporated in a printhead maintenance assembly for
an inkjef printhead, the printhead having a nozzle plate with an array of nozzles formed therein, the
printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead s not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

Ia 2 further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkiet printer comprising:

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position: spaced from the array of nozzles; and

amotorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

Iz = further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging the ink refili unit,
wherein the ink refill unit comprises:

an ink storage compartment;
a docking portion for engaging the interface of the cartridge, the docking portion having a base plate
with an ink outlet for connectior to an inles port on the interface; and
engagement formations for releasably engaging the interface, the engagement formations being

formed on the transverse centre line of the base plaie, and

RRCO0S-SG 13



wherein the centre of the ink outlet is spaced from the fransverse centre line,

In & further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
wherein:

the ink storage compartment is partially defined by a tubular flexible wall and has a constriction
mechanism for constricting the flexible tubular wall by a predetermined amount, and

the ink refill unit further comprises & docking portion for engaging the interface of the cartridge, the
docking portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
consiriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided a refill unit for replenishing an ink cariridge in an inkjet printer,
the ink cartridge having an interface for engaging the ink refill unit,
wherein the ink refill unit further comprises:
an ink outlet for engaging a complementary ink inlet l'm the interface; and
a spigot extending from the body for insertion in an aperture in the interface, and
wherein the lateral cross section of the spigot is keyed {o the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided a refitl unit for repienishing an ink cartridge in an inijet printer,
wherein the ink refill unit further comprises:

an Ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

an oufer casing with a hingedly mounted panel for access its interior; and

a cradie housed within the outer casing for supporting an ink cartridge, the cradie having a
hingedly mounted 1id that opens to allow the ink cartridge o be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parailel, and

the lid and the panel both open in the same direction.
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In & further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

areplaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
fransmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the ¢losed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved fo the

open positions.

In a further aspect there is provided a refill unit iIncorporated in a cartridge for an inkjet printer, the
cartridge comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a refill urit incorporated in a cradle for holding an ink cartridge
within an inkjet printer, the cariridge having a plurality of the ink storage compartments, the cradle
comprising a plurality of the interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive the ink refili unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided a refill unit, wherein the printhead assembly comprises:
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a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent 2 media feed path;
and

a pelymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided a refill unit, wherein the printhead assembly comprises:

a printhead integrated circuit having an array of ink gjection nozzles formed on a substrate;

a piurality of ink feed conduits for estab]ishi:'ng fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzies are in fluid communication
witl: the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In a third aspect the present invention provides an ink refill unit for an ink cartridge, the ink carfridge
having a negatively pressurized ink storage compartment that supplies ink to a printhead assembly,
and an interface for receiving the refill unit, the refill unit comprising:

a body containing a quantity of ink; and
a docking portion with an ink outlet; wherein during use,
uporn releasgble engagement with the interface, the docking poriion establishes fluid communication
between the body and the ink storage compartment through the ink outlet such that ink is drawn from

the body into the cartridge because of the negative pressure in the ink storage compartment,

Automatically establishing a fluid connection upon engagement with the cartridge, makes the use of
the refill unit very simple and intuitive. Using the negative pressure in the cartridge to draw the ink
out of the refill speeds the refilling process.

In some embodiments, the docking portion has valve actuator formations and the interface has a
normally closed inlet valve and a normally open outlet valve, such that the ink outlet forms a sealed
connection with the inlet valve upon releasable engagement of the docking portion with the interface.
Optionatly, the valve actuator formations close the outet valve and subsequently opens the inlet
valve upon reteasable engagement of the docking portion with the interface. Optionally, the valve

actuator formations are two spigot like projections with a tri star cross section. Optionally, the ink
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outlet has a normally closed valve that is configured to open as the ink outlet forms a seajed

connection with the inlet valve of the interface,

Optionally the docking portion has valve actuator formations and the interface has a normally closed
inlet valve and a normally open outiet valve, such that the ink outlet forms a sealed connection with

the inlet valve upon releasable engagement of the docking portion with the interface,

Optionally the valve actuator formations close the outlet valve and subsequently opens the inlet valve

upon releasable engagement of the docking portion with the interface.

Optionally the valve actuator formations are two spigot like projections with a tri star cross section.

Optionally the ink outlet has a normally closed valve that is configured {0 open as the ink ouflet forms

a sealed connection with the inlet valve of the interface,

I a further aspect there is provided a refill unit incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising:

the ink storage compartment and an ink feed system for connection {o the printhead assembly
with an array of ink ejection nozzles,
wherein the ink storage compariment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ¢jection nozzles.

In a further aspect there is provided a refill unit, wherein:

the interface has an inlet valve biased to its closed configuration; and

the refill unit comprises engagement formations for releasably engaging the interface and an inlet
valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the ink in

the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided a refill unit, wherein:

the refill unit interfaces with the ink storage compartment via a normally open outlet valve; and

the refill unit further comprises engagement formations for releasably engaging the ink storage
compartment and an outlet valve actuator for closing the outlet valve as the refill unit engages the ink

storage compartment.
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In a further aspect there is provided a refill unit, wherein;
the printhead assembly has an array of nozzles, and during use, the ink storage compartment is
maintained at a negative pressure to avaid inadvertent ink leakage from the nozzles;
the refill unit further comprises:
an ink outlet; and

a repressurizing arrangement;
upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into thé ink storage
compariment through the ink outlet by the negative pressure until pressure equalization; and
upon subsequent disengagement of the refilf unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment fo re-

establish the negative pressure.

In & further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cariridge comprising:

the ink storage compartment having opposed wall sections connected by a flexible wall arrangement .
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles,

wherein one of the opposed wall sections is displaceable and biased to expand the variabie ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

in a further aspect there is provided a refili unit, wherein:

the interface has valves for controlling ink flows inte, and out of, the storage compartment; and
the refill unit further comprises an ink outlet and valve actuators for actuating the valves when the
refill unit engages the imterface, such that the valve actuators actuate the valve in a predetermined

sequence.

Ins & further aspect there is provided a refill unit for refilling an ink cartridge that fortms part of an
inkjet printer, the printer also having a printhead, control circuitry and an interface for releasably
engaging the refill unit,

wherein the refill unit further comprises an ink outlet and a memory circuit for storing information

relating {0 at least one characteristic of the ink, and
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wherein, during use, the memory circuit allows to the control circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

Ini a further aspect there is provided a refill unit incorperated in a printhead maintenance assembly for
an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed therein, the
printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided a refill unit incorporated in an inkjet printer comprising:

a printhead with an array of nozzles;

a maintenance assembly for moving between a capped positien where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the mainfenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a refil] unit, wherein: -

the docking portion has a base plate with an ink outlet for connection to an indet port on the
interface;

the refill unit further comprises engagement formations for releasably engaging the interface,
the engagement formations being formed on the transverse centre line of the base plate; and

the centre of the ink outlet is spaced from the transverse centre line.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment is partially defined by a tubular flexible wall and has a constriction
mechanism for constricting the fiexible tubular wall by a predetermined amount; and

the ink refil] unit further comprises a plurality of constriction actuators for actuating the constriction
mechanism as the ink refili unit engages the interface and releases the Constriction mechanism as the

ink refill unit disengageé the interface.

In a further aspect there is provided a refill unit, wherein the ink refill unit forther comprises:
an ink outlet for engaging a complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an aperture in the interface, and
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wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched fo the cartridge.

In a further aspect there is provided a refill unit, further comprising:
an ink outlet for engaging a complementary ink inlet in the cartridge; and
a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a refil] unit incorporated i an inkjet printer comprising;

an outer casing with a hingedly mounted panel for access its interior; and

a cradie housed within the outer casing Tor supporting an ink cartridge, the cradle having a
hingedly mounied 1id that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the lid and the panel both open in the same direction.

In a farther aspect there is provided a refill unit incorporated in an inkjet printer comprising:

& replaceable pagewidth printhead with an array of nozzles and printhead contacts for
fransmitting power and print data to the nozzles;

cortesponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided a refill unit incorporated in an inkjet printer comprising:

a replaceable pagewidth printhead with an array of nozzies and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacis; and

a cover member for movement between open and closed positions,
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.
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In a further aspect there is provided a refill unit, wherein the cartridge comprises:
af least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a refill unit incorporated in a cradie for holding an ink cartridge
within an inkjet printer, the cartridge having a plurality of the ink storage compartiments, the cradle
comprising a plurality of the interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive an ink refill unit for repienishing the

corresponding ink storage compartment.

In a further aspect there is provided a refill unif, wherein the printhead assembly comprises:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

& polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circunit to the integrated circuit support structure.

In a further aspect there is provided a refill unit, wherein the printhead assembly comprises:

a printhead integrated circuit having an array of ink ¢jection nozzies formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In a fourth aspect the present invention provides a refill unit for refilling a negatively pressurized ink
storage compartment that supplies ink fo s printhead assembly via 2 normally open outlet vatve, the
refill unit comprising:

2 body containing a quantity of ink; and
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an ouflet valve actuator for closing the outiet valve as the refill unit engages the ink storage

compartment.

The ink storage compartment is maintained at a negative pressure to avoid ink leakage from the
printhead. However, during an ink refill process, the negative pressure is removed when the ink
storage volume i3 filled to capacity. Without the negative pressure in the ink storage compartment,
there is a high risk of ink leakage, It is possibie to re-establish the negative pressure by slightly
increasing the compartrents capacity immediately after refilling, but until the negative pressure is re-
established, there is a high likelihood of leakage. By designing the refill unit to shut the outlet vaive
as it engages the storage compartment, ink Jeakage is prevented unti} the negative pressure is re-
established,

in one preferred embodiment, the ink storage compartment has an inlet valve and the refil} unit
further comprises an intet vaive actuator for opening valve as the refill unit engages the ink storage
compartment. Optionally, the inlet valve actuator and the outlet valve actuator are configured so that
the outlet valve is closed before the inlet valve is opened as the refiil unit engages the ink storage
compartment. Cptionally, the inlet valve actuator and the outlet valve actuator are both spigot-like
projections with a tri-star cross section for robust bending resistance in all lateral directions.
Optionally, the refill unit has a normally closed ink outlet, wherein during use, the ink outlet opens
and forms a sealed connection with the inlet valve as the refill unit engages the ink storage

compartment.

Optionally the ink storage compartment has an inlet valve and the refill unit further comprises an inlet

valve actuator for opening valve as the refill unit engages the ink storage compartment,

Optionally the inlet valve actuator and the outlet valve actuator are configured so that the outlet valve

is closed before the inlet valve is opened as the refill unit engages the ink storage compartment.

Optionally the inlet valve actuator and the outlet valve actuator are both spigot-tike projections with a

tri-star cross section for robust bending resistance in al! lateral directions,
Optionaily the refili unit has a normally closed ink outlet, wherein during use, the ink outlet opens

and forms a sealed connection with the inlet valve as the refill unit engages the ink storage

compariment.
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In & further aspect there is provided a refill unit incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising:

the ink storage compartment and an ink feed system for connection to the printhead assembly
with an array of ink ejection nozzles,
wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles.

In & further aspect there is provided a refill unit, wherein:

the ink storage compartment has an interface for receiving the refill unit, the interface having an inlet
valve biased to ifs closed configuration; and

the refill unit further comprises:

engagement formations for releasably engaging the interface; and

an inlet valve actuator for opening the inlet valve as the refil] unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided an ink refill unit for an ink cartridge having the negatively
pressurized ink storage compartment and an interface for receiving the refill unit, the interface having
a normally closed inlet valve and a normaliy open cutlet vaive, both in fluid communication with the
ink storage compartment,

wherein the refill unit further comprises a docking portion having an ink outlet and valve actuator
formations, and

wherein during use, the docking portion releasably engages the interface to actuate the inlet and the
outlet valves so the cartridge fills with ink from the body because of the negaiive pressure in the ink

storage compariment.

In a further aspect there is provided a refill unit, further comprising:
an ink outlet; and

a repressurizing arrangement,
wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compartment through the ink outlet by the negative pressure unti} pressure

equalization, and
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upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

In a further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

the ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles,

wherein one of the opposed wall sections is displaceable and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided a refill unit, wherein:

the interface has valves for controlling ink flows into, and out of, the storage compartment; and
the refill unit further comprises an ink outlet and valve actuators for actuating the valves when the
refill unit engages the interface, such that the valve actuators actuate the valve in a predetermined

equence.

In a further aspect there is provided a refill unit for refilling an ink cartridge that forms part of an
inkjet printer, the printer also having a printhead, control circuitry and an interface for releasably
engaging the refill unit,

wherein the refill unit further comprises an ink outlet and a memory circuit for storing information
relating to at least one characteristic of the ink, and

wherein, during use, the memory circuit allows to the control circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided a refill unit incorporated in a printhead maintenance assembly for
an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed therein, the
printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

RRCO09-8G 24



In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In 2 further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging the ink refill unit,
wherein the ink refill unit comprises:

an ink storage compartment;
& docking portion for engaging the interface of the cartridge, the docking portion having a base plate
with an ink outiet for connection to an inlet port on the interface; and
engagement formations for releasably engaging the interface, the engagement formations being
formed on the transverse centre line of the base plate, and

wherein the centre of the ink outlet is spaced from the transverse centre line.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment is partially defined by a tubular flexible wali and has a constriction
mechanism for constricting the flexible tubuiar wall by a predetermined amount, and

the ink refil] unit further comprises a docking portion for engaging the interface of the cartridge, the
docking portion having an ink owtlet for connection to an inlet port on the interface, and a piurality of
constriction actuators for actuating the constriction mechanism as the ink refili unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging the ink refill unit,
wherein the ink refill unit comprises:
an ink outlet for engaging a complementary ink inlet in the interface; and
a spigot extending from the body for insertion in an aperture in the interface, and
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched fo the cartridge.
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In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
wherein the ink refill unit further comprises:

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication: when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are paraliel, and

the lid and the panel both open in the same direction.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzies;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In & further aspect there is provided a refil] unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
fransmitting power and pring data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein in the open positions, the printhead can be instailed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

RRCO09-8G 26



In a further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In & further aspect there is provided a refill unit incorporated in a cradle for holding an ink cartridge
within an inkjet printer, the cartridge having a plurality of the ink storage compartments, the cradle
comprising a plurality of interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive the ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided a refill unit, wherein the printhead assembly comprises:

a printhead integrated circuit formed on a wafer substrate using lHthographically masked
etching and deposition technigues;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In & further aspect there is provided a refil] unit, wherein the printhead assembly comprises:

a printhead integrated circuit having an array of ink ¢jection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejeciion nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In a fifth aspect the present invention provides a refill unit for refilling an ink storage compartment
supplying a printhead assembly with an array of nozzles, wherein during use, the ink storage
compartment is maintained at a negative pressure to avoid inadvertent ink leakage from the nozzles,

the refill unit comprising:
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a body containing a quantity of ink;
an ink outlet; and

a repressurizing arrangement; wherein,
upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the ink storage compartment to be inwardly depressed as the ink from the body is
drawn into the ink storage compartment through the ink outlet by the negative pressure until pressure
equalization; and,
upon subsequent disengagement of the refil! unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure,

The ink storage compartment is maintained at a negative pressure to avoid ink leakage from the
printhead. However, during an ink refili process, the negative pressure is removed when the ink
storage volume is filled to capacity. Without the negative pressure in the ink storage compartment,
there is & high risk of ink Jeakage. By slightly increasing the compartment’s capacity as soon as the
refill is disengaged, the negative pressure is re-established. Depressing a part of the ink storage
compartment during refilling will reduce its volume. However, when the refill unit releases the
depressed part, the capacity is correspondingly increased and negative pressure is re-established.

In some embodiments, the ink storage compartment has & flexible wall portion and a constriction
mechanism wherein during use the repressurizing arrangement engages the constriction mechanism
to make it constrict the flexible wall portion inwards. Optionally, the constriction mechanism has two
axially spaced, rectangular collars with four panels extending between them, one of the panels being
situated on each side of the rectangular collars respectively, and the pressurizing arrangement is four
consirictor actuation projections arranged to engage the four sides of ene of the rectangular collars
and, in use, push it towards the other collar so that the panels bow inwardly to constrict the fiexibie
wall. Optionally, the ink storage compartment kas an inlet valve and an outlet valve, and the refiil
unit further comprises an infet valve actuator for opening the inlet vaive as the refill unit engages the
ink storage compartment, and an outlef valve actuator for closing the outlet valve as the refill unit
engages the ink storage compartment. Optionally, the inlet valve actuator and the outlet valve
actuator are configured so that the outlet valve is closed before the inlet valve is opened as the refill

unit engages the ink storage compartment.
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Optionaily the ink storage compartment has a flexible wall portion and a constriction mechanism
wherein during use the repressurizing arrangement engages the constriction mechanism to make it

constrict the flexible wall portion inwards.

Optionally the constriction mechanism has two axially spaced, rectangular collars with four panels
extending between them, one of the panels being situated on each side of the rectanguiar collars
respectively, and the pressurizing arrangement is four constrictor actuation projections arranged to
engage the four sides of one of the rectangular collars and, in use, push it towards the other collar so

that the panels bow inwardly to constrict the flexible wall.

Optionally the ink storage compartment has an inlet vatve and an outlet valve, and the refill unit
further comprises an inlet valve actuator for opening the inlet vaive as the refill unit engages the ink
sterage compariment, and an outlet valve actuator for closing the outlet valve as the refill unit

engages the ink storage compartment.

Optionally the inlet valve actuator and the outlet valve actuator are configured so that the outlet valve

is closed before the inlet valve is opened as the refill unit engages the ink storage compartment.,

In & firther aspect there is provided a refill unit incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising:

the ink storage compartment and an ink feed system for connection to the printhead assembly
with an array of ink gjection nozzles,
wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment has an interface for receiving the refill unit, the interface having an inlet
valve biased to its ¢losed configuration; and

the refill unit further comprises:

engagement formations for releasably engaging the interface; and

an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.
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In a further aspect there is provided a refill unit for an ink cartridge having the negatively pressurized
ink storage compartment and an interface for receiving the refill unit, the interface having a normally
closed inlet valve and a normally open cutlet valve, both in fluid communication with the ink storage
compartment,

wherein the refill unit further comprises a docking portion having an ink outlet and valve actuator
formations, and

wherein during use, the docking portion releasably engages the interface to actuate the inlet 2nd the
cutlet valves so the cartridge fills with ink from the body because of the negative pressure in the ink

storage compartiment,

In & further aspect there is provided a refill unit, wherein:

the refill unit interfaces with the ink storage compariment via a normally open outiet vaive; and

the refill unit further comprises engagement formations for releasably engaging the ink storage
compartment and an outlet valve actuator for closing the outlet valve as the refill unit engages the ink

storage compartment.

In a further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

the ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink o a printhead with an array of nozzles,

wherein one of the opposed wall sections is displaceable and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment has an interface for releasably engaging with the refill unit, the interface
having valves for controlling ink flows into, and out of, the storage compartment; and

the refill unit comprises valve actuators for actuating the valves when the refill unit engages the

interface, such that the valve actuators actuate the valve in a predetermined sequence.
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In a further aspect there is provided a refill unit for refilling an ink cariridge that forms part of an
inkjet printer, the printer alse having a printhead, control circuitry and an inferface for releasably
engaging the refill unit, '

wherein the refill unit further comprises an ink outlet and a memory circuit for storing information
relating to at least one characteristic of the ink, and

wherein, during use, the memory circuit allows to the controi circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided a refill incorporated in a printhead maintenance assembly for an
inkjet printhead, the printhead having a nozzie plate with an array of nozzles formed therein, the
printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positicned between oppesing sides of the capper.

It a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated ir_l an
inkjet printer comprising: _

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzies; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging the refill unit, wherein the refill unit further
comprises:

an ink storage compariment;

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate, and

wherein the centrs of the ink outlet is spaced from the transverse centre line.

In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,

the ink cartridge having an interface for engaging the ink refill unit, the ink storage compartment
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partially defined by a tubular flexible wall, and & constriction mechanism for constricting the flexible
tubular wall by a predetermined amount,

wherein the ink refill unit further comprises a docking portion for engaging the interface of the
cartridge, the docking portion having an ink outlet for connection to an inlet port on the interface, and
a plurality of constriction actuators for actuating the constriction mechanism as the ink refil] unit
engages the interface and releases the constriction mechanism as the ink refill unit disengages the

interface.

Iz a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging the ink refifl unit, wherein the ink refill unit
comprises:

the ink outlet for engaging a complementary ink inlet in the interface: and

a spigot extending from the body for insertion in an aperture in the interface, and
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
wherein the ink refill unit comprises:

the ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when & predetermined quantity ink has

flowed from the refill unit into the carridge.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

an outer casing with a hingedly mounted panel for access its interior; and

a cradie housed within the outer casing for supporting an ink cartridge, the eradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are paralie!, and

the lid and the panel both open in the same direciion.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:
a replaceable pagewidth printhead with an array of nozzies and printhead contacts for

transmitting power and print data o the nozzles;
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corresponding contacts for supplying the power and print data to the printhead contacts; and
a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

a replaceable pagewidth printhead with an array of nozzies and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and ciosed positions,
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided a refill unit incorporated in a cariridge for an inkjet printer, the
cartridge comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a refill unit incorporated in a cradle for holding an ink cartridge
within an inkjet printer, the cartridge having a plurality of the ink storage compartments, the cradle
comprising a piurality of interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive the ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided a refill unit, wherein the printhead assembly comprises:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposiiion techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;

and
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a polymer sealing film between the integrated circuit support structure and the printhead

integrated circnit for fixing the printhead integrated circuit to the inlegrated circuit support structure.

in a further aspect there is provided a refill unit, wherein the printhead assembly comprises:

a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at Ieast one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzies are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In & sixth aspect the present invention provides an ink cartridge for an inkjet printer, the cartridge

comprising:

an ink storage compartment having opposed wall sections connected by a flexible wall arrangement

to define a variable ink storage volume; and,

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles; wherein,
one of the opposed wall sections is displaceable and biased to expand the variable ink storage

volume to create a negative pressure in the ink storage compartment for avoiding inadvertent ink

leakage from the nozzles.

An ink storage compartment with 2 flexible wall between two rigid walls is particularly suited to
providing a variable ink volume that stores ink at a specified negative pressure. One wall can
accommaodate the necessary inlet and outlet valves while the second can be movabie and biased away
from the first, By applying biassing force to a plate, it is a simple matter to defermine the biassing
force necessary to provide a desired negative pressure within the ink storage volume. The bhasic
‘accordion’ structure can adopt many shapes and collapse to almost zero volume for efficient ink
usage.

In some embodiments, one of the wall sections is fixed within the cartridge and has an inlet valve for
connection to an ink refill unit and an outlet valve for connection to the ink feed system. Optionally,
the displaceable wall section is biased by a constant force spring. Optionally, the infet and outlet
valves are configured te be opened and closed respectively by the ink refill unit as it engages the ink
storage compartment. Optionally, the inlet and outlet vaives are configured such that the outlet valve

is closed before the inlet valve is opened as the refil] unit engages the ink storage compartment.
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Optionally one of the wall sections is fixed within the cartridge and has an inlet vaive for connection

to an ink refiil unit and an outlet valve for conmection to the ink feed system.
Optionally the displaceable wall section is biased by a constant force spring,

Optionally the inlet and outlet valves are configured to be opened and closed respectively by the ink

refill unit as it engages the ink storage compartment.

Optionally the injet and outlet valves are configured such that the outlet valve is closed before the

inlet valve is opened as the refill unit engages the ink storage compartment.

In a further aspect there is provided a cartridge, wherein the ink storage compartment has a variable
storage volume and a displaceabie wall section biased to expand the variable storage volume to
generate a negative pressure therein, such that ink does not inadvertently leak from the ink ejection

nozzles.

in & further aspect there is provided a cartridge, wherein:
the negatively pressurized ink storage compartment has an interface for receiving a refill unit for
refilling the ink storage compartment, the interface having an inlet valve biased to its closed
configuration; and
the refill unit comprises:
a body containing a quantity of ink;
engagement formations for releasably engaging the interface; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

in 2 further aspect there is provided a cartridge, wherein:

the negatively pressurized ink storage compartment has an interface for receiving an ink refill unit for
refilling the ink storage compartment, the interface having a normally closed inlet valve and a
normally open outlet valve, both in fluid communication with the ink storage compartment; and

the refili unit comprises:

a body containing a quantity of ink; and
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a docking portion having an ink outlet and valve actuator formations, the docking portion, during use,
releasably engaging the interface to actuvate the inlet and the outlet valves so the cartridge fills with

ink from the body because of the négative pressure in the ink storage compariment.

In a further aspect there is provided a cartridge, wherein:
the negatively pressurized ink storage compartment is arranged {6 be refilled by a refill unit viz a
normally open outlet valve; and
the refilt unit comprises:
a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compartinent.

In a further aspect there is provided a cartridge, wherein:
the ink storage compartment is arranged fo be refilied by a refill unit; and
the refill unit comprises:

a body containing a quantity of ink;
an ink outlet; and
a repressurizing arrangement which, upon engagement of the refill unit with the ink storage
compartment, causes part of the unit 1o be inwardly depressed as the ink from the body is drawn into
the ink storage compartinent through the ink outlet by the negative pressure until pressure
equalization, and which, upon subsequent disengagement of the refill unit from the ink storage
compariment, releases the inwardly depressed part of the ink storage compartment to re-establish the

negative pressure.

In a further aspect there is provided a cartridge, wherein:
the ink storage compartment has an interface for releasably engaging with a refitl unit for refilling the
ink storage compartment, the interface having valves for controlling ink fiows into, and out of, the
storage compartment; and
the refil! unit comprises:
a body containing a quantity of ink;
an ink outlet; and,
valve actuators for actuating the valves when the refill unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence.

RRCO09-8G 36



In a further aspect there is provided a cartridge, further comprising an interface for releasabiy
engaging a refill unit for refilling the cartridge,
wherein the inkjet printer incorporates a printhead, control circuitry and the refill unit, the refill unit
comprising:

a body containing a guantity of ink;

an ink outlet; and
a memory circuit for storing information relating to at jeast one characteristic of the ink, which during
use, allows the control circuit to interrogate it to verify that the ink in the refill unit is suitable for the

printer.

In a further aspect there is provided a carfridge incorporating a printhead maintenance assembiy for
an inkjet printhead of the inkjet printer, the printhead having a nozzle plate with an array of nozzles
formed therein,
wherein the printhead maintenance assembly comprises:

a capper to cover the array of nozzles when the printhead is not in use; and

a cleaner for engaging the nozzle plate and wiping across the nozzles, the cleaner

being positicned between opposing sides of the capper.

In & further aspect there is provided a cartridge, wherein the inkjet printer comprises:
a printhead with an array of nozzles;
a maintenance assembly for moving between a capped position where the
assembly covers the array of nozzles, and an uncapped position spaced from
the array of nozzies; and
a metorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a cartridge, further comprising an interface for engaging an ink
refill unit for replenishing the cartridge, the ink refill unit comprising:
an ink storage compartment;
a docking portion for engaging the imterface of the cartridge, the docking
portion having a base plate with an ink outlet for connection to an inlet
part on the interface; and

engagement formations for releasably engaging the interface, the engagement
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formations being formed on the transverse centre line of the base plate, the centre of the ink outlet

being spaced from the transverse centre line.

In & further aspect there is provided a cartridge, further comprising an interface for engaging an ink
refill unit for replenishing the cartridge,
wherein the ink storage compartinent is partially defined by a tubular flexible wall;
the cariridge further comnrising a constriction mechanism for constricting the flexible tubular wall by
a predetermined amount; and
the ink refill unit comprises:

a body containing a quantity of ink; and
a docking portion for engaging the interface of the cartridge, the docking portion having an ink outlet
for connection to an inlet port on the interface, and 2 phurality of constriction actuators for actuating
the constriction mechanism as the ink refill unit engages the interface and releases the constriction

mechanism as the ink refiil unit disengages the interface.

In & further aspect there is provided a cartridge, further comprising 2 refill unit and an interface for
engaging an ink refill unit for replenishing the cartridge, the ink refill unit comprising:
a body containing & quantity of ink;
an ink outlet for engaging a complementary ink inlet in the interface; and
& spigot extending from the body for insertion in an aperfure in the
interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by

the aperture to ensure the ink refill is correctly matched to the cariridge.

In a further aspect there is provided a cartridge engageable with an ink refill unit for replenishing the
cartridge, the ink refill unit comprising:

& body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit info the cartridge.

In & further aspect thete is provided a cartridge,
wherein the inkjet printer comprises:

an outer casing with a hingedly mounted panel for access its interior;
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a cradie housed within the outer casing for supporting an ink cartridge, the cradle having a hingedly
mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the Iid and the hinge axis of the pane! are paraliel, and

wherein the lid and the panel both open in the same direction,

In a further aspect there is provided a cartridge, wherein the inkjet printer comprises:
a replaceable pagewidth printhead with an atray of nozzles and printhead
contacts for transmitting power and print data to the nozzles;
corresponding contacts for supplying the power and print data to the
printhead contacts; and
a selective biasing mechanism, such that the printhead contacts and the comresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided a cariridge, wherein ihe inkjet printer comprises:

areplaceable pagewidth printhead with an arvay of nozzles and printhead
contacts for transmitting power and print data to the nozzles;

cortesponding contacts for supplying the power and print data to the
printhead contacts; and

a cover member for movement between open and closed positions, wherein, in the open
positions, the printhead can be installed or removed, and the cover member is in the closed positions
during printing, such that, the printhead contacts and the corresponding contacts are moved into
engagement when the cover member is moved to the closed positions, and the printhead contacts and

the corresponding contacts disengage when the cover member is moved to the open positions.

I a further aspect there is provided a cartridge, further comprising:
an ink feed system for supplying ink from the or each ink compariment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a cartridge arranged to be held by a cradle within the inkjet
printer, the cradle comprising a piurality of interfaces respectively corresponding to the storage
compartments, each of the interfaces being configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.
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In a firther aspect there is provided a cartridge, wherein the printer incorporates a printhead
comprising:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing films between the integrated cireuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure,

In & further aspect there is provided a cartridge, wherein the printer incorporates a printhead
comprising;

a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink
storage compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication

with: the ink feed conduits, polymer sealing film being more than 25 microns thick.

In a seventh aspect the present invention provides a refill unit for refilling an ink storage
compartment with an interface
for releasably engaging with the refill unit, the interface having valves
for controlling ink flows into, and out of, the storage compartment, the
refili unit comprising:
a body containing a quantity of ink;
an ink outlet; and,
valve actuators for actuating the valves when the refill unit engages the
interface; such that,

the vaive actuators actuate the valves in a predetermined sequence.

Actuating the valves in a predetermined sequence allows the refilling flow rates to be controlied and
can isolate other parts of the ink feed system to the printhead which may affect the refilling process,
or be affected by the refilling process, For example, it is useful to maintain the ink storage

compartment at a negative pressure to prevent ink leakage from the printhead. However, during a
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refilling process, the negative pressure may be temporarily removed and ink leakage may occur if the
outlet valve to the printhead is not closed beforehand.

In some embodiments, the interface has a normally closed inlet valve for connection to the outlet of
the refill, and a normaily open ink outlet valve for connection to an inkjet printhead, wherein during
use the valve actuators close the outlet valve before opening the inlet valve. Optionally, during use,
the ink storage compartment maintains the ink at a negative pressure and the valve actuators do not
actuate the inlet valve until the outlet of the refill has a sealed connection with the inlet valve.
Optionally, the valve actuators comprise an inlet valve actuator and an outlet valve actuaior, wherein
the inlet valve actuator and the outlet valve actuator are both spigot-like projections with a tri-star
cross section for robust bending resistance in ail lateral directions. Optionally, the tti-star cross
sections are configured to key into correspondingly shaped apertures in the interface to ensure the

refil is matched o the correct ink storage compartment.

Optionally the interface has a normally closed inlet valve for connection to the cutlet of the refill, and
& normally open ink outlet valve for connection fo an inkjet printhead, wherein during use the valve

actuators close the outlet valve before opening the inlet vaive.

Optionaily during use, the ink storage compartment maintains the ink at a negative pressure and the
valve actuators do not actuate the iniet valve until the outlet of the refill has a seaied connection with

the inlet valve.

Optionally the valve actuators comprise an inlet valve actuator and an outlet valve actuator, wherein
the inlet valve actuator and the outlei valve actuator are both spigat-like projections with a tri-star

cross section for robust bending resistance in all lateral directions.

Optionally the tri-star cross sections are configured fo key into correspondingly shaped apertures in

the interface to ensure the refill is matched to the correct ink storage comparttaent,

In a further aspect there is provided a refill unit incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising:
the ink siorage compartment and an ink feed system for connection to the printhead assembly

with an array of ink ejection nozzles,
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wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume 1o generate a negative pressure therein, such that ink

does not inadvertently leak from the ink gjection nozzles.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment supplies ink to a printhead assembly;

the interface has an inlet valve biased to its closed configuration; and

the refill unit further comprises engagement formations for releasably engaging the interface and an
inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided a refill unit, wherein:

the interface has a normally closed inlet valve and a normally open outlet valve, both in fluid
communication with the ink storage compartment; and

the refill unit further comprises a docking portion having an ink outlet and valve actuator formations,
which, during use, releasably engages the interface to actuate the inlet and the outlet valves so the
carfridge fills with ink from the body because of the negative pressure in the ink storage

compartment.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment supplies ink to a printhead assembly;

the refil] unit interfaces with the ink storage compartment via a normally open outlet valve; and
the refill unit further comprises an outlet valve actuator for closing the outlet valve as the refill unit

engages the ink storage compartment.

In a further aspect there is provided a refill unit, wherein:

the ink storage compartment supplies a printhead assembly with an array of nozzles, wherein during
use, the ink storage compartment is maintained at a negative pressure to avoid inadvertent ink leakage
from the nozzles;

the refill unit further comprises a repressurizing arrangement;

upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the irk storage

compartment through the ink outlet by the negative pressure until pressure equalization; and
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upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment io re-

establish the negative pressure.

In a further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

the ink storage compartmerst having opposed wall sections connected by a fiexible wall arrangement
to define a variable ink storage vohume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles,

wherein one of the opposed wall sections is displaceable and biased o expand the variable ink
storage volume to create & negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided a refill unit for refilling an ink cartridge that forms part of an
inkjet printer, the printer also having a printhead, control circuitry and an interface for releasably
engaging the refill unit,

wherein the refill unit further comprises an ink outlet and a memory circuit for storing information
relating to af least one characteristic of the ink, and

wherein, during use, the memory circuit allows to the control circuit to interrogate it {o verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided a refill unit incorporated in a printhead maintenance assembly for
an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed therein, the
printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzie plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided a refill unit, wherein the printhead assembly is incorporated in an
inkjet printer comprising:

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.
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In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
wherein the refill unit further comprises:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate, and

wherein the centre of the ink outlet is spaced from the transverse centre line.

In a further aspect there is provided a refill unit for replenishing an ink cartridge in an inkjet printer,
wherein:

the ink storage compartment is partially defined by 2 tubular flexibie wall and has a constriction
mechanism for constricting the flexible tubular wall by a predetérmined amount, and

the ink refill unit further comprises a docking portion for engaging the interface of the cartridge, the
docking portion having an ink outlet for connection to an inlet port on the interface, and a phurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink reftlf unit disengages the interface.

in a further aspect there is provided a refil} unit for replenishing an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging the ink refill unit,
wherein the ink refill unit comprises:
the ink outiet .for engaging a complementary ink inlet in the interface; and
a spigot extending from the body for insertion in an aperfure in the interface, and
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided a refill unit for replenishing an ink cariridge in an inkjet printer,
wherein the ink refill unit comprises:

the ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined guantity ink has

Howed from the refill unit into the cartridge.

In a further aspect there is provided a refill unit incorporated in an inkjet printer comprising:
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an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the lid and the panel both open in the same direction.

In a further aspect there is provided a refiil unit incorporated in an inkjet prinfer comprising;

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

I a fisrther aspect there s provided a refill unit incorporated in an inkjet printer comprising:

a replaceable pagewidth printheac with an array of nozzles and printhead contacts for
fransmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
whereir in the open positions, the printhead can be instailed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover merber is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved o the

open positions.

In a further aspect there is provided a refill unit incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

in a further aspect there is provided a refill unit incorporated in 2 cradie for holding an ink cartridge
within an inkjet printer, the cartridge having a plurality of the ink storage compartments, the cradle

comprising a plurality of the interfaces respectively corresponding to the ink storage compartments,
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wherein each of the interfaces is configured to receive the ink refill unit for replenishing the

corresponding ink storage compariment,

In a further aspect there is provided a refill unit for replenishing ink to a printhead comprising:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

Ir a further aspect there is provided a refill unit for replenishing ink to a printhead comprising:

& printhead integrated circuit having an array of ink ejection nozzles formed on a substrate:

a plurality of ink feed conduits for establishing {luid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid comnmunication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In an eighth aspect the present invention provides a refill unit for refilling zn ink cartridge that forms
part of an inkjet printer, the printer also having a printhead, cantrol circuitry and an interface for
releasably engaging the refill unit, the refill unit comprising:

a body containing 2 quantity of ink;

an ink outlet; and,

a memory circuif for storing information relating o at leagt one characteristic of the ink;
wherein during use,

the inemory circuit allows 1o the control circuit to interrogate it to verify that the ink in the

refill unit is suitable for the printer.

By incorporating information about the ink in the memory of an integrated circuit, the refill unit
verifies its ink directly with the control circuitry in the printer to remove any scope for user error. In

turn, this can extend the operational life of the printhead.
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In some embodiments, the information includes the type and color of the ink. Optionally, the
information includes the volume of ink in the refili unit. Optionally, the contro! circuit modifies the
operation of the printhead in response to the information stored on the memory circuit. Optionally,

the modified operation is an adjustment of the maximum print speed of the printhead.
Optionally the information includes the type and color of the ink.
Optionally the information inciudes the volume of ink in the refill unit.

Optionally the contro} circuit modifies the operation of the printhead in response to the information

stored on the memory circuit.
Optionally the modified operation is an adiustment of the maximum print speed of the printhead.

In a further aspect there is provided a refill unit, wherein the cartridge comprises:

an ink storage compartment and an ink feed system for connection to the printhead which has
an array of ink ejection nozzles, and
wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzes.

In a further aspect there is provided a refifl unit for refilling a negatively pressurized ink storage
compartment that supplies ink to the printhead, the ink storage compartment having the interface for
receiving the refill unit, the interface having an inlet valve biased to its closed configuration, wherein
the further refill unit comprises:

engagement formations for releasably engaging the interface; and

an inlet valve actuator for opening the iniet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

in a further aspect there is provided a refil] unit, wherein:

the ink cartridge has a negatively pressurized ink storage compartment that supplies ink to the
printhead, and the interface for receiving the refiil unit, the interface having a normally closed injet
valve and a normally open outlet valve, both in fluid communication with the ink storage

compariment; and
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the refill unit further comprises a docking portion having an ink outlet and valve actuator formations,
wherein during use, the docking portion releasably engages the interface to actuate the inlet and the
outlet valves so the cartridge fills with ink from the body because of the negative pressure in the ink

storage compariment.

In a further aspect there is provided a refili unit for refilling a negatively pressurized ink storage
compartment that supplies ink to the printhead via a normally open outlet valve, wherein the refill
unit further comprises:

engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the cutlef valve as the refill unit engages the ink storage

compartment.

In a further aspect there is provided a refill unit for refilling an ink storage compartment supplying
the printhead which has an array of nozzles, wherein:

during use, the ink storage compartment is maintained af 2 negative pressure to avoid inadvertent ink
ieakage from the nozzles;

the refill unit further comprises a repressurizing arrangement;

wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compartment through the ink outlet by the negative pressure until pressure
equalization; and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing srrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

Ini a further aspect there is provided a refill unit, wherein the cariridge comprises:

an ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles, and
wherein one of the opposed wall sections is displaceable and biased o expand the varizble ink
storage volume to create a regative pressure in the ink storage compartment for avoiding inadvertent

ik leakage from the nozzles.
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In a further aspéct there is provided a refill unit for refilling an ink storage compartment having the
interface for releasably engaging with the refiil unit, the interface having valves for controlling ink
flows into, and out of, the storage compastment,

wherein the refill unit further comprises valve actuators for actuating the valves when the refiil unit

engages the interface, such that the valve actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided a refill unit incorporated in printhead maintenance assembly for
the printhead,
wherein the printhead has a nozzle plate with an array of nozzles formed therein; and
the printhead maintenance assembly comprises:
a capper to cover the array of nozzles when the printhead is not in use; and
a cleaner for engaging the nozzle plate and wiping across the nozzles, the cleaner

being positioned between opposing sides of the capper.

In a further aspect there is provided a refill unit, wherein the inkjet printer comprises:

the printhead with an array of nozzles:

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a refill unit, wherein:
the ink cartridge has the interface for engaging the refill unit;
the refill unit further comprises:
an ink storage compartment;
a docking portion for engaging the interface of the cartridge, the docking portion having a base plate
with an ink outlet for connection fo an inlet port on the interface; and
engagement formations for releasably engaging the interface, the engagement formations being
formed on the transverse centre line of the base plate; and

wherein the centre of the ink outlet is spaced from the transverse centre line,

In a further aspect there is provided a refill unit, wherein:
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the ink carfridge has the interface for engaging the refill unit, an ink storage compartment partially
defined by a tubular flexible wall, and a constriction mechanism for constricting the flexible tubular
wall by a predetermined amount; and

the refill unit further comprises a docking portion for engaging the interface of the cartridge, the
docking portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanises as the ink refill unit engages the

inferface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided a refill unit, wherein:
the ink cartridge has the interface for engaging the refill unit;
the ink refili unit comprises:
the ink outlet for engaging a complementary ink inlet in the interface; and
a spigot extending from the body for insertion in an aperture in the interface; and
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided a refill unit, wherein:
the ink outlet engages & complementary ink iniet in the cariridge; and
the refill unit further comprises & visual indicator to provide a visual indication when a

predetermined quantity ink has flowed from the refill unit into the cartridge.

Ir: a further aspect there is provided a refill unit, wherein the inkjet printer comprises:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

wherein the Iid and the panel both open in the same direction.

Ins a further aspect there is provided a refiil unif, wherein the inijet printer comprises:
a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and
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a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In & further aspect there s provided a refil! unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movemnent between open and closed positions, and
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions doring printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided a refill unit, wherein the carfridge comprises:
af least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a refill unit incorporated in a cradle for holding the ink cartridge
within the inkjet printer, the cartridge having a plurality of ink storage compartments, the cradle
comprising a plurality of interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive the refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided a refill unit, wherein the printhead comprises:

a printhead integrated circuit formed on a wafer subsirate using lithographically masked
etching and deposition technigques;

an integrated circuit sopport structure for mounting in the printer adjacent 2 media feed path;
and _

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit fo the integrated circuit support structure.
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In a further aspect there is provided a refill unit, wherein the printhead comprises:

a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

& polymer sealing filmm between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In a ninth aspect the present invention provides a printhead maintenance assembly for an inkjet
printhead, the printhead having & nozzle plate with an array of nozzles formed therein, the printhead
maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles; wherein,

the cleaner is positioned between opposing sides of the capper.

Housing the cleaner within the capper provides an elegantly compact design. Further, as the cleaner
material is typically moist from absorbing ink, it can help fo maintain a humid environment within
the capper to avoid the nozzles drying out. Of course, the cleaner material may also be deliberately
kept moistened. for this purpose.

In some embodiments, both the capper and the cleaner are independently movable relative to the
nozzle plate. Optionally, the cleaner is resiliently mounted to the capper so that while the capper can
move perpendicularly relative to the nozzle plate, the cleaner can have limited movement parallel io
the nozzie plate as well as perpendicular movement. Optionally, the capper and the cleaner are
actuated by a single motor drive. Optionally, the motor drive actuates the capper and the cleaner via

separate cam shafis.
Optionally both the capper and the cleaner are independently movable relative to the nozzle plate.
Optionally the cleaner is resitiently mounted to the capper so that while the capper can move

perpendicularly relative to the nozzle plate, the cleaner can have limited movement parallel to the

nozzle plate as well as perpendicular movement,
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Optionally the capper and the cleaner are actuated by 2 single motor drive.

Optionally the motor drive actuates the capper and the cleaner via separate cam shafts,

In a further aspect there is provided an assembly incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising an ink storage compartment and an ink feed system for connection to
the printhead,

wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles.

In & further aspect there is provided an assembly incorporating a refill unit for refilling 2 negatively
pressurized ink storage compartment that supplies ink to the printhead, the ink storage compartment
having an interface for receiving the refill unit, the interface having an inlet vaive biased to its closed
configuration, the refill unit comprising:

a body containing 2 quantity of ink;
engagement formations for releasably engaging the interface; and
an inlet valve actuator for opening the iniet valve as the refili unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

I a further aspect there is provided an assembly incorporating a refill unit for an ink cartridge, the
ink cartridge having a negatively pressurized ink storage compartment that supplies ink to the
printhead, and an interface for receiving the refill unit, the interface having a normally closed inlet
valve and a normally open outlet valve, both in fluid communication with the ink storage
compartment, the refill unit comprising:

& body containing a quentity of ink;

a docking portion having an ink outlet and valve actuator formatiens,

wherein during use, the docking portion releasebly engages the interface to actuate the inlet and the
outlet valves so the cartridge fills with ink from the body because of the negative pressure in the ink

storage compartment.
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In a further aspect there is provided an assembly incorperating a refill unit for refilling a negatively
pressurized ink storage compartment that supplies ink to the printhead via a normally open outlet
valve, the refill unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outiet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compartment.

In a further aspect there is provided an assembly incorporating a refill unit for refilling an ink storage
compartment supplying the printhead, wherein during use, the ink storage compartment is maintained
at a negative pressure o avoid inadvertent ink leakage from the nozzles, the refill unit comprising:

a body containing a quantity of ink;
an ink outlet; and

a repressurizing arrangement,
wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compartment through the ink outlet by the negative pressure until pressure
equalization, and
upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re~

establish the negative pressure.

In a further aspect there is provided an assembly incorporated in an ink cartridge for an iniget printer,
the cartridge comprising:

an ink storage compartment having opposed walf sections connected by a flexible wall arrangement
to define a variabie ink storage volume; and

an ink feed system for supplying for supplying ink fo the printhead,

wherein one of the opposed wall sections is displaceabie and biased to expand the variable ink
storage volume fo create a negative pressurs in the jnk storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided an assembly incorporating a refill unit for refilling an ink storage
compartment with an interface for releasably engaging with the refill unit, the interface having valves

for controlling ink flows into, and out of, the storage compartment, the refill unit comprising:
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a body containing a quantity of ink;
an ink outlet; and
valve actuators for actuating the valves when the refiil unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided an assembly incorporaiing a refill unit for refilling an ink
cartridge that forms part of an inkjet printer, the printer also having the printhead, contro! circuitry
and an interface for releasably engaging the refill unit, the refill unit comprising:

a body containing a quantity of ink;

an ink outlet; and

amemory circuit for storing information relating to at least one characteristic of the ink,

wherein, during use, the memory circuit allows to the control circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided an assembly incorporated in an inkjet printer comprising:
the printhead; and
a motorized drive for moving the maintenance assembly between a capped
position where the assembly covers the array of nozzles and an uncapped position spaced from the

array of nozzies.

In a further aspect there is provided an assembly incorporating an ink refill unit for replenishing an
ink cartridge in an inkjet printer, the ink cartridge having an interface for engaging the ink refill unit,
the ink refill unit comprising:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate,

wherein the centre of the ink outlet is spaced from the transverse centre line.

In a further aspect there is provided an assembly incorporating an ink refill unit for replenishing an
ink cartridge in an inkjet printer, the ink cartridge having an interface for engaging the ink refill, an
ink storage compartment partially defined by a tubular flexible wall, and a constriction mechanism

for constricting the flexible tubular wall by a predetermined amount, the ink refill unit comprising:
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a body containing a guantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having an ink cutlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refiil unit disengages the interface.

In a further aspect there is provided an assembly incorporating an ink refill unit for replenishing an
ink cartridge in an inkjet printer, the ink cartridge having an interface for engaging the ink refill unit,
the ink refill unit comprising:

& body containing a quantity of ink;

an ink outlet for engaging a complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an aperture in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperiure to ensure

the ink refil] is correctly matched to the cartridge.

In a further aspect there is provided an assembly incorporating an ink refill unit for replenishing an
ink cartridge in an inkjet printer, the ink refill unit comprising:

a body containing ink;

an ink outlet for engaging a compiementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided an assembly incerporated in an inkjet printer comprising;

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the Iid and the panel both open in the same direction.

In a further aspect there is provided an assembly incorporated in an inkjet printer comprising:
a replaceable pagewidth printhead with an array of nozzies and printhead contacts for
transmifting power and print data to the nozzies;

corresponding contacts for supplying the power and print data to the printhead contacts; and
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a selective bigsing mechanism, such that the printhead contacts and the corresponding
contacts are biased info engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided an assembly incorporated in an inkjet printer comprising:

a replaceable pagewidth printhead with an amray of nozzles and printhead contacts for
fransmifting power and prin¢ data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein in the open positions, the printhead can be instalied or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In & further aspect there is provided an assembly incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to & printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided an assembly incorporated in a cradle for holding an ink cartridge
within an inkjet printer, the cartridge having a plurality of ink storage compartments, the cradle
comprising & plurality of interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided an assembly, wherein the printhead comprises:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
eiching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure,
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In a further aspect there is provided an assembly, wherein the printhead comprises:

a printhead integrated circuit having an array of ink ¢iection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at feast one ink storage
compartment; and

a polymer sealfing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In a tenth aspect the present invention provides an inkjet printer comprising:
a printhead with an array of nozzles;
a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzies; and,
a motorized drive for moving the maintenance assembly between the capped
position and the uncapped position; wherein
the maintenance assembly has a capper for covering the array and a cleaner
for wiping the array, such that the motorized drive uses a cam shaft

arrangement for moving the cleaner relative to the capper.

Using a single motor to actuate both the capper and the cleaner the printhead provides a compact
design and simplifies the electrical systems within the printer.

In some emﬁodiments, the cleaner is positioned between opposing sides of the capper.
Optionally, both the capper and the cleaner are independently movable relative o the array of
nozzles. Optionally, the cleaner wipes across the nozzles as the mainienance assembly moves from
the capped posifion to the uncapped position. Optionally, the printhead is a pagewidth printhead, the
array of nozzles is elongated
and the cleaner is likewise elongated; wherein,

the motorized drive wipes the cleaner longitudinally across the nozzies,
Optionaily the cleaner is positioned between opposing sides of the capper.

Optionally both the capper and the cleaner are independently movable relative to the array of nozzles.
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Optionally the cleaner wipes across the nozzles as the maintenance assembly moves from

the capped position to the uncapped position.

Optienally the printhead is a pagewidth printhead, the array of nozzles is elongated
and the cleaner is likewise elongated; wherein,

the motorized drive wipes the cleaner longitudinally across the nozzles.

In a further aspect there is provided a printer, further comprising & cartridge unit comprising an ink
storage compartment and an ink feed system for connection to the printhead,
‘wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume fo generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles.

I a further aspect there is provided a printer, further comprising a refill unit for refilling a negatively
pressurized ink storage compartment that supplies ink to the printhead, the ink storage compartment
having an interface for receiving the refill unit, the interface having an inlet valve biased to its closed
configuration, the refill unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the interface; and
an injet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ini in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided a printer, further comprising an ink refili unit for an ink cartridge,
the ink cartridge having a negatively pressurized ink storage compariment that supplies ink to the
printhead, and an interface for receiving the refill unit, the interface having 2 normaliy closed infet
valve and a normally open outlet valve, both in fluid communication with the ink storage
compartment, the refill unit comprising:

2 body containing a quantity of ink;

& docking portion having an ink outlet and valve actuator formations,

wherein during use, the docking portion releasably engages the interface to actuate the inlet and the
outlet valves so the cariridge fiils with ink from the body because of the negative pressure in the ink

storage compartment.
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In a firther aspect there is provided a printer, further comprising a refiil unit for refilling a negatively
pressurized ink storage compartment that supplies ink to the printhead via a normally open outlet
valve, the refiil unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refii] unit engages the ink storage

compariment.

In a further aspect there is provided a printer, further comprising a refill unit for refilling an ink
storage compartment supplying the printhead, wherein during use, the ink storage compartment is
maintained at a negative pressure to avoid inadvertent ink leakage from the nozzles, the refill unit
comprising:

a body containing a guantity of ink;
an ink outlet; and

a repressurizing arrangement,
wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compartment through the ink outlet by the negative pressure until pressure
equalization, and
upon subsequent disengagement of the refiil unit from the ink storage compartmentt, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

In a further aspect there is provided a printer, further comprising an ink cartridge comprising:

an ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzies,

wherein one of the opposed wall sections is displaceable and biased 10 expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzies.

In & further aspect there is provided a printer, further comprising a refill unit for refilling an ink

storage compartment with an interface for releasably engaging with the refili unit, the interface
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having valves for controlling ink flows into, and out of, the storage compartment, the refill unit
comprising:
a body containing a quantity of ink;
an ink outlet; and
valve actuators for actuating the valves when the refill unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided a printer, further comprising a refill unit for refilling an ink
cartridge that forms part of the printer, the printer also having control circuitry and an interface for
releasably engaging the refill unit, the refill unit comprising:

a body containing a quantity of ink;

an ink outlet; and

amemory circuit for storing information relating to at least one characteristic of the ink,

wherein, during use, the memory circuit allows to the control circuit to interrogate it to verify that the

ink in the refili unit is sultable for the printer.

In a further aspect there is provided & printer, further comprising a printhead maintenance assembly
for the printhead, the printhead having a nozzle plate with an array of nozzles formed therein, the
printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzie plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided a printer, further comprising an i refil} unit for replenishing an
ink cartridge in the printer, the ink cartridge having an interface for engaging the ink refill unit, the
ink refill unit comprising:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having &
base plate with an ink cutlet for cornection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate,

wherein the centre of the ink outlef is spaced from the transverse centre line.
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In a further aspect there is provided a printer, further comprising an ink refill unit for replenishing an
ink cartridge in the printer, the ink cariridge having an interface for engaging the ink refill, an ink
storage compartment partiaily defined by a tubular flexible wall, and a constriction mechanism for
constricting the flexible tubular wall by a predetermined amount, the ink refifl unit comprising:

a body containing a quantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In & further aspect there is provided a printer, further comprising an ink refill unit for replenishing an
ink cartridge in the printer, the ink cartridge having an interface for engaging the ink refill unit, the
ink refil! unit comprising:

a body containing a quantity of ink;

an ink outlet for engaging a complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an aperture in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cariridge.

In a further aspect there is provided a printer, further comprising an ink refili unit for replenishing an
ink cartridge in the printer, the ink refill unit comprising:

a body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a printer, , further comprising:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted 1id that opens fo allow the ink cartridge 1o be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the lid and the panel both open in the same direction.

In a further aspect there is provided a printer, further comprising:
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a replaceable pagewidth printhead with an atray of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data fo the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided a printer, further comprising:

a replaceable pagewidth printhead with an array of nozzles and printhead corntacts for
transmitting power and pring data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein in the open positions, the printhead can be instailed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacis
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved o the

opern positions.

in a further aspect there is provided a printer, further comprising a cartridge comprising:
af least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a printer, further comprising a cradie for holding an ink cartridge
within the printer, the cartridge having a plurahity of ink storage compartments, the cradle comprising
a plurality of interfaces respectively corresponding to the ink storage compartments,

wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided a printer, wherein the printhead comprises:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;

and
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a polymer sealing film between the integrated circuit support structure and the printhead

integrafed circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided a printer, wherein the printhead comprises:

a printhead iniegrated circuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of aperiures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein potymer sealing film is more than 25 microns thick.

In an eleventh aspect the present invention provides an ink refill unit for replenishing an ink cartridge
in an inkjet printer,
the ink cartridge having an interface for engaging the ink refill unit, the
ink refill unit comprising:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking
portion having a base plate with an ink outlet for connection to an inlet
port on the interface;

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate;
wherein,

the centre of the ink outlet is spaced from the transverse centre line,

Offsetting the ink cutlet from the centre line of the base plate provides a significant visual indicator to
the user as to the correct orientation of the refill for engagement with the cartridge. If ink outlet were
in the centre of the base plate, there is a significant chance that a user will try instaliing the refill 180°
out of the correct orientation. As the ink outlet is a large feature on the base of the refill, offsetting it
te one side has a greater visual impact than the other features on the base plate would,

In some embodiments,the ink cartridge has an ink
storage compartment partiaily defined by a tubular flexible wall, and &
constrictor mechanism for constricting the flexible tubular wall by a

predetermined amount, and the docking

RRCO09-SG 64



portion having a plurality of constrictor actuators for actuating the

constriction mechanism as the ink refill unit engages the inferface and

releases the constriction mechanism as the ink refill unit disengages the

interface. Optionally, the base plate has a spigot projecting therefrom for insertion into an aperture in
the interface, the spigot having a cross section that is keyed to the shape of the apertuse to ensure that
the refill is correctly match {o the cartridge. Optionally, the spigot has a tri-star cross section.

Optionally, the spigot actuates a vaive in the cartridge when the refill engages the interface,

Optionally the ink cartridge has an ink

storage compartment partially defined by a tubular flexible wall, and a
constrictor mechanism for constricting the flexible tubular wall by a
predetermined amount, and the docking

portion having a phurality of constrictor actuators for actuating the
constriction mechanism as the ink refill unit engages the interface and
releases the constriction mechanism as the ink refill unit disengages the

interface.

Optionally the base plate has a spigot projecting therefrom for insertion into an aperture in the
interface, the spigot having a cross section that is keyed to the shape of the aperture to ensure that the

refill is correctly match to the cartridge.

Optionally the spigot has a tri-star cross section.

Optionally the spigot actuates a valve in the cartridge when the refill engages the interface.

In a further aspect there is provided an ink refill unit, wherein:

the cartridge comprises an ink storage compartment and an ink feed system for connection to a
printhead assembly with an array of ink ejection nozzles; and

the ink storage compartment has a variable storage vojume and a displaceable wall section biased to
expand the variable storage volume fo generate a negative pressure therein, such that ink does not

inadvertently leak from the ink ejection nozzles.

In a further aspect there is provided an ink refill unit, wherein:
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the cartridge comprises a negatively pressutized ink storage compariment that supplies ink to a
printhead assembly, the ink storage compartment having an interface for receiving the refill unit, the
interface having an inlet valve biased 1o its closed configuration; and
the refili unit further comprises:

a body containing a quantify of ink; and
an inlet vaive actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided an ink refil] unit, wherein:

the ink cartridge has a negatively pressurized ink storage compartment that supplies ink to a printhead
assembly, and an interface for receiving the refill unit, the interface having a normally closed inlet
valve and a normally open outlet valve, both in fluid communication with the ink storage
compartment;

the refill unit further comprises:

a body containing a quantity of ink; and

the docking portion having the ink outlet and valve actuator formations; and

wherein during use, the docking portion refeasably engages the interface to actuate the inlet and the
outlet valves so the cartridge £ills with ink from the body because of the negative pressure in the ink

storage compartment.

in a further aspect there is provided an ink refill unit for refilling a negaiively pressurized ink storage
compartment that supplies ink to a printhead assembly via a normally open outlet valve, the refill unit
further comprising:

a body containing a quantity of ink;
enpagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compartment.

In a further aspect there is provided an ink refill unit for refilling an ink storage compartment
supplying a printhead assembly with an array of nozzles, wherein during use, the ink storage
compartment is maintained at a negative pressure to avoid inadvertent ink leakage from the nozzles,
the refill unit further comprising:

a body containing a guantity of ink;

an ink outlet; and
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a repressurizing arrangement,
wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compariment through the ink outlet by the negative pressure until pressure
equalization, and
upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink sforage compartment to re-

establish the negative pressure.

In a further aspect there is provided an ink refilf unit, wherein:

the cartridge comprises:

an ink storage compartment having opposed wall sections connected by a fiexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles; and

one of the opposed wall sections is displaceable and biased to expand the variable ink storage volume
to create a negative pressure in the ink storage compartment for avoiding inadvertent ink leakage

from the nozzles.

In & further aspect there is provided an ink refill unit for refilling an ink storage compartment with an
nterface for releasably engaging with the refill unit, the interface having valves for controlling ink
flows into, and out of, the storage compartment, the refill unit further comprising:

a body containing a quantity of ink;
an ink outlet; and
valve actuators for actuating the valves when the refiil unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided an ink refill unit, wherein;

the cartridge forms part of the inkjet printer, the printer also having a printhead, control circuitry and
an interface for releasably engaging the refill unit;

the refill unit further comprises:

a body containing a guantity of ink;

an ink outlet; and

amemory circuit for storing information relating to at least one characteristic of the ink; and
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during use, the memory circuit aliows to the control circuit to interrogate it to verify that the ink in

the refill unit is suitable for the printer.

In a further aspect there is provided an ink refill unit incorporated in a printhead maintenance
assembly for an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed
therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

a printhead with an array of nozzles;

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided an ink refill unit, wherein:
the ink cartridge has an ink storage compartment partially defined by a tubuiar flexible wall, and a
constriction mechanism for constricting the flexible tubular wall by a predetermined amount; and
the ink refill unit comprises:

a body confaining a quantity of ink; and

the docking portion for engaging the interface of the cartridge, the docking
portion having an ink cutlet for connection fo an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refili unif disengages the interface.

In a further aspect there is provided an ink refill unit, further comprising:
a body containing a quantity of ink;
an ink outlet for engaging a complementary ink inlet in the interface; and
a spigot extending from the body for insertion in an aperfure in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.
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In a further aspect there is provided an ink refill unit, further comprising:
2 body containing ink;
an ink outlet for engaging a complementary ink inlet in the cartridge; and
a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided an ink refill unit, wherein the inljet printer comprises:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the Iid and the hinge axis of the panel are paraliel, and

the lid and the panei both open in the same direction.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
fransmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts ate biagsed into engagement during printing and released from biased engagement when,

instailing or removing the printhead.

in a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contaets for
transmitiing power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions, and
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions,

In a further aspect there is provided an ink refill unit, wherein the cartridge comprises:

af least one ink storage compartment;
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an ink feed system for supplying ink from the or each ink compariment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions,

Inn a further aspect there is provided an ink refili unit incorporated in a cradle for holding the ink
cartridge within the inkjet printer, the cartridge having a plurality of ink storage compartments, the
cradle comprising a plurality of interfaces respectively corresponding to the ink storage
compartments,

wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided an ink refill unit, wherein the printer has a printhead comprising:

a printhead integrated Circuit formed on a wafer substrate using lithographically masked
etching and deposition technigues;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and '

a polymer sealing film between the integrated circuit support structure 2nd the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided an ink refill unit, wherein the printer has a printhead comprising:
a printhead integrated cireuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated cireuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick,

In a twelfth agpect the present invention provides an ink refill unit for repienishing an ink cartridge in
an inkjet printer,

the ink cartridge having an interface for engaging the ink refill, an ink

storage compartment partially defined by a tubular flexible wall, and a

consirictor mechanism for constricting the flexible tubular wali by a

predetermined amount, the ink refill unit comprising:
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a body containing a quantity of ink;
2 docking portion for engaging the interface of the carfridge, the docking
portion having an ink outlet for connection to an inlet port on the
interface, and a plarality of constrictor actuators for actuating the
consirictor mechanism as the ink refill unit engages the interface and
releases the constrictor mechanism as the ink refili unit disengages the

interface.

The ink storage compartment is maintained at a negative pressure to avoid ink leakage from the
printhead. However, during an ink refill process, the negative pressure is removed when the ink
storage volume is filled to capacity. Without the negative pressure in the ink storage compariment,
there is & high risk of ink leakage. By slightly increasing the compartment’s capacity as soon as the
refill is disengaged, the negative pressure is re-established. Depressing a part of the ink storage
compartment during refilling will reduce its volume. However, when the refili unit releases the
depressed part, the capacity is correspendingly increased and negative pressure is re-established. By
providing the actuators for the constrictor mechanism on the refill, the application and release of the
constrictor mechanism will always occur and at precisely the correct times during the refilling
process.

In some embodiments, the constirictor actuators are positioned on the docking portion such
that they are at the corners of a regular sided geometric shape, Optionally, the constrictor actuators
are generally flat pegs extending from the
docking portion such that the plane of each peg crosses the corresponding
diagonal of the square at right angles. Optionally, the pegs are slightly arcuate with their respective
centers of curvature
proximate the centre of the square. Optionally, each of the pegs have a buftress reinforcement
extending along the

corresponding diagonal and towards the centre of the square.

Optionally the constrictor actuators are positioned on the docking portion such that they are at the

corners of a regular sided geometric shape.

Opticnally the constrictor actiators are generally flat pegs extending from the
docking portion such that the plane of each peg crosses the corresponding

diagonal of the square at right angles.
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Optionally the pegs are slightly arcuate with their respective cenires of curvature

proximate the centre of the square.

Optionally each of the pegs have 2 buttress reinforcement extending along the

corresponding diagonal and towards the centre of the square.

in a further aspect there is provided an ink refill unit, wherein:

the cartridge comprises an ink feed system for conpection to a printhead assembly with an array of
ink ejection nozzles; and

the ink storage compartment has a variable storage volume and a displaceable wall section biased to
expand the variable storage volume to generate a negative pressure therein, such that ink does not

inadvertently leak from the ink ejection nozzles.

In a further aspect there is provided an ink refill unit, wherein:

the ink storage compartment is negatively pressurized, supplies ink to a printhead assembly, and has
an interface for receiving the refilt unit, the interface having an inlet valve biased to its closed
configuration; and

the refill unit further comprises engagement formations for releasably engaging the interface and an
inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

in a further aspect there is provided an ink refill unit, wherein:

the ink storage compartment is negatively pressurized and supplies ink to a printhead assembly;

the cartridge has an interface for receiving the refill unit, the interface having a normally closed inlet
valve and a normally open outlet valve, both in fluid communication with the ink storage
compartment; and

the docking portion has valve actuator formations, wherein during use, the docking portion releasably
engages the interface to actuate the inlet and the outlet valves so the cartridge fills with ink from the

body because of the negative pressure in the ink storage compartment.

In a further aspect there is provided an ink refill unit, wherein:
the ink storage compartment is negatively pressurized ink storage and supplies ink to a printhead

assembly via a normally open outlet valve; and
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the refil] unit further comprises engagement formations for releasably engaging the ink storage
compartment and an outlet valve actuator for closing the ouflet valve as the refill unit engages the ink

storage compartment.

In & further aspect there is provided an ink refill unit, wherein:

the ink storage compartment supplies a printhead assembly with an array of nozzles, wherein during
use, the ink storage compariment is maintained at a negative pressure to avoid inadvertent ink leakage
from the nozzles;

the refill unit further comprises an ink outlet and a repressurizing arrangement;

upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit {o be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure until pressure equalization; and

upon subsequent disengagement of the refill unif from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

In a further aspect there is provided an ink refill unit, wherein the cartridge comprises:

the ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink {0 a printhead with an array of nozzles, and
wherein one of the opposed wall sections is displaceable and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided an ink refill unit, wherein:

the interface releasably engages with the refill unit and has valves for controlling ink flows into, and
out of, the storage compartment; and

the refill unit further comprises an ink outlet and valve actuators for actuating the valves when the
refill unit engages the interface, such that the valve actuators actuate the valve in a predetermined

sequence.

In a further aspect there is provided an ink refiil unit, wherein:
the ink cariridge forms part of the inkiet printer which has a printhead, coniro] circuitry and an

interface for releasably engaging the refill unit;

RRC009-8G 73



the refill unit further comprises an ink outlet and a memory circuit for storing information relating to
at least one characteristic of the ink; and
during use, the memory circuit allows to the control circuit to interrogate it to verify that the ink in

the refill unit is suitable for the printer,

In a further aspect there is provided an ink refill unit incorporated in a printhead maintenance
assembly for an .inkj et printhead, the printhead having a nozzle plate with an array of nozzies formed
therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an ink refil} unit, wherein the inkjet printer comprises:

& printhead with an array of nozzles;

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided an ink refill unit, wherein:
the refill unit further comprises an ink storage compartment;

the docking portion has a base plate with the ink outlet for connection to the inlet port on the
interface; and

the refill unit further comprises engagement formations for releasably engaging the interface,
the engagement formations being formed on the transverse centre line of the base plate, the centre of

the ink outlet being spaced from the transverse cenire line.

In a further aspect there is provided an ink refill unit, further comprising:
an ink outlet for engaging a complementary ink inlet in the interface; and
a spigot extending from the body for insertion in an aperture in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided an ink refill unit, further comprising:
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an ink outlet for engaging z complementary ink inlet in the cartridge; and
a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to aliow the ink cartridge o be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the 1d and the panel both open in the same direction.

In & further aspect there is provided an ink refili unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitiing power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

in a further aspect there is provided an ink refill unit, whersin the inkiet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
fransmitting power and print data to the nozzles;

correspending contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein.in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In & further aspect there is provided an ink refill unit, wherein the cartridge comprises:
at least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment fo a printhead; and

& maintenance station for engaging the printhead to perform one or more maintenance functions.
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In a further aspect there is provided an ink refill unit incorporated in a ¢cradle for holding the ink
cartridge within the inkjet printer, the cartridge having a plurality of the ink storage compartments,
the cradle comprising a plurality of interfaces respectively corresponding to the ink storage
compartments,

wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment,

In a further aspect there is provided an ink refill unit for refilling a printhead comprising;

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a pelymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided an ink refill unit for refilling a printhead of the inkjet printer, the
printhead comprising:

a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;

a phurality of ink feed conduits for establishing flaid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In & thirteenth aspect the present invention provides an ink refill unit for replenishing an ink cartridge
in an inkjet printer,
the ink cartridge having an interface for engaging the ink refill unit, the
ink refill unit comprising:
a body containing a guantity of ink; and,

an ink outlet for engaging an ink inlet in the interface; wherein
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a feature of the ink refill unit and a feature of the interface form a pair of complementary

features that have a keyed connection with each other when the ink refill unit engages the interface.

In some embodiments, the pair of complementary features comprises 2 spigot extending from the
body for insertion in an aperture in the interface; wherein,

the lateral cross section of the spiget is keyed to the shape defined by
the aperture, Optionally, the base plate has a spigot projecting therefrom for insertion into an aperture
in the interface, the spigot having a cross section that is keyed to the shape of the aperture to ensure
that the refill is correctly match to the cartridge. Optionally, the spigot has a tri-star cross section.

Optionally, the spigot actuates a valve in the cartridge when the refill engages the interface.

Optionally the pair of compiementary features comprises a spigot extending from the body for
insertion in an aperture in the interface; wherein,

the lateral cross section of the spigot is keyed to the shape defined by
the aperture.

Optionally the spigot has a tri-star cross section.
Opticnaily the spigot is tapered.
Optionally the spigot actuates a valve in the cartridge when the refill engages the interface.

In a further aspect there is provided an ink refill unit, wherein:

the cartridge comprises an ink feed system for connection to a printhead assembly with an array of
ink ejection nozzles; and

the ink storage compartment has a variable storage volume and a displaceable wall section biased to
expand the variable storage volume to generate a negative pressure therein, such that ink does not

inadvertently leak from the ink eiection nozzies.

In a further aspect there Is provided an ink refill unit, wherein:
the k storage compartment is negatively pressurized, supplies ink to a printhead assembly, and has
an interface for receiving the refill unit, the interface having an inlet valve biased to its closed

configuration; and
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the refill unit further comprises engagement formations for releasably engaging the interface and an
inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment,

In a further aspect there is provided an ink refill unit, wherein:

the ink storage compartment is negatively pressurized and supplies ink to a printhead assembly;

the cartridge has an interface for receiving the refill unit, the interface having a normally closed inlet
valve and g normally open outlet valve, both in fluid communication with the ink storage
compartment; and

a docking portion having an ink outlet and valve actuator formations, wherein during use, the docking
portien releasably engages the interface to actuate the inlet and the outlet valves so the cartridge fills

with ink from the body because of the negative pressure in the ink storage compartment,

In a further aspect there is provided an ink refili unit, wherein:

the ink storage compartment is negatively pressurized ink storage and supplies ink to a printhead
assemnbly via a normally open outlet valve; and

the refiil unit further comprises engagement formations for releasably engaging the ink storage
compartment and an outlet valve actuator for closing the outlet valve as the refill unit engages the ink

storage compaztment.

I a further aspect there is provided an ink refil] unit, wherein:

the ink storage compartment supplies a printhead assembly with an array of nozzles, wherein during
use, the ink storage compartment is maintained at a negative pressure to avoid inadvertent ink leakage
from the nozzles;

the refill urit further comprises an ink outlet and a repressurizing arrangement;

upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure until pressure equalization; and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

estabiish the negative pressure.

Iz a further aspect there is provided an ink refill unit, wherein the cartridge comprises:
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the ink storage compartment having opposed walil sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles, and
wherein one of the opposed wall sections is displaceable and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided an ink refill unit, wherein:

the interface releasably engages with the refill unit and has valves for controlling ink flows into, and
out of, the storage compartment; and

the refilt unit further comprises an ink outlet and valve actuators for actuating the valves when the
refill unit engages the interface, such that the valve actuators actuate the valve in a predetermined

sequence.

In 2 further aspect there is provided an ink refill unit, wherein:

the ink cariridge forms part of the inkjet printer which has a printhead, control circuitry and an
interface for releasably engaging the refill unit;

the refill unit further comprises an ink outlet and a memory circuit for storing information relating to
at least one characteristic of the ink; and

during use, the memory circuit allows to the control circuit to interrogate it to verify that the ink in

the refill unit is suitable for the printer.

In a further aspect there is provided an ink refill unit incorporated in a printhead maintenance
assembly for an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed
therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

a printhead with an array of nezzles;

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the mainienance assembly between the capped
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position and the uncapped position,

In a further aspect there is provided an ink refill unit, further comprising:
an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with the ink outlet for connection to the ink inlet on the interface; and

engagement formations for releasably engaging the interface, the engagement formations
being formed on the fransverse centre line of the base plate, the centre of the ink outlet being spaced

from the transverse cenire line.

In & further aspect there is provided an ink refill unit, further comprising:
an ink outlet for engaging a complementary ink inlet in the cartridge; and
a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit inte the cartridge.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradie having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hin'ge axis of the lid and the hinge axis of the panel are parallel, and

the lid and the panel both open in the same direction.

In a further aspect there is provided an ink refil? unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

In a further aspect there is provided an ink refill unit, wherein the inkiet printer comprises:
areplaceable pagewidth printhead with an array of nozzies and printhead contacts for
fransmitting power and print data fo the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and
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a cover member for movement between open and closed postitions,
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In 2 further aspect there is provided an ink refill unit, wherein the cartridge comprises:
at Jeast one ink storage compartment;
an ink feed system for supplying ink from the or each ink compariment to & printhead; and

amaintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided an ink refill unit incorporated in a cradle for holding the ink
cartridge within the inkjet printer, the cartridge having a plurality of the ink storage cormpartments,
the cradle comprising a plurality of interfaces respectively corresponding to the ink storage
compartments,

wherein each of the interfaces is configured fo receive an ink refill unit for replenishing the

corresponding ink storage compartment.

in a further aspect there is provided an ink refil! unit for refilling a printhead comprising:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition technigues;

an integrated circuit support structure for mounting in the printer adjacent a mediz feed path;
and

a pelymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided an ink refil] unit for refilling a printhead of the inkjet printer, the
printhead comprising:

a printhead integrated circuit having an array of ink ¢jection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage

compartment; and
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a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

In a fourteenth aspect the present invention provides an ink refill unit for replenishing an ink cartridge
in an inkiet printer,
the
ink refill unit comprising:
2 body containing ink;
an: ink outlet for engaging & complementary ink inlet in the cartridge; and,
a visual indicator to provide a visual indication when a predetermined

quantity ink has flowed from the refill unit into the cartridge.

This can be used to warm users that the refill will soon be empty so they can obtain a new one, or that
the refill is completely empty and should be removed from the cartridge, or indeed that the refill is
full. It wiil be appreciated that a similar ink level indicator can be used to indicate the level of ink in
a cartridge and not just a refill unit,

In some embodiments, the body has a flexible bag for stering the ink, and the visual indicator is a
strip of flexible material fixed to the flexible bag and slidingly retained on 2 rigid part of the body so
that when the flexible bag collapses as the ink is used, the strip slides relative to the rigid part of the
body. Optienally, the visual indication is a differently colored part of the strip as it siides past a point
on: the rigid part of the hody. Optionaily, both ends of the strip are fixed to the flexible bag and
retained for sliding past a window in the rigid part of the body, so that the visual indication is the
differently colored part appearing in the window. Optionally, the visual indication is an indication

that the refill unit is empty,

Optionally the body has a flexible bag for storing the ink, and the visual indicator is & strip of flexible
material fixed to the fiexibie bag and slidingly retained on a rigid part of the body so that when the
fiexible bag coliapses as the ink is used, the strip sides relative to the rigid part of the body.
Optionally the visual indication is a differently colored part of the strip as it slides past 2 point on the

rigid part of the body.
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Optionally both ends of the strip are fixed to the flexible bag and retained for sliding past a window
in the rigid part of the body, so that the visual indication is the differently colored part appearing in

the window,

Optionally the visual indication is an indication that the refill unit is empty.

Fig. 51C To accompany the abstract.

In & further aspect there is provided an ink refill unit, wherein;

the cariridge comprises an ink siorage comparfment and an ink feed system for connection to a
printhead assembly with an array of ink ejectien nozzles; and

the ink storage compartment has a variable storage volume and a displaceable wall section biasad fo
expand the variable storage volume to generate a negative pressure therein, such that ink does not

inadvertently leak from the ink ejection nozzles.

In a further aspect there is provided an ink refill unit for refilling a negatively pressurized ink storage
compartment that supplies ink to 2 printhead assembly, the ink storage compartment having an
interface for receiving the refill unit, the interface having an inlet valve biased to its closed
configuration, wherein the refill unit further comprises:

engagement formations for releasably engaging the interface; and

an inlet valve actuator for opening the inlet valve as the refitl unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment,

In a further aspect there is provided an ink refill unit, wherein:

the ink cartridge has a negatively pressurized ink storage compartment that supplies ink to a printhead
assembly, and an interface for receiving the refili unit, the interface having a normaily closed inlet
valve and a normaliy open outlet valve, both in fluid communication with the ink storage
compartment; and

the refill unit further comprises a docking portion having an ink outlet and valve actuator formations,
wherein during use, the docking portion releasably engages the interface to actuate the inlet and the
outlet valves so the cartridge fills with ink from the body because of the negative pressure in the ink

storage compartment.
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In a further aspect there is provided an ink refill unit for refilling 2 negatively pressurized ink storage
compartment that supplies ink to a printhead assembly via a normally open outlet valve, wherein the
refill unit further comprises:

engagement formations for releasably engaging the ink storage compartment; and

an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compartment.

Tn a further aspect there is provided an ink refill unit for refilling an ink storage compartment
supplying a printhead assembly with an array of nozzies, wherein during use, the ink storage
compartment is maintained at a negative pressure to avoid inadvertent ink leakage from the nozzles,
wherein the refill unit further comprises a repressurizing arrangement,

upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure untii pressure equalization, and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement reieases the inwardly depressed part of the ink storage compartment to re-

estahiish the negative pressure.

In a further aspect there is provided an ink refill unit, wherein the carlridge comprises:

an ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles, and
wherein one of the opposed wail sections is displaceable and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided an ink refill unit for refilling an ink storage compartment with an
interface for releasably engaping with the refill unit, the interface having valves for controlling ink
flows into, and out of, the storage compartment,

wherein the refill unit further comprises valve actuators for actuating the valves when the refill unit

engages the interface, such that the valve actuators actuate the valve in a predetermined sequence.

in a finther aspect there is provided an ink refill unit, wherein:
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the ink cartridge forms part of the inkjet printer which has a printhead, control circuitry and an
interface for releasably engaging the refill unit;

the refill unit further comprises a memory cireuit for storing information relating to at least one
characteristic of the ink; and

during use, the memory circuit aflows to the controi circuit to interrogate it to verify that the ink in

the refill unit is suitable for the printer.

In a further aspect there is provided an ink refill unit incorporated in a printhead maintenance
assembly for an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed
therein, the printhead maintenance assembly comprising:

4 capper o cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

a printhead with an array of nozzles;

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzies; and

amotorized drive for moving the mainsenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided an ink refill unit, wherein:
the ink cartridge has an interface for engaging the ink refill unit; and
the ink refill unit further comprises:
an ink storage compartment;
a docking portion for engaging the interface of the cartridge, the docking portion having a base plate
with an ink outlet for connection to an inlet port on the interface; and
engagement formations for releasably engaging the interface, the engagement formations being
formed on the ransverse centre line of the base plate, the centre of the ink outlet being spaced from

the transverse cenire line.

Ir: a further aspect there is provided an ink refill unit, wherein:
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the ink cartridge has an interface for engaging the ink refill, an ink storage compartment partially
defined by a tubular flexible wall, and a constriction mechanism for constricting the flexible tubular
wall by & predetermined amount; and

the ink refiil unit farther comprises a docking portion for engaging the inferface of the cartridge, the
docking portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided an ink refill unit, wherein:

the ink cartridge has an interface for engaging the ink refill unit; and

the ink refill unit further comprises a spigot extending from the body for insertion in an aperture in
the interface, the lateral cross section of the spigot being keyed to the shape defined by the aperture to

ensure the ink refill is correctly matched to the cartridge.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradie having 2
hingedly mounted lid that opens to allow the ink cariridge to be insered and removed,
wherein the hinge axis of the 1id and the hinge axis of the panel are parallel, and

the Iid and the panel both open in the same direction.

In a further aspect there is provided an ink refill unit, wherein the inkjet printer comprises:

a replaceable pagewidih printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective hiasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

instailing or removing the printhead.

In a further aspect there is provided an ink refiil unit, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
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wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved info engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided an ink refill unit, wherein the cartridge comprises:
at least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead 1o perform one or more maintenance functions.

In & further aspect there is provided an ink refill unit incorporated in a cradle for holding the ink
cartridge within the inkjet printer, the cartridge baving a plurality of ink storage compartments, the
cradle comprising a piurality of interfaces respectively corresponding to the ink storage
compartments,

wherein each of the interfaces is configured to receive an ink refiil unit for replenishing the

correspending ink storage compartment.

In a further aspect there is provided an ink refill unit for refilling a printhead comprising:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support siructure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit suppart structure.

In a further aspect there is provided an ink refill unit for refilling a printhead of the inkjet printer, the
printhead comprising:

a printhead integrated clreuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer {ilm having an array of apertures such that the ejection nozzles are in fluid communication

with the ink feed conduits,
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wherein polymer scaling film is more than 25 microns thick.

In & fifteenth aspect the present invention provides an inkjet printer comprising:
an outer casing with 2 hingedly mounted panel for access its interior;
a cradle housed within the outer casing for supporting an ink cartridge,
the cradle having a hingedly mounted lid that opens to allow the ink
cartridge to be inserted and removed; wherein,
the hinge axis of the lid and the hinge axis of the panel are paraliel;
and,

the lid and the panel both open in the same direction.

If both the lid and the panel open in the same direction, the user has relatively unobstructed access 1o
the interior of the cradle. If the lid and the panel were to open in opposite directions, they would
form a deep ‘canyon’ into which the user would need te install the cartridge. In this case the
tendancy would be to drop the cartridge into place which could damage the printhead.

In some preferred embodiments, the lid and the panel open fowards the back of the printer.
Optionally, the front wail of the cradle rotates away from the back wall to further expose the interior
of the cradle. Optionally, the front wall is drawn back towards the back wall of the cradie as the lid is

closed. Optionally, the lid has a series of refill interfaces.

Optionally the lid and the panel open towards the back of the printer.

Optionally the front wall of the cradie rotates away from the back wall to further expose the interior

of the cradie.

Optionally the front wall is drawn towards the back wall of the cradle as the lid is closed.

Optionally the lid has a series of refill interfaces.

In a further aspect there is provided an inkjef printer, wherein:

the cartridge comprises an ink storage compartment and an ink feed system for connection to a

printhead assembly with an array of ink ejection nozzles; and
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the ink storage compartment has a variable storage volume and a displaceable wall section biased to
expand the variable storage volume io generate a negative pressure therein, such that ink does not

inadvertently leak from the ink ejection nozzles.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling a
negatively pressurized ink storage compartment that supplies ink to a printhead assembiy, the ink
storage compartment having an interface for receiving the refill unit, the interface having an inlet
valve biased to its closed configuration, the refill unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the interface; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in: fluid communication with the ink storage compartment.

In a further aspect there is provided an inkjet printer, further comprising an ink refifl unit for the ink
cartridge, the ink cartridge having a negatively pressurized ink storage compartment that supplies ink
to a printhead assembly, and an interface for receiving the refil} unit, the interface having 2 normally
closed inlet valve and a normally open outlet valve, both in fluid communication with the ink storage
compartment, the refill unit comprising:

a body containing a quantity of ink;

a docking portion having an ink outlet and valve actuator formations,

wherein during use, the docking portion releasably engages the interface fo actuate the inlet and the
outlef valves so the cartridge fills with ink from the body because of the negative pressure in the ink

storage compartment.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling a
negatively pressurized ink storage compartment that supplies ink to a printhead assembly viaa
normaily open outlet valve, the refiil unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compariment.

In a further aspect there is provided an inkjet printer, further comprising & refill unit for refilling an

ink storage compartment supplying a printhead assembly with an amray of nozzles, wherein during
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use, the ink sforage compartment is maintained at a negative pressure 1o avoid inadvertent ink leakage
from the nozzles, the refill unit comprising:

2 body containing & quantity of ink;
an ink outlet; and

a repressurizing arrangement,
wherein upon engagement of the refill anit with the ink siorage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn inte
the ink storage compartment through the ink outlet by the negative pressure until pressure
equalization, and
upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressutizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure,

I a further aspect there is provided an inkjet printer, wherein the cartridge comprises:

an ink storage compartment having opposed wall sections connected by a flexible wall arrangement
1o define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to a printhead with an array of nozzles, one of the
opposed wail sections being dispizceable and biased to expand the variable ink storage volume to
create a negative pressure in the ink storage compartment for avoiding inadvertent ink leakage from

the nozzles,

In a further aspect there s provided an inkjet printer, further comprising a refill unit for refilling an
ink storage compartment with an interface for releasably engaging with the refill unit, the interface
having valves for controlling ink flows into, and out of, the storage compartment, the refill unit
comprising:

a body containing a quantity of ink;
an ink outlet; and
valve actuators {or actuating the valves when the refill unit engages the interface, such that the vaive

actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided an inkjet printer, further comprising a refiil unit for refilling the
ink cartridge that forms part of the inkjet printer, wherein:
the printer further comprises & printhead, control circuitry and an interface for reieasably engaging

the refill unit; and
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the refill unit comprises:

a body containing & quantity of ink;

an ink outlet; and

amemory circuit for storing information relating to at least one characteristic of the ink, wherein,
during use, the memory circuit allows to the control circuit o interrogate it to verify that the ink in

the refill unit is suitable for the printer.

In & further aspect there is provided an inkjet printer, further comprising a printhead maintenance
assembly for an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed
therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an inkjet printer, further comprising:

a printhead with an array of nozzies;

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing the ink cartridge, the ink cartridge having an interface for engaging the ink refill unit, the
ink refill unit comprising:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate,

wherein the centre of the ink outlet is spaced from the transverse centre line.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for

replenishing the ink cartridge, the ink carlridge having an interface for engaging the ink refill, an ink
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storage compartment partially defined by a tubular flexible wall, and a constriction mechanism for
constricting the flexible mubular wall by a predetermined amount, the ink refill unit comprising:

a body confaining a quantity of ink; and

a docking portion for engaging the interface of the cariridge, the docking
portion having an ink outlet for conmection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided an inkjet printer, further comprising an ink refili unit for
replenishing the ink cartridge, the ink cartridge having an interface for engaging the ink refill unit, the
ink refill unit comprising:

a body containing a quantity of ink;

an ink outlet for engaging a complementary ink iniet in the interface; and

a spigot extending from the body for insertion in an aperture in the interface,
wherein the lateral cross section of the spigot is keyed fo the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing the ink cartridge, the ink refill unit comprising:

4 body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided an inkjet printer, further comprising:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data o the nozzles; )

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the cerresponding
contacts are biased into engagement during printing snd released from biased engagement when

installing or removing the printhead.

In 2 further aspect there is provided an inkjet printer, further comprising;
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a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein i the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
-are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided an inkjet printer, wherein the cartridge comprises:
at least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided an inkjet printer, further comprising a cradle for holding the ink
cartridge within the inkjet printer, the cartridge having a plurality of ink storage compartments, the
cradle comprising a plurality of interfaces respectively corresponding to the ink storage
compartments,

wherein each of the interfaces is configured to receive an ink refilf unit for repienishing the

corresponding ink storage compartment.

In a further aspect there is provided an inkjet printer, further comprising a printhead comprising:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition fechniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided an inkjet printer, further comprising a printhead comprising:
a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;
a plurality of ink feed conduits for establishing fluid communication with at least one ink storage

compartment; and
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& polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ¢jection nozzles are in fluid communication
with the ink feed conduits,

wherein polvmer sealing film is more than 25 microns thick.

In a sixteenth aspect the present invention provides an inkjet printer comprising;

a replaceable pagewidth printhead with an array of nozzles and printhead
contacts for transmitting power and print data to the nozzles; and,

corresponding contacts for supplying the power and print data to the
printhead contacts; and,

a selective biasing mechanism; such that,

the printhead contacts and the corresponding contacts are biased into
engagement during printing and released from biased engagement when

installing or removing the printhead.

Pagewidth inkjet printers will typically have many electrical contacts along its length for sending
power and contro! signals o the nozzles, For an effective electrical connection, the pressure on each
contact should be reasonably high, This pressure is often provided by an interference fit between the
printhead contact and the power/data contacts. However, if this pressure is multipfied by the number
of contacts along the pagewidth printhead, the force required to install the printhead could cause
damage. By configuring one set of the contacts to be movable, the printhead can be installed and
then the require contact pressure applied without risk of damage to the printhead.

In some embodiments, the printer has a cradle with 3 lid, and the printhead sits in the cradle during
use. Optionally, the lid moves the corresponding contacts into and out of biased engagement with the
printhead contacts. Optionally, the printhead is a pagewidth printhead and the printhead contacts
extend along its length. Optionaliy, the lid uses a lever mechanism to achieve the required pressure

between the contacts.

Optionally the inkjet printer further comprises a cradle with a lid, and the printhead sits in the cradle

during use.

Optionally the lid moves the corresponding contacts into and out of biased engagement with the

printhead contacts.
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Optionally the printhead is a pagewidth printhead and the printhead contacts extend along its length.

Optionally the 1id uses a lever mechanism to achieve the required pressure between the contacts.

In a further aspect there is provided an inkjet printer, further comprising a cartridge unit for an inkjet
printer, the cartridge unit comprising:

an ink storage comparfment and an ink feed system for connection to the printhead,
wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles.

Ir: a further aspect there is provided an inkjet printer, further comprising a refifl unit for refilling a
negatively pressurized ink storage compartment that supplies ink to the printhead, the ink storage
compartment having an interface for receiving the refill unit, the interface having an inlet valve
biased to its closed configuration, the refill unit comprising:

a body containing a quantity of ink;
engagemeant formations for releasably engaging the interface; and
an inlet valve actuator for opening the iniet valve as the refill unit engages the ink interface so that the

ink i the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for an ink
cartridge, the ink cartridge having a negatively pressurized ink storage compartment that supplies ink
to the printhead, and an interface for receiving the refill unit, the interface having a normally closed
inlet vaive and a normally open outief valve, both in fluid communication with the ink storage
compartment, the refill unit comprising:

a body containing a guantity of ink;

a docking portion having an ink outlet and valve actuator formations,

wherein during use, the docking portion releasably engages the interface to actuate the inlet and the
outlet valves so the cartridge fills with ink from the body because of the negative pressure in the ink

sforage compartment.

In a further aspect there is provided an inkjet printer, further comprising a refili unit for refilling a
negatively pressurized ink storage compartment that supplies ink fo the printhead via a normally open

outlet valve, the refill unit comprising:
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a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink ssorage

compariment,

In a further aspect there is provided an inijet printer, further comprising a refill unit for refilling an
ink storage compartment supplying the printhead, wherein during use, the ink storage compartment is
maintained at a negative pressure to avoid inadvertent ink leakage from the nozzles, the refill unit
comprising:

2 body containing a quantity of ink;
an ink outlet; and

a repressurizing arrangement,
wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compartment through the ink cutlet by the negative pressure until pressure
egualization, and
upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compariment to re-

establish the negative pressure,

In a further aspect there is provided an inkjet printer, further comprising an ink cartridge comprising:
an ink storage compartment having opposed wall sections connected by a flexible wall arrangement
o define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to the printhead,

wherein one of the opposed wall sections is displaceable and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzies.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling an
ink storage compartment with an interface for releasably engaging with the refill unit, the interface
having valves for controlling ink flows into, and out of, the storage compartment, the refill unit
comprising:

a body containing & quantity of ink;

an ink outlet; and
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valve actuators for actuating the valves when the refill unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence,

In a further aspect there is provided an inkjet printer, further comprising a refiil unit for refilling an
ink cartridge that forms part of the inkjet prinfer, the printer alse having control circuitry and an
interface for releasably engaging the refill unit, the refiil unit comprising:

a body containing a quantity of ink;

an ink outlef; and

amemory circuit for storing information relating to at least one characteristic of the ink,

wherein, during use, the memory circuit allows to the control circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided an inkjet printer, further comprising a printhead maintenance
assembly for the printhead, the printhead having a nozzie plate with an array of nozzles formed
therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an inkjet printer, further comprising:

a maintenance assembly for moving between a capped position whers the assembly covers
the array of nozzies, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing ar ink cartridge in the inkjet printer, the ink cartridge having ean interface for engaging
the ink refill unit, the ink refill unit comprising:

an ink storage compartment,

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connection fo an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate,

wherein the cenire of the ink outlet is spaced from the {ransverse centre line.
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In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing an ink cartridge in the inkjet printer, the ink cartridge having an interface for engaging
the ink refill, an ink storage compartment partially defined by a tubular flexible wall, and a
constriction mechanism for constricting the flexible tubular wall by a predetermined amount, the ink
refill unit comprising:

a body containing a quantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having an ink outfet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing an ink cartridge in the inkjet prinier, the ink cariridge having an interface for engaging
the ink refill unit, the ink refill unit comprising:

a body containing a quantity of ink;

an ink outlet for engaging & complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an sperture in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided an inkjet printer, further comprising an ink refili unit for
replenishing an ink cartridge in the inkjet printer, the ink refill unit comprising:

a body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator o provide a visual indication when a predetermined quantity ink has

fiowed from the refill unit into the cartridge.

In a further aspect there is provided an inkjet printer, further comprising:

an outer casing with a hingedly mounted panel for aceess its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradie having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the 1id and the hinge axis of the panel are parallel, and

the lid and the panel both open in the same direction.
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In a further aspect there is provided an inkjet printer, further comprising a cover member for
movement between open and closed positions,

wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved info engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided an inkjet printer, further comprising a cartridge comprising:
at jeast one ink storage compartmens;
an ink feed system for supplying ink from the or each ink compariment to a printhead; and

a maintenance station for engaging the printhead to perform: one or more mainienance functions.

In a further aspect there is provided an inkjet printer, further comprising a cradie for holding an ink
carfridge within the inkjet printer, the cartridge having a piurality of ink storage compartments, the
cradle comprising a plurality of interfaces respectively corresponding to the ink storage
compartments,

wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

In a further aspect there is provided an inkjet printer, wherein the printhead comprises:

a printhead integrated circuit formed on a wafer substrate using lithographicaily masked
etching and deposifion technigues;

an integrated circuit support structure for meunting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure,

In a further aspect there is provided an inkjet printer, wherein the printhead comprises:
a printhead integrated circuit having an array of ink ejection nozzles formed on a subsirate;
a plurality of ink feed conduits for establishing fluid communication with at least one ink storage

compartment; and
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a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the gjection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.

Int a seventeenth aspect the present invention provides an inkjet printer comprising:

a replaceabie pagewidth printhead with an array of nozzies and printhead
contacts for transmitting power and print data to the nozzles; and,

correspording contacts for supplying the power and print data to the
printhead contacts; and,

a cover member for movement between open and closed positons; wherein,

in the open position, the printhead can be instalied or removed, and the
cover member is in the closed position during printing; such that,

the printhead contacts and the corresponding contacts are moved into
engagement when the cover member is moved o the elosed position, and the
printhead contacts and the corresponding contacts disengage when the cover

member is moved to the open position.

By breaking the contacts prior to removal of the printhead, cradle contact wear is avoided. Wom
contacts can compromise the
power/data transmission to subsequently installed printheads. it also allows controlled voltage
application to the printhead. The contacts can be configured o be broken in a particular sequence,
In some embodiments, the cover member is a lid on a cradle in which the printhead sits
during use. Optionally, the lid moves the corresponding contacts into and out of biased engagement
with the printhead contacts. Optionaily, the printhead is a pagewidth printhead and the printhead
contacts extend along its length. Optionally, the lid uses a lever mechanism o disengage the

contacts.
Optionally the cover member is a lid on a cradle in which the printhead sits during use.

Opticnally the lid moves the corresponding contacts into and out of biased engagement with the

printhead contacts.

Optionally the printhead is 2 pagewidth printhead and the printhead contacts extend along its length.
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Optionally the iid vses a lever mechanism to disengage the contacts.

In a further aspect there is provided an inkjet printer, further comprising a cariridge unit for an inkiet
printer, the carfridge unit comprising:

an ink sforage compartment and an ink feed system for connection to the printhead,
wherein the ink storage compartment has a variable storage volume and a displaceablie wall section
biased to expand the variable storage velume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzies.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling a
negatively pressurized ink storage compartment that supplies ink fe the printhead, the ink storage
compartment having an interface for receiving the refill unit, the interface having an inlet valve
biased to ifs closed configuration, the refill uni¢ comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the interface; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in finid communication with the ink storage compartment.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for an ink
cartridge, the ink cartridge having a negatively pressurized ink storage compartment that supplies ink
fo the printhead, and an interface for receiving the refill unit, the interface having a normally closed
inlet valve and a normally open cutlet vaive, both in fluid communication with the ink storage
compartment, the refill unit comprising:

a body containing a quantity of ink;

a docking portion having, an ink outlet and valve actuator formations,

wherein during use, the docking portion releasably engages the interface fo actuate the inlet and the
outiet valves so the carridge fills with ink from the body because of the negative pressure in the ink

storage compartment.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling a
negatively pressurized ink storage compartment that supplies ink to the printhead via a normally open
outlet valve, the refill unit comprising:

a body containing a quantity of ink;
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engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compariment.

in a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling an
ink storage compartment supplying the printhead, wherein during use, the ink storage compartment is
maintained at & negative pressure to avoid inadvertent ink leakage from the nozzies, the refill unit
cormprising:

a body containing & quantity of ink;
an ink outlet; and

a repressurizing arrangement,
wherein upon engagement of the refill unit with the ink storage compartment, the repressurizing
arrangement causes part of the unit to be inwardly depressed as the ink from the body is drawn into
the ink storage compartment through the ink outlet by the negative pressure until pressure
egualization, and
upon subsequent disengagement of the refiil unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment fo re-

establish the negative pressure.

In a further aspect there is provided an inkjet printer, further comprising an ink cariridge comprising:
an ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for suppiving ink to the printhead,

wherein one of the opposed wall sections is displacezble and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling an
ink storage compartment with an interface for releasably engaging with the refill unit, the interface
having vaives for confrolling ink flows info, and out of, the storage compartment, the refilf unit
comprising:

a body containing a quantity of ink;

an ink outlet; and
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valve actuators for actuating the valves when the refill unit engages the interface, such that the valve

actpators actuate the valve in a predetermined sequence.

In a further aspect there is provided an inkjet printer, further comprising a refill unit for refilling an
ink cariridge that forms part of the inkjet printer, the printer also having control circuitry and an
interface for releasably engaging the refill unit, the refiil unit comprising:

a body containing a quantity of ink;

an ink outlet; and

a memory circuit for storing information relating to at least one characteristic of the ink,

wherein, during use, the memory circuit allows to the cantrol circuit to interrogate it to verify that the

ink in the refili unit is sunitable for the printer,

In & further aspect there is provided an inkjet printer, further comprising a printhead maintenance
assembly for the printhead, the printhead having a nozzie plate with an array of nozzles formed
therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzies when the printhead is not in use; and,

& cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided an inkjet printer, further comprising;:

a maintenance assembly for moving between a capped position where the assembly covers
the arrzy of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing an ink cartridge in the inkjet printer, the ink cartridge having an interface for engaging
the ink refill unit, the ink refill unit comprising:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connectior to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse cenire line of the base plate,

wherein the centre of the ink outlet is spaced from the fransverse centre line,
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In 2 further aspect there is provided an inkjet printer, further comprising an ink refil] unit for
replenishing an ink cartridge in the inkjet printer, the ink cartridge having an interface for engaging
the ink refill, an ink storage compartment partially defined by a tubular flexible wall, and a
constriction mechanism for constricting the flexible fubuiar wall by a predetermined amount, the ink
refill unit comprising:

a body containing a quantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing an ink cariridge in the inkjet printer, the ink cartridge having an interface for engaging
the ink refill unit, the ink refill unit comptising;

a body containing a quantity of ink;

an ink outlet for engaging a complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an aperture in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperiure {0 ensure

the ink refill is correctly matched to the cartridge.

In a further aspect there is provided an inkjet printer, further comprising an ink refill unit for
replenishing an ink cartridge in the inijet printer, the ink refill unit comprising:

a body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predeatermined guantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided an inkjet printer, further comprising:

an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the ¢radie having a
hingedly mounted 1id that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parailel, and

the lid and the panel both open in the same direction,
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In a further aspect there is provided an inkjet printer, further comprising a selective biasing
mechanism, such that the printhead contacts and the corresponding contacts are bigsed into
engagement during printing and released from biased engagement when installing or removing the

printhead.

Ir: & further aspect there is provided an inkjet printer, further comprising a cartridge comprising:
at least one ink storage compartment;
an ink feed system for supplying ink from the or each ink compartment to a printhead; and

a mainfenance station for engaging the printhead to perform one or more maintenance functions.

In & further aspect there is provided an inkjet printer, further comprising & cradle for holding an ink
cartridge within the inkiet printer, the cartridge having a plurality of ink storape compartments, the
cradle comprising a plurality of interfaces respectively corresponding to the ink storage
compartiments,

wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

in a further aspect there is provided an inkjet printer, wherein the printhead comprises:

a printhead integrated circuif formed on & wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuif supporf structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided an inkjet printer, wherein the printhead comprises:

a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compattment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sealing film is more than 25 microns thick.
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In an eighteenth aspect the present invention provides a cartridge for an inkjet printer, the cartridge
comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to a printhead; and,

a maintenance station for engaging the printhead to perform one or more maintenance fimctions.

In some embodiments, the printhead has an array of nozzles, and the maintenance station has a capper
for capping the array of nozzles and a cleaner for cleaning the printhead, the cleaner being positioned
between opposing sides of the capper. Opticenally, both the capper and the cleaner are independently
movable relative to the array of nozzles. Optionaliy, the cleaner wipes across the array of nozzles as
the maintenance assembly moves from

a capped position to an uncapped position. Optionally, the printhead is a pagewidth printhead, the
array of nozzles is ejongated

and the cleaner is likewise elongated; wherein the motorized drive wipes the cleaner longitudinally

across the nozzles,

Optionally the printhead has an array of nozzles, and the maintenance station has a capper for
capping the array of nozzles and a cleaner for cleaning the printhead, the cleaner being positioned

between opposing sides of the capper.

Optionally both the capper and the cleaner are independently movable relative to the array of nozzles.

Opticnally the cleaner wipes across the array of nozzles as the maintenance assembly moves from

a capped position to an uncapped position.

Optionally the printhead is a pagewidth printhead, the array of nozzles is elongated
and the cleaner {s likewise elongated; wherein,
a motorized drive actuates both the capper and the cleaner.
In a further aspect there is provided a cartridge, wherein:
the printhead has an array of ink ejection nozzles; and
the ink storage compartment has a variable storage volume and a displaceable wall section biased to
expand the variable storage volume to generate a negative pressure therein, such that ink does not

inadvertently leak from the ink ejection nozzles.
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In 2 further aspect there is provided a cartridge, wherein the ink storage compartment is arranged 1o
be negatively pressurized and to receive arefill unit for refilling the ink storage compartment, the ink
storage compartment having an interface for receiving the refill unit, the interface having an inlet
valve biased to its closed configuration, the refill unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the interface; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided a cartridge, wherein:

the ink storage compartment is arranged to be negatively pressurized;

the cartridge further comprises an interface for receiving a refill unit for refilling the ink storage
compartment, the interface having a normally closed inlet valve and a normally open outlet valve,
both in fluid communication with the ink storage compartment; and

the refill unit comprises a body contalning & quantity of ink and a docking portion having an ink
outiet and valve actuator formations; and

during use, the docking portion releasably engages the interface to actuate the inlet and the outlet
valves so the cartridge fills with ink from the body because of the negative pressure in the ink storage

compartment.

In a further aspect there is provided a cartridge, wherein the ink storage compartment is arranged to
be negatively pressurized and to receive a refill unit for refilling the ink storage compartment via a
normally open outlet valve, the refill unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the cutlet valve as the refill unit engages the ink storage

compartment.

In a further aspect there is provided a cartridge, whergin:

the ink storage compartment is arranged to receive a refill unit for refilling the ink storage
compartment;

the printhead has an array of nozzles, wherein during use, the ink storage compartment is maintained

at a negative pressure to avoid inadvertent ink leakage from the nozzles;
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the refill unit comprises a body containing a quantity of ink, an ink outlet and a repressurizing
arrangement;

upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure until pressure equalization; and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment o re-

establish the negative pressure.

In a further aspect there is provided a cartridge, wherein:

the ink storage compartment has opposed wall sections connected by a flexible wall arrangement to
define a variable ink storage volume;

the printhead has an array of nozzles; and

one of the opposed wall sections is displaceable and biased to expand the variable ink storage volume
to create a negative pressure in the ink storage compartment for avoiding inadvertent ink leakage

from the nozzles.

In a further aspect there is provided & cartridge, wherein:

the ink storage compartment has an interface for releasably engaging with a refill unit for refilling the
ink storage compartment, the interface having valves for controlling ink flows into, and out of, the
storage compartment; and

the refill unit comprises a body containing a quantity of ink, an ink outlet and valve actuators for
actuating the vaives when the refill unit engages the interface, such that the valve actuators actuate

the valve in a predetermined sequence.

In & further aspect there is provided a cartridge, wherein:

the cartridge is arranged to form part of the inkjet printer and to receive a refill unit for refilling the
cartridge;

the printer has the printhead, control circuitry and an interface for releasably engaging the refill unit;
and

the refill unif comprises a bedy containing a quantity of ink, an ink outlet and a memory circuit for
storing information relating to at least one characteristic of the ink, wherein, during vse, the memory
circuit allows to the control circuit to interrogate it to verify that the ink in the refill unit is suitable for

the printer.
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In a further aspect there is provided a cartridge incorporating a printhead maintenance assembly for
the printhead, wherein:
the printhead has a nozzle plate with an array of nozzles formed therein; and
the printhead maintenance assembly comprises:
a capper to cover the array of nozzles when the printhead is not in use; and,
a cleaner for engaging the nozzie plate and wiping across the nozzles, the cleaner

being positioned between opposing sides of the capper.

In a further aspect there is provided a cartridge, wherein the inkjet printer comprises:

the printhead which has an array of nozzies;

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In 2 further aspect there is provided a cartridge, further comprising an interface for engaging an ink
refill unit for replenishing the cartridge, wherein the ink refill unit comprises:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge, the docking portion having 2
base plate with an ink outlet for connection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate, the centre of the ink outlet

being spaced from the transverse centre line.

In a further aspect there is provided a cartridge, further comprising an interface for engaging an ink
refill unit for replenishing the cartridge, wherein:

the ink storage compartment is partially defined by a tubular flexible wall;

the cartridge further comprises a constriction mechanism for constricting the flexible tubular wall by
a predetermined amount; and

the ink refill unit comprises a body containing a quantity of ink and a docking portion for engaging
the interface of the cartridge, the docking portion having an ink outlet for connection to an inlet port

on the interface, and a plurality of constriction actuators for actuating the constriction mechanism as
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the ink refill unit engages the interface and releases the constriction mechanism as the ink refill unit

disengages the interface.

In a further aspect there is provided a cartridge, further comprises an interface for engaging an ink
refill unit for replenishing the cartridge, the ink refill unit comprising:

a body containing a quantity of ink;

an ink outlet for engaging a complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an aperture in the interface,
wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to ensure
the ink refill is correctly matched to the cartridge.

In a further aspect there is provided a cartridge arranged to receive an ink refiil unit for replenishing
the cartridge, the ink refill unit comprising:

& body containing ink;

an ink outlet for engaging a compiementary ink iniet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a cartridge, whersin the inljet printer comprises:

an outer casing with a hingedly mounted panel for access ifs interior; and

a cradie housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens o allow the ink cariridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are paraliel, and

the lid and the panel both open in the same direction.

Ins & further aspect there is provided a cartridge, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transtitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

instailing or removing the printhead.

In a further aspect there is provided a cartridge, wherein the inkjet printer comprises:
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a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmiiting power and print data to the nozzles,

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions,
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member s moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided a cariridge incorporated in a cradle for holding the cartridge
within the inkjet printer, wherein: _

the cariridge has a plurality of the ink storage compartments;

the cradle comprises a plurality of interfaces respectively corresponding to the ink storage
compariments; and

each of the interfaces is configured to receive an ink refill unit for replenishing the corresponding ink

storage compartment,

In a further aspect there is provided a cartridge, wherein the printhead comprises:

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed pat;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.

In a further aspect there is provided a cartridge, wherein the printhead comprises:

a printhead integrated circuit having an array of ink ejection nozzies formed on a substrate;

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluld communication
with the ink feed conduits,

wherein polymer sealing fili: is more than 25 microns thick.
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in a nineteenth aspect the present invention provides a cradle for holding an ink cartridge within an
inkjet printer, the
cariridge having a plurality of ink storage compariments, the cradle
comprising:
a plurality of interfaces respectively corresponding to the ink storage
compariments; wherein,
each of the interfaces is configured to receive an ink refill unit for

teplenishing the corresponding ink storage compartment.

A cradle with multiple refil] interfaces allows each color of ink to be refilied simultaneously if
necessary. It also allows the interface to be keyed to receive only the correctly colored refill. A
single interface that docks with all refills, and relies on the user to direct the ink to a correct storage
compariment, has increased risk of contaminating one color with another.

In some embodiments,the plurality of interfaces are formed adjacent each other in one panel
of the cradle. Optionally, the panel is a lid that opens to allow the cartridge to be inserted
into the cradle, and closes such that the plurality of interfaces is
overlaid on the corresponding ink storage compartments. Optionally, each of the interfaces are keyed
to only receive the ink refill that
is appropriate for the ink storage compartment corresponding to that
interface. Optionally the lid bas five interfaces, one for cyan, magenta, vellow, black and infra red

inks respectively.

Optionally the plurality of interfaces are formed adjacent each other in one panel
of the cradle.

Optionally the panel is a lid that opens to allow the cariridge to be inserted
into the cradle, and closes such that the plurality of interfaces is

overlaid on the corresponding ink storage compartments.
Optionally each of the interfaces are keyed to only receive the ink refill that

is appropriate for the ink storage compartment corresponding to that

interface,
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Optionally the lid has five interfaces, one for cyan, magenta, yellow, black and infra red inks

respectively.

in a further aspect there is provided a cradle, wherein:

the cartridge has an ink feed system for connection to 2 printhead assembly with an array of ink
gjection nozzles; and

the ink storage compartment has a variable storage vohime and a displaceable wall section biased to
expand the variable storage volume to generate a negative pressure therein, such that ink does not

inadvertently leak from the ink ejection nozzles.

In a further aspect there is provided a cradle, wherein:
the ink storage compartment is negatively pressurized and supplies ink to a printhead assembly;
the ink storage compartment has an interface for receiving the refil! unit, the interface having an inlet
valve biased to its closed configuration; and
the refill unit comprises:
a body containing a quantity of ink;
engagement formations for releasably engaging the interface; and
an inlet valve actuator for opening the iniet valve ag the refili unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided a cradle, wherein:

the ink storage compartment is negatively pressurized and supplies ink to a printhead assembtly;

the cariridge comprises an interface for receiving the refill unit, the interface having a normally
closed inlet valve and a normally open outlet valve, both in fluid communication with the ink storage
compartment;

the refill unit comprises a body containing a quantity of ink and a docking portion having an ink
outlet and valve actuator formations; and

during use, the docking portion releasably engages the interface to actuate the inlet and the outlet
valves so the cartridge fills with ink from the bedy because of the negative pressure in the ink storage

compartment.

In a further aspect there is provided a cradle, wherein:
the ink storage compartment is negatively pressurized and supplies ink to a printhead assembly,

the refill unit refills the ink storage compartment via a normally open outlet valve and comprises:
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a body containing a quantity of ink;
engagerment formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compartment.

In a further aspect there is provided 2 cradie, wherein;

the ink storage compariment supplies a printhead assembly with an array of nozzles, wherein during
use, the ink starage compartment is maintained at a negative pressure to avoid inadvertent ink leakage
from the nozzles;

the refill unit comprises a body containing a quantity of ink, an ink outlet, and a repressurizing
arrangement;

upon engagement of the refill uni{ with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure until pressure equalization; and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

In a further aspect there is provided a cradle, wherein:

the ink storage compartment has opposed wall sections connected by a fiexible wall arrangement fo
define a variable ink storage volume;

the cartridge comprises an ink feed system for supplying for supplying ink to a printhead with an
array of nozzles; and

one of the opposed wall sections is displaceable and biased to expand the variable ink storage volume
to ¢reate a negative pressure in the ink storage compartment for avoiding inadvertent ink leakage

from the nozzles.

In a further aspect there is provided a cradle, wherein:

the ink storage compartment has an interface for releasably engaging with the refil} unit, the interface
having valves for controlling ink flows into, and out of, the storage compartment; and

the refiil unit comprises 2 body containing a quantity of ink, an ink outlet, and valve actuators for
actuating the valves when the refill unit engages the interface, such that the valve actuators actuate

the valve in a predetermined sequence.
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In a forther aspect there is provided a cradle, wherein:

the cartridge that forms part of the inkjet printer;

the printer has a printhead, control circuitry and an interface for releasably engaging the refill unit;

the refill unit comprises a body centaining a quantity of ink, an ink outlet, and & memory circuit for
storing information relating to at least one characteristic of the ink; and

during use, the memory circuit allows to the conirol circuit to interrogate it to verify that the ink in

the refill unit is suitable for the printer.

In a further aspect there is provided a cradle, further comprising a printhead maintenance assembly
for an inkjet printhead, the printhead having a nozzle plate with an array of nozzles formed therein,
the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided a cradle, wherein the inkjet printer comprises:

a printhead with an array of nozzies;

a maintenance assembly for moving between 2 capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

amotorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a cradle, wherein:
the cartridge has an interface for engaging the ink refill unit; and
the ink refill unit comprises:
an ink storage compartment;
a docking portion for engaging the interface of the cariridge, the docking portion having a base plate
with an ink outlet for connection to an inlet port on the interface; and
engagement formations for releasably engaging the interface, the engagement formations being
formed on the transverse centre Jine of the base plate, the centre of the ink outlet being spaced from

the transverse centre line.

In a further aspect there is provided a cradle, wherein:
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the cartridge has an interface for engaging the ink refil} unit, an ink storage compartment partially
defined by a tubular flexible wall, and a constriction mechanism for constricting the flexible tubular
wall by a predetermined amount; and

the ink refil} unit comprises a body containing & quantity of ink and a docking portion for engaging
the interface of the cartridge, the docking portion having an ink outlet for connection to an inlet port
on the interface, and a plurality of constriction actuators for actuating the constriction mechanism as
the ink refill unit engages the interface and releases the constriction mechanism as the ink refill unit

disengages the interface,

In a further aspect there is provided a cradie, wherein:
the cariridge has an interface for engaging the ink refill unit; and
the ink refill unit comprises:

a body containing a quantity of ink;
an ink outlet for engaging a complementary ink inlet in the interface; and a spigot extending
from the body for insertion in an aperture in the interface, the lateral cross section of the spigot being
keyed to the shape defined by the aperture to ensure the ink refill is correctly matched to the
cartridge.

In a further aspect there is provided a cradle, wherein the ink refill unit comprises:
a body containing ink;
an ink outlet for engaging a complementary ini inlet in the cartridge; and
& visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a firther aspect there is provided a cradle, wherein the inkjet printer comprises:

an outer casing with a hingedly mounted pane! for access ifs interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradie having a
hingediy mounted lid that opens to allow the ink cartridge to be ingerted and removed,
wherein the hinge axis of the !id and the hinge axis of the panel are paraliel, and

the Hid and the panel both open in the same direction.

In 2 further aspect there is provided a cradle, wherein the inkjet printer comprises:
a replaceable pagewidth printhead with an array of nozzles and printhead contacts for

transmitting power and print data to the nozzles;
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corresponding contacts for supplying the power and print data to the printhead contacts; and
a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased info engagement during printing and released from biased engagement when

installing or removing the printhead.

In & further aspect there is provided a cradle, wherein the inkjet printer comprises:

a replaceable pagewidth printhead with an arvay of nozzies and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a cover member for movement between open and closed positions, and
wherein in the open positicns, the printhead can be instalied or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corrésponding contacts
are moved info engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided a cradle, wherein the cartridge comprises:
an ink feed systers for supplying ink from each ink compartment to a printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.

In & further aspect there is provided a cradle, wherein the printer has & printhead comprising;

a printhead integrated circuit formed on a wafer substrate using lithographically masked
etching and deposition techniques;

an integrated circuit support structure for mouniing In the printer adjacent a media feed path;
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated circuit for fixing the printhead integrated circuit to the integrated cireuit support structure,

Ir: a further aspect there is provided a cradle, wherein the inkjet printer has a printhead comprising;
a printhead integrated circuit having an array of ink ejection nozzles formed on a substrate;
a plurality of ink feed conduits for establishing fluid communication with at least one ink storage

compariment; and
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a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the gjection nozzles are in fluid communication
with the ink feed conduits,

wherein polymer sezling film is more than 25 microns thick.

In a twentieth aspect the present invention provides a printhead for an inkjet printer, the printhead
comprising:

a printhead integrated circuit formed on a wafer substrate using lithographicaily masked
etching and deposition techniques;

an integrated circuit support structure for mounting in the printer adjacent a media feed path;
and,

a polymer sealing film between the integrated circuit support structure and the printhead
integrated circuit for fixing the printhead integrated circuit to the integrated circuit support structure.
To feed ink to the individual nozzles on the printhead integrated circuit (IC), i is often convenient to
etch channels in the reverse side of the silicon wafer substrate. These channels need 1o be sealed and
2 polymer sealing film can provide an adequate seal as well as a means to secure the IC to a support
structure. However, if the surface of the support structure is uneven, the seal provided by the
polymer film can be compromised. The surface that the 1C is secured to, is typically uneven because
of more ink feed channels that deliver ink to the channels in the IC. As the film seals across the open
channels in the support, it can also bulge or sag into them. The section of film that sags into a
support structure channel runs across several of the eiched channels in the printhead IC. The sagging
may cause a gap between the walls separating each of the eiched channeis. Obviously, this breaches
the seal and allows ink to leak out of the printhead IC and or between etched channels. To guard
against this, the polymer sealing film should be thick enough to account for any sagging into the
support structure channels while maintaining the seal over the etched channels in the IC,

The minimum thickness of the polymer sealing film will depend on a number of factors to be
discussed in detail with reference to the preferred embodiments. However, the Applicant’s analysis
and testing has shown that a polymer sealing film thickness of 25 microns is adequate for the
printhead IC’s formed using lithographically masked etching and deposition techniques. Increasing
the thickness to 50, 100 or even 200 microns will correspondingly increase the reliability of the seal
provided.

In some embodiments, the polymer sealing film is more than 25 microns thick, Opticnally,
the polymer sealing fiim is more than 50 microns thick. Optionally, the polymer sealing film is more

than 100 microns thick. Optionally, the polymer sealing film is about 200 microns thick.
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Optionally the polymer sealing film is more than 25 microns thick.
Optionally the polymer sealing film is more than 50 microns thick.
Optionally the polymer sealing film is more than 160 microns thick.
Optionally the polymer sealing film is about 200 microns thick.
In a further aspect there is provided a printhead incorporated in a cartridge unit for an inkjet printer,
the cartridge unit comprising:

an ink storage compartment and an ink feed system for connection to the printhead, the
printhead having an array of ink ejection nozzies,
wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negative pressure therein, such that ink

does not inadvertently leak from the ink ejection nozzles.

I a further aspect there is provided a printhead arranged to be supplied with ink by a negatively
pressurized ink storage compartment, the ink storage compartment having an interface for receiving a
refill undt for refilling the ink, the interface having an inlet valve biased to its ¢losed configuration,
wherein the refill unit comprises:

a body containing a quantity of ink;
engagement formations for releasably engaging the intetface; and
an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment,

In & further aspect there is provided a printhead incorporated in an ink cartridge having 2 negatively
pressurized ink storage compartment that supplies ink to the printhead, and an interface for receiving
a refill unit for refilling the ink, the interface having a normally closed inlet valve and a normally
open outlet valve, both in fluid communication with the ink storage compartment, wherein the refill
unit comprises:

& body containing a guantity of ink; and

a docking portion having an ink outlet and valve actuator formations, and

wherein during use, the docking portion releasably engages the interface to actuate the inlet and the
outlet valves so the cartridge fills with ink from the body because of the negative pressure in the ink

storage compartment.
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In a further aspect there is provided a printhead arranged to be supplied with ink by & negatively
pressurized ink storage compartment which is arranged to be refilled by a refili unit via a normally
open outlet valve, the refill unit comprising:

4 body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage

compartment.

In a further aspect there is provided a printhead arranged to be supplied with ink by an ink storage
compartment which is arranged to be refilled by a refill unit, wherein:

the printhead has an array of nozzles;

during use, the ink storage compartment is mainfained at a negative pressure to avoid inadvertent ink
leakage from the nozzles;

the refill unit comprises a body containing 2 quantity of ink, an ink outlet and a repressurizing
arrangement;

upon engagement of the refilf unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink outlet by the negative pressure until pressure equalization; and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement rejeases the inwardly depressed part of the ink storage compartment to re-

establish the negative pressure.

In & further aspect there is provided a printhead incorporated in an ink cartridge for an inkjet printer,
the cariridge comprising:

an ink storage compartment having opposed wall sections connected by a flexible wail arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to the printhead which has an array of nozzles,
wherein one of the opposed wall sections is displaceabie and biased to expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided a printhead arranged to be supplied with ink by an ink storage

compartment having an interface for releasably engaging with a refill unit for refilling the ink, the
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interface having valves for controlling ink flows into, and out of, the storage compartment, wherein
the refill unit comprises:
a body containing a quantity of ink;
an ink outlet; and
valve actuators for actuating the valves when the refill unit engages the interface, such that the valve

actuators actuate the valve in a predetermined sequence.

In a further aspect there is provided a printhead incorporated in an ink cartridge that forms part of an
inkjet printer, the printer having control circuitry and an interface for releasably engaging a refill unit
for refilling the ink cartridge, wherein the refill unit comprises:

2 body containing & quantity of ink;

an ink outlet; and

a memory cireuit for storing information relating to at least one characteristic of the ink, and
thfein, during use, the memory circuit allows to the control circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided a printhead, further comprising:

a nozzle plate with an array of nozzles formed therein; and

a printhead maintenance assembly comprising a capper to cover the arréy of nozzles when the
printhead is not in use and a cleaner for engaging the nozzie plate and wiping across the nozzies,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided a printhead, further comprising an array of nozzles, the printhead
being incorporated in an inkjet printer comprising:

a mzintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzles; and

a motorized drive for moving the maintenance assembly between the capped

position and the uncapped position.

In a further aspect there is provided a printhead incorpoi’ated in an ink cartridge in an inkiet printer,
the ink cariridge having an inierface for engaging an ink refill unit for replenishing the cartridge,
wherein the ink refill unit comprises:

an ink storage compartment;
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a docking portion for engaging the interface of the cartridge, the docking portion having a
base plate with an ink outlet for connection to an inlef port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate, the centre of the ink outlet

being spaced from the transverse centre line.

In a further aspect there is provided a printhead incorporated in an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging an ink refill for replenishing the cartridge, an ink
storage compartment partially defined by a tubular flexible wall, and a constriction mechanism for
constricting the flexibie tubular wall by a predetermined amount, wherein the ink refill unit
comprises:

a body containing a quantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refil! unit engages the

interface and releases the constriction mechanism as the ink refill unit disengages the inierface,

In a further aspect there is provided a printhead incorporated in an ink cartridge in an inkjet printer,
the ink cartridge having an interface for engaging an ink refill unit for replenishing the cartridge,
wherein the ink refil unit comprises:
a body containing 2 quantity of ink;
an ink outlet for engaging a complementary ink inlet in the interface; and
~aspigot extending from the body for insertion in an aperture in the interface, the lateral cross
section of the spigot being keyed to the shape defined by the aperture to ensure the ink refill is

correctly matched to the cartridge.

In a further aspect there is provided z printhead incorporated in an ink cartridge in an inkjet printer,
the ink cariridge being arranged to be replenished by an ink refiil unit, the ink refill unit comprising:
a body containing ink;
an ink outlet for engaging a complementary ink inlet in the cartridge; and
a visual indicator to provide a visual indication when a predetermined quantity ink has

flowed from the refill unit into the cartridge.

In a further aspect there is provided a printhead incorporated in an inkjet printer comprising:
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an outer casing with a hingedly mounted panel for access its interior; and

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted Iid that opens to allow the ink cartridge to be inserted and removed,
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the fid and the panel both open in the same direction.

In a further aspect there is provided a printhead arranged as a replaceable pagewidth printhead of an
inkjet printer and to have an array of nozzles and printhead contacts for transmitiing power and print
data to the nozzles, wherein the printer comprises:
corresponding contacts for supplying the power and print data to the printhead contacts; and
& selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

instailing or removing the printhead,

In a further aspect there is provided a printhead arranged as a replaceable pagewidth printhead of an
inkjet printer and to have ar array of nozzles and printhead contacts for transmitting power and print
data to the nozzles, wherein the printer comprises:
corresponding contacts for supplying the power and print dats to the printhead contacts; and
a cover member for movement between open and closed positions, and
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided a printhead incorporated in a cartridge for an inkjet printer, the
cartridge comprising:

at least one ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to the printhead; and

& maintenance station for engaging the printhead to perform one or more maintenance functions.

In a further aspect there is provided a printhead incorporated in a cradle for holding an ink cartridge
within an inkjet printer, the cartridge having a plurality of ink storage compartments, the cradle

comprising a plurality of interfaces respectively corresponding to the ink storage compartments,
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wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding ink storage compartment.

I a further aspect there is provided a printhead for an inkjet printer, wherein the printhead integrated
circuit has an array of ink ejection nozzles formed on a substrate, the printhead further comprising:

a plurality of ink feed conduits for establishing fluid communication with at least one ink storage
compartment; and

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the ejection nozzles are in fluid communication

with the ink feed conduits, polymer sealing film being more than 25 microns thick.

In 2 twenty first aspect the present invention proﬁides a printhead for an inkjet printer, the printhead
comprising:

a printhead integrated circuit having an array of ink ejection nozzles formed on a subsirate;

a plurality of ink feed conduits for establishing fluid communication with at ieast one ink
storage compartment; and,

a polymer sealing film between the ink feed conduits and the printhead integrated circuits, the
polymer film having an array of apertures such that the gjection nozzles are in fluid communication
with the ink feed conduits; wherein,

the polymer sealing film is more than 25 microns thick,

To feed ink to the individual nozzles on the printhead integrated circuit (IC), it is often convenient to
etch channels in the reverse side of the silicon wafer substrate. These channels need to be sealed and
a polymer sealing fiim can provide an adeguate seal as well as a means to secure the FC to a support
structure. However, if the surface of the support structure is uneven, the seal provided by the
polymer fitm can be compromised. The surface that the 1C is secured to, is typically uneven because
of more ink feed channels that deliver ink to the channels in the IC. As the film seals across the open
channels in the support, it can also bulge or sag into them. The section of film that sags into
suppert structure channel runs across several of the etched channels in the printhead IC. The sagging
may cause & gap between the walls separating each of the etched channels. Obviously, this breaches
the seal and allows ink to leak out of the printhead IC and or between etched channels. To guard
against this, the polymer sealing film should be thick enough to account for any sagging into the
support structure channels while maintaining the seal over the eiched channels in the IC,

The minimum thickness of the polymer sealing film will depend on a number of factors to be

discussed in detail with reference {o the preferred embodiments. However, the Applicant’s analysis
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and testing has shown that a polymer sealing film thickness of 25 micrens is adequate for the
printhead 1C’s formed using lithographically masked etching and deposition technigues. Increasing
the thickness to 50, 100 or even 200 microns will c.orrespondingly increase the reliability of the seal
provided.

In some embodiments the array of apertures is an array of laser drilled holes in registration
with respective ends of the ink feed conduits. Optionally, the polymer sealing film is a laminate with
ar: adhesive fayer on both sides of a thermoplastic film. Optionally, the thermoplastic film is a PET
or polysulphone. Optionally, the polymer sealing film is more than 150 microns thick. Optionally,
the ink feed conduits are formed in a liquid crystal polymer micro molding.

Optionally the array of apertures is an array of laser drilled holes in registration with respective ends
of the ink feed conduits.

Optionally the polymer sezling film is a laminate with an adhesive layer on both sides of a
thermoplastic film.

Optionally the thermopiastic film is a PET or polysulphone,

Optionally the ink feed conduits are formed in a liquid erystal polymer micro moiding,

In a further aspect there is provided a printhead incorporaied in a cartridge unit for the inkjet printer,
the cartridge unit comprising the ink storage compartment and an ink feed system for connection to
the printhead, |

wherein the ink storage compartment has a variable storage volume and a displaceable wall section
biased to expand the variable storage volume to generate a negétive pressure therein, such that ink

does not inadvertently leak from the ink gjection nozzles.

In a further aspect there is provided a printhead arranged to be supplied with ink by a negatively
pressurized ink storage compartment, the ink storage compartment having an interface for receiving a
refil! unit for refilling the ink, the interface having an inlet valve biased to its closed configuration,
wherein the refill unit comprises:

a body containing a guaniity of ink;
engagement formations for releasably engaging the interface; and
an iniet valve actuator for epening the inlet valve as the refill unit engages the ink interface so that the

ink in the body is in fluid communication with the ink storage compartment.

In a further aspect there is provided a printhead incorporated in an ink cartridge having a negatively
pressurized ink storage compartment that supplies ink to the printhead, and an interface for receiving

a refill unit for refilling the ink, the interface having a normally closed inlet valve and a normally
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open outlet valve, both in fluid communication with the ink storage compartment, wherein the refill
unit comprises: '

a body containing a quantity of ink; and

a docking portion having an ink cutiet and valve actuator formations, and

wherein during use, the docking portion releasably engages the interface to actuate the iniet and the
outlet valves so the {:értridge fills with ink from the body because of the negative pressure in the ink

storage compartment.

in a further aspect there is provided a printhead arranged to be supplied with ink by 4 negatively
pressurized ink storage compartment which is arranged to be refilled by a refill unit via a normally
open outlet vaive, the refill unit comprising:

a body containing a quantity of ink;
engagement formations for releasably engaging the ink storage compartment; and
an outiet vaive actuator for closing the outlet vaive as the refill unit engages the ink storage

compartment.

In a further aspect there is provided a printhead, wherein:

the ink storage compartment is arranged to be refilled by a refill unit;

during use, the ink storage compartment is maintained at a negative pressure to avoid inadvertent ink
leakage from the nozzies;

the refill unit comprises a body containing & quantity of ink, an ink outlet and a repressurizing
arrangement;

upon engagement of the refill unit with the ink storage compartment, the repressurizing arrangement
causes part of the unit to be inwardly depressed as the ink from the body is drawn into the ink storage
compartment through the ink cutlet by the negative pressure uniil pressure equalization; and

upon subsequent disengagement of the refill unit from the ink storage compartment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment fo re-

establish the negative pressure.

In a further aspect there is provided a printhead incorporated in an ink cartridge for the inkjet printer,
the cartridge comprising:

the ink storage compartment having opposed wall sections connected by a flexible wall arrangement
to define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to the printhead which has an array of nozzles,
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wherein one of the opposed wall sections is displaceable and biased 10 expand the variable ink
storage volume to create a negative pressure in the ink storage compartment for avoiding inadvertent

ink leakage from the nozzles.

In a further aspect there is provided & printhead, wherein:

the ink storage compartment has an interface for releasably engaging with a refill unit for refilling the
ink, the interface having valves for controlling ink flows into, and out of, the storage compartment;
and

the refill unit comprises a body containing a quantity of ink, an ink outlet and valve actuators for
actuating the valves when the refill unit engages the interface, such that the valve actuators actuate

the valve in a predetermined sequence.

In a further aspect there is provided a printhead incorporated in an ink cartridge that forms part of the
inkjet printer, the printer having contro! circuitry and an interface for releasably engaging a refill unit
for refilling the ink cartridge, wherein the refill unit comprises:

a body containing a quantity of ink;

an ink outlet; and

a memory circuit for storing information relating to at least one characteristic of the ink, and
wherein, during use, the memory circuit aliows to the contro} circuit to interrogate it to verify that the

ink in the refill unit is suitable for the printer.

In a further aspect there is provided a printhead, further comprising:

a nozzle plate with the array of nozzles formed therein; and

a printhead maintenance assembly comprising a capper t¢ cover the array of nozzles when the
printhead is not in use and a cleaner for engaging the nozzle plate and wiping across the nozzles,

wherein the cleaner is positioned between opposing sides of the capper.

In a further aspect there is provided a printhead, wherein the inkjet printer comprises:

a maintenance assembly for moving between a capped position where the assembly covers
the array of nozzles, and an uncapped position spaced from the array of nozzies; and

amotorized drive for moving the maintenance assembly between the capped

position and the uncapped position.
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In 2 further aspect there is provided a printhead incorporated in an ink cartridge in the inkjet printer,
the ink cartridge having an interface for engaging an ink refil! unit for repienishing the cartridge,
wherein the ink refill unit comprises:

an ink storage compartment;

a docking portion for engaging the interface of the cartridge. the docking portion having a
base plate with an ink outlet for connection to an inlet port on the interface; and

engagement formations for releasably engaging the interface, the engagement
formations being formed on the transverse centre line of the base plate, the centre of the ink outlet

being spaced from the transverse centre line.

In a further aspect there is provided a printhead incorporated in an ink cartridge in the inkjet printer,
the ink cartridge having an interface for engaging an ink refill for replenishing the cariridge, the ink
storage compartment which is partially defined by a tubular flexible wall, and a constriction
mechanism for constricting the flexible tubular wall by a predetermined amount, wherein the ink
refili unit comprises:

a body containing a quantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having an ink outlet for connection to an inlet port on the interface, and a plurality of
consiriction actuators for actuating the constriction mechanism as the ink refill unit engages the

interface and rejeases the constriction mechanism as the ink refill unit disengages the interface.

In a further aspect there is provided a printhead incorporated in an ink cartridge in the inkjet printer,
the ink cartridge having an interface for engaging an ink refill unit for replenishing the cartridge,
wherein the ink refill unit comprises:

a body containing a guantity of ink;

an ink outlet for engaging a complementary ink inlet in the interface; and

a spigot extending from the body for insertion in an aperfure in the interface, the lateral cross
section of the spigot being keyed to the shape defined by the aperture to ensure the ink refill is
correctly matched to the cartridge.

In a further aspect there is provided z printhead incorporated in an ink cartridge in the inkjet printer,
the ink cariridge being arranged to be replenished by an ink refill unit, the ink refill unit comprising:
a body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and
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a visual indicator to provide a visual indication when a predetermined guantity ink has

flowed from the refil] unit into the cartridge,

In a further aspect there is provided a printhead, wherein the inkiet printer comprises:
an outer casing with a hingedly mounted panel for access its interior; and
- acradle housed within the outer casing for supporting an ink cartridge, the cradie having a
hingediy mounted lid that opens to allow the ink cartridge to be inseried and removed, "
wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

wherein the lid and the panel both open in the same direction.

in a further aspect there is provided a printhead arranged as a replaceable pagewidth printhead of the
inkjet printer and to have printhead contacts for transmitting power and print data to the nozzles,
wherein the printer comprises:
corresponding contacts for supplying the power and print data to the printhead contacts; and
a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

instaliing or removing the printhead.

In a further aspect there is provided a printhead arranged as a replaceable pagewidth printhead of the
inkjet printer and to have printhead contacts for fransmitting power and print data to the nozzles,
wherein the printer comprises:
corresponding contacts for supplying the power and print data to the printhead contacts; and
a cover member for movemens between open and closed positions, and
wherein in the open positions, the printhead can be installed or removed, and the cover member is in
the closed positions during printing, such that the printhead contacts and the corresponding contacts
are moved into engagement when the cover member is moved to the closed positions, and the
printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.

In a further aspect there is provided a printhead incorporated in a carfridge for the inkjet printer, the
cartridge comprising:

at least one of ink storage compartment;

an ink feed system for supplying ink from the or each ink compartment to the printhead; and

a maintenance station for engaging the printhead to perform one or more maintenance functions.
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In a further aspect there is provided a printhead incorporated in a cradle for holding an ink cartridge
within the inijet printer, the cartridge having & plurality of the ink storage compartments, the cradle
comprising a plurality of interfaces respectively corresponding to the ink storage compartments,
wherein each of the interfaces is configured to receive an ink refill unit for replenishing the

corresponding Ink storage compartment.

In a further aspect there is provided a printhead, wherein the printhead integrated circuit is formed on
a waler substrate using lithographically masked etching and deposition technigues, the printhead
further comprising:

an integrated circuit support structure for mounting in the printer adjacent a media feed path:
and

a polymer sealing film between the integrated circuit support structure and the printhead

integrated cireuit for fixing the printhead integrated circuit to the integrated ¢ircuit support structure.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will now be described by way of example only, with reference to the preferred
embodiments shown in the accompanying figures, in which:

Fig. | shows a front perspective view of a printer with paper in the input fray and the
collection tray extended;

Fig. 2 shows the printer unit of Fig. 1 (without paper in the input tray and with the collection
iray retracted) with the casing open to expose the interior;

Fig. 3 shows a schematic of document data flow in a prinfing system according to one
embodiment of the present invention;

Fig. 4 shows a more detailed schematic showing an architecture used in the printing system
of Fig. 3;

Fig. 5 shows a biock diagram of an embodiment of the contral electronics as used in the
prinfing system of Fig. 3;

Fig. 6 shows a perspective view of a cradle unit with open cover assembly and cartridge unit
removed therefrom;

Fig. 7 shows the cradle unit of Fig. & with the cover assembly in its closed position;

Fig. 8 shows a front perspective view of the cartridge unit of Fig. 6;

Fig. 9 shows an exploded perspective view of the cartridge unit of Fig. 8;
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Fig. 10 shows an exploded front perspective view of the main body of the cartridge unit
shown in Fig. %;

Tig. 11 shows a bottom perspective view of the ink storage module assembly that locates in
the main body shown in Fig. 9;

Fig. 12 shaws an exploded perspective view of one of the ink storage modules shown in Fig
1i;

Fig. 13 shows a bottom perspective view of an ink storage module shown in Fig. 12;

Fig. 14 shows a top perspective view of an ink storage module shown in Fig, 12,

Fig. 15 shows a top perspective view of the printhead assembly shown in Fig. 9;
Fi

g. 16 shows an expioded view of the printhead assembly shown in Fig. 15;

Tig. 17 shows an inverted exploded view of the printhead assembly shown in Fig, 15;

Fig. 18 shows a cross-sectional end view of the printhead assembly of Fig. 15;

Fig. 19 shows a magnified partial perspective view of the drop triangle end of a printhead
integrated circuit module as shown in Figs. 16 o 18;

Fig. 20 shows a magnified perspective view of the join between two printhead integrated
circuilt modules shown in Figs. 16 o 19;

Fig. 21 shows an underside view of the printhead integrated circuit shown in Fig, 19;

Fig. 22A shows a transparent top view of a printhead assembly of Fig.15 showing in
particuiar, the ink conduits for supplying ink fo the printhead integrated circuits;

Fig. 221 is a partial enlargement of Fig. 224,

Fig. 23 shows a vertical sectional view of a single nozzle for ejecting ink, for use with the
invention, in a quiescent state;

Fig. 24 shows a vertical sectional view of the nozzle of Fig. 23 during an initial actuation
phase;

Fig. 25 shows a vertical sectional view of the nozzle of Fig. 24 later in the actuation phase;

Fig. 26 shows a perspective partial vertical sectional view of the nozzle of Fig. 23, at the
actuation state shown in Fig. 25;

Fig. 27 shows a perspective vertical section of the nozzle of Fig. 23, with ink omitted;

Fig. 28 shows a vertical sectional view of the of the nozzle of Fig. 27;

Fig. 29 shows a perspective partial vertical sectional view of the nozzle of Fig. 23, at the
actuation state shown in Fig. 24;

Fig. 30 shows a plan view of the nozzie of Figure 23;

Fig. 31 shows a plan view of the nozzie of Figure 23 with the lever arm and movable nozzle

removed for clarity;
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Fig. 32 shows a perspective vertical sectional view of a part of a printhead chip
incorporating a plurality of the nozzle arrangements of the type shown in Fig, 23;

Tig. 33 shows a schematic cross-sectional view through an ink chamber of 2 single nozzle
for injecting ink of a bubble forming heater element actuator fype.

Figs. 34A to 34C show the hasic operational priniciples of a thermal bend actuator;

Fig, 35 shows a three dimensional view of a single ink jet nozzle arrangement constructed in
accordance with Fig. 34;

Fig. 36 shows an array of the nozzle arrangements shown in Figure 35;

Fig, 37 shows a schematic showing CMOS drive and conirol blocks for use with the printer
of the present invention;

Fig. 38 shows a schematic showing the relationship between nozzie columns and dot shift
registers in the CMOS blocks of Fig, 37;

Fig. 39 shows a more detailed schematic showing a unit cell and its relationship fo the
nozzle columns and dot shift registers of Fig. 38;

Fig. 40 shows a circuif diagram showing logic for a single printer nozzle in the printer of the
present invention;

Fig. 41 shows a front perspective view of the mainfenance assembly of the cariridge unit
shown in Fig. 9;

Fig. 42 shows an exploded front perspective view of the maintenance assembly of Fig. 41;

Fig. 43 shows an exploded front perspective view of the underside of the maintenance
assembly of Fig. 41;

Fig 44 shows a sectional view of the maintenance assembly operationally mounted to the
cartridge unit of the present invention in & capped state;

Fig 45A and 45B show fronf and rear perspective views of the frame structure of the cradle
unit according fo one embodiment of the present invention;

Figs. 46A — 46B show left and right perspective views of the maintenance drive assembly of
the present invention remote from the frame structure of Figs. 45A and 43B;

Fig. 47 shows a perspective view of the support bar assembly of Figs. 45A and 43B
assembled to the PCB assembly;

Fig, 48 shows a perspective side view of the arms of the support bar assembly of Fig. 47
connected to a spring element associated with the cover assembly;

Figs. 49A — 49C show various views of the cradle unit according to one embodiment of the

present invention;
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Figs. 50A and 50B show sectional side views of the cradle unit with the cover assembly inn a
ciosed and open position respectively;

Figs. 51A and 51B show top and bottom perspective views of the ink refill unit according to
one embodiment of the present invention;

Fig. 51C shows an exploded view of the ink refill unit of Figs. 51A and 51B;

Fig. 52 shows a perspective view of the ink refill unit of Figs. 51A and 51B docked with the
docking ports of the cover assembly;

Fig. 53 shows a plan view of the cradle with the cartridge inside and the cover closed;

Fig. 54A shows a cross-sectional view of the ink refill unit and the print engine along line A-
A of Fig. 53;

Fig. 54B shows a cross-sectional view of the ink refill unit and the print engine along line B-
B of Fig. 53;

Fig. 34C shows a cross-sectional view of the ink refili unit in docking position with the
print engine along line C-C of Fig. 53; and

Fig. 54D a cross-sectional view of the ink refill unit in docking position with the print

engine along line D-D of Fig. 53.

DETAILED DESCRIPTION OF EMBOBIMENTS

Fig. 1 shows a printer unit 2 embodying the present invention. Media supply tray 3 supports
and supplies media 8 to be printed by the print engine (concealed within the printer casing). Printed
sheets of media 8 are fed from the print engine to a media output tray 4 for collection. User interface
5 is an LCI) touch screen and enables a user to control the operation of the printer unit 2.

Fig. 2 shows the lid 7 of the printer unit 2 open to expose the print engine 1 positioned in the
internal cavity 6. Picker mechanism 9 engages the media in the input fray 3 (not shown for clarity)
and feeds individual streets to the print engine 1. The print engine ! includes media fransport means
that takes the individual sheets and feeds them past a printhead assembly (described below) for
printing and subsequent delivery to the media output tray 4 {shown retracted).

Fig. 3 schematicaily shows how the printer unit 2 is arranged to print documents received
from an external source, such as a computer system 702, onto a print media, such as a sheet of paper.
In this regard, the printer unit 2 includes an electrical connection with the computer system 702 to
receive pre-processed data. In the particular situation shown, the external computer system 702 is
programuned to perform various steps involved in printing a document, including receiving the
document {step 703), buffering it (step 704) and rasterizing it (step 706}, and then compressing it

(step 708) for transmission to the printer unit 2.
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The printer unit 2 according o one embodiment of the present invention, receives the
document from the external computer system 702 in the form of a compressed, multi-layer page
image, wherein control electronics 766 buffers the image (step 710), and then expands the image
(step 712) for further processing. The expanded contone layer is dithered (step 714) and then the
black layer from the expansion step is composited over the dithered contone layer (step 716). Coded
data may also be rendered {step 718) to form an: additional layer, to be printed (if desired) using an
infrared ink that is substantially invisible to the human eye. The biack, dithered contone and infrared
layers are combined (step 720} to form a page that is supplied to a printhead for printing (step 722).

In this particular arrangement, the data associated with the document to be printed is divided
into a high-resolution bi-level mask layer for text and line art and a medinm-resolution contone color
image layer for images or background colors. Optionally, cclored text can be supported by the
addition of a medium-to-high-resolution centone texture layer for texturing text and line art with
color data taken from an image or from flat colors. The printing architecture generalises these
contone layers by representing them in abstract “image” and “texture™ layers which can refer to either
image data or flat color data. This division of data into layers based on content foliows the base
mode Mixed Raster Content {(MRC) mode as would be understood by a person skiiled in the art. Like
the MRC base mode, the printing architecture makes compromises in some cases when data to be
printed overlap. In particular, in one form all overlaps are reduced to a 3-layer representation in a
process {collision resolution) embodying the compromises explicitly.

Fig. 4 sets out the print data processing by the print engine controller 766. As mentioned
previously, data is delivered to the printer unit 2 in the form of a compressed, multi-layer page image
with the pre-processing of the image performed by a mainly software-based computer system 702. In
turn, the print engine controller 766 processes this data using a mainly hardware-based systeim.

Upon receiving the data, a distributor 730 converts the data from a proprietary representation
into a hardware-specific representation and ensures that the data is sent to the correct hardware device
whilst observing any constraints or requirements on data fransmission to these devices. The
distributor 730 distributes the converted data fo anr appropriate one of a plurality of pipelines 732.
The pipelines are identical to each other, and in essence provide decompression, scaling and dot
compositing functions to generate a set of printable dot outputs.

Each pipeline 732 includes a buffer 734 for receiving the data. A contone decompressor 736
decompresses the color contone planes, and a mask decompressor decompresses the monotone (text)
layer. Contone and mask scalers 740 and 742 scale the decompressed contone and mask planes

respectively, to take into account the size of the medium onto which the page is to be printed.
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The scaled contone planes are then dithered by ditherer 744, In one form, a stochastic
dispersed-dot dither is used. Unlike a clustered-dot (or amplitude-modulated) dither, a dispersed-dot
(or frequency-modulated) dither reproduces high spafial frequencies (i.e. image detail) almost w the
{imits of the dot resolution, while simultanecusly reproducing lower spatial frequencies fo their full
color depth, when spatially integrated by the eye. A stochastic dither matrix is carefully designed to
be relatively free of objectionable low-frequency patterns when tiled across the image. As such, ifs
size typically exceeds the minimum size required to support a particular number of intensity levels
{e.g. 16 x 16 x 8 bits for 257 intensity levels).

The dithered planes are then composited in a dot compositor 746 ont a dot-by-dot basis to
provide dot data suitable for printing. This data is forwarded to data distribution and drive electronics
748, which in turn distributes the data to the correct nozzle actuators 750, which in turn cause ink to
be ejected from the correct nozzles 752 at the correct time in a manner which will be described in
more detail later in the description.

As will be appreciated, the components employed within the print engine controiler 766 to
process the image for printing depend greatly upon the manner in which data is presented. In this
regard it may be possible for the print engine controller 766 fo employ additional software and/or
hardware components to perform more processing within the printer unit 2 thus reducing the reliance
upon the computer system 702, Alternatively, the print engine controller 766 may employ fewer
software and/or hardware components to perform less processing thus relving upon the computer
system 702 to process the image to a higher degree before transmitting the data to the printer unit 2.

Fig. 5 provides a block representation of the components necessary to perform the above
mentioned tasks. In this arrangement, the hardware pipelines 732 are embodied in a2 Small Office
Home Office Printer Engine Chip (SoPEC}) 766. As shown, a SoPEC device consists of 3 distinet
subsysiems: a Central Processing Unit (CPU) subsystem 771, a Dynamic Random Access Memoty
{DRAM) subsystem: 772 and a Print Engine Pipeline (PEP) subsystem 773.

The CPU subsystem 771 includes a CPU 775 that controls and configures all aspects of the
other subsystems. It provides general support for interfacing and synchronizing all elements of the
print engine 1. It also conirols the low-speed communication to QA chips (described below). The
CPU subsystem 771 also contains various peripherals to aid the CPU 775, such as General Purpose
Input Output (GPIO, which includes motor control), an Interrupt Controller Unit (ICE), LSS Master
and general timers. The Serial Communications Block (SCB) on the CPU subsystem provides a full
speed USB1.1 interface to the host as well as an Inter SoPEC Interface (I81) to other SoPEC devices

{not shown).
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The DRAM subsystemn 772 accepts requests from the CPU, Serial Communications Block
(SCB) and blocks within the PEP subsystem. The DRAM subsystem 772, and in particular the
DRAM Interface Unit (DIU), arbitrates the various requests and determines which request should win
access to the DRAM. The DIU arbitrates based on configured parameters, to allow sufficient access
to DRAM for all requestors. The DIU also hides the implementation specifics of the DRAM such as
page size, number of banks and refresh rates.

The Print Engine Pipeline (PEP) subsystern 773 accepts compressed pages from DRAM and
renders them to bi-level dots for a given print line destined for & printhead interface (PHI) that
comimunicates directly with the printhead. The first stage of the page expansion pipeline is the
Contone Decoder Unit (CDU), Lossless Bi-level Decoder {LBD) and, where required, Tag Encoder
(TE). The CDU expands the JPEG-compressed contone {typically CMYK) layers, the LBD expands
the compressed bi-leve! layer (typically K}, and the TE encodes any Netpage tags for later rendering
(typically in IR or K ink), in the event that the printer unit 2 has Netpage capabilities (see the cross
referenced documents for a detailed explanation of the Netpage system). The output from the first
stage is a set of buffers: the Contone FIFO unit {CFU), the Spot FIFO Unit {SFUY}, and the Tag FIFO
Unit (TFU). The CFU and SFU buffers are implemented in DRAM.

The second stage is the Halftone Compositor Unit (HCU), which dithers the contone layer
and composites position tags and the bi-level spot laver over the resulfing bi-level dithered layer.

A number of compositing options can be implemented, depending upon the printhead with
which the SoPEC device is used. Up to 6 channels of bi-level data are produced from this stage,
although not all channels may be present on the printhead. For example, the printhead may be CMY
only, with K pushed into the CMY channels and IR ignored. Alternatively, any encoded tags may be
printed in K if IR ink is not available (or for testing purposes).

In the third stage, a Dead Nozzle Compensator (DNC) compensates for dead nozzles in the
printhead by color redundancy and error diffusing of dead nozzle data into surrounding dots.

The resultant bi-{evel 5 channel dot-data {typically CMYK, Infrared} is buffered and written
to a set of line buffers stored in DRAM via a Dotline Writer Unit (DWU).

Finally, the dot-data is loaded back from DRAM, and passed to the printhead interface viaa
dot FIFO. The dot FIFO accepts data from a Line Loader Unit (LLU) at the system clock rate (pelk),
while the PrintHead Interface (PHI) removes data from the FIFO and sends it to the printhead at a
rate of 2/3 times the system clock rate.

In the preferred form, the DRAM is 2.3Mbytes in size, of which about 2Mbytes are available

for compressed page store data, A compressed page is received in two or more bands, with a number
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of bands stored in memory. As a band of the page is consumed by the PEP subsystem 773 for
printing, a new band can be downloaded. The new band may be for the current page or the next page.

Using banding it is possible to begin printing a page before the complete compressed page is
downloaded, but care must be taken to ensure that data is always available for printing or a buffer
under-run may occur.

The embedded USB 1.1 device accepts compressed page data and control commands from
the host PC, and facilitates the data transfer o either the DRAM {or to another SoPEC device in
multi-SoPEC systems, as described below).

Multiple SoPEC devices can be used in alternative embodiments, and can perform different
functions depending upon the particular implementation. For example, in some cases a SoPEC
device can be used simply for its onboard DRAM, while another SoPEC device attends to the various
decompression and formatting functions described above.  This can reduce the chance of buffer
ander-run, which can happen in the event that the prinfer commences printing a page prior to ali the
data for that page being received and the rest of the data is not received in time. Adding an extra
SoPEC device for its memory buffering capabilities doubles the amount of data that can be buffered,
even if none of the other capabilities of the additional chip are utilized.

Each SoPEC system can have several quality assurance (QA) devices designed to cooperate
with each other to ensure the quality of the printer mechanics, the quality of the ink supply so the
printhead nozzles will not be damaged during prints, and the quality of the software to ensure
printheads and mechanics are not damaged.

Normally, each printing SoPEC will have an associated printer unit QA, which stores
information relating to the printer unit atiributes such as maximum print speed. The cartridge unit
may aiso contain a QA chip, which stores cartridge information such as the amount of ink remaining,
and may also be configured to act as a ROM (effectively as an EEPROM) that stores printhead-
specific mformation such as dead nozzle mapping and printhead characteristics. The refill unit may
also contain a QA chip, which stores refill ink information such as the typescolour of the ink and the
amount of ink present for refilling. The CPU in the SoPEC device can optionally load and run
program code from a QA Chip that effectively acts as a serial EEPROM. Finally, the CPU in the
SoPEC device runs a logical QA chip (i.e., a software QA chip).

Usually, all QA chips in the system are physically identical, with only the contents of flash
memory differentiating one from the other,

Fach SoPEC device has two LSS system buses that can communicate with QA devices for

system authentication and ink usage accounting. A large number of QA devices can be used per bus
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and their position in the system is unrestricted with the exception that printer QA and ink QA devices
should be on separate LSS busses.

In use, the logical QA communicates with the ink QA to determine remaining ink. The
reply from the ink QA is authenticated with reference to the printer QA. The verification from the
printer QA is itself authenticated by the logical QA, thereby indirectly adding an additional
authentication level to the reply from the ink QA.

Data passed between the QA chips s authenticated by way of digital signatures. In the
preferred embodimment, HMAC-SHA1 authentication is used for data, and RSA is used for program
code, although other schemes could be used instead.

As will be appreciated, the SoPEC device therefore controls the overall operation of the
print engine 1 and performs essential data processing tasks as well as synchronising and controlling
the operation of the individual components of the print engine 1 to facilitate print media handling, as

will be discussed below.

Print Engine

The print engine | is shown in detail in Figs. 6 and 7 and consists of two main parts: a
cartridge unit 10 and a cradle unit 12.

The cartridge unit 10 is shaped and sized o be recgived within the cradie unit 12 and secured
in position by a cover assembly 11 mounted to the cradle unit. The cradle unit 12 is in tumn
configured to be fixed within the printer unit 2 to facilitate printing as discussed above.

Fig. 7 shows the print engine 1 in its assembled form with cartridge unit 10 secured in the
cradle unit 12 and cover assembly i1 closed. The print engine 1 controls various aspects associated
with printing in response to user inpuis from the user interface 5 of the printer unit 2. These aspects
inciude transporting the media past the printhead in & controlled manner and the controlied ejection of

ink onto the surface of the passing media.

Cartridge usnit

The cartridge unit 10 is shown in detail in Figs. 8 and 9. With reference to the exploded
view of Fig. 9, the cartridge unit 10 generally consists of & main body 20, an ink storage module
assembly 21, a printhead assembly 22 and a maintenance assembly 23

Each of these parts are assembled together to form an integral unit which combines ink
storage means together with the ink ejection means. Such an arrangement ensures that the ink is

directly supplied to the printhead assembly 22 for printing, as required, and shouid there be a need to
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replace either or both of the ink storage or the printhead assembly, this can be readily done by
replacing the entire cartridge unit 106.

However, the operating life of the printhead is not limited by the supply of ink. The top
sutface 42 of the cartridge unit 10 has interfaces 61 for docking with a refill supply of ink to replenish
the ink storage modules 45 when necessary. The ink refill unit and the process of docking with the
cartridge are discussed in greater detail below. To further extend the life of the printhead, the
cartridge unit carries an integral printhead maintenance assembly 23 that caps, wipes and moistens

the printhead. This assembly is also described in more detsil later.

Main Body

The main body 20 of the cariridge unit 10 is shown in more detail in Fig. 10 and comprises a
substantially rectangular frame 25 having an open top and an open longitudinally extending side wall,
A pair of posts 26 project from the underside of the frame at either end. These posts 26 are provided
to mount the maintenance assembly 23 to the main body 10, in a manner described below.

An ink outlet molding 27 has ink outlets (not shown) in its underside corresponding to each
of the ink storage modules 45 1o be housed in the main body 20. Each of the ink outlets has a pair of
inwardly extending silicone 1ings seals. The rings seals are co-molded with the ink outlet molding 27
and seal against the ink inlets to the printhead assembly described below. The ink outlet molding 27
is ultra sonically welded to the underside of the rectangular frame 25.

Along one longitudinal wall of the frame 25 are a series of ink downpipes 3¢. Each
downpipe 30 has an O-ring seal 29 at its upper end to form a sealed connection with the ink outlet of
respective ink storage modules (described below), When the ink outlet moiding 27 is welded to the
body 20, each ink downpipe 30 is in fluid communication with respective ink outlets in the underside
of the melding 27.

The air sleeve 31 is connected to a pressurized air source (not shown) and provides an air
flow into the printhead assembly where it is directed across the printhead nozzles to avoid paper dust
clogging (discussed further below).

Ink filing ports 35 are formed in the lower parts of each ink downpipe 30. These filling ports
are for the initial charging of the ink storage assemnblies 21 only. Any subsequent refiiling of the ink
storages assemblies, uses the ink refill units described below. To assist the initial filling process, a
vacuum is applied to the air vents 41 in the top surface 42 of the cartridge unit 19 (see Fig. 9). The
air vents 4! are connected to the interior of the ink bag in each ink storage module 45 (described
below). Ink is fed through the filling port 35 and drawn up the ink downpipe 30 into the ink storage

volume. During the filling process, the cartridge unit is tilted so that the air vents 41 are the highest
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point in each of the respective ink bag, and filled until the vacuum draws ink through the air vent 41,
This ensures that each ink bag is completely filled and purged of air. Skilled workers in this field will
appreciate that air bubbles entrained with the ink flow to the printhead can harm the operation of the
nozzies.

As shown in Figs. 15 to {7, the lower member 65 is provided with a plurality of priming
inlets 85 at one end thereof. Each of the priming inlets 85 communicate directly with one of the
channeis 67 and provide an alternative, or additional means for priming the ink storage modules 453
with ink prior to shipment and use.

When the ink storage modules are full, a polymer sealing ball 33 is inserted inte the filling
port 35 and the air vent 41.

A metal plate 34 mounts to the underside of the frame 25 and the outlet molding 30 to
provide the cartridge unit 10 with structural rigidity. It is snap locked into place by hooking the
detents 38 into slots (not shown) in the back wall of the frame 25 and rotaiing the plate 34 until the
line of barbed snap lock formations 32 clip into the outer line of apertures 37.

The plate 34 has holes 39 to receive the ink outles (not shown) that project from the lower
surface of the outlet molding 27. The pressed metal plate 34 also has & flange portion 40 projecting
downwardly with respect fo the frame 25, which acts as a load bearing surface discussed in more
detail below.

The ink storage assembly id 21 of the cartridge unit 10 is shown in detail in Figs. 11 to 14.
The lid 21 is configured to mate with the frame 25 of the main body 20 o form an enclosed unit. As
best shown in Fig. 11, the ink storage modules 45 are mounted to the underside of the lid 21 and
extend into the individual cavities 36 provided by the main body 20 {see Fig.10).

One of the ink storage modules 45 is shown in isolation in Fig. 12, 13 and i4. Ink bag 46 is
made from a flexible, air impermeable thermoplastic film such as Mylar® which aliows ink to be
retained therein in a pressurised state. The flexible bag 46 can expand as it is filled with ink and
coliapse as ink is consumed., This is discussed in more detail later with reference to the refilling
process shown in Figs. 54A to 54 D,

The ink bag 46 extends between an upper plate member 47 and a lower plate member 48. It
is heat welded (or similar) to the plates 47 and 48 for an air tight seal. The upper plate member 47 is
arranged 1o receive a valve insert 49. The valve insert has an inlet valve 16 and an outlet valve 18.
The valve insert 49 is positioned such that it can communicate directly with a port 51 formed in the
top surface 42 to receive ink from an ink refill unit, as well as an outlet 52 to deliver ink to the
printhead assembly 22. As best shown in Fig. 14, the inlet valve 15 receives the ink delivery needle

of an ink refill unit {discussed later) through a slit positioned in the port 51 in the upper surface 42,
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The inlet valve 16 is biased closed and opens when the refill unit (described below) docks with the
cartridge unit 10,

Conversely, the outlet valve 18 is biased open and closes when the refill unit docks, A filter
215 covers the entrance to the outlet valve in the upper plate member 47, The fliter is sized to
remove solid contaminanis and air bubbles. As discussed above, compressible air bubbles can
prevent a nozzle from operating.

The outlet valve connects to a conduit 52 in the underside of the lid 21 which leads to the
downpipe collar 216. When the ink storage assembly 21 is placed into the main bedy 20, the collar
216 seais over the O-ring seal 29 on the end of the downpipe 30.

The upper plate 47 is fixed to the underside of the lid 21 o hold the valve insert 49 in
position. The lower plate 48 slides within the collar 57 and the inside edges of the four struts 19
extending from the underside of the #id 21. The plate 48 slides down the struts 19 as the bag 46 fills
and expands. Conversely, it slides back towards the lid 21 as the bag 21 empties. The length of the
bag 46 limits the travel of the lower plate 48 before # reaches the retaining bar 35. A constant force
spring 54 extends between the refaining bar 55 and the recessed peg 33 to bias the plate 48 towards
the retaining bar 55. In furn, this biases the bag 46 to expand and thereby maintains the ink within the

bag at a negative pressure. This avoids ink leakage from the printhead nozzles.

Bag Constrictor.

Each ipk storage module 45 has a bag constrictor 43 fo re-establish the negative pressure in
the ink after each refilling operation. The constrictor 43 has a lower cellar 57 that abuts the ends of
the struts 19 and is held in place by the retaining bar 55. The lower plate 48 siides upwardly within
lower collar 57 as the ink bag 46 empties. Four bowed panels 58 extend apwardly from the lower
collar 57 to an upper collar 59, The panels 58 bow slightly inwards. The ink refill unit (described
below) has four constrictor actuators. When the refill docks with the cartridge unit, the constrictor
actuators extend through the apertures 60 in the lid 21 to push the upper collar 39 towards the lower
collar 57. This causes the panels 58 to bow further inwards to press on each side of the bag 46.

During refilling, the negative pressure in the ink bag 46 draws ink out of the refill unit. The
negative pressure is created by the constant force spring 54 biasing the lower plate 48 to wards the
retainer bar 55. When the ink bag is full, the negative pressure disappears. Without negative
pressure in the ink bag 46, there is a risk of ink leakage from the nozzles. The negative pressure is re-
established in the bag 46 when the refill unit is removed from the cartridge. As the four constrictor
actuators retract through the apertures 60 in the lid 21, the bowed paneis 58 can push the upper coilar

59 back towards the upper plate member 47. The panels 58 straighten so that they are not pressing on
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the sides of the bag 46 as much. This allows the bag 46 to bulge slightly, and as the inlet valve 16 is

closed, the slight increase in bag volume restores the negative pressure.

PRINTHEAD ASSEMBLY

The printhead assembly 22 is shown in more detail in Figs. 15 to I8, and is adapted ic be
attached to the underside of the main body 20 {o receive ink from the outlets molding 27 (see Fig.
10).

The printhead assembly 22 generally comprises an elongate upper member 62 which is
configured to extends beneath the main body 20, between the posts 26. A plurality of U-shaped clips
63 project from the upper member 62. These pass through the recesses 37 provided in the rigid plate
34 and become captured by lugs (not shown) formed in the main body 20 to secure the printhead
assembly 22,

The upper element 62 has a plurality of feed tubes 64 that are received within the outlets in
the outlet molding 27 when the printhead assembly 22 secures to the main body 20. The feed tubes
64 may be provided with an outer coafing to guard against ink leakage.

The upper member 62 is made from a liguid crystal polymer (LCP} which offers a number
of advantages. It can be molded so that its coefficient of thermal expansion (CTE) is similar to that
of silicon. It will be appreciated that any significant difference in the CTE’s of the printhead
integrated circuit 74 {discussed below) and the underlying moldings can cause the entire structure fo
bow. However, as the CTE of LCP in the mold direction is much less than that in the non- moid
direction (~5ppm/°C compared to ~20ppm/°C), care must be take to ensure that the mold direction of
the LCP moldings is unidirectional with the lengitudinal extent of the printhead integrated circuit {IC}
74. LCP also has a relatively high stiffhess with a modulus that is typically 5 times that of ‘normal
plastics’ such as polycarbonates, styrene, nylon, PET and polypropylene.

As best shown in Fig. 16, upper member 62 has an open channel configuration for receiving
a lower member 65, which is bonded thereto, via an adhesive film 66. The lower member 63 is also
made from an LCP and has a plurality of ink channels 67 formed along its length. Each of the ink
channels 67 receive ink from one of the feed tubes 64, and distribute the ink along the length of the
printhead assembly 22, The channels are 1 mm wide and separated by 0.75 mm thick walis.

In the embediment shown, the lower member 65 has five channels 67 extending along its
length. Each channel 67 receives ink from only one of the five feed tubes 64, which in turn receives
ink from one of the ink storage modules 45 (see Fig. 10} fo reduce the risk of mixing different

coloured inks. In this regard, adhesive film 66 also acts to seal the individual ink channels 67 to
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prevent cross channel mixing of the ink when the lower member 65 is assembled to the upper
member 62.

In the bottom of each channel 67 are a series of equi-spaced holes 69 (best seen in Fig. 17) to
give five rows of holes 69 in the bottom surface of the lower member 65, The middle row of holes 69
extends along the centre-line of the lower member 65, directly above the printhead IC 74, As best
seen in Fig. 22A, other rows of holes 6% on either side of the middle row need conduits 70 from each
hoile 69 1o the centre so that ink can be fed to the printhead IC 74,

Referring to Fig. 18, the printhead IC 74 is mounted to the underside of the lower member 65
by a polymer sealing film 71. This film may be a thermopiastic film such as a PET or Polysuiphone
film, or it may be in the form of a thermoset film, such as those manufactured by AL technologies
and Rogers Corporation. The polymer sealing film 71 is a laminate with adhesive layers on both
sides of a central film, and laminated onto the underside of the lower member 65. As shown in Figs.
17, 22A and 22B, a plurality of holes 72 are laser drilled through the adhesive film 71 to coincide
with the centrally disposed ink delivery peints (the middle row of holes 69 and the ends of the
conduits 70) for fluid communication between the printhead [C 74 and the channels 67.

The thickness of the polymer sealing film 71 is critical to the effectiveness of the ink seal it
provides. As best seen in Figs. 21 to 22B, the polymer sealing film seals the etched channels 77 on
the reverse side of the printhead IC 74, as well as the conduits 70 on the other side of the film.
However, as the film 71 seals across the apen end of the conduits 70, it can also bulge or sag into the
conduit. The section of film that sags into a conduit 70 runs acress several of the etched channels 77
in the printhead IC 74, The sagging may cause a gap between the walls separating each of the etched
channels 77. Obviously, this breaches the seal and allows ink to leak out of the printhead IC 74 and
or between etched channels 77.

To guard against this, the polymer sealing film 71 should be thick enough to account for any
sagging into the conduits 70 while maintaining the seal over the etched channels 77. The minimum
thickness of the polymer sealing film 71 will depend on:

1. the width of the conduit into which it sags;

2. the thickness of the adhesive layers in the film’s laminate structure;

3. the “stiffness’ of the adhesive layer as the printhead IC 74 is being pushed into it; and,

4. the modulus of the central film material of the laminate.

A polymer sealing film 71 thickness of 25 microns is adequate for the printhead assembly 22
shown, However, increasing the thickness to 50, 100 or even 200 microns will correspondingly

increase the reliabilify of the seal provided.
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Ink delivery inlets 73 are formed in the ‘front’ surface of a printhead IC 74. The inlets 73
supply nk to respective nozzles 801 (described below with reference to Figs. 23 to 36) positioned on
the inlets. The ink must be delivered to the IC’s so as to supply ink to each and every individual inlet
73. Accordingly, the inlets 73 within an individual printhead IC 74 are physically grouped o reduce
ink supply compiexity and wiring complexity. They are also grouped logicaily to minimize power
consumption and allow a variety of printing speeds.

Each printhead IC 74 is configured to receive and print five different colours of ink (C, M,
Y, K and IR) and containg 1280 ink inleis per colour, with these nozzles being divided into even and
odd nozzles (640 each). Even and odd nozzies for each colour are provided on different rows on the
printhead JC 74 and are aligned vertically to perform true 1600 dpi printing, meaning that nozzles
801 are arranged in 10 rows, as clearly shown in Fig, 19, The horizontal distance between two
adjacent nozzies 801 on a single row is 31.73 microns, whilst the vertical distance between rows of
nozzles is based on the firing order of the nozzles, but rows are typically separated by an exact
number of dot lines, plus a fraction of a dot line corresponding to the distance the paper will move
between row firing times. Also, the spacing of even and odd rows of nozzles for a given colour must
be such that they can share an ink channel, as will be described below.

As alluded to previously, the present invention is related to page-width printing and as such
the printhead ICs 74 are arranged to extend horizontally across the width of the printhead assembly
22. To achieve this, individual printhead ICs 74 are linked together in abutting arrangement zcross
the surface of the acdhesive layer 71, as shown in Figs. 16 and 17, The printhead 1C°s 74 may be
attached to the polymer sealing film 71 by heating the IC's above the melting point of the adhesive
layer and then pressing them into the sealing film 71, or melting the adhesive layer under the IC with
a laser before pressing them into the film. Another option is to both heat the IC {not above the
adhesive melting peint) and the adhesive layer, before pressing it into the film 7.

The length of an individual printhead 1C 74 is around 20 — 22 mim. To print an A4/US leiter
sized page, 11 ~ 12 individual printhead 1Cs 74 are contiguously linked together. The number of
individual printhead ICs 74 may be varied to accommodate sheets of other widths.

The printhead ICs 74 may be linked together in a variety of ways. One particular manner for
linking the ICs 74 is shown in Fig, 20. In this arrangement, the [Cs 74 are shaped at their ends to link
together fo form a horizontal line of ICs, with no vertical offset between neighboring 1Cs. A sloping
join is provided between the ICs having substantially a 45° angle. The joining edge is not straight
and has a sawtooth profile to facilitate positioning, and the ICs 74 are intended to be spaced about 11
microns apart, measured perpendicular to the joining edge. In this arrangement, the left most ink

delivery nozzles 73 on each row are dropped by 10 line pitches and arranged in a triangle
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configuration. This arrangement provides a degree of overlap of nozzles at the join and maintains the
pitch of the nozzles to ensure that the drops of ink are delivered consistently along the printing zone.
This arrangement also ensures that more silicon is provided at the edge of the [C 74 to ensure
sufficient linkage. Whilst control of the operation of the nozzles is performed by the SoPEC device
(discussed laer in the description), compensation for the nozzles may be performed in the printhead,
or may also be performed by the SoPEC device, depending on the storage requirements. In this
regard it will be appreciated that the dropped triangle arrangement of nozzles disposed at one end of
the IC 74 provides the minimum on-printhead storage requirements. However where storage
requirements are less critical, shapes other than a triangle can be used, for example, the dropped rows
may take the form of a trapezoid.

The upper surface of the printhead iCs have a number of hend pads 735 provided along an
edge thereof which provide a means for receiving data and or power to contro} the operation of the
nozzles 73 from the SoPEC device. To aid in positioning the ICs 74 correctly on the surface of the
adhesive layer 71 and aligning the ICs 74 such that they correctly align with the holes 72 formead in
the adhesive layer 71, fiducials 76 are also provided on the surface of the ICs 74. The fiducials 76 are
in the form of markers that are readily identifiable by appropriate positioning equipment to indicate
the true position of the IC 74 with respect to a neighbouring IC and the surface of the adhesive layer
71, and are strategically positioned at the edges of the 1Cs 74, and along the length of the adhesive
fayer 71.

In order to receive the ink from the holes 72 formed in the polymer sealing film 71 and to
distribute the ink to the ink inlets 73, the underside of each printhead 1C 74 is configured as shown in
Fig 21. A number of etched channels 77 are provided, with each channel 77 in fluid communication
with a pair of rows of inlets 73 dedicated to delivering one particular colour or type of ink. The
channels 77 are about 80 microns wide, which is eguivalent to the width of the holes 72 in the
polymer sealing film 71, and extend the length of the IC 74. The channels 77 are divided into
sections by silicon walls 78. Each sections is directly supplied with ink, to reduce the flow path to
the inlets 73 and the likelihood of ink starvation to the individual nozzies 801. In this regard, each
section feeds approximately 128 nozzles 801 via their respective inlets 73.

Fig. 22B shows more clearty how the ink is fed to the etched channels 77 formed in the
underside of the ICs 74 for supply to the nozzles 73. As shown, holes 72 formed through the polymer
sealing film 71 are aligned with one of the channels 77 at the point where the silicon wall 78
separates the channel 77 into sections. The holes 72 are about 80 microns in width which is

substantially the same width of the channels 77 such that one hole 72 supplies ink fo two sections of
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the channel 77. It will be appreciated that this halves the density of holes 72 required in the polymer
sealing film 71.

Following aftachment and alignment of each of the printhead ICs 74 to the surface of the
polymer sealing film 71, a flex PCB 79 (see Fig, 18) is attached along an edge of the [Cs 74 so that
control signals and power can be supplied to the bond pads 75 fo control and operate the nozzles 801.
As shown more clearly in Fig. 15, the flex PCB 79 extends from the printhead assembly 22 and foids
around the printhead assembly 22,

The flex PCB 79 may also have a plurality of decoupling capacitors &1 arranged along its
length for controiling the power and data signals received, As best shown in Fig. 16, the flex PCB 79
has a plurality of electrical contacts 18¢ formed along its length for receiving power and or data
signals from the control circuitry of the cradle unit 12. A plurality of holes 80 are also formed along
the distal edge of the flex PCB 79 which provide a means for attaching the flex PCB to the flange
portion 40 of the rigid plate 34 of the main body 20. The manner in which the electricaf contacts of
the flex PCB 79 contact the power and data contacts of the cradle unit 12 will be described later.

As shown in Fig. 18, a media shield 82 protects the printhead ICs 74 from demage which
may cccur due to contact with the passing media. The media shield 82 is attached to the upper
member 62 upstream of the printhead ICs 74 via an appropriate clip-lock arrangement or via an
adhesive. When attached in this manner, the printhead ICs 74 sit below the surface of the media
shield 82, out of the path of the passing media.

A space 83 is provided between the media shield 82 and the upper 62 and lower 65 members
which can receive pressurized air from an air compressor or the like. As this space 83 extends along
the length of the printhead assembly 22, compressed air can be supplied to the space 56 from either
end of the printhead assembly 22 and be evenly distributed along the agsembly. The inner surface of
the media shield 82 is provided with a series of fins 84 which define a piurality of air outlets evenly
distributed along the length of the media shield 82 througl which the compressed air fravels and is
directed across the printhead ICs 74 in the direction of the media delivery. This arrangement acts to
prevent dust and other particulate matter carried with the media from settling on the surface of the

printhead [Cs, which could cause blockage and damage to the nozzles.

INK DELIVERY NOZZLES

One example of a type of ink delivery nozzle arrangement suitable for the present invention,
comprising a nozzle and corresponding actuator, will now be described with reference to Figures 23
to 32, Figure 32 shows an array of ink delivery nozzle arrangements 801 formed on a silicon

substrate 8015, Each of the nozzle arrangements 801 are identical, however groups of nozzle
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arrangements 801 are arranged to be fed with different colored inks or fixative. In this regard, the
nozzie arrangements are arranged in rows and are staggered with respect to each other, allowing
closer spacing of ink dots during printing than would be possible with a single row of nozzles. Such
an arrangement makes it possible to provide a high density of nozzies, for example, more than 5000
nozzles arrayed in a plurality of staggered rows each having an interspacing of about 32 microns
between the nozzles in each row and about 80 microns between the adjacent rows, The multiple rows
also allow for redundancy {if desired), thereby allowing for a predetermined failure rate per nozzle.

Each nozzle arrangement 801 is the product of an integrated circuit fabrication technique. In
particular, the nozzle arrangement 801 defines a micro-electromechanical system (MEMS).

For clarity and ease of description, the construction and operation of a single nozzle
arrangement 801 will be described with reference to Figures 23 to 31,

The ink et printhead integrated circuit 74 includes a silicon wafer substrate 8015 having
0.35 micron 1 P4M 12 volt CMOS microprocessing electronics is positioned thereon.

A silicon dioxide (or alternatively glass) fayer 8617 is positioned on the substrate 8615, The
silicon dioxide layer 8017 defines CMOS dielectric layers. CMOS top-level metal defines a pair of
aligned aluminium electrode contact layers 8030 positioned on the silicon dioxide layer 8017. Both
the silicon wafer substrate 8015 and the silicon dioxide layer 8017 are etched to define an ink inlet
channel 8014 having a generally circular cross section (in plan). An aluminium diffusion barrier
8028 of CMOS metal 1, CMOS metal 2/3 and CMOS top level metal is positioned in the silicon
dioxide {aver 8017 about the ink inlet channel 8014, The diffusion barrier 8028 serves to inhibit the
diffusion of hydroxyi ions through CMOS oxide [ayers of the drive electronics layer 8017.

A passivation layer in the form of a layer of silicon nitride 8031 is positioned over the
aluminium contact layers 8030 and the silicon dioxide layer 8017. Each portion of the passivation
tayer 8031 positioned over the contact layers 8030 has an opening 8032 defined therein to provide
access to the contacts 8030.

The nozzle arrangement 801 includes a nozzle chamber 8029 defined by an annular nozzle
wali 8033, which terminates at an upper end in a nozzle roof 8034 and a radially inner nozzle rim 804
that is circular in plan. The ink inlet channel 8014 is in fluid communication with the nozzie chamber
8029. Atalower end of the nozzie wall, there is disposed a moving rim 8018, that includes a moving
seal lip 8040. An encircling wall 8038 surrounds the movable nezzle, and includes a stationary seal
lip 8039 that, when the nozzle is at rest as shown in Fig. 26, is adjacent the moving rim 8010, A
fluidic seai 8011 is formed due to the surface tension of ink trapped between the stationary seal lip
8039 and the moving seal lip 8040. This prevents leakage of ink from the chamber whilst providing a

low resistance coupling between the encircling wall 8038 and the nozzle wall 8033.
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As best shown in Fig. 30, a plurality of radially extending recesses 8035 is defined in the
roof 8034 about the nozzie rim 804. The recesses 8035 serve to contain radial ink flow as a result of
ink escaping past the nozzle rim 804.

The nozzle wall 8033 forms part of a lever arrangement that is mounted 1o a carrier 8636
having a generally U-shaped profile with a base 8037 attached to the }ayer 8031 of silicon nitride.

The lever arrangement also includes a lever arm 8018 that extends from the nozzle walls and
incorporates a lateral stiffening beam 8022, The lever arm 8018 is aftached to a pair of passive
beams 806, formed from titanium nitride (TiN) and positioned on cither side of the nozzle
arrangement, as best shown in Fig. 26 and 31. The other ends of the passive beams 806 are attached
to the carrier 8036.

The lever arm 8018 is also attached to an actuator beam 807, which is formed from TiN. It
will be noted that this attachment to the actuator beam is made at a point a small but critical distance
higher than the attachments to the passive beam 806. _

As best shown in Figs. 23 and 29, the actuator beam 807 is substantially U-shaped in pian,
defining a current path between the electrode 809 and an opposite electrode 8041, Each of the
electrodes 809 and 8041 are electrically connected to respective points in the contact layer 8030. As
well as being electrically coupled via the contacts 809, the actuator beam is also mechanically
anchored to anchor 808, The anchor 808 is configured to constrain motion of the actuator beam 807
to the left of Figs. 26 to 28 when the nozzle arrangement is in operation.

The TiN in the actuator beam 807 is conductive, but has a high encugh electrical resistance
that it undergoes self-heating when a current is passed between the electrodes 809 and 8041. No
current flows through the passive beams 806, so they do not expand.

In use, the device at rest is filled with ink 8013 that defines a meniscus 803 under the
influence of surface tension. The ink is retained in the chamber 8029 by the meniscus, and will not
generally leak out in the absence of some other physical influence.

Az shown in Fig, 24, to fire ink from the nozzle, a current is passed between the contacts
809 and 8041, passing through the actuator beam 807, The self-heating of the beam 807 due to its
resistance causes the beam to expand. The dimensions and design of the actuator beam 807 mean
that the majority of the expansion in a horizontal direction with respect to Figs. 23 to 25, The
expansion is constrained to the left by the anchor 808, so the end of the actuator beam 807 adjacent
the lever arm 8018 is impeiled to the right.

The relative horizontal inflexibility of the passive beams 806 prevenis them from allowing
much herizontal movement the lever arm 8018, However, the relative displacement of the

attachment points of the passive beams and actuator beam respectively to the lever arm causes a
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twisting movement that causes the lever arm 8018 to move generally downwards. The movement is
effectively a pivoting or hinging motion, However, the absence of a true pivet point means that the
rotation is about a pivot region defined by bending of the passive beams 806.

The downward movement (and slight rotation} of the lever arm 8018 is amplified by the
distance of the nozzle wall 8033 from the passive beams 806. The downward movement of the
nozzle walls and roof causes a pressure increase within the chamber 8029, causing the meniscus to
bulge as shown in Fig. 24. 1t will be noted that the surface tension of the ink means the fluid seal
8011 is stretched by this motion without allowing ink to leak out.

As shown in Fig. 25, at the appropriate time, the drive current is stopped and the actuator
beam 807 quickly cools and contracts. The contraction causes the lever arm to comumence its return
to the quiescent position, which in turn causes a reduction in pressure in the chamber 8029, The
interplay of the momentum of the bulging ink and its inherent surface tension, and the negative
pressure caused by the upward movement of the nozzle chamber 8029 causes thinning, and ultimately
snapping, of the bulging meniscus to define an ink drop 802 that continues upwards until it contacts
adjacent print media.

Immediately after the drop 802 detaches, meniscus 803 forms the concave shape shown in
Fig. 25. Surface tension causes the pressure in the chamber 8029 to remain refatively low until ink
has been sucked upwards through the inlet 8014, which returns the nozzle arrangement and the ink to
the quiescent situation shown in Fig. 23,

Another type of printhead nozzle arrangement suitabie for the present invention will now be
described with reference to Figure 33, Once again, for clarity and ease of description, the construction
and operation of a single nozzle arrangement 1601 will be described.

The nozzle arrangement 001 is of a bubble forming heater element actuator type which
comprises a nozzle plate 1002 with a nozzle 1043 therein, the nozzle having a nozzle rim 1004, and
aperture 1065 extending through the nozzle plate. The nozzle plate 1002 is plasma etched from a
silicon nitride structure which is deposited, by way of chemical vapour deposition (CVD), over a
sacrificial material which is subsequently etched.

The nozzle arrangement includes, with respect to each nozzle 1003, side walls 1006 on
which the nozzle plate is supported, a chamber 1007 defined by the walls and the nozzle plate 1002, a
muiti-layer substrate 1008 and an inlet passage 1009 extending through the multi-layer substrate to
the far side (not shown) of the substrate. A leoped, elongate heater etement 1010 is suspended within
the chamber 1007, so that the element is in the form of a suspended beam, The nozzle arrangement
as shown is a microeleciromechanical system {(MEMS) structure, which is formed by a lithographic

process.
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‘When the nozzie arrangement is in use, ink 1011 from a reservoir {not shown) enters the
chamber 1007 via the inlet passage 1009, so that the chamber fills. Thereafter, the heater element
1014 is heated for somewhat less than 1 micro second, so that the heating is in the form of a thermal
pulse. It will be appreciated that the heater element 1010 is in thermal ¢contact with the ink 1011 in the
chamber 1007 so that when the clement is heated, this causes the generation of vapor bubbles in the
ink. Accordingly, the ink 1011 constitutes a bubble forming Hquid.

The bubbie 1012, once generated, causes an increase in pressure within the chamber 1l0{}7,
which in turn causes the ejection of a drop 1016 of the ink 1011 through the nozzle 1003. The rim
1004 assists in directing the drop [016 as it is ejected, so as to minimize the chance of a drop
misdirection.

The reason that there is only one nozzle 1003 and chamber 1007 per inlet passage 1009 is so
that the pressure wave generated within the chamber, on heating of the element 1016 and forming of
a bubble 1012, does not effect adjacent chambers and their corresponding nozzles,

The increase in pressure within the chamber 1007 not only pushes ink 1011 out through the
nozzle 1003, but also pushes some ink back through the inlet passage 1009. However, the inlet
passage 1009 is approximately 200 to 300 microns in length, and is only approximately 16 microns in
diameter. Hence there is a substantial viscous drag. As a result, the predominant effect of the
pressure rise in the chamber 1007 is to force ink out through the nozzle 1003 as an ejected drop 1016,
rather than back through the inlet passage 1009.

As shown in Fig. 33, the ink drop 1016 is being ejected is shown during its “necking phase”
before the drop breaks off. At this stage, the bubble 1012 has already reached its maximum size and
has then begun to collapse towards the point of collapse 1017,

The collapsing of the bubble 1012 towards the point of collapse 1017 causes some ink 1011
to be drawn from within the nozzle 1003 (from the sides 1018 of the drop}, and some te be drawn
from the inlet passage 1009, towards the point of collapse. Most of the ink 1011 drawn in this
manner is drawn from the nozzle 1003, forming an annuiar neck 1019 at the base of the drop 1016
prior to its breaking off,

The drop 1016 requires a certain amount of momentum to overcome surface tension forces,
in order to break off. As ink 1011 is drawn from the nozzle 1003 by the collapse of the bubble 1012,
the diameter of the neck 1019 reduces thereby reducing the amount of totaj surface tension holding
the drop, so that the momentum of the drop as it is ejected out of the nozzie is sufficient to allow the

drop to break off.
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When the drop 1016 breaks off, cavitation forces are caused as reflected by the arrows 1028,
as the bubble 1012 collapses to the point of collapse 1017. It will be noted that there are no solid
surfaces in the vicinity of the point of collapse 1017 on which the cavitation can have an effect.

Yet another type of printhead nozzie arrangement suitabie for the present invention will now
be described with reference to Figs. 34 —36. This type typically provides an ink delivery nozzle
arrangement having a nozzic chamber containing ink and a thermal bend actuator connected to a
paddle positioned within the chamber, The thermal actuator device is actuated so as to eject ink from
the nozzie chamber. The preferred embodiment includes a particular thermal bend actuator which
includes a series of tapered portions for providing conductive heating of a conductive trace. The
actuator is connected to the paddle via an arm received through a slotted wall of the nozzle chamber.
The actuator arm has a mating shape so as to mate substantiaily with the surfaces of the slot in the
nozzle chamber wall.

Turning initially to Figs. 34(a)-(c), there is provided schematic iHlustrations of the basic
operation of a nozzle arrangement of this embodiment. A nozzle chamber 501 is provided filled with
ink 502 by means of an ink inlet channe! 503 which can be etched through a wafer substrate on which
the nozzle chamber 501 rests. The nozzie chamber 501 further includes an ink ejection port 504
around which an ink meniscus forms.

Inside the nozzle chamber 501 is a paddle type device 507 which is interconnected to an
actuator 308 through a slot in the wall of the nozzle chamber 501. The actuator 508 includes a heater
means e.g. 509 located adjacent to an end portion of a post 510. The post 516 is fixed to a substrate.

When it is desired to gject a drop from the nozzle chamber 501, as illustrated in Fig. 34(b},
the heater means 509 is heated so as to undergo thermal expansion. Preferably, the heater means 509
itself or the other portions of the actuator 508 are built from materials having a high bend efficiency

where the bend efficiency is defined as:

Young's Modulus x {Coefficient of thermal Fxpansion)
Density x Specific Heat Capacity

bend efficiency =

A suitable material for the heater elements is a copper nickel alloy which can be formed so0 as
to bend a glass material.

The heater means 509 is ideally located adjacent the end portion of the post 510 such that the
effects of activation are magnified at the paddie end 507 such that small thermal expansions near the
post 510 result in large movements of the paddle end.

The heater means 309 and consequential paddie movement causes a general increase in

pressure around the ink meniscus 505 which expands, as Hlustrated in Fig. 34(b), in a rapid manner,
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The heater current is pulsed and ink is gjected out of the port 504 in addition to flowing in from the
ink channei 503,

Subsequently, the paddie 507 is deactivated to again return to its quiescent position, The
deactivation causes a general reflow of the ink into the nozzle chamber. The forward momentum of
the ink ocutside the nozzle rim and the corresponding backflow results in a general necking and
breaking off of the drop 512 which proceeds to the print media. The collapsed meniscus 305 results
in a general sucking of ink into the nozzie chamber 502 via the ink flow channel 503, In time, the
nozzle chamber 501 is refilled such that the position in Fig. 34{a) is again reached and the nozzle
chamber is subsequently ready for the ejection of another drop of ink.

Fig. 35 illustrates a side perspective view of the nozzle arrangement. Fig. 36 illustrates
sectional view through an array of nozzle arrangement of Fig. 35, In these figures, the numbering of
elements previously introduced has been retained.

Firstly, the actuator 508 includes a series of tapered actuator units e.g. 515 which comprise
an upper giass portion {amorphous silicon dioxide} 516 formed on top of a titanium nitride layer 517,
Alternatively a copper nicke! alloy layer {hereinafter called cupronickel) can be utilized which will
have a higher bend efficiency.

The titanium nitride layer 517 is in a tapered form and, as such, resistive heating takes place
near an end portion of the post 510. Adjacent titaniwm nitride/glass portions 515 are interconnected
at a block portion 519 which also provides a mechanical structural support for the actuator 508,

The heater means 509 ideally includes a plurality of the tapered actuator unit 515 which are
elongate and spaced apart such that, upon heating, the bending force exhibited along the axis of the
actuator 308 is maximized. Slots are defined between adjacent tapered units 515 and allow for slight
differential operation of each actuator 508 with respect to adjacent actuators 308.

The block portion 519 is interconnected to ar arm 520. The arm 520 is in tum connected to
the paddle 507 inside the nozzle chamber 301 by means of a slot e.g. 522 formed in the side of the
nozzle chamber 5G1. The slot 522 is designed generally to mate with the surfaces of the arm 520 so
as to minimize opportunities for the outflow of ink arcund the arm 520. The ink is held generally
within the nozzle chamber 501 via surface tension effects around the slot 522.

When it is desired to actuate the arm 520, a conductive current is passed through the titanium
nitride layer 517 within the block portion 519 connecting to a lower CMOS layer 506 which provides
the necessary powet and control circuitry for the nozzie arrangement. The conductive current results
in heating of the nitride layer 517 adjacent to the post 510 which results in a general upward bending
of the arm 20 and consequential ejection of ink out of the nozzle 504. The ejected drop is printed on

a page in the usual manner for an inkjet printer as previously deseribed.
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An array of nozzie arrangements can be formed so as {o create a single printhead. For example,
in Fig. 36 there is illustrated a partly sectioned various array view which comprises multiple ink ejection
nozzle arrangements laid out in interieaved lines so as to form a printhead array. Of course, different
types of arrays can be formulated including full color arrays ste.,

The construction of the printhead system described can proceed utilizing standard MEMS
fechniques through suitable modification of the steps as set out in US 6,243,113 entitled “Image
Creation Method and Apparatus (IJ 41)” to the present applicant, the contents of which are fully
incorporated by cross reference.

The integrated circuits 74 may be arranged to have between 5000 to 100,000 of the above
described ink delivery nozzles arranged along its surface, depending upon the length of the integrated
circuits and the desired printing properties required. For example, for narrow media it may be
possible to only require 5000 nozzles arranged along the surface of the printhead assembly to achieve
a desired printing result, whereas for wider media a minimum of 10,000, 20,000 or 50,000 nozzles
may need to be provided along the length of the printhead assembly to achieve the desired printing
result. For full colour photo guality images on A4 or US letter sized media at or around 1600dpi, the
integrated circuits 74 may have 13824 nozzles per color. Therefore, in the case where the printhead
assembly 22 is capable of printing in 4 colours {C, M, Y, K}, the integrated circuits 74 may have
around 33396 nozzles disposed along the surface thereof. Further, in a case where the printhead
assembly 22 is capable of printing 6 printing fluids (C, M, Y, K, IR and & fixative) this may result in
82844 nozzles being provided on the surface of the integrated circuits 74. In all such arrangements,
the electronics supporting cach nozzle is the same.

The manner in which the individual ink delivery nozzle arrangements may be controlled
within the printhead assembly 22 will now be described with reference to Figs. 37 — 40.

Fig. 37 shows an overview of the integrated circuit 74 and its connections to the SoPEC
device (discussed above} provided within the control electronics of the print engine 1. As discussed
above, integrated circuit 74 inciudes a nozzle core array 901 containing the repeated logic to fire each
nozzle, and nozzle control logic 902 to generate the timing signals to fire the nozzles. The nozzie
control logic 902 receives data from the SoPEC device via a high-speed link.

The nozzie control logic 902 is configured to send serial data to the nozzle array core for
printing, via a link 907, which may be in the form of an electrical connector. Status and other
operational information about the nozzle array core 901 is communicated back to the nozzle control
logic 902 via another link 208, which may be also provided on the electrical connector.

The nozzle array core 901 is shown in more detail in Figs. 38 and 39. In Fig. 38, it will be

seen that the nozzle array core 901 comprises an array of nozele columns 911, The array includes a
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fire/select shift register 912 and up to 6 color chamnels, each of which is represented by a
corresponding dot shift register 913,

As shown in Fig. 39, the fire/select shift register 912 includes forward path fire shift register
930, a reverse path fire shift register 931 and a select shift register 932. Each dot shift register 913
inchudes an odd dot shift register 933 and an even dot shift register 934. The odd and even dot shift
registers 933 and 934 are connected at one end such that data is clocked through the odd shift register
933 in one direction, then through the even shift register 934 in the reverse direction. The output of
all but the final even dot shifi register is fed fo one input of a multiplexer 935, This input of the
muitiplexer is selected by a signal (corescan) during post-production testing. In normal operation, the
corescan signal selects dot data input Dot[x] supplied to the other input of the mulfiplexer 935, This
causes Dot[x] for each color to be supplied to the respective dot shift registers 913.

A single column N will now be described with reference to Fig. 40. In the embodiment
shown, the column N includes 12 daia values, comprising an odd data value 936 and an even data
value 937 for each of the six dot shift registers. Column N also includes an odd fire value 938 from
the forward fire shift register 930 and an even fire value 939 from the reverse fire shift register 931,
which are supplied as inpuis to a multiplexer 940. The output of the multiplexer 940 is controlled by
the select value 941 in the select shift register 932, When the select value is zero, the odd fire vaiue
is output, and when the select value is one, the even fire value is output.

Each of the odd and even data values 936 and 937 is provided as an input to corresponding
odd and even dot latches 942 and 943 respectively.

Each dot latch and its associated data value form a unit cell, such as unit cell 944, A unit
cell is shown in more detail in Fig. 40. The dot latch 942 is a D-type flip-flop that accepts the output
of the data value 936, which is held by a D-type flip-flop 944 forming an element of the odd dot shift
register 933. The data input to the flip-flop 944 is provided from the output of a previous element in
the odd dot shift register {unless the element under consideration is the first element in the shift
register, in which case its input is the Dot{x] value). Data is clocked from the output of flip-flop 944
into latch 942 upon receipt of a negative pulse provided on Lsyncl.

The output of latch 942 is provided as one of the inputs to a three-input AND gate 945.
Other inputs to the AND gate 945 are the Fr signal (from the output of multiplexer 940) and a pulse
profile signal Pr. The firing time of a nozzle is controlled by the pulse profile signal Pr, and can be,
for example, lengthened to take into account a low voltage condition that arises due to low power
supply {in a removabic power supply embodiment). This is to ensure that a relatively consistent
amount of ink is efficiently ejected from each nozzie as it is fired. In the embodiment described, the

profile signal Pris the same for each dot shift register, which provides a balance between complexity,
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cost and performance. However, in other embodiments, the Pr signal can be applied globally (ie, is
the same for all nozzles), or can be individually tailored to each unit cell or even to each nozzle.

Once the data is loaded into the latch 942, the fire enable Fr and pulse profile Pr signals are
applied to the AND gate 945, combining to the trigger the nozzle to eject & dot of ink for each latch
942 that contains a logic 1.

The signals for each nozzle channel are summarized in the following table:

Name Direction Description

D Input Input dot pattern to shift register bit

Q Output Output dot paftern from shift register bit

SrClk Input Shift register clock in — d is captured on rising edge of this clock
Lsynel Input Fire enable — needs to be asserted for nozzle to fire

Pr Input Profile — needs to be asserted for nozzle to fire

As shown in Fig. 40, the fire signals Fr are routed on a diagonal, to enable firing of one color
in the current column, the next color in the following column, and so on. This averages the current
demand by spreading it over 6 columns in time-delayed fashion.

The dot latches and the latches forming the various shift registers are fully static in this
embodiment, and are CMOS-based. The design and construction of latches is well known to those
skilled in the art of integrated circuit engineering and design, and so will not be described in detail in
this document.

The nozzle speed may be as much as 20 kHz for the printer unit 2 capable of printing at
about 60 ppm, and even more for higher speeds. At this range of nozzle speeds the amount of ink
than can be ejected by the entire printhead assembly 22 is at least 30 million drops per second.
However, as the number of nozzles is increased to provide for higher-speed and higher-quality
printing at least 100 million drops per second, preferably at least 500 million drops per second and
more preferably at least 1 billion drops per second may be delivered. At such speeds, the drops of ink
are ¢jected by the nozzles with a maximum drop ejection energy of about 250 ranojoules per drop.

Consequently, in order to accommodate printing at these speeds, the control electronics must
be able to determine whether a nozzle is to efect a drop of ink at an equivalent rate. In this regard, in
some instances the control electronics must be able to determine whether a nozzle ejects a drop of ink

at a rate of at least 50 million determinations per second. This may increase to at least 100 million
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determinations per second or at least 500 million determinations per second, and in many cases at
least 1 billion determinations per second for the higher-speed, higher-guality printing applications.
For the printer unit 2 of the present invention, the above-described ranges of the number of
nozzles provided on the printhead assembly 22 together with the nozzle firing speeds and print speeds
results in an area print speed of at least 50 cm? per second, and depending on the printing speed, at
least 109 cm® per second, preferably at least 200 cm® per second, and more preferably at least
500 cm? per second at the higher-speeds. Such an arrangement provides a printer unit 2 that is
capable of printing an area of media at speeds not previously attainable with conventional printer

units.

MAINTENANCE ASSEMBLY

The maintenance assembly 23 is shown in detail in Figs. 41 — 44, and as previously shown in
Fig 8, it is mounted between the posts 26 of the main body 20, so as to be positioned adjacent the
printhead assembly 22.

The maintenance assembly 23 generally consists of a maintenance chassis 88 which receives
the various components of the assembly therein. The maintenance chassis 88 is in the form of an
open ended channe! having a pair of vpwardly extending tongue portions 89 at its ends which are
shaped to fit over the posts 26 of the main body 20 and engage with the retaining projections
provided thereon o secure the maintenance assembly 23 in position. The maintenance chassis 88 is
made from a suitable metal material, having rigidity and resilience, such as a pressed steel plate.

The base of the maintenance chassis 88 is shown more clearly in Fig. 43 and inciudes a
centrally located removed portion 90, window portions 92 and spring arms ¢1 extending from either
side of the window portions 92, The integral spring arms 91 are angled internally of the chassis 88
and formed by pressing the sheet metal of the chassis. Of course the spring arms 91 could equally be
a separate insert placed into the open channel of the chassis 88.

A rigid insert 93 is provided to fit within the chassis 88 to provide added rigidity to the
maintenance assembly 23. A catch element 94 projects from the base of the rigid insert and extends
into the centrally located removed portion 90 of the chassis 88 when the rigid insert 93 is located
within the chassis 88. The catch element 94 is provided to move the maintenance assembly between
a capped and an uncapped state, as will be described below. A lower maintenance molding 95 is
located within the insert 93 and retained within the insert via engagement of a2 number of lugs 96
formed along the sides of the fower maintenance molding 35 with corresponding slots 97 provided
along the sides of the insert 93. The lower maintenance molding 95 is made from a suitable plastic

material and forms a body having closed ends and an open top. The ends of the lower maintenance
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meolding 93 are provided with air vents 98. Air from the vents 98 flows through filters 181 to
ventilate the maintenance assembly.

Two pin elements 99 extend from the base of the lower maintenance molding 95. The pin
clements 99 are connected to the base via a flexible web, such as rubber, fo allow multi-directional
relative movement of the pin elements 99 with respect to the base of the lower maintenance molding.
The pin elements 99 pass through two circular openings 100 in the base of the rigid insert 93 and into
the window poriions 92 of the maintenance chassis 88.

A retainer insert 101 is supported on the pin elements 99 within the lower maintenance
molding 95. The retainer insert 101 is coated steel and provides rigid support for the strips of
absorbent media {02 retained therein. The abserbent media 102 is a generally an inverted T-shaped
assembly of separate portions — a thin vertical portion which extends upwardly from between {wo
substantiaily horizontal portions. The absorbent media 102 may be made from any type of material
capable of absorbing and retaining ink such as urethane foam or the like.

A microfibre fabric 103 fits over the thin vertical portion, around the two harizontal portions,
and then attaches to the retainer insert 101 to retain the absorbent media 102, The microfibre fabric
103 draws into the absorbent media 102,

An upper maintenance molding 104 fits over the lower maintenance molding 95 to enclose
the microfibre fabric 103, absorbent media 102 and retainer insert 101 therebetween. The upper
mainfenance molding 104 is aftached along its bottom surface to the surface of the lower maintenance
molding 95 via an appropriate adhesive. An upwardly projecting rim portion 105 extends beyond the
thin vertical portion of the absorbent media 102 covered with microfibre fabric 103, The rim portion
103 defines an open perimeter seal for sealing the nozzles of the printhead assembly 22 when the
upper maintenance melding 104 is brought into capping contact with the printhead assembly.

In this arrangement, the upper mainitenance molding 104, microfibre fabric 103, absorbent
media 102, retainer insert 101, lower maintenance molding 95 and the rigid insert 93 form a capping
unit which is adapted to fit within the maintenance chassis 88 and is supported on the spring arms
thereof. Within this unit, the microfibre fabric 103, absorbent media 102 and the retainer insert 101
form a sub-unit supported on the pin elements 99 and movabie within the space defined by the lower
maintenance molding 95 and the upper maintenance molding 104.

As shown in Tig 41, the capping unit is held in place with a retainer element 106 that fits
over the upper maintenance molding 104 and secures te the chassis 88. The retainer element 106 is
essentially in the form of an open ended channel having a siot 107 formed along the upper surface

thereot, through which the rim portion 105 of the upper maintenance molding 104 can protrude and
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cappingly engage with the printhead assembly 22. The upper surface of the retainer element 106 is
curved and acts as a media guide during printing.

When assembled i this manner, the components of the maintenance assembly 23 are
contained within the retainer element 106 and the chassis 88, such that both the upper maintenance
molding 104 can move with respect to the retainer element 106 to cap the printhead assembly 22, and
the microfibre fabric 103 and absorbent media 102 can move with respect to the upper maintenance
molding to contact and wipe the surface of the nozzles of the printhead assembly 22,

Upon assembly and attachment of the maintenance assembly 23 to the posts 26 of the main
body 20, the catch element 94 of the rigid insert extends from the central removed portion 90 of the
chassis 88, Due fo the action of the spring arms 91, the maintenance unit 23 (as previously defined)
is raised from the base of the chassis 88 such that the rim portion 105 of the upper maintenance
molding 104 extends through the siot 107 of the retainer element 106 and is in capping contact with
the printhead assembly 22. This state is shown in Fig. 44 and is referred to as the capping state,
whereby the nozzles of the printhead are sealed in an almost closed environment within the rim
portion 105 and are less likely to dry out and clog with ink. The environment is almost closed and
not fully closed, so that the maintenance assembly is not prevented from moving 1o the uncapped
state because of a mild vacuum created within the rim 105,

To remove any paper dust or other particulate matter present in the vicinity of the nozzles of
the printhead assembly 22, the surface of the printhead may be wiped by the microfibre fabric 103.
To perform this, a wiper actuator present in the cradle unit extends into the window portions 92 of the
chassis 88 and contacts the pin elements 99 provided in the base of the lower maintenance molding
95, Any upward force provided by the wiper actuator on the pins 99 causes them to project further
against the retainer insert 101, thereby causing the vertical portion of the absorbent media 102, which
is coated with the microfibre fabric 103, to extend into and beyond the rim portion 105 of the upper
maintenance molding 104, until it contacts the surface of the printhead assembly 22 proximal the
nozzles. The presence of the microfibre fabric 103 ensures that contact is minimised and attracts any
ink or moisture present on the surface of the printhead assembly 22 to be retained within the
absorbent media 102, As the pins 99 are free to move in any direction, any lateral motion of the
wiper actuator will cause the microfibre fabric 103 to move laterally across the surface of the nozzles
hence performing a wiping or cleaning function. Removal of the wiper actuator will then cause the
arrangement to return to a position whereby the microfibre fabric 103 and the absorbent media 102
are below the surface of the rim portion 105.

In order to perform printing, the mainienance assembly 23 must be moved from the capping

stafe to a printing state. This is achieved by a maintenance actuator gripping the catch clement 94
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projecting through the central removed portion 90 of the chassis 88 and applying a downward force
thereto. This downward force causes the rigid insert 93 fo move against the spring arms 91 of the
chassis 88, towards the base of the chassis. This movement causes the upper rim portion 105 of the
upper capping molding 104 to retract into the slot 107 formed in the retainer element 106 such that it
is flush with the outer surface of the retainer element 106 and does nct protrude therefrom. It will be
appreciated that the retainer element 106 does not move and is fixed in position. This creates a gap
between the retainer element 106 and the printhead assembly 22 through which the media can pass
for printing. In the printing or uncapped state, the retainer element 106 acts as a media guide and the
media contacts the retainer element and is supported on the surface of the retainer element 106 as it

passes the printhead assembily for printing.

Cradle unit

The cradie unit 12 is shown in relation to Figs 6 and 7 and generally consists of a main body
13 which defines an opening 14 for receiving the cartridge unit 10, and a cover assembly 11 adapted
to ¢lose the opening o secure the cariridge unit 10 in place within the cradle unit 12.

The main body 13 of the cradle unit 12 includes a frame structure 110 as shown in Fig, 45A
and 45B. The frame structure 110 generally comprises two end plates 111 and & base plate 112
connecting each of the end plates 111, A drive roller 113 and an exit roller 114 are mounted between
the end plates 111 at opposing ends thereof, such that when the cartridge unit 10 is retained within the
main body 13, it sets between the drive roller 113 and exit roller 114, The drive roller {13 and the
exit rolier 114 are each driven by a brushless DC motor 115 which is mounted to one of the end
plates 111 and drives each of the drive and exit rellers via a drive mechanism 116, such as a drive
belt. Such a system ensures that both the drive roller 113 and the exit roller 114 are driven at the
same speed to ensure a smooth and consistent passage of the media through the print engine 1 and
past the printhead assembly 22 of the cartridge unit 10,

A maintenance drive assembly 117 is mounted to the other end plate 111, opposite the DC
motor 107, The maintenance drive assembly 117 comprises a motor 118 which is operatively
connected 1o a maintenance gear 119 and a wiper gear 120, The maintenance gear 119 is in furmn
connected to a maintenance actuator 121 which is in the form of a rod having a hooked end that
extends a distance within the base plate 112. The hooked end of the maintenance actnator 121 is
shaped to be received within the catch element 94 of the maintenance assembly 23 so as to
raise/lower the upper rim portion 105 between the capping state and the printing state. The wiper

gear 120 is similarly connected o a wiper actuator 122 in the form of a rod having a pair of
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projections extending therefrom. The wiper actuator 122 similarly extends within the base plate 112,
and the projections are posifioned along the wiper actuator 122 so that they are aligned with the
window portions 92 formed in the base of the maintenance chassis 88 so as to contact the pin
elements 99 of the maintenance assembly 23.

The maintenance drive assembly 117 is shown in isoiation in Figs 46A and 468. As the
motor 118 is bi-directional, operation of the motor in one direction will cause the wiper gear 120 to
move in a counter-clockwise direction as shown in Fig 46A. The wiper gear 120, has a raised portion
123 formed on the surface thereof which comes inte contact with an arm 124 of the wiper actuator as
the wiper gear 120 rotates. As the raised portion 123 contacts the arm 124, the wiper actuator 122
pivots such that the projections formed thereon move in an upward direction through the window
portions 92 in the maintenance chassis 88 and against the pin elements 99, thereby bring the micro
fibre fabric 103 against the surface of the printhead assembly. Further rotation of the wiper gear 120
will result in the arm 124 returning to its neutral position. Lateral movement can be applied to the
wiper actuator 122 due to the presence of an additional angled raised portion 125 formed on the wiper
gear 120 upon which the arm 124 rides causes the entire wiper actuator fo move laterally against the
returning spring 126. A sensor element 127 is provided to sense the posifion of the wiper actuator
such that the state of the printhead can be readily determined.

In order {o control the capping state of the printhead assembly 22, the motor 118 is reversed
resulting in the wiper gear 120 moving in a clockwise direction as shown in Fig, 46A and a counter-
clockwise direction as shown in Fig, 46B. Rotation of the wiper gear 120 in this direction ensures
that the wiper actuator pivois in a downward direction away from the maintenance assembly 23.
However as shown more clearly in Fig. 46B, this rotation causes a flipper gear 128 provided on the
inner surface of the wiper gear 120 to engage with the maintenance gear 119 and in turn cause the
maintenance gear 119 to rotate in a counter clockwise direction (as shown in Fig. 46B). Similarly, a
projection 129 formed on the inner surface of the maintenance gear 119 contacts & pivot arm 130 of
the maintenance actuator 121, thereby causing the hooked end of the maintenance actuator to move in
a downward direction, which in turn grips the catch element 94 of the maintenance assembly 23
causing the upper sim portion 105 to retract and assume a printing state, Similarly, the sensor element
127 can sense the position of the maintenance actuator to control operation of the motor 118, and
hence the desired state of the printhead.

Referring again to Figs. 45A and 45B, a pair of cartridge unit guides 131 are attached to the
end plates 111 to aid in receiving and guiding the cartridge unit 10 into the cradle unit 12, The guides
131 are angled to receive a surface of the cartridge unit 10 such that the cartridge unit 10 is orientated

correctly with respect to the cradle unit 12.
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The control electronics for controliing the operation of the print engine and the ICs 50 of the
printhead assembly 22 is provided on a printed circuit board (PCB) 132, As shown in Fig 454, one
face of the PCB 132 contains the SoPEC devices 133 and related componentry 134 for receiving and
distributing the data and power received from external sources, whilst the other face of the PCB
includes rows of electrical contacts 135 along a lower edge thereof which provides a means for
transmitting the power and data signals to the corresponding electrical contacts on the flex PCB 79
for controiling the nozzles of the printhead assembly 22.

As shown in isolation in Fig. 47, the PCB 132 forms part of a PCB assembly 140, and is
mounted between two arms 136, with each of the arms having a claw portion 137 f¢ receive and
retain the PCB 132 in position. As shown in Fig. 48, each of the arms 136 has a groove 141 formed
in the upper portion thereof for receiving a hook portion of a tension spring 142, the purpose of which
will be described below,

In order to provide stability to the PCB 132 as it is mounted between the two arms 136, a
support har 138 is secured to the arms 136 and the PCB zlong the bottom edge of the PCB 132, on
the face that contains the SoPEC devices {33 and the related componentry 134, The support bar 138
has a plurality of star wheels 139 mounted along its lower surface. The star wheels are spring loaded
such that they can move relative to the lower surface of the support bar to grip with a surface of the
exit roller 114 when the PCB assembly 140 is mounted to the end plales 111, as shown in Fig 43A,

A heatshield 143 is attached fo the PCB 132, as shown in Fig. 49A such thaf it substantially
covers the SoPEC devices 133 and protects the SoPEC devices from any EMI that may be within the
vicinity of the printer unit 2. The heatshield 143 also has a latch mechanism 144 provided therein
which mates with a clip provided on the cover assembly 11 to secure the cover agsembly in a closed
position as shown in Fig. 49A,

The PCB assembly 140 is pivotally mounted to the end plates 111 ai pivot points 141
provided at the bottom of the arms 136. In this arrangement, the PCB assembly 140 is able to swing
about its pivot points 141 between an open position, wherein the electrical contacts 135 are remote
from the electrical contacts of the flex PCB 79 and the cartridge unit 10 can be readily removed from
the cradle unit 12, and a closed position, where the electrical contacts 135 are in operational contact
with the electrical contacts provided on the flex PCB 79 to transmit control data and power to
facilitate printing from the nozzles of the printhead assembly 22,

As shown in Fig 49B, an idle roller assembly 145 is secured to the end plates 111 at the rear
of the cradle unit 12 and includes a plurality of roller wheels 146 which are positioned to contact the
surface of the drive roller 113 and rotate therewith. The idle roller assembly 145 ensures that any

media that is presented to the print engine 1 from the picker mechanism 9 of the prinfer unit 2, is
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gripped between the drive roller 113 and the rofler wheels 146 of the idle roller assembly 1145 for
transport past the printhead assembly 22 of the cartridge unit 10 for printing.

The cover assembly 11, is shown in its closed position in Figs. 49A and 49B, and is pivotally
attached to the end plates 111 at an upper rear portion thereof. A pair of attachment plates 147 extend
from the cover assembly 11 for attaching the cover assembly to the end plates 111 via a pin 148. The
attachment plates 147 extend beyond the pin 148 and have a hole formed therein into which is
received the free end of the tension spring 142 as discussed previously in relation to Fig. 48.

When the cover assembly 11 is in the closed position, as shown in Fig. 49B, the spring is in
fisll tension which in turn causes the PCB assembly 40 to pivot towards the closed position, as shown
in cross-section in Fig. 50A. In this position, the elecirical contacts 135 of the PCB 132 are in
operational contact with the corresponding electrical contacts of the flex PCB 79 of the printhead
assembly 22 such that power and data signals can be transferred therebetween,

When the cover assembly is moved to ifs open position, as shown in Fig 49C, the attachment
plates 147 pivot towards the front of the cradle assembly thereby relieving tension in the spring 142
and causing the spring to become slack. This in turn, allows the PCB assembly fo pivot away into an
open position as shown in Fig. 50B. In this position, the electrical contacts 135 of the PCB 132 move
away from contacting the corresponding contacts of the flex PCB 79 of the printhead assembly 22, to
thereby enable the cartridge unit 10 to be removed from the cradle unit 12.

In this regard, the act of opening/closing the cover assembly 11 also performs the functien of
disengaging/engaging electrical communication between the cariridge unit 10 and the cradie unit 12.

Referring again to Figs. 49A — 49C, the cover assembly 11 includes a number of docking
ports 145 formed in the upper surface thereof. In the embodiment shown there are five docking ports
149 provided, with each docking port cortesponding to one of the ink storage modules 45, Each
docking port 149 has an upwardly projecting lip portion which is shaped to receive an ink refill unit
for supplying refill ink fo the ink storage modules 45. As more clearly shown in Fig. 49C, each
docking port 149 has a large, substantially circular opening 151 and two small circular openings 152
provided therein, which enable the delivery of ink between the ink refill unit and the cartridge unit 10
to oceur in the manner as described below,

Four T-shaped cpenings 182 are positioned at the comers of each docking portion 149 to
receive the bag constrictor actuators on the refill. These were briefly discussed above in relation to

the ink storage modules 45 and are described in more detail below.

Refill Unit
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Figs. 51A — 51C show the ink refill unit 155 for supplying refill ink to the cartridge unit 10.
The ink refill unit 155 is provided as a unit comprising a base assembly 156 which houses internal
ink refilling components and a cover 157 which fits over the base assembly 156. The base assembly
and cover may be moulded from a plastics material and the base assembly 156 may be moulded as a
single piece or in sections.

The underside of the base assembly 156 is shown in more detail in Fig. 51B and includes a
ridge portion 160 that projects therefrom and which mates with docking port 149 formed in the cover
assembly 11, to retain the ink refill unit in docking position. A substantially cylindrical ink outlet 158
also projects from the underside of the base assembly for delivering ink into the cartridge unit 10. A
two valve actuating pins 159 also project from the underside of the base assembly 156 for actuating
the inlet and outlet valves of the ink storage modules 45 respectively. In the embodiment shown, the
two valve actuating pins 159 have a {ri star cross section for good uni-directional bending resistance
and buckling strength. A QA chip 161 is also provided to project from the underside of the base
assembly 156 and has a plurality of QA chip contacts 162 exposed thereon which are read by a QA
chip reader provided in the cover assembly 11 when the ink refill unit 155 is docked therewith.

A constrictor actuator 190 projects from adjacent each cormer of the base assembly 136. The
constrictor actuators 190 are slightly arcuate and rounded at their ends. The constrictor apertures 60
(see Fig. 14) in the fop 42 of the cartridge unit 19, are correspondingly arcuate. The rounded ends
and arcuate cross section allow the user to easily align one constrictor actuator 190 with its
corresponding aperture 60, and the curved surfaces intuitively guide the other constrictor actuators
190 into alignment with their respective apertures 60. This helps to dock the refill unit with the
interface 61 quickly and with minimal fine positioning by the user. As best shown in Fig. 51B, each
constrictor actuator 190 has a buttress reinforcement 191. This gives the constrictor actuators 190 a
high bending strength in order to withstand large lateral forces in the event that users apply excessive
force when aligning the refill unit with the decking port.

As described above with reference to Fig. 12, the constrictor actuators 190 actuate the bag
constrictor 43 of the ink storage module 45,

The base assembly 156 also has a filling port 192, The bag 163 receives its initial charge of
ink through this port which is then sealed with a plastic sealing ball 193.

Referring to the exploded view of Fig. 51C, an ink bag 163 is sealed to the inner surface of
the base assembly 156 for storing the refill ink therein, and is made from a deformable material which
allows the ink bag 163 to expand/collapse as ink is supplied to/removed from the ink refill unit 155.
An ink delivery needle 164 extends into the space provided between the bag 163 and the base
assembly 156 and provides a passage for ink to flow to the outlet 158. The end of the ink delivery

RRC009-5G 163



needle 164 extends into the cylindrical outlet 158, and is surrounded by a seal ring 1635 which is
spring loaded via a compression spring 166 within the open end of the cylindrical outlet 158. When
the ink refill unit 155 is not docked with the cartridge unit 10, the delivery needle is protected by the
seal ring 1653, As a further precaution, a plasiic cap 187 is slid over the outlet and held in place by a
slight interference fi.

Ar ink level indicator 167 is also provided within the cover 157 of the ink refill unit 155,
The ink level indicator 167 comprises a flexible strip having an indication portion 168, such as a
coloured section. The strip is attached to the upper surface of the deformabie ink bag 163 at its ends
and to the underside of the cover 157 at its centre, so that when the ink supply within the bag 163 is
exhausted, i.c., the bag is substantially empty, the indication portion 168 aligns itself with a
transparent window 169 provided in the top surface of the cover 157, In this regard, at any other
time, i.e., when the bag is other than substantially empty, the indication portion is hidden from view.

As the ink dispenses, the nature of the ink bag material causes it to deform and collapse ina
non-uniform manner. Each of the edges of the upper surface of the bag are unlikely to collapse at the
same rate. As such, the length of the ink level indicator 167 {s ensures that the indication portion 168
only aligns with the window 169 in the cover 157 once all of the edges of the deformable bag’s upper
surface have fully collapsed. The ink level indicator strip 282 is initially in a folded state with the
indication portion 168 being located on the strip 282 s0 as to be hidden from the window 169 when
the bag 163 is full. The strip 167 is attached at either end to opposite edges of the bag’s upper
surface. A point (not shown) intermediate the ends is secured beneath the transparent window 169.
When the bag 46 fully collapses the strip 167 lengthens and vnfolds. This brings the previously
hidden indication portion 168 into view through the window 169. The use of the ink level indicator
167 means that the one refill unit 155 can be used for multiple refill operations if the refill unit is not
fully exhausted. This may occur when the amount of ink necessary for refilling the corresponding
ink storage moduie 45 of the cartridge unit 10 in one operation is less than the capacity of the refili
unit.

The cover 157 fits aver a portion of the base assembly 136 to enclose the ink bag 163 and
ink level indicator 167, Likewise, U-ghaped docking clasp 183 fits over the cover 157 such that its
legs extend beyond the base assembly 156 to engage the cartridge unit 10 when docked. Clips 170 on
opposing legs of the clasp 183 snap lock onto the sides of the cartridge unit 10. This holds the refill
unit 155 substantially fixed relative the cover assembly 11 for reliabie and efficient transfer of ink.

An opposing pair of leaf springs 184 extend from inside each leg of the U-shaped clasp to
press against the sides of the cover 157. Adjacent each leaf spring is a pivot 185 designed to engage

a fulerum ledge 186 on the side of the cover 157. This pushes the legs outwardly, however as the
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pivot 185 engages the fulcrum 186, the clips are levered inwardly fo maintain engagement with the
cartridge unit 10,

A label panel 188 is fixed to the outer surface of the clasp 183. The label panel 188 can
dispiay trademark and other information. It may alse be coloured to match the ink within the refiil.
The label panel 188 also has finger grip pads 189 on each leg. The finger grip pads 189 are
positioned so that finger pressure at these points will overcome the force of the leaf springs 184 to
lever the elips 170 out of engagement with cartridge unit 10. The refill unit 155 may then be pulled
off the docking port 149 of the cover assembly 11.

Fig. 52 shows the refill unit 155 docked directly with one of the interfaces 61 of the ink
storage module assembly 11 of the cartridge unit 10. The cover assembly 11 and remainder of the
cradie unit have been removed for clarity. The refill unit 135 is shaped, or ‘keyed’, such that it can
only be received within the docking port 149 in one particular orfentation. The ends of each jeg of
the U-shapes clasp 183 are significantly different widths so that the user is less likely attempt to dock
the unit 1335 back-to-front. The cylindrical ink outlet 158 is offset from the lateral centre line to aiso
guard against back-to-front docking of the refill unit 155, As previously discussed, the base of the
docking port 149 has a large circular opening 151, into which is received the cylindrical ink outiet
158, and two smaller openings 152, into which the valve actuators 139 are received. The cross
sections of each of these interacting elements are shaped so that only the correctly coloured ink refill
unit, in the correct orientation, can be used fo refill each particular ink storage module 45. For
example, the two iri star cross sections of the valve actuators 159 can each be rotated to give a large
number of combinations that will only mate with corresponding tri star apertures, each with a
matching rotational orientation.

A QA chip reader 172 is also provided in the base of the docking port 149 for mating with
the QA chip contacts 162 of the QA chip 161 of the refill unit 155 and reading and receiving
information stored thereon. Such information may include the storage capacity of the refill unit 155
{e.g., about 30 to about 50 mi), the coiour of the ink confained within the refill unit 155, and the
source of the ink contained within the ink refill unit 155. The information can be readily transferred
to the control circuitry of the cradle unit 12 when the refill unit 153 is docked into position within the
docking port 149, For example, the control circuitry of the cradle unit 12 is able to determine which
of the ink storage modules 43 require refilling and whether the refill unit 155 contains the correct
type/colour and amount of ink to facilitate refilling.

As shown more clearly in Fig 53, the valve insert 49 of each of the ink storage modules 45
(see Fig.10) is arranged such that the ink inlet 15 is aligned with the large circular opening 151

formed in the docking port 149, and the ink inlet and outlet valves 16 and 18 respectively {(obscured
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by the tri star openings 152), are aligned with the smaller circular openings 252,  As the ink refill
unit 155 is brought into pesition within the docking port 149, the ink outlet 158 of the refill unit 155
contacts the ink inlet 15 of the ink storage assembly 43, and the valve actuator pins 159 contact each
of the ink inlet valve 16 and ink outlet valve 18.

in this position, the ink delivery needle 164 penetrates the ink inlet 15 of the valve insert 49
as the spring loaded seal ring 165 retracts within the cylindrical ink outlet 158 to form a tight seal
around the surface of the ink inlet 15. The seal ring 165 is able to ‘ride” up the ink delivery needie
164 and is loaded such that upon removal of the refill unit 155 from the docking port 149, the seal
ring is returned to its protection position via action of a seal spring 166,

As discussed previously, the ink retained within ink bag 46 of the ink storage module 45 is
in a constant state of negative pressure due fo the spring element 54 applying a constant expansion
force to the ink bag 46. This produces a negative or back pressure in the ink, thereby preventing ink
from leaking from the nozzles of the printhead assembly 22. This back pressure also provides a
simple means for exiracting the refill ink from the reflil unit 155 when the refill unit is docked into
posifion. Due to a pressure gradient between the ink bag of the refill unit 155 (which is at
atmospheric pressure) and the ink bag of the ink storage module 45, when the ink delivery needle 164
penetrates the ink inlet 15, the refill ink simply flows from the refill init 155 into the ink bag 46 of the
ink storage module 43.

In order to alternate between a refilling operation and a printing operation and to maintain
the ink in the printhead assembly 22 in a constant state of back pressure such that ink does not leak
from the nozzles during refilling, valves 16 and 18 are provided in the valve insert as discussed
above. Both valves are controiled by the valve actuator pins 159 when the refill unit is docked into
position with the docking port 149. The manner in which the valves are controlled is shown with
reference fo Figs. 54A - 54D,

Figs. 34A and 54B show different cross-sectional views respectively along lines A-A and B-
B in Fig. 53 illustrating a state of the valve arrangement before refilling, and Figs. 54C and 54D
respectively show the views of Figs. 54A and 34B illustrating a state of the valve arrangement during
refilling.

Prior to refilling, as shown in Figs. 54A and 54B, the ink inlet valve 16 is in a closed
position, thereby preventing the passage of ink or air from entering the ink inlet 15 and making its
way into the ink bag 46. This is shown in Fig. 54B, whereby any ink present in the passage between
the ink iniet 15 and the ink inlet valve 16 remains in this space. An o-ring seal is provided at the ink
inlet 15 to maintain an air tight seal around the ink delivery needle 164 of the refil] unit 1535, In this

state, the ink outlet valve 18 is in an open position thereby providing a passage for ink to flow out the
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ink eutlet 52, down the ink downpipe 30 and to the printhead assembly 22. As discussed, the spring
element 54 establishes a state of back pressure within the ink bag 46, and the printhead 22 draws the
ink from the ink bag 46 against this back pressure during printing,

During refilling, as shown in Figs. 54C and 5402, the ink refill unit 155 is docked into the
docking port 149 such that the ink outlet 158 engages with the ink inlet 13 of the valve insert 49 and
the valve actuator pins 139 come info engagement with the valves 16 and 18. As shown in Fig. 54C,
contact of the valve actuator pin with the ink ocutlet valve 18 causes the valve 18 to be depressed and
close, thereby preventing further ink flow from the ink outlet 52 to the printhead assembly 22. In this
regard, ink present in the passage from the closed ink outlet valve 18 to the printhead assembly 22
remains stationary until the ink outlet valve 18 opens.

As shown more clearly in Fig. 54D, when the valve actuator pin 159 contacts the ink inlet
valve 16 and depresses the valve, the valve opens allowing a passage for the ink to flow from the
refill unit 155 to the ink bag 46, Dug to the back pressure present in the ink bag 46, the ink is drawn
into the ink bag due to the pressure differential and as the ink bag 46 fills and expands with ink, the
spring element 54 maintains a constant force between the ink bag 46 and the retainer element 55,
thereby also maintaining a constant back pressure within the ink in the ink bag 46. This continues
until the ink bag 46 reaches its maximum capacity whereby the pressure of the ink present in the ink
bag 46 equalises with the pressure of the ink of the refill unit 155 and no more ink is drawn from the
refill unit 155,

Bag constrictor actuators 190 extend through the apertures 60 to press the upper constrictor
collar 59 towards the lower constrictor collar 37 to bow the side panels 58 inwards and constrict the
bag 46. As discussed above with reference to Fig, 12, the bag constrictor 43, re-establishes the
;1egativ_e pressure in the ink bag 46 as the refill unit is removed, by releasing the constriction,

While the present invention has been illustrated and described with reference to exemplary
embodiments thereof, various modifications will be apparent to and might readily be made by those
skilled in the art without departing from the scope and spirit of the present invention. Accordingly, it
is not intended that the scope of the claims appended hereto be limited to the description as set forth
herein, but, rather, that the claims be broadly construed.

Throughout this specification and the claims which follow, unless the context requires
otherwise, the word "comprise”, and variations such as "comprises” or "comprising”, will be
understood to imply the inclusion of a stated integer or step or group of integers or steps but not the

exclusion of any other integer or step or group of integers or steps.
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The reference in this specification to any prior publication {or information derived from it),
or to any matter which is known, is not, and should not be taken as, an acknowledgement or
admission or any form of suggestion that that prior publication {or information derived from if) or
known matter forms part of the common general knowledge in the field of endeavour to which this

specification relates.
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WHAT IS CLAIMED IS:-

1. A printhead maintenance assembly for an inkjet printbead, the printhead having a nozzle
plate with an array of nozzles formed therein, the printhead maintenance assembly comprising:

a capper to cover the array of nozzles when the printhead is not in use; and,

a cleaner for engaging the nozzle plate and wiping across the nozzles; wherein,

the cleaner is positioned between opposing sides of the capper.

2. A printhead maintenance assembly according to claim ] wherein both the capper and the

cleaner are independently movable relative to the nazzle plate.

3. A printhead maintenance assembly according to claim 2 wherein the cleaner is resiliently
mounted to the capper so that while the capper can move perpendicularly relative te the nozzle plate,
the cleaner can have limited movement paralle] to the nozzle plate as well as perpendicular

movement.

4. 4 printhead maintenance assembly according to claim 3 wherein the capper and the cleaner

are actuated by a single motor drive.

L} A printhead maintenance assembly according to claim 4 wherein the motor drive actuates

the capper and the cleaner via separate cam shafts.

6. . An assembly according to claim 1 incorporated in & cartridge unit for an inkjet printer, the
cariridge unit comprising an ink storage compartment and an ink feed system for connection to the
printhead,

wherein the ink storage compartment has a variable storage volume and a displaceable wall
section biased to expand the variable storage volume to generate a negative pressure therein, such that
ink does not inadvertently leak from the ink ejsction nozzles.

7. An assembly according to claim 1 incorporating a refill unit for refilling a negatively
pressurized ink storage compartment that supplies ink to the printhead, the ink storage compartment
having an interface for receiving the refill unit, the interface having an inlet valve biased to its closed
configuration, the refill unit comprising:

a body containing a quantity of ini;

engagement formations for releasably engaging the interface; and

an inlet valve actuator for opening the inlet valve as the refill unit engages the ink interface
so that the ink in the body is in fluid communication with the ink storage compartment.
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8 An assembly according to claim 1 incorporating a refill unit for an ink cariridge, the ink
cariridge having = negatively pressurized ink storage compartment that supplies ink to the printhead,
and an interface for receiving the refill unit, the interface having a normally closed inlet valve and a
normally open outlet valve, both in fluid communication with the ink storage compartment, the refili
unit comprising:

a body containing a quantity of ink;

a docking portion having an ink outlet and valve actuator formations,

wherein during vse, the docking portion releasably engages the interface to actuate the inlet
and the owtiet valves so the cartridge Alls with ink fom the body because of the negative pressure in

. the ink storage compartment.

0. An assembly according to claim 1 incorporating a refill unit for refilling 2 negatively
pressurized ink storage corpartment that supplies ink to the printhead viz 2 normally open outiet
valve, the refill unit comprising:

a body containing a quantity of ink;

engagement formations for releasably engaging the ink storage compariment; and

an outlet valve actuator for closing the outlet valve as the refill unit engages the ink storage
compartment.

i0. An assembly according to claim 1 incorporating a refill unit for refilling an ink storage
compartinent supplying the printhead, wherein during use, the ink storage compartment is maintained
at a negative pressure to avoid inadvertent ink leakage from the nozzles, the refill unit comprising:

a body containing 2 quantity of ink;

an ink ouflet; and

e repressurizing arrangsment,

wherein upon engagement of the refill unit with the ink storage compartment, the
repressurizing arrangement canses part of the unit o be inwardly depressed as the ink from the body
is drawn into the ink storage compartment through the ink ountlet by the negative pressure until
pressure equalization, and

upon subsequent disengagement of the refill unit from the ink storage compariment, the
repressurizing arrangement releases the inwardly depressed part of the ink storage compartment to re-

establish the pegative pressure.

1L An assembly according to claim 1 incorporated in an ink cartridge for an inkjet printer, the
cariridge comprising:

an ink storage compartment having opposed wall sections connected by a flexible wall
arrangement 1o define a variable ink storage volume; and

an ink feed system for supplying for supplying ink to the printhead,
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wherein one of the opposed wall sections is displaceable_ and hiased to expand the variable
ink storage volume to create a negative pressure in the ink storage compartment for avoiding '

inadvertent ink leakage from the nozzles.

12, An assembly according to claim 1 incorporating a refill unit for refilling an ink storage
compartment with an interface for releasably engaging with the refill unit, the interface having valves
for controlling ink flows info, and out of, the storage compartment, the refill unit comprising:

a body containing a quantity of ink;

an ink outlet; and _

vaive actuztors for actuating the valves when the refill unit engages the interface, such that
the valve actuators actuate the valve in 2 predetermined sequence.

13. An assembly according to claim [ incorporating a refill unit for refilling an ink cartridge that
forms part of an inkjet printer, the printer also having the printhead, control circuitry and an interface
for releasably engaging the refill unit, the refill wnit comprising;

a body containing a guantity of lk;

an ink outlet; and

a memory circuit for storing information relating to at least one characteristic of the ink,

wherein, during nse, the memory circuit allows to the control circnit to intervogate it to
verify that the ink in the refill unit is snitable for the printer.

14.  An assembly according to claim 1 incorporated in an inkjet printer comprising:

the printhead; and

a motorized drive for moving the maintenance assembly between a capped
position where the assembly covers the array of nozzles and an uncapped position spaced from the
array of nozzles,

15, An assembly according to claim 1 incorporating an ink refill unit for replenishing an ink
cariridge in an inkjet printer, the ink cartridge having an interface for engaging the ink refill, an ink
storage compartment partially defined by a tubular flexible wall, and a constriction mechanism for
constricting the flexible tubular wall by a predetermined amount, the ink refill unit comprising:

a body containing a quantity of ink; and

a docking portion for engaging the interface of the cartridge, the docking
portion having ap ink outlet for connection to an inlet port on the interface, and a plurality of
constriction actuators for actuating the constriction mechanism as the ink refill unit engages the
interface and releases the constriction mechanism as the ink refill unit disengages the interface.
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16. An zssembly according 1o claim | incorporating an ink refill unit for replenishing an ink
cartridge in an inkjet printer, the ink cartridge having an interface for engaging the ink refil unif, the
ink refill unit comprising:

a body containing a quantity of ink;

an ink outlet for engaging & complementary ink inlet in the interface; and

2 spigot extending from the body for insertion in an aperture in the interface,

wherein the lateral cross section of the spigot is keyed to the shape defined by the aperture to
ensure the ink refill is correctly matehed to the cartridge.

17.  Anassembly ascording to claim 1 incorporating an ink refill unit for replenishing an ink
cartridge in an inkjet printer, the ink refill unit comprising:

a body containing ink;

an ink outlet for engaging a complementary ink inlet in the cartridge; and

a visual indicator to provide a visual indication when a predetermined quantity ink has
flowed from the refill unit into the cartridgs.

18. Ax assembly according to claim 1 incorporated in an inkjet printer comprising:

an outer casing with a hingedly mounted panel for access its interior; and |

a cradle housed within the outer casing for supporting an ink cartridge, the cradle having a
hingedly mounted lid that opens to allow the ink cartridge to be inserted and removed,

wherein the hinge axis of the lid and the hinge axis of the panel are parallel, and

the lid and the panel both open in the same direction.

19. An assembly according to claim 1 incorporated in an inkjet printer comprising:

a replaceable pagewidth printhead with an atray of nozzles and printhead contacts for
transmitting power and print data to the nozzles;

corresponding contacts for supplying the power and print data to the printhead contacts; and

a selective biasing mechanism, such that the printhead contacts and the corresponding
contacts are biased into engagement during printing and released from biased engagement when

installing or removing the printhead.

20 An assembly according to claim 1 incorporated in an inkjet printer comprising:
a replaceable pagewidth printhead with an array of nozzles and printhead contacts for
transmitting power and print data to the nozzles;
corresponding contacts for supplying the power and print data to the printhead contacts; and
a cover member for movement between open and closed positions,
. wherein in the open positions, the printhead can be installed or removed, and the cover member isin

the closed positions during printing, such that the printhead contacts and the corresponding contacts
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are moved into engagement when the cover member is moved to the closed positions, and the

printhead contacts and the corresponding contacts disengage when the cover member is moved to the

open positions.
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