CLAIMS

1. A multiuser (MU) multiple antenna system (MAS) comprising:

one or more centralized units communicatively coupled to multiple distributed transceiver
stations or antennas via a network;

the network comprising wireline or wireless links or a combination of both, employed as a
backhaul communication channel;

the one or more centralized units communicating with the distributed transceiver stations or
antennas over the network to adaptively reconfigure communications between the distributed
transceiver stations or antennas and users to compensate for Doppler effects due to user mobility or
changes in the propagation environment;

wherein the MU-MAS system comprises one or more sets of user equipment (UE), base
transceiver stations (BTSs), controllers (CTRs), centralized processors (CPs) and base station
networks (BSNs); and

wherein the CP adaptively selects the BTSs to be used for low- or high-mobility UEs based

on latency over the BSN.
2. The system as in claim 1 employing distributed antennas that exploits spatial, polarization
and/or pattern diversity to enhance data rate and/or coverage to one or multiple users in wireless

systems.

3. The system as in claim 1 wherein the UEs are located around or in between the distributed

antennas or surrounded by the distributed antennas.

4, The system as in claim 1 wherein MU-MAS employs complex weights at the receiver of

the uplink channel to demodulate independent streams (e.g. data or CSI) from the UEs.

5. The system as in claim 4 wherein the complex weights of the uplink receiver are derived

from the downlink precoding weights or computed via maximum ratio combining receiver.

6. The system as in claim 1 wherein the CP and the BTSs are equipped with

encoders/decoders to compress/decompress information exchanged among them over the BSN.
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7. The system in claim 6 wherein the precoded baseband data streams are compressed, before
being transmitted from/to the BTS to/from the MU-MAS distributed antennas, to reduce overhead
over the BSN.

8. The system as in claim 1 wherein the adaptation is based on the type of high versus low
data rate BSN, or QoS, or average traffic statistics (e.g., daytime or nighttime use of different

networks), or instantaneous traffic statistics (e.g., temporary network congestions) over the BSN.

9. A method implemented within a multiuser (MU) multiple antenna system (MAS) to
compensate for Doppler effects comprising, the MU-MAS system comprising at least one
centralized unit communicatively coupled to multiple distributed base transceiver stations (BTSs)
over a network, the method comprising:

measuring Doppler velocity of a first mobile user relative to the plurality of BTSs; and

the centralized unit communicating with the BTSs over the network to adaptively
reconfigure communications between the BTSs and users, wherein adaptively reconfiguring
includes dynamically assigning the first mobile user to a first BTS of the plurality of BTSs or to a

first set of BTSs based on the measured Doppler velocity for the first BTS relative to other BTSs.

10. The method as in claim 9 wherein if the first mobile user has a measured Doppler velocity
which is relatively higher than a second mobile user, then dynamically assigning comprises
assigning the first mobile user to a first BTS or to a first set of BTSs and assigning the second
mobile user to a second BTS or to a second set of BTSs, the first BTS or the first set of BTSs

having a relatively lower latency associated therewith than the second BTS or second set of BTSs.

11. The method as in claim 9 wherein the latency includes (a) time taken to transmit a first
training signal from the first mobile user to a BTS, (b) round-trip delay over a base station network
(BSN) connecting the BTSs to a centralized processor (CP), and (c¢) time taken buy the CP to
process channel state information (CSI) for the wireless channel between the BTSs and the first
mobile user, generate precoded data streams for the first mobile user based on the CSI, and schedule

transmissions to different mobile users including the first user for the current transmission.

12. The method as in claim 11 wherein the latency further includes time taken to transmit a

second training signal from the BTS to the first mobile user.
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13. The method as in claim 9 wherein dynamically assigning further comprises assigning based
on a combination of link quality of a communication channel between each BTS and the first
mobile user and the measured Doppler velocity associated with each BTS with respect to the first

user.

14. The method as in claim 13 wherein, for a given Doppler velocity, the BTS having the

relatively higher link quality is selected.

15. The method as in claim 13 wherein for a given link quality, the BTS having the relatively

lower Doppler velocity is selected.

16. The method as in claim 9 further comprising:
estimating future complex channel coefficients based on past complex channel coefficients

to compensate for the adverse effect of Doppler on communication between the BTSs and the first

mobile user.
17. The method as in claim 16 wherein linear prediction is employed for estimation.
18. The method as in claim 9 wherein the first mobile user is dynamically assigned to the first

BTS or a first set of BTSs based on both the Doppler velocity and channel state information (CSI)
defining quality of communication channels between the mobile user and each of the BTSs within
the plurality.

19. The method as in claim 18 further comprising: building a matrix of Doppler velocities and
link qualities for each of the BTSs within the plurality with respect to the first mobile user; and
selecting a BTS which has a Doppler velocity below a specified threshold and link quality

above a specified threshold.

20. A multiuser (MU) multiple antenna system (MAS) to compensate for Doppler effects
comprising:

a plurality of base transceiver stations (BTSs);

a network coupling the plurality of BTSs to at least one centralized processor (CP);

a first mobile user establishing a communication link with each of the BTSs;
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the CP communicating with the BTSs over the network to adaptively reconfigure
communications between the BTSs and users, wherein adaptively reconfiguring includes measuring
Doppler velocity of a first mobile user relative to each of the BTSs and dynamically assigning the
first mobile user to a first BTS of the plurality of BTSs based on the measured Doppler velocity for
the first BTS relative to other BTSs.

21. The system as in claim 20 wherein if the first mobile user has a measured Doppler velocity
which is relatively higher than a second mobile user, then dynamically assigning comprises
assigning the first mobile user to a first BTS and assigning the second mobile user to a second BTS,

the first BTS having a relatively lower latency associated therewith than the second BTS.

22. The system as in claim 20 wherein the latency includes (a) time taken to transmit a first
training signal from the first mobile user to a BTS, (b) round-trip delay over a base station network
(BSN) connecting the BTSs to a centralized processor (CP), and (c¢) time taken by the CP to process
channel state information (CSI) for the wireless channel between the BTSs and the first mobile user,
generate precoded data streams for the first mobile user based on the CSI, and schedule

transmissions to different mobile users including the first user for the current transmission.

23. The system as in claim 22 wherein the latency further includes time taken to transmit a

second training signal from the BTS to the first mobile user.

24. The system as in claim 20 wherein dynamically assigning further comprises assigning
based on a combination of link quality of a communication channel between each BTS and the first
mobile user and the measured Doppler velocity associated with each BTS with respect to the first

user.

25. The system as in claim 24 wherein, for a given Doppler velocity, the BTS having the

relatively higher link quality is selected.

26. The system as in claim 24 wherein for a given link quality, the BTS having the relatively

lower Doppler velocity is selected.
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217. The system as in claim 20 wherein the CP estimates future complex channel coefficients
based on past complex channel coefficients to compensate for the adverse effect of Doppler on

communication between the BTSs and the first mobile user.

28. The system as in claim 27 wherein linear prediction is employed for estimation.

29. The system as in claim 20 wherein the first mobile user is dynamically assigned to the first
BTS based on both the Doppler Velocity and channel state information (CSI) defining quality of

communication channels between the mobile user and each of the BTSs within the plurality.

30. The system as in claim 29 wherein the CP performs the additional operations of: building a
matrix of Doppler velocities and link qualities for each of the BTSs within the plurality with respect
to the first mobile user; and

selecting a BTS which has a Doppler velocity below a specified threshold and link quality

above a specified threshold.

31. A multiuser (MU) multiple antenna system (MAS) comprising:

one or more centralized units communicatively coupled to multiple distributed transceiver
stations or antennas via a network;

the network comprising wireline or wireless links or a combination of both, employed as a
backhaul communication channel;

the one or more centralized units communicating with the distributed transceiver stations or
antennas over the network to adaptively reconfigure communications between the distributed
transceiver stations or antennas and users to compensate for Doppler effects due to user mobility or
changes in the propagation environment;

wherein the MU-MAS system comprises one or more sets of user equipment (UE), base
transceiver stations (BTSs), controllers (CTRs), centralized processors (CPs) and base station
networks (BSNs); and

wherein the CP adaptively selects the BTSs to be used for low- or high-mobility UEs based
on the Doppler velocities of every BTS-UE link.
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32. The system as in claim 31 employing distributed antennas that exploits spatial, polarization
and/or pattern diversity to enhance data rate and/or coverage to one or multiple users in wireless

systems.

33. The system as in claim 31 wherein the UEs are located around or in between the distributed

antennas or surrounded by the distributed antennas.

34. The system as in claim 31 wherein MU-MAS employs complex weights at the receiver of

the uplink channel to demodulate independent streams (e.g. data or CSI) from the UEs.

35. The system as in claim 34 wherein the complex weights of the uplink receiver are derived

from the downlink precoding weights or computed via maximum ratio combining receiver.

36. The system as in claim 31 wherein the CP and the BTSs are equipped with

encoders/decoders to compress/decompress information exchanged among them over the BSN.

37. The system in claim 36 wherein the precoded baseband data streams are compressed, before
being transmitted from/to the BTS to/from the MU-MAS distributed antennas, to reduce overhead
over the BSN.

38. A multiuser (MU) multiple antenna system (MAS) comprising:

one or more centralized units communicatively coupled to multiple distributed transceiver
stations or antennas via a network;

the network comprising wireline or wireless links or a combination of both, employed as a
backhaul communication channel;

the one or more centralized units communicating with the distributed transceiver stations or
antennas over the network to adaptively reconfigure communications between the distributed
transceiver stations or antennas and users to compensate for Doppler effects due to user mobility or
changes in the propagation environment;

wherein the MU-MAS system comprises one or more sets of user equipment (UE), base
transceiver stations (BTSs), controllers (CTRs), centralized processors (CPs) and base station
networks (BSNs); and
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wherein linear prediction is employed to estimate the CSI or MU-MAS precoding weights
in the future, thereby eliminating the adverse effect of Doppler on the performance of the MU-
MAS.

39. The system as in claim 38 wherein the linear prediction is employed in the time, frequency

and/or space domains.

40. The system as in claim 38 employing distributed antennas that exploits spatial, polarization
and/or pattern diversity to enhance data rate and/or coverage to one or multiple users in wireless

systems.

41. The system as in claim 38 wherein the UEs are located around or in between the distributed

antennas or surrounded by the distributed antennas.

42. The system as in claim 38 wherein MU-MAS employs complex weights at the receiver of

the uplink channel to demodulate independent streams (e.g. data or CSI) from the UEs.

43. The system as in claim 42 wherein the complex weights of the uplink receiver are derived

from the downlink precoding weights or computed via maximum ratio combining receiver.

44, The system as in claim 38 wherein the CP and the BTSs are equipped with

encoders/decoders to compress/decompress information exchanged among them over the BSN.
45, The system in claim 44 wherein the precoded baseband data streams are compressed, before

being transmitted from/to the BTS to/from the MU-MAS distributed antennas, to reduce overhead
over the BSN.
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A multiuser (MU) multiple antenna system (MAS) comprising:

one or Nore centralized units communicatively coupled to multiple distributed transceiver

the MU-MAS adaytively reconfiguring to compensate for Doppler effects due to user mobility or

changes in the propagation environment.

2. The system }s in claim 1 wherein the MU-MAS system comprises one or more sets
of user equipment (UE),\base transceiver stations (BTSs), controllers (CTRs), centralized
processors (CPs) and base station networks (BSNs).

3. The system as in clgim 1 employing distributed antennas that exploits spatial,
polarization and/or pattern diversityXo enhance data rate and/or coverage to one or multiple users

in wireless systems.

4, The system as in claim 1 whgrein the UEs are located around or in between the

distributed antennas or surrounded by the distxibuted antennas.

5. The system as in claim 1 wherein MU-MAS employs complex weights at the
receiver of the uplink channel to demodulate indepdndent streams (e.g. data or CSI) from the

UEs.

6. The system as in claim 5 wherein the complex weights of the uplink receiver are
derived from the downlink precoding weights or compute via maximum ratio combining

receiver.

TSs are equipped with
them over the BSN.

7. The system as in claim 2 wherein the CP and the

encoders/decoders to compress/decompress information exchanged amo
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The system in claim 7 wherein the precoded baseband data streams are compressed,

before beiyg transmitted from/to the BTS to/from the MU-MAS distributed antennas, to reduce
overhead over the BSN.

9. The\system as in claim 2 wherein the CP adaptively selects the BTSs to be used for
low- or high-mobility UEs based on latency over the BSN.

10. The systek as in claim 9 wherein the adaptation is based on the type of high versus
low data rate BSN, or \QoS, or average traffic statistics (e.g., daytime or nighttime use of
different networks), or instyntaneous traffic statistics (e.g., temporary network congestions) over
the BSN.

11. The system as in claim 2 wherein the CP adaptively selects the BTSs to be used for

low- or high-mobility UEs based or\the Doppler velocities of every BTS-UE link.

12.  The system as in claim 2 wherein linear prediction is employed to estimate the CSI
or MU-MAS precoding weights in the fu

on the performance of the MU-MAS.

e, thereby eliminating the adverse effect of Doppler

13. The system as in claim 12 whewgin the prediction is employed in the time,
frequency and/or space domains.
14. A method implemented within a multiusey (MU) multiple antenna system (MAS)
to compensate for Doppler effects comprising:
measuring Doppler velocity of a first mobile user relative to a plurality of base
transceiver stations (BTSs); and
dynamically assigning the first mobile user to a first BTS or to a first set of BTSs of the
plurality of BTSs based on the measured Doppler velocity for the first BTS relative to other

BTSs.

15.  The method as in claim 14 wherein if the first mobile user has a measured Doppler
velocity which is relatively higher than a second mobile user, then amically assigning
comprises assigning the first mobile user to a first BTS or to a first set of BTSs and assigning the

second mobile user to a second BTS or to a second set of BTSs, the first BTS\or the first set of
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first training signal from the first mobile user to a BTS, (b) round-trip delay over a base station
network (BSN) connecting the BTSs to a centralized processor (CP), and (c) time taken buy the
CP to process chaniel state information (CSI) for the wireless channel between the BTSs and the
first mobile user, gengrate precoded data streams for the first mobile user based on the CSI, and
schedule transmissions, to different mobile users including the first user for the current

transmission.

17. The method as\in claim 16 wherein the latency further includes time taken to

transmit a second training signa) from the BTS to the first mobile user.

18. The method as in claim 14 wherein dynamically assigning further comprises
assigning based on a combination of Npk quality of a communication channel between each BTS
and the first mobile user and the meaXured Doppler velocity associated with each BTS with

respect to the first user.

19.  The method as in claim 18 wherkin, for a given Doppler velocity, the BTS having
the relatively higher link quality is selected.

20. The method as in claim 18 wherein for a given link quality, the BTS having the

relatively lower Doppler velocity is selected.

21. The method as in claim 14 further comprising
estimating future complex channel coefficients Yased on past complex channel
coefficients to compensate for the adverse effect of Doppleh on communication between the

BTSs and the first mobile user.

22. The method as in claim 21 wherein linear prediction is exaployed for estimation.

23. The method as in claim 14 wherein the first mobile user is dynamically assigned to

the first BTS or a first set of BTSs based on both the Doppler velocity and channel state
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inforiyation (CSI) defining quality of communication channels between the mobile user and each

of the

Ss within the plurality.

24. \The method as in claim 23 further comprising:
a matrix of Doppler velocities and link qualities for each of the BTSs within the
plurality with re§pect to the first mobile user; and

selecting @\ BTS which has a Doppler velocity below a specified threshold and link
quality above a speci{ied threshold.

25. A multiuser\(MU) multiple antenna system (MAS) to compensate for Doppler
effects comprising:

a plurality of base tranceiver stations (BTSs);

a first mobile user establighing a communication link with each of the BTSs;

a centralized processor (CR) measuring Doppler velocity of a first mobile user relative to
signing the first mobile user to a first BTS of the plurality
velocity for the first BTS relative to other BTSs.

cach of the BTSs and dynamically
of BTSs based on the measured Doppl

26. The system as in claim 25 whgrein if the first mobile user has a measured Doppler
velocity which is relatively higher than a\second mobile user, then dynamically assigning
comprises assigning the first mobile user to a fixst BTS and assigning the second mobile user to a
second BTS, the first BTS having a relatively lowgr latency associated therewith than the second

BTS.

27. The system as in claim 25 wherein the latency includes (a) time taken to transmit a
first training signal from the first mobile user to a BTS, (%) round-trip delay over a base station
network (BSN) connecting the BTSs to a centralized processor (CP), and (c) time taken buy the
CP to process channel state information (CSI) for the wireless hannel between the BTSs and the
first mobile user, generate precoded data streams for the first mobile user based on the CSI, and
schedule transmissions to different mobile users including th¢ first user for the current
transmission.

28. The system as in claim 27 wherein the latency further includes time taken to

transmit a second training signal from the BTS to the first mobile user.
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9. The system as in claim 25 wherein dynamically assigning further comprises

assigning\pased on a combination of link quality of a communication channel between each BTS
and the firs{ mobile user and the measured Doppler velocity associated with each BTS with

respect to the\first user.

30. The\system as in claim 29 wherein, for a given Doppler velocity, the BTS having
the relatively higheX link quality is selected.

31. The systet as in claim 29 wherein for a given link quality, the BTS having the

relatively lower Doppler Xelocity is selected.

32. The system as\in claim 25 wherein the CP estimates future complex channel
coefficients based on past comyplex channel coefficients to compensate for the adverse effect of

Doppler on communication betwgen the BTSs and the first mobile user.

33. The system as in claim 32 wherein linear prediction is employed for estimation.

34. The system as in claim 25 Wherein the first mobile user is dynamically assigned to
the first BTS based on both the Doppler Welocity and channel state information (CSI) defining
quality of communication channels between\the mobile user and each of the BTSs within the

plurality.

35. The system as in claim 34 wherein the\CP performs the additional operations of:

building a matrix of Doppler velocities and Iigk qualities for each of the BTSs within the
plurality with respect to the first mobile user; and

selecting a BTS which has a Doppler velocity bel§w a specified threshold and link
quality above a specified threshold.
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