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Roaming Service System for GSM Service Subscriber in CDMA Service 
Area, and Method for Registering Locations and Transmitting and 

Receiving Signals and Short Messages Using the System 

BACKGROUND OF THE INVENTION 

(a) Field of the Invention 

The present invention relates to a roaming service system for the 

global system for mobile communications (GSM) service subscribers in code 

10 division multiple access (CDMA) service areas, and methods for registering 

locations, and transmitting and receiving signals and short messages using 

the roaming service system. More specifically, the p~esent invention relates 

to a roaming service system for a GSM service subscriber who installs a 

subscriber identity module (SIM) card in a CDMA terminal and receives the 

1 s roaming service in the CDMA se.rvice areas, and methods for registering 

locations and transmitting and receiving signals and short messages using 

the roaming service system. 

(b) Description of the Related Art 

Recently, as the demand for mobile communications has greatly 

20 increased, requests for global roaming services that enable users to 

telephone using a single telephone number all over the world have 

increased. 

Presently, when a GSM service subscriber who lives in another 

country comes to Korea and wishes to receive the CDMA service, the user 

25 rents a new terminal at a service agency or an airport lounge and obtains a 
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new subscriber phone number. 

Particularly in the GSM method, the subscriber installs a SIM card 

which stores the subscriber's profile in the subscriber's terminal. In this kind 

- ·or-mobile-communication ·usirrg-the ·s·1M---card;-the--user-carr-borrow--a- SIM-- -

s support terminal in any country that provides the GSM service, install the 

user's SIM card in the terminal and use the user's own telephone number. 

However, in Korea, which provides the CDMA service, the GSM subscribers 

cannot use their own phone numbers using the SIM card. 

Recently, countries that have adopted the CDMA method have 

IO gradually started using the advantages of the SIM card by adopting a user 

identity module (UIM) card which is similar to the SIM card. Accordingly, 

CDMA terminals that use the UIM card are being developed. Even though 

the size of the SIM card is identical with that of the UIM card and the SIM 

card can be installed in the CDMA terminal, since the CDMA service method 

is is different from the GSM service method, the user cannot receive mobile 

communication service using the CDMA terminal with a SIM card installed. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a roaming service 

20 on the CDMA network by installing the GSM-type SIM card into the CDMA 

terminal. 

In one aspect of the present invention, a roaming service system in 

a CDMA service area for a GSM service subscriber comprises: a CDMA 



3 

system comprising a CDMA home location register (HLR) storing information 

on subscribers' locations and services, a CDMA mobile switching center 

(MSC) connected to the CDMA HLR and accessing calls, and a CDMA 

-terriiinarwireles-slyconnecled-ur tne-cOMA--Ms-c--arnt-capable- of-having--a-

s subscriber identity module (SIM) card removably installed therein; a GSM 

system comprising a GSM HLR storing information on the subscribers' 

locations and services, a GSM MSC connected to the GSM HLR and 

accessing calls, an authentication center (AuC) connected to a GSM network 

and authenticating terminals, and a GSM terminal wirelessly connected to 

10 the GSM MSC; and an international roaming gateway system (IRGS) 

connected between the CDMA system and the GSM system and converting 

signals to execute signal communications between the systems, and when a 

subscriber of a service provided by the GSM system moves to an area in 

which the subscriber can use the service provided by the CDMA system and 

15 installs the subscriber's SIM card in the CDMA terminal, transmissions of 

predetermined data necessary for a GSM authentication by the CDMA 

system being executed using a CDMA message so that tasks of initial 

location registration of the GSM service subscriber, a location registration 

when the location is modified, sending and receiving calls with other 

20 subscribers, and a short message service (SMS) are enabled. 

In another aspect of the present invention, in a method for 

registering a location when a subscriber of the GSM system service moves 

to a CDMA system service area and installs a SIM card in a CDMA terminal 
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and roams to the CDMA system service in a system comprising a CDMA 

system comprising a CDMA MSC accessing calls, and a CDMA terminal 

wirelessly connected to the CDMA MSC and capable of having the SIM card 

-- - ---· -- -- -- - - - -removably-instal1ed-therein;-a-GSM· system·eomprising--a-GSM-HbR-storing· - -· 

s information on the subscribers' locations and services, and an AuC 

connected to a GSM network and authenticating terminals; and an IRGS 

connected between the CDMA system and the GSM system and converting 

signals to execute signal communications between the CDMA and GSM 

systems, a method for registering a location when a GSM service subscriber 

10 roams to· the CDMA service comprises: (a) the CDMA terminal requesting a 

location registration from the CDMA MSC; (b) the CDMA MSC, when 

receiving the location registration request, authenticating the GSM 

subscriber via the IRGS that transmits data to the CDMA terminal using a 

CDMA message in cooperation with the GSM system and the data needed 

15 for the GSM authentication; and (c) registering the GSM subscriber via 

message transmissions between the IRGS and GSM HLR when the 

authentication of the GSM service subscriber is completed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

20 The accompanying drawings, which are incorporated in and 

constitute a part of the specification, illustrate an embodiment of the 

invention, and, together with the description, serve to explain the principles 

of the invention; 

.. ~ 
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FIG. 1 shows a roaming service network using a SIM card in a 

CDMA service area according to a first preferred embodiment of the present 

invention; 

--p1(3: 2· ·snows-a-flow-chart of-a method-for-registering-the-loeatien of -

s the subscriber who uses the SIM card in the CDMA service area according to 

the first preferred embodiment of the present invention; 

FIG. 3 shows a schematic diagram for illustrating the method for 

registering the location of the subscriber of FIG. 2 using the roaming service 

system of FIG. 1; 

10 FIG. 4 shows a schematic diagram of a method for registering the 

location of the roaming service subscriber who uses the SIM card in the 

CDMA service area using the roaming service system of FIG. 1 according to 

a second preferred embodiment of the present invention; 

FIG. 5 shows a schematic diagram of a method for registering the 

15 location of the roaming service subscriber who uses the SIM card in the 

CDMA service area when changing the location of the subscriber using the 

roaming service system of FIG. 1 according to a third preferred embodiment 

of the present. invention, FIG. 5(a) showing a case when the international 

mobile subscriber identity (IMSI) is used and FIG. 5(b) showing another case 

20 when a TMIN is used; 

FIG. 6 shows a schematic diagram of a method for registering the 

location of the roaming service subscriber when the subscriber who uses the 

SIM card in the CDMA service area returns to a home GSM service area 
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using the roaming service system of FIG. 1 according to a fourth preferred 

embodiment of the present invention; 

FIG. 7 shows a schematic diagram of a process for a roaming 

s transmit a message to a GSM service subscriber who stays at a home GSM 

service area using the roaming service system of FIG. 1 according to a fifth 

preferred embodiment of the present invention; 

FIG. 8 shows a schematic diagram of a process for a first roaming 

service subscriber who uses the SIM card in the CDMA service area to 

10 transmit a message to a second roaming service subscriber using the 

roaming service system of FIG. 1 according to a sixth preferred embodiment 

of the present invention; 

FIG. 9 shows a schematic diagram of a process for a roaming 

service subscriber who uses the SIM card in the CDMA service area to 

15 receive a message from a GSM service subscriber who stays at a home 

GSM service area using the roaming service system of FIG. 1 according to a 

seventh preferred embodiment of the present invention; 

FIG. 10 shows a schematic diagram of a process for a roaming 

service subscriber who uses the SIM card in the CDMA service area to 

20 transmit a short message to a subscriber who stays at a home GSM service 

area using the roaming service system of FIG. 1 according to an eighth 

preferred embodiment of the present invention; and 

FIG. 11 shows a schematic diagram of a process for a roaming 
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service subscriber who uses the SIM card in the CDMA service area to 

receive a short message from a subscriber who stays at a home GSM 

service area using the roaming service system of FIG. 1 according to a nirith 

ptefetted" ·embodtment-of the present-invention. 

5 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

In the following detailed description, only the preferred embodiments 

of the inven~ion have been shown and described, simply by way of 

illustration of the best modes contemplated by the inventor(s) of carrying out 

10 the invention. As will be realized, the invention is capable of modification in 

various · obvious respects, all without departing from the invention. 

Accordingly, the drawings and description are to be regarded as illustrative in 

nature, and not restrictive. 

FIG. 1 shows a roaming service network using a SIM card in a 

15 CDMA service area according to a first preferred embodiment of the present 

invention. 

As shown, the roaming service system comprises a CDMA system 

100, a GSM system 200 and an international roaming gateway system 

(IRGS) 300 for connecting the CDMA system 100 with the GSM system 200. 

20 The CDMA system 100 comprises a home location register (HLR) 

120 connected to a CDMA network 110 and storing information on the 

subscribers' locations and services, a mobile switching center (MSC) 130 

connected to the CDMA network 110 and processing call accesses, a base 
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station system (BSS) 140 connected to the MSC 130 and performing an 

interface between a wire network and a wireless area, and a CDMA terminal 

150 wirelessly connected to the BSS 140 and capable of having a SIM card 

-iristalledtllerem. -- -

s The CDMA system 100 has a plurality of HLRs and MSCs, and the 

HLRs and the MSCs operate together to manage the subscribers and 

exchange the calls. A plurality of MSCs is connected to a single HLR, and a 

plurality of BSSs can be connected to a single MSC. The CDMA system 100 

can further comprise an authentication center (AuC) authenticating a 

10 terminal, and a visit location register (VLR) installed in the MSC 130 and 

storing information on visitors and registrations. 

The configuration of the GSM system 200 is similar to that of the 

CDMA system 100. The GSM system 200 comprises an HLR 220 connected 

to a GSM network 210 and storing information on the subscribers' locations 

IS and services, an MSC 230 connected to the GSM network 21 O and 

processing ·the call accesses, an AuC 260 connected to the GSM network 

210 and authenticating the terminals, a BSS 240 connected to the MSC 230 

and performing an interface between the wire network and the wireless area, 

and a GSM terminal 250 wirelessly connected to the BSS 240. 

20 The GSM system 200 has a plurality of HLRs, MSCs and BSSs in a 

like manner to the CDMA system 100. 

The IRGS 300 is accessed between the CDMA network 110 and the 

GSM network 210, and performs a signal conversion in order for signals to 
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be exchanged between the networks 110 and 210. 

The IRGS 300 functions as the HLR to manage the profiles of the 

GSM SIM subscribers from the viewpoint of the CDMA system 100, and 

-fLl-nctions ·-as-ttre-VtR-in ·order for-the- GSM -system--200-to-read--the-loeatien- ef--

s the roaming GSM SIM subscriber via the IRGS 300 from the viewpoint of the 

GSM system 200. 

In order to transmit and receive the data required by the GSM 
- . 

system 200 to/from the BSS 140, additional functions are necessary for the 

CDMA terminal 150 that accommodates the GSM SIM. 

10 Among the additional fun~tions, one function is to use a CDMA data 

burst message so as to provide the GSM system 200 with the data that are 

necessary for authentication of the user when registering the roaming 

service subscriber's location. By using the CDMA data burst channel, 

modification of the present network is minimized and the subscriber can be 

1 s accommodated. 

Short messages are transmitted via the CDMA data burst channel, 

and the CDMA data burst message can use all the CDMA wireless channels, 

and any channel can transmit and receive the data without modification of 

the network. 

20 According to the preferred embodiments of the present invention, an 

operation for a GSM service subscriber to install his SIM card into the CDMA 

terminal and use the same in the CDMA service area will be described. 

First, a process for the GSM service subscriber to move in a CDMA 
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service area, install the SIM card and attempt to register his location will now 

be described. 

The location registration process can be implemented by two 

· -· meffiods.-· · · -

s The first method is to use the international mobile subscriber identity 

(IMSI) number system used in the GSM system 200 to access the CDMA 

system 100. 

The present Korean number system is the mobile identity number 

(MIN) system. In order to use the GSM SIM, the IMSI number should be 

10 applied to the CDMA system 100. Hence, on a premise that the CDMA 

system 100 uses the IMSI, the location registration to the GSM system 200 

is possible using the CDMA data burst message. 

The second method is not to use the IMSI number system, but rather 

to use the MIN in the CDMA system 100. 

1s In this case, since the IMSI cannot be directly used, a reserved MIN 

(which will be referred to as a temporary MIN (TMIN) hereinafter) which can 

be used in the CDMA system 100 is provided to the IMSI, a registration 

process is performed using the TMIN, and a call is connected. 

Referring to FIGs. 2 and 3, a first preferred embodiment for 

20 attempting to register the location according to the first method will be 

described. 

First, in the case the GSM SIM subscriber roams to the CDMA 

system 100 and installs a SIM card into the CDMA terminal 150, the CDMA 
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terminal requests a location registration of the subscriber in step S100. That 

is, when the SIM card is installed in the CDMA terminal 150, the CDMA 

terminal 150 reads a state that the SIM card is installed, reads necessary 

--informatton-and-the IMs1-·trom th-e-sobscriber'·s-·profile·stored··in-the-s1M-card­

s and transmits the same to the BSS 140, and the BSS 140 transmits 

corresponding information to the MSC 130 to request a location registration. 

Next, when receiving the location registration request from the 

CDMA terminal 150, the MSC 130 requests a location registration from the 

IRGS 300 in step S102. That is, the MSC 130 receives information including 

10 the IMSI transmitted by the CDMA terminal 150 via the BSS 140 and 

transmits the same to the IRGS 300 in order for the location registration 

request from the CDMA terminal 150 to be transmitted to the IRGS 300. At 

this time, the MSC 130 recognizes that the subscriber's HLR is the IRGS 

300 via the IMSI transmitted by the CDMA terminal 150. 

15 Since the subscriber who requests the location registration is a GSM 

service subscriber, the IRGS 300 for receiving the location registration 

request reads that as a subscriber authentication request from the GSM 

system 200 and requests authentication parameters from the HLR 220 of the 

GSM system 200 in step 8104. That is, the IRGS 300 requests the 

20 authentication parameters from the corresponding HLR 220 using the IMSI 

received from the MSC 130. 

The HLR 220 that receives the authentication parameters from the 

IRGS 300 transmits the authentication parameters provided by the Aue 260 
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to the IRGS 300 in step S106. That is, the HLR 220 of the GSM system 200 

transmits the authentication parameters obtained by the AuC 260, which are 

a result value SRES and a random number RAND which is the initial value of 

s When receiving the authentication parameter from the HLR 220 of 

the GSM system 200, _the IRGS 300 transmits the RAND to the CDMA 

terminal 150 via the CDMA data burst message in step S108. The 

modification of the CDMA system 100 can be minimized using the CDMA 

data burst message so as to transmit the RAND. 

10 At this time, the CDMA terminal 150 transmits a response that 

reports a receipt of the RAND to the IRGS 300 using the CDMA data burst 

message and accordingly, the IRGS 300 can check that the RAND 

transmitted by the IRGS 300 is transmitted to the CDMA terminal 150 in step 

S112. 

1s Next, the CDMA terminal 150 transmits the received RAND to the 

SIM card installed in the CDMA terminal 150, and the SIM card executes an 

authentication algorithm identical with the AuC 260 of the GSM system 200 

using the RAND, computes the result value SRES in step 5114, and 

transmits the SRES to the CDMA terminal 150, and the CDMA terminal 150 

20 transmits the SRES to the IRGS 300 using the CDMA data burst message in 

step S116. 

After receiving the SRES from the CDMA terminal 150, the IRGS 

300 transmits a receipt response to the CDMA terminal 150 using the CDMA 



13 

data burst message so as to report that the SRES transmitted by the CDMA 

terminal 150 is finally transmitted to the IRG8 300 in step 8120 

The IRG8 300 compares the 8RE8 transmitted by the HLR 220 of 

s 8122, and when the two values are not identical, the user is not a correct 

user, and then a location registration failure is reported to the CDMA terminal 

150 and the location registration process is terminated. 

If -the two values are identical in step 8124, the IRGS 300 

determines that the subscriber who requests the location registration is a 

10 legitimate subscriber and requests a location registration from the HLR 220 

of the G8M system 200 in step 5126. 

Next, the HLR 220 transmits a profile of the corresponding 

subscriber to the IRGS 300 in step 8128. That is, the HLR 220 reads the 

IRGS 300 as the VLR of the GSM system 200 and stores the location of the 

15 corresponding roaming service subscriber as IRG8 300, and transmits the 

profile of the present subscriber to the IRG8 300 so as to provide service to 

the corresponding ro·aming service subscriber. 

The IRGS responds to the receipt of the subscriber's profile 

transmitted by the HLR 220 and stores the corresponding profile in step 

20 5130. At this time, when the IRGS 300 transmits a response on the receipt 

of the profile to the HLR 220 of the GSM system 200, the HLR 220 receives 

the response to the transmission of the subscriber's profile and transmits a 

location registration completion response to the IRGS 300 in step 5132, and 
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the IRGS 300 transmits the location registration completion response to the 

MSC 130 of the CDMA system 100 again in step S134, and the 

corresponding MSC 130 transmits the location registration completion 

-response-to-the CDMA terminal--1-50 ·-in ·step--81-36,.-and-therefore- a Jocati.on .. 

s registration of the GSM service subscriber in the CDMA service area is 

completed. 

At this time, the HLR 220 of the GSM system 200 must remove the 

location that was previously registered before the roaming s~rvice subscriber 

starts to roam in the CDMA service area in step S140. That is, the HLR 220 

10 requests a removal of the location of the subscriber registered before the 

roaming to the CDMA service area from the VLR in the MSC 230 of the GSM 

system 200, and the VLR in the MSC 230 removes the previous location of 

the correspondi_ng subscriber in step 5140. 

Next, referring to FIG. 4, a second preferred embodiment for 

15 attempting a location registration according to the second method will be 

described. 

Location registration steps different from those of the first preferred 

embodiment will be described. 

Here, since the CDMA system 100 does not support the IMSI 

20 number system installed in the SIM card, the IMSI cannot be used, and in 

the case a GSM roaming service subscriber installs a SIM Card in the CDMA 

terminal 150, the CDMA terminal 150 reads necessary information including 

the IMSI from the SIM card and transmits the information to the MSC 130 via 
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the BSS 140 of the CDMA system 100 in step S10. 

The MSC 130 of the CDMA system 100 transmits information 

including the IMSI transmitted by the CDMA terminal 150 to the IRGS 300 in 

s information receipt to the MSC 130 in step 830, and the MSC 130 transmits 

the corresponding information receipt response to the CDMA terminal 150 in 

step 840. 

Next, the IRGS 300 provides the TMIN corresponding to the 

information including the IMSI to the CDMA terminal 150 using the CDMA 

10 data burst message in step S50. At this time, in the case the TMIN 

corresponding to the received IMSI is stored in the IRGS 300 and the TMIN 

is subsequently received, the IMSI stored in correspondence to the 

corresponding TMIN is used to communicate with the GSM system 200. 

The CDMA terminal 150 that receives the TMIN from the IRGS 300 

1s transmits the TMIN receipt response to the IRGS 300 using the CDMA data 

burst message and stores the corresponding TMIN in step S70. The CDMA 

terminal 150 receives the roaming service using the TMIN provided by the 

IRGS 300. 

Subsequent location registration processes are identical with those 

20 of the first preferred embodiment, but one difference is that in the first 

preferred embodiment, the IMSI is used in the process of transmission from 

the CDMA terminal 150 to the IRGS 300, and as opposed to the second 

preferred embodiment, the TMIN provided by the IRGS 300 is used instead. 
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In further detail, the CDMA terminal 150 transmits a location 

·registration request on the GSM service subscriber to the MSC 130 of the 

CDMA system 100. That is, the CDMA terminal 150 transmits the stored 

TMI N-to "the MSC-130 via-the--Bss--t40 of-the· eDMA·system-1-eo·-in-order-to ·· -· 

s request the location registration. 

Next, the MSC 130 requests the location registration from the IRGS 

300 instep S202. That is, the MSC 130 of the CDMA system 100 receives 

the TMIN transmitted by the CDMA terminal 150 via the BSS 140 and 

transmits the same to the IRGS 300 so that the location registration request 

10 is transmitted to the IRGS 300 from the CDMA terminal 150. 

Since the subscriber who requests the location registration is a GSM 

service subscriber, the IRGS 300 that receives the location registration 

request perceives that a subscriber authentication on the GSM system 200 is 

necessary and requests an authentication parameter from the HLR 220 of 

15 the GSM system 200 in step S204. That is, the IRGS 300 requests an 

authentication parameter from the corresponding HLR 220 using the IMSI 

corresponding to the TMIN transmitted by the MSC 130 of the CDMA system 

100. 

Subsequent steps S106, S108, S110, S112 and S114 of the first 

20 preferred embodiment are identical with the steps S206, S208, S210, S212 

and S214 of the second preferred embodiment. 

Next, subsequent steps S216, S218 and S220 are identical with the 

steps S 116, S 118 and S 120 of the first preferred embodiment excluding that 
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the TMIN is used instead of the IMSI. 

Next, subsequent steps 8222, 8224, 8226, 8228, 8230, 8232, 

8234, 8236, 8238, 8240 and 8240' are identical with the steps 8122, 8124, 

s preferred embodiment so that the location registration of the GSM service 

subscriber in the CDMA service area is completed. 

Next, referring to FIGs. 5(a) and 5(b), a third preferred embodiment 

for a GSM subscriber to attempt to register a location when modifying the 

location in the CDMA service area will now be described. 

10 After the· initial location registration of the GSM subscriber is 

completed in a like manner to the first and second preferred embodiments, 

the location of the home subscriber is modified in an identical manner to the 

subscriber of the CDMA system 100. At this time, in order to manage the 

modification and registration of the location, the IRGS 300 functions as the 

is HLR of the CDMA system 100. Also, in the viewpoint of the GSM system 

200, when the roaming service subscriber modifies the location in the CDMA 

system 100, the subscriber's location is always IRGS 300. 

In the case of using the method of the first preferred embodiment, 

the IMSI is used, and in the case of using the method of the second 

20 preferred embodiment, the TMIN is used instead of the IMSI. 

First, when a roaming service subscriber requests a location 

registration caused by a location modification to the MSC 130 of the CDMA 

system 100 via the BSS 140 in step 8300, the corresponding MSC 130 
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authenticates the roaming service subscriber who requests the location 

registration. In the case of using the IM51, the above-noted authentication 

process is identical with the steps 5102 to 8136 of the location registration of 

· tllEf fitst preferrea-embodtment; referring to-FIGs·. 2·and<t; ·and-·in-the-·case -of­

s using the TMIN, the above-noted authentication process is identical with the 

steps 520 to S236 of the location registration of the second preferred 

embodiment, referring to FIG. 4. 

That is, the steps from S102 to S136 in the case of using the IM51 

and the steps from S20 to S236 in the case of using the TMIN are 

Io respectively performed as the authentication process in the preferred 

embodiments. This authentication process is optional according to system 

designs, but it is _preferable to include this authentication process. Therefore, 

the authentication process using the IM51 is described in FIG. S(a), and that 

using the TMIN in FIG. 5(b). 

15 After the completion of the authentication process, the MSC 130 of 

the CDMA system 100 transmits the IM51 or the TMIN of the CDMA terminal 

150 that requires the location registration to the IRGS 300 so as to request a 

location update registration in step S310. 

After receiving the location update registration request from the 

20 corresponding MSC 130, the IRGS 300 requests the location removal of the 

VLR in the MSC 130' of the CDMA system 100 that stores the location of the 

roaming service subscriber before the subscriber's location modification in 

the CDMA system100 in step 8320, and the VLR in the MSC 130' before the 
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location modification removes the corresponding location and transmits a 

removal completion response to the IRG8 300 in step 8330, and the IRG8 

300 transmits the corresponding location removal completion response to 

The-CDMA-terrrtrnar iso viatne-M8c·· r3-o--ana-tne sss--i-40 of "the CDMA-

5 system 100 so as to report a completion of the location update registration 

caused by the location modification of the roaming service subscriber in 

steps 5340 and 8350. 

At this time, since the home G8M system 200 reads the location of 

the roaming service subscriber with the IRG8 300, the HLR 220 of the G8M 

10 system is indifferent. 

Referring to FIG. 6, a fourth preferred embodiment for attempting a 

location registration when a G8M subscriber uses a roaming service in the 

CDMA service area and returns to the home GSM service area will be 

described. 

15 In the case the GSM subscriber leaves the CDMA service area and 

returns to the home G8M service area, the location of the roaming service 

subscriber must be updated to the location in the GSM service area, and 

therefore the location of the IRGS 300 that functions as the HLR of the 

CDMA system 100 is removed, and the HLR 220 of the GSM system 200 is 

20 updated. At this time, the conventional location registration process 

performed by the G8M system 200 is executed, and the IRG8 300 converts 

the location removal message of the GSM system 200 into a location 

removal message of the CDMA system 100 and performs the above 
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process. 

First, when the subscriber who returns to the home GSM service 

area requests a location update to the HLR 220 via the MSC 230 of the GSM 

-system-200·,-tne-corresponding··HtR-220· requests--a ·location-· removal- of the -

s corresponding subscriber to the IRGS 300 that performs the VLR function of 

the GSM system 200 in step 8410. 

Next, the IRGS 300 that receives the location removal from the HLR 

220 requests the location removal to the VLR 130 of the CDMA system 100 

in step 8420. At this time, in the case of using the TMIN in a like manner to 

10 the second preferred embodiment, the IRGS 300 requests the removal of the 

TMIN corresponding to the IM81 to the VLR 130. 

The VLR 130 of the CDMA system 100 removes the location of the 

corresponding subscriber according to the request of the IRGS 300 and 

transmits a removal completion response to the IRGS 300 in step 8430. 

15 The IRGS 300 that receives the location removal completion 

response from the VLR 130 of the CDMA system 100 transmits the 

corresponding location removal completion response to the HLR 220 of the 

G8M syst~m 200, and in the case of using the TMIN in a like manner to the 

second preferred embodiment, releases the TMIN corresponding to the IMSI 

20 in step 8440. 

The HLR 220 that receives the location removal completion 

response from the IRG8 300 transmits the location removal completion 

response to the GSM terminal 250 via the MSC 230 and 885 240 of the 
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GSM system 200 so as to report that the location update registration caused 

by the GSM subscriber's return from the CDMA service area is completed in 

step S450. 

· · - - -A ·process for a -roaming serviee subscribeT to can· ·irr the -co MA 

s service area will be described. 

Referring to FIG. 7, a fifth preferred embodiment for a roaming 

service subscriber to call a GSM subscriber who stays in the home GSM 

service area will be described. 

At this time, in the case of using the method of the first preferred 

10 embodiment, the IMS! is used, and in the case of using the method of the 

second preferred embodiment, the TMIN is used. 

First, when the roaming service subscriber requests a voice call 

transmission from the MSC 130 via the BSS 140 of the CDMA system using 

the CDMA terminal 150 in step S500, the MSC 130 of the CDMA system 100 

1s authenticates the corresponding roaming service subscriber. In the case of 

using the IMSI, this authentication process is executed via the location 

registration process S 102 to S 136 in a like manner to the first preferred 

embodiment with reference to FIGs. 2 and 3, and in the case of using the 

TMIN, this authentication process is executed via the location registration 

20 process S20 to S236 in a li~e manner to the second preferred embodiment 

with reference to FIG. 4, and since this process is applied in the identical 

manner of the third preferred embodiment referring to FIGs. 5(a) and (b), no 

further description will be provided.· At this time, in the fifth preferred 
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embodiment, one difference is that the steps 8102 and 8202 are those for 

an authentication request to the roaming service subscriber and not for the 

location registration request of the first, second and third preferred 

·- -emooa tments. - -

s Therefore, the steps from 8102 to S136 in the case of using the 

IMSI, and the steps from 820 to 8236 are executed as the authentication 

process in the preferred embodiment, and this authentication process is 

optional, but it is preferable to include this authentication process. Since the 

authentication process can be easily understood referring to FIGs. 5{a) and 

10 5(b) referred to in the third preferred embodiment, a process of using the 

IMSI excluding the above-noted authentication process for ease of 

explanation is described in FIG. 7. 

After the completion of the authentication process, the MSC 130 of 

the CDMA system 10 requests receipt routing information needed for a call 

Is setting, that is, location information of the receipt terminal to the IRGS 300 in 

step S510. 

The IRGS 300 that receives receipt routing information from the 

MSC 130 of the CDMA system 100 reads that the call-receiving subscriber is 

the GSM service subscriber, and requests receipt routing information from 

20 the HLR 220 of the GSM system 200 in step 8520. At this time, the IRGS 

300 converts the receipt routing information request message of the CDMA 

system 100 into a message of the GSM system 200 and transmits the same 

to the HLR 220. 
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The HLR 220 of the GSM system 200 transmits the routing 

information to the IRGS 300 in step S550, and the IRGS 300 converts the 

routing information into routing information of the CDMA system 100 and 

The MSC 130 reads that the location of the receiver is the MSC 230 

of the GSM system 200 via corresponding routing information, and is then 

directly connected to the corresponding MSC 230 so as to make a voice call 

in step S570. 

Referring to FIG. 8, a sixth preferred embodiment for a roaming 

10 service subscriber to call another roaming service subscriber in the CDMA· 

service area will be described. 

First, when a roaming service subscriber requests a voice call · 

transmission from the MSC 130 using the CDMA terminal 150 via the BSS 

140 of the CDMA system 100 in step S600, the MSC 130 authenticates the 

· 1s corresponding roaming service subscriber. This authentication process is 

identical with that of the third preferred embodiment. That is, the steps S 102 

to S136 in the case of using the IMSI, and the steps S20 to S236 in the case 

of using the TMIN are performed as the authentication process. At this time, 

this authentication process is optional, but it is preferable to include this 

20 authentication process. Since the authentication process can be easily 

understood referring to FIGs. 5(a) and 5(b) referred to for the third preferred 

embodiment, a process of using the IMSI excluding the above-noted 

authentication process for ease of explanation is described in FIG. 8. 
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After the completion of the authentication process, the MSC 130 of 

the CDMA system 10 requests receipt routing information needed for a call 

setting, that is, location information of the receipt terminal from the IRG5 300 

--rn-step-s5to.- - - - - - ·· - -- - -

The IRGS 300 that receives receipt routing information from the 

MSC 130 reads that the call-receiving subscriber is a GSM service 

subscriber, and requests receipt routing information from the HLR 220 of the 

GSM system 200 in step 5620. At this time, the IRG5 300 converts the 

receipt routing information request message of the CDMA system ~ 00 into a 

10 message of the G5M system 200 and transmits the same to the HLR 220. 

The HLR 220 of the G5M system 200 reads that the corresponding 

VLR is set as the IRG5 300, requests the corresponding routing information 

from the IRGS 300 in step 5630, and the IRGS 300, that is, the 

corresponding VLR, requests routing information from another VLR 130' of 

15 the corresponding CDMA system 100. 

The VLR 130' of the CDMA system 100 performs a step of 

authenticating another roaming service· subscriber who uses the receipt 

terminal 150' before the step 5610. This authentication step is identical with 

the authentication step performed before the step 5610, but one difference is 

20 that the authentication process is for another roaming service subscriber who 

uses the receipt terminal 150'. That is, the steps 5102 to 5136 in the case of 

using the IMSI, and the steps 520 to 5236 in the case of using the TMIN are 

performed as the authentication process. At this time, this authentication 
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process is optional, but it is preferable to inclu~e this authentication process. 

Since the authentication process can be easily understood referring to FIGs. 

5(a) and 5(b) referred to for the third preferred embodiment, a process of 

····ushiffttiefll\7JSI ·exclutting·the- atrove~noted authentication-process-for -ease of­

s explanation is described in FIG. 8. 

After the other roaming service subscriber who uses the receipt 

terminal 150' is authenticated, the VLR 130' of the CDMA system 100 

transmits routing information of the receipt roaming terminal to the IRGS 300 

in step S650, and the IRGS 300 converts the routing information provided by 

10 the VLR 130' of the CDMA system 100 into routing information of the GSM 

system 200 and transmits the same to the HLR 220 of the GSM system 200 

in step S660. 

At this time, the method according to the second preferred 

embodiment requests routing information of the TMIN corresponding to the 

15 IMSI. 

Next, the HLR 220 of the GSM system 200 that receives routing 

information from the IRGS 300 transmits the routing information to the IRGS 

300 again in step S670, and the IRGS 300 converts the routing information 

into routing information of the CDMA system 100 and transmits the same to 

20 the MSC 130 of the CDMA system 100 in step 8680. As described above, in· 

the case the IRGS 300 knows the call-receiving subscriber's routing 

information, a retransmission process is performed so as to not to make the 

call process of the GSM system 200 be changed. 
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After this, through the corresponding routing information, the MSC 

130 that receives routing information knows that the location of the receiver 

is that of another roaming service subscriber and can access the other 

s the corresponding MSC 130' so as to generate a voice call in step S690. 

Referring to FIG. 9, a seventh preferred embodiment for a roaming 

service subscriber to receive a call in the CDMA service area will now be 

described. 

Here, a case in which a roaming service subscriber receives a call 

1 o from a subscriber who stays in the home GSM service area will be 

described, and a case when a roaming service subscriber rece.ives a. call 

from another subscriber who stays in the CDMA service area will not be 

described since it can be easily understood referring to the sixth preferred 

embodiment. 

15 First, when a subscriber who stays in the GSM service area uses a 

GSM terminal 250 and requests a voice call transmission from the MSC 230 

via the BSS 240 of the GSM system 200 in step S700, the MSC 230 of the 

GSM system 200 requests receipt routing information needed for a call 

setting, that is, location information of the receipt terminal from the HLR 220 

20 of the GSM system 200 in step S710. 

The HLR 220 that receives the receipt routing information request 

from the MSC 230 of the GSM system 200 requests receipt routing 

information from the IRGS 300 known as the VLR of the corresponding 
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roaming service subscriber in step 5720, and the IRG5 300 requests routing 

information from the corresponding VLR 130 of the CDMA system 100 in 

step 5730. 

--T11e--vu~-t:m-that-re-ceiving--the- rotJting--information-request-from-the- -- - - - -

s IRG5 300 authenticates the roaming service subscriber who uses the receipt 

CDMA terminal 150. This authentication process is performed identically with 

that of the sixth preferred embodiment. That is, the steps 5102 to 5136 in 

the case of using the IM51, and the steps 820 to 5236 in the case of using 

the TMIN are performed as the authentication process. At this time, this 

JO authentication process is optional, but it is preferable to include this 

authentication process. Since the authentication process can be easily 

understood referring to FIGs. 5(a) and 5(b) referred to for the third preferred 

embodiment, a process of using the IM51 excluding the above-noted 

authentication process for ease of explanation is described in FIG. 9. 

1 s As described above, after the completion of the authentication to the 

roaming service subscriber who uses the receipt terminal 150, the VLR 130 

of the CDMA system 100 transmits corresponding routing information to the 

IRGS 300 in step 8740, and the IRG5 300 converts the routing information 

into routing information of the GSM ·system 200 and transmits the same to 

20 the HLR 220 of the GSM system 200 in step 8750. 

At this time, the method according to the second preferred 

embodiment requests routing information of the TMIN corresponding to the 

IM51. 
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After this, the HLR 220 of the GSM system 200 transmits the 

corresponding routing information provided by the IRGS 300 to the MSC 230 

of the GSM system 200 in step S760, and the corresponding MSC 230 reads 

- --tnafllie-location-ofth-e receiVer-1s-the-Msc··t30uf-ttre··cL>MA-system--too-in-- -

s the CDMA service area, and directly accesses the corresponding MSC 130 

so as to make a voice· call in step 8770. 

Next, a short message service (SMS) of the roaming service 

subscriber will be described. 

Regarding the SMS, the IRGS 300 functions as the SMC so as to 

10 transmit and receive messages and process the same. 

Referring to FIG. 10, an eighth preferred embodiment for a roaming 

service subscriber to send a short message to a GSM service subscriber 

who stays in the home GSM service area will now be described. 

When the roaming service subscriber in the CDMA service area 

15 requests short message-sending using the CDMA terminal 150 in step S800, 

the BSS 140 and MSC 130 of the CDMA system 100 receive the short 

message from the CDMA terminal 150 and deliver the same to.the IRGS 300 

in step S810. 

When receiving the short message from the MSC 130 of the CDMA 

20 system, the IRGS 300 functioning as the SMC transmits a receiving 

completion response to the MSC 130 in step S820 and requests location 

information on the receipt terminal from the HLR 220 of the GSM system 200 

in step S830. 
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The HLR 220 that receives the location information request from the 

I RGS 300 transmits the location information of the receipt terminal to the 

IRGS 300 in step S840, and the IRGS 300 converts the short message into a 

-- - -GSl\ifsysterrfformat mess-a:91f ana-transmits·t11e-sarrrt:Hcnnef'MSc-230-of tnEf -· - - · 

5 GSM system 200 corresponding to the location information transmitted by 

the HLR 220 of the GSM system 200 in step 8850. 

After this, the MSC 230 that receives the message from the IRGS 

300 transmits a message receipt completion response to the IRGS 300 in 

step 8860 and transmits the corresponding short message to the GSM 

10 terminal 250 via the BSS 240 in step 8870. 

Next, referring to FIG. 11, a ninth preferred embodiment . for a 

r~aming service subscriber to receive. a short message from a subscriber 

who stays in the GSM service area will now be described. 

First, the subscriber in the GSM service area requests a short 

1s message-sending using the GSM terminal 250, the MSC 230 of the GSM 

system 220 receives the short message from the GSM terminal 250 and 

transmits the same to the SMC 270 of the GSM system 200 in step 8910. 

When receiving the short message from the MSC 230 of the GSM 

system 200, the SMC 270 transmits the location information request of the 

20 receipt terminal to the HLR 220 of the GSM system 200 in step 8920. 

The HLR 220 that receives the location information request from the 

SMC 270 transmits the location information of the receipt terminal to the 

SMC 280 in step 8930, and the SMC 270 transmits the previously received 
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short message to the IRGS that functions as the SMC of the CDMA system 

in step 8940. At this time, the IRGS 300 transmits a short message receipt 

completion response to the SMC 270 in step 5950. 

- ·· · ·- · After-thts-,--ttre--u:{c;s--300-converts the-·short -message-·into- a-eBMA-

s system 100 type message and transmits the same to the MSC 130 of the 

CDMA system 100 in step 5960, and the MSC 130 transmits a message 

receipt completion response to the IRGS 300 in step 8970 and transmits the 

corresponding short message to the CDMA terminal 150 via the BSS 140 of 

the CDMA system 100 in step 5980. 

1 o While this invention has been described in connection with what is 

presently considered to be the most practical and preferred embodiment, it is 

to be understood that the invention is not limited to the disclosed 

embodiments, but, on the contrary, is intended to cover various modifications 

and equivalent arrangements included within the spirit and scope of the 

15 appended claims. 

· For example, processes for a roaming service subscriber to 

send/receive a short message to/from another roaming service subscriber 

are not described, but persons skilled in the art can easily understand these 

processes when referring to above-mentioned various embodiments. 

20 Also, a subscriber can install a UIM card in a GSM terminal and 

receive the roaming service in the GSM service areas, which will be easily 

understood by skilled person. 

According to the present invention, the GSM service subscriber can 
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use his SIM card and telephone number in the CDMA service area. 

Further, by using a CDMA data burst message to register locations 

in the GSM system, modifications of the conventional networks are 

· ·minlmizea ari·cnfie roamih-9 servrce totlieGSM-s1M-card-i~n~naoled·: 
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WHAT IS CLAIMED IS: 

1. A roaming service system in a code division multiple access 

(CDMA) service area for a global system for mobile communications (GSM) 

service subscribers, comprising: 
- -· . - -· - - - -- .. -. -· - - - - - - - - - -

5 a CDMA system comprising a CDMA home location register (HLR) 

storing information on the subscribers' locations and services, a CDMA 

mobile switching center (MSC) connected to the CDMA HLR and accessing 

calls, and a CDMA terminal wirelessly connected to the CDMA MSC and 

capable of having a subscriber identity module (SIM) card removably 

10 installed therein; 

a GSM system comprising a GSM HLR storing information on the 

subscribers' locations and services, a GSM MSC connected to the GSM 

HLR and accessing calls, an authentication center (AuC) connected to a 

GSM network and authenticating terminals, and a GSM terminal wirelessly 

15 connected to the GSM MSC; and 

an international roaming gateway system (IRGS) connected 

between the CDMA system and the GSM system and converting signals "to 

execute signal communications between the systems, and when a 

subscriber of a service provided by the GSM system moves to an area in 

20 which the subscriber can use the service provided by the CDMA system and 

installs the subscriber's SIM card in the CDMA terminal, transmissions of 

predetermined data necessary for a ~SM authentication by the CDMA 

system being executed using a CDMA message so that a task of initial 
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location registration of the GSM service subscriber, a task of a location 

registration when the location is modified, a task of sending and receiving 

calls with other subscribers, and a task of a short message service (SMS) 

· are enat51ea.- -

5 2. The system of claim 1, wherein predetermined data needed for 

the GSM authentication are transmitted according to a CDMA data burst 

message transmission. 

3. The system of claim 2, wherein the CDMA data burst message 

is a short message format. 

10 4. The system of claim 1, wherein when the CDMA system 

supports an international mobile subscriber identity (IMSI) number system 

stored in the GSM SIM card, the CDMA system uses the IMS.I to register a 

location of the GSM service subscriber. 

5. The system of claim 1, wherein when the CDMA system 

1s supports a mobile identity number (MIN) system, the CDMA system uses a 

predetermined temporary MIN (TMIN) corresponding to the IMSI to register 

the location of the GSM service subscriber. 

6. In a method for registering a location when a subscriber of a 

global system for mobile communications (GSM) system service moves to a 

20 code division multiple access (CDMA) system service area and installs a 

subscriber identity module (SIM) card in a CDMA terminal and roams to the 

CDMA system service in a system comprising a CDMA system comprising a 

CDMA mobile switching center (MSC) accessing calls and a CDMA terminal 
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wirelessly connected to the CDMA MSC and capable of having the SIM card 

removably installed therein; a GSM system comprising a GSM home location 

register (HLR) storing information on subscribers' locations and services, 

s authenticating terminals; and an international roaming gateway system 

(IRGS) connected between the CDMA system and the GSM system and 

converting signals to execute signal communications between the CDMA 

and GSM systems, a method for registering a location when a GSM service 

subscriber roams to the CDMA service, comprising: 

10 (a) the CDMA terminal requesting a location registration from the 

CDMA MSC; 

(b) the CDMA MSC, when receiving the location registration 

request, authenticating the GSM subscriber via the IRGS that transmits data 

to the CDMA terminal using a CDMA message in cooperation with the GSM 

15 system, the data being needed for the GSM authentication; and 

(c) registering the location of the GSM subscriber via message 

transmissions between the IRGS and GSM HLR when the authentication of 

the GSM service subscriber is completed. 

7. The method of claim 6, wherein when the CDMA system 

20 supports an international mobile subscriber identity (IMSI) number system 

stored in the GSM SIM card, the CDMA system uses the IMSI to register the 

location of the GSM service subscriber. 

8. The method of claim 6, wherein when the CDMA system 
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supports a mobile identity number (MIN) system, the CDMA system uses a 

predetermined temporary MIN (TMIN) corresponding to an international 

mobile subscriber identity (IMSI) number stored in the GSM SIM card to 

-registerthe-1oc-ation-of the-GSM -se-rvrce-subscriber: · 

5 9. The method of c_laim 8, wherein the TMIN is stored in the IRGS 

and is managed to correspond to the IMSI of the GSM service subscriber. 

10. The method of claim 6, wherein (b) comprises: 

the IRGS receiving authentication parameters from the GSM HLR; 

the IRGS transmitting a predetermined random number among the 

10 authentication parameters to the CDMA terminal; 

the CDMA terminal transmitting the random number to the SIM 

card; 

the SIM card outputting an authentication value using the random 

number and transmitting the authentication value to the CDMA terminal; 

15 the CDMA terminal transmitting the authentication value to the 

IRGS; 

the IRGS comparing the authentication value transmitted by the 

CDMA terminal with the predetermined authentication value among the 

authentication parameters transmitted by the GSM HLR; and 

20 completing the authentication of the GSM service subscriber when 

the two compared values are identical. 

11. The method of claim 10, wherein the authentication 

parameters are generated ·by an authentication algorithm installed in the Aue 
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when the GSM service subscriber registers the GSM system service. 

12. The method of claim 6, wherein (c) comprises: 

the IRGS requesting a location registration from the GSM HLR; 

- ·the -Gsl\11- HtR,-· wnen·· rece-Mn·g-thE:r-1ocation-registratton request,- -

s transmitting a profile of the GSM service subscriber to the IRGS; and 

the IRGS storing the profile and transmitting a location registration 

completion response to the CDMA terminal. 

13. In a method for registering a location when a global system for 

mobile communications (GSM) service subscriber who has roamed to a code 

10 division multipl~ access (CDMA) service returns to a GSM service area after 

using the CDMA service in a system comprising a CDMA system comprising 

a CDMA mobile switching center (MSC) for accessing calls; a GSM system 

comprising a GSM home location register (HLR) for storing information on 

subscribers' locations and services and a GSM terminal wirelessly 

15 connected to the GSM HLR; and an international roaming gateway system 

(IRGS) connected between the CDMA and GSM systems and converting 

signals so as to execute signal communications between the CDMA and 

GSM systems, a method for registering a location when a GSM service 

subscriber who has roamed to the CDMA service returns to the GSM 

20 service, comprising: 

(a) the GSM terminal requesting a location registration from the 

GSM HLR because of the roaming service subscriber's return to the GSM 

service area; and 
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(b) the GSM HLR, when receiving the location registration request, 

removing the roaming service subscriber's location stored in the HLR 

provided in the CDMA MSC and storing information on the returning 

5 14. The method of claim 13, wherein (b) comprises removing a 

temporary mobile identity number (TMIN) stored in the IRGS and the CDMA 

MSC when the CDMA system supports a mobile identity number (MIN) 

system, and the TMIN corresponding to an international mobile subscriber 

identity (IMSI) number stored in a GSM SIM card is stored in the IRGS and 

10 the CDMA MSC. 

15. In a method for a subscriber of a global system for mobile 

communications (GSM) system service to move to a code division multiple 

access (CDMA) system service area, install a subscriber identity module 

(SIM) card in a CDMA terminal, roam to the CDMA system service and then 

15 send a call in a system comprising a CDMA system comprising a CDMA 

mobile switching center (MSC) accessing calls, and a CDMA terminal 

wirelessly connected to the CDMA MSC and capable of having the SIM card 

removably installed therein; a GSM system comprising a GSM home location 

register (HLR) storing information on subscribers' locations and services, 

20 and a GSM MSC connected to the GSM HLR and accessing calls; and an 

international roaming gateway system (IRGS) connected between the CDMA 

system and the GSM system and converting signals to exe~ute signal 

communications between the CDMA and GSM systems, a method for 
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processing call-sending of a GSM service subscriber who has roamed to the 

CDMA service, comprising: 

(a) the roaming service subscriber using the CDMA terminal and 

5 (b) the CDMA MSC, when receiving the voice call-sending request, 

authenticating the roaming service subscriber via the IRGS that transmits 

data to the CDMA terminal using a CDMA message in cooperation with the 

GSM system, the data being needed for the GSM authentication; 

(c) the CDMA MSC, when the authentication to the roaming 

10 service subscriber is completed, requesting location information of a call-

receiving su~scriber from the IRGS, the information being needed for voice 

call setting; 

(d) the IRGS, when receiving the location information request of 

the call-receiving subscriber, obtaining the location information of the call-

15 receiving subscriber via the GSM HLR and transmitting the location 

information to the CDMA MSC; and 

(e) the CDMA MSC being connected to the MSC corresponding to 

the call-receiving subsc_riber via the location information of the call-receiving 

subscriber provided by the IRGS, and connecting a voice call between the 

20 roaming service subscriber and the call-receiving subscriber. 

16. The method of claim 15, wherein when the call-receiving 

subscriber of (d) is a GSM service subscriber in the GSM system service 

area, (d) comprises: 
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the GSM HLR receiving location information of the call-receiving 

subscriber from the GSM MSC and transmitting the location information to 

the IRGS; and 

-th-a ·1 RGs· trarrsmitting-the ·1ocatiorr intorrrration tcrtlle -cDMA-MSC-. 

5 17. The method of claim 15, wherein when the call-receiving 

subscriber of (d) is a GSM service subscriber who has roamed to the CDMA 

service, (d) comprises: 

the GSM HLR requesting location information of the call-receiving 

subscriber from the IRGS; 

IO the IRGS requesting the location information of the call-receiving 

subscriber from a second CDMA MSC corresponding to the call-receiving 

subscriber; 

the second CDMA MSC, when receiving the call-receiving 

subscriber location information request, authenticating the GSM subscriber 

15 via the IRGS that transmits data to the CDMA terminal of the call-receiving 

subscriber using a CDMA message in cooperation with the GSM system, the 

data being needed for the GSM authentication; 

the second CDMA MSC, when the authentication of the call-

receiving subscriber is completed, obtaining location information of the call-

20 receiving subscriber and transmitting the location information to the GSM 

HLR via the IRGS; 

the GSM HLR transmitting the location information to the IRGS; 

and 
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the IRGS transmitting the location information to the CDMA MSC. 

18. The method of claim 15, wherein (b) comprises: 

the IRGS receiving authentication parameters from the GSM HLR; 

s authentication parameters to the CDMA terminal of a target authenticated 

one; 

the CDMA terminal transmitting the random number to a built-in 

SIM card; 

the SIM card generating an authentication value by using the 

Io random number, and transmitting the authentication value to the CDMA 

terminal; 

the CDMA terminal transmitting the authentication value to the 

IRGS; 

the IRGS comparing the authentication value provided by the 

Is CDMA terminal with the predetermined authentication value among the 

authentication parameters provided by the GSM HLR; and 

completing the authentication when the two values are identical 

according to the comparison results. 

19. In a method for a subscriber of a global system for mobile 

20 communications (GSM) system service to move to a code division multiple 

access (CDMA) system service area, install a subscriber identity module 

(SIM) card in a CDMA terminal, roam to the CDMA system service and then 

receive a call in a system comprising a CDMA system comprising a CDMA 
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mobile switching center {MSC) accessing calls, and a CDMA terminal 

wirelessly connected to the CDMA MSC and capable of having the SIM card 

removably installed therein; a GSM system comprising a GSM home location 

-- regTstei'"" (HLRr storing- information--on · su5scril5ers'- locatia·ns ana- sen/ices·, 

s and a GSM MSC connected to the GSM HLR and accessi.ng calls; and an 

international roaming gateway system (IRGS) connected between the CDMA 

system and the GSM system and converting signals to execute signal 

communications between the CDMA and GSM systems, a method for a 

GSM service subscriber who has roamed to the CDMA service to process 

10 call-receiving, comprising: 

(a) a predetermined call-sending subscriber using a terminal to 

request a voice call-sending to the roaming service subscriber; 

{b) the MSC corresponding to the call-sending subscriber 

requesting location information of the roaming service subscriber who is a 

ts call receiver from the IRGS; 

(c) the IRGS, when receiving the location information request, 

requesting corresponding location information from the CDMA MSC; 

(d) the CDMA MSC, when receiving the location information 

request, authenticating the roaming service subscriber via the IRGS that 

20 transmits data to the CDMA terminal of the roaming service subscriber using 

a CDMA message in -cooperation with the GSM system, the data being 

needed for the GSM authentication; 

(e) the CDMA MSC, when the authentication of the roaming 
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service subscriber is completed, obtaining location information of the 

roaming service subscriber and transmitting the location information to the 

MSC corresponding to the call-sending subscriber via the IRGS; and 

s the roaming service subscriber via the location information of the roaming 

service subscriber provided by the IRGS, and connecting a voice call 

between the predetermined call-sending subscriber and the roaming service 

subscriber. 

20. The method of claim 19, wherein when the call-sending 

10 subscriber of (b) is a GSM service subscriber who stays in the GSM system 

service area, (b) comprises: 

the MSC being the GSM MSC, and the GSM MSC requesting 

location information of the call-receiving subscriber from the GSM HLR; and 

the GSM HLR transmitting the location information request of the 

1 s call-receiving subscriber to the IRGS. 

21. The method of claim 19, wherein (d) comprises: 

the IRGS receiving authentication parameters from the GSM HLR; 

the IRGS transmitting a predetermined random number among the 

authentication parameters to the CDMA terminal of a target authenticated 

20 one; 

the CDMA terminal transmitting the random number to a built-in 

SIM card; 

the SIM card generating an authentication value by using the 
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random number, and transmitting the authentication value to the CDMA 

terminal; 

the CDMA terminal transmitting the authentication value to the 

---1RGS~ 

5 the IRGS comparing the authentication value provided by the 

CDMA terminal with the predetermined authentication value among the 

authentication parameters provided by the GSM HLR; and 

completing the authentication when the two values are identical 

according to the comparison results. 

10 22. In a method for a subscriber of a global system for mobile 

communications (GSM) system service to move to a code division multiple 

access (CDMA) system service area, install a subscriber identity module 

(SIM) card in a CDMA terminal, roam to the CDMA system service and then 

send a short message in a system comprising a CDMA system comprising a 

15 CDMA mobile switching center (MSC) accessing calls, and a CDMA terminal 

wirelessly connected to the CDMA MSC and capable of having the SIM card 

removably installed therein; a GSM system comprising a GSM home location 

register (HLR) storing information on subscribers' locations and services, 

and a GSM MSC connected to the GSM HLR and accessing calls; and. an 

20 international roaming gateway system (IRGS) connected between the CDMA 

system and the GSM system and converting signals to execute signal 

communications between the CDMA and G_SM systems, a method for a 

GSM service subscriber who has roamed to the CDMA service to send a 



.. 

44 
111111~ 1111~ 11~1111!1 II If II 

short message, comprising: 

(a) the roaming service subscriber using the CDMA terminal to 

request a short message-sending from the CDMA MSC; 

- - - -· - - {b J -the ·-cDMA -Msc transmitting· the shorr--mess-a~fe ·provided by 

s the CDMA terminal to the IRGS; 

(c) the IRGS obtaining location information of the call-receiving 

subscriber via the GSM HLR; 

(d) the IRGS transmitting the short message to the MSC 

corresponding to the call-receiving subscriber; and 

10 (e) the MSC transmitting the short message provided by the IRGS 

to a wirelessly connected terminal. 

23. The method of claim 22, wherein when the call-receiving 

subscriber of (c) is a GSM service subscriber who stays in the GSM system 

service area, (c) comprises the GSM HLR receiving location information of 

15 the call-receiving subscriber from the GSM MSC and transmitting the 

location information to the IRGS. 

24. In a method for a subscriber of a global system for mobile 

communications (GSM) system service to move to a code division multiple 

access (CDMA) system service area, install a subscriber identity module 

20 (SIM) card in a CDMA terminal, roam to the CDMA system service and then 

send a short message ih a system comprising a CDMA system comprising a 

CDMA mobile switching center (MSC) accessing calls, and a CDMA terminal 

wirelessly connected to the CDMA MSC and capable of having the SIM card 
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removably installed therein; a GSM system comprising a GSM home location 

register (HLR) storing information on subscribers' locations and services, a 

GSM MSC connected to the GSM HLR and accessing calls, and a GSM 

5 messages; and an international roaming gateway system (IRGS) connected 

between the CDMA system and the GSM system and converting signals to 

execute signal communications between the CDMA and GSM systems, a 

method for a GSM service subscriber who has roamed to the CDMA service 

to send a short message, comprising: 

10 (a) a predetermined sending subscriber using a terminal to request 

a short message-sending to the roaming service subscriber; 

(b) the MSC, wirelessly connected to the terminal of the sending 

subscriber, transmitting the short message to the IRGS; 

(c) the IRGS transmitting the short message to the CDMA MSC 

15 corresponding to the roaming service subscriber; and 

(d) the CDMA MSC transmitting the short message to the CDMA 

terminal of the roaming service subscriber. 

25. The method of claim 24, wherein when the sending subscriber 

of (b) is a GSM service subscriber who stays in the GSM system service 

20 area, (b) comprises: 

the GSM MSC transmitting the short message to the GSM SMC; 

the GSM SMC obtaining location information of a short message-

receiving subscriber via the GSM HLR; and 
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the GSM SMC transmitting the short message to the IRGS. 


