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DATA PROCESSING METHODS, APPARATUSES, AND
DEVICES

TECHNICAL FIELD

[0001] The present application relates to the field of Internet technologies, and in

particular, to data processing methods, apparatuses, and devices.

BACKGROUND

[0002] In daily life, when users handle various services, various kinds of data
needed for handling the services usually need to be presented, and the trustworthiness
of data presented by the users is verified by the users. As such, service providers can
provide corresponding services to the users based on the data presented by the users.
Currently, the users often need to print needed data from authority agencies, and the
data needs to be sealed with official seals of the authorities, thereby ensuring the
trustworthiness of the data presented to the service providers.

[0003] Therefore, how to provide a more convenient way for presenting trusted

data becomes an urgent problem to be resolved.

SUMMARY

[0004] Embodiments of the present specification provide data processing methods,
apparatuses, and devices so as to improve operation convenience when users use
trusted data.

[0005] To resolve the previously described technical problem, the embodiments of
the present description provide the following solutions:

[0006] Some embodiments of the present specification provide a data processing
method, including the following: data use authorization information sent by a data
requester is obtained; the data use authorization information is verified; data
authorized to be accessed by the data use authorization information is sent to the data
requester if the verification is successful, the data is stored in trusted hardware, and
the data is data obtained from a trusted institution; and a data sending record for the

data is stored in a blockchain network.
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[0007] Some embodiments of the present specification provide a data processing
apparatus, including the following: a first acquisition module, configured to obtain
data use authorization information sent by a data requester; a verification module,
configured to verify the data use authorization information; a first sending module,
configured to send data authorized to be accessed by the data use authorization
information to the data requester if the verification is successful, the data being stored
in trusted hardware, and the data being data obtained from a trusted institution; and a
second sending module, configured to store a data sending record for the data in a
blockchain network.

[0008] Some embodiments of the present specification provide a data processing
device, including: at least one processor; and a memory communicatively connected
to the at least one processor, where the memory stores instructions executable by the
at least one processor, and the instructions are executed by the at least one processor
such that the at least one processor can: obtain data use authorization information sent
by a data requester; verify the data use authorization information; send data
authorized to be accessed by the data use authorization information to the data
requester if the verification is successful, the data being stored in trusted hardware,
and the data being data obtained from a trusted institution; and store a data sending
record for the data in a blockchain network.

[0009] At least one embodiment of the present specification can achieve the
following beneficial effects:

[0010]  After data use authorization information sent by a data requester is verified
successfully, trusted data stored in trusted hardware and obtained from a trusted
institution is sent to the data requester so that a data owner can conveniently provide
data with high trustworthiness to the data requester, and the data owner can
conveniently implement use authorization management and control of the trusted data.
The solution can further store a data sending record for data of the data owner in a
blockchain network so as to facilitate subsequent analysis on a data authorized use

condition of the data owner.

BRIEF DESCRIPTION OF DRAWINGS

[0011] To describe the technical solutions in the embodiments of the present

specification or in the existing technologies more clearly, the following briefly
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describes accompanying drawings needed for describing the embodiments or the
existing technologies. Clearly, the accompanying drawings in the following
description show merely some embodiments of the present application, and a person
of ordinary skill in the art can still derive other accompanying drawings from these
accompanying drawings without making innovative efforts.

[0012] FIG. 1 is a schematic flowchart illustrating an overall solution of a data
processing method, according to some embodiments of the present specification;
[0013] FIG. 2 is a schematic flowchart illustrating a data processing method,
according to some embodiments of the present specification;

[0014] FIG. 3 is a schematic structural diagram illustrating a data processing
system, according to some embodiments of the present specification;

[0015] FIG. 4 is a schematic structural diagram illustrating a data processing
apparatus corresponding to FIG. 2, according to some embodiments of the present
specification; and

[0016] FIG. 5 is a schematic structural diagram illustrating a data processing
device corresponding to FIG. 2, according to some embodiments of the present

specification.

DESCRIPTION OF EMBODIMENTS

[0017] To make purposes, technical solutions and advantages of one or more
embodiments of the present specification more clear, the following clearly and fully
describes the technical solutions in the one or more embodiments of the present
specification with reference to the embodiments of the present specification and
corresponding accompanying drawings. Obviously, the described embodiments are
merely some but not all of the embodiments of the present specification. Based on the
embodiments of the present specification, all other embodiments derived by a person
of ordinary skill in the art without making innovative efforts shall fall within the
protection scope of the one or more embodiments of the present specification.

[0018] The following describes in detail the technical solutions provided in the
embodiments of the present specification with reference to the accompanying
drawings.

[0019] In the existing technology, when a user handles a service, a service provider

usually needs the user to provide trusted data needed for handling the service. The
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user usually needs to go to authority agency to obtain the data from an authority
agency, and the data needs to be sealed with an official seal of the authority agency so
as to ensure trustworthiness of the data presented to the service provider by the user.
In addition, if the user needs to use the trusted data for many times, the user may
further needs to repeatedly request the authority agency for the data sealed with the
official seal. Such a method for using the trusted data has a relatively complicated
operation and brings inconvenience to the user. Moreover, it is not helpful for the user
to trace back and audit a use process of the trusted data.

[0020] To resolve defects in the existing technology, the present solution provides
the following embodiments:

[0021] FIG. 1 is a schematic flowchart illustrating an overall solution of a data
processing method, according to some embodiments of the present specification. As
shown in FIG. 1, a data owner can use a target application carried in a device 101 to
store data obtained from a trusted institution in trusted hardware so as to manage and
control a use condition of the data stored in the trusted hardware by using the target
application. The data owner can further send data use authorization information to a
device 102 of a data requester through the device 101 so that the data requester can
send the received data use authorization information to the device 101 carrying the
target application or a server 103 of the target application through the device 102 to
request for data.

[0022]  After successfully verifying the data use authorization information sent by
the device 102, the device 101 carrying the target application or the server 103 of the
target application can extract data authorized to be accessed by the data use
authorization information from the trusted hardware, and feed back the extracted data
to the device 102 of the data requester. Because the data stored in the trusted hardware
is obtained from the trusted institution and the data in the trusted hardware cannot be
tampered with, high trustworthiness of the data fed back to the device 102 of the data
requester can be ensured.

[0023]  According to the present solution, the data owner can conveniently manage
the trusted data by using the target application, thereby improving user experience.
Moreover, the device 101 carrying the target application or the server 103 of the target
application can further store a data sending record for the data in the trusted hardware
to a blockchain network so as to provide real trusted data for subsequent analysis of

the use condition of the data in the trusted hardware.
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[0024] The following specifically describes in detail a data processing method
provided in some embodiments of the present specification with reference to the
accompanying drawings:

[0025] FIG. 2 is a schematic flowchart illustrating a data processing method,
according to some embodiments of the present specification. From a program point of
view, an execution body of the method flow can be an application client device for
managing trusted data or an application server for managing trusted data.

[0026]  As shown in FIG. 2, the method flow can include the following steps:
[0027] S202. Data use authorization information sent by a data requester is
obtained.

[0028] In some embodiments of the present specification, a data owner can
manage trusted data by using a target application carried on a personal end-user
device. When the data owner needs to provide trusted data to the data requester, the
data owner can generate data use authorization information for the trusted data by
using a target application and send the data use authorization information to the data
requester, thus the data requester requests for the trusted data from a client device of
the target application or a server of the target application based on the received data
use authorization information.

[0029] The data owner and the data requester can be either individuals or
enterprises. For example, when an individual user needs to apply for a loan from a
financial institution, the individual user needs to present trusted bank statement data to
the financial institution so that the financial institution evaluates repayment ability of
the individual user. At this time, the individual user can be the data owner and the
financial institution can be the data requester. Or, when an individual user needs to
perform service cooperation with an enterprise, the enterprise usually needs to present
trusted enterprise certificate information to the individual user. At this time, the
enterprise can serve as the data owner and the individual user can serve as the data
requester.

[0030] In some embodiments of the present specification, the data use
authorization information can include: registered account information of the data
owner at a target application for managing trusted data, filtering condition information
of data authorized to be used, communication port information of the target

application, etc. Therefore, the client device or the server of the target application for
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managing the trusted data can determine data requested to be obtained by the data
requester based on the received data use authorization information.

[0031] S204. The data use authorization information is verified.

[0032] In some embodiments of the present specification, the data use
authorization information sent by the data requester should be generated by the data
owner by using the target application for managing the trusted data, and therefore the
data owner can verify the data use authorization information sent by the data requester
based on pre-stored information of the data use authorization information once
generated. If a verification result indicates that the data use authorization information
sent by the data requester is the data use authorization information generated in
advance by the data owner, it can be determined that the data use authorization
information sent by the data requester is verified successfully. If a verification result
indicates that the data use authorization information sent by the data requester is not
actual use authorization information generated in advance by the data owner, the data
requester can be considered to use false data use authorization information to spoof
the data of the data owner. Therefore, it can be determined that the data use
authorization information sent by the data requester is verified unsuccessfully.

[0033] S206. Data authorized to be accessed by the data use authorization
information is sent to the data requester if the verification is successful, the data is
stored in trusted hardware, and the data is data obtained from a trusted institution.
[0034] In some embodiments of the present specification, the data owner can store
data obtained from a trusted institution in trusted hardware in advance through a target
application for managing trusted data. The trusted institution can refer to an institution
capable of providing data with high trustworthiness. For example, the trusted
institution can include a bank, a tax bureau, an authoritative credit reporting
institution, a service platform, etc. The bank can provide trusted salary statement data,
the tax bureau can provide a trusted tax payment record, the authoritative credit
reporting institution can provide a trusted credit report, the service platform can
provide trusted transaction log data of a merchant, etc.

[0035] The trusted hardware is one of important foundations of trusted
computation, a trusted execution environment (TEE) can be constructed in the trusted
hardware to protect program code and data in trusted hardware from being disclosed
and modified, thus the privacy and security of data in the trusted hardware can be

protected. There are many types of trusted hardware, such as SGX of Intel, ARM
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TrustZone, and other trusted chips. In some embodiments of the present specification,
a specific model of the trusted hardware is not specifically limited. The trusted
hardware can further include an end-user device or server carrying a trusted chip, etc.
[0036] In some embodiments of the present specification, because the data stored
in the trusted hardware is obtained from the trusted institution and the data in the
trusted hardware cannot be tampered with, the high trustworthiness of data extracted
from the trusted hardware can be ensured. After successfully verifying the data use
authorization information sent by the data requester, the data owner sends highly
trustable data in the trusted hardware to the data requester so that the data owner can
conveniently implement management and control on use and authorization of the
trusted data.

[0037] In some embodiments of the present specification, the data use
authorization information can include: registered account information of the data
owner at a target application, filtering condition information of data authorized to be
used, etc. Therefore, after successfully verifying the data use authorization
information, the target application can firstly determine a registered account of the
data owner at the target application so that data satisfying the filtering condition and
belonging to the registered account can be extracted from the trusted hardware, and
the extracted data is fed back to the data requester. For example, the data use
authorization information can include information such as user account ID: 123, and
filtering condition: bank A, January 1, 2020 to May 31, 2010, salary statement data.
Therefore, the target application can extract salary statement data fed back by bank A
from January 1, 2020 to May 31, 2010 at an account with a user account ID of 123
based on the data use authorization information, and the extracted salary statement
data is fed back to the data requester.

[0038] In some embodiments of the present specification, trusted data can be sent
to a data requester in a plurality of ways. In addition to sending the data use
authorization information to the target application, the data requester can further send
data transmission way information specified by the data requester to the target
application so as to enable the target application to feed back the trusted data to a
device of the data requester by using a data transmission way specified by the data
requester.

[0039] For example, data authorized to be accessed by the data use authorization

information can be sent to the data requester through a blockchain network so as to
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prevent the data sent to the data requester from being tampered with. This data
transmission way further helps improve the traceability of data transmission. Or, data
authorized to be accessed by the data use authorization information is sent to the
device of the data requester, etc. by technologies such as Bluetooth, WIFI, and the
Internet. These data transmission ways do not need to upload data to be transmitted to
the blockchain network so that leakage of the data to be transmitted can be alleviated,
privacy of the data to be transmitted is ensured, and a data transmission process can
be more convenient.

[0040] S208. A data sending record for the data is stored in a blockchain network.
[0041] In some embodiments of the present specification, a blockchain can be
understood as a data chain formed by sequential storage of a plurality of blocks. A
block header of each block includes a timestamp of the present block, a hash value of
information of a previous block, and a hash value of information of the present block,
thereby implementing mutual verification between blocks and forming a blockchain
that cannot be tampered with. Each block can be understood as a data block (a data
storage unit). As a decentralized database, the blockchain is a series of data blocks
that are generated by mutual correlation based on a cryptography method. Each data
block includes information of a network transaction used to verify the validity
(anti-counterfeiting) of the information and to generate a next block. A chain formed
by connecting blocks end to end is a blockchain. If data in the block needs to be
modified, content of all blocks after the block need to be modified, and data backed
up by all nodes in a blockchain network are modified. Therefore, the blockchain has
characteristics of being difficult to be tampered with and deleted, and after data is
stored in the blockchain, the blockchain is reliable as a method for maintaining
content integrity.

[0042] In some embodiments of the present specification, a data sending record
can be used to record data owner information, data requester information, filtering
condition information of data sent to the data requester, data authorization approval
process information, data sending time information, etc. After data requested by the
data requester is sent to the data requester, a data sending record for the data is stored
in the blockchain network so as to provide trusted data for subsequent authorized use

condition analysis for the data of the data owner.
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[0043] It should be understood that orders of some steps in the method described
in one or more embodiments of the present specification can be interchanged based on
an actual need, or some steps can be omitted or deleted.

[0044]  According to the method in FIG. 2, after data use authorization information
sent by a data requester is verified successfully, trusted data stored in trusted hardware
and obtained from a trusted institution is sent to the data requester so that a data
owner can conveniently provide data with high trustworthiness to the data requester,
and the data owner can conveniently implement use authorization management and
control of the trusted data. The solution can further store a data sending record for
data of the data owner in a blockchain network so as to facilitate subsequent analysis
on a data authorized use condition of the data owner.

[0045] Based on the method in FIG. 2, some embodiments of the present
specification further provide some specific implementations of the method, which are
described below

[0046] In some embodiments of the present specification, before S202: data use
authorization information sent by a data requester is obtained, the method can further
include the following:

[0047]  user service data sent by the trusted institution in response to a data request
of a data owner is obtained; and

[0048] the user service data is stored in the trusted hardware.

[0049] In some embodiments of the present specification, a trusted execution
environment (TEE) is deployed in the trusted hardware, and the TEE is isolated from
an operating system of the trusted hardware so that the operation that the user service
data is stored in the trusted hardware can specifically include the following: the user
service data is stored in the TEE in the trusted hardware.

[0050] In some embodiments of the present specification, a TEE can be a trusted
execution environment that is a secure extension based on central processing unit
(CPU) hardware and is completely isolated from the outside. At present, the industry
pays great attention to TEE solutions, almost all mainstream chips and software
alliances have their own TEE solutions, such as a trusted platform module (TPM) in
software, and Intel software guard extensions (SGX), an ARM Trustzone and an
AMD platform security processor (PSP) in hardware. The TEE can function as a
hardware black box, code and data executed in the TEE cannot be snooped even at an

operating system layer, and the TEE can only be operated through a pre-described
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interface in the code. In terms of efficiency, because black box property of the TEE,
plaintext data is operated in the TEE instead of complex cryptography operation in
homomorphic encryption, and there is almost no loss of efficiency in a calculation
process. Therefore, the user service data of the user is obtained from the trusted
institution through the program deployed in the TEE, and the obtained user service
data piece is stored so that data privacy needs can be satisfied to a great extent on a
premise of a relatively small performance loss. Moreover, trustworthiness of user
service data stored in the TEE can be improved because programs and data in the TEE
cannot be tampered with.

[0051] In some embodiments of the present specification, a data owner can use an
existing data application way to apply for data at a trusted institution, and fill in
contact information used by the data owner for managing a target application of
trusted data so that the trusted institution can send the data requested by the data
owner to the target application filled in by the data owner.

[0052] In some embodiments of the present specification, the data owner can use
various types of target applications for managing trusted data. For example, the target
application can be a mailbox application or a short message application, which is not
specifically limited. Therefore, when a data owner requests for data from a trusted
institution, the data owner can fill in a data application form at the trusted institution,
and fill in a mailbox account or a short message receiving number registered by the
data owner at a target application at a data receiving mode bar in the data application
form, thus the data owner can receive the data sent by the trusted institution through
the mailbox account or the short message receiving number at the target application of
an individual, the target application can further store the data sent by the trusted
institution in trusted hardware, and a corresponding relationship between the data sent
by the trusted institution and the mailbox account or the short message receiving
number of the data owner at the target application is established.

[0053] In some embodiments of the present specification, trusted hardware can be
carried either at an end-user device of a data owner or at a target server communicably
coupled to the end-user device. Storage positions for the data sent by the trusted
institution can also be different based on different deployment positions of the trusted
hardware.

[0054] Therefore, before the operation that the user service data is stored in the

trusted hardware, the method can further include the following:
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[0055] it is detected whether an end-user device of the data owner is provided with
trusted hardware to obtain a detection result.

[0056] Correspondingly, the operation that the user service data is stored in the
trusted hardware can specifically include the following:

[0057] the user service data is stored in trusted hardware having a use permission
on a target server when the detection result indicates that the end-user device of the
data owner is not provided with trusted hardware; and

[0058] the user service data is stored in at least one of the trusted hardware on the
end-user device and the trusted hardware having the use permission on the target
server when the detection result indicates that the end-user device of the data owner is
provided with trusted hardware.

[0059] In some embodiments of the present specification, a target application for
managing trusted data is usually carried on an end-user device of a data owner, and
therefore, whether trusted hardware is carried on the end-user device can be detected
by using the target application. If the end-user device is not provided with trusted
hardware, the data sent by the trusted institution needs to be stored at a server (i.e.
target server) of a target application so as to store the data sent by the trusted
institution by using the trusted hardware having the use permission on the target
server. If the end-user device is provided with trusted hardware, the data owner can
manually specify trusted hardware for storing the data sent by the trusted institution
from the trusted hardware carried on the end-user device and the trusted hardware
having the use permission on the target server. Or, if the end-user device is provided
with trusted hardware, the data sent by the trusted institution can be stored not only at
the trusted hardware carried on the end-user device, but also in the trusted hardware
having the use permission on the target server, thereby preventing a data loss and
improving data security.

[0060] In some embodiments of the present specification, the data in the trusted
hardware cannot be tampered with, but can be deleted so that usability and a
utilization rate of the trusted hardware are improved. Therefore, after the operation
that the user service data is stored in the trusted hardware, the method can further
include the following:

[0061] the user service data in the trusted hardware is deleted in response to a

deletion instruction of the data owner for the user service data.
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[0062] In some embodiments of the present specification, the data owner can write
user service data into the trusted hardware through a target application for managing
trusted data, and can further receive a deletion instruction of the data owner for the
user service data through the target application and respond to the deletion instruction
so as to delete the user service data in the trusted hardware on the end-user device
and/or the trusted hardware having the use permission on the target server. Therefore,
occupied storage space of the trusted hardware can be released to use the trusted
hardware to store other data.

[0063] In some embodiments of the present specification, after the operation that
the user service data is stored in the trusted hardware, the method can further include
the following:

[0064] registered account information of the data owner at a target mailbox
application is obtained; and

[0065] the user service data is sent to a registered account indicated by the
registered account information.

[0066] In some embodiments of the present specification, after a target application
for managing trusted data obtains trusted data sent by the trusted institution, in
addition to being stored in the trusted hardware, the trusted data sent by the trusted
institution can further be forwarded to a registered account of the data owner at a
target mailbox application so that the data owner can view the trusted data through the
registered account at the target mailbox application.

[0067] In practice, when a target application for managing trusted data also
belongs to a mailbox application, the target application and the target mailbox
application are different mailbox applications. The data owner usually can directly use
the target mailbox application to send data to other mailbox accounts so as to
implement data transmission without performing operations of verifying use
authorization information, etc., leading to a convenient and rapid operation. However,
trustworthiness of data sent by the target mailbox application usually cannot be
ensured.

[0068] In some embodiments of the present specification, the data use
authorization information sent by the data requester can be generated by the data
owner. Therefore, before S202: data use authorization information sent by a data

requester is obtained, the method can further include the following:
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[0069] a use authorization instruction of a data owner for target data is obtained,
and the use authorization instruction is used to indicate that a specified data requester
is allowed to obtain the target data stored in the trusted hardware; and

[0070] target data use authorization information is generated in response to the use
authorization instruction.

[0071] The operation that the data use authorization information is verified
specifically includes the following:

[0072] the data use authorization information is compared with the target data use
authorization information, and the verification is successful if the data use
authorization information and the target data use authorization information are
consistent.

[0073] In some embodiments of the present specification, when a data owner needs
a data requester to obtain trusted target data, the data owner can generate use
authorization information for the target data through a target application for managing
trusted data. Therefore, when it is determined that the data use authorization
information sent by the data requester is the use authorization information generated
by the data owner, it is determined that the data use authorization information sent by
the data requester is verified successfully. Details are omitted here for simplicity.
[0074] In some embodiments of the present specification, to ensure security and
trustworthiness of a verification process and a verification result for the data use
authorization information of the data requester, specifically, target data use
authorization information can be generated, in response to the use authorization
instruction, by using the trusted hardware. And the data use authorization information
is compared with the target data use authorization information by using the trusted
hardware.

[0075] In the present implementations, the target data use authorization
information is generated by using the trusted hardware by the data owner, the
generated target data use authorization information is stored in the trusted hardware,
and the data use authorization information sent by the data requester is sent to the
trusted hardware. As such, the data use authorization information sent by the data
requester is compared with the target data use authorization information generated by
the data owner in the trusted hardware. Therefore, the security and trustworthiness of
the verification process and the verification result for the data use authorization

information of the data requester can be improved.
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[0076] In some embodiments of the present specification, to help the data requester
to perform trustworthiness verification on the data sent by the data owner, the
operation that data authorized to be accessed by the data use authorization information
is sent to the data requester can specifically include the following: data authorized to
be accessed by the data use authorization information and a data signature of the
trusted institution for the data are sent to the data requester.

[0077]  Therefore, the data requester can send the data signature for the data to the
trusted institution for signature verification, if the signature verification is successful,
the data sent by the data owner can be proved to be the data at the trusted institution,
and the data is true and reliable.

[0078] In some embodiments of the present specification, after S208: a data
sending record for the data is stored in a blockchain network, the method can further
include the following:

[0079] a data sending record related to the data owner of the data is obtained from
the blockchain network, and the data sending record related to the data owner of the
data includes a data sending record of the data held by the data owner; and

[0080] statistics is collected on the data sending record related to the data owner of
the data to obtain a statistical result. The statistical result can reflect an amount of
specified data of the data owner being transmitted, an acquisition count number and
an acquisition frequency of the specified data by each data requester, etc. Therefore, a
data use condition of the data owner can be conveniently analyzed.

[0081] FIG. 3 is a schematic structural diagram illustrating a data processing
system, according to some embodiments of the present specification. The data
processing system is configured to perform a data processing method provided in the
embodiments of the present specification. As shown in FIG. 3, a data owner 301 can
register an account at a target application at a client device 302 of the target
application so that when the data owner requests for data at a device 303 of a trusted
institution in an existing data application way, account information of the account of
the data owner at the target application is filled in, the device 303 of the trusted
institution can feed back the data requested by the data owner to the client device 302
of the target application or a server 304 of the target application, and the data owner
stores the data sent by the trusted institution in trusted hardware through the account

at the target application of an individual.
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[0082] When the data owner needs to present target data that is stored in the
trusted hardware and comes from the trusted institution to the data requester, the data
owner can generate data use authorization information for the target data by using the
client device 302 of the target application and send the data use authorization
information to a device 305 of the data requester.

[0083] The data requester can send the data use authorization information to the
client device 302 of the target application or the server 304 of the target application
through the device 305 for verification, and if the verification is successful, the client
device 302 of the target application or the server 304 of the target application can feed
back the data requested to be used by the data use authorization information to the
device 305 of the data requester.

[0084] In practice, the server 304 of the target application can further send the
trusted data obtained from the device 303 of the trusted institution to the server 306 of
a target mailbox application based on an instruction of the data owner, thus the data
owner can use a mailbox account of the data owner at the target mailbox application
to store and forward the trusted data, thereby improving user experience.

[0085] The client device 302 of the target application or the server 304 of the
target application can further store a data sending record for data of the data owner in
a blockchain network so as to facilitate subsequent analysis on a data authorized use
condition of the data owner.

[0086] Based on the same idea, some embodiments of the present specification
further provide an apparatus corresponding to the previously described method. FIG.
4 is a schematic structural diagram illustrating a data processing apparatus
corresponding to FIG. 2, according to some embodiments of the present specification.
As shown in FIG. 4, the apparatus can include:

[0087] a first acquisition module 402, configured to obtain data use authorization
information sent by a data requester;

[0088] a verification module 404, configured to verify the data use authorization
information;

[0089] a first sending module 406, configured to send data authorized to be
accessed by the data use authorization information to the data requester if the
verification is successful, the data being stored in trusted hardware, and the data being

data obtained from a trusted institution; and
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[0090] a second sending module 408, configured to store a data sending record for
the data in a blockchain network.

[0091] Based on the apparatus in FIG. 4, some embodiments of the present
specification further provide some specific implementations of the method, which are
described below.

[0092]  Optionally, the apparatus in FIG. 4 can further include:

[0093] a second acquisition module, configured to obtain a use authorization
instruction of a data owner for target data, the use authorization instruction being used
to indicate that a specified data requester is allowed to obtain the target data stored in
the trusted hardware; and

[0094] a use authorization information generation module, configured to generate
target data use authorization information in response to the use authorization
instruction.

[0095] The verification module is specifically configured to compare the data use
authorization information with the target data use authorization information, the
verification being successful if the data use authorization information and the target
data use authorization information are consistent.

[0096] Optionally, the use authorization information generation module can be
specifically configured to:

[0097] generate, in response to the use authorization instruction, target data use
authorization information by using the trusted hardware.

[0098] The verification module can be specifically configured to:

[0099] compare the data use authorization information with the target data use
authorization information by using the trusted hardware.

[0100] Optionally, the apparatus in FIG. 4 can further include:

[0101] a third acquisition module, configured to obtain user service data sent by
the trusted institution in response to a data request of a data owner; and

[0102] a storage module, configured to store the user service data in the trusted
hardware.

[0103] A TEE can be deployed in the trusted hardware, and the TEE is isolated
from an operating system of the trusted hardware. The storage module can be
specifically configured to store the user service data in the TEE in the trusted
hardware.

[0104] Optionally, the apparatus in FIG. 4 can further include:
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[0105] a fourth acquisition module, configured to obtain registered account
information of the data owner at a target mailbox application; and

[0106] a third sending module, configured to send the user service data to a
registered account indicated by the registered account information.

[0107]  Optionally, the apparatus in FIG. 4 can further include:

[0108] a detection module, configured to detect whether an end-user device of the
data owner is provided with trusted hardware to obtain a detection result.

[0109] The storage module can be specifically configured to:

[0110] store the user service data in trusted hardware having a use permission on a
target server when the detection result indicates that the end-user device of the data
owner is not provided with trusted hardware; and

[0111] store the user service data in at least one of the trusted hardware on the
end-user device and the trusted hardware having the use permission on the target
server when the detection result indicates that the end-user device of the data owner is
provided with trusted hardware.

[0112] Optionally, the apparatus in FIG. 4 can further include:

[0113] a deletion module, configured to delete the user service data in the trusted
hardware in response to a deletion instruction of the data owner for the user service
data.

[0114] Optionally, the first sending module can be specifically configured to:
[0115] send data authorized to be accessed by the data use authorization
information to the data requester through a blockchain network.

[0116] Optionally, the apparatus in FIG. 4 can further include:

[0117] a fifth acquisition module, configured to obtain a data sending record
related to the data owner of the data from the blockchain network, the data sending
record related to the data owner of the data including a data sending record of the data
held by the data owner; and

[0118] a statistics module, configured to perform statistics on the data sending
record related to the data owner of the data to obtain a statistical result.

[0119] Based on the same idea, some embodiments of the present specification
further provide a device corresponding to the previously described method.

[0120] FIG. 5 is a schematic structural diagram illustrating a data processing
device corresponding to FIG. 2, according to some embodiments of the present

specification. As shown in FIG. 5, a device 500 can include:
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[0121]  at least one processor 510; and

[0122] a memory 530 communicatively connected to the at least one processor,
where

[0123] the memory 530 stores instructions 520 executable by the at least one
processor 510, and the instructions are executed by the at least one processor 510 such
that the at least one processor 510 can:

[0124]  obtain data use authorization information sent by a data requester;

[0125]  verify the data use authorization information;

[0126] send data authorized to be accessed by the data use authorization
information to the data requester if the verification is successful, the data being stored
in trusted hardware, and the data being data obtained from a trusted institution; and
[0127]  store a data sending record for the data in a blockchain network.

[0128] The embodiments in the present specification are described in a progressive
way. For same or similar parts of the embodiments, mutual references can be made to
the embodiments. Each embodiment focuses on a difference from other embodiments.
In particular, the data processing device in FIG.5 is basically similar to a method
embodiment, and therefore is described briefly. For related parts, references can be
made to some descriptions in the method embodiment.

[0129] In the 1990s, whether technology improvement is hardware improvement
(for example, improvement of a circuit structure, such as a diode, a transistor, or a
switch) or software improvement (improvement of a method procedure) can be clearly
distinguished. However, with the development of technologies, current improvement
for many method procedures can be considered as direct improvement of hardware
circuit structures. A designer usually programs an improved method procedure to a
hardware circuit to obtain a corresponding hardware circuit structure. Therefore, a
method procedure can be improved by using a hardware entity module. For example,
a programmable logic device (PLD) (for example, a field programmable gate array
(FPGA)) is such an integrated circuit, and a logical function of the programmable
logic device is determined by a user through device programming. The designer
performs programming to "integrate" a digital system to a PLD without requesting a
chip manufacturer to design and produce an application-specific integrated circuit
chip. In addition, at present, instead of manually manufacturing an integrated circuit
chip, this type of programming is mostly implemented by using "logic compiler"
software. The programming is similar to a software compiler used to develop and
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write a program. Original code needs to be written in a particular programming
language for compilation. The language is referred to as a hardware description
language (HDL). There are many HDLs, such as the Advanced Boolean Expression
Language (ABEL), the Altera Hardware Description Language (AHDL), Confluence,
the Cornell University Programming Language (CUPL), HDCal, the Java Hardware
Description Language (JHDL), Lava, Lola, MyHDL, PALASM, and the Ruby
Hardware Description Language (RHDL). The Very-High-Speed Integrated Circuit
Hardware Description Language (VHDL) and Verilog are most commonly used at
present. A person skilled in the art should also understand that a hardware circuit that
implements a logical method procedure can be readily obtained once the method
procedure is logically programmed by using the several described hardware
description languages and is programmed into an integrated circuit.

[0130] A controller can be implemented by using any appropriate method. For
example, the controller can be a microprocessor or a processor, Or a
computer-readable medium that stores computer-readable program code (such as
software or firmware) that can be executed by the microprocessor or the processor, a
logic gate, a switch, an application-specific integrated circuit (ASIC), a programmable
logic controller, or a built-in microprocessor. Examples of the controller include but
are not limited to the following microprocessors: ARC 625D, Atmel AT91SAM,
Microchip PIC18F26K20, and Silicone Labs C8051F320. The memory controller can
also be implemented as a part of the control logic of the memory. A person skilled in
the art also know that, in addition to implementing a controller by using
computer-readable program code, the method steps can be logically programmed so
that the controller implements the same functions in the form of a logic gate, a switch,
an application-specific integrated circuit, a programmable logic controller, an
embedded microcontroller, etc. Therefore, the controller can be regarded as a
hardware component, and an apparatus included therein for implementing various
functions can also be regarded as the structure within the hardware component. Or
even, the apparatus for implementing various functions can be regarded as both a
software module for implementing a method and the structure within the hardware
component.

[0131] The system, apparatus, module, or unit illustrated in the previously
described embodiments can be specifically implemented by using a computer chip or

an entity, or can be implemented by using a product having a certain function. A
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typical implementation device is a computer. Specifically, the computer can be, for
example, a personal computer, a laptop computer, a cellular phone, a camera phone, a
smart phone, a personal digital assistant, a media player, a navigation device, an email
receiving and transmitting device, a game console, a tablet computer, a wearable
device, or any combination thereof.

[0132] For ease of description, the above apparatus is divided into various units
based on functions for separate description. Certainly, during implementation of the
present application, the functions of the modules can be implemented in the same or
more pieces of software and/or hardware.

[0133] A person skilled in the art should understand that the embodiments of the
present invention can be provided as methods, systems, or computer program
products. Therefore, the present invention can take a form of complete hardware
embodiments, complete software embodiments, or embodiments combining software
and hardware. Further, the present invention can take a form of a computer program
product implemented on one or more computer-usable storage media (including but
not limited to disk storage, CD-ROM, and optical storage) containing
computer-usable program code.

[0134] The present invention is described with reference to flowcharts and/or
block diagrams of methods, devices (systems), and computer program products
according to the embodiments of the present invention. It should be understood that
each method flow and/or block in the flowcharts and/or block diagrams and
combinations of flows and/or blocks in the flowcharts and/or block diagrams can be
implemented by using computer program instructions. These computer program
instructions can be provided to a processor of a general-purpose computer, a
special-purpose computer, an embedded processor, or another programmable data
processing device to produce a machine, so that the instructions executed by the
processor of the computer or another programmable data processing device produce a
device for implementing functions specified in one or more flows in the flowcharts
and/or one or more blocks in the block diagrams.

[0135] These computer program instructions can also be stored in a
computer-readable memory that can direct a computer or another programmable data
processing device to operate in a specific way, so that the instructions stored in the

computer-readable memory produce a product of manufacture including an instruction

20



10

15

20

25

30

device, and the instruction device implements functions specified in one or more
flows in the flowcharts and/or one or more blocks in the block diagrams.

[0136] These computer program instructions can alternatively be loaded onto a
computer or another programmable data processing device, such that a series of
operation steps are performed on the computer or the another programmable data
processing device to produce a computer-implemented process. Therefore, the
instructions executed on the computer or the another programmable device provide
steps for implementing a specific function in one or more flows in the flowcharts
and/or in one or more blocks in the block diagrams.

[0137] In a typical configuration, a calculating device includes one or more
processors (CPUs), an input/output interface, a network interface, and a memory.
[0138] The memory may include a non-persistent memory, a random access
memory (RAM), and/or a non-volatile memory in a computer readable medium, such
as a read-only memory (ROM) or a flash RAM. The memory is an example of the
computer readable medium.

[0139] The computer readable medium includes persistent, non-persistent,
movable, and unmovable media that can store information by using any method or
technology. The information can be a computer readable instruction, a data structure,
a program module, or other data. Examples of the computer storage medium include
but are not limited to a phase change random access memory (PRAM), a static RAM
(SRAM), a dynamic RAM (DRAM), a RAM of another type, a ROM, an electrically
erasable programmable ROM (EEPROM), a flash memory or another memory
technology, a compact disc ROM (CD-ROM), a digital versatile disc (DVD), or
another optical storage, a cassette, a magnetic disk storage, or another magnetic
storage device or any other non-transmission medium. The computer storage medium
can be configured to store information that can be accessed by a computing device.
Based on the definition in the present specification, the computer-readable medium
does not include transitory media such as a modulated data signal and carrier.

[0140] It is also worthwhile to note that the terms "include", "comprise" or any
other variants thereof are intended to cover non-exclusive inclusion, so that processes,
methods, products, or devices that include a series of elements include not only those
elements but also other elements that are not explicitly listed, or elements inherent in

such processes, methods, products, or devices. An element preceded by "includes

21



10

15

20

25

a ..." does not, without more constraints, preclude the presence of additional identical
elements in the process, method, product, or device that includes the element.

[0141] A person skilled in the art should understand that the embodiments of the
present application can be provided as a method, a system, or a computer program
product. Therefore, the present application can use a form of hardware only
embodiments, software only embodiments, or embodiments with a combination of
software and hardware. Moreover, the present application can use a form of a
computer program product that is implemented on one or more computer-usable
storage media (including but not limited to a magnetic disk memory, a CD-ROM, an
optical memory, etc.) that include computer-usable program code.

[0142] The present application can be described in common contexts of
computer-executable instructions executed by a computer, such as a program module.
Generally, the program module includes a routine, program, object, component, data
structure, etc. for executing a particular task or implementing a particular abstract data
type. Alternatively, the present application can be practiced in distributed computing
environments. In these distributed computing environments, tasks are executed by
remote processing devices that are connected by using a communications network. In
the distributed computing environments, the program modules can be located in both
local and remote computer storage media including storage devices.

[0143] The previous descriptions are merely embodiments of the present
application, and are not intended to limit the present application. For a person skilled
in the art, the present application can be subject to various modifications and
variations. Any modifications, equivalent replacements, improvements, etc. that are
made within the spirit and principles of the present application shall all be included

within the scope of the claims of the present application.
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CLAIMS

What is claimed is:
1. A data processing method, comprising:

obtaining user service data sent by a trusted institution in response to a data request
of a data owner;

detecting whether an end-user device of the data owner is provided with trusted
hardware to obtain a detection result;

storing the user service data in trusted hardware having a use permission on a target
server when the detection result indicates that the end-user device of the data owner is not
provided with the trusted hardware;

storing the user service data in at least one of the trusted hardware on the end-user
device and the trusted hardware having the use permission on the target server when the
detection result indicates that the end-user device of the data owner is provided with the
trusted hardware;

obtaining (202) data use authorization information sent by a data requester;

verifying (204) the data use authorization information;

sending (206) data authorized to be accessed by the data use authorization
information to the data requester if the verification is successful, the data being stored in
the trusted hardware, and the data being data obtained from the trusted institution; and

storing (208) a data sending record for the data in a blockchain network.

2. The method according to claim 1, wherein before the obtaining data use authorization
information sent by a data requester, the method further comprises:

obtaining a use authorization instruction of a data owner for target data, the use
authorization instruction being used to indicate that a specified data requester is allowed
to obtain the target data stored in the trusted hardware; and

generating target data use authorization information in response to the use
authorization instruction; and

the verifying the data use authorization information specifically comprises:

comparing the data use authorization information with the target data use
authorization information, the verification being successful if the data use authorization

information and the target data use authorization information are consistent.
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3. The method according to claim 2, wherein the generating target data use authorization
information in response to the use authorization instruction specifically comprises:

generating, in response to the use authorization instruction, the target data use
authorization information by using the trusted hardware; and

the comparing the data use authorization information with the target data use
authorization information specifically comprises:

comparing the data use authorization information with the target data use

authorization information by using the trusted hardware.

4. The method according to claim 1, wherein after the storing the user service data in the
trusted hardware, the method further comprises:

obtaining registered account information of the data owner at a target mailbox
application; and

sending the user service data to a registered account indicated by the registered

account information.

5. The method according to claim 1, wherein after the storing the user service data in the
trusted hardware, the method further comprises:
deleting the user service data in the trusted hardware in response to a deletion

instruction of the data owner for the user service data.

6. The method according to claim 1, wherein a TEE is deployed in the trusted hardware,
and the TEE is isolated from an operating system of the trusted hardware; and
the storing the user service data in the trusted hardware specifically comprises:

storing the user service data in the TEE in the trusted hardware.

7. The method according to claim 1, wherein the sending data authorized to be accessed
by the data use authorization information to the data requester specifically comprises:
sending data authorized to be accessed by the data use authorization information to

the data requester through a blockchain network.

8. The method according to claim 1, wherein the sending data authorized to be accessed
by the data use authorization information to the data requester specifically comprises:

sending data authorized to be accessed by the data use authorization information and
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a data signature of the trusted institution for the data to the data requester.

9. The method according to claim 1, wherein after the storing a data sending
record for the data in a blockchain network, the method further comprises:

obtaining a data sending record related to the data owner of the data from the
blockchain network, the data sending record related to the data owner of the data
comprising a data sending record of the data held by the data owner; and

performing statistics on the data sending record related to the data owner of the data

to obtain a statistical result.

10. A data processing device, comprising:
at least one processor; and
a memory communicatively connected to the at least one processor, wherein the

device is configured to perform a method according to any one of the preceding claims.
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