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(57) Abstract: The invention relates to a pallet container
(10) comprising a thin-walled inner container (12),
preferably consisting of a thermoplastic plastic, for storing
and transporting liquid or free-flowing filling materials, a
tubular framework of metal bars, which closely surrounds
the plastic container (12) and acts as a support shell (14)
and a base pallet (16), on which the plastic container (12)
rests and to which the support shell (14) is connected in
a fixed manner. In order to receive official certification,
the pallet container (10) must undergo various certification
tests, such as a compression pressure test, interior pressure
test or a drop test. During the drop test, the vertical lattice
bars (20) are often wrenched out of or shear away from
their anchorage on the base pallet (16). According to the
invention, to prevent such detrimental effects, the tubular
bars (18, 20) of the support shell (14) are provided with
specific features in the event of the container falling, said
features allowing a plastic deformation of the support shell
(14) at specific predeterminable points, whilst preventing
the individual tubular bars (20) from shearing or being
wrenched out of their anchorage. According to one
embodiment of the invention, the features allowing the
plastic deformation of the support shell take the form of
a flexure point coupled with a reduced cross-section of the
bars.

(57) Zusammenfassung: Die Erfindung betrifft
einen Palettencontainer (10) mit einem diinnwandigen
Innenbehdlter (12), vorzugsweise aus thermoplastischem
Kunststoff fiir die Lagerung und den Transport von
flussigen oder fliessfihigen Fillgiitern, mit einem
den Kunststoffbehilter (12) als Stiitzmantel (14) dicht
umschliessenden Rohrrahmen aus Metallstdben und mit

einer Bodenpalette (16), auf welcher der Kunststoffbehdlter (12) ruht und mit welcher der Stiitzmantel (14) fest verbunden ist.

Fiir eine amtliche Zulassung des Palettencontainers
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t heir anchorage on the base pallet (16). According to the invention, to
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(10) muss dieser verschiedene Zulassungstests wie Stauchdruckpriifung, Innendruckpriifung oder Falltest iiberstehen. Beim Falltest
werden oftmals die vertikalen Gitterstidbe (20) aus ihrer Verankerung auf der Bodenpalette (16) aus- bzw. abgerissen. Um derartige
nachteilige Auswirkungen zu vermeiden, sind geméss der Erfindung in den Rohrstdben (18, 20) des Stiitzmantels (14) fiir den Fall
eines Behilterabsturzes besondere Massnahmen vorgesehen, die an bestimmten vorgebbaren Stellen eine plastische Deformation
des Stiitzmantels (14) - ohne Bruch oder Ausreissen einzelner Rohrstébe (20) - erm&glichen.



