
A catalytic cracking catalyst having a rare earth-containing Y zeolite 

and a preparation process thereof 

Technical Field 

[0001] The present invention relates to a catalytic cracking catalyst having a rare 

earth-containing Y zeolite and a preparation process thereof. 

Background of the Invention 

[0002] Fluid catalytic cracking (FCC) is an important process for the secondary 

processing of the crude oil, and plays a very important role in petroleum refineries. In 

the catalytic cracking process, heavy fractions such as vacuum distillate or heavier 

components such as residual oil are subjected to a reaction in the presence of catalyst 

to convert into high additional value products such as LPG, gasoline, and diesel oil. In 

this process, it is usually required to use a catalytic material with high cracking 

activity. Micro-porous zeolite catalytic material, due to the good shape-selective 

catalytic performance and the high cracking reaction activity, is widely used in the 

petroleum refining and processing industry. Since the Y zeolite was firstly used in 

1960's, it has been the major active component in the catalytic cracking catalyst. 

Among others, the rare earth modified Y zeolite has a remarkable effect on improving 

the acidity and the structure stability of the zeolite. 

[0003] In order to effectively utilize the rare earth resource and reduce the 

production cost for zeolites, especially for those having high rare earth content, it is 

requisite to increase the rare earth utilization in the modification and reduce the loss 

of rare earth, while the cracking performance of the zeolite should be maintained and 

the activity-stability of the zeolite should be increased as much as possible. 

[0004] The currently used active component for reducing the olefin content in 

gasoline is mostly the rare earth-containing Y zeolite. References can be made to 

CN1317547A, 	CN1506161A, 	CN101537366A, 	CN1436727A, 	CN1382631A, 

CN101823726A, CN100344374C, CN1053808A, CN1069553C, CN1026225C, and 
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CN101147875A. 

[0005] For example, CN101147875A discloses a catalytic cracking catalyst, which 

contains a high rare earth ultra stable Y zeolite. Said high rare earth ultra stable Y 

zeolite is prepared as follows. An ultra stable Y zeolite used as starting material is 

mixed with an acid. The mixture is stirred, washed and filtered. To the mixture is 

added a solution of rare earth salt to conduct an exchange. Then the mixture is 

washed, filtered and dried. The product of the ratio of the strength II of the peak at 

20=11.8±0.1° to the strength 12 of the peak at 28=12.3±0.1° (I1/I2) in the X-ray 

diffraction spectrogram of said high rare earth ultra stable Y zeolite and the rare earth 

content in the zeolite (RE203%) is not higher than 40. 

[0006] The 	rare 	earth-containing 	Y 	zeolite 	can 	be 	prepared 	through 	a 

one-exchange-and-one-calcination procedure (the ion exchange is conducted once 

and the high temperature calcination is conducted once, references can be made to, 

for 	example, 	CN1436727A, 	CN101823726A 	and 	CN100344374C), 	or 	a 

two-exchange-and-two-calcination 	procedure 	(the 	liquid-phase 	rare 	earth 	ion 

exchanges are conducted twice and the high temperature calcinations are conducted 

twice, references can be made to, for example, CN1506161A and CN101537366A). 

[0007] For either the prior two-exchange-and-two-calcination procedure or the prior 

one-exchange-and-one-calcination 	procedure, 	in 	the 	preparation 	of the 	rare 

earth-containing Y zeolite, the amount of rare earth in the product is usually lower 

than the total fed amount of rare earth. Even if many rare earth ions are located in 

sodalite cages, it is inevitable that some rare earth ions are still present in super cages. 

The rare earth ions in super cages can be backwashed off in the subsequent washing 

procedures, resulting in the loss of rare earth and the decrease of the rare earth 

utilization. 

[0008] In the current industry, for saving the production cost and increasing the 

product efficiencies, upon the preparation of the Y zeolite having high rare earth 

content, a two-exchange-and-one-calcination procedure is mostly used. That is to say, 
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after the first calcination, the rare earth exchange is conducted once more, but the 

second calcination is not done. Due to the lack of the second calcination, the effective 

migration of rare earth ions cannot be achieved, and most of rare earth ions are still 

present in super cages. The rare earth ions in super cages can be backwashed off in 

the subsequent washing procedures, also resulting in the decrease of the rare earth 

utilization. 

Summary of the Invention 

[0009] Therefore, an object of the present invention is to aim at the shortcomings in 

the prior art, and based on the prior art, provide a Y zeolite, which is different from 

those in the prior art and has good structure and activity stability, and high rare earth 

utilization. Another object of the present invention is to provide a process for 

preparing the rare earth-containing Y zeolite, which process has a short technological 

flow and a low production cost, and is able to produce the rare earth-containing Y 

zeolite having good structure and activity stability, and high rare earth utilization. 

[0010] A further object of the present invention is to provide a catalyst having the 

rare earth-containing Y zeolite and a preparation process thereof. 

[0011] Based on a large quantity of the experiments on the preparation of the rare 

earth-containing Y zeolite, the present inventors have found that the process 

combining the two-exchange-and-two-calcination of NaY zeolite with the deposition 

of rare earth results in a rare earth-containing Y zeolite that has a specific 

physichemical property. The new rare earth-containing Y zeolite is superior in the rare 

earth utilization and the zeolite structure stability. In particular, based on a large 

quantity of experiment data, it has been surprisingly found that there exists a unique 

relationship between the ratio of the strength II of the peak at 28=11.8±0.1° to the 

strength 12 of the peak at 20=12.3±0.1° (1152) in the X-ray diffraction spectrogram of 

the resulting rare earth-containing Y zeolite and the rare earth content in the zeolite 

(RE203%). Based on this, the present invention is achieved. 

[0012] In an aspect of the present invention, the present invention provides a rare 
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earth-containing Y zeolite, which is characterized in that, the rare earth content as rare 

earth oxide is 10-25wt%, e.g. 11-23wt%, the unit cell size is 2.440-2.472nm, e.g. 

2.450-2.470nm, the crystallinity is 35-65%, e.g. 40-60%, the Si/Al atom ratio in the 

skeleton is 2.5-5.0, the product of the ratio of the strength Ii of the peak at 

20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° (11/I2) in the X-ray 

diffraction spectrogram of the zeolite and the weight percent of rare earth as rare earth 

oxide in the zeolite is higher than 48. The rare earth-containing Y zeolite of the 

present invention has a crystallinity retention after 17 hours of aging treatment at 

800°C in a condition of 100% steam of greater than 40%, e.g. greater than 45%. 

[0013] In another aspect of the present invention, the present invention provides a 

process for preparing a rare earth-containing Y zeolite. The preparation process is a 

process 	combining 	the 	two-exchange-and-two-calcination procedure with the 

deposition of rare earth. 

[0014] In another aspect of the present invention, the present invention provides a 

catalytic cracking catalyst, wherein said catalytic cracking catalyst has a cracking 

active component, an optional mesoporous aluminosilicate material, a clay and a 

binder, wherein said cracking active component has a rare earth-containing Y zeolite 

(hereinafter, also called as the first Y zeolite), an optional other Y zeolite, and an 

optional MFI-structured zeolite. 

[0015] In another aspect of the present invention, the present invention provides a 

process for preparing a catalytic cracking catalyst, which process comprises mixing 

and pulping the cracking active component, the optional mesoporous aluminosilicate 

material, the clay and the binder, and then successively spray-drying, washing, 

filtering and drying. 

[0016] Specifically, the present invention provides the following technical solutions: 

1. A catalytic cracking catalyst, wherein said catalytic cracking catalyst has a cracking 

active component, an optional mesoporous aluminosilicate material, a clay and a 
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binder, wherein said cracking active component comprises, substantially consists of 

or consists of: a rare earth-containing Y zeolite, an optional other Y zeolite, and an 

optional MFI-structured zeolite, said rare earth-containing Y zeolite has a rare earth 

content as rare earth oxide of 10-25wt%, e.g. 	11-23wt%; a unit cell size of 

2.440-2.472nm, e.g. 2.450-2.470nm; a crystallinity of 35-65%, e.g. 40-60%; a Si/AI 

atom ratio in the skeleton of 2.5-5.0; and a product of the ratio of the strength II of the 

peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° in the X-ray 

diffraction spectrogram of the zeolite and the weight percent of rare earth as rare earth 

oxide in the zeolite of higher than 48, e.g. higher than 55. 

2. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein said rare earth-containing Y zeolite has a crystallinity retention 

after 17 hours of aging treatment at 800°C in a condition of 100% steam of greater 

than 40%, e.g. greater than 45%. 

3. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein 

said mesoporous aluminosilicate material has a pseudoboehmite phase structure, an 

anhydrous chemical expression formula based on the oxide weight ratio of 

(0-0.3)Na20.(40-90)A1203.(10-60)Si02, an average pore diameter of 5-25nm, a most 

probable pore diameter of 5-15nm, a specific surface area of 200-400m2/g, and a pore 

volume of 0.5-2.0m1/g; 

said 	clay 	is 	selected 	from 	the 	group 	consisting 	of kaolin, 	metahalloysite, 

montmorillonite, 	diatomite, 	halloysite, 	saponite, 	rectorite, 	sepiolite, 	attapulgite, 

hydrotalcite, bentonite and any mixture thereof; and 

said binder is selected from the group consisting of silica sol, alumina sol, 

pseudoboehmite and any mixture thereof. 

4. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein per 100 weight parts of the catalytic cracking catalyst, said 

catalytic cracking catalyst contains 	10-60 weight parts of the cracking active 

component, 10-70 weight parts of the clay, 10-60 weights parts of the binder, and 
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0-20 weight parts of the mesoporous aluminosilicate material. 

5. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein said other Y zeolite is selected from the group consisting of rare 

earth-containing DASY zeolite, rare earth-containing gas-phase ultra stable Y zeolite 

and Mg-containing ultra stable Y zeolite. 

6. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein said cracking active component comprises, substantially consists 

of or consists of: 

the rare earth-containing Y zeolite, 

optionally, 

rare earth-containing DASY zeolite, and 

optionally, only one of rare earth-containing gas-phase ultra stable Y zeolite, 

Mg-containing ultra stable Y zeolite and MFI-structured zeolite. 

7. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein per 100 weight parts of the catalytic cracking catalyst, said 

catalytic cracking catalyst contains 10-40 weight parts of the rare earth-containing Y 

zeolite, 0-15 weight parts of rare earth-containing DASY zeolite, and 0-25 weight 

parts of only one 	of rare 	earth-containing gas-phase ultra stable Y zeolite, 

Mg-containing ultra stable Y zeolite and MFI-structured zeolite. 

8. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein said rare earth-containing Y zeolite is prepared by a process 

comprising the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 

zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1) is subjected to 

a first calcination to obtain a rare earth- and sodium-containing Y zeolite; 

(3) then either the rare earth- and sodium-containing Y zeolite obtained in step (2) is 
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contacted with an ammonium salt solution or an acid solution, and then mixed with a 

rare earth solution, and the mixture is adjusted to a pH of 6-10, or the rare earth- and 

sodium-containing Y zeolite obtained in step (2) is contacted with a mixed solution of 

ammonium salt and rare earth solution, and then the mixture is adjusted to a pH of 

6-10, to obtain a rare earth- and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3) is subjected to 

a second calcination to obtain the target rare earth-containing Y zeolite. 

9. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein said rare earth-containing Y zeolite is prepared by a process 

comprising the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 

zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1), after being 

filtered and washed with water, and dried, is subjected to a first calcination to obtain a 

rare earth- and sodium-containing Y zeolite; 

(3) then either the rare earth- and sodium-containing Y zeolite obtained in step (2) is 

contacted with an ammonium salt solution, and then mixed with a rare earth solution 

without filtration, and the mixture is adjusted to a pH of 6-10, or the rare earth- and 

sodium-containing Y zeolite obtained in step (2) is contacted with a mixed solution of 

ammonium salt and rare earth solution, and then the mixture is adjusted to a pH of 

6-10, to obtain a rare earth- and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3), after being 

filtered and washed with water, and dried, is subjected to a second calcination to 

obtain the target rare earth-containing Y zeolite. 

10. The catalytic cracking catalyst according to any one of the previous technical 

solutions, wherein said rare earth-containing Y zeolite is prepared by a process 

comprising the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 
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zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1), after being 

filtered and washed with water, and dried, is subjected to a first calcination to obtain a 

rare earth- and sodium-containing Y zeolite; 

(3) the rare earth- and sodium-containing Y zeolite obtained in step (2) is contacted 

with an ammonium salt solution or an acid solution, filtered, and then mixed with a 

rare earth solution, and the mixture is adjusted to a pH of 6-10, to obtain a rare earth-

and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3), after being 

optionally filtered and washed with water, and dried, is subjected to a second 

calcination to obtain the target rare earth-containing Y zeolite. 

11. The catalytic cracking catalyst according to any one of the technical solutions 

8-10, wherein the ammonium salt is selected from the group consisting of ammonium 

chloride, ammonium nitrate, ammonium carbonate, ammonium hydrogen carbonate 

and any mixture thereof. 

12. The catalytic cracking catalyst according to any one of the technical solutions 

8-10, wherein in step (1), the weight ratio of the rare earth solution (as rare earth 

oxide) to the NaY zeolite (on the dry basis) is 0.06-0.14, e.g. 0.07-0.12, the weight 

ratio of the ammonium salt (as ammonium chloride) to the rare earth solution (as rare 

earth oxide) is 0-10, e.g. 0-5, such as 0.2-3, said ammonium salt is selected from the 

group consisting of ammonium chloride, ammonium nitrate, ammonium carbonate, 

ammonium hydrogen carbonate and any mixture thereof, the pH is adjusted to 3.0-5.0, 

the weight ratio of water:zeolite is controlled to 5-30, e.g. 7-15, said contact is 

conducted at room temperature (such as 18-26°C) to 100°C, e.g. 70-95°C for at least 

0.3 hour, e.g. 0.5-3 hours, such as 0.5-1.5 hours. 

13. The catalytic cracking catalyst according to any one of the technical solutions 

8-10, wherein in step (2), said first calcination is conducted at 500-650°C, e.g. 

530-630°C, such as 550-620°C, in a condition of 0-100% steam for at least 0.5 hour, 

e.g. 0.5-4.0 hours, 1.0-4.0 hours or 1.5-3.0 hours. 
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14. The catalytic cracking catalyst according to any one of the technical solutions 

8-10, 	wherein in 	step 	(3), 	for the case 	of contacting the rare earth- 	and 

sodium-containing Y zeolite with the ammonium salt solution, the contact is 

conducted at room temperature to 100°C, e.g. 60-80°C for at least 0.3 hour, e.g. 

0.3-3.0 hours, 0.5-3 hours or 0.5-1.5 hours, wherein for the proportions of the rare 

earth- and sodium-containing Y zeolite and the ammonium salt solution, the weight 

ratio of the zeolite (dry basis):ammonium salt:water is 	1:(0.05-0.5):(5-30), e.g. 

1:(0.1-0.4):(8-15); the rare earth solution is subsequently added in such an amount 

that the weight ratio of the rare earth element (as rare earth oxide (RE203)) in the rare 

earth solution to the rare earth- and sodium-containing Y zeolite (on a dry basis of the 

zeolite) is 0.01-0.2, e.g., 0.02-0.12; said ammonium salt is selected from the group 

consisting of ammonium chloride, ammonium nitrate, ammonium carbonate, 

ammonium hydrogen carbonate and any mixture thereof; 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

acid solution, the contact is conducted at room temperature to 100°C, e.g. 60-80°C for 

at least 0.3 hour, e.g. 0.3-3.0 hours, 0.5-3 hours or 0.5-1.5 hours, wherein for the 

proportions of the rare earth- and sodium-containing Y zeolite and the acid solution, 

the 	weight 	ratio 	of 	zeolite 	(dry 	basis):acid:water 	is 	1:(0.03-0.2):(5-30), 	e.g. 

1:(0.05-0.1):(8-15); the rare earth solution is subsequently added in such an amount 

that the weight ratio of the rare earth element (as rare earth oxide (REzO3)) in the rare 

earth solution to the rare earth- and sodium-containing Y zeolite (on a dry basis of the 

zeolite) is 0.01-0.2, e.g., 0.02-0.12; said acid can be an inorganic acid or an organic 

acid, the inorganic acid can be selected from the group consisting of sulphuric acid, 

hydrochloric acid, nitric acid and any mixture thereof, the organic acid can be 

selected from the group consisting of oxalic acid, acetic acid, citric acid, tartaric acid, 

and any mixture thereof; 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

mixed solution of ammonium salt and rare earth solution, the contact is conducted at 

room temperature to 100°C, e.g. 60-80°C for at least 0.3 hour, e.g. 0.3-3.0 hours, 

0.5-3 hours or 0.5-1.5 hours, wherein for the proportions of the rare earth- and 

sodium-containing Y zeolite, the ammonium salt, and the rare earth solution, the 
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weight ratio of zeolite (dry basis):anunonium salt:rare earth oxide (RE203):water is 

1:(0.05-0.5):(0.01-0.2):(5-30), 	preferably 	1:(0.1-0.4):(0.02-0.12):(8-15); 	said 

ammonium salt is selected from the group consisting of ammonium chloride, 

ammonium nitrate, ammonium carbonate, ammonium hydrogen carbonate and any 

mixture thereof. 

15. The catalytic cracking catalyst according to the technical solution 14, wherein in 

step (3), after the contact, the mixture is adjusted with an alkaline liquid to a pH of 

6-10, e.g. 7-9, such as 7.5-8.2. 

16. The catalytic cracking catalyst according to the technical solution 15, wherein 

said alkaline liquid can be selected from the group consisting of aqueous ammonia, 

sodium silicate, sodium metaaluminate, sodium hydroxide and any mixture thereof. 

17. The catalytic cracking catalyst according to any one of the technical solutions 

8-10, wherein in step (4), said second calcination is conducted at 500-650°C, in a 

condition of 0-100% steam for 0.5-4 hours, e.g. 1-3 hours. 

18. A process for preparing a catalytic cracking catalyst, which process comprises: 

preparing a slurry containing an cracking active component, an optional mesoporous 

aluminosilicate material, a clay and a binder; and spray-drying the prepared slurry, 

wherein said cracking active component comprises, substantially consists of or 

consists of: a rare earth-containing Y zeolite, an optional other Y zeolite, and an 

optional MTI-structured zeolite, said rare earth-containing Y zeolite has a rare earth 

content as rare earth oxide of 10-25wt%, e.g. 	11-23wt%, a unit cell size of 

2.440-2.472nm, e.g. 2.450-2.470nm, a crystallinity of 35-65%, e.g. 40-60%, a Si/A1 

atom ratio in the skeleton of 2.5-5.0, and a product of the ratio of the strength It of the 

peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° in the X-ray 

diffraction spectrogram of the zeolite and the weight percent of rare earth as rare earth 

oxide in the zeolite of higher than 48, e.g. higher than 55. 

19. The process for preparing the catalytic cracking catalyst according to the technical 
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solution 18, wherein 

said mesoporous aluminosilicate material has a pseudoboehmite phase structure, an 

anhydrous chemical expression formula based on the oxide weight ratio of 

(0-0.3)Na2O•(40-90)Al2O3'(10-60)8iO2, an average pore diameter of 5-25nm, a most 

probable pore diameter of 5-15ntn, a specific surface area of 200-400m2/g, and a pore 

volume of 0.5-2.0mVg; 

said 	clay 	is 	selected 	from 	the 	group 	consisting 	of kaolin, 	metahalloysite, 

montmorillonite, 	diatomite, 	halloysite, 	saponite, 	rectorite, 	sepiolite, 	attapulgite, 

hydrotalcite, bentonite and any mixture thereof; and 

said binder is selected from the group consisting of silica sol, alumina sol, 

pseudoboehmite and any mixture thereof. 

20. The process for preparing the catalytic cracking catalyst according to any one of 

the technical solutions 18-19, wherein per 100 weight parts of the catalytic cracking 

catalyst, 10-60 weight parts of the cracking active component, 10-70 weight parts of 

the clay, 10-60 weights parts of the binder, and 0-20 weight parts of the mesoporous 

aluminosilicate material are used on the dry basis to prepare the slurry. 

21. The process for preparing the catalytic cracking catalyst according to any one of 

the technical solutions 18-20, wherein said other Y zeolite is selected from the group 

consisting of rare earth-containing DASY zeolite, rare earth-containing gas-phase 

ultra stable Y zeolite and Mg-containing ultra stable Y zeolite. 

22. The process for preparing the catalytic cracking catalyst according to any one of 

the technical solutions 18-21, wherein said cracking active component comprises, 

substantially consists of or consists of: 

said rare earth-containing Y zeolite, 

optionally, 

rare earth-containing DASY zeolite, and 

optionally, only one of rare earth-containing gas-phase ultra stable Y zeolite, 

Mg-containing ultra stable Y zeolite and MFI-structured zeolite. 
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23. The process for preparing the catalytic cracking catalyst according to any one of 

the technical solutions 18-22, wherein per 100 weight parts of the catalytic cracking 

catalyst, 10-40 weight parts of the rare earth-containing Y zeolite, 0-15 weight parts 

of rare earth-containing DASY zeolite, and 0-25 weight parts of only one of rare 

earth-containing gas-phase ultra stable Y zeolite, Mg-containing ultra stable Y zeolite 

and MFI-structured zeolite are used on the dry basis to prepare the slurry. 

24. The process for preparing the catalytic cracking catalyst according to any one of 

the technical solutions 18-23, wherein said rare earth-containing Y zeolite is prepared 

according to die process as defined in any one of the technical solutions 8-17. 

[0017] When the rare earth-containing Y zeolite contained in the catalytic cracking 

catalyst of the present invention is used alone or in combination with other zeolite(s), 

the catalytic cracking catalyst shows a high activity and a high conversion. 

Furthermore, said rare earth-containing Y zeolite can be used in combination with 

different zeolites for the increased production of gasoline, diesel oil and/or LPG. 

Therefore, the catalytic cracking catalyst can have a wide adaptability. In addition, 

whether used alone or in combination with others, the catalytic cracking catalyst 

having said rare earth-containing Y zeolite has good structure stability. 

Brief Description of Drawings 

[0018] Fig. I is an X-ray diffraction spectrogramof the rare earth-containing Y 

zeolite prepared according to Example 1. 

[0019] Fig. 2 is an X-ray diffraction spectrogramof the rare earth-containing Y 

zeolite prepared according to Comparative Example 1. 

Description of Preferred Embodiments 

The first Y zeolite and a preparation process thereof 

[0020] According to the present invention, the utilization efficiency of the rare earth 

starting material can be shown by rare earth utilization. The rare earth utilization 
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refers to a ratio of the rare earth amount as rare earth oxide (RE203) in the product to 

the theoretical rare earth feeding amount as rare earth oxide (RE203), as a weight 

percent. The rare earth-containing Y zeolite of the present invention has a rare earth 

utilization of higher than 98%. 

[0021] The Si/Al atom ratio in the skeleton according to the present invention refers 

to the atomic molar ratio of Si and Al in the rare earth-containing Y zeolite of the 

present invention. There also several measurements for the Si/Al ratio. For example, 

the Si/Al ratio can be obtained by the measurement for crystal cell parameter s with 

X-ray diffraction and calculation, or by the infrared spectroscopy, or by the nuclear 

magnetic resonance (NMR) measurement and calculation. In the present invention, 

the Si/AI atom ratio in the skeleton is obtained by the nuclear magnetic resonance 

(NMR) measurement and calculation. The Si/AI ratio of the zeolite mentioned in the 

present invention refers to the Si/Al atom ratio in the skeleton of the zeolite. 

[0022] For the rare earth-containing Y zeolite, in its X-ray diffraction spectrogram, 

the peak at 20=11.8±0.1° can be used to characterize the rare earth distribution in the 

sodalite cage, and II is used to represent its peak strength; the peak at 20=12.3±0.1° 

can be used to characterize the rare earth distribution in the super cage, and 12 is used 

to represent its peak strength; the ratio of It to 12 can be used to characterize the 

migration degree of rare earth ions from the super cages to the sodalite cages. 

According to the present invention, the peak strength is a relative strength relative to 

a peak-foiming plane (in other words, the peak strength is a peak strength subtracting 

the base line strength). For example, if the ratio of the strength I) of the peak at 

20=11.8t0.1° to the strength 12 of the peak at 20=12.3±0.1° (II/I2) in the X-ray 

diffraction spectrogram of a rare earth-containing zeolite is 5, and the weight percent 

of rare earth as rare earth oxide in the zeolite is 10%, then the product is 5x 10=50. 

The product of the ratio of the strength Ii of the peak at 20=11.8±0.1° to the strength 

12 of the peak at 28=12.3±0.1° (II/I2) in the X-ray diffraction spectrogram of the rare 

earth-containing Y zeolite of the present invention and the weight percent of rare 

earth as rare earth oxide in the zeolite is higher than 48. According to the present 

invention, the upper limit of that product is not limited, for example, the upper limit 
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can be 200, e.g. 100. In a preferable embodiment of the present invention, the range 

of that product is 48-200, e.g. 48-100. More preferably, that product is higher than 55, 

higher than 60, higher than 70, e.g. 55-200, such as 55-90. 

[0023] According to the present invention, said crystallinity retention is the ratio of 

the crystallinity of the sample after the aging treatment to that before the aging 

treatment, wherein the aging treatment comprises: rnixng the zeolite and an 

ammonium chloride solution to exchange until the content of Na2O is below 0.3wt%, 

then filtering, drying, and aging at 800°C in a condition of 100% steam for 17 hours; 

if the zeolite has a Na2O content of below 0.3wt%, then directly aging at 800°C in a 

condition of 100% steam for 17 hours without the exchange, filtering and drying. 

[0024] In an aspect of the present invention, the rare earth-containing Y zeolite of the 

present invention is characterized in that, the rare earth content as rare earth oxide is 

10-25wt%, e.g. 11-23wt%, the unit cell size is 2.440-2.472nm, e.g. 2.450-2.470nm, 

the crystallinity is 35-65%, e.g. 40-60%, the SI/Al atom ratio in the skeleton is 2.5-5.0, 

the product of the ratio of the strength I; of the peak at 20=11.8f0.1° to the strength 12  

of the peak at 20=12.3±0.1° (I1/I2) in the X-ray diffraction spectrogram of the zeolite 

and the weight percent of rare earth as rare earth oxide in the zeolite is higher than 48. 

The rare earth-containing Y zeolite of the present invention has a crystallinity 

retention after 17 hours of aging treatment at 800°C in a condition of 100% steam of 

greater than 40%, e.g. greater than 45%. 

[0025] In another aspect of the present invention, the present invention provides a 

process for preparing a rare earth-containing Y zeolite. The preparation process is a 

process combining the two-exchange-and-two-calcination with the deposition of rare 

earth. 

[0026] In an embodiment of the present invention, the process for preparing the rare 

earth-containing Y zeolite of the present invention comprises the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 
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zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1) is subjected to 

a first calcination to obtain a rare earth- and sodium-containing Y zeolite; 

(3) then either the rare earth- and sodium-containing Y zeolite obtained in step (2) is 

contacted with an ammonium salt solution or an acid solution, and then mixed with a 

rare earth solution, and the mixture is adjusted to a pH of 6-10, or the rare earth- and 

sodium-containing Y zeolite obtained in step (2) is contacted with a mixed solution of 

ammonium salt and rare earth solution, and then the mixture is adjusted to a pH of 

6-10, to obtain a rare earth- and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3) is subjected to 

a second calcination to obtain the target rare earth-containing Y zeolite. 

[0027] In another embodiment of the present invention, the process for preparing the 

rare earth-containing Y zeolite of the present invention comprises the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 

zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1), after being 

filtered and washed with water, and dried, is subjected to a first calcination to obtain a 

rare earth- and sodium-containing Y zeolite; 

(3) then either the rare earth- and sodium-containing Y zeolite obtained in step (2) is 

contacted with an ammonium salt solution, and then mixed with a rare earth solution 

without filtration, and the mixture is adjusted to a pH of 6-10, or the rare earth- and 

sodium-containing Y zeolite obtained in step (2) is contacted with a mixed solution of 

ammonium salt and rare earth solution, and then the mixture is adjusted to a pH of 

6-10, to obtain a rare earth- and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3), after being 

filtered and washed with water, and dried, is subjected to a second calcination to 

obtain the target rare earth-containing Y zeolite. 

[0028] In another embodiment of the present invention, the process for preparing the 

rare earth-containing Y zeolite of the present invention comprises the following steps: 
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(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 

zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1), after being 

filtered and washed with water, and dried, is subjected to a first calcination to obtain a 

rare earth- and sodium-containing Y zeolite; 

(3) the rare earth- and sodium-containing Y zeolite obtained in step (2) is contacted 

with an ammonium salt solution or an acid solution, filtered, and then mixed with a 

rare earth solution, and the mixture is adjusted to a pH of 6-10, to obtain a rare earth-

and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3), after being 

optionally filtered and washed with water, and dried, is subjected to a second 

calcination to obtain the target rare earth-containing Y zeolite. 

[0029] According to the preparation process of the present invention, the NaY zeolite 

as starting material has a Si/Al atom ratio in the skeleton of preferably > 2.5 and a 

crystallinity of >80%. 

[0030] According to the preparation process of the present invention, the ammonium 

salt is selected from the group consisting of ammonium chloride, ammonium nitrate, 

ammonium carbonate, ammonium hydrogen carbonate and any mixture thereof. 

[0031] In step (1) of the process for preparing the rare earth-containing Y zeolite, the 

weight ratio of the rare earth solution (as rare earth oxide) to the NaY zeolite (on the 

dry basis) is 0.06-0.14, e.g. 0.07-0.12, the weight ratio of the ammonium salt (as 

ammonium chloride) to the rare earth solution (as rare earth oxide) is 0-10, e.g. 0-5, 

such as 0.2-3, said ammonium salt is selected from the group consisting of 

ammonium chloride, ammonium nitrate, ammonium carbonate, ammonium hydrogen 

carbonate and any mixture thereof, the pH is adjusted to 3.0-5.0, the weight ratio of 

water:zeolite is controlled to 5-30, e.g. 7-15, said contact is conducted at room 

temperature (such as 18-26°C) to 100°C, e.g. 70-95°C for at least 0.3 hour, e.g. 0.5-3 

hours, such as 0.5-1.5 hours. 
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[0032] In step (2) of the process for preparing the rare earth-containing Y zeolite, 

said first calcination is conducted at 500-650°C, e.g. 530-630°C, such as 550-620°C, 

in a condition of 0-100% steam for at least 0.5 hour, e.g. 0.5-4.0 hours, 1.0-4.0 hours 

or 1.5-3.0 hours. The calcination can promote the migration of rare earth ions from 

the super cages of the zeolite to the sodalite cages. The first calcination is preferably 

conducted in a condition of 1-100%, preferably 20-100%, more preferably 100% 

steam. 

[0033] In step (3) of the process for preparing the rare earth-containing Y zeolite, for 

the case of contacting the rare earth- and sodium-containing Y zeolite with the 

ammonium salt solution, the contact is conducted at room temperature to 100°C, e.g. 

60-80°C for at least 0.3 hour, e.g. 0.3-3.0 hours, 0.5-3 hours or 0.5-1.5 hours, wherein 

for the proportions of the rare earth- and sodium-containing Y zeolite and the 

ammonium salt solution, the weight ratio of the zeolite (dry basis):ammonium 

salt:water is 	1:(0.05-0.5):(5-30), e.g. 	1:(0.1-0.4):(8-15); the rare earth solution is 

subsequently added in such an amount that the weight ratio of the rare earth element 

(as rare earth oxide (RE203)) in the rare earth solution to the rare earth- and 

sodium-containing Y zeolite (on a dry basis of the zeolite) is 0.01-0.2, e.g., 0.02-0.12; 

said ammonium salt is selected from the group consisting of ammonium chloride, 

ammonium nitrate, ammonium carbonate, ammonium hydrogen carbonate and any 

mixture thereof; 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

acid solution, the contact is conducted at room temperature to 100°C, e.g. 60-80°C for 

at least 0.3 hour, e.g. 0.3-3.0 hours, 0.5-3 hours or 0.5-1.5 hours, wherein for the 

proportions of the rare earth- and sodium-containing Y zeolite and the acid solution, 

the 	weight 	ratio 	of zeolite 	(dry 	basis):acid:water 	is 	1:(0.03-0.2):(5-30), 	e.g. 

1:(0.05-0.1):(8-15); the rare earth solution is subsequently added in such an amount 

that the weight ratio of the rare earth element (as rare earth oxide (RE203)) in the rare 

earth solution to the rare earth- and sodium-containing Y zeolite (on a dry basis of the 

zeolite) is 0.01-0.2, e.g., 0.02-0.12; said acid can be an inorganic acid or an organic 

acid, the inorganic acid can be selected from the group consisting of sulphuric acid, 
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hydrochloric acid, nitric acid and any mixture thereof, the organic acid can be 

selected from the group consisting of oxalic acid, acetic acid, citric acid, tartaric acid, 

and any mixture thereof; 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

mixed solution of ammonium salt and rare earth solution, the contact is conducted at 

room temperature to 100°C, e.g. 60-80°C for at least 0.3 hour, e.g. 0.3-3.0 hours, 

0.5-3 hours or 0.5-1.5 hours, wherein for the proportions of the rare earth- and 

sodium-containing Y zeolite, the ammonium salt, and the rare earth solution, the 

weight ratio of zeolite (dry basis):ammonium salt:rare earth oxide (RE203):water is 

1:(0.05-0.5):(0.01-0.2):(5-30), e.g. 1:(0.1-0.4):(0.02-0.12):(8-15); said ammonium salt 

is selected from the group consisting of ammonium chloride, ammonium nitrate, 

ammonium carbonate, ammonium. hydrogen carbonate and any mixture thereof; 

[0034] After the above contact, the mixture is adjusted with an alkaline liquid to a 

pH of 6-10, preferably 7-9, and more preferably 7.5-8.2, so that all of rare earth ions 

deposit to form rare earth hydroxide, i.e. the deposition of rare earth. The time is not 

particularly limited, for example, 5 minutes to 2 hours, e.g 10 minutes to 60 minutes, 

10 minutes to 30 minutes. Said alkaline liquid can be selected from the group 

consisting of aqueous ammonia, sodium silicate, sodium metaaluminate, sodium 

hydroxide and any mixture thereof. 

[0035] In step (4) of the process for preparing the rare earth-containing Y zeolite, 

said second calcination is conducted at 500-650°C, in a condition of 0-100% steam 

for0.5-4 hours, e.g. 1-3 hours. The second calcination is preferably conducted in a 

condition of 1-100%, preferably 20-100%, more preferably 100% steam. 

[0036] The various conditions listed in the above steps (1) to (4) (including the 

preferable conditions and exemplified conditions) can be combined to obtain a 

technical solution, which is also in the scope of the present invention. 

[0037] According to the preparation process of the present invention, rare earth is 

selected from the group consisting of lanthanum (La), cerium (Ce), praseodymium 
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(Pr), neodymium (Nd), promethium (Pm), samarium (Sm), 	europium (Eu), 

gadolinium (Gd), terbium (Tb), dysprosium (Dy), holmium (Ho), erbium (Er), 

thulium (Tm), ytterbium (Yb), lutetium (Lu), scandium (Sc) and yttrium (Y). 

Preferably, rare earth is selected from the group consisting of lanthanum (La) and 

cerium (Ce). The rare earth starting material can be provided in a form of soluble salt 

such as nitrate and hydrochloride. The rare earth starting material can be a rare earth 

chloride or a rare earth nitrate containing a single rare earth element, such as 

lanthanum chloride, lanthanum nitrate, cerium chloride, and cerium nitrate, and also 

can be a mixed rare earth material having a various rare earth element ratio, such as a 

cerium-rich or lanthanum-rich mixed rare earth material. For example, said rare earth 

solution can be a solution containing one or more of lanthanum nitrate, cerium nitrate, 

lanthanum chloride, cerium chloride, a mixed rare earth nitrate, and a mixed rare 

earth 	chloride, 	wherein 	the 	mixed 	rare 	earth 	nitrate 	refers 	to 

(REx1REx2 ...RExn)(NO3)3, wherein REx 1 , REx2, ..., RExn refer to rare earth 

elements, wherein n is an integer of 2 or more, the sum of x 1+x2+...+xn equals to 1; 

a 	mixed 	rare 	earth 	chloride 	(also 	named 	rare 	earth 	chloride) 	refers 	to 

(REy1REy2...REyn)C13, wherein REy1 , REy2, ..., REyn refer to rare earth elements, 

wherein n is an integer of 2 or more, the sum of yl+y2+...+yn equals to 1. 

[0038] According to the preparation process of the present invention, the rare 

earth-containing Y zeolite is prepared through one liquid phase exchange of rare earth 

ions and one solid-phase migration of rare earth ions. The process having the rare 

earth exchange and the rare earth deposition in combination with two calcinations 

ensure few or no loss of rare earth and the migration of rare earth ions from the super 

cages to the sodalite cages. The rare earth content can be flexibly adjusted and 

accurately controlled, and the operation is simple. Furthermore, in the second 

exchange using an ammonium salt, after contacting with the ammonium salt and 

before the deposition of rare earth, the filtering step can be omitted. Therefore, the 

preparation process is shortened and the loss of rare earth can be further reduced. 

According to the present invention, the earth utilization can be up to 98% or more. 

The rare earth resource is effectively saved and the production cost is further 

decreased. 
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[0039] The rare earth-containing Y zeolites obtained according to the prior method 

(such as those in CN1053808A and CN100344374C, or the conventional industrial 

two-exchange-and-two-calcination procedure) have a crystallinity retention after 17 

hours of aging treatment at 800°C in a condition of 100% steam of less than 40%. On 

the contrary, the rare earth-containing Y zeolite of the present invention has a higher 

crystallinity retention after 17 hours of aging treatment at 800°C in a condition of 

100% steam, e.g. greater than 40%, e.g. greater than 45%, which shows good 

structure 	stability. 	Therefore, 	in 	comparison 	with 	the 	prior 	art, 	the 	rare 

earth-containing Y zeolite of the present invention has good structure stability. The 

rare earth-containing Y zeolite of the present invention has good activity stability 

(high light oil micro-activity (MA) value). When the rare earth-containing Y zeolite 

of the present invention is used as the active component of the catalyst, the used 

amount in the catalyst can be reduced and the catalyst production cost can be 

decreased. 

The cracking active component 

[0040] In the catalytic cracking catalyst of the present invention, besides the above 

mentioned first Y zeolite, said cracking active component can optionally comprise 

other Y zeolite (the second Y zeolite, the third Y zeolite and the like) and/or 

MFI-structured zeolite. 

[0041] According to the present invention, the weight ratio of each component in 

said cracking active component is on the dry basis, and the dry basis weight of a 

sample is measured after calcining the sample at 800°C for 1 hour. 

Other Y zeolite 

[0042] Herein, the other Y zeolite refers to a Y zeolite having not the features of the 

above first Y zeolite (including the feature of the product of the above 11/12 and the 

rare earth content being higher than 48, e.g. higher than 55, higher than 60, higher 

than 70). 
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[0043] In an embodiment, based on the dry basis weight of said acitive compoent, on 

the dry basis, the content of said other Y zeolite is 0-50wt%, e.g. 0-40wt%, 0-30wt%, 

0-20wt%, the content of the first Y zeolite is 50-100wt%, e.g. 	60-100wt%, 

70-100wt% or 80-100wt%. Preferably, if the other Y zeolite is contained, based on 

the dry basis weight of the catalyst, in said catalytic cracking catalyst, the content of 

said rare earth-containing Y zeolite (the first Y zeolite) is 10-60%, e.g. 20-40wt%; the 

content of the other Y zeolite is not more than 35wt%, e.g. the content of the other Y 

zeolite can be 0.5-30wt%, 0-10wt% or 0-5wt%. 

[0044] In an embodiment, said other Y zeolite is a rare earth-containing DASY 

zeolite (a rare earth-containing hydrothermally ultra stable Y zeolite), as RE203 (rare 

earth oxide), said rare earth-containing DASY zeolite has a rare earth content of 

1.5-3.0wt%. Said rare earth-containing DASY zeolite can be various commercial 

products, e.g. DASY2.0 zeolite available from Sinopec Catalyst Company Qilu 

Division. 

[0045] In an embodiment, said other Y zeolite is a rare earth-containing gas-phase 

ultra stable Y zeolite, which can be prepared as follows. Under stirring, a rare 

earth-containing Y zeolite is contacted with tetrachlorosilane at 100-500°C for 0.1-10 

hours, 	wherein the 	weight ratio 	of said rare earth-containing Y zeolite to 

tetrachlorosilane is 1:0.05-0.5. For the specific preparation method, a reference can be 

made to CN1683244A or CN1286721C, in particular, Examples 5, 6 and 8. 

[0046] In an embodiment, said other Y zeolite is a Mg-containing ultra stable Y 

zeolite, said Mg-containing ultra stable Y zeolite has a Mg content as MgO of 

0.1-25wt%, preferably 0.5-25wt%. This zeolite can be prepared according to the 

conventional methods. One method comprises dispersing a magnesium compound 

(e.g. at least one of magnesium oxide, magnesium chloride, magnesium sulfate and 

magnesium nitrate), which is dissolved or sufficiently wet-grounded, evenly into a 

slurry of an ultra stable Y zeolite (USY zeolite), optionally adding aqueous ammonia 

thereto, mixing homogenously, drying and calcining. The other method can for 

example comprise dispersing an ultra stable Y zeolite (USY zeolite), which is 
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sufficiently wet-grounded, evenly into a solution containing a magnesium compound 

(e.g. at least one of magnesium chloride, magnesium sulfate and magnesium nitrate), 

adding aqueous ammonia thereto, mixing homogenously, filtering, washing, drying 

and calcining. For the specific examples of the above preparation methods for 

Mg-containing ultra stable Y zeolite, for example, a reference can be made to 

CN1297018A or CN1157465C, in particular, Examples 1-5. 

MFI-structured zeolite 

[0047] MFI-structured zeolite can be commercially available or prepared according 

to the known method. The example of MFI-structured zeolite comprises ZSM-5, ZRP, 

ZSP and any mixture thereof. 

[0048] In an embodiment, said MFI-structured zeolite has an anhydrous chemical 

composition 	expression 	formula 	based 	on 	the 	weight 	ratio 	as 	oxide: 

(0-0.3)Na2O• (0.5-5.5)Al2O3• (1.3-10)P2O5• (0.7-15) 

M 1 x0y. (0.01-5)M2mOrr (70-97)Si02, wherein, Ml is Fe, Co or Ni, x represents the 

atom number for Ml, y represents the oxygen number required for satisfying the 

oxidation state of Ml, M2 is selected from the group consisting of Zn, Mn, Ga or Sn, 

m represents the atom number of M2, n represents the oxygen number required for 

satisfying the oxidation state of M2. 

[0049] In a preferable embodiment, said MFI-structured zeolite has a formula based 

on 	the 	oxide 	weight 	ratio 	of 

(0-0.2)Na2O• (0.9-5.0)A1203. (1.5-7)P205 • (0.9-10)MlxOy (0.5-2)M2mOn• (82-92)Si 

02. In a preferable embodiment, M1 is Fe, and M2 is Zn. 

[0050] According to the present invention, for the specific preparation method for 

said MFI-structured zeolite, a reference can be made to CN1611299A, in particular, 

Examples 1-11. 

Mesoporous aluminosilicate material 

[0051] Said mesoporous aluminosilicate material has a pseudoboehmite phase 
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structure. It has an anhydrous chemical expression formula based on the oxide weight 

ratio of (0-0.3)Na2O•(40-90)Al2O3•(10-60)SiO2. It has an average pore diameter of 

5-25nm, a most probable pore diameter of 5-15nm, a specific surface area of 

200-400m2/g, and a pore volume of 0.5-2.0mllg. 

[0052] For the details about said mesoporous aluminosilicate material and a 

preparation process thereof, a reference can be made to CN1565733A or CN 

1854258A, for example, Examples 1-9 of CN 1854258A. 

Clay 

[0053] According to the present invention, said clay can be a clay conventionally 

used in the catalytic cracking catalyst, for example, can be one or more of kaolin, 

metahalloysite, montmorillonite, diatomite, halloysite, saponite, rectorite, sepiolite, 

attapulgite, hydrotalcite and bentonite. 

Binder 

[0054] According 	to 	the 	present 	invention, 	said 	binder 	can 	be 	a 	binder 

conventionally used in the catalytic cracking catalyst, for example, can be one or 

more of silica sol, alumina sol and pseudoboehmite, preferably a dual-aluminum 

binder of pseudoboehmite and alumina sol. 

Catalytic cracking catalyst 

[0055] In an embodiment, based on the dry basis weight of said catalytic cracking 

catalyst, said catalytic cracking catalyst contains 10-60wt% of the cracking active 

component, 20-70wt% of the clay and 10-50wt% of the binder. In a further 

embodiment, based on the dry basis weight of said catalytic cracking catalyst, the 

content on the dry basis of said cracking active component is 10-50wt%, the content 

on the dry basis of said clay is 20-60wt%, and the content on the dry basis of said 

binder is 10-40wt%. More preferably, based on the dry basis weight of said catalytic 

cracking catalyst, the content on the dry basis of said cracking active component is 

20-40wt%, the content on the dry basis of said clay is 20-45wt%, and the content on 

the dry basis of said binder is 20-40wt%, e.g. 25-35wt%. 
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[0056] In an embodiment, based on the dry basis weight of said catalytic cracking 

catalyst, said catalytic cracking catalyst contains 10-60wt% of the cracking active 

component, 1-20wt% of the mesoporous aluminosilicate material, 10-60wt% of the 

clay and 10-50wt% of the binder. In a further embodiment, based on the dry basis 

weight of said catalytic cracking catalyst, the content on the dry basis of said cracking 

active component is 20-50wt%, the content on the dry basis o said mesoporous 

aluminosilicate material is 1-18wt%, e.g. 2-15wt%, the content on the dry basis of 

said clay is 10-50wt%, the content on the dry basis of said binder is 10-40wt%. More 

preferably, based on the dry basis weight of said catalytic cracking catalyst, the 

content on the dry basis of said cracking active component is 20-40wt%, the content 

on the dry basis of said mesoporous aluminosilicate material is 1-15wt%, the content 

on the dry basis of said clay is 15-45wt%, the content on the dry basis of said binder 

is 20-35wt%. 

[0057] In an embodiment, based on the dry basis weight of said catalytic cracking 

catalyst, said catalytic cracking catalyst contains 10-60wt% of the cracking active 

component, 10-60wt% of the clay and 10-60vrt% of the binder, wherein said cracking 

active component comprises 25-70wt% of the first Y zeolite, 10-70wt% of the second 

Y zeolite and 5-30wt% of the third Y zeolite, wherein the second Y zeolite is a rare 

earth-containing gas-phase ultra stable Y zeolite; the third Y zeolite is a rare 

earth-containing DASY zeolite, having a rare earth content of preferably 1.5-3wt%. In 

a further embodiment, based on the dry basis weight of said catalytic cracking 

catalyst, the content on the dry basis of said cracking active component is 20-50wt%, 

the content on the dry basis of said clay is 20-50wt%, and the content on the dry basis 

of said binder is 10-50wt%. More preferably, based on the dry basis weight of said 

catalytic cracking catalyst, the content on the dry basis of said cracking active 

component is 20-45wt%, e.g. 30-42wt%, the content on the dry basis of said clay is 

30-45wt%, e.g. 35-45wt%, the content on the dry basis of said binder is 15-40wt%, 

e.g. 20-35wt% or 25-32wt%. Said cracking active component comprises 25-70wt% of 

the first Y zeolite, 10-70wt% of the second Y zeolite and 5-25wt% of the third Y 

zeolite, for example, said cracking active component can comprise 30-65wt% of the 

first Y zeolite, 15-65wt% of the second Y zeolite and 5-20wt% of the third Y zeolite, 
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wherein the second Y zeolite is a rare earth-containing gas-phase ultra stable Y zeolite; 

the third Y zeolite is a rare earth-containing DASY zeolite, having a rare earth content 

of preferably 1.5-3wt%. 

[0058] In an embodiment, based on the dry basis weight of said catalytic cracking 

catalyst, said catalytic cracking catalyst contains 10-60wt% of the cracking active 

component, 10-70wt% of the clay and 10-60wt% of the binder, wherein said cracking 

active component comprises 35-70wt% of the first Y zeolite, 20-60wt% of the second 

Y zeolite and 2-20wt% of the third Y zeolite; wherein the second Y zeolite is a 

Mg-containing ultra stable Y zeolite, the third Y zeolite is a rare earth-containing 

DASY zeolite, Preferably, the dry basis weight ratio of said first zeolite to said second 

zeolite is 0.5-4:1, the dry basis weight ratio of the third Y zeolite to the first Y zeolite 

is 0.05:0.5-1, such as 0.1-0.3:1. Alternatively, in said cracking active component, the 

first Y zeolite can comprise 39-70wt%, the second Y zeolite can comprise 22-55wt%, 

the third Y zeolite can comprise 5-20wt%, wherein the second Y zeolite is a 

Mg-containing ultra stable Y zeolite, the third Y zeolite is a rare earth-containing 

DASY zeolite. Preferably, for the catalytic cracking catalyst of the present invention, 

based on the dry basis weight of said catalytic cracking catalyst, the content on the 

dry basis of said cracking active component is 20-50wt%, the content on the dry basis 

of said clay is 20-50wt%, and the content on the dry basis of said binder is 10-50wt%. 

More preferably, based on the dry basis weight of said catalytic cracking catalyst, the 

content on the dry basis of said cracking active component is 30-45wt%, the content 

on the dry basis of said clay is 25-45wt%, and the content on the dry basis of said 

binder is 20-40wt%. 

[0059] In an embodiment, based on the dry basis weight of said catalytic cracking 

catalyst, said catalytic cracking catalyst contains 20-60wt% of the cracking active 

component, 1-20wt% of the mesoporous aluminosilicate material, 10-70wt% of the 

clay and 10-60wt% of the binder, said cracking active component contains 70-90wt% 

of Y zeolite and 10-30wt% of MFI-structured zeolite, wherein said Y zeolite 

comprises the first Y zeolite and other Y zeolite, on the dry basis. In a further 

embodiment, based on the total weight of said Y zeolite, said Y zeolite comprises 
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70-99wt% of the first Y zeolite and 1-30wt% of the second Y zeolite, wherein the 

second Y zeolite is prefearably rare earth-containing DASY zeolite, having a rare 

earth content of preferably 1.5-3wt%. In a further embodiment, based on the dry basis 

weight of said catalytic cracking catalyst, the content on the dry basis of said cracking 

active component is 20-45wt%, the content on the dry basis o said mesoporous 

aluminosilicate material is 2-10wt%, the content on the dry basis of said clay is 

20-40wt%, and the content on the dry basis of said binder is 20-35wt%. 

[0060] In an embodiment, per 100 weight parts of catalytic cracking catalyst, said 

catalytic cracking catalyst contains 	10-60 weight parts of the cracking active 

component, 10-70 weight parts of the clay, 10-60 weights parts of the binder, and 

0-20 weight parts 	of the mesoporous 	aluminosilicate material. 	In a further 

embodiment, per 100 weight parts of catalytic cracking catalyst, said catalytic 

cracking catalyst contains 28-38weight parts of the cracking active component, 20-44 

weight parts of the clay, 21-34 weight parts of the binder, and 0-12 weight parts of the 

mesoporous aluminosilicate material. 

[0061] In an embodiment, said catalytic cracking catalyst substantially consists of 

10-60 weight parts of the cracking active component, 10-70 weight parts of the clay, 

10-60 weights parts of the binder, and 0-20 weight parts of the mesoporous 

aluminosilicate material. In a further embodiment, said catalytic cracking catalyst 

substantially consists of 28-38 weight parts of the cracking active component, 20-44 

weight parts of the clay, 21-34 weight parts of the binder, and 0-12 weight parts of the 

mesoporous aluminosilicate material. 

[0062] In an embodiment, per 100 weight parts of catalytic cracking catalyst, said 

catalytic cracking catalyst contains 	10-60 weight parts of the cracking active 

component, 10-70 weight parts of the clay, 10-60 weights parts of the binder, and 

0-20 weight parts of the mesoporous aluminosilicate material, wherein said cracking 

active component comprises, substantially consists of or consists of: 10-40 weight 

parts of the rare earth-containing Y zeolite, 0-25 weight parts of the optional other Y 

zeolite, and 0-12 weight parts of the optional MFI-structured zeolite. In a further 
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embodiment, said other Y zeolite is selected from one or two of rare earth-containing 

DASY 	zeolite, 	rare 	earth-containing 	gas-phase 	ultra 	stable 	Y 	zeolite 	and 

Mg-containing ultra stable Y zeolite. 

[0063] In an embodiment, per 100 weight parls of catalytic cracking catalyst, said 

catalytic cracking catalyst contains 28-38 weight parts of the cracking active 

component, 20-44 weight parts of the clay, 21-34 weight parts of the binder, and 0-12 

weight parts of the mesoporous aluminosilicate material, wherein said cracking active 

component comprises, substantially consists of or consists of: 10-34 weight parts of 

the rare earth-containing Y zeolite, 0-23 weight parts of the optional other Y zeolite, 

and 0-10 weight parts of the optional MFI-structured zeolite. In a further embodiment, 

said other Y zeolite is selected from one or two of rare earth-containing DASY zeolite, 

rare earth-containing gas-phase ultra stable Y zeolite and Mg-containing ultra stable Y 

zeolite. 

[0064] In an embodiment, in the catalytic cracking catalyst, said cracking active 

component comprises, substantially consists of or consists of: 

the rare earth-containing Y zeolite, 

optionally, 

rare earth-containing DASY zeolite, and 

optionally, only one of the rare earth-containing gas-phase ultra stable Y zeolite, the 

Mg-containing ultra stable Y zeolite and the MFI-structured zeolite. 

[0065] In an embodiment, per 100 weight parts of catalytic cracking catalyst, said 

catalytic cracking catalyst comprises, substantially consists of or consists of: 

15-50 weight parts of the clay, 

15-50 weights parts of the binder, 

0-15 weight parts of the mesoporous aluminosilicate material, 

10-40 weight parts of the rare earth-containing Y zeolite, 

0-15 weight parts of the rare earth-containing DASY zeolite, and 

0-25 weight parts of only one of the rare earth-containing gas-phase ultra stable Y 

zeolite, the Mg-containing ultra stable Y zeolite and the MFI-structured zeolite. 
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[0066] In a further embodiment, per 100 weight parts of catalytic cracking catalyst, 

said catalytic cracking catalyst comprises, substantially consists of or consists of: 

20-44 weight parts of the clay, 

21-34 weight parts of the binder, 

0-12 weight parts of the mesoporous aluminosilicate material, 

10-34 weight parts of the rare earth-containing Y zeolite, 

0-10 weight parts of the rare earth-containing DASY zeolite, and 

only one of 5-20 weight parts of rare earth-containing gas-phase ultra stable Y zeolite, 

or 8-21 weight parts of Mg-containing ultra stable Y zeolite, or 5-10 weight parts of 

MFI-structured zeolite. 

In an embodiment, in the catalytic cracking catalyst, said cracking active component 

comprises, substantially consists of or consists of: 

the present rare earth-containing Y zeolite, 

the rare earth-containing gas-phase super-stable Y zeolite, and 

optionally, the rare earth-containing DASY zeolite. 

Preferably, the weight ratio of the present rare earth-containing Y zeolite to the rare 

earth-containing gas-phase super-stable Y zeolite is 0.1-10, preferably 0.2-5, more 

preferably 0.25-5, e.g. 0.5-5 or 0.5-1. 

In an embodiment, per 100 weight parts of catalytic cracking catalyst, said catalytic 

cracking catalyst comprises, substantially consists of or consists of: 

36-43 weight parts of the clay, 

25-32 weight parts of the binder, 

10-21 weight parts of the present rare earth-containing Y zeolite, 

2-6 weight parts of the rare earth-containing DASY zeolite, and 

5-20 weight parts of the rare earth-containing. gas-phase super-stable Y zeolite. 

The preparation process for the catalytic cracking catalyst 

[0067] The present invention also provides a preparation method for the catalytic 

cracking 	catalyst, 	which comprises mixing and pulping 	the 	cracking 	active 



29 

component, the optional mesoporous aluminosilicate material, the clay and the binder, 

and then spray-drying, washing, filtering and drying. These steps can be conducted 

according to the conventional methods. The preparation process has been discussed in 

detail in CN1916166A, CN1362472A, CN1727442A, CN1132898C, CN1727445A 

and CN1098130A, the contents of which are incorporated by reference herein. 

Examples 

[0068] Hereinafter, the present invention will be further illustrated with the examples, 

but the scope of the present invention is not limited thereto. 

The first Y zeolite 

[0069] According to the present invention, the chemical composition of the zeolite is 

determined by X-ray fluorescence spectrometry. A reference can be made to 

Analytical Methods in Petrochemical Industry (RIPP Experiment Techniques), Yang 

Cuiding et.al, Science Press, 1990. 

[0070] The phase data (such as the unit cell size) and the crystallinity data of the 

molecular size are determined by X-ray diffraction according to the standard methods 

RIPP145-90 and RIPP146-90 respectively. A reference can be made to Analytical 

Methods in Petrochemical Industry (RIPP Experiment Techniques), Yang Cuiding 

et.al, Science Press, 1990. 

[0071] The Si/Al atom ratio in the skeleton of the zeolite is obtained by the nuclear 

magnetic resonance (NMR) measurement and calculation. 

[0072] The light oil micro-activity (MA) is measured according to the standard 

method RIPP92-90. 

[0073] In the Examples and Comparative Examples, the used starting materials are 

commercially available and their detailed specifications are as follows. 

NaY zeolite, industrial grade, available from Sinopec Catalyst Company, Qilu 

Division. 
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Rare earth chloride: industrial grade, available from Sinopec Catalyst Company, Qilu 

Division, the mass ratio of lanthanum (as La203):cerium(as Ce203)=55:45; 

Others: chemically pure. 

Example 1 

[0074] 2.6kg NaY zeolite (Qilu catalyst company, calcination loss by 22.5wt%, Si/AI 

ratio 2.7, crystallinity 88%, the same below) and 15kg deionized water were mixed 

and pulped. To the mixture were added 1.0L of the rare earth chloride solution having 

a concentration of 160gRE203/L and 0.24kg ammonium chloride solid. After stirring, 

the slurry was warmed up to 70°C and the slurry was adjusted with a diluted 

hydrochloric acid to a pH of 4.0, continued to exchange for 1.5 hours, filtered, 

water-washed, dired, then calcined in a condition of 100% steam at 550°C for 2 hours 

to obtain the "one-exchange-and-one-calcination" rare earth- and sodium-containing 

Y zeolite Y-A1, Y-Al having the following chemical composition: Na20 5.lwt%, rare 

earth oxide 7.8wt%. Then a slurry was formulated and pulped in a ratio of 

zeolite:NH4C1:H20=1:0.2:10 and exchanged at 70°C for 1 hour. To the slurry was 

added 0.27L of the rare earth chloride solution having a 	concentration of 

300gRE203/L. The slurry was stirred evenly. To the slurry was added aqueous 

ammonia, and the slurry was adjusted to a pH of 7.5 and the stirring was continued 

for 10 minutes, filtered, water-washed, dried, then calcined in a condition of 100% 

steam at 600°C for 2 hours to obtain the present rare earth-containing Y zeolite 

product, named as Y-A. 

[0075] The X-ray diffraction spectrogram of Y-A was shown in Fig. 1. 

[0076] Y-A: Na20 1.5wt%, rare earth oxide 11.9wt%, crystallinity 50.1%, unit cell 

size 2.458nm, the Si/A1 atom ratio in the skeleton 3.5. The product of the ratio of the 

strength II of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.30.1° 

(11/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 90.0. 

Example 2 

[0077] 2.6kg NaY zeolite and 18kg deionized water were mixed and pulped. To the 

mixture were added 1.25L of the rare earth chloride solution having a concentration 

of 160gRE203/L and 0.12kg ammonium chloride solid. After stirring, the slurry was 
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warmed up to 80°C and the slurry was adjusted with a diluted hydrochloric acid to a 

pH of 3.8, continued to exchange for 1 hour, filtered, water-washed, dired, then 

calcined in air at 570°C for 2 hours to obtain the "one-exchange-and-one-calcination" 

rare earth- and sodium-containing Y zeolite Y-B1, Y-B1 having the following 

chemical composition: Na2O 4.9wt%, rare earth oxide 9.9wt%. Then a slurry was 

formulated and pulped in a ratio of zeolite :NH4C1:H20=1:0.3:10 and exchanged at 

60°C for 0.5 hour. To the slurry was added 0.13L of the rare earth chloride solution 

having a concentration of 300gRE2O3/L. The slurry was stirred evenly. To the shiny 

was added aqueous ammonia, and the slurry was adjusted to a pH of 7.8 and the 

stirring was continued for 10 minutes, filtered, water-washed, dried, then calcined in 

air at 570°C for 2 hours to obtain the present rare earth-containing Y zeolite product, 

named as Y-B. 

[0078] Y-B had a similar X-ray diffraction spectrogram as that shown in Fig. 1. 

[0079] Y-B: Na2O 1.5wt%, rare earth oxide 11.9wt%, crystallinity 50.6%, unit cell 

size 2.463nm, the Si/A1 atom ratio in the skeleton 2.9. The product of the ratio of the 

strength I: of the peak at 20=11.84.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/I2) and the weight percent of rare earth as rare earth oxide in the zeolite is 54.1. 

Example 3  
[0080] 2.6kg NaY zeolite and 18kg deionized water were mixed and pulped. To the 

mixture were added 1.25L of the rare earth chloride solution having a concentration 

of 160gRE203/L and 0.12kg ammonium chloride solid. After stirring, the slurry was 

warmed up to 80°C and the slurry was adjusted with a diluted hydrochloric acid to a 

pH of 3.8, continued to exchange for 1 hour, filtered, water-washed, dired, then 

calcined in a condition of 50% steam at 570°C for 2 hours to obtain the 

"one-exchange-and-one-calcination" rare earth- and sodium-containing Y zeolite 

Y-C1, Y-Cl having the following chemical composition: Na2O 4.9wt%, rare earth 

oxide 	9.9wt%. 	Then 	a 	slurry was 	formulated 	and 	pulped 	in 	a 	ratio 	of 

zeolite :NH4C1:H20=1:0.15:12 and exchanged at 75°C for 1 hour. Then to the slurry 

was added 0.27L of the rare earth chloride solution having a concentration of 

300gRE2O3/L. The slurry was stirred evenly. To the slurry was added sodium silicate, 

and the slurry was adjusted to a pH of 8.0 and the stirring was continued for 10 
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minutes, filtered, water-washed, dried, then calcined in air at 570°C for 2 hours to 

obtain the present rare earth-containing Y zeolite product, named as Y-C. 

[0081] Y-C had a similar X-ray diffraction spectrogram as that shown in Fig. 1. 

[0082] Y-C: Na20 1.3wt%, rare earth oxide 13.9wt%, crystallinity 48.8%, unit cell 

size 2.465nm, the Si/Al atom ratio in the skeleton 3.1. The product of the ratio of the 

strength II of the peak at 28=11.8±0.1° to the strength 12 of the peak at 28=12.3±0.1° 

(I1/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 55.6. 

Example 4 

[0083] 2.6kg NaY zeolite and 18kg deionized water were mixed and pulped. To the 

mixture were added I.25L of the rare earth chloride solution having a concentration 

of 160gRE203/L and 0.12kg ammonium chloride solid. After stirring, the slurry was 

warmed up to 80°C and the slurry was adjusted with a diluted hydrochloric acid to a 

pH of 3.8, continued to exchange for 1 hour, filtered, water-washed, dired, then 

calcined 	in 	air 	at 	600°C 	for 	1.5 	hours 	to 	obtain 	the 

"one-exchange-and-one-calcination" rare earth- and sodium-containing Y zeolite 

Y-D1, Y-D 1 having the following chemical composition: Na20 4.9wt%, rare earth 

oxide 9.9wt%. Then Y-D 1, ammonium chloride and the rare earth chloride solution 

having a concentration of 300gRE203/L were mixed and pulped in a ratio of 

zeolite :NH4CI:RE203:1120=1:0.15:0.06:12 and exchanged at 75°C for 1 hour. Then 

to the slurry was added sodium silicate, and the slurry was adjusted to a pH of 8.0 and 

the stirring was continued for 10 minutes, filtered, water-washed, dried, then calcined 

in a condition of 100% steam at 570°C for 3 hours to obain the present rare 

earth-containing Y zeolite product, named as Y-D. 

[0084] Y-D had a similar X-ray diffraction spectrogram as that shown in Fig. 1. 

[0085] Y-D: Na20 1.3wt%, rare earth oxide 16.0wt%, crystallinity : 46.6%, unit cell 

size : 2.467nm, the Si/Al atom ratio in the skeleton 3.0. The product of the ratio of the 

strength Ii of the peak at 20=11.84.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/I2) and the weight percent of rare earth as rare earth oxide in the zeolite is 57.2. 

Example 5 

[0086] 2.6kg NaY zeolite and 20kg deionized water were mixed and pulped. To the 
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mixture was added 1.5L of the rare earth chloride solution having a concentration of 

160gRE2O3/L. After stirring, the slurry was warmed up to 75°C and the slurry was 

adjusted with a diluted hydrochloric acid to a pH of 3.5, continued to exchange for 1 

hour, filtered, water-washed, dired, then calcined in a condition of 100% steam at 

600°C for 2 hours to obtain the "one-exchange-and-one-calcination" rare earth- and 

sodium-containing Y zeolite Y-El, Y-El having the following chemical composition: 

Na2O 4.8wt%, rare earth oxide 11.9wt%. Then a slurry was formulated and pulped in 

a ratio of zeolite:NH4CLH20=I :0.3:10 and exchanged at 70°C for 1 hour. Then to 

slurry was added 0.4L of the rare earth chloride solution having a concentration of 

300gRE2O3/L. The slurry was stirred evenly. To the slurry was added aqueous 

ammonia, and the slurry was adjusted to a pH of 7.9 and the stirring was continued 

for 10 minutes, filtered, water-washed, dried, then calcined in a condition of 80% 

steam at 600°C for 2 hours to obtain the present rare earth-containing Y zeolite 

product, named as Y-E. 

[0087] Y-E had a similar X-ray diffraction spectrogram as that shown in Fig. 1. 

[0088] Y-E: Na2O 1.3wt%, rare earth oxide 17.9wt%, crystallinity 45.2%, unit cell 

size 2.467nm, the Si/A1 atom ratio in the skeleton 3.2. The product of the ratio of the 

strength II of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/I2) and the weight percent of rare earth as rare earth oxide in the zeolite is 62.6. 

Example 6 

[0089] 2.6kg NaY zeolite and 20kg deionized water were mixed and pulped. To the 

mixture was added 1.5L of the lanthanum chloride solution having a concentration of 

160gLa203/L. After stirring, the slurry was warmed up to 75°C and the slurry was 

adjusted with a diluted hydrochloric acid to a pH of 3.5, continued to exchange for 1 

hour, filtered, water-washed, dired, then calcined in air at 620°C for 2 hours to obtain 

the "one-exchange-and-one-calcination" rare earth- and sodium-containing Y zeolite 

Y-F1, Y-F1 having the following chemical composition: Na2O 4.8wt%, lanthanum 

oxide 11.9w1%. Then Y-F1, ammonium chloride and the lanthanum chloride solution 

were mixed and pulped in a ratio of zeolite:N1-140:La203:H20=1:0.18:0.10:12 and 

exchanged at 65°C for 1 hour. To the slurry was added aqueous ammonia, and the 

slurry was adjusted to a pH of 8.2 and the stirring was continued for 10 minutes, 
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filtered, water-washed, dried, then calcined in a condition of 100% steam at 620°C for 

3 hours to obtain the present rare earth-containing Y zeolite product, named as Y-F. 

[0090] Y-F had a similar X-ray diffraction spectrogram as that shown in Fig. 1. 

[0091] Y-F: Na2O 1.5wt%, lanthanum oxide 22.0wt%, crystallinity 41.3%, unit cell 

size 2.470nm, the Si/Al atom ratio in the skeleton 3.1. The product of the ratio of the 

strength It of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/I2) and the weight percent of rare earth as rare earth oxide in the zeolite is 70.1. 

Example 11 

[0092] 2.6kg NaY zeolite (Qilu catalyst company, calcination loss by 22.5wt%, Si/Al 

ratio 2.7, crystallinity 88%, the same below) and 15kg deionized water were mixed 

and pulped. To the mixture were added 1.0L of the rare earth chloride solution having 

a concentration of 160gRE2O3/L and 0.24kg ammonium chloride solid. After stirring, 

the slurry was warmed up to 70°C and the slurry was adjusted with a diluted 

hydrochloric acid to a pH of 4.0, continued to exchange for 1.5 hours, filtered, 

water-washed, dired, then calcined in a condition of 100% steam at 550°C for 2 hours 

to obtain the "one-exchange-and-one-calcination" rare earth- and sodium-containing 

Y zeolite YY-Al , YY-Al having the following chemical composition: Na2O 5.1wt%, 

rare earth oxide 7.8wt%. Then a slurry was formulated and pulped in a ratio of 

zeolite :NH4C1:H20=1:0.2:10 and exchanged at 70°C for 1 hour. After filtering and 

water-washing, the resulting material was re-pulped and to the slurry was added 

0.27L of the rare earth chloride solution having a concentration of 300gRE2O3/L. The 

slurry was stirred evenly. To the slurry was added aqueous ammonia, and the slurry 

was adjusted to a pH of 7.5 and the stirring was continued for 10 minutes, optionally 

filtered and water-washed, dried, then calcined in a condition of 100% steam at 600°C 

for 2 hours to obtain the present rare earth-containing Y zeolite product, named as 

YY-A. 

[0093] YY-A: Na2O 1.5wt%, rare earth oxide 11.8wt%, crystallinity : 50.3%, unit 

cell size : 2.458nm, the Si/Al atom ratio in the skeleton 3.5. The product of the ratio 

of the strength II of the peak at 20=11.8th0.1° to the strength 12 of the peak at 

20=12.3±0.1° (I1/I2) and the weight percent of rare earth as rare earth oxide in the 

zeolite is 89.7. 
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Example 12 

[0094] 2.6kg NaY zeolite and 18kg deionized water were mixed and pulped. To the 

mixture were added 1.25L of the rare earth chloride solution having a concentration 

of 160gRE2O3/L and 0.12kg ammonium chloride solid. After stirring, the slurry was 

warmed up to 80°C and the slurry was adjusted with a diluted hydrochloric acid to a 

pH of 3.8, continued to exchange for 1 hour, filtered, water-washed, dired, then 

calcined in air at 570°C for 2 hours to obtain the "one-exchange-and-one-calcination" 

rare earth- and sodium-containing Y zeolite YY-B1, YY-B1 having the following 

chemical composition: Na2O 4.9wt%, rare earth oxide 9.9wt%. Then a slurry was 

formulated and pulped in a ratio of zeolite:HO:1420=1:0.05:10 and exchanged at 

60°C for 0.5 hour. After filtering and water-washing, the resulting material was 

re-pulped and to the slurry was added 0.13L of the rare earth chloride solution having 

a concentration of 300gRE2O3/L. The slurry was stirred evenly. To the slurry was 

added aqueous ammonia, and the slurry was adjusted to a pH of 7.8 and the stirring 

was continued for 10 minutes, optionally filtered and water-washed, dried, then 

calcined in air at 570°C for 2 hours to obtain the present rare earth-containing Y 

zeolite product, named as YY-B. 

[0095] YY-B: Na2O 1.5wt%, rare earth oxide 11.9wt%, crystallinity 50.6%, unit cell 

size 2.463nm, the Si/A1 atom ratio in the skeleton 2.9. The product of the ratio of the 

strength Ii of the peak at 28=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/I2) and the weight percent of rare earth as rare earth oxide in the zeolite is 48.8. 

Example 13 

[0096] 2.6kg NaY zeolite and 18kg deionized water were mixed and pulped. To the 

mixture were added 1.25L of the rare earth chloride solution having a concentration 

of 160gRE2O3/L and 0.12kg ammonium chloride solid. After stirring, the slurry was 

warmed up to 80°C and the slurry was adjusted with a diluted hydrochloric acid to a 

pH of 3.8, continued to exchange for I hour, filtered, water-washed, dired, then 

calcined in a condition of 50% steam at 570°C for 2 hours to obtain the 

"one-exchange-and-one-calcination" rare earth- and sodium-containing Y zeolite 

YY-C1, YY-Cl having the following chemical composition: Na2O 4.9wt%, rare earth 
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oxide 	9.9wt%. 	Then 	a 	slurry was 	formulated 	and 	pulped 	in 	a ratio 	of 

zeolite :N1-140:H20=1:0.15:12 and exchanged at 75°C for lhour. After filtering and 

water-washing, the resulting material was re-pulped and to the slurry was added 

0.27L of the rare earth chloride solution having a concentration of 300gRE203/L. The 

sluny was stirred evenly. To the slurry was added sodium silicate, and the slurry was 

adjusted to a pH of 8.0 and the stirring was continued for 10 minutes, optionally 

filtered and water-washed, dried, then calcined in air at 570°C for 2 hours to obtain 

the present rare earth-containing Y zeolite product, named as YY-C. 

[0097] YY-C: Na2O 1.3wt%, rare earth oxide 13.9wt%, crystallinity 48.8%, unit cell 

size 2.465nm, the Si/A1 atom ratio in the skeleton 3.1. The product of the ratio of the 

strength Ii of the peak at 29=11.8±0.1° to the strength 12 of the peak at 28=12.3±0.1° 

(11/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 55.6. 

Example 14 

[0098] 2.6kg NaY zeolite and 18kg deionized water were mixed and pulped. To the 

mixture were added 1.25L of the rare earth chloride solution having a concentration 

of 160gRE2O3/L and 0.12kg ammonium chloride solid. After stirring, the slurry was 

warmed up to 80°C and the slurry was adjusted with a diluted hydrochloric acid to a 

pH of 3.8, continued to exchange for 1 hour, filtered, water-washed, dired, then 

calcined 	in 	air 	at 	600°C 	for 	1.5 	hours 	to 	obtain 	the 

"one-exchange-and-one-calcination" rare earth- and sodium-containing Y zeolite 

YY-D I , YY-D1 having the following chemical composition: Na2O 4.9wt%, rare earth 

oxide 	9.9wt%. 	Then 	a 	slurry 	was 	formulated 	and 	pulped 	in 	a 	ratio 	of 

zeolite:NH4C1:H20=1:0.15:12 and exchanged at 75°C for 1 hour. After filtering and 

water-washing, the resulting material was re-pulped and to the slurry was added 0.4L 

of the rare earth chloride solution having a concentration of 300gRE2O3/L. The slurry 

was stirred evenly. To the slurry was added sodium silicate, and the slurry was 

adjusted to a pH of 8.0 and the stirring was continued for 10 minutes, optionally 

filtered and water-washed, dried, then calcined in a condition of 100% steam at 570°C 

for 3 hours to obtain the present rare earth-containing Y zeolite product, named as 

YY-D. 

[0099] YY-D: Na2O 1.3wt%, rare earth oxide 15.9wt%, crystallinity 46.9%, unit cell 
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size 2.466nm, the Si/A1 atom ratio in the skeleton 3.0. The product of the ratio of the 

strength Ii of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 57.2. 

Example 15 

[0100] 2.6kg NaY zeolite and 20kg deionized water were mixed and pulped. To the 

mixture was added 1.5L of the rare earth chloride solution having a concentration of 

I 60gRE203/L. After stirring, the slurry was warmed up to 75°C and the slurry was 

adjusted with a diluted hydrochloric acid to a pH of 3.5, continued to exchange for 1 

hour, filtered, water-washed, dired, then calcined in a condition of 100% steam at 

600°C for 2 hours to obtain the "one-exchange-and-one-calcination" rare earth- and 

sodium-containing Y zeolite YY-El, YY-El 	having the following chemical 

composition: Na20 4.8wt%, rare earth oxide 11.9wt%. Then a slurry was formulated 

and pulped in a ratio of zeolite :NH4C1:H20=1:0.3:10 and exchanged at 70°C for 1 

hour. After filtering and water-washing, the resulting material was re-pulped and to 

the slurry was added 0.4L of the rare earth chloride solution having a concentration of 

300gRE203/L. The slurry was stirred evenly. To the slurry was added aqueous 

ammonia, and the slurry was adjusted to a pH of 7.9 and the stirring was continued 

for 10 minutes, optionally filtered and water-washed, dried, then calcined in a 

condition of 80% steam at 600°C for 2 hours to obtain the present rare 

earth-containing Y zeolite product, named as YY-E. 

[0101] YY-E: Na20 1.3wt%, rare earth oxide 17.9wt%, crystallinity 45.2%, unit cell 

size 2.467nm, the Si/Al atom ratio in the skeleton 3.2. The product of the ratio of the 

strength II of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 62.6. 

Example 16 

[0102] 2.6kg NaY zeolite and 20kg deionized water were mixed and pulped. To the 

mixture was added 1.5L of the lanthanum chloride solution having a concentration of 

160gLa203/L. After stirring, the slurry was warmed up to 75°C and the slurry was 

adjusted with a diluted hydrochloric acid to a pH of 3.5, continued to exchange for I 

hour, filtered, water-washed, dired, then calcined in air at 620°C for 2 hours to obtain 
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the "one-exchange-and-one-calcination" rare earth- and sodium-containing Y zeolite 

YY-F1, YY-F1 having the following chemical composition: Na2O 4.8w1%, lanthanum 

oxide11.9wt%. Then a slurry was formulated and pulped in a ratio of zeolite :oxalic 

acid :H20=1:0.08:12 and exchanged at 65°C for 1 	hour. After filtering and 

water-washing, the resulting material was re-pulped and to the slurry was added 

0.67L of the lanthanum chloride solution having a concentration of 300gLa203/L. The 

slurry was stirred evenly. To the slurry was added aqueous ammonia, and the slurry 

was adjusted to a pH of 8.2 and the stirring was continued for 10 minutes, optionally 

filtered and water-washed, dried, then calcined in a condition of 100% steam at 620°C 

for 3 hours to obtain the present rare earth-containing Y zeolite product, named as 

YY-F. 

[0103] YY-F: Na2O 1.5wt%, lanthanum oxide 21.9wt%, crystallinity 41.7%, unit cell 

size 2.470nm, the Si/A1 atom ratio in the skeleton 3.1. The product of the ratio of the 

strength It of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 70.1. 

Comparative Example 1 

[0104] In this Comparative Example, the rare earth-containing Y zeolite was 

prepared according to the method disclosed in CN1053808A. 

[0105] 2.6kg NaY zeolite, 1.75L of the rare earth chloride solution (160gRE2O3/L) 

and 30kg deionized water were mixed. The slurry was adjusted to a pH of 3.5 and 

exchanged at 90°C for 1 hour. After stirring and water-washing, the filtered cake was 

placed in a tube-furnace. Upon heating up to 200 °C, steam was passed in. The 

heating-up was continued to 550°C, and the calcination was conducted for 2 hours. 

The resulting zeolite, (NH4)2SO4 and H2O were pulped in a ratio of 1:0.2:40, and the 

slurry was exchanged at 60°C for 15mins, filtered and dried to obtain a comparative 

sample, named as DB-1. 

[0106] The X-ray diffraction spectrogram of DB-1 was shown in Fig. 2 

DB-1: Na2O 1.3wt%, rare earth oxide 12.1wt%, crystallinity 56.7%, unit cell size 

2.468nm, the Si/Al atom ratio in the skeleton 4.2. The product of the ratio of the 

strength It of the peak at 28=11.8±0.1° to the strength 12 of the peak at 20=12.3th0.1° 

(II/I2) and the weight percent of rare earth as rare earth oxide in the zeolite is 15.7. 
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Comparative Example 2 

[0107] In this Comparative Example, the rare earth-containing Y zeolite was 

prepared according to the conventional two-exchange-and-two-calcination method. 

[0108] 2.6kg NaY zeolite, 3.0L of the rare earth chloride solution (160gRE203/L) 

and 20kg deionized water were mixed, exchanged at 90°C for 1 hour, filtered, 

water-washed, dried, calcined in air at 520°C for 2 hours. The resulting zeolite, the 

rare earth chloride solution and H2O were pulped in a ratio of 1:0.12:10 and 

exchanged at 90°C for 1 hour, filtered, diced, and calcined at 520°C for 2 hours to 

obtain a comparative sample, named as DB-2. 

[0109] DB-2 had a similar X-ray diffraction spectrogram as that shown in Fig. 2. 

[0110] DB-2: Na20 1.9wt%, rare earth oxide 18.2wt%, crystallinity 43.6%, unit cell 

size 2.469nm, the Si/A1 atom ratio in the skeleton 2.7. the product of the ratio of the 

strength I] of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.34.1° 

(I1/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 16.4. 

Comparative Example 3 

[0111] In this Comparative Example, the rare earth-containing Y zeolite was 

prepared according to the method disclosed in CN100344374C. 

[0112] 2.6kg NaY zeolite and 20kg deionized water were mixed and warmed up to 

90°C. To the slurry was added 0.3kg ammonium sulfate, and the resulting slurry was 

adjusted with hydrochloric acid to a pH of 3.5-4.0. The exchange was conducted for 1 

hour. After filtering, to the filtered cake was added 20kg water and then added 2.87L 

of the rare earth chloride solution (160gRE203/L). The slurry was pulped and adjusted 

with hydrochloric acid to a pH of 3.5-5.5. The slurry was stirred at room temperature 

for 1 hour. Then to the slurry was added aqueous ammonia, and stirred for 5 mins. 

After water-washing and drying, the calcination was conducted at 540°C in 0.1/h 

WHSV steam for 1.5 hours. The calcined zeolite was washed with the ammonium 

chloride solution in a ratio of zeolite:ammonium salt:water = 1:0.1:10 at 60 °C for 10 

mins, and dried to obtain a comparative sample, named as DB-3. 

[0113] DB-3 had a similar X-ray diffraction spectrogram as that shown in Fig. 2. 

[0114] DB-3: Na20 0.2wt%, rare earth oxide 20.6wt%, crystallinity 50.7%, unit cell 

size 2.472nm, the Si/Al atom ratio in the skeleton 3.7. The product of the ratio of the 
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strength Ii of the peak at 20=11.8±0.1° to the strength 12 of the peak at 29=12.3±0.1° 

(11/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 26.8. 

Comparative Example 4 

[0115] In this Comparative Example, the rare earth-containing Y zeolite was 

prepared according to the method disclosed in CN100344374C. 

[0116] 2.6kg NaY zeolite and 20kg deionized water were mixed and pulped. To the 

slurry was added 1.63L of the rare earth chloride solution (160gRE203/L). The 

resulting slurry was stirred at 60 °C for 5 mins and adjusted with hydrochloric acid to 

a pH of 3.5-5.5. After continuing to stir for 1 hour, to the slurry was added aqueous 

ammonia. The slurry was stirred for 5 mins and filtered. After water-washing and 

drying, the calcination was conducted at 600°C in 0.2/h WHSV steam for 1.5 hours. 

The calcined zeolite was washed with the ammonium chloride solution in a ratio of 

zeolite:ammonium salt:water = 1:0.1:10 at 90 °C for 10 mins, and dried to obtain a 

comparative sample, named as DB-4. 

[0117] DB-4 had a similar X-ray diffraction spectrogram as that shown in Fig. 2. 

[0118] DB-4: Na2O 0.8wt%, rare earth oxide 11.8wt%, crystallinity 56.5%, unit cell 

size 2.465nm, the Si/AI atom ratio in the skeleton 3.3. The product of the ratio of the 

strength II of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(I1/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 40.1. 

Comparative Example 5 

[0119] In this Comparative Example, the rare earth-containing Y zeolite was 

prepared according to the method disclosed in CN100344374C. 

[0120] 2.6kg NaY zeolite and 20kg deionized water were mixed and pulped. To the 

slurry was added 2.19L of the rare earth chloride solution (160gRE203/L). The 

resulting slurry was stirred at 60°C for 5 mins and adjusted with hydrochloric acid to 

a pH of 3.5-5.5. After continuing to stir for I hour, to the slurry was added aqueous 

ammonia. The slurry was stirred for 5 mins and filtered. After water-washing and 

drying, the calcination was conducted at 550°C in air for 1.5 hours. The calcined 

zeolite 	was 	washed 	with the 	ammonium 	chloride 	solution 	in 	a 	ratio 	of 

zeolite:ammonium saltwater = 1:0.1:10 at 60 °C for 10 mins, and dried to obtain a 
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comparative sample, named as DB-5. 

[0121] DB-5 had a similar X-ray diffraction spectrogram as that shown in Fig. 2. 

[0122] DB-5: Na2O 1.0wt%, rare earth oxide 15.7wt%, crystallinity 52.9%, unit cell 

size 2.467mn, the Si/Al atom ratio in the skeleton 3.6. The product of the ratio of the 

strength II of the peak at 20=11.8±0.1° to the strength 12 of the peak at 20=12.3±0.1° 

(11/12) and the weight percent of rare earth as rare earth oxide in the zeolite is 30.9. 

Example 21 

[0123] In 	this 	example, 	the 	data 	about 	rare 	earth 	utilization 	of the 	rare 

earth-containing Y zeolites in Examples 1-6 and 11-16 and Comparative Examples 

1-5 are summarized in Table 1. 
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Table 1 

Zeolite 

samples 

RE203 content in the 

product /% 

Rare 	earth 

utilization/% 

Theoretical rare earth 

feeding amount /% 

Y-A 12.0 11.9 99.2 

Y-B 12.0 11.9 99.2 

Y-C 14.0 13.9 99.3 

Y-D 16.0 16.0 100 

Y-E 18.0 17.9 99.4 

Y-F 22.0 22.0 100 

YY-A 12.0 11.8 98.3 

YY-B 12.0 11.9 99.2 

YY-C 14.0 13.9 99.3 

YY-D 16.0 15.9 99.4 

YY-E 18.0 17.9 99.4 

YY-F 22.0 21.9 99.5 

DB-1 14.0 12.1 86.4 

DB-2 24.0 18.2 75.8 

DB-3 23.0 20.6 89.6 

DB-4 13.0 11.8 90.7 

DB-5 17.5 15.7 89.7 

[0124] It can be seen from the Table 1 that the rare earth utilization of each zeolite in 

the Examples is higher than 98%, while the rare earth utilization in Comparative 

Examples are lower. The rare earth utilization in Comparative Example 2 is only 

about 75%, others are substantially lower than 90%. By the process having the 

two-exchange-and-two-calcination in combination with the deposition of rare earth 

according to the present invention, the rare earth utilization is effectively increased, 

and the rare earth resource can be saved. 

Example 22 

[0125] This example will show the physichemical data for the rare earth-containing 
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Y 

with 

the 

the 

the 

The 

Table 

condition 

[0126] 

below 

condition 

phycial-chemical 

[0127] 

zeolite 

zeolite of the present invention after 17 hours aging treatment at 800 °C in 

of 100% steam. 

The zeolites in the above Examples and Comparative Examples were mixed 

the ammonium chloride solution, and exchanged until the content of Na2O 

0.3wt%. After filtering and drying, the zeolites were aged at 800°C in 

of 100% steam for 17 hours. The aged zeolites were measured for 

characterization and for the light oil micro-activity MA. 

The conditions for the light oil micro-activity (MA) include: 

loading: 2g, 

feedstock: Dagangstraightrun light diesel fuel 

feedstock amount: 1.56g, 

reaction temperature: 460°C. 

results are shown in Table '2. 

2 

a 

is 

a 

Zeolite 

samples 

RE203 

Content/% 

Unit 	Cell 

Size/nm 

Crystallinity 

Retention /% 
MA 

Y-A 11.8 2.436 45.7 63.3 

Y-B 11.9 2.436 45.9 63.3 

Y-C 13.8 2.438 46.0 65.0 

Y-D 15.9 2.439 47.0 67.2 

Y-E 17.9 2.441 47.8 70.0 

Y-F 21.9 2.445 46.3 72.1 

YY-A 11.7 2.436 45.4 63.0 

YY-B 11.8 2.436 45.9 63.0 

YY-C 13.8 2.438 46.0 65.0 

YY-D 15.9 2.439 46.3 67.0 

YY-E 17.9 2.441 47.8 70.0 

YY-F 21.8 2.445 46.0 72.0 

1DB-1 11.8 2.433 27.1 56.1 

DB-2 17.1 2.438 35.0 65.2 
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the 

of 

and 

DB-3 19.5 2.441 39.6 68.0 

in 

DB-4 11.3 2.433 34.9 56.4 

DB-5 14.9 2.436 38.4 63.0 

[0128] 

ammomium-exchanging 

substantially 

structure. 

comparable 

It can be seen from Table 2 that for the zeolites in Examples, after 

and 	sodium-removal, 	their 	rare 	earth 	contents 	were 

unchanged. This showed that the rare earth ions were mainly located 

sodalite cages of the zeolite and could not be reverse-exchanged out. The location 

rare earth ions in sodalite cages had a significant stabilizing effect on the zeolite 

The zeolites in Examples had a crystallinity retention of higher than 45%, 

a light oil micro-activity higher than those in Comparative Examples having the 

rare earth contents. 
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The preparation and evaluation of the catalyst 

[0129] In the following examples for preparing the catalysts, besides the zeolites 

YY-A, YY-C to YY-F and DB-1 to DB-5, the following materials were used. 

[0130] Alumina sol was a product commercially available from Sinopec Catalyst 

Company Qilu Division having an A1203 cotent of 21.5wt%. 

[0131] Kaolin was a product commercially available from China Kaolin Company, 

Suzhou. 

[0132] Pseudoboehmite was a product commercially available from Shandong 

Aluminum Factory. 

[0133] Mesoporous aluminosilicate material was prepared according to the method 

disclosed in Example 1 of CN1854258A (SH-SA-1). 

[0134] Rare earth-containing gas-phase ultra stable Y zeolite was prepared according 

to the method disclosed in Example 5 of CN1683244A. 

[0135] Mg-containing ultra stable Y zeolite was prepared according to the method 

disclosed in Example 1 of CN1297018A. 

[0136] MFI-structured zeolite was prepared according to the method disclosed in 

Example 1 of CN1611299A. 

[0137] DASY2.0 zeolite was a product commercially available form Sinopec 

Catalyst Company Qilu Division, having a RE203 content of 2wt% and a Si/Al atom 

molar ratio of 4.1. 

[0138] In the evaluation of the catalyst, the conversion was calculated based on the 

following equation: 

Conversion = (dry gas mass+LPG mass +FCCN mass +coke mass)/feed oil mass x 

100% 
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Group I 

Catalyst Example 1 

[0139] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 40 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added 33 weight parts (dry basis) of the zeolite YY-A slurry. After stirring 

for 30 mins, the resulting slurry having a solid content of 30% was spray-dried to 

produce the microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 

hour. Then the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C 

((N114)2SO4 solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O 

content was less than 0.25wt%. Finally, the catalyst was rinsed with deionized water 

(microsphere catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain 

the catalytic cracking catalyst Cl. 

Catalyst Example 2 

[0140] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 34 weight parts (dry basis) of the kaolin 

slurry and 11 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 31 weight parts (dry basis) of the zeolite YY-A 

and 2 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 
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less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C2. 

Catalyst Example 3 

[0141] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 39 weight parts (dry basis) of the kaolin 

slurry and 11 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 30 weight parts (dry basis) of the zeolite YY-C 

and 2 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (N114)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: 1120 weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C3. 

Catalyst Example 4 

[0142] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 37 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 28 weight parts (dry basis) of the zeolite YY-D 

and 3 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 
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resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2804 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C4. 

Catalyst Example 5 

[0143] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboelunite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 42 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 25 weight parts (dry basis) of the zeolite YY-E and 

5 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C5. 

Catalyst Example 6 

[0144] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 
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resulting mixture were respectively added 43 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 23 weight parts (dry basis) of the zeolite YY-F 

and 5 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C6. 

Catalyst Comparative Example 1 

[0145] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 40 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added 33 weight parts (dry basis) of the zeolite DB-1 slurry. After stirring 

for 30 mins, the resulting slurry having a solid content of 30% was spray-dried to 

produce the microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 

hour. Then the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C 

((NH4)2SO4 solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O 

content was less than 0.25wt%. Finally, the catalyst was rinsed with deionized water 

(microsphere catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain 

the catalytic cracking catalyst DC-1. 

Catalyst Comparative Example 2 

[0146] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 
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(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 37 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 28 weight parts (dry basis) of the zeolite DB-2 

and 3 weight parts of the DASY2.0 zeolite. After stirring for 30 mins, the resulting 

slurry having a solid content of 30% was spray-dried to produce the microsphere 

catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then the 

microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the NazO content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-2. 

Catalyst Comparative Example 3 

[0147] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 42 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 25 weight parts (dry basis) of the zeolite DB-3 and 

5 weight parts of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-3. 
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Catalyst Comparative Example 4 

[0148] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 38 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added 35 weight parts (dry basis) of the zeolite DB-4 slurry. After stirring 

for 30 mins, the resulting slurry having a solid content of 30% was spray-dried to 

produce the microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 

hour. Then the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C 

((NH4)2SO4 solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O 

content was less than 0.25wt%. Finally, the catalyst was rinsed with deionized water 

(microsphere catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain 

the catalytic cracking catalyst DC-4. 

Catalyst Comparative Example 5 

[0149] 22 weight parts (dry basis) of pseudoboehmite and deionized water were 

mixed and pulped to obtain a slurry. To the resulting slurry was added hydrochloric 

acid (having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio 

of said hydrochloric acid having a concentration of 36wt% to pseudoboehmite as 

alumina) of 0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 

hour. To the resulting mixture were respectively added 35 weight parts (dry basis) of 

the kaolin slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 

minutes, to the mixture was added a mixed slurry of 30 weight parts (dry basis) of the 

zeolite DB-5 and 3 weight parts of the DASY2.0 zeolite. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. 

Then the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C 

((NH4)2SO4 solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the 

Na2O content was less than 0.25wt%. Finally, the catalyst was rinsed with deionized 
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water (microsphere catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to 

obtain the catalytic cracking catalyst DC-5. 

[0150] The above catalytic cracking catalysts CI-C6 and DC1-DC5 were aged at 

800°C in a condition of 100% steam for 12 hours. Then the catalysts were loaded into 

a small-scale fixed fluidised bed ACE unit (purchased from KTI Company, USA). 

The loading amount of each of the catalysts was 9g. Then, the catalytic feedstock oil 

with the properties as shown in Table 3-1 was introduced to the fixed fluidised bed 

ACE device loaded with the catalytic cracking catalysts C1-C6 and DC1-DC5 

respectively to conduct the catalytic cracking reaction at a temperature of 510 °C at a 

weight hourly space velocity of 12/h at a catalyst/oil ratio (by weight) of 6. The 

composition of reaction products was analysized and the conversion was calculated. 

The results were shown in Table 4-1. 
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Table 3-1 

density(20°C)/(kg/m3) 922.1 

freezing point/°C 33 

Residual Carbon/wt% 3.66 

SARA composition/ wt% 

Saturated hydrocarbons 53.3 

Aromatic hydrocarbons 31.5 

Resin 14.5 

Asphaltene 0.7 

Element Composition/ wt% 

C 86.51 

H 12.72 

S 0.35 

N 0.18 

Metal content/(Ag/g) 

Fe 6.9 

Ni 103 

V 6.5 

Na 0.1 

Ca 1.7 



Table 4-1 

Dry gas 

(C2-) 

(wt%) 

LPG 

(C3-C4) 

(wt%) 

FCCN 

(C5-430°F) 

(wt%) 

LCO 

(430°F-650°F) 

(wt%) 

Bottoms 

(650°F+) 

(wt%) 

Coke 

(wt%) 

430°F 

Conversion 

(wt%) 

Catalyst Example 1 2.29 13.65 47.33 16.6 12.26 7.87 71.14 

Catalyst Example 2 2.14 13.52 47.18 16.75 12.61 7.8 70.64 

Catalyst Example 3 2.38 13.72 46.97 16.58 12.4 7.95 71.02 

Catalyst Example 4 2.37 14.46 48.65 15.17 11.53 7.82 73.3 

Catalyst Example 5 2.31 14.62 48.27 15.23 11.64 7.93 73.13 

Catalyst Example 6 2.29 14.71 47.96 15.37 11.85 7.82 72.78 

Catalyst Comparative Example 1 2.13 12.43 43.67 18.23 15.98 7.56 65.79 

Catalyst Comparative Example 2 2.28 13.48 46.53 16.99 12.89 7.83 70.12 

Catalyst Comparative Example 3 2.3 14.14 47.38 16.34 12.03 7.81 71.63 

Catalyst Comparative Example 4 2.27 13.48 46.79 16.52 13.1 7.84 70.38 

Catalyst Comparative Example 5 2.38 14.38 48.51 15.2 11.68 7.85 73.12 

CM 
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Group II 

Catalyst Example 1 

[0151] 16 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 37 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol, and 4 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added 34 weight parts (dry basis) of the zeolite YY-A slurry. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst Cl. 

Catalyst Example 2 

[0152] 17 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 38 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol, and 2 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 32 weight parts (dry basis) of the zeolite YY-A and 2 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 
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was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C2. 

Catalyst Example 3 

[0153] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 20 weight parts (dry basis) of the kaolin 

slurry and 11 weight parts (dry basis) of alumina sol, and 12 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 26 weight parts (dry basis) of the zeolite YY-C and 9 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C3. 

Catalyst Example 4 

[0154] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 26 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol, and 8 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 
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added a mixed slurry of 30 weight parts (dry basis) of the zeolite YY-D and 4 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C4. 

Catalyst Example 5 

[0155] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 32 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol, and 6 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 26 weight parts (dry basis) of the zeolite YY-E and 8 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C5. 

Catalyst Example 6 

[0156] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 
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0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 40 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol, and 5 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added 29 weight parts (dry basis) of the zeolite YY-F slurry. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2804 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C6. 

Catalyst Comparative Example 1 

[0157] 16 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 37 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol, and 4 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added 34 weight parts (dry basis) of the zeolite DB-I slurry. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NI-14)2E04 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-1. 

Catalyst Comparative Example 2 
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[0158] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 26 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol, and 8 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 30 weight parts (dry basis) of the zeolite DB-2 and 4 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (N1-14)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na20 content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-2. 

Catalyst Comparative Example 3 

[0159] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 32 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol, and 6 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 26 weight parts (dry basis) of the zeolite DB-3 and 8 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na20 content was less than 0.25wt%. 
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Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-3. 

Catalyst Comparative Example 4 

[0160] 16 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 34 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol, and 4 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added 37 weight parts (dry basis) of the zeolite DB-4 slurry. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NI-14)2304 

solution: microsphere catalyst: 1120 weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: 1120 weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-4. 

Catalyst Comparative Example 5 

[0161] 22 weight parts (dry basis) of pseudoboehmite and deionized water were 

mixed and pulped to obtain a slurry. To the resulting slurry was added hydrochloric 

acid (having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio 

of said hydrochloric acid having a concentration of 36wt% to pseudoboehmite as 

alumina) of 0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 

hour. To the resulting mixture were respectively added 23 weight parts (dry basis) of 

the kaolin slurry and 10 weight parts (dry basis) of alumina sol, and 8 weight parts 

(dry basis) of the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 33 weight parts (dry basis) of the zeolite 

DB-5 and 4 weight parts of the DASY2.0 zeolite After stirring for 30 mins, the 
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resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. 

Then the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C 

((NH4)2SO4 solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the 

Na2O content was less than 0.25wt%. Finally, the catalyst was rinsed with deionized 

water (microsphere catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to 

obtain the catalytic cracking catalyst DC-5. 

[0162] The above catalytic cracking catalysts C1-C6 and DC1-DC5 were aged at 

800°C in a condition of 100% steam for 12 hours. Then the catalysts were loaded into 

a small-scale fixed fluidised bed ACE unit (purchased from KTI Company, USA). 

The loading amount of each of the catalysts was 9g. Then, the catalytic feedstock oil 

with the properties as shown in Table 3-2 was introduced to the fixed fluidised bed 

ACE device loaded with the catalytic cracking catalysts C1-C6 and DC1-DC5 

respectively to conduct the catalytic cracking reaction at a temperature of 510 °C at a 

weight hourly space velocity of 12/h at a catalyst/oil ratio (by weight) of 6. The 

composition of reaction products was analysized and the conversion was calculated. 

The results were shown in Table 4-2. 
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Table 3-2 

density(20°C)/(kg/m3) 922.1 

freezing point/°C 33 

Residual Carbon/ wt% 3.66 

SARA composition/wt% 

Saturated hydrocarbons 53.3 

Aromatic hydrocarbons 31.5 

• Resin 14.5 

Asphaltene 0.7 

Element Composition/ wt% 

C 86.51 

H 12.72 

S 0.35 

N 0.18 

Metal contentkitg/g) 

Fe 6.9 

Ni 10.7 

V . 	6.5 

Na 0.1 

Ca 1.7 



Table 4-2 

Dry gas 

(C2-) 

(wt%) 

LPG 

(C3-C4) 

(wt%) 

FCCN 

(C5-430°F) 

(wt%) 

LCO 

(430°F-650°F) 

(wt%) 

Bottoms 

(650°F+) 

(wt%) 

Coke 

(wt%) 

430°F 

Conversion 

(wt%) 

Catalyst Example 1 2.31 13.91 48.25 16.41 11.2 7.92 72.39 

Catalyst Example 2 2.29 13.88 47.98 16.58 11.38 7.89 72.04 

Catalyst Example 3 2.4 13.86 48.3 16.92 10.54 7.98 72.54 

Catalyst Example 4 2.43 14.8 50.51 14.66 9.22 8.38 76.12 

Catalyst Example 5 2.42 14.65 50.62 14.71 9.3 8.3 75.99 

Catalyst Example 6 2.29 13.38 46.85 17.28 12.07 8.13 70.65 

Catalyst Comparative Example 1 2.17 12.54 44.26 18.1 15.42 7.51 66.48 

Catalyst Comparative Example 2 2.38 13.8 48.41 15.34 11.7 8.37 72.96 

Catalyst Comparative Example 3 2.45 14.07 49.07 14.55 11.43 8.43 74.02 

Catalyst Comparative Example 4 2.3 13.87 47.59 16.61 11.52 8.11 71.87 

Catalyst Comparative Example 5 2.52 14.77 50.24 14.38 9.54 8.55 76.08 
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Group III 

Catalyst Example 1 

[0163] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboeb mite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 40 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 18 weight parts (dry basis) of the zeolite YY-A and 

12 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 10 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: 1120 weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst Cl. 

Catalyst Example 2 

[0164] 20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 39 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 15 weight parts (dry basis) of the zeolite YY-A and 

15 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 2 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 
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microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NR4)2SO4 solution at 60°C ((N1-14)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0 25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C2. 

Catalyst Example 3 

[0165] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 42 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 10 weight parts (dry basis) of the zeolite YY-C and 

20 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 2 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (14H4)2SO4 solution at 60°C ((NR4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the NazO content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C3. 

Catalyst Example 4 

[0166] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 
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resulting mixture were respectively added 36 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (thy basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 21 weight parts (dry basis) of the zeolite YY-D 

and 5 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y 

zeolite and 6 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C4. 

Catalyst Example 5 

[0167] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 41 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 18 weight parts (dry basis) of the zeolite YY-E and 

9 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 5 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce • the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the NazO content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C5. 
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Catalyst Example 6 

[0168] 17 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 43 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 16 weight parts (dry basis) of the zeolite YY-F and 

12 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 4 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst C6. 

Catalyst Comparative Example 1 

[0169] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 40 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 18 weight parts (dry basis) of the zeolite DB-1 and 

12 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 10 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 
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the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-1. 

Catalyst Comparative Example 2 

[0170] 22 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid ' 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 36 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 21 weight parts (dry basis) of the zeolite DB-2 

and 5 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y 

zeolite and 6 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, 

the resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C ((N114)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-2. 

Catalyst Comparative Example 3 

[0171] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 41 weight parts (dry basis) of the kaolin 
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slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 18 weight parts (dry basis) of the zeolite DB-3 and 

9 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 5 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2804 solution at 60°C ((N114)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-3. 

Catalyst Comparative Example 4 

[0172] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 38 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 20 weight parts (dry basis) of the zeolite DB-4 and 

12 weight parts (dry basis) of the rare earth-containing gas-phase ultra stable Y zeolite 

and 3 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the 

resulting slurry having a solid content of 30% was spray-dried to produce the 

microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. Then 

the microsphere catalyst was washed with a (NH4)2804 solution at 60°C ((NH4)2SO4 

solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was 

less than 0.25wt%. Finally, the catalyst was rinsed with deionized water (microsphere 

catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic 

cracking catalyst DC-4. 

Catalyst Comparative Example 5 
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[0173] 22 weight parts (dry basis) of pseudoboehmite and deionized water were 

mixed and pulped to obtain a slurry. To the resulting slurry was added hydrochloric 

acid (having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio 

of said hydrochloric acid having a concentration of 36wt% to pseudoboehmite as 

alumina) of 0.20 to peptize. The mixture was wanned up to 65°C and acidified for 1 

hour. To the resulting mixture were respectively added 34 weight parts (dry basis) of 

the kaolin slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 

minutes, to the mixture was added a mixed slurry of 23 weight parts (dry basis) of the 

zeolite DB-5 and 5 weight parts (dry basis) of the rare earth-containing gas-phase 

ultra stable Y zeolite and 6 weight parts (dry basis) of the DASY2.0 zeolite. After 

stirring for 30 mins, the resulting slurry having a solid content of 30% was 

spray-dried to produce the microsphere catalyst. The microsphere catalyst was 

calcined at 500°C for 1 hour. Then the microsphere catalyst was washed with a 

(NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O weight 

ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the catalyst 

was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-5. 

Catalyst Reference Example 1 

20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed and 

pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid (having 

a concentration of 36wt%) with an. acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 39 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 0 weight parts (dry basis) of the zeolite 

YY-A and 30 weight parts (dry basis) of the rare earth-containing gas-phase 

super-stable Y zeolite and 2 weight parts (dry basis) of the DASY2.0 zeolite. After 

stirring for 30 mins, the resulting slurry having a solid content of 30% was 

spray-dried to produce the microsphere catalyst. The microsphere catalyst was 

calcined at 500°C for 1 hour. Then the microsphere catalyst was washed with a 



71 

(NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O weight 

ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the catalyst 

was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst R1. 

Catalyst Reference Example 2 

20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed and 

pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid (having 

a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 39 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 30 weight parts (dry basis) of the zeolite 

YY-A and 0 weight parts (dry basis) of the rare earth-containing gas-phase 

super-stable Y zeolite and 2 weight parts (dry basis) of the DASY2.0 zeolite. After 

stirring for 30 mins, the resulting slurry having a solid content of 30% was 

spray-dried to produce the microsphere catalyst. The microsphere catalyst was 

calcined at 500°C for 1 hour. Then the microsphere catalyst was washed with a 

(NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O weight 

ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the catalyst 

was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst R2. 

[0174] The above catalytic cracking catalysts R1-R2, C1-C6 and DC1-DC5 were 

aged at 800°C in a condition of 100% steam for 12 hours, and then loaded in a fixed 

fluidised bed (FFB) equipment (provided by Dadi Company, RIPP, Sinopec) to 

evaluate the reaction performance of the catalytic cracking catalyst. The loading 

amount of the catalyst was 150g. Then, the feedstock oil with the properties as shown 

in Table 3-3 was introduced to the FBB device to conduct the catalytic cracking 

reaction at a temperature of 520 °C at a weight hourly space velocity of 16/h at a 

catalyst/oil ratio (by weight) of 6. The composition of reaction products was 

analysized and the conversion was acculated. The results were shown in Table 4-3. 
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Table 3-3 

density(20°C)/(kg/m3) 917.1 

freezing point/°C 20 

Residual Carbon/ wt% 1.91 

SARA composition/ wt% 

Saturated hydrocarbons 59.6 

Aromatic hydrocarbons 27.3 

Resin 13.1 

Asphaltene <0.1 

Element Composition/ wt% 

C 85.96 

H 12.37 

S 1.0 

N 0.35 

Metal content/(Ag/g) 

Al 4.9 

Ca 8.3 

Fe 12.3 

Na 0.9 

Ni 4.7 

V 0.4 



Table 4-3 

Thy gas 

(C2-) 

(wt%) 

LPG 

(C3-C4) 

(wt%) 

FCCN 

(C5-430°F) 

(wt%) 

LCO 

(430°F-650°F) 

(wt%) 

Bottoms 

(650°F+) 

(wt%) 

Coke 

(wt%) 

430°F 

Conversion 

(wt%) 

Catalyst Example 1 1.72 14.69 49.5 15.69 10.92 7.48 73.39 

Catalyst Example 2 1.66 14.48 48.74 15.73 11.99 7.4 72.28 

Catalyst Example 3 1.76 15.07 50.4 15.1 9.99 7.68 74.91 

Catalyst Example 4 1.75 15.45 50.56 14.7 9.87 7.67 75.43 

Catalyst Example 5 1.71 15.01 50.75 14.86 10.02 7.65 75.12 

Catalyst Example 6 1.72 15.09 50.73 14.9 9.85 7.71 75.25 

Catalyst Comparative Example 1 1.66 14.76 45.94 16.65 13.74 7.25 69.61 

Catalyst Comparative Example 2 1.8 15.32 46.03 16.18 13.24 7.43 70.58 

Catalyst Comparative Example 3 1.74 14.77 48.61 15.2 12.17 7.51 72.63 

Catalyst Comparative Example 4 1.75 14.73 48.9 15.67 11.39 7.56 72.94 

Catalyst Comparative Example 5 1.84 15.65 49.2 14.9 10.61 7.8 74.49 

Catalyst Reference Example 1 1.71 14.05 46.42 16.91 13.77 7.14 69.32 

Catalyst Reference Example 2 1.8 14.76 48.32 15.91 11.56 7.65 72.53 
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Group IV 

Catalyst Example 1 

[0175] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 37 weight parts (dry basis) of the kaolin 

slurry and 7 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 18 weight parts (dry basis) of the zeolite YY-A and 

17 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 2 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was 'spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NI-14)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the NazO content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst Cl. 

Catalyst Example 2 

[0176] 16 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 39 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 25 weight parts (dry basis) of the zeolite YY-A and 

8 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 2 weight parts 

(dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 
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was washed with a (N1-14)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C2. 

Catalyst Example 3 

[0177] 17 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 38 weight parts (dry basis) of the kaolin 

slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 20 weight parts (dry basis) of the zeolite YY-C and 

10 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 7 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NI-14)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C3. 

Catalyst Example 4 

[0178] 24 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 29 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 17 weight parts (dry basis) of the zeolite YY-D 
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and 15 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 5 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (N114)2SO4 solution at 60°C ((N1-14)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C4. 

Catalyst Example 5 

[0179] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 34 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 15 weight parts (dry basis) of the zeolite YY-E and 

21 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 2 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((N1-14)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C5. 

Catalyst Example 6 

[0180] 15 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 
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0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 44 weight parts (dry basis) of the kaolin 

slurry and 6 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 22 weight parts (dry basis) of the zeolite YY-F and 

9 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 4 weight parts 

(dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the NazO content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst C6. 

Catalyst Comparative Example 1 

[0181] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 35 weight parts (dry basis) of the kaolin 

slurry and 7 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 20 weight parts (dry basis) of the zeolite DB-1 and 

17 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 2 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-1. 

Catalyst Comparative Example 2 
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[0182] 24 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 28 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 18 weight parts (dry basis) of the zeolite DB-2 

and 15 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 5 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-2. 

Catalyst Comparative Example 3 

[0183] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 33 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 16 weight parts (dry basis) of the zeolite DB-3 and 

21 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 2 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na20 content was less than 0.25wt%. 
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Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-3. 

Catalyst Comparative Example 4 

[0184] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 35 weight parts (dry basis) of the kaolin 

slurry and 7 weight parts (dry basis) of alumina sol. After stirring for 20 minutes, to the 

mixture was added a mixed slurry of 20 weight parts (dry basis) of the zeolite DB-4 and 

17 weight parts (dry basis) of the Mg-containing ultra stable Y zeolite and 2 weight 

parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 mins, the resulting slurry 

having a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O weight 

ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-4. 

Catalyst Comparative Example 5 

[0185] 17 weight parts (dry basis) of pseudoboehmite and deionized water were 

mixed and pulped to obtain a slurry. To the resulting slurry was added hydrochloric 

acid (having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio 

of said hydrochloric acid having a concentration of 36wt% to pseudoboehmite as 

alumina) of 0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 

hour. To the resulting mixture were respectively added 37 weight parts (dry basis) of 

the kaolin slurry and 8 weight parts (dry basis) of alumina sol. After stirring for 20 

minutes, to the mixture was added a mixed slurry of 21 weight parts (dry basis) of the 

zeolite DB-5 and 10 weight parts (dry basis) of the Mg-containing ultra stable Y 

zeolite and 7 weight parts (dry basis) of the DASY2.0 zeolite. After stirring for 30 
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mins, the resulting slurry having a solid content of 30% was spray-dried to produce 

the microsphere catalyst. The microsphere catalyst was calcined at 500°C for 1 hour. 

Then the microsphere catalyst was washed with a (NH4)2SO4 solution at 60°C 

((NI-14)2SO4 solution: microsphere catalyst: H2O weight ratio= 0.05:1:10) until the 

Na20 content was less than 0.25wt%. Finally, the catalyst was rinsed with deionized 

water (microsphere catalyst: H2O weight ratio= 1:10), filtered, and dried at 110°C to 

obtain the catalytic cracking catalyst DC-5. 

[0186] The above catalytic cracking catalysts C 1 -C6 and DC1-DC5 were aged at 

800°C in a condition of 100% steam for 17 hours, and then loaded in a fixed fluidised 

bed (FFB) equipment (provided by Dadi Company, RIPP, Sinopec) to evaluate the 

reaction performance of the catalytic cracking catalyst. The loading amount of the 

catalyst was 150g. Then, the feedstock oil with the properties as shown in Table 3-4 

was introduced to the FBB device to conduct the catalytic cracking reaction at a 

temperature of 500 °C at a weight hourly space velocity of 16/h at a catalyst/oil ratio 

(by weight) of 5. The composition of reaction products was analysized and the 

conversion was acculated. The results were shown in Table 4-4. 
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Table 3-4 

density(20°C)/(kg/m3) 917.1 

20 freezing point/°C 

Residual Carbon/ wt% 1.91 

SARA composition/wt% 

Saturated hydrocarbons 59.6 

Aromatic hydrocarbons 27.3 

Resin 13.1 

Asphaltene <0.1 

Element Composition/wt% 

C 85.96 

H 12.37 

S 1.0 

N 0.35 

Metal content/(µg/g) 

Al 4.9 

Ca 8.3 

Fe 12.3 

Na 0.9 

Ni 4.7 

V 0.4 



Table 4-4 

Dry gas 

(C2-) 

(wt%) 

LPG 

(C3-C4) 

(wt%) 

FCCN 

(C5-430°F) 

(wt%) 

LCO 

(430°F-650°F) 

(wt%) 

Bottoms 

(650°F+) 

(wt%) 

Coke 

(wt%) 

430°F 

Conversion 

(wt%) 

Catalyst Example 1 1.25 12.23 43.58 20.07 17.21 5.66 62.72 

Catalyst Example 2 1.24 12.17 43.46 19.99 17.5 5.64 62.51 

Catalyst Example 3 1.31 12.38 43.49 19.92 17.17 5.73 62.91 

Catalyst Example 4 1.26 12.38 43.75 19.87 17.02 5.72 63.18 

Catalyst Example 5 1.32 12.68 44.54 19.64 .16.03 5.79 64.33 

Catalyst Example 6 1.33 12.55 44.09 19.52 16.67 5.84 63.81 

Catalyst Comparative Example 1 1.29 12.16 42.91 19.74 18.13 5.77 62.13 

Catalyst Comparative Example 2 1.31 12.37 43.54 19.51 17.46 5.81 63.03 

Catalyst Comparative Example 3 1.34 12.57 44.07 19.48 16.66 5.88 63.86 

Catalyst Comparative Example 4 1.33 12.2 42.93 19.63 18.12 5.79 62.25 

Catalyst Comparative Example 5 1.32 12.31 43.41 19.46 17.77 5.73 62.77 
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Group V 

Catalyst Example 1 

[0187] 20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 27 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol and 8 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 23 weight parts (dry basis) of the zeolite YY-A and 4 weight 

parts (dry basis) of the DASY2.0 zeolite and 8 weight parts 	(dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((NI-14)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.2.5,,vt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst Cl. 

Catalyst Example 2 

[0188] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 34 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol and 3 weight parts (dry basis) of the 

mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 28 weight parts (dry basis) of the zeolite YY-A and 2 weight 

parts (dry basis) 	of the DASY2.0 zeolite and 5 weight parts (dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 
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content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((N1-14)2SO4 solution: microsphere catalyst: 1120 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst C2. 

Catalyst Example 3 

[0189] 18 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 33 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol and 4 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 27 weight parts (dry basis) of the zeolite YY-C and 2 weight 

parts (dry basis) 	of the DASY2.0 zeolite and 6 weight parts 	(dry basis) 	of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst C3. 

Catalyst Example 4 

[0190] 20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 
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resulting mixture were respectively added 32 weight parts (dry basis) of the kaolin 

slurry and I0 weight parts (dry basis) of alumina sol and 3 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 24 weight parts (dry basis) of the zeolite YY-D and 3 weight 

parts (dry basis) of the DASY2.0 zeolite and 8 weight parts (dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst C4. 

Catalyst Example 5 

[0191] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 32 weight parts (dry basis) of the kaolin 

slurry and 9 weight parts (dry basis) of alumina sol and 5 weight parts (dry basis) of the 

mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 22 weight parts (dry basis) of the zeolite YY-E and 8 weight 

parts (dry basis) of the DASY2.0 zeolite and 5 weight parts (dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst C5. 
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Catalyst Example 6 

[0192] 16 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 38 weight parts (dry basis) of the kaolin 

slurry and 7 weight parts (dry basis) of alumina sol and 4 weight parts (dry basis) of the 

mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 20 weight parts (dry basis) of the zeolite YY-F and 5 weight 

parts (dry basis) of the DASY2.0 zeolite and 10 weight parts (dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (N1-14)2SO4 solution at 60°C ((NI-14)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst C6. 

Catalyst Comparative Example 1 

[0193] 20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 27 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol and 8 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 23 weight parts (dry basis) of the zeolite DB-1 and 4 weight 

parts (dry basis) of the DASY2.0 zeolite and 8 weight parts (dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 
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catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((NH:1)2304 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-1. 

Catalyst Comparative Example 2 

[0194] 20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 32 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol and 3 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 24 weight parts (dry basis) of the zeolite DB-2 and 3 weight 

parts (dry basis) of the DASY2.0 zeolite and 8 weight parts 	(dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NI-14)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-2. 

Catalyst Comparative Example 3 

[0195] 19 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 32 weight parts (dry basis) of the kaolin 
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slurry and 9 weight parts (dry basis) of alumina sol and 5 weight parts (dry basis) of the 

mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 22 weight parts (dry basis) of the zeolite DB-3 and 8 weight 

parts 	(dry basis) 	of the DASY2.0 zeolite and 5 weight parts (dry basis) of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-3. 

Catalyst Comparative Example 4 

[0196] 20 weight parts (dry basis) of pseudoboehmite and deionized water were mixed 

and pulped to obtain a slurry. To the resulting slurry was added hydrochloric acid 

(having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio of said 

hydrochloric acid having a concentration of 36wt% to pseudoboehmite as alumina) of 

0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 hour. To the 

resulting mixture were respectively added 25 weight parts (dry basis) of the kaolin 

slurry and 10 weight parts (dry basis) of alumina sol and 8 weight parts (dry basis) of 

the mesoporous aluminosilicate slurry. After stirring for 20 minutes, to the mixture was 

added a mixed slurry of 25 weight parts (dry basis) of the zeolite DB-4 and 4 weight 

parts (dry basis) of the DASY2.0 zeolite and 8 weight parts 	(dry basis) 	of 

MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having a solid 

content of 30% was spray-dried to produce the microsphere catalyst. The microsphere 

catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst was washed 

with a (NH4)2SO4 solution at 60°C ((4114)2SO4 solution: microsphere catalyst: H2O 

weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. Finally, the 

catalyst was rinsed with deionized water (microsphere catalyst: H2O weight ratio= 1:10), 

filtered, and dried at 110°C to obtain the catalytic cracking catalyst DC-4. 

Catalyst Comparative Example 5 



89 

[0197] 20 weight parts (dry basis) of pseudoboehmite and deionized water were 

mixed and pulped to obtain a slurry. To the resulting slurry was added hydrochloric 

acid (having a concentration of 36wt%) with an acid/alumina ratio (the weight ratio 

of said hydrochloric acid having a concentration of 36wt% to pseudoboehmite as 

alumina) of 0.20 to peptize. The mixture was warmed up to 65°C and acidified for 1 

hour. To the resulting mixture were respectively added 30 weight parts (dry basis) of 

the kaolin slurry and 10 weight parts (dry basis) of alumina sol and 3 weight parts 

(dry basis) of the mesoporous aluminosilicate slung. After stirring for 20 minutes, to 

the mixture was added a mixed slurry of 26 weight parts (dry basis) of the zeolite 

DB-5 and 3 weight parts (dry basis) of the DASY2.0 zeolite and 8 weight parts (dry 

basis) of MFI-structured zeolite. After stirring for 30 mins, the resulting slurry having 

a solid content of 30% was spray-dried to produce the microsphere catalyst. The 

microsphere catalyst was calcined at 500°C for 1 hour. Then the microsphere catalyst 

was washed with a (NH4)2SO4 solution at 60°C ((NH4)2SO4 solution: microsphere 

catalyst: H2O weight ratio= 0.05:1:10) until the Na2O content was less than 0.25wt%. 

Finally, the catalyst was rinsed with deionized water (microsphere catalyst: H2O 

weight ratio= 1:10), filtered, and dried at 110°C to obtain the catalytic cracking 

catalyst DC-5. 

[0198] The above catalytic cracking catalysts C1-C6 and DCI-DC5 were aged at 

800°C in a condition of 100% steam for 17 hours, and then loaded in a fixed fluidised 

bed (FFB) equipment (provided by Dadi Company, RIPP, Sinopec) to evaluate the 

reaction performance of the catalytic cracking catalyst. The loading amount of the 

catalyst was 150g. Then, the feedstock oil with the properties as shown in Table 3-5 

was introduced to the FBB device to conduct the catalytic cracking reaction at a 

°C temperature of 510 	at a weight hourly space velocity of 12/h at a catalyst/oil ratio 

(by weight) of 6. The composition of reaction products was analysized and the 

conversion was acculated. The results were shown in Table 4-5. 
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Table 3-5 

density(20°C)/(kg/m3) 914.8 

viscosity(80°C) 20.37 

Residual Carbon/ wt% 5.74 

SARA composition/wt% 

Saturated hydrocarbons 58.0 

Aromatic hydrocarbons 22.7 

Resin 16.1 

Asphaltene 3.2 

Element Composition/ wt% 

C 86.84 

H 12.36 

S 0.16 

N 0.22 

Metal content/(itg/g) 

Fe 2.7 

Ni 8.6 

Cu 0.2 

V 0.4 

Na 2.2 

Ca 1.3 



Table 4-5 

Dry gas 

(C2-) 	1  

(wt%) 

LPG 

(C3-C4) 

(wt%) 

FCCN 

(C5-430°F) 

(wt%) 

LCO 

(430°F-650°F) 

(wt%) 

Bottoms 

(650°F+) 

(wt%) 

Coke 

(wt%) 

430°F 

Conversion 

(wt%) 

Catalyst Example 1 2.34 28.32 31.51 17.39 10.3 10.14 72.31 

Catalyst Example 2 2.35 27.98 32.14 17.01 10.24 10.28 72.75 

Catalyst Example 3 2.44 28.66 32.91 16.07 9.31 10.61 74.62 

Catalyst Example 4 2.44 29.35 32.66 15.67 9.26 10.62 75.07 

Catalyst Example 5 2.49 29.96 33.63 14.65 8.43 10.84 76.92 

Catalyst Example 6 2.6 29.65 33.16 15.09 8.63 10.87 76.28 

Catalyst Comparative Example 1 2.3 26.8 30.81 18.87 11.24 9.98 69.89 

Catalyst Comparative Example 2 2.56 28.1 32.42 16.53 9.73 10.66 73.74 

Catalyst Comparative Example 3 2.62 29.01 33.42 15.1 8.84 11.01 76.06 

Catalyst Comparative Example 4 2.38 27.62 31.62 17.65 10.52 10.21 71.83 

Catalyst Comparative Example 5 2.44 28.5 33.1 15.79 9.54 10.63 74.67 
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Claims 

1. A catalytic cracking catalyst, wherein said catalytic cracking catalyst has a cracking 

active component, an optional mesoporous aluminosilicate material, a clay and a 

binder, wherein said cracking active component comprises, substantially consists of 

or consists of: a rare earth-containing Y zeolite, an optional other Y zeolite, and an 

optional MFI-structured zeolite, 

said rare earth-containing Y zeolite has a rare earth content as rare earth oxide of 

10-25wt%, e.g. 11-23wt%; a unit cell size of 2.440-2.472nm, e.g. 2.450-2.470nm; a 

crystallinity of 35-65%, e.g. 40-60%; a Si/AI atom ratio in the skeleton of 2.5-5.0; 

and a product of the ratio of the strength Ii of the peak at 20=11.8±0.1° to the strength 

12 of the peak at 20=12.34.1° in the X-ray diffraction spectrogram of the zeolite and 

the weight percent of rare earth as rare earth oxide in the zeolite of higher than 48, e.g. 

higher than 55. 

2. The catalytic 	cracking 	catalyst according to 	claim 	1, 	wherein said rare 

earth-containing Y zeolite has a crystallinity retention after 17 hours of aging 

treatment at 800°C in a condition of 100% steam of greater than 40%, e.g. greater 

than 45%. 

3. The catalytic cracking catalyst according to claim 1, wherein 

said mesoporous aluminosilicate material has a pseudoboehmite phase structure, an 

anhydrous chemical expression formula based on the oxide weight ratio of 

(0-0.3)Na2O•(40-90)Al2Os'(10-60)SiO2, an average pore diameter of 5-25nm, a most 

probable pore diameter of 5-15nm, a specific surface area of 200-400m2/g, and a pore 

volume of 0.5-2.0mUg; 

said 	clay 	is 	selected 	from 	the 	group 	consisting 	of kaolin, 	metahalloysite, 

montmorillonite, 	diatomite, 	halloysite, 	saponite, 	rectorite, 	sepiolite, 	attapulgite, 

hydrotalcite, bentonite and any mixture thereof; and 

said binder is selected from the group consisting of silica sol, alumina sol, 

pseudoboehmite and any mixture thereof. 
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4. The catalytic cracking catalyst according to claim 1, wherein per 100 weight parts 

of the catalytic cracking catalyst, said catalytic cracking catalyst contains 10-60 

weight parts of the cracking active component, 10-70 weight parts of the clay, 10-60 

weights parts of the binder, and 0-20 weight parts of the mesoporous aluminosilicate 

material. 

5. The catalytic cracking catalyst according to claim 1, wherein said other Y zeolite is 

selected from the group consisting of rare earth-containing DASY zeolite, rare 

earth-containing gas-phase ultra stable Y zeolite and Mg-containing ultra stable Y 

zeolite. 

6. The catalytic cracking catalyst according to claim I, wherein said cracking active 

component comprises, substantially consists of or consists of: 

the rare earth-containing Y zeolite, 

optionally, 

the rare earth-containing DASY zeolite, and 

optionally, only one of the rare earth-containing gas-phase ultra stable Y zeolite, the 

Mg-containing ultra stable Y zeolite and the MFI-structured zeolite. 

7. The catalytic cracking catalyst according to claim 1, wherein per 100 weight parts 

of the catalytic cracking catalyst, said catalytic cracking catalyst contains 10-40 

weight parts of the rare earth-containing Y zeolite, 0-15 weight parts of the rare 

earth-containing DASY zeolite, and 0-25 weight parts of only one of the rare 

earth-containing gas-phase ultra stable Y zeolite, the Mg-containing ultra stable Y 

zeolite and the MFI-structured zeolite. 

8. The 	catalytic 	cracking catalyst according to 	claim 	1, 	wherein said rare 

earth-containing Y zeolite is prepared by a process comprising the following steps: 

(I) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 

zeolite;  

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1) is subjected to 
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a first calcination to obtain a rare earth- and sodium-containing Y zeolite; 

(3) then either the rare earth- and sodium-containing Y zeolite obtained in step (2) is 

contacted with an ammonium salt solution or an acid solution, and then mixed with a 

rare earth solution, and the mixture is adjusted to a pH of 6-10, or the rare earth- and 

sodium-containing Y zeolite obtained in step (2) is contacted with a mixed solution of 

ammonium salt and rare earth solution, and then the mixture is adjusted to a pH of 

6-10, to obtain a rare earth- and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3) is subjected to 

a second calcination to obtain the target rare earth-containing Y zeolite. 

9. 	The 	catalytic 	cracking catalyst according to 	claim 	1, 	wherein 	said rare 

earth-containing Y zeolite is prepared by a process comprising the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 

zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1), after being 

filtered and washed with water, and dried, is subjected to a first calcination to obtain a 

rare earth- and sodium-containing Y zeolite; 

(3) then either the rare earth- and sodium-containing Y zeolite obtained in step (2) is 

contacted with an ammonium salt solution, and then mixed with a rare earth solution 

without filtration, and the mixture is adjusted to a pH of 6-10, or the rare earth- and 

sodium-containing Y zeolite obtained in step (2) is contacted with a mixed solution of 

ammonium salt and rare earth solution, and then the mixture is adjusted to a pH of 

6-10, to obtain a rare earth- and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3), after being 

filtered and washed with water, and dried, is subjected to a second calcination to 

obtain the target rare earth-containing Y zeolite. 

10. The catalytic 	cracking catalyst according to claim 	1, wherein said rare 

earth-containing Y zeolite is prepared by a process comprising the following steps: 

(1) a NaY zeolite and a rare earth solution or a mixed solution of ammonium salt and 

rare earth solution are contacted to obtain a rare earth- and sodium-containing Y 
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zeolite; 

(2) the rare earth- and sodium-containing Y zeolite obtained in step (1), after being 

filtered and washed with water, and dried, is subjected to a first calcination to obtain a 

rare earth- and sodium-containing Y zeolite; 

(3) the rare earth- and sodium-containing Y zeolite obtained in step (2) is contacted 

with an ammonium salt solution or an acid solution, filtered, and then mixed with a 

rare earth solution, and the mixture is adjusted to a pH of 6-10, to obtain a rare earth-

and sodium-containing Y zeolite; 

(4) the rare earth- and sodium-containing Y zeolite obtained in step (3), after being 

optionally filtered and washed with water, and dried, is subjected to a second 

calcination to obtain the target rare earth-containing Y zeolite. 

11. The catalytic cracking catalyst according to any one of claims 8-10, wherein the 

ammonium salt is selected from the group consisting of . ammonium chloride, 

ammonium nitrate, ammonium carbonate, ammonium hydrogen carbonate and any 

mixture thereof. 

12. The catalytic cracking catalyst according to any one of claims 8-10, wherein in 

step (1), 

the weight ratio of the rare earth solution (as rare earth oxide) to the NaY zeolite (on 

the dry basis) is 0.06-0.14, e.g. 0.07-0.12, the weight ratio of the ammonium salt (as 

ammonium chloride) to the rare earth solution (as rare earth oxide) is 0-10, e.g. 0-5, 

such as 0.2-3, said ammonium salt is selected from the group consisting of 

ammonium chloride, ammonium nitrate, ammonium carbonate, ammonium hydrogen 

carbonate and any mixture thereof, the pH is adjusted to 3.0-5.0, the weight ratio of 

water:zeolite is controlled to 5-30, e.g. 7-15, said contact is conducted at room 

temperature (such as 18-26°C) to 100°C, e.g. 70-95°C for at least 0.3 hour, e.g. 0.5-3 

hours, such as 0.5-1.5 hours. 

13. The catalytic cracking catalyst according to any one of claims 8-10, wherein in 

step (2), 

said first calcination is conducted at 500-650°C, e.g. 530-630°C, such as 550-620°C, 
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in a condition of 0-100% steam for at least 0.5 hour, e.g. 0.5-4.0 hours, 1.0-4.0 hours 

or 1.5-3.0 hours. 

14. The catalytic cracking catalyst according to any one of claims 8-10, wherein in 

step (3), 	 • 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

ammonium salt solution, the contact is conducted at room temperature to 100°C, e.g. 

60-80°C for at least 0.3 hour, e.g. 0.3-3.0 hours, 0.5-3 hours or 0.5-1.5 hours, wherein 

for the proportions of the rare earth- and sodium-containing Y zeolite and the 

ammonium salt solution, the weight ratio of the zeolite (dry basis):ammonium 

salt:water is 	1:(0.05-0.5):(5-30), e.g. 	1:(0.1-0.4):(8-15); the rare earth solution is 

subsequently added in such an amount that the weight ratio of the rare earth element 

(as rare earth oxide (RE2O3)) in the rare earth solution to the rare earth- and 

sodium-containing Y zeolite (on a dry basis of the zeolite) is 0.01-0.2, e.g., 0.02-0.12; 

said ammonium salt is selected from the group consisting of ammonium chloride, 

ammonium nitrate, ammonium carbonate, ammonium hydrogen carbonate and any 

mixture thereof; 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

acid solution, the contact is conducted at room temperature to 100°C, e.g. 60-80°C for 

at least 0.3 hour, e.g. 0.3-3.0 hours, 0.5-3 hours or 0.5-1.5 hours, wherein for the 

proportions of the rare earth- and sodium-containing Y zeolite and the acid solution, 

the 	weight 	ratio 	of zeolite 	(dry 	basis):acid:water 	is 	1:(0.03-0.2):(5-30), 	e.g. 

1:(0.05-0.1):(8-15); the rare earth solution is subsequently added in such an amount 

that the weight ratio of the rare earth element (as rare earth oxide (RE203)) in the rare 

earth solution to the rare earth- and sodium-containing Y zeolite (on a dry basis of the 

zeolite) is 0.01-0.2, e.g., 0.02-0.12; said acid can be an inorganic acid or an organic 

acid, the inorganic acid can be selected from the group consisting of sulphuric acid, 

hydrochloric acid, nitric acid and any mixture thereof, the organic acid can be 

selected from the group consisting of oxalic acid, acetic acid, citric acid, tartaric acid, 

and any mixture thereof; 

for the case of contacting the rare earth- and sodium-containing Y zeolite with the 

mixed solution of ammonium salt and rare earth solution, the contact is conducted at 
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room temperature to 100°C, e.g. 60-80°C for at least 0.3 hour, e.g. 0.3-3.0 hours, 

0.5-3 hours or 0.5-1.5 hours, wherein for the proportions of the rare earth- and 

sodium-containing Y zeolite, the ammonium salt, and the rare earth solution, the 

weight ratio of zeolite (dry basis)•ammonium saltrare earth oxide (RE203):water is 

1:(0.05-0.5):(0.01-0.2):(5-30), e.g. 1:(0.1-0.4):(0.02-0.12):(8-15); said ammonium salt 

is selected from the group consisting of ammonium chloride, ammonium nitrate, 

ammonium carbonate, ammonium hydrogen carbonate and any mixture thereof. 

15. The catalytic cracking catalyst according to claim 14, wherein in step (3), after the 

contact, the mixture is adjusted with an alkaline liquid to a pH of 6-10, e.g. 7-9, such 

as 7.5-8.2. 

16. The catalytic cracking catalyst according to claim 15, wherein said alkaline liquid 

can be selected from the group consisting of aqueous ammonia, sodium silicate, 

sodium metaaluminate, sodium hydroxide and any mixture thereof. 

17. The catalytic cracking catalyst according to any one of claims 8-10, wherein in 

step (4), said second calcination is conducted at 500-650°C, in a condition of 0-100% 

steam for0.5-4 hours, e.g. 1-3 hours. 

18. A process for preparing a catalytic cracking catalyst, which process comprises: 

preparing a slimy containing an cracking active component, an optional mesoporous 

aluminosilicate material, a clay and a binder; and spray-drying the prepared slurry, 

wherein said cracking active component comprises, substantially consists of or 

consists of: a rare earth-containing Y zeolite, an optional other Y zeolite, and an 

optional MFI-structured zeolite, 

wherein said rare earth-containing Y zeolite has a rare earth content as rare earth 

oxide of 10-25wt%, 	e.g. 	11-23wt%; a unit cell size of 2.440-2.472nm, e.g. 

2.450-2.470nm; a crystallinity of 35-65%, e.g. 40-60%; a Si/Al atom ratio in the 

skeleton of 2.5-5.0; and a product of the ratio of the strength II of the peak at 

28=11.8th0.1° to the strength 12 of the peak at 20=12.3±0.1° in the X-ray diffraction 

spectrogram of the zeolite and the weight percent of rare earth as rare earth oxide in 
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the zeolite of higher than 48, e.g. higher than 55. 

19. The process for preparing the catalytic cracking catalyst according to claim 18, 

wherein 

said mesoporous aluminosilicate material has a pseudoboehmite phase structure, an 

anhydrous chemical expression formula based on the oxide weight ratio of 

(0-0.3)Na20.(40-90)Al2.03.(10-60)Si02, an average pore diameter of 5-25nm, a most 

probable pore diameter of 5-15nm, a specific surface area of 200-400m2/g, and a pore 

volume of 0.5-2.0m1/g; 

said 	clay 	is 	selected 	from 	the 	group 	consisting 	of kaolin, 	metahalloysite, 

montmorillonite, 	diatomite, 	halloysite, 	saponite, 	rectorite, 	sepiolite, 	attapulgite, 

hydrotalcite, bentonite and any mixture thereof; 

said binder is selected from the group consisting of silica sol, alumina sol, 

pseudoboehmite and any mixture thereof. 

20. The process for preparing the catalytic cracking catalyst according to claim 18, 

wherein per 100 weight parts of the catalytic cracking catalyst, 10-60 weight parts of 

the cracking active component, 10-70 weight parts of the clay, 10-60 weights parts of 

the binder, 0-20 weight parts of the mesoporous aluminosilicate material are used on 

the dry basis to prepare the slurry. 

21. The process for preparing the catalytic cracking catalyst according to claim 18, 

wherein said other Y zeolite is selected from the group consisting of rare 

earth-containing DASY zeolite, rare earth-containing gas-phase ultra stable Y zeolite 

and Mg-containing ultra stable Y zeolite. 

22. The process for preparing the catalytic cracking catalyst according to claim 18, 

wherein said cracking active component comprises, substantially consists of or 

consists of: 

the rare earth-containing Y zeolite, 

optionally, 

the rare earth-containing DASY zeolite, and 



99 

optionally, only one of the rare earth-containing gas-phase ultra stable Y zeolite, the 

Mg-containing ultra stable Y zeolite and the MFI-structured zeolite. 

23 The process for preparing the catalytic cracking catalyst according to claim 18, 

wherein per 100 weight parts of the catalytic cracking catalyst, 10-40 weight parts of 

the rare earth-containing Y zeolite, 0-15 weight parts of the rare earth-containing 

DASY zeolite, and 0-25 weight parts of only one of the rare earth-containing 

gas-phase ultra stable Y zeolite, the Mg-containing ultra stable Y zeolite and the 

MFI-structured zeolite are used on the dry basis to prepare the slurry. 

24. The process for preparing the catalytic cracking catalyst according to claim 18, 

wherein said rare earth-containing Y zeolite is prepared according to the process as 

defined in any one of claims 8-17. 


