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(57) Abstract: The invention relates to a cylinder lock with a cylinder housing (1) and a cylinder core (2) which is rotatable therein,
= said cylinder core comprising a key channel (4) for a flat key (5) and scanning elements (25) for control surfaces of the key (4),

in addition to locking elements (25) which block the cylinder core and prevent it from rotating or which release said cylinder core.

According to the invention, a displaceable safety shackle (26) is arranged on a plane which is perpendicular to the median longitudinal
w= plane (7) of the cylinder lock and overlaps with the key channel (4) on a narrow side by means of a locking limb (27). The locking
€ Jimb can be moved between a locking position and a released position by means of control surfaces of the key (5) and by an elastic
force (35). When the flange key is fully inserted, said locking limb is placed opposite to a release recess (29) of the key .When the
key is not fully inserted, said locking limb is held n a locking position by a locking flank (30) of the key in a locking recess (28) of
@ the cylinder housing.
~
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& (57) Zusammenfassung: Bei einem Zylinderschloss mit Zylindergehduse (1) und darin verdrehbarem Zylinderkern (2), der einen
O Schliisselkanal (4) fiir einen Flachschliissel (5) und Abtastelemente (25) fiir Steuerflidchen des Schliissels (4) sowie Sperrelemente
a aufweist, die den Zylinderkern (2) gegen Verdrehen blockieren oder freigeben, wird vorgeschlagen, dass
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Veriffentlicht:
—  mit internationalem Recherchenbericht

(84) Bestimmungsstaaten (regional): ARIPO-Patent (GH, Zur Erkldrung der Zweibuchstaben-Codes und der anderen
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eurasisches Patent (AM, AZ, BY, KG, KZ, MD, RU, TJ, Codes and Abbreviations") am Anfang jeder reguldren Ausgabe
TM), europdisches Patent (AT, BE, CH, CY, DE, DK, der PCT-Gazette verwiesen.

im Zylinderkern (2) in einer Ebene quer zur Mittelldngsebene (7) des Zylinderschlosses ein verschiebbarer Fangbiigel (26)
angeordnet ist, der den Schliisselkanal (4) an einer Schmalseite mit einem Rastschenkel (27) tibergreift, wobei der Rastschenkel
durch Steuerflachen des Schliissels (5) und Federkraft (35) zwischen Sperrstellung und Freigabestellung bewegbar ist und bei voll
eingeschobenem Flachschliissel einer Freistellausnehmung (29) des Schliissels gegeniiberliegt und bei nicht voll eingeschobenem
Schliissel durch eine Sperrflanke (30) des Schliissels in Sperrstellung in einer Rastausnehmung (28) des Zylindergehéduses gehalten
ist.



