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AB776-PCT

DESCRIPTION

TWO-DIMENSIONAL CODE

Field of the Invention

[0001]
The present invention relates to a two-dimensiocnal
code,
Description of the Related Art
[0002]

Compared to one-dimensional codes, two-dimensional
codes are capable of storing more information in a
smaller area and are thus widely utilized in a variety of
applications, including inventory management and Web
derivatives using mcobile phones. Since two-dimensional
codes are photographed (taken) at wvarious angles, the
sizes and the orientaticns of their images projected on a
screen are not constant, and distortion, blurriness and
the like of the images may occur. Further, when a two-
dimensional code is dirty, part of its image may not be
recognized.

[0003] ‘

Two-dimensional codes generally have a substantially
square or rectangular shape, and their images are
converted to the respective original shapes and then
subjected to an analysis (decoding) process based on the
pixel value of each cell. A two-dimensional code
comprises position detection patterns of a prescribed
shape for detection of the positional relationship of its
photographed image. When a two-dimensional code is
analyzed, on its photographed image, the position
detection patterns are detected and converted based on
their positional relationships. Detection of the
position detection patterns is a fundamental process of
the analysis and, since this process largely affects the

recognition accuracy as well as the analysis time,
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detection of the position detection patterns is a
critical element of the analysis.
[0004]

In a common two-dimensional code widely used at
present, a position detection pattern capable of yielding
the same freguency compconent ratio for a scanning line
crossing the center of the pattern at various angles is
used so that the position detection pattern can be
quickly analyzed, and three of such positiocn detection
pattern are arranged at three of the four ccrners of the
two-dimensiocnal code. Conseguently, regardless of the
rotational position at which the two-dimensional code is
phectographed, scanning of the position detection patterns
through their centers yields a length {frequency) ratio
of dark:light:dark:light:dark = 1:1:3:1:1. Therefore,
once this light-dark ratic is cbtained from scanning in
the lateral direction, by subsequently performing a
simple image processing of scanning in the vertical
{longitudinal) direction to determine the light-dark
ratio, the position detecticon patterns can be quickly
detected.

[0005]

The above-described detection of the pesition
detection patterns is carried ocut by scanning the pixels
of the entire subject region where the two-dimensional

code is placed. When the photographed image of the two-

dimensicnal code is a VGA image, & region of 640 x 480 =
307,200 pixels is to be processed, and a long time is
thus required for scanning all of these pixels.
Censequently, the detection cf the position detecticn
patterns accounts for an undeniably large portion of the
analysis time.
[0006]

Furthermore, there is a need for a plurality of
codes to all be recognized at the same time. For
example, when cardboard boxes each having a two-

dimensional code pasted thereon are stored facing the
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same direction on a shelf and an inventory therecf is to
be made, the work efficiency is improved if the two-
dimensional codes could be recognized at once from a
distance, rather than recognizing the codes one by one at
a short distance from each box. It is known that such
simultanecus recognition can be done by using an RFID or
the like; however, RFIDs require an antenna or the like
on the media side, resulting in an increased media cost.
In contrast, two-dimensicnal codes are inexpensive
because they can be used by simply printing them on a
sheet of paper.

[0007]

In cases where a plurality of two-dimensicnal cocdes
are all recognized at once, a plurality of position
detection patterns are projected in a single image. When
the above-described two-dimensional code having three
identical position detection patterns is used, a large
number of the identical position detection patierns is
included in the image, so that the position cf the code
has to be detected based on a large number of position
detection pattern combinations. This increases the
number of the position detection pattern combinations to
be verified and consequently increases the processing
time, and therefore may not be guickly recognizable.
[0008]

Further, there are alsc known two-dimensional codes
having only one positicon detection pattern, such as one
whose position and rotation angle are detected based on
an IL,-shaped frame and the four timing patterns that are
dotted lines arranged facing with each other. Even when
a plurality of such two-dimensicnal codes exist in a
single image, as long as the position detection pattern
can pbe recognized, 1ts corresponding two-dimensional code
can be recognized. However, although such a two-
dimensiocnal code has only one position detection pattern,
the position detection pattern itself is complex;

therefore, its calculation lcad is greater than a case of
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recognizing the above-described three identical position
detection patterns.
[0008]

In addition, in a two-dimensicnal code having only
one position detection pattern, it is regquired to clearly
separate the position detection pattern from any noise
information projected in the image. In particular, when
the cne position detection pattern cannot be detected due
to contamination or image blurriness, the analysis of the
two-dimensicnal code will be defective.

[0010]

Moreover, there are also known colored two-
dimensional codes. Patent Dccument 2 discloses a two-
dimensional code comprising positicn detection patterns
of two different shapes, each of which is colored
differently. However, colored two-dimensional ccdes have
a problem in that they are affected by the lighting
conditicons and the like at the time of being
photographed.

As described above, a variety of two-dimensional
codes have been propcsed and they each have advantages
and disadvantages.

[0011]

In ceonventional two-dimensichal codes, great
importance was attached to the data efficiency and this
consequently made the two-dimensional codes likely to be
adversely affected by contamination, out-of-focus
photographing and the like. For example, in the above-
described case where an inventory is made using a
plurality of two-dimensional codes projected on a single
screen, it is difficult to bring all of the two-
dimensional codes into focus when taking an image
thereof, and an out-of-focus image is thus likely to be
produced. Since it is difficult to correct an out-of-
focus or blurred image of a two-dimensional code and an
improvement by software is thus limited, an improvement

cf hardware, such as an improvement of the auto-focus



10

15

20

25

30

35

function and an increase in the shutter speed, is
required, and this leads to a problem ¢of an increased
cost. Recently, there is a need for a two-dimensional
code that can be recognized by cameras mounted on mobile
phones; however, because such cameras are used in an
environment that is likely to create problems for the
analysis of a two-dimensicnal cede, such as image
blurriness caused by tilting, movement or insufficient
focusing of the cameras during phetographing, and also
from the standpcint of their cost and size, it is
difficult to improve the mcbile phone cameras and the
like at present.

[0012]

Furthermore, although commonly used two-dimensional
codes have an error-correcting function, it is designed
for error correction in the data region and is not
capable of correcting position detection patterns
(positioning patterns); therefore, contamination or

damage of the position detection patterns make it

. difficult to recognize these two-dimensional codes, or

can even make the twe-dimensional codes undetectable.

Prior Art References

Patent Documents

[0013]

[Patent Document 1] Japanese Laid-open Patent
Publication No. H7-254037

[Patent Document 2] Japanese Laid-open Patent
Publication No. 2004-234318

[Patent Document 3] Japanese Lald-open Patent
Publication No. 2007-241328

[Patent Document 4] Japanese Laid-cpen Patent
Publication No. 2009-163720

[Patent Document 5] Japanese Laid—-open Patent
Publication No. 2009-075873

Summary of the Invention
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Problems to be Sclved by the Invention
[0014]

As described gbove, there have been used and
proposed a variety of two-dimensicnal ccdes; however,
there is still & demand for a two-dimensional code which
can be accurately recognized in a short time even when a
plurality thereof is phcotographed at the same time or
when it is photographed under various conditions, such as
an environment where an out-of-focus or blur image
oCccurs.

[0015]

An object of the present invention is to realize a
two-dimensional code which can be recognized in a short
time even on an image photographed with a plurality of
codes at the same time, which two-dimensional code is not
likely to be affected by contaminaticn thereof; out-of-
focus photographing or the like and can be accurately
recognized even when it i1s photographed under various

photegraphing conditicens.,

Means for Solving the Problems
[0016]

In order to achieve the above-described cbject, the
two~-dimensional ccde of the present invention is a two-
dimensional code comprising cells representing binary-
coded data that are arranged as a pattern in the form of
a two-dimensicnal matrix, the two-dimensional code being
characterized by comprising four cor more different
position detection patterns. The phrase "different
position detection patterns" means that the position
detection patterns are different in terms of shape, size
and arrangement orientation on the two-dimensicnal code,
and also include cases where the position detection
patterns have different line width ratios. However,
since color is affected by the photographing conditions
and the like, color is not included as a subject of the

difference, and a difference in a light-dark binary image
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is considered.
[0017]

As described abcve, a position detection pattern
that yields a ratio of dark:light:dark:light:dark =
1:1:3:1:1 when its center is scanned has an advantage of
being easily detectable by a simple image processing of
sequentially scanning the pixels. However, in recent
years, due to improvements in the calculation/processing
capacity and memcry capacity of computers (processorsg)
integrated in two-dimensional ccde analyzers as well as
the performance of optical instruments, it is now
possible to perform complex and high-speed image
processing. Accordingly, in cases where such an analyzer
with improved performances is used for analysis, in terms
of accelerating the detecticon of position detection
patterns and performing projective transformation of an
two-dimensional code image based on its detected position
detection patterns, those position detection patterns of
the previously proposed tweo-dimensional codes are not
necessarily considered preferable. 1In recent years, it
has also become possible to recognize a plurality of two-
dimensional codes at once; however, the previocusly
proposed two-dimensional codes do not have a structure
suitable for such recognition because they use position
detecticn patterns that are all identical and this leads
to an increased number of operations required for
checking their combinations and the like.

[0018]

The two-dimensional code of the present invention
comprises four or more different position detection
patterns. Thus, these position detection patterns cannot
be recognized based on the light-dark pixel sequence
ratio. However, due to an increase in the speed of image
processing, detection of a prescribed shape such as a
sguare or rectangular frame is easier than before. For
example, while scanning such a shape in the laterail

direction, a set of consecutive dark pixels is detected
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once the scanning line hits a dark pixel cell, and the
periphery of the shape is also detected, thereby the
external form of the shape can be easily identified. 1In
addition, by further detecting the inside perimeter in
the same manner, a frame can be easily identified. As
long as the pattern to be detected has a prescribed size
or larger in all directiocns, such shape detection can be
performed with omission of some scanning lines, so that
the number of scanning operations is reduced. Moreover,
an already processed region can be excluded from the
regions to be searched. Therefore, even when the
processing load of shape recognition is increased, an
increase in the actual processing load can be suppressed,
or the processing load can be reduced.

[0019]

The above-described image processing technology can
also be applied to the position detection pattern that
yvields a ratio of dark:light:dark:light:dark = 1:1:3:1:1.
However, since this position detection pattern has a
shape and an arrangement that are devised assuming total
scanning, 1t is a large position detection pattern.
Accerdingly, when the above-described image processing
technology is applied to this position detection pattern,
the advantage of the position detection pattern cannot be
fully utilized, and there is a problem that the position
detection pattern is thus not necessarily considered
effective in the application of the above-described image
processing technology.

[0020]

Further, in cases where a large number of two-
dimensicnal codes 1s projected on a single screen, all
combinations of their position detection patterns are
assessed whether or not each of them is a proper
combination; however, when the plural position detection
patterns of each two-dimensional code are different, the
number of their combinations can be largely reduced and

the processing load for assessing whether or not each
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compination is a proper combination can be consequently
reduced.
[0021]

Moreover, when the position detection patterns are
different, detection of one position detection pattern
makes it easy to estimate the orientations and positicns
of other position detection patterns, and the number of
the scanning operations as well as the processing load
for detecting a set of consecutive dark pixels can also
be reduced in the application of the above-described
search method.

[0022]

In particular, it is desired that at least three of
the four or mcore different positicn detection patterns
each have a frame shape in which an identificaticn space
is arranged end that the identification space be at least
twice larger than the smallest cell constituting the two-
dimensional code. This is because, in the two-
dimensional code of the present invention, for example,
as long as three of the four position detection patterns
can be detected, it is always possible to understand the
rotation angle information of the two-dimensional ccde
and acquire the arrangement information by the below-
described method.

[0023]

The position detection patterns can be easily
distinguished from cther projected patterns based on the
presence or absence cof the internal identification space,
and this is effective against image blurriness and
fuzziness. In this case, it 1s desired that the
identification space have a size of two or more cells.
The reason for this is as follows. In a two-dimensicnal
code in which the smallest cell represents 1 bit, when
blurriness or fuzziness occurs over an area of one cell
or larger, even if the positions of the position patterns
could be detected, data cannot be acquired. Under normal

photographing conditions, blurriness or fuzziness rarely
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occurs over an area cof one cell or larger; thereiore, an
identification space of two cells in size can handle
single-cell blurriness and fuzziness in all directions.
This is alsc effective against a reduction in the size of
each two-dimensional code, which leads to increased
effects of blurriness and fuzziness and generation of an
obscure image of the two-dimensional codes, when a
plurality of two-dimensional codes are photographed and
projected cn a single screen.

[0024]

Furthermore, it is desired that the position
detection patterns be composed of a combinaticn of
sguares and rectangles.

When a plurality of two-dimensional codes are
projected on a single screen altogether, there are
problems that the number of positicon detection pattern
combinations is increased and this leads to an increase
in the processing load for examining the plural
combinations; and that the image of each two-dimensional
code is reduced in size and the image of the two-
dimensional codes thus becomes obscure, making the
detection of the codes difficult. As described above, by
allowing the position detection patterﬁs to have a frame
shape in which an identification space is arranged and to
be composed of a combination of squares and rectangles,
not cnly the position detection patterns can be made
different from each other without much increase in size
but also blackening-out of the image is unlikely to
occur, so that the above-described two problems can be
solved.

[0025]

The four or more position detection patterns are,
for example, four position detection patterns that are
composed of: a square first position detection pattern; a
square second position detection pattern, which is
smaller than the first position detection pattern; and

rectangular third and fourth positicn detection patterns,
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and these four position detection patterns are arranged
at four corners of a two-dimensional matrix. In this
case, it is desired that: the first and second position
detecticn patterns be arranged at opposite diagcnal
corners; the third and fourth position detection patterns
be arranged at opposite diagcnal corners; the lecng side
of the third position detection pattern and that of the
fourth position detection pattern have the same length as
the side of the first position detection pattern; the
short side of the third position detecticn pattern and
that of the fourth position detection pattern have the
same length as the side of the second position detection
pattern; one of the short sides of the third position
detection pattern and that of the fourth position
detection pattern be arranged on the extension of the
side of the first positicn detection pattern; and cne of
the long sides of the third position detection pattern '
and that of the fourth position detection pattern be
arranged on the extension of the side c¢f the second
positicn detection pattern.

[0026]

As long as the above-described four pesition
detection patterns have a certain size or larger, the
possibility that a similar shape other than the position
detection patterns appears in the two-dimensional code is
low and the position detection patterns are thus
relatively easily detected; therefore, even when the two-
dimensional code is photographed from various directions
and the resulting image is distorted, the direction of
the distortion is easily specified.

[0027]

Further, the first and second position detection
patterns may each have a single square frame, and the
third and fourth position detection patterns may each
have a single rectangular frame.

When the position detection patterns are in a frame

shape, the possibility that a similar shape other than
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the position detection patterns appears in the two-
dimensional ccde is further reduced, so that the position
detection patterns are relatively easily detected.

[0028]

Still further, the first position detecticn pattern
may have a single sguare frame and a square arranged
therein, the second position detection pattern may have a
single square frame, and the third and fourth position
detection patterns may each have a single rectangular
frame.

[0028]

Thus, the first pesition detection patiern is made
similar to the above-described position detection pattern
that yields a length ratio of dark:light:dark:light:dark
= 1:1:3:1:1, so that its area and the time required for
the detection process are increased. However, the
increase in area 1s small because it is restricted to the
one position detection pattern and, although the time
required for the detection process is slightly increased,
the possibility that a similar shape other than this
position detection pattern appears in the two-dimensional
code 1s almost zero; therefore, an improved detection
accuracy can be attained.

[0030]

Yet still further, it is desired that the region of
the two-dimensional matrix that excludes the parts of the
four or more position detecticon patterns be divided into
a plurality of blccks having the same size, and that the
two-dimensional matrix comprise a light or dark
separation space between adjacent blocks. Accordingly,
the separation space is a one-cell-width lattice pattern
having grids at block-size intervals. 1In this case, it
is desired that the four or more position detection
patterns each have an area larger than the blocks.

[0031]
Consequently, a pattern identical to any of the

position detection patterns never appears in the two-
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dimensicnal code, making the detecticn of the position
detection patterns easy. In addition, the accuracy of
determining light and dark cells in each block is

improved. It is desired that the blocks each have, for

example, a size of 3 x 3 cells; the separation space
have, for example, a width of one cell; and the four or
more position detection patterns each have, for example,
a lateral width of fcur or more cells and a vertical
length of four or more cells.

It is desired that version information blocks and
format information blocks be arranged in the vicinity of
the position detection patterns.

[0032]

In 2 method of analyzing the above-described two-
dimensional code comprising four or more different
position detection patterns from a taken image thereof,
after the four or more different position detection
patterns are identified and the pcsiticnal relationships
of the thus identified four or more different position
detection patterns are verified, projective
transformation of the image of the two-dimensional code
is performed based on the thus verified positiocnal
relationships and the thus projective-transfermed image
of the two-dimensional code is then analyzed. When two
or three of the four or more different position detection
patterns are identified, the position(s) of the remaining
position detection pattern(s) is/are estimated based on
the positional relaticnships of the identified two or
three position detection patterns, and projective
transformation of the image of the two-dimensional code
is then performed based on the positicnal relationships
of at least four position detection patterns, including
the thus estimated position(s) of the position detection é
pattern(s).

[0033]
By this, even when the position detection patterns

are partially unrecognizable due to contamination or the
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like, the possibility of successful analysis is improved.

Further, since two—dimensional codes usually contain
a position correction pattern, by also utilizing the
position correction pattern in combination for
confirmation of the positional relationships of the four
or more different position detection patterns and for,
when two or three of the position detection patterns are
identified, estimation of the position(s) of the
remaining position detection pattern(s), the analysis
accuracy 1s improved.

[0034]

It is also possikble to allew an analyzer and a
computer to execute the above-described analysis method.
[0035]

Further, a system for generating the two-dimensional
code of the present invention is characterized by
comprising: a position detection pattern-arranging means
for arranging three different position detection patterns
at prescribed pcsitions of a two-dimensicnal matrix; a
base information-arranging means for arranging, in a
region of the two-dimensional matrix outside the regions
where the three different positicn detection patterns are
arranged, a base information region where base
infermaticn required for analysis of the two-dimensional
code is recorded; and a message data-arranging means for
sequentially arranging message-recorded data in a region
of the two-dimensional matrix outside the regions where
the three different position detection patterns and the
base information region are arranged. The base
infermation is, for example, versicn information, format
information and design-embedding information, and a
position correction pattern and an error correction code

may also be included therein.

Effects of the Invention
[0036]

By using the two-dimensional code cf the present
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invention, even a photographed image of the two-
dimensional code on which wvarious detericration have
occurred can be accurately analyzed in a short time,
without an increase in the analysis time.

In particular, by using the two-dimensional code of
the present invention, even when a plurality of the two-
dimensional codes are photographed altogether and the
resulting image is analyzed, the photographed image can
be analyzed in a short time by adopting a censtitution
capable of reducing the huge number of the positicn
detection pattern combinations.

Furthermore, even when deterioration such as
blurriness or fuzziness coccurred on the photographed
image in this case, such a photographed image can also be
analyzed with high accuracy, without an increase in the

analysis time.

Brief Description of the Drawings
[0037]

[Fig. 1] ¥Fig. 1 illustrates the two-dimensional code
described in Patent Document 1.

[Fig. 2] Fig. 2 illustrates a two-dimensional code
according to the first embodiment.

[Fig. 3] Fig. 3 illustrates the arrangement of
plural blocks in the two-dimensicnal code of the first
embodiment.

[Fig. 4] Fig. 4 illustrates pattern examples in
which cells are designed to be light or dark according to
their respective data in a two-dimensional code having a
separation space and in a two-dimensicnal code without a
separation space.

[Fig. 5] Fig. 5 illustrates the types of data blocks
used in the first embodiment.

[Fig. 6] Fig. 6 illustrates Z20-pattern-expression
data type.

[Fig. 7] Fig. 7 illustrates an example of a two-

dimensional code generated in accordance with the two-
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dimensional code of the first embodiment.

[Fig. 8] Fig. 8 illustrates another example of a
two-dimensional code generated in accordance with the
two-dimensional code ¢of the first embodiment.

[Fig. 9] Fig. 9 illustrates a two-dimensional code
according tc the second embodiment.

[Fig. 10] Fig. 10 illustrates an example of a two-
dimensional code generated in accordance with the two-
dimensicnal code of the second embodiment.

[Fig. 11] Fig. 11 illustrates medification examples
in which the position detection patterns of the two-
dimensional code of the second embodiment are applied as
two-dimensional patterns of different sizes and shapes.

[Fig. 12] Fig. 12 illustrates four position
detection patterns of each modification example.

[Fig. 13] Fig. 13 illustrates a hardware
configuration cof a system for generating and providing a
two-dimensional code upon a request.

[Fig. 14] Fig. 14 is a flow chart illustrating the
procedures of an encoding process in which a user
accesses system hardware via user hardware and generates
a desired two-dimensional code.

[Fig. 15] Fig. 15 is a flow chart illustrating the
procedures of an encoding process in which a user
accesses system hardware via a user hardware and
generates a desired two-dimensional code.

[Fig. 16] Fig. 16 is a flow chart illustrating the
procedures of an encoding process in which a user
accesses system hardware via a user hardware and
generates a desired two-dimensional code.

[Fig. 17] Fig. 17 illustrates a hardware
configuration of a two-dimensional code analyzer which
reads out and analyzes the two-dimensional code of the
first embodiment.

[Fig. 18] Fig. 18 is a flow chart illustrating the
procedures of a decoding process in which two-dimensional

codes photographed by a user are analyzed.
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[Fig. 18] Fig. 19 is a flow chart illustrating the
procedures of a deccding process in which two-dimensional
codes photographed by a user are analyzed.

[Fig. 20] Fig. 20 is a flow chart illustrating the
procedures of a decoding process in which two-dimensional
codes photographed by a user are analyzed.

[Fig. 21] Fig. 21 illustrates checking the shapes of

candidate position detection patterns.

MODE FOR CARRYING OUT THE INVENTION
[0038]

Before describing the embodiments of the present
invention, a general two-dimensional code widely used at
present will be described.

Fig. 1 illustrates the two-dimensional code
described in Patent Document 1.

[0039]

As illustrate in Fig. 1, & two-dimensional code 1
comprises; three position detection patterns (positioning
symbols) 2, which are arranged at three corners; and a
data region 3. The data region 3 ccerresponds to a part
of the two-dimensional code 1 region that excludes the
three position detection patterns 2 and their surrounding
spacer parts. Each position detection pattern 2
comprises: dark parts, which are a square frame 2a and a
square 2c arranged inside the square frame 2Z2a; and a

light part between the frame Z2a and the square Z2c, which

is a square frame 2b. When a scanning line passes

through the center of a photographed (taken) image of the
position detection pattern 2, the position detection
pattern 2 vyields a length ratic (fregquency component
ratio) of dark:light:dark:light:dark = 1:1:3:1:1,
regardless cf the direction of the scanning line.
Accordingly, regardless of the rotational orientation of
the two-dimensional code, a specific frequency component
ratio of the position detection pattern 2 can be detected

only by a scanning operation in a certain direction.
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Thus, the center of the position detection pattern 2 can
be easily detected.
[0040]

The data region 3 comprises bits that are densely
arranged in a matrix form, and the bit matrix is divided
into: alignment patterns (timing cells) 4, which are used
for correction of the positions of the dots within the
data region; format information of the two-dimensional
code and its error correction signals; version
information and its error correction signals; and data
part. The alignment patterns 4, the format information
of the tweo-dimensional code and its error correction
gsignals, and the version information and its error
correction signals are arranged at prescribed positions
on the bit matrix of the code region 3. The remaining
part is the data part where coded data are recorded, and
the part left after recoding the necessary data is
composed of remainder bits. The data bits to be recorded
are distinguished from the remainder bits by an end
pattern placed at the end of the data bits. The
remainder bits, which are referred to as "padding"; are a
string of light ("1") bits; however, upon being recorded,
they are generally subjected to a prescribed processing
to be converted into a string of light and dark bits.
[0041]

The alignment patterns 4 is a string of light and

" dark bits (dots) used for correction of the positions of

the dots within the data region and, as illustrated in
Fig. 1, a plurality of the alignment patterns 4 are
arranged. The alignment patterns 4 are different from
the position detection patterns 2 which detect the
reference peosition of the entire two-dimensional pattern.
In Patent Documents 3 and 4, it is described that
bits of the data region 3, which are padding, are
utilized to provide a kit image.
[0042]

A two-dimensional code cannot be recognized unless
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its position 1s detected first; therefore, it is
important to improve the accuracy of recognizing the
position detection patterns. As measures therefore, the
following three approaches are considered.

(1) Increase the size of the entire code.

(2) Make the positicn detection patterns easily
recognizable.

(3) Make the position detection patterns
correctable. In other words, allow the position
detection patterns to have redundancy.

[0043]

As for the approach (1) of increasing the size of
the entire code, due to the designs of paper surfaces on
which a two-dimensional code is placed, restrictions on
the media (it is desired tc place a code on a small
component) and the like, the printing space of a two-
dimensional code is required to be small, and having a
small area is one of the advantages of two-dimensional
codes. Thus, the approach of (1) is not desirable.
[0044]

As for the approach (2) of making the position
detection patterns easily recognizable, it is thought to
make the position detection patterns easily recognizable
by increasing their size relative to the size of the two-
dimensiocnal code. However, with the size of the two-
dimensional code remaining the same, an increase in the
size of the position detection patterns means that much
of a decrease in the size of the data region, which leads
to a smaller data capacity:; therefore, the approach (2)
is also not desirable.

[0045]

Each position detection pattern 2 of the two-
dimensional code 1 illustrated in Fig. 1 has a double-
layer form comprising a square and a square frame
arranged around the sqguare such that a prescribked
frequency component ratio can be attained regardless of

the direction cf the image scanning line. This form
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itself is advantageous in that it is easily distinguished
from other bit patterns; however, when the pattern is
small, the light part between the square and the sguare
frame is collapsed and the pattern thus cannot be
recognized. Therefore, in order to allow the pattern to
be easily recognizable even when its image is ocut of
focus or blur, the pattern is reguired to have a certain
size. Since this leads to a decrease in the size of the
data regicn, the data efficiency is reduced.

[0046]

In addition, the form and the arrangement of the
position detection patterns 2 illustrated in Fig. 1 are
devised assuming total scanning and are thus not
necessarily considered suitable for execution of
efficient analysis in which the detection time of the
position correction patterns is short.

[0047]

When the position detection patterns have a plain
(simple) shape, the cell size thereof can be kept small
gven if their size is relatively increased; however, 1in
this case, projection of the surrounding is likely to ke
picked up and the possibility of false detecticn of the
position detection patterns is thus increased, leading to
an increase in the number of the position detection
pattern combinations that need to be checked. Therefore,
it is desired that the position detecticn patterns have
such a shape that is simple but unlikely to be affected
by image blurriness and fuzziness and can be easily
distinguished from other projections.

[0048]

The apprcach (3) of allowing the position detection
patterns to have redundancy means that, even when a
plurality of position detection patterns are arranged and
one or more thereof cannot be identified, the reference
position(s) of the unidentified position detection
pattern{s) in the two-dimensicnal code 1is correctable

based on the identified other position detection
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patterns.
[0048]

For example, in the two-dimensicnal code 1 of Fig.
1, it is enabled to specify the rctational position of
the two-dimensicnal code by arranging three pcsition
detection patterns at three corners without any position
detection pattern being arranged at the other corner.
However, when even only one of the three position
detection patterns cannot be identified, the rotaticnal
position of the two-dimensional code cannot be specified
and recognition of the two-dimensional code fails. Even
1f the position detection pattern could ke extrapolated,
the time required for detection of the twe-dimensional
code is largely increased and, since accurate coordinates
are not likely to be obtained due to photographing at an
angle as well as image distortion, blurriness and the
like, the accuracy of data extraction is largely
affected.

[0050]

An increase in the number of thé positicon detection
patterns enables to correct the reference positicn of the
position detection pattern. For example, when there are
five or more position detection patterns, even if one of
them is missing, as lcng as other four cr more position
detection patterns can be identified, mapping of the data
coordinates {determination of the positional relationship
between the image and the code) can be carried out with
high accuracy.

[0051]

A larger number of the position detection patterns
results in higher redundancy as well as superior
tolerance to contamination and the like. However, it
also means that not only the number of the combinatiocons
to be examined is increased and the processing time is
extended, but also the area occupied by the position
detection patterns in the two-dimensional ccde is

increased and the data efficiency is thus reduced.
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The position detection patterns'2 of Fig. 1 can
yield a prescribed frequency component ratioc regardless
of the direction of the image scanning line; however,
when their shape is changed, the prescribed frequency
compenent ratic cannct be obtained. Thus, it is required
that the three position detecticn patterns 2 all have the
same shape. Accordingly, in order to allow the position
detection patterns 2 of the two-dimensicnal code 1
illustrated in Fig. 1 to be different from each other, it
is necessary to change their size. The position
detection patterns 2 are naturally large because they
have a sguare and a square frame arranged therearcund.
Thus, in order to change the size of three or four of
these patterns such that they can be determined to be
different from each other in image reccgnition, it is
required that the smallest pattern still have a certasin
size, and the largest pattern is very large. In this
manner, the position detection patterns 2 of Fig. 1 are
not suitable for having redundancy.

[0053]

When imparting redundancy to position detection
patterns, it is desired to take into consideraticn not
only & case where one of the position detection patterns
cannot be identified, but also a case where two or more
therecf cannct be identified. Patent Document 2
describes a two-dimensional code in which one large
position detection pattern having a square and a square
frame arranged therearound and three small position
detection patterns each having a square frame are
arranged at four corners and one small position detection
pattern is arranged in the center. Since the small
position detection pattern in the center has little
contributicn to the mapping of data cocordinates, a case
of not using this position detectiocn pattern is
considered. In this case, when the cne large position

detecticn pattern and one of the three small position
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detecticn patterns cannot be identified and only two of
the small position detection patterns are identified, the
data coocordinates cannot be mapped.

[0054]

As described above, when redundancy is imparted to
position detection patterns, the redundancy is improved
as the number of different position detection patterns is
increased.

Embodiments of the present invention will now be
described.

[0055]

Fig. 2 illustrates a two-dimensional code according
to the first embodiment.

The two-dimensicnal code of the first embodiment has
a size of 35 x 35 cells and is divided into 9 x 9 blocks,
with a one-cell light separation space 23 being arranged
between adjacent blocks. Accordingly, the separation
space is an 8 x 8, cne-cell-width lattice pattern having
grids at block-size intervals. A first position
detection pattern 12A is arranged in the part of the

lower right 3 x 3 block and 3 x 3 separation space; a

-second position detection pattern 12D is arranged in the

part of the upper left 2 x 2 bleock and 2 x 2 separation

space; a third position detection pattern 12B is arranged
in the part of the upper right 3 (lateral} x 2 (vertical)

block and 3 x 2 separation space; and a fourth position

detection pattern 12C is arranged in the part of the
lower left 2 (lateral) x 3 {vertical) block and 2 x 3

separation space. Accordingly, in the two-dimensional
code, no pattern other than the first te the fourth
position detection patterns appear in the blocks, except
in those where the first to the fourth position detection
patterns are arranged.
[0056]

The minimum unit of a code part of a two-dimensional

code 1s a cell. Two-dimensional codes usually take a
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square or rectangular shape. A two-dimensional ccde can
also take other shape; however, two-dimensional codes are
mostly tetragonal, and the two-dimensicnal code of the
first embodiment aiso has a square shape. Still, the
shape of the two-dimensicnal code of the first embodiment
is not restricted thereto and may be rectangular or other
shape.

[0057]

Generally, two-dimensional codes represent data with
light and dark cells, and the code part of the two-
dimensional cocde of the first embodiment also represents
data with light and dark cells. There have been proposed
two-dimensional codes whose cells are distinguished by
color, such as the one described in Patent Document 2, as
well as mirror (laterally reversed}-type two-dimensional
codes. The present invention can be applied to such two-
dimensicnal codes; hcowever, in these cases as well, as
described below, the two-dimensional codes comprise four
or more position detection patterns cof different forms.
[0058]

The two-dimensional code of the first embodiment is
a square of 35 x 35 cells; however, the size thereof can
be increased, or the two-dimensional code can have a
shape with different vertical and lateral sizes, such as
a rectangular shape. A 35 x 35-cell square two-
dimensicnal code is referred to as "version 2 x 2". The

smallest version is "1 x 1", which has a cell size of 27 x
27. It is defined here that a design can be embedded
when the vertical and lateral versions are bcth 2 or

higher. The reason why such a restriction of not

embedding a design into a code of version 1 x 1 is

implemented is because embedding of a design despite the
small data capacity of the code further reduces the data
capacity and recognition of the code would consequently
yield hardly any data. The two-dimensiocnal code of the

first embodiment can be extended in each of the vertical
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and lateral directions. When the lateral version is 2

and the vertical wversion is 3, the code is denoted as

"version 2 x 3". An increase in the version by 1
corresponds to an increase in the cell size by 8 and an

increase in the bklock number by 2. Accordingly, a code

of version 3 x 4 has a cell size of 43 x 51. The version
can be selected to be, but neot limited to, 1 tc 20.
[0058]

The first position detection pattern 12A has dark

cell parts composed ¢f a single-cell-width square frame

of 8 x 8 cells in size and a 2 x 2 sguare in the center of
the square frame. The second positicn detection pattern
12D has a dark cell part of a single-cell-width square
frame of 4 x 4 cells in size. The third positicn

detection pattern 12ZB has a dark cell part of a single-
cell-width laterally-elongated rectangular frame of 8 x 4

cells in size. The fourth position detection pattern 120

has a dark cell part of a single-cell-width vertically-

elongated rectangular frame of 4 x 8 cells in size.
[0060]

In the first embodiment, the four different pcsition
detection patterns are each arranged at the four corners
of the square two-dimensional code. The phrase
"different position detection patterns” means that the
position detecticn patterns are different in terms of
shape, size and arrangement orientation on the two-
dimensional code, and alsc include cases where the
positicn detection patterns have different line width
ratios. However, since color is affected by the
photographing conditicns and the like, color is not
inciuded as a subject of the difference, and a difference
in a light-dark binary image is considered.

[0061]

In the first embodiment, the position detection

patterns are arranged in the vicinity of each apex of the

square or rectangle. This is because, as compared to a
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case where the position detection patterns are arranged
in cne spot, the effects of contamination can be more
dispersed by arranging them as far as possible from each
other. However, the arrangement pcsitions of the
position detection patterns are not restricted to the
four ccrners. As in the first embodiment, by using not
only square position detection patterns but also
rectangular ones, their shapes, tilt angles and sizes can
be easily distinguished, so that the positicon detection
patterns can be quickly recognized. In addition, since
hollow rectangles are easily distinguished from other
projected images, the data loss is small.

[0062]

As for the reason why the four position detection
patterns are arranged, in twc-dimensional projective
transformation used for calculating the mapping of the
data coordinate with high accuracy in analysis, in order
to calculate the coordinate of the code cells and
prhotographed (taken) image corresponding te the cells, it
is regquired that a set of four coordinate be provided as
a parameter. Even when only two or three position
detection patterns are arranged, projective
transformation can be carried out by calculating four
points with interpclation of coordinate; however, since
precise coordinate are not likely to be obtained due to
tilted image capturing, image distcrtion, blurriness and
the like and this greatly affects the accuracy of data
extraction, four positicn detection patterns are arranged
in the first embodiment.

Further, the reascon why the position detection
patterns are different from each other is because, even
if a position detecticn pattern were not recognized, the
unrecognized position detecticn pattern can be surely
identified, and this enables estimation the coordinates
of the unrecognized position detection pattern and,
hence, correction cof the position detection pattern.

When all the same position detection patterns are used,
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the identification of an unrecognized pocsiticn detection
pattern is not as easy as in a case of using position
detection patterns that are all different, and correction
of the position detection pattern is thus difficult.

In the two-dimensional code, 56 blocks other than
those of the four position detection patterns constitute
the data region, comprising: actual data blocks; error
correction code blocks; version information blocks;
format information blocks; and design-embedding
information blocks.

[0063]

As described above, each block of the data regiocon is

constituted by 3 x 3 cells and data is embedded block by
block. The data region comprises: version information
blocks 15 and 16; format information blocks 17; and
design-embedding information blecks 18A, 18B, 19A and
19B, with the remaining blocks being actual data blocks
22. As described below, in the first embodiment, some of
the actual data blocks 22 are utilized for error-
correcting codes and position correction patterns.

[0064]

Bceoordingly, the blocks 22, remaining after
excluding therefrom the position detection patterns,
version information blocks, format informaticon blocks,
design-embedding information blocks, blocks in which a
position correction pattern is arranged and error
correction code blocks, are the actual date blocks. When
a design is embedded, a design-embedded block(s)
indicated by the design-embedding information blocks
ig/are also excluded from the actual data blocks. In the
blocks belonging to the actual data blocks, the actual
data are recorded in such a manner that the actual data
are sequentially filled from the upper left to the right
side and, once a row of blocks are filled, the actual
data are then filled intc the next lower row of blocks
sequentially from the left.

[0065]
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The blocks each have a size of 3 x 3 cells with each
cell representing one light or dark bit, and each block
thus stores & maximum cof 9-bit information (9-bit
expression}. In order to improve the tolerance to image
blurriness and fuzziness, the data capacity per block can
be set to be smaller than 9 bits. 1In the first

embodiment, the blocks were set to have a size of 3 x 3

cells; however, the block size is not restricted thereto.

The blocks can also have a size of 1 x 1 cell, which is
the minimum size, or a size in which, for example, the
vertical and lateral cell sizes are different.

[0066]

The version information blecks record information on
the size of the two-dimensional code. There are two
types thereof, which are vertical version information
blccks 15 and lateral version information blocks 16, and
each of them records the corresponding version
information. By arranging two vertical versiocn
information blocks 15 and two lateral version information
blccks 16, each type of which blocks records the same
information, at two distant spots, the risk of a defect
caused by contamination or the like is dispersed. BAs
version information, klocks representing a numerical
version number (from 1 to 20 for each of the wvertical and
lateral directions) are arranged.

[0067]

Each format information block 17 records format
information composed cf a design-embedding flag {1 bit)
and data-block-type data (2 kits), and three format
information blocks 17 all stcring the same information
are arranged at three spots. The design-embedding flag
indicates the presence or absence of an embedded design,
i.e. whether or not a design-embedding region is
arranged. When a design is embedded, design-embedding
informaticn blocks are arranged. The data-block-type

data indicates the type of the data blocks, which means
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the data capacity per block and is selected to be €, 7 or
9 bits/block. The data capacity decreases in the order
of 9-bit, 7-bit and 6-bit expressions (9 bits > 7 bits >
6 bits); however, the data can be more easily read out in
the order ¢f 6 bits > 7 bits > 9 bits. The type of the
data bklocks is thus selected taking into consideration
the level of image blurriness and fuzziness as well as
the data capacity. This point will be described later.
[0068]

A design 1s embedded klock by klcock and, when a
plurality of adjacent blocks constitute a design-
embedding region, the separation spaces between the
blocks are also included in the design-embedding region.
The design to be embedded has a tetragonal external
shape, and the image thereof may be any image, without
being restricted to a cell-resolution binary image.
Further, a plurality cf tetragonal bklocks may be provided
for embedding a design therein. For example, the design
may be a multi-valued image having a higher resolution
than the cells or a color image, or the design may be, of
course, a cell-resolution binary image. In the first
embodiment, as a restriction on embedding of a design, it
is prescribed that nc design be embedded into the two
upper bleock rows, two left klecck columns, three lower
block rows and three right block ceclumns of the code. 1In
these areas outside the design-embedding region,
depending on the specification of the two-dimensional
code, design-embedding information blocks having image
information are arranged.

[00689]

The design-embedding information blocks record
information pertaining to the size c¢f the region where a
design is embedded as well as the positions of the blocks
therefore in either the vertical or lateral direction.
There are twc types cf design-embedding infermation
blocks, which are vertical-embedding information blocks
18A and 18B and lateral-embedding information blocks 189A
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and 19B, and each of them records the corresponding
version information. The vertical-embedding information
blocks 18A and 18B record the height c¢f the embedded
design (3 kits or 6 bits) and the offset height of the
embedded design (3 bits or 6 bits}. The lateral-
embedding information blocks 19A and 19B specify the
width of the embedded design {3 bits or 6 bits) and the
offset width of the embedded design (3 bits or 6 bkits).
Whether 3-bit informaticn or €-bit information is
recorded depends on the version information as described
below. When the version 1s 2 to 4, 3-bit information is
required; when the version is 5 to 20, %-bit information
is required; and when the version is 2 to 4, the
vertical-embedding information block 18B and lateral-
embedding informaticon block 19B are not necessary.

[0070]

The design-embedding information blocks exist only
when a design-embedding flag is waved in a format
information bklock. The first embodiment assumes a case
where cnly one design is embedded. When it is assumed to
embed plural designs into plural regions, the bit number
of the design-embedding flag is increased in the format
information block so as to indicate the number of design-
embedding regions and, at the same time, the design-
embedding information block is arranged as many as the
number of the designs. The size of each design and the
pesition at which embedding of the design begins are
specified at a block level. The block coordinates are
expressed as "(n,m)" with the block in the upper left
corner being the origin, and the number of lateral blocks
and that of vertical blocks are expressed as "blW" and
"blH", respectively. In the first embodiment, the
design-embedding regicon is restricted to a rectangular
region formed by an upper left corner (2,2) and a lower
right corner (blW-4, blH-4). Accordingly, the maximum
number of lateral blocks of a design is blW-5 and the

maximum number of vertical blocks of a design is blH-5.
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[0071]

With regard to the position of a design, by
embedding the infeormation on the block cocrdinates of the
starting point (upper left) and the bleck size into the
code as design-embedding information klocks, the position
of the embedded design can be recognized when the code is
analyzed. In the same manner as in the case ¢f the
version information blocks, the lateral and vertical
infermation blocks are handled separately. Different
data capacities are assigned between cases where blW-5 is
less than 8 (lateral versiocn of 2 tc 4) and other cases
(lateral version of 5 to 20), and the vertical
information blocks are handled in the same manner. The
values of blW and blH are determined by analyzing the
lateral and vertical versions, respectively.

[0072]

When the wvalue of blW is less than 13, the lateral
block size has a minimum of 1 block and a maximum of 38
blocks, and these 8 block sizes can all be represented by
3 bits. In the same manner, the number cf the lateral
cffset blocks has 7 possibilities, which are 2 to 8, and
these 7 numbers can also be represented by 3 bits;
therefore, the total data capacity is 6 bits.
Accordingly, these lateral block data are represented by
6 bits, which can be expressed using a single block. The
same also applies to the vertical blocks. Meanwhile,
when the value of blW is 13 or larger, the lateral block
size 1s represented by 6 bits and, in the same manner,
the number of the lateral cffset blocks is also
represented by 3 bits. Accordingly, these lateral block
dataz are expressed using two blocks. The same also
applies tc the vertical blocks.

[0073]

The lateral-embedding information blocks 19A and 19B
are both arranged cutside (in the upper and lower sides
of) the upper-left and lower-right lateral version

information blocks, and the vertical-embedding
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information blocks 18A and 18B are arranged cutside (in
the left and right sides of} the lower-left and lower-
right vertical version infcrmation blocks.

When no design is embedded, i.e. when the design-
embedding flag of the format information bleck indicates
"null", the design-embedding information blecks and the
region for embedding a design are no longer necessary,
making the code efficient.

[0074]

The position correction patterns are used for the
purpose of correcting the coordinate of the actual data
blocks and error correction code blocks, as well as the
coordinate of the design-embedding informaticn blocks
when a design is embedded. In the two-dimensional code,
these coordinate can be approximately obtained from the
positicn detecticn patterns; however, since errors occur
in the coordinate of the data region due to twisting or
bending of the paper, distortion of the lens or
displacement during acgquisiticn of the position detection
patterns, the positicn correction patterns are arranged
for correcting such errors. The position correction
patterns are different from the position detection
patterns in that they do not have to be distinguished
from other ncises, and the positions of the position
correction patterns are easily determined as long as the
position detecticn patterns can be . calculated.
Therefore, it is desired that the position correction
patterns have such a form that enables fine coordinates
corrections.

[0075] _

In the first embodiment, as pesition correction
patterns, blocks composed of a combination of
predetermined cells (position correction blocks) are
arranged at regular intervals in place of actual data.
If a block coordinates (7n,7m) (wherein, n and m are each
an integer of 0 or larger) is in the data region, a block

in which a dark central cell is surrounded by light cells
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is arranged at the ccordinates. However, should a
position detection block, a version information block, a
format information block, a design-embedding information
block or a design exist at the coordinates, no position
correction block is arranged. Here, the block
cocrdinates are expressed by defining the coordinates of
the upper-left block as the reference coordinates (0,0),
with the coordinates of the adjacent block on the right
being (1,0). It is noted here that the block in which
the position correcticn patterns are arranged is not
restricted to the above-described one.

[0076]

As the actual data, segments each composed of a
combination of a message and a header modifying the
message (message type (message encede) message size) are
arranged as many as the number cof the messages. In
addition, as & special segment, a segment which contains
only an end flag without any message is generated and,
when a capacity of the actual data is left unused, this
end-flag segment is arranged, followed by padding. The
actual data are divided into block units in accordance
with the data'capacity per block which is indicated by
the data-block-type data. In the same manner, the error-
correcting codes are also divided into block units.

When Reed-Scolomon codes are used as the error-
correcting codes, since the error corrections are
performed word by word, it is desired that one word
constitutes one block. When one word spans over a
plurality of blocks, even if only one cf the blocks is
contaminated, all of the words associated with the block
are subjected tc the error correction, which impairs the
correcticn efficiency. Contamination and spotlight-
caused color fading that lead to corrections are often
concentrated in one spot. The division of the actual
data into blocks has an effect of putting together the
data to be simultaneously corrected intoc one spot, and

this enables efficient corrections and improves the
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probability of the code to be recognized.
[0077]

As described above, the two-dimensional cede of the
first embodiment comprises the separation space 23 of a
single cell in width, which is arranged between the
blocks. Therefore, the position detection patterns and
the klocks are all surrounded by light cells.

Fig. 3 illustrates the arrangement of plural blocks

in the two-dimensional code of the first embediment.

Each block has a size of 3 x 3 cells, and the peripheries
of the blocks are separated by the separation space 23 of
& single cell in width.

[0078]

Fig. 4 illustrates pattern examples in which cells
are designed to be light or dark according to their
respective data in a two-dimensional code having the
separation space 23 and in a two-dimensional code without
the separation space 23, Fig. 4(A)} illustrates a two-

dimensional code comprising the separation space 23 and

four blocks of 3 x 3 cells in size, wherein three of the
blocks are patterns in which cells that are positiocned in
the center and at four corners are dark and other cells
are light and one of the blocks is a pattern in which the
light and dark cells of the other three blocks are
reversed, and Fig. 4(B) illustrates the itwo-dimensicnal
code of Fig. 4(A) without the separation space 23. As
illustrated in Fig. 4(B), without the separation space
23, the boundaries between the blocks are unclear and the
light cells surrounded by dark cells may be blackened
out.

[0079]

As compared to the two-dimensional code without the
separation space 23, the two-dimensional code having the
separation space 23 is larger and thus has a lower data
efficiency; however, since it is not likely to be
affected by the patterns of the adjacent blocks even when

its photographed image is out-of-focus or blur, the
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accuracy of light-dark determination of each cell is
improved. In fact, when an image of the two-dimensional
code having the separation space 23 and that of the two-
dimensional code without the separation space 23 are both
subjected tc binarization, blackening-cut of cells is
more likely to occur in the latter image. When the
photographed image is cut-cof-focus or blur, the cells are
each affected by the color of the surrounding cells. 1In
Fig. 4(B), whether a surrcunding cell of a given cell is
light or dark is substantially random. Those cells
surrounded by cells with largely different colors are
greatly affected and vice versa, and such non-uniformity
of the effects of the surrounding cells makes color
determination difficult. Explaining the celils
constituting a block by assigning them with letters "a"
to "i™ as illustrated in Fig. 3, because the two-
dimensional code of Fig. 4{A) has the separaticn space
23, the cells a, ¢, g and 1 are in contact with the
separation space at five cof the eight peripheral spots
and the cells b, d, f and h are in contact with the
separation space at three of the eight peripheral spots.
Thus, it can be said that the cells other than the cell e
are less likely to be affected by their surrounding cells
as compared to the case of Fig. 4(B). In addition, by
allowing each block to have 6-bit expression as described
below, cell e, which is likely to be affected, is no
longer evaluated and, since the cells a, ¢, g and i are
now in contact with a light cell at six of the eight
peripheral spots and the cells b, d, £ and h are in
contact with the a light cell at four of the eight
peripheral spots, it can be said that the cells are
further less likely to be affected by image blurriness or
fuzziness.
[0080]

In this manner, by arranging the separation space
23, the risk that the cells may not be properly

recognized due to blurriness or fuzziness can be reduced.
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[0081]
As for the peosition detection patterns, even the

smallest second position detection pattern 12D is a

square of 4 x 4 cell in size and the blocks of 3 x 3 cells
in size are separated by the separation space 23, a
pattern identical to any of the position detection
patterns does not appear in the data block. Therefore,

by arranging the separation space 23, the detection
process of the position detection patterns can be easily
carried out.

[0082]

In the first embodiment, the data capacity per block
can be selected separately for each type in accordance
with the resistance to data deterioration.

[0083]

Fig. 5 illustrates the types of data blocks used in
the first embodiment.

Fig. 5(A) illustrates a data type in which bits "a"
to "i" are assigned to each of 3 x 3 cells of a block so
that 9 bits can be expressed. 1In this case, one block
has an information capacity of 9 bits and is capéble of
expressing a value up to 2° = 0 to 511.

When analyzing the data type of Fig. 5(4), for a
binary image generated from an input photographed image,
the coordinate corresponding to the respective cells in
the image are calculated and it is determined whether the
value of the pixel of each coordinates is light ("1"™) or
dark ("0") to obtain a 9-bit wvalue per block. A method
of converting a photographed image into a binary image
will be described later.

[0084]

Fig. 5(B) illustrates a data type in which the
center of 3 x 3 cells of a block is fixed to be "1"
(light) and its surrounding eight cells jl1 to j8 are
designed to include four light ("1") cells and four dark

{("0™) cells. 1In this case, cne block has an information
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capacity of gCs = 70 patterns, which is about 6 bits (6-
bit expression).
[0085]

Fig. 5(C) illustrates a data type in which the

center cf 3 x 3 cells of a block is fixed to be "0V
{dark) and its surrounding eight cells 31 to J8 are
designed to include four light ("1") cells and four dark
{("0™) cells. 1In this case as well, cne block has an
information capacity of gCy = 70 patterns, which is about
6 bits (6-bit expression).

When the data type is 6-bit expression, beth (B) and
(C) can be used; however, the same data type is used on
the encoding and decoding sides.

When analyzing the data type of Fig. 5(B) or (C),
for a gray-scale image generated from an input
photographed image, the coordinate of the cells jl1 to j8
in the photographed image are calculated to obtain gray-
scale pixel values of the respective cells, which are
then sorted in the descending order. 1In this case, the
four light cells have high pixel wvalues and the four dark
cells have low pixel values. A method of Converting a
photographed image intc a gray-scale image will be
described later.

It is demanded that a two-dimensional code be
recognized under a variety of photographing envircnments.
Light has adverse effects on photographed images, such as
localized coleor changes and gradual color changes, and
these effects are the factors that make it difficult to
generate an appropriate binarized image from a
photographed image.

This method is advantagecus in that it does not
require a binary threshold. The method has an effect of
enabling to determine whether cells are light or dark
based on the relationships of the relative pixel values
of the cells, even without deriving & binary threshold.
In addition, also against localized strong color changes

caused by a spotlight or the like, since relevant cells
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are clustered into blocks and this increases the
probability of all of the cells to be uniformly affected,
even if the cells are entirely whitened, the
relationships of their relative pixel values are
maintained, sc that the code is highly like to be
recognized.

[0086]

In Figs. 5(B) and {(C), the central cell can be
arbitrarily set to have a value of "1" (light) cxr "Q"
(dark), and a data type in which the surrounding eight
cells jl to 38 are designed to include four light ("1™

cells and four dark ("0") cells is also possible. 1In

this case, one block has an information capacity of gC, x
2 = 140 patterns, which is abcut 7 bits (7-bit
expression).

In the analysis method of this data type, the
analysis of the surrounding cellis is carried out in the
same manner as in the case of 6-bit expression. In
addition, in the analysis of the center pixel, the pixel
value of the cell having the lowest pixel value among the
four points with high pixel values and the pixel value of
the cell having the highest pixel value amcng the four
points with low pixel values are defined as Gl and G2,
respectively, and the coordinates of the cell in the
center of the block in the phctographed image is
calculated. When the thus obtazined pixel value is not
smaller than (Gl + G2)/2, the central cell i1s determined
to be a light cell. Otherwise, the central cell is
determined to be a dark cell.

In this method, since the evaluation of the central
cell utilizes a threshold value obtained from the
analysis of the adjacent cells and it is highly likely
that the central cell and its adjacent cells are
subjected to substantially the same effects cf the
photographing environment, the code can be recognized
with high accuracy.

[0087]
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In Figs. 5(D1} to (D8), in each block, the central
cell is fixed to be light or dark (it is fixed tec be
light ("1") in these figures) and its surrounding eight
cells are composed of four cells each of light and dark,
with each of the eight cells being fixed to be light,
dark, dark, light, light, light, dark and dark in the
clockwise order, and the data extraction starts at the
position of an isolated light cell. 1In this case, since
8 patterns can be extracted, the data capacity is 3 bits
(3-bit expression). In crder to detect the position of
the isolated light cell in this pattern, an arithmetic
processing in which, from the cell at the starting
position, the brightness value cf each cell is added,
subtracted, subtracted, added, added, added, subtracted
and subtracted in the clockwise directicn, i1s performed
while sequentially rotating the starting position, and
the starting position which yields the maximum arithmetic
result is thereby determined. The thus determined
starting position is the position of the isolated light
cell. This arithmetic processing can also be performed
in the same manner with the light and dark cells being
reversed and, in this case, the starting position which
yields the minimum arithmetic result is determined.
[0088]

As described above, in the first embodiment,
according to the data-block-type data (2 bits) in the
format information blocks 17, any one cof the above-
described 9-bit expression, 7-bit expression and 6-bit
expression is selected. If necessary, 3-bit expression
may also be included in the selectable expressions.
[0089]

In the first embodiment, the version information
blocks and format information blocks, which record
important information, utilize a 20-pattern-expression
data type, which will now be described.

[0090]
Fig. 6 illustrates 20-pattern-expression data type.
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In Fig. 6, a reference number 31 represents a 20-
pattern-expression data block, and a reference number 32
represents any one of the first to fourth position
detection patterns. As illustrated in Figs. 6(A) and
(B), in the data block 31 arranged below or above the
position detection pattern 32, the cells of the center
column in the vertical direction are fixed to be dark-
light-dark (0, 1, 0), and the data are expressed by 6
bits of the cells ml to mé in the two columns on each
side. Further, by assigning 3 bits of the 6 bits to be
light and other 3 bits to be dark, sC;3 = 20 patterns are
expressed. The cell data of the blocks illustrated in
Figs. 6(A) and (B) are detected by scanning the blocks in
the vertical direction. Further, as illustrated in Figs.
6(C) and (D), in the data block 31 arranged to the right
or left of the position detection pattern 32, the cells
of the center column in the lateral direction are fixed
to be dark-light-dark (0, 1, 0Q0), and the data are
expressed by 6 bits of the cells ml to m& that are in the
two columns above and below the center column. By
assigning 3 bits of the 6 bits to be light and cther 3
bits to be dark, ¢C3 = 20 patterns are expressed. The
cell data of the blocks illustrated in Figs. 6{C) and (D!
are detected by scanning the blocks in the lateral
direction.

By using this data type, even in a condition where
the ccde version and the cell size are unclear in the
analysis, as long as the positicn of a position detection
pattern in a photographed image is determined, data can
be extracted from the data biocks. When the version and
the cell size are unclear, even if the coordinates of a
position detection pattern in a photographed image is
known, the data block coordinate cannot be calculated.
However, data blocks can be found by scanning in the
direction from a position detection pattern toward its
adjacent position detection pattern (the first and second

position detection patterns are adjacent to the third and
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fourth detection patterns). 1In Fig. 6(A}, scanning is
performed toward the center of the data block in the
direction perpendicular to the lower side of the position
detecticn pattern represented by the reference number 32.
The scanning starts immediately below the position
detection pattern, first hitting the dark cell on the
upper side of the center column. Continuing the
scanning, the scanning line hits the light cell, then the
dark cell, and finally the light cells of the separation
space. By this, the coordinate of the cells in the
center column and the number of pixels per cell of the
data blecck can be calculated. Consequently, the
coordinates of other cells in the data bleck are also
easily determined, so that the data represented by the
data block can be obtained.

[0091]

The version information blocks and format
information blocks are data blocks that are important in
the analysis process. A 20-pattern expression is carried
out by arranging these data blocks tc have such
positional relationships with respect to each position
detection pattern as illustrated in Fig. 6. As a measure
against contamination and localized noises caused by a
spotlight or the 1ike, the same information is maintained
in the information blocks at two spots and in the format
informaticn blocks at three spots.

[0092]

Fig. 7 illustrates an example of a two-dimensional
code generated in accordance with the two-dimensional
code of the first embodiment. The two-dimensional code
of Fig. 7 is a 11 x 11 block two-dimensional code having
43 x 43 cells, and its versicn is 3 x 3. The two-
dimensional code of Fig. 7 does not have any design
region, and no design is embedded therein. Therefore, no
design-embedding information block is necessary.

[0093]

Fig. 8 illustrates another example of a two-
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dimensicnal code generated in accordance with the two-

dimensicnal code of the first embodiment. The two-
dimensicnal ccde of Fig. 8 is a 15 x 15 block two-
dimensicnal code having 59 x 59 cells, and its version is

5 x 5. The two-dimensional cocde of Fig. 8 contains a
rectangular design region having diagonal corners at
block cocrdinates of (2,5) and (11,8), in which design
reglion an image describing an ID code and a product name
is placed. By this, users can discriminate the ouiline
of the subject fTo be recognized even before the code is
recognized.

[0094]

The position detection patterns, those having
various shapes can be used, and the two-dimensional code
can also take a variety of sizes and the like.

Fig, 9 illustrates a two-dimensional code acccrding
to the second embodiment. The two-dimensional code of
the second embodiment is different from that of the first
embodiment in terms of the following points.

[0095]

(1} A first position detection pattern 52A has only
a square frame composed of dark cells with no square
being arranged therein. In addition, second and third
position detection patterns 52B and 52C both have a
rectangular shape that is nearly a sguare. A fourth
position detection pattern 52D has the same shape as that
of the positicn detection pattern 12D of the first
embodiment.

[0096]

(2} The block size and the block constitution are
different. Particularly, the block constitution of the
outer parts sandwiched between the position detectiocn
patterns in both the lateral and vertical directions is
different. In these parts, a series of blocks, which are
twe vertical information blocks 55, two lateral version

information blocks 56, three format information blocks
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57, two vertical design-embedding information blocks 58,
two lateral design-embedding information blocks 59, and
positicn correction patterns 54A and 54B, is arranged.
The remaining blocks €0 are composed of actual data
blocks, error correction code blocks, blocks having
position correction patterns, and design-embedding
region(s) .
[0097]
Other parts are the same as those of the first
embodiment; therefore, description thereof is omitted.
Fig. 10 illustrates an example of a two-dimensional
code generated in accordance with the two-dimensional
code of the second embodiment.
[0098]

Fig. 10(A} illustrates a 8 x 8 block two-dimensional

code having 36 x 36 cells. The two-dimensiocnal code of
Fig. 10(A) contains a rectangular design region having
diagonal corners at block coordinates cof (2,2) and (5,5},
in which design region a high-resolution multi-valued
image is placed. This enables the two-dimensional code
to have an improved impression and to draw attention.
[0089]

Fig. 10(B) illustrates a 8 x 8 block two-dimensional

code having 36 x 36 cells. The two-dimensional code of
Fig. 10(B) contains a rectangular design region having
diagenal corners at block coordinates of (2,3) and (5,4),
in which design regicn an image of numbers is placed.
[0100]

There are various sizes and forms of two-dimensional
codes and any of them can be applied to the two-
dimensional code ¢f the present invention.

[0101]

Fig. 11 illustrates modification examples in which
the position detection patterns of the two-dimensiocnal
code of the second embodiment are applied as two-

dimensicnal patterns of different sizes and shapes. A
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reference number 53 represents the data region.
[0102]

Fig. 11(A) illustrates an example of a square-form
small two-dimensional code.

Fig. 11{B) illustrates an example of a two-
dimensional code similar to the two-dimensional code of
the seccond embodiment.

Fig. 11(C) illustrates an example of a rectangular
two-dimensional code.

[0103]

Fig. 11 (D) illustrates an example of a rectangular
two-dimensional code in which a fifth position detection
pattern 52FE is added in the center. The fifth position
detection pattern 52E is in a form similar to that of the
first detection pattern 12A of the first embodiment which
has a square frame and a square therein.

[0104]

Preferred forms of the position detection patterns
will now be examined.

In the present invention, the following points are
desired for the position detection patterns: (1) the four
types of positicn detecticn patterns can be distinguished
from one another based on the shape, size or orientation
cn the two-dimensional code; (2) the types of the
position detection patterns can be distinguished from one
another using a simple algorithm; (3} for the thus
distinguished position detection patterns, a combination
thereof is easily determined (which contributes to high-
speed recognition); (4) the position detecticn patterns
have a reduced cell size; (5) the position detection
patterns can be easily distinguished from a projected
image other than the image of the two-dimensional code;
and (6) no other position detecticon pattern appears
within the two-dimensional code.

It can be said that the position detecticon patterns
of Fig. 2 and Fig. 9 satisfy these matters.

[0105]
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Square and rectangular position detection patterns
having various combinations of frame width and
identification space width, i.e. cell size, were
generated. The thus generated position detection
patterns were photographed such that the resulting images
were blur and fuzzy, and the images were binarized to
test whether or not the position detection patterns could
be distinguished. Consequently, 1t was discovered that
the position detection patterns could be easily
distinguished from other projected images, depending on
the presence or absence of an identification space inside
the frame; that a single-cell space and a single-cell
square therein are easily affected by blurriness; and
that the width of the outer frame does not largely affect
the tolerance to blurriness.

[0106]

From these results, it was discovered that a sqguare
or rectangular frame having a two-cell identification
space inside is useful. The reascn for this is believed
as follows. In a two-dimensional ccde in which the
smallest cell represents 1 bit, when blurriness or
fuzziness occurs over an area of one cell or larger, even
if the pcesitions of the patterns could be detected, data
cannot be acquired. Under normal photegraphing
conditions, blurriness or fuzziness rarely ogcurs over an
area of cne cell or larger; therefore, an identification
space of two cells in size can handle single-cell
blurriness and fuzziness in all directions.

[0107]

The second position detection pattern described in

the first embodiment, which is a sguare of 4 x 4 in cell
size, has a constitution of the minimum cell size that
has the above-described space.

The first position detection pattern has a
constitution in which a single-cell-width frame, a two-
cell space and a two-cell square are layered. When the

center of this position detection pattern is scanned,
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regardless of its orientation, a dark-light-dark-light-
dark pattern is obtained, which is clearly different from
the second position detection pattern and noises.

[0108]

As for the forms of the third and fourth position
detection patterns, it is desired that the frames of the
position detection patterns exist on the extension of the
frames of other position detection patterns. By this,
when a position detection pattern is missing, the
accuracy of estimating the coordinates of the missing
position detection pattern can be improved.

The ferms of the third and fcurth position detection
patterns cof the first embodiment comply with these

conditions. Since these position detection patterns are

each tilted by 90° and have an aspect ratioc that is
different from thecse of the first and second position
detection patterns, the third and fourth position.
detecticn patterns can be easily distinguished from the
first and second positicn detection patterns.

[0109]

The second embodiment has a constitution in which
the cell size occupied by the position detecticn patterns
is the smallest. The first and second position detection
patterns have the same shape but different sizes, with

the second position detection pattern having a size of 5

x 5 cells. For the same reason as described above, the
third and fourth position detection patterns are
generated.

These position detection patterns have a cell size
cf 16 + 64 + 32 + 32 = 144 cells in the first embodiment
and 16 + 25 + 20 + 20 = 81 cells in the second
embodiment.

Despite the two-dimensional code illustrated in Fig.
1 has position detection patterns only at three spots,

these three position detection patterns have a cell size

of 7 x 7 x 3 =147 cells, which is larger than those of
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the embodiments of the present inventicn.
[0110]

The first embodiment has a larger cell size than the
second embodiment; however, the position detection
patterns of the second embodiment all have similar areas
in size and their detection accuracy is thus likely to be
affected when they are photographed at an angle.
Meanwhile, in the first embodiment, the first and second
position detection patterns have different forms and the
third and fourth position detection patterns are in
different orientations. The first and second position
detection patterns are different from the third and
fourth position detection patterns in terms of the aspect
ratio. These position detection patterns can be
adequately distinguished even when they are photographed
at an angle, which 1s a constituticon useful for
distinguishing the position detection patterns.

[0111]

Further, around each of the position detection
patterns of Fig. 2, light cells are arranged as a Z2-cell
blank space. Recognition of the two-dimensicnal code of
Fig. 1 regquires a quiet zone arcund the printed code, and
this guiet zone is regarded as a part of the code. 1In
contrast, the accuracy of recognizing the two-dimensicnal
code of the first embodiment is not affected regardless
of the type c¢f a print placed around the ccde. Mocreover,
as in the second embodiment of Fig. 9, a blank space can
alsc be arranged outside the code in the same manner as
for the cocde of Fig. 1.

[0112]

Still, in the spirit of the present invention,
position detection patterns of other forms can also be
used and various modifications can be made.

Fig. 12 illustrates four position detection patterns
of each modification example.

Fig. 12(A) illustrates an example where one large 5

circular frame, two elliptical frames with different
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orientations and one small circular frame constitute four
position detection patterns.
[0113]

Fig. 12(B) illustrates an example where one large
circular frame having a smzll circle inside, two
elliptical frames with different orientations and one
small circular frame constitute four position detection
patterns.

Fig. 12(C) illustrates an example where one large
crcss, two crosses, which are extended in only one
directicn but have different directiocns of the extension,
and one small cross constitute four position detection
patterns.

[0114]

Fig. 12(D) illustrates an example where one large L-
shaped pattern, two L-shaped patterns, which are extended
in only one direction but have different directions of
the extension, and one small L-shaped pattern constitute
four position detection patterns. These L-shaped
patterns are all in the same orientation and their
rotational direction can be determined from the corner
position. These L-shaped patterns may also be rotated by
90°.

[0115]

Fig. 12(E) illustrates an example where one large
triangular frame, two triangular frames, which are
extended in conly one direction but have different
directions of the extension, and one small triangular
frame cconstitute four position detection patterns.

Fig. 12 illustrates only some of the possible
examples, and position detection patterns of other
various forms can be used as well.

[0116]

Next, the process of generating the two-dimensiocnal
codes of the first and second embodiments (encoding
process) will be described.

Fig. 13 illustrates an example of a client-server
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configuration, which is a hardware configuration of a
system for generating and providing a two-dimensiocnal
code upon a request.

[0117]

The generating system comprises: a user hardware
which is operated by a user who determines the
specifications and reguests a two-dimensional ccde to be
generated; and a system hardware which generates and
provides the requested two-dimensional code.

[0118]

The user hardware comprises: a user processing unit
61, such as a computer; and a memcry device 62, such as a
magnetic disk.

The system hardware comprises: a system processing
unit 65, such as a computer; and a memcory device 66, such
as a magnetic disk.

[0119]

The user processing unit 61 and the system
processing unit 65 are configured to enable communication
therebetween, being connected through a communication
line or the like. _

Printing is performed on the user side; however, it
may also be performed on the system side or at other
printing place. A two-dimensional code may be printed on
any medium such as a sheet of paper, a resin plate or a
casing surface. A design to be embedded may be printed
on the medium in advance, and a two—dimensicnal code is
printed after setting the medium such that the printed
design to be embedded is fitted into the design region.
[0120]

Any printing apparatus can be employed as long as it
is capable of printing a two-dimensional code on the
above-mentioned media, and the printing apparatus may be,
for example, a simple printer, a precision printers, or
other printing apparatus capable of performing not only
monochrome printing but also coler printing. The

generated two-dimensional code may also be transmitted as
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two-dimensicnal code data to the user via the
communication line, withcut being printed. The user, as
reqguired, then transmits the data to a third party
display or the like so that the generated two-dimensional
code is displayed.

[0121]

Fig. 13 illustrates an example of generating system
having a client-server configuration; however, the
generating system is not restricted thereto. A variety
of modifications can be made and the generating system
may take, for example, a configuration in which a two-
dimensional code is issued by an encoding scftware on a
client's PC and then printed by a USB-connected printer,
or a configuration in which a two-dimensional code is
issued from a hand-held terminal printer.

[0122]

Figs. 14 to 16 are flow charts illustrating the
procedures of the encoding process in which a user
accesses the system hardware via the user hardware and
generates a desired two-dimensional code.

[0123]

In the step S10, the user initiates the main
encoding process.

In the step S11, the user inputs a message(s) to be
recorded in a two-dimensional code.

In the step S12, the user decides whether or nct to
embed a design into the two-dimensicnal code. If the
user decided to embed a design, the user proceeds to the
step 513 and, if the user decided not to embed a design,
the user proceeds to the step 515, which is carried out
in the system side. In the latter case, the user
processing unit 61 notifies the system processing unit 65
about the message(s) and the absence of design to be
embedded.

[0124]

In the step 513, the user inputs the position of the

block into which the design is embedded (design-embedding
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cffset width, design-embedding offset height, design-
embedding width and design-embedding height). The user
processing unit 61 notifies the system processing unit 65
about the input message(s), the presence of a design to
be embedded and the position of the block(s) into which
the design is embedded.

[0125]

In the step 514, in the system side, the block size
of the design is determined based on the transmitted
block positicn.

In the step 515, the bleock size for recoding the
transmitted message{s) 1s determined.

[0126]

In the step 516, the minimum vertical version is
calculated for all lateral versions. In this
calculation, from a value obtained by multiplying the
number of vertical blocks by that of lateral blocks, the
number of the position detection pattern klocks, the
version information blocks and the format information
blocks as well as, when a design is embedded, the design-
embedding informaticn blocks, the blocks corresponding to
the design-embedding region and the positicn correction
pattern blocks, is subtracted to determine the number of
remaining blocks. Further, from this number of blocks,
the number of error correction code blocks arranged to
attain a certain error correction rate 1is subtracted, and
the size of the message-recording actual data blocks that
can be contained is indicated in a table form. The
system processing unit €5 transmits the thus calculated
table data to the user prccessing unit 61.

[0127]

In the step S17, a table of the vertical-lateral
versions 1s indicated to the user, and the user
determines which version te be used. The user processing
unit 61 transmits the thus determined vertical-lateral
version to the system processing unit 65.

In the step 818, in the system side, based on the
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transmitted vertical-lateral wversion and the blcck size
corresponding to the design-~embedding region, the block
size of the actual data is determined.

[0128]

In the step 815, in the system side, based on the
transmitted vertical-lateral version and the block size
corresponding to the design-embedding region, the bklock
size of the error-correcting cocde is determined.

In the step S20, in the system side, the pcsitions
of the versicon information blocks and format information
blocks are determined. In addition, when & design is
embedded, the positions of the design-embedding
information blocks and design-embedding region blocks are
also determined.

[0129]

In the step §21, in the system side, it is
determined whether or not a design is embedded. When a
design is embedded, the system proceeds tc the step 522,
while when no design is embedded, the system proceeds to
the step S2Z23.

In the step 522, the design-embedding information
blocks are arranged at prescribed positions on the code
image part.

[0130]

In the step 523, the position detection patterns and
the position correction patterns are arranged on the
image part.

In the step S24, the version information blocks and
the format information blocks are arranged on the image
part.

[0131]

In the step S25, a message header is added to each
messadge.

In the step 826, it is determined if there is still
a space left for putting data. When there is a space
left, the system proceeds tc the step 327, while when

there is no space left, the system proceeds to the step
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S29.

In the step 827, an end message header (end flag) is
added to the end of the message data.
[0132]

In the step S28, padding is added tc the remaining
actual data region.

In the step S29, the actual data are made into
blocks and arranged on the image part.

In the step S30, the error correction code blocks
are arranged on the image part.

[0133]

In the step 31, the system processing unit 65
outputs and transmits a code image generating in the
above-described manner to the user processing unit 61.

In the step 32, in the user side, it is determined
whether or not a design is embedded. When a design is
embedded, the user proceeds to the step S33, while when
no design is embedded, the user proceeds to the step S34
to finish the encoding process.

[0134]

In the step 833, a wheole image is generated by
integrating the transmitted code image with the data of
the design to be embedded into the block(s) of the
design-embedding region. The embedding of the design may
also be performed by the system processing unit in the
form of, for example, data attachment.

In the step 534, the main encoding process is
finished.

In the above-described embodiment, the user side has
the design data; however, the design data may be stored
in the system side and specified by the user.

[0135]

Fig. 17 illustrates a hardware configuration of a
two-dimensional code analyzer which reads out and
analyzes the two-dimensional cocde of the first
embodiment.

[0136]
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The two-dimensicnal code analyzer comprises: a
reading unit 70; a computer (two-dimensional code
analysis/processing unit) 74; a display 75; and a
communication interface 76. The reading unit 70
comprises: a lens 71; an image sensor 7Z2; and an analog-
digital converter (AD) 73, and ocutputs digital image data
of photographed two-dimensional code to the computer 74.
The two-dimensicnal code analyzer illustrated in Fig. 17
is widely used and, in recent years, portable terminals
have also realized the same functions as those of the
twe-dimensional code analyzer.

[0137]

Pigs. 18 to 20 are flow charts illustrating the
procedures of the decoding prccess in which two-
dimensional ccdes photographed (taken) by the user are
analyzed. This decoding process assumes a case where
plural two-dimensional codes are projected on a single
screen. The decoding process consists of a main analysis
process and an information extraction process. First,
the main analysis process will be described.

[0138]

In the step $101, the main analysis process is
initiated.

In the step 5102, photcgraphed images of two-
dimensional codes are input.

[0139]

In the step S103, binary images of each input
photographed image are generating. As for the
binarization method, when the input photographed image is
a color image such as an RGB image, it is once converted

intc a gray-scale image. An average of the maximum and

minimum brightness values in the image is taken as a
threshold value, and pixels with a value of not less than
the threshold value are defined to be "light" and pixels
with a value of less than the threshold wvalue are defined
to be "dark". The gray-scale conversion of the coclor

image is carried out using the RGB values of the
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respective pixels, in accordance with a conversion
formula: Brightness = 0.299R + (0.587G + 0.114B. The
conversion method is not restricted to the above-
described one as there have been proposed a variety of
methods for conversion of a color image into a gray-scale
image as well as for further conversion of the gray-scale
image into a binary image.
[0140] |

In the step 5104, candidate position detectiocn
patterns are detected. Specifically, starting at an
upper left pcint of the image, the image is scanned in
the X direction and, once recaching the right edge, the
image is scanned in the X direction from the left edge
starting at several pixels below. In cocther werds,
several pixels are omitted from the scanning. This
scanning operation is repeated for the entire image. The
number of the omitted pixels is: (Maximum number of
omitted pixels) = (Minimum cell height of position
detection pattern) x (Number of pixels per cell in
photographing). Taking into consideration the rotaticn
of the code as well, the minimum height of a position
detection pattern refers to the minimum cell size in the
Y direction that can be obtained by rotation of the
position detection pattern and, in the present
embodiment, the upper-left second position detection
pattern in an unrotated state has a minimum height of 4
cellis. When the number of pixels per cell in
photographing is less than 1, even in an ideal image, it
is difficult to distinguish a light cell from a dark

cell. Considering displacement and rotation of cells in

actual photographed images, it is desired that each cell
have at least 3 pixels. When each cell has 3 pixels, the
maximum number of the omitted pixels in the above-
described case is 12 and the number of the image scanning
operations is thus 1/12 of the total number of the
pixels, so that the number of the scanning operations can

be largely reduced.
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[0141]

In the step 5105, the candidate position detection
patterns are examined. Specifically, when a boundary
between light and dark parts is found, the periphery of
the dark part is scanned. In this process, the minimum
and maximum X and Y coordinates of the dark part are
determined. As a result, the circumscribing rectangle of
the dark lump can be obtained. The upper left
coordinates of this rectangle is represented as "(x1,y1)"
and the lower right coordinates is represented as
"(x2,y2)". Once the periphery is scanned, ho more
scanning thereof is necessary.

[0142]

Even 1f such periphery exploration is performed, the
number of the image scanning operations can be
sufficiently reduced. One example of worst case where
the processing time becomes the longest due to such
periphery exploration is when one-pixel vertical stripes
are arranged at one-pixel intervals. However, such a
case does not occur in the first place and, even 1f it
did, the number of the perimeter exploration operations
can be maintained to be the same as the number cf the
scanning operations required for scanning all pixels
once; therefore, the number of the scanning operations is
not increased. The same also applies to other worst case
scenarios.

[0143]

In the case of the two-dimensional ccde of Fig. 1,
the position detection patterns can be detected by
exploring parts having a dark-light-dark-light-dark ratio
of 1:1:3:1:1, which means that the position detection
patterns can be found by cne-time scanning. When the
photographed cecde is tilted at an angle of 45°, the ratio
of 1:1:3:1:1 can be obtained only when the code is
scanned diagenally. The photcegraphing orientation is
freely selected in many cases; therefore, the orientation

of the prhotographed code can be in any rotational
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position of 360°. In such cases, the number of the
omittable scanning operations is small, and it cannot be
increased because the actual rotaticnal position is not
known.

[0144]

Fig. 21 illustrates checking of the shapes of the
candidate position detection patterns.

Next, the forms of the candidate positicon detection
patterns are checked. The position detection patterns of.
the two-dimensiocnal code of the first embediment all have
a frame shape, i.e. a hollowed shape. Thus, the presence
or absence of a hole is verified. With the starting
point being set at the central point con the left side of
the circumscribing rectangie (x1,{yl + y2)/2) and the end
point being set at (x2, (yl + y2)/2), scanning is
performed in the x-axis direction. In this process, it
is confirmed that the following condition (1) cor (2) is
satisfied.

[0145]

(1) The presence of a dark-light-dark seguence is
confirmed. It is also confirmed that the pixel in the
center between the leftmest first dark pixel (1xl) and
the rightmost second dark pixel (rxl) is light.

(2) A dark-light-dark-light-dark pattern is
searched. It is conformed that the pixel in the center
between the leftmost first dark pixel (1lx2) and the
rightmost second dark pixel (rx2) is dark.

[0146]

Further, in the case of (1), as illustrated in Fig. !
21(A), scanning is also performed in the wvertical
direction from the center coordinates ((1lxl + rxl}/2, {yl
+ y2)/2). The scanning of the upper part yields a light-~
dark-light sequence (end point: ((ix1l + rxl)/2),yl-1)),
and the scanning of the lower part also yields a light-
dark-light sequence (end point: ((1xl + rx1)/2),y2 + 1)).
It is confirmed that the middle point between the y-

coordinates (tyl), which is at the boundary of dark and
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light on the upper side, and the y-coordinates (byl},
which is at the boundary of dark and light on the lower
side, has substantially the same ccordinates as that of
the light pixel in the center,

[0147]

In the case of (2) as well, as illustrated in Fig.
21(B), scanning is also performed in the vertical
direction from the center coordinates ((1x2 + rx2}/2, (vl
+ y2)/2). The scanning of the upper part yields a dark-~
light-dark-light sequence (end pecint: ({1x2 + rx2}/2),yl-
1)), and the scanning of the lcwer part alsc yields a
dark-light-dark-light sequence (end point: ((1lx2 +
rx2)/2),y2 + 1)). It is confirmed that the middle point
between the y-cocordinates (ty2), which is at the boundary
of the second dark part and the second light part on the
upper side, and the y-coordinates (by2), which is at the
boundary cf the second dark part and the second light
part on the lower side, has substantially the same
coordinates as that of the light pixel in the center.
[0148] '

By the above-described processing, the first
position detecticn pattern having a dark part in a frame
(a square in a square frame) can be distinguished from
the second to fourth position detection patterns having
only a frame (a sgquare cor rectangular frame: box-form).
[0149]

A pattern that does not satisfy the condition of (1)
or (2) is not a position detection pattern.

Next, the apexes of each position detection pattern
are explored. Each position detection pattern is scanned
in the x-axis direction from the upper-left coordinates
(xl,y1l) of the circumscribing rectangle to the
coordinates (x2,yl). The coordinates of the first dark
point coming intoc contact is designated as "vortex 1"
(vxl,vyl). The position detection pattern is then
scanned in the y-axis direction from the upper-right

coordinates (x2,yl) to the coordinates (x2,vy2). The
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coordinates of the first dark point coming into contact
in this scanning is designated as "vertex 2" (vxZ,vy2).
The position detection pattern is further scanned in the
cpposite x-axis direction from the lower-right
coordinates (x2,y2) to the coordinates (x1,vy2). The
coordinates ¢f the first dark point coming intc contact
in this scanning is designated as "vertex 3" (vx3,vy3).
Thereafter, the position detection pattern is scanned in
the opposite y-axis direction from the lower-left
coordinates (x1,v2) to the ccordinates {x1,vyl). The
coordinates of the first dark point coming into contact
in this scanning is designated as "vertex 4" (vx4,vy4).
The vortexes 1 to 4 should form a rectangle (including a
square). If not, the scanned pattern is not a positicon
detection pattern. Description of Fig. 21{(B) is omitted.
[0150]

Subsequently, the aspect ratio of the rectangle is

examined. The length of one side of the rectangle is

determined as ({vxl - wvx2) x (vl - vxZ) + (vyl - vy2) X
(vyl - wvy2))Y?, and the length of the other side is

determined as ({vx2 - vx3) x (vx2 - vx3) + (vy2 - vy3) X
(vy2 - vy3))Y¥2. When the rectangle has an aspect ratio,

{long side}: (short side), of 1:1 and the form of (1), it
is the second pcesition detection pattern; when the
rectangle has an aspect ratio, (long side): (short side),
of 1:1 and the form of (2), it is the first position
detection pattern; and when the rectangle has an aspect
ratio, {long side):{short side), of 1:2 and the form of
(1), it is the third or fourth position detection
pattern. So far, these three types of pecsition detection
patterns can be distinguished from each other.

[0151]

Next, the area of each position detectiocn pattern is
determined. It is noted here that this "area" refers to
the area of the outer rectangular frame and thus includes
the area of the inside space. 1In the case of the first

position detection pattern, the area of the square inside
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the frame is also included. The area of each position
detection pattern can be determined by subtracting the
areas c¢f the four right-angled triangles including the
four corners from the area of the outer rectangle: Area =
(x2 - x1) %x (y2 - y1) - (vl - vxd) x (vyd - wvyl)/2 - (vx2
- vx1) x (vy2 - vyl)/2 - (vx2 - vx3) x {(vy3 - vy2)/2 -(vx3
- vxd) x (vy3 - vy4d)/2.
[0152]

Then, the rotaticn angle is determined. For the

first and second position detection patterns, since they
are squares and a tilt of 90° or larger thus cannot be

detected, a tilt angle is determined up to 90°. The angle
is expressed in terms cof clockwise rotation.

0 = arctan{(vy2 - vyl)/(vx2 - vxl))

{(wherein, 0 represents a rotation angle)
[0153]

For the third and fourth position detection

patterns, the rotation angle is determined in a range of
0° to 180°. For the third position detection pattern, the
distance between two coordinate is defined by & function:
Length (x1,yl,x2,y2) = ({x2 - x1)% + (y2 - y1)HY2, 1In a
range of 0° to 45°, length {vxl,vyl,vxZ2,vy2) > length
{vd,vyd,vxl,vyl) and (x2 - x1) > (y2 - yl1), and the
rotation angle is determined by: 6 = arctan((vy2 -
vyl)/(vx2 - vxl1)). 1In a range of 45° to 90°, length
{vxl,vyl,vx2,vy2) > length (vx4,vyé,vxl,vyl) and (x2 -
x1l) < (y2 - yl), and the rotation angle is determined by:
0 = arctan((vy2 - wvyl)/(vx2 - vxl)). In a range of 20° to
135°, length (vx1l,vyl,vx2,vy2) < length (vx4,vyi,vxl,vyl)
and (2 - xl) < (y2 - yl), and the rctation angle is
determined by: 6 = arctan(({vy2 - vyl)/{vx2 - vxl1l)) + 90°.
In a range of 135° to 150°, length (vxl,vyl,vx2,vy2) <
length (vx4,vyd,vxl,vyl) and (x2 - x1) > (vZ2 - yl}, and
the rotation angle is determined by: 8 = arctan((vy2 -

vyl)/(vx2 - wvxl)) + 90°. The rotaticn angle 0 of the
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fourth position detection pattern is also determined in
the same manner.
[0154]

Next, the center coordinates of the position
detection patterns are detected. The center coordinates
is defined as the center cof the circumscribing rectangle,
which is ((x1 + x2}/2(yl + y2)/2).

By the above-described operations, the examination
cf the candidate position detection patterns is
completed.

[0155]

In the step S106, the position detection patterns
that have already been differentiated into three types
are sorted in the descending corder of area for each type.
[0156]

In the step S107, a combination cof the four types of
position detection patterns is generating. First, among
the candidates for the first position detection patterns,
one which has the largest area is selected. With the
area of this first position detection pattern being
defined as 5, a candidate for the second position
detection pattern which as a combination of an area of
S/4 and the same rotation angle is searched. Once the
second positicn detection pattern is found, candidates
for the third and fourth position detection patterns that
have an area of 5/2 are searched. Further, a combination

cf a candidate having the same rotation angle and a

candidate having a rotation angle different by 90° is
searched.
[0157]

When a plurality of two-dimensiocnal codes are
projected con a single screen, considering all kinds of
combinations of the candidate position detection
patterns, there is an enormous number of possible
position detection pattern combinations. As in the
present invention, by using position detection patterns

that are all different from each other, the number of
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possible combinations can be largely reduced. In
addition, by applying the characteristics determined in
advance, such as shape, area and rotaticn, the
comkbinations can be further narrowed down with simple
comparative mathematical operation. This operation will
be described later.

[0158]

In the step 5107, it is determined whether there is
or i1s not any combination of the four position detection
patterns left unexamined. If there is, the operation
proceeds to the step 8108 and, if not, the operation
proceeds tc the step 5112.

[0159]

In the step S108, information is extracted from
combined position detection patterns that are considered
to belong to the same two-cdimensicnal code. This process
will be described later referring to Figs. 19 and 20,
[0160]

In the step 8109, depending on the result of the
information extraction, when the extraction was
successful, the operation proceeds to the step 5110,
while when the extraction failed, the combination of
position detection patterns for which the extraction
failed is excluded, and the operation returns back to the
step S1C7.

[0161]

In the step S110, the message of the successfully
extracted information 1is saved.

In the step 5111, the candidates used for the two-
dimensional pattern from which data were successfully
extracted are excluded from the candidate pesition
detection patterns, and the operation returns back to the
step S107. When an unused candidate position detection
pattern is included in the range of the two-dimensional
pattern from which data were successfully extracted, it
is also excluded from the candidates.

[0162]
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By repeating the steps S107 to S111, the analysis of
projected two-dimensional codes is completed. When there
are still candidate position detection patterns that have
not been excluded, for combinations of two or more
therecf, the information extraction of the step S108 may
be carried out. This will be described later.

[0163]

In the step $112, an analysis completion message is
transmitted tc the calling source.

In the step 8113, the main analysis process is
finished.

[0164]

Next, the information extraction proccess of the step
S108 will be described referring to Figs. 19 and 20.

In the step $S200, information extraction is
initiated.

In the step S201, the relationship of four position
combination patterns in a given combination is checked.
This checking is done by determining whether the below-
described conditions (a) and (b} are satisfied. When any
of these items is not satisfied, the presence of a
problem is assumed and the information extraction process
is terminated.

[0165]

First, the center coordinate of the first, second,
third and fcurth positicn detection patterns are defined
as ptl, pt2, pt3 and pt4, respectively, and these points
are then connected in the order of ptl, pt3, pt2, ptd4d and
ptl. A rectangle is thereby obtained when the
combination of the four position detection patterns is
correct.

[0166]

(a) All of the corners have a right angle.
[0167]

(b} The opposing sides have the same length (1:1).
[0168] '

In the step 5202, the presence or absence of a
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problem is determined based on the result of the above-
described checking. When there was a problem, the
operation proceeds toc the step 5203 where a flag
indicating failed information extraction is placed, while
when there was no probklem, the cperation proceeds to the
step S5204.
[C169]

In the step S204, from any one of the position
detection patterns, the number of pixels per cell is

determined. In the case of the second positiocn detection

pattern, it has an area of 4 x 4 = 16 cells, and the
number of pixels per cell is determined by an equation:
Number of pixels per cell = ((area) /16) V2.

[0170]

In the step 5205, the distance between the center
ceocordinate of adjacent position detection patterns is
measured in each of the vertical and lateral directions
and the thus obtained distance values are ecach divided by
the value determined in the step 5204, thereby the cell
size of the two-dimensicnal code in the vertical and
lateral directions can be determined. With the thus
obtained lateral distance between the center coordinate
being defined as "d" pixels and the number of pixels per
cell being defined as "p" pixels/cell, the lateral cell
size of the code is determined by an eguation: Cocde
lateral cell size = d/p + (4 + 6). The vertical cell
size is also determined in the same manner.

[0171]

In the step 5205, based on the thus determined cell
sizes, the wversicn of the two-dimensiocnal code 1is
tentatively decided. The version number stepwisely
increases every 8 cells. Since the lateral cell size of
the cecde is determined by an equation: Code lateral cell
size = lateral version x 8 + 19, the lateral versicn of
the code can be determined by modifying this equation to:
Lateral version = (cell size - 19)/8. The thus obtained

lateral version number is used as a tentative lateral
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version. When there is no version that matches the cell
size, a version with the closest cell size is designated.
The tentative vertical version 1s alsc decided in the
same manner. The reason why the thus decided versions
are tentative is because the possibility that accurate
values are not obtained due to photographing at an angle,
bending of the printed paper or the like is taken inteo
consideraticn. The version information blocks are also
used in combination so that accurate values can be
obtained.

{0172]

In the step $206, by scanning the twce-dimensional
code in the directions of each position detection pattern
to its adjacent position detection patterns, the
coordinates of the cells constituting the version
information blocks and format information blocks in the
photographed image are detected.

[0173]

In the step $207, the (vertical and lateral) versicn
information blocks are analyzed. As a result, the _
vertical and lateral versions are determined. Failure of
the analysis leads to termination of the operation. As
described above, the versicn infeormation blocks and the
format informaticn blocks each indicate 20 values. As
the vertical and lateral version infocrmation blocks, each
type is arranged at two spots. When the values that are
read out from the vertical and lateral version
information blocks each arranged at two spots are
identical tco at least two of the three values of the
tentative version information cbtained from the code
width, the code height and the position detection pattern
size, those values are adopted.

[0174]

In the step 5208, the format information bleccks are
analyzed. The presence or absence of a design to be
embedded and the data embedding method for each block are

thereby determined. Failure of the analysis leads to
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termination of the operation. The format information
blocks are arranged at three spots and, when two or more
thereof yielded the same results, these results are
adopted.

[0175]

In the step 5209, the coordinates of a position
correction pattern is calculated and the coordinate of
each cell in the image of the two-dimensiocnal code are
determined with high precision. Although the cocrdinate
of the cells have already been derived, the pocsition
correction pattern allows the effects of lens distortion
to be reduced. Since the coordinates of the pesition
correction pattern in the image have already been
determined, it is confirmed that the point at the
coordinates is dark. Then, starting from this pcint,
scanning is performed toward the right-hand side to find
the boundary of dark and light pixels, and the periphery
thereof is then scanned in the same manner as in the step
S105. With the upper-left and lower-right coordinate of
the circumscribing rectangle being defined as (xl,yl) and
(x2,y2), respectively, the center coocrdinates are
obtained as ({x1 + %x2}/2,{yl + y2)}/2)}.

[0176]

In the step 210, the presence or absence of a design
to be embedded in the format information blccks is
determined. When the presence was determined, the
operation proceeds to the step 5211, while when the
absence was determined, the operaticn proceeds to the
step S5212.

[0177]

In the step $211, by referring to the design-
embedding information blocks, the vertical and lateral
offset width and height of the design-embedding block as
well as the width and height of the design-embedding
block are determined.

In the step 8212, with respect to the actual data

blocks and error correction code blocks, any nearest four
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points are selected from the center coordinate of the
position detection patterns and those of the position
correction patterns, and the coordinate of the cells in
the photographed image are determined by projective
transformation.

[0178]

In the step S213, with respect to the actual data
blocks and error correction ccde bleocks, in accordance
with the data type of the format information blocks, a
plurality of light (1) and dark (0) data are detected.

In the step S214, from the number of the actual data
blocks and error correction ccde blocks, the number of
the error correction codes is calculated. By this, the
actual data and the error correction codes are
determined.

[0179]

In the step S215, with respect to the data region
and the error correction codes, the number and positions
of errors are detected using the error correction cocdes.
When the number of errors is 0O, the operation proceeds to
the step 5219. Otherwise, the operation proceeds to the
step S216.

In the step S216, i1t is determined whether or not
the errors are correctable. When the errors are
correctable, the operation proceeds to the step S218,
while when the errors are not correctable, the operation
proceeds to the step S217.

[0180]

In the step S217, since no message was obtained due
to the failure of informaticn extraction, the operatiocn
is terminated.

In the step $218, using the error correction codes,
the errors in the actual data are corrected.

[0181]

In the step 8219, the resulting actual data are

composed of a header (s} (message type(message encode)-

message size), a message(s), an end flag and padding. A
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combination of a header and a message is defined as a
segment. An end flag is a special segment which does not
contain any message. There may be a plurality of
segments. When an end flag is found, what follows the
end flag is all padding. From the data, the message(s)
is/are reconstructed.

In the step 5220, the information extraction process
is finished.

[0182]

Projective transformation reguires at least 4 sets
of coordinate. For the above-described analysis process,
a case where four position detection patterns can be
detected was describked; however, due to contamination,
blurriness, fuzziness or the like of the image, it is
possible that only three or two position detection
patterns can be detected. 1In the present invention, in
such a case, since the detected three or two pcsition
detection patterns have different shapes, the type(s) of
the undetected position detection pattern(s) is/are
determined from the positional relationships of the
detected three or two position detection patterns:
therefore, the positions of the undetected position
detection patterns can be easily estimated. For example,
in the two-dimensional ccde of the first embodiment, when
three position detection patterns are detected, since two
position detection patterns that are arranged diagonally
to each cther can be identified based on their shapes, it
can be estimated that the undetected position detection
pattern is arranged, with respect to the straight line
connecting the two diagonally-arranged position detection
patterns, at a mirrcr-symmetrical pesition of the other
position detection pattern. Further, when two position
detection patterns are detected, the positional
relationship of the two position detection patterns is
determined based on their shapes. For example, if these
two position detection patterns are arranged adjacent to

each other, it is estimated that the remaining two
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position detection patterns exist at positions that are
away from the straight line connecting the two detected
position detection patterns at the same distance in the
direction perpendicular to the straight line. Meanwhile,
if the two detected pcsition detection patterns are
arranged diagonally to each other, it 1s estimated that
the remaining two position detection patterns exist at
the intersections of the lines extending from each side
of the two detected positicn detecticn patterns. For
example, when the third and fourth position detection
patterns are identified, extension of the two short sides
of each of these position detection patterns yields a
total of four intersections, which correspond to the four
apexes of the first position detection pattern. In the
same manner, the four intersections formed by extending
the long sides correspond to the apexes of the second
position detecticon patterns. Also when the first and
second position detection patterns are identified, the
positions of the remaining two position detection
patterns can be estimated by the same method. Needless
to say, as compared to a case where all four position
detection patterns are detected, the estimation accuracy
is reduced when three of them are detected, and the
estimaticn accuracy is further reduced when only two of
them are detected. 1In any case, the positions of the
four position detection patterns are tentatively decided
in the above-described manner, and they are applied to
projective transformation so as to obtain the positiocnal
information on the position correction patterns. Then,
the position correction patterns are utilized for
coordinate corrections, and the coordinate of the four
position detection patterns are ultimately determined,
based on the coocrdinate of the detected position
detection patterns and their coordinate thus corrected by
the position correction patterns.,

[0183]

Considering that there may be an undetectable
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position detection pattern(s) due to contamination or the
like, a larger number of the position detection patterns
is more desirable; however, an increase in the number of
the position detection patterns not only increases the
area ratio represented by the position detection patterns
and thereby reduces the data efficiency, but also
increases the work locad required for detection of the
position detection patterns. Therefore, it is desired
that the number of the position detection patterns be
decided as appropriate in accordance with the mode of use
and the like of the two-dimensional code.

[0184]

Next, for a case where a plurality of two-
dimensional codes are projected on a single screen, the
use of the two-dimensional code of the present invention
is compared with the use of the two-dimensicnal code of
Fig. 1. For example, when six of the two-dimensional
code of Fig. 1 is projected on a single screen, 18
identical position detection patterns are projected on
the screen. It 1is supposed that, as described above, the
18 position detection patterns are detected and, for all
combinations of three position detection patterns, it is
checked if the three position detecticn patterns of each
combination belong to the same two-dimensional code. In
this case, the number of the combinations is 14Cz = 816.

If one two-dimensional code contains four identical

position detection patterns,
detection patterns projected
means that the number of the
10, 624.

is huge and this leads to an

In this manner, the

time.
[0185]

the number of the position
on the screen is 24, which
combinations is 44Cy =

number of such combinations

increase in the processing

In contrast, when the pesition detecticon patterns

are different as in the case

of the present invention,

the number of combinations of three different position

detection patterns is ¢C1 X% ¢C1 x ¢Cy = 216 and that of
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four different position detection patterns is ¢C1 X §C; X

sC1 X sC; = 1,296, so that the number of such combinaticns
is largely recuced.
[0186]

Further, in the above-described analysis process,
the position detection patterns are detected by scanning
while some parts of the screen are omitted from the
scanning; however, as long as one candidate position
detecticon pattern can be found, from its shape, it is
possible to estimate the orientation and distance range
of other position detection patterns to a certain extent
and, by restricting the scanning to their regions, the
efficiency of detecting the position detecticon patterns
can be improved. TFor example, in the two-dimensional
codes of the first and second embodiments, it can be
estimated that the seccond position detection pattern
exists on the extension of the long sides of the third
and fourth position detecticn patterns and that the first
positicn detection pattern exists on the extension of the
short sides, which are perpendicular to the respective
long sides, of the third and fourth position detection
patterns. When two or three position detection patterns
are detected, the regions in which other position
detection pattern(s) can be expected to exist are further
limited.

[0187]

In the above-described two-dimensional codes, four
different position detection patterns are arranged;
however, data can be extracted with high accuracy also
from a two-dimensional code having a constituticn in
which three different position detection patterns and one
or more position correction patterns are arranged. In
this case, the position detecticn patterns are arranged
in such a manner that one of the four position detection
patterns is absent.

[0188]

In the analysis of such a two-dimensional code,
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after detecting the three position detection patterns,
the coordinates of the part lacking a position detection
pattern are extrapolated from the positional
relationships ¢f other position detection patterns.
However, when the two-dimensional code is photographed at
an angle from above, it is concerned that the
extrapolated coordinates might contain an error.
Therefore, from a total of four sets of coordinates,
which are the coordinates of the three position detection
patterns and the extrapolated coordinates, the
coordinates ¢f the position correction pattern that is
closest to the part of the missing position detection
pattern are obtained by prejective transformation.

[0189]

Then, the position correction pattern is scanned to
correct its coordinates. Next, using a total of four
sets of coordinates, which are the coordinates of the
three position detection patterns and one position
correction pattern, mapping of the data coordinates is
carried out. The position correcticn pattern has an
effect of reducing errors in coordinates and thereby
enables acquisition of highly accurate coordinates, so
that data can be extracted with high accuracy even from a
two-dimensicnal code having three position detection
patterns and cne or more positiocon correction patterns.

When a position correction pattern is already
arranged, since the number of the position detection
patterns is reduced by one, the efficiency of the code is
improved. On the other hand, the redundancy of the
peosition detection patterns is reduced, and this leads to
a reducticon in the tolerance to contamination and the
like.

{0190]

Further, it is not always that only one photographed
image is input, and a case where an image synthesized
from a plurality cof input images is analyzed can also be

considered. Examples of such a case include those cases




_‘73...

where an image is produced from time-series consecutive
images such as an animation and this image is analyzed,
and those cases where a code image is divided into plural
pieces and then input.

Moreover, such an application where a single data
set is obtained by displaying different codes in series
by animation and recognizing all of these codes can also
be considered. In this case, a plurality of cocdes may
also be arranged on a paper, not in an animation format.

The two-dimensional code of the present invention
can alsc be applied tc these cases.

[0191]

Thus far, embodiments of the present invention have
been described; however, these descriptions of the
embodiments are provided simply for the purpose of
explaining the present invention, and it will be
understood by those of ordinary skill in the art that
various modifications can be made within the scope of

claims.

Description of Symbols

[0192]

12A First position detection pattern

12B Third position detecticon pattern

12C Fourth position detection pattern

12D Second position detection pattern

15 Versicn information block (vertical)

16 Version information block (ilzteral)

17 Format information block

18A-18B Design-embedding informaticn block
{vertical)

18A-19B Design-embedding information block
(lateral)
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What 1s claimed is:

1. A two-dimensional code, comprising cells
representing binary-coded data that are arranged as a
pattern in the form of a two-dimensional matrix,

wherein the two-dimensional code comprises
four or more different position detection patterns.

2. The two-dimensional code according tc claim 1,
wherein

at least three of the four or more
different position detection patterns are in the form of
a frame comprising an identification space therein, and

the identification space is a space twice
or larger than the smallest cell constituting the two-
dimensicnal code.

3. The two-dimensional code according tc claim 1
or 2, wherein the four or more different position
detection patterns are composed of a combination of
sguares and rectangles.

4, The two-dimensiocnal code according to any one
of ¢laims 1 teo 3, wherein

the four or more positiocon detection
patterns are four position detection patterns composed
of:

a square first position detection pattern;

a square second position detection
pattern, which is smaller than the first position
detection pattern; and

rectangular third and fourth position
detection patterns,

the long side of the rectangular third
position detection pattern and that of the rectangular
fourth peosition detection pattern extend in different
directions, and

the four position detection patterns are
arranged on four cecrners c¢f the two-dimensicnal matrix,

5. The two-dimensiocnal code according to claim 4,

wherein
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the first and second position detection
patterns are arranged at opposite diagonal corners,
the third and fourth position detection
patterns are arranged at opposite diagonal corners,
the long side of the third position
detection pattern and that of the fcourth position
detection pattern have the same length as the side of the
first position detection pattern,
the short side of the third position
detection pattern and that of the fourth position
detection pattern have the same length as the side of the
second position detection pattern,
one of the short sides of the third
position detection pattern and that of the fourth
position detection pattern are arranged on the extension
of the side of the first symbol, and
one of the long sides of the third
position detection pattern and that cf the fourth
position detection pattern is arranged on the extension
cf the side of the second position detection pattern.
6. The two-dimensional code according to claim 4
or 5, wherein
the first and second position detection
patterns each have a single square frame, and
the third and fourth position detection
patterns each have a single rectangular frame.
7. The two-dimensional code according to claim 4
or 5, wherein
the first position detection pattern has a
single square frame and a square arranged therein,
the second position detection pattern has
a single square frame, and
the third and fourth position detection
patterns each have a single rectangular frame.
8. The two-dimensicnal code according to any one
of claims 1 to 7, wherein

the region of the two-dimensional matrix
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that excludes the parts of the four or more position
detecticn patterns is divided into a plurality of blocks
having the same size, and

the two-dimensional matrix comprises a
light or dark separation space between adjacent blocks.

9. The two-dimensional code according te claim 8,
wherein the four or more position detection patterns each
have an area larger than the blocks.

1C. The two-dimensicnal code according to claim 9,

wherein

the blocks each have a size of 3 x 3
cells,

the separation space has a width of one
cell, and

the four or more position detection
patterns each have a lateral width of four or more cells
and a vertical length of four or more cells.

11. The two-dimensional code according to any ocne
of claims 1 to 10, wherein wversion information blocks and
format information blocks are arranged in the vicinity of
the position detection patterns.

12. A two-dimensional code, comprising cells
representing binary-coded data that are arranged as a
pattern in the form of a two-dimensional matrix,

wherein the two-dimensiocnal code
comprises:

three different position detection
patterns; and

one or more position correction patterns.

13. A methed of analyzing a two-dimensional code
from an image taken of the two-dimensional code, the two-
dimensional code comprising: '

cells representing binary-coded data that
are arranged as a pattern in the'form of a two-
dimensional matrix; and

four or more different position detection

patterns,
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the method comprising, when two or three
of the four or more different position detecticon patterns
are identified:

estimating the positicn{s) of the
remaining position detection pattern(s) based on the
positional relationships of the identified two or three
position detecticn patterns; and

converting the cocordinates of the two-
dimensional code based on the positiocnal relationships of
at least four position detection patterns, including the
thus estimated position{s} of the position detection
pattern(s).

14. The method of analyzing a two-dimensicnal code
according to claim 13, wherein

the two-dimensional code comprises a
position correction pattern, and

the position correction pattern(s) is/are
utilized for confirmation of the positional relationships
of the four or more different position detection patterns
and for, when twe or three of the position detection
patterns are identified, estimation of the position(s} of
the remaining position detection pattern(s).

15. A methcod of analyzing a two-dimensional code
from an image taken of the two-dimensional code, the two-
dimensional code comprising:

cells representing binary-coded data that
are arranged as a pattern in the form of a two-
dimensional matrix;

three different position detection
patterns; and

one or more position correction patterns,

the methed comprising, when two of the
three different position detection patterns are
identified:

estimating the peosition of the remaining
position detection pattern and a fourth position at which

no positicn detection pattern is arranged by utilizing
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the positional relaticnships of the identified two
position detection patterns as well as the position
correction pattern(s); and

converting the coordinates of the two-
dimensional code based on the positional relationships of
at least four pcesitions, including the thus estimated
positicn of the position detection pattern and the fourth
position.

16. A program, which controls a computer to analyze
a two-dimensiocnal code from an image taken of the two-
dimensional code, the two-dimensional code comprising:

cells representing binary-coded data that
are arranged as a pattern in the form of a two-
dimensicnal matrix; and

four or more different position detection
patterns,

wherein the program controls the computer
such that the cocmputer, when two or three of the four or
more different positicon detection patterns are
identified, estimates the position{s) of the remaining
position detection pattern{s) based on the positional
relationships of the identified two or three position
detection patterns; and converts the coordinates of the
two-dimensional code based on the positional
relationships of at least four position detection
patterns, including the thus estimated position(s) of the
positicon detection pattern(s).

17. A program, controlling a computer to analyze a
two-dimensional code from an image taken of the two-
dimensional code, the two-dimensional code comprising:

cells representing binary-coded data that
are arranged as a pattern in a two-dimensional matrix
form;

three different position detection
patterns; and

one or more position correction patterns,

wherein the program controls the computer
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such that the computer, when two of the three different
pesition detection patterns are identified, estimates the
position of the remaining positicn detection pattern and
a fourth position at which no positicn detection pattern
is arranged, based on the positional relationships of the
identified two position detection patterns as well as the
positicn correction pattern(s); and ccnverts the
coordinates of the two-dimensional code based on the
positional relationships of at least four positions,
including the thus estimated position of the position
detection pattern and the fourth position.

18. A system for generating the two-dimensional
code according to claim 1, the system comprising:

a position detection pattern-arranging
means for arranging the four or more different position
detection patterns at prescribed positicns of a two-
dimensional matrix;

a2 base information-arranging means for
arranging, in a regicn of the two-dimensicnal matrix
outside the regions where the four or more different
position detection patterns are arranged, & base
information region where base information required for
analysis of the two-dimensicnal code is recorded; and

a message data-arranging means for
sequentially arranging message-recorded data in a region
of the two-dimensional matrix outside the regions where
the four or more different position detection patterns
and the base information region are arranged.

19. A system for generating the two-dimensional
code according to c¢laim 1, the system comprising:

a position detection pattern-arranging
means for arranging the three different position
detection patterns at prescribed positions c¢f a two-
dimensional matrix;

a base information-arranging means for
arranging, in a region of the two-dimensicnal matrix

cutside the regions where the three different position
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detection patterns are arranged, a base information
region where base information required for analysis of
the two-dimensional code is recorded; and:

a message data-arranging means for
sequentially arranging message-recording data in a region
of the two-dimensional matrix outside the regions where
the three different position detection patterns and the

base information region are arranged.



