Spi nni ng-reel spool, which reciprocates back-and-forth with respect to reel
unit, is furnished with bobbin trunk, inner barrel nmenber, front flange,
and skirt. Bobbin trunk, outer-circunferentially onto which fishing line is
wound, is formed fromsheet netal. Inner barrel menber is installed on the
i nner circunferential side of bobbin trunk. Inner barrel nenber has a

mal e-t hreaded portion on its rear end. Front flange is provided on bobbin
trunk, and is coupled to inner barrel mgnber via the nal e-threaded portion.
Skirt is provided on the rear end of bobbin trunk. Skirt has a |arger

di aneter than that of bobbi nSPINNING REEL SPOOL
ABSTRACT OF THE DISCLOSURE

Spinning-reel spool, which reciprocates back-and-forth with respect to reel
unit, is furnished with bobbin trunk, inner barrel member, front flange, and skirt.

5  Bobbin trunk, outer-circumferentially onto which fishing line is wound, is formed
from sheet metal. Inner barrel member is installed on the inner circumferential side of
bobbin trunk. Inner bé.rrel member has a male-threaded portion on its rear end. Front
flange is provided on bobbin trunk, and is coupled to inner barrel member via the
male-threaded portion. Skirt is provided on the rear end of bobbin trunk. Skirt has a

10  larger diameter than that of bobbin trunk.

(Fig. 3)



