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MEASUREMENT METHOD AND MEASUREMENT APPARATUS 

TECHNICAL FIELD 

Embodiments of this application relate to the communication field, and in particular, to a 

measurement method and a measurement apparatus. 

BACKGROUND 5 

Many scenarios in the communication field have the following requirement: measuring a 

distance between communication apparatuses to determine a distance between objects associated 

with the communication apparatuses. For example, in an indoor positioning scenario, a distance 

between communication apparatuses needs to be measured to implement positioning of a device 

associated with the device. For another example, in a keyless entry and startup scenario, a distance 10 

between a vehicle key and a vehicle needs to be measured. For still another example, in a scenario 

such as asset management or logistics, a distance between objects also needs to be measured. 

In an existing measurement method, a distance between devices is determined based on a 

sending time and a receiving time of a subframe transmitted between the devices. A time length of 

one subframe is 1 millisecond. In many scenarios, this measurement method cannot meet a 15 

requirement for measurement accuracy in many scenarios. 

SUMMARY 

For a technical problem of inaccurate measurement of a distance between devices, this 

application provides a measurement method, a measurement apparatus, a measurement device, a 

computer-readable storage medium, a computer program product, and the like, to improve 20 

accuracy of measuring a distance between devices. 

According to a first aspect, this application provides a measurement method. The method 

includes: A first device sends a first symbol; the first device receives a second symbol from a 

second device, where the first symbol and the second symbol are carried on a same radio frame or 

different radio frames; and the first device determines a first time difference, where the first time 25 

difference is a time interval between a first moment at which the first device sends the first symbol 

and a second moment at which the first device receives the second symbol, and the first time 

difference is used to determine a distance between the first device and the second device. 
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In the method, both the first symbol and the second symbol may be referred to as ranging 

symbols. 

The first device may send one or more first symbols, and the second device may send one or 

more second symbols. 

The first device may be a master node, and the second device may be a slave node; or the first 5 

device may be a slave node, and the second device may be a master node. The master node may 

also be referred to as a management node, and may be referred to as a G node for short. The slave 

node may be referred to as a managed node, and is referred to as a T node for short. 

When the first device is a master node and the second device is a slave node, the first symbol 

may be referred to as a G link ranging symbol, and the second symbol may be referred to as a T 10 

link ranging symbol. When the first device is a slave node and the second device is a master node, 

the first symbol may be referred to as a T link ranging symbol, and the second symbol may be 

referred to as a G link ranging symbol. 

In this method, a sequence of sending the first symbol by the first device and receiving the 

second symbol by the first device is not limited, that is, a sequence of the first moment and the 15 

second moment is not limited. In other words, the first device may first send the first symbol and 

then receive the second symbol, or the first device may first receive the second symbol and then 

send the first symbol. 

In this method, compared with an interval between a sending time and a receiving time of a 

radio frame, because the first time difference is an interval between a sending time and a receiving 20 

time of a ranging symbol, and can more accurately indicate transmission duration of a signal 

between the devices, a more accurate inter-device distance can be determined based on the first 

time difference. 

In some implementations, the method may further include: The first device receives first time 

information from the second device, where the first time information is used to determine a second 25 

time difference, and the second time difference is a time interval between a third moment at which 

the second device receives the first symbol and a fourth moment at which the second device sends 

the second symbol; and the first device determines the distance between the first device and the 

second device based on the first time difference and the second time difference. 

In other words, after determining the third moment at which the second device receives the 30 

first symbol and the fourth moment at which the second device sends the second symbol, the 

second device sends second time information to the first device, so that the first device learns of 

the third moment and the fourth moment and determines the second time difference. The first 

device determines the distance between the first device and the second device based on the first 

time difference and the second time difference. 35 
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In this implementation, a sequence of receiving the second time information by the first 

device and determining the first time difference by the first device is not limited. 

In some implementations, the method may further include: The first device sends time 

information to the second device, where the time information is used to determine the first time 

difference, and the first time difference is the time interval between the first moment at which the 5 

first device sends the first symbol and the second moment at which the first device receives the 

second symbol. 

In the method, the first device sends, to the second device, the time information used to 

determine the first time difference, so that the second device can determine the distance between 

the first device and the second device based on the first time difference and the second time 10 

difference. 

In this implementation, a sequence of receiving the second time information by the first 

device and determining the first time difference by the first device is not limited. 

With reference to the first aspect or any one of the foregoing possible implementations, in 

some possible implementations, the first symbol and/or the second symbol are/is generated based 15 

on a ZC sequence, and the ZC sequence is generated in the following manner: 

𝑑(𝑛) =

⎩
⎨

⎧ 𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 0,1, … ,18

0,𝑛 = 19

𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 20,21, … ,38

, where 

n represents a subcarrier sequence number, u is a preset value, and 𝑑(𝑛) represents a ZC 

sequence on an nth subcarrier. 

In this implementation, optionally, u is any integer from a to b, a is a positive integer greater 20 

than 1, b is a positive integer less than 39, and a is less than b. 

In some possible implementations, the first symbol may be carried on a resource that is in the 

radio frame and that is used to transmit a G link symbol and/or a resource that is in the radio frame 

and that is used to transmit an SG symbol, and the second symbol may be carried on a resource 

that is in the radio frame and that is used to transmit an ST symbol and/or a resource that is in the 25 

radio frame and that is used to transmit a T link symbol. 

For example, when the first device is a master node and the second device is a slave node, the 

first symbol may be carried on the resource that is in the radio frame and that is used to transmit 

the G link symbol and/or the resource that is in the radio frame and that is used to transmit the SG 

symbol, and the second symbol may be carried on the resource that is in the radio frame and that 30 

is used to transmit the ST symbol and/or the resource that is in the radio frame and that is used to 

transmit the T link symbol. 

Optionally, the first symbol may be carried on all or some resources that are in the radio frame 
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and that are used to transmit the G link symbol. If the first symbol is carried on some resources 

that are in the radio frame and that are used to transmit the G link symbol, the radio frame may 

further include a G link symbol. 

Optionally, the second symbol may be carried on all or some resources that are in the radio 

frame and that are used to transmit the T link symbol. If the second symbol is carried on some 5 

resources that are in the radio frame and that are used to transmit the T link symbol, the radio frame 

may further include a T link symbol. 

In some other possible implementations, the second symbol may be carried on the resource 

that is in the radio frame and that is used to transmit the G link symbol and/or the resource that is 

in the radio frame and that is used to transmit the SG symbol, and the first symbol may be carried 10 

on the resource that is in the radio frame and that is used to transmit the ST symbol and/or the 

resource that is in the radio frame and that is used to transmit the T link symbol. 

For example, when the second device is a master node and the first device is a slave node, the 

second symbol may be carried on the resource that is in the radio frame and that is used to transmit 

the G link symbol and/or the resource that is in the radio frame and that is used to transmit the SG 15 

symbol, and the first symbol may be carried on the resource that is in the radio frame and that is 

used to transmit the ST symbol and/or the resource that is in the radio frame and that is used to 

transmit the T link symbol. 

Optionally, the second symbol may be carried on all or some resources that are in the radio 

frame and that are used to transmit the G link symbol. If the second symbol is carried on some 20 

resources that are in the radio frame and that are used to transmit the G link symbol, the radio 

frame may further include a T link symbol. 

Optionally, the first symbol may be carried on all or some resources that are in the radio frame 

and that are used to transmit the T link symbol. If the first symbol is carried on some resources 

that are in the radio frame and that are used to transmit the T link symbol, the radio frame may 25 

further include a G link symbol. 

In some implementations, a GAP may exist between the first symbol and the second symbol. 

For example, when the first symbol and the second symbol are carried on the same radio 

frame, the first symbol is carried on the resource that is in the radio frame and that is used to 

transmit the G link symbol and/or the resource that is in the radio frame and that is used to transmit 30 

the SG symbol, and the second symbol is carried on the resource that is in the radio frame and that 

is used to transmit the T link symbol, a GAP exists between the first symbol and the second symbol. 

For another example, when the first symbol and the second symbol are carried on the same 

radio frame, the first symbol is carried on the resource that is in the radio frame and that is used to 

transmit the T link symbol and/or the resource that is in the radio frame and that is used to transmit 35 
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the ST symbol, and the second symbol is carried on the resource that is in the radio frame and that 

is used to transmit the SG symbol and/or the resource that is in the radio frame and that is used to 

transmit the G link symbol, a GAP exists between the first symbol and the second symbol. 

For another example, the first symbol is carried on the resource that is in a first radio frame 

and that is used to transmit the T link symbol, the second symbol is carried on a resource that is in 5 

a second radio frame and that is used to transmit the G link symbol, and when the second radio 

frame is adjacent to the first radio frame and is located after the first radio frame, a GAP exists 

between the first symbol and the second symbol. 

For another example, the second symbol is carried on the resource that is in the first radio 

frame and that is used to transmit the T link symbol, the first symbol is carried on the resource that 10 

is in the second radio frame and that is used to transmit the G link symbol, and when the second 

radio frame is adjacent to the first radio frame and is located after the first radio frame, a GAP 

exists between the first symbol and the second symbol. 

In some possible implementations, when the first device receives, from the second device, 

the first time information used to determine the second time difference, and determines the distance 15 

between the first device and the second device based on the first time difference and the second 

time difference, the method further includes: The first device receives measurement information 

from the second device, where the measurement information indicates a measurement exchange 

sequence number corresponding to the first time information. 

The measurement exchange sequence number indicates a sequence number that is of a current 20 

operation of exchanging the first time information between the first device and the second device 

and that is in all exchange operations of all time information exchanged between the first device 

and the second device for determining the distance between the first device and the second device. 

In this way, the first device can accurately associate time information obtained by the first 

device through exchange with the second device with a time difference that is obtained by the first 25 

device through measurement and that has a same measurement sequence number, so as to obtain 

an accurate distance. 

In some possible implementations, when the first device sends, to the second device, the first 

time information used to determine the first time difference, so that the second device determines 

the distance between the first device and the second device based on the first time difference and 30 

the second time difference, the method further includes: The first device sends measurement 

information to the second device, where the measurement information indicates a measurement 

sequence number corresponding to the first time information. 

The measurement sequence number indicates a sequence number that is of a current operation 

of exchanging the first time information between the first device and the second device and that is 35 
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in all exchange operations of all time information exchanged between the first device and the 

second device for determining the distance between the first device and the second device. 

In this way, the second device can accurately associate time information obtained by the 

second device through exchange with the second device with a time difference that is obtained by 

the second device through measurement and that has a same measurement sequence number, so as 5 

to obtain an accurate distance. 

In some implementations, the first symbol may be an Sth one in one or more ranging symbols 

sent by the first device in one distance measurement process, and the second symbol may be an 

Sth one in one or more ranging symbols received by the first device in one distance measurement 

process. 10 

For example, S is 1. Alternatively, the first device may send N first symbols in one distance 

measurement process, where the first moment is a sending moment of the 1st first symbol in the 

N first symbols, and N is a positive integer. The first device may receive M second symbols in this 

distance measurement process, where the second moment is a receiving moment of the 1st received 

second symbol in the M second symbols, and M is a positive integer. Correspondingly, the third 15 

moment may be a moment at which the second device receives the 1st symbol in the N first 

symbols, and the fourth moment is a moment at which the second device sends the 1st second 

symbol in the M second symbols. 

In some possible implementations, if the first symbol includes a cyclic prefix (cyclic prefix, 

CP), the first moment may be a sending moment of a starting point of the CP of the first symbol. 20 

Similarly, the third moment may be a moment at which the second device receives the starting 

point of the CP of the first symbol. 

If the first symbol does not include a CP, the first moment is a sending moment of a starting 

point of the first symbol. Similarly, the third moment may be a moment at which the second device 

receives the starting point of the first symbol. 25 

If the second symbol includes a CP, the second moment may be a receiving moment of a 

starting point of the CP of the second symbol. Similarly, the fourth moment may be a moment at 

which the second device sends the starting point of the CP of the second symbol. 

If the second symbol does not include a CP, the second moment is a sending moment at which 

the first device receives a starting point of the second symbol. Similarly, the fourth moment may 30 

be a moment at which the second device sends the starting point of the second symbol. 

In some possible implementations, the first moment may be a moment at which the starting 

point of the first symbol arrives at a first antenna connector of the first device, and the second 

moment may be a moment at which the starting point of the second symbol arrives at the first 

antenna connector. 35 
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For example, when the first symbol does not include a CP and the second symbol does not 

include a CP, the first moment is a moment at which the starting point of the first symbol arrives 

at the first antenna connector of the first device, and the second moment may be a moment at which 

the starting point of the second symbol arrives at the first antenna connector. 

Similarly, the third moment may be a moment at which the starting point of the first symbol 5 

arrives at a second antenna connector of the second device, and the fourth moment may be a 

moment at which the starting point of the second symbol arrives at the second antenna connector 

of the second device. 

For example, when the first symbol does not include a CP and the second symbol does not 

include a CP, the third moment is a moment at which the starting point of the first symbol arrives 10 

at the second antenna connector of the second device, and the fourth moment may be a moment at 

which the starting point of the second symbol arrives at the second antenna connector. 

In some possible implementations, when the first symbol and the second symbol each include 

a CP, the first moment may be a moment at which the starting point of the CP of the first symbol 

arrives at the first antenna connector of the first device, and the second moment may be a moment 15 

at which the starting point of the CP of the second symbol arrives at the first antenna connector. 

Similarly, the third moment may be a moment at which the starting point of the CP of the first 

symbol arrives at the second antenna connector of the second device, and the fourth moment may 

be a moment at which the starting point of the CP of the second symbol arrives at the second 

antenna connector of the second device. 20 

In some possible implementations, the method further includes: The first device sends first 

configuration information to the second device, where the first configuration information indicates 

a time-frequency resource of the first symbol and a time-frequency resource of the second symbol. 

In other words, the first device configures the time-frequency resource of the first symbol and 

the time-frequency resource of the second symbol for the second device, so that the second device 25 

receives the first symbol based on time-frequency resource information of the first symbol and 

sends the second symbol based on time-frequency resource information of the second symbol. 

In some possible implementations, the method may further include: The first device receives 

first configuration information from the second device, where the first configuration information 

indicates a time-frequency resource of the first symbol and a time-frequency resource of the second 30 

symbol. 

In other words, the second device configures the time-frequency resource of the first symbol 

and the time-frequency resource of the second symbol for the first device, so that the first device 

sends the first symbol based on time-frequency resource information of the first symbol and 

receives the second symbol based on time-frequency resource information of the second symbol. 35 
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Optionally, the first configuration information may further include one or more of the 

following information: a Transaction ID corresponding to measurement, an identifier of a radio 

frame used to transmit the first symbol and/or the second symbol, first indication information of a 

first resource that is in the radio frame used to transmit the first symbol and that is used to carry 

the first symbol, and second indication information of a second resource that is in the radio frame 5 

used to transmit the second symbol and that is used to carry the second symbol. 

Optionally, when the first configuration information includes the first indication information, 

the first indication information is a first bitmap. For example, the first bitmap includes R bits, the 

R bits are in a one-to-one correspondence with R sending resources that are in the radio frame used 

to transmit the first symbol and that are allocated to the first device, values of bits that are in the R 10 

bits and that correspond to the first resource that is in the R sending resources and that is used to 

transmit the first symbol are first preset values, and R is a positive integer. 

For example, values of some bits in the R bits are "1", and a resource corresponding to these 

bits is used to transmit the first symbol; and values of some bits in the R bits are "0", and a resource 

corresponding to these bits is not used to transmit the first symbol. 15 

Optionally, when the first configuration information includes the second indication 

information, the second indication information is a bitmap. For example, the second indication 

information is K bits, the K bits are in a one-to-one correspondence with K receiving resources 

that are in the radio frame used to transmit the second symbol and that are allocated to the first 

device, values of bits that are in the K bits and that correspond to the second resource that is in the 20 

K sending resources and that is used to transmit the second symbol are first preset values, and K 

is a positive integer. 

For example, values of some bits in the K bits are "1", and a resource corresponding to these 

bits is used to transmit the second symbol; and values of some bits in the K bits are "0", and a 

resource corresponding to these bits is not used to transmit the second symbol. 25 

In some possible implementations, the method further includes: The first device sends a third 

symbol; and the first device determines a third time difference, where the third time difference is 

a time interval between the second moment at which the first device receives the second symbol 

and a fifth moment at which the first device sends the third symbol. 

In this implementation, in an example, the first device receives the second time information 30 

from the second device, where the second time information is used to determine a fourth time 

difference, and the fourth time difference is a time interval between the third moment at which the 

second device sends the second symbol and a sixth moment at which the second device receives 

the third symbol. 

Correspondingly, that the first device determines the distance between the first device and the 35 
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second device based on the first time difference and the second time difference includes: The first 

device determines the distance between the first device and the second device based on the first 

time difference, the second time difference, the third time difference, and the fourth time difference. 

In this implementation, in another example, the first device sends the second time information 

to the second device, where the second time information is used to determine the third time 5 

difference. 

Correspondingly, that the second device determines the distance between the first device and 

the second device based on the first time difference and the second time difference includes: The 

second device determines the distance between the first device and the second device based on the 

first time difference, the second time difference, the third time difference, and the fourth time 10 

difference. 

In other words, in this implementation, the distance between the first device and the second 

device is determined based on a transmission time difference of more symbols between the first 

device and the second device, to improve accuracy of the obtained distance. 

Optionally, when the first symbol and the second symbol are carried on the first radio frame, 15 

the third symbol is carried on the second radio frame, where the second radio frame is located after 

the first radio frame. 

For example, when the first device is a master node and the second device is a slave node, the 

first symbol may be carried on a resource that is in the first radio frame and that is used to transmit 

a G link symbol and/or an SG symbol, the second symbol is carried on a resource that is in the 20 

first radio frame and that is used to transmit a T link symbol and/or an ST symbol, and the third 

symbol is carried on a resource that is in the second radio frame and that is used to transmit a G 

link symbol and/or an SG symbol. 

Optionally, the first symbol is carried on the first radio frame, the second symbol and the third 

symbol are carried on the second radio frame, and the radio frame of the second symbol is located 25 

after the first radio frame. 

For example, when the second device is a master node and the first device is a slave node, the 

first symbol may be carried on a resource that is in the first radio frame and that is used to transmit 

a T link symbol and/or an ST symbol, the second symbol is carried on a resource that is in the 

second radio frame and that is used to transmit a G link symbol and/or an SG symbol, and the third 30 

symbol is carried on a resource that is in the second radio frame and that is used to transmit a T 

link symbol and/or an ST symbol. 

In some possible implementations, the method further includes: The first device receives a 

third symbol; and the first device determines a third time difference, where the third time difference 

is a time interval between a fifth moment at which the first device receives the third symbol and 35 
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the first moment at which the first device sends the first symbol. 

In this implementation, in an example, the first device receives the second time information 

from the second device, where the second time information is used to determine a fourth time 

difference, and the fourth time difference is a time interval between a sixth moment at which the 

second device sends the third symbol and the third moment at which the second device receives 5 

the first symbol. 

Correspondingly, that the first device determines the distance between the first device and the 

second device based on the first time difference and the second time difference includes: The first 

device determines the distance between the first device and the second device based on the first 

time difference, the second time difference, the third time difference, and the fourth time difference. 10 

In this implementation, in another example, the first device sends the second time information 

to the second device, where the second time information is used to determine the third time 

difference. 

Correspondingly, that the second device determines the distance between the first device and 

the second device based on the first time difference and the second time difference includes: The 15 

second device determines the distance between the first device and the second device based on the 

first time difference, the second time difference, the third time difference, and the fourth time 

difference. 

In other words, in this implementation, the distance between the first device and the second 

device is determined based on a transmission time difference of more symbols between the first 20 

device and the second device, to improve accuracy of the obtained distance. 

Optionally, when the first symbol and the second symbol are carried on the first radio frame, 

the third symbol is carried on the second radio frame, where the second radio frame is located 

before the first radio frame. 

For example, when the first device is a master node and the second device is a slave node, the 25 

first symbol may be carried on a resource that is in the first radio frame and that is used to transmit 

a G link symbol and/or an SG symbol, the second symbol is carried on a resource that is in the 

first radio frame and that is used to transmit a T link symbol and/or an ST symbol, and the third 

symbol is carried on a resource that is in the second radio frame and that is used to transmit a T 

link symbol and/or an ST symbol. 30 

Optionally, the first symbol is carried on the first radio frame, the second symbol and the third 

symbol are carried on the second radio frame, and the radio frame of the second symbol is located 

before the first radio frame. 

For example, when the second device is a master node and the first device is a slave node, the 

first symbol may be carried on a resource that is in the first radio frame and that is used to transmit 35 
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a G link symbol and/or an SG symbol, the second symbol is carried on a resource that is in the 

second radio frame and that is used to transmit a T link symbol and/or an ST symbol, and the third 

symbol is carried on a resource that is in the second radio frame and that is used to transmit a G 

link symbol and/or an SG symbol. 

In some possible implementations, a resource in a same radio frame may carry ranging 5 

symbols sent by a same device to a plurality of other devices, so as to measure a distance between 

the same device and each of the plurality of other devices. 

In other words, the radio frame further includes a ranging symbol used to measure a distance 

between the first device and a third device, or includes a ranging symbol used to measure a distance 

between the second device and the third device. 10 

For example, when the first symbol is carried on the first resource that is in the radio frame 

and that is used to transmit the T link symbol, the third resource that is in the radio frame, that is 

used to transmit the T link symbol, and that carries the first symbol may carry a fourth symbol sent 

by the fourth device to the second device, where the fourth symbol is used to determine a distance 

between the fourth device and the second device. 15 

For another example, when the second symbol is carried on the second resource that is in the 

radio frame and that is used to transmit the T link symbol, a fourth resource that is in the radio 

frame, that is used to transmit the G link symbol, and that carries the second symbol carries a 

fourth symbol sent by the fourth device to the first device, where the fourth symbol is used to 

determine a distance between the fourth device and the first device. 20 

According to a second aspect, this application provides a measurement apparatus. The 

apparatus may include modules configured to implement the method in any implementation of the 

first aspect. Each module may be implemented by using software and/or hardware. 

In some possible implementations, the apparatus may include a sending module, a receiving 

module, and a processing module. The sending module may be configured to implement the steps 25 

related to a sending operation in the first aspect, the receiving module may be configured to 

implement the steps related to a receiving operation in the first aspect, and the processing module 

may be configured to implement the steps related to operations such as obtaining and determining 

in the first aspect. 

In some possible implementations, the apparatus may include a processor and a memory. The 30 

memory is configured to store computer-executable program code, where the program code 

includes instructions; and when the processor executes the instructions, the instructions enable the 

apparatus to perform the method in the first aspect. 

In this implementation, the apparatus may be a device, or may be a chip used in a device. 

According to a third aspect, this application provides a computer program product including 35 
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instructions. When the computer program product is run on a computer, the computer is enabled 

to perform the method in the first aspect. 

According to a fourth aspect, this application provides a computer-readable storage medium. 

The computer-readable storage medium stores instructions, and when the instructions are run on 

an electronic device or a computer, the electronic device or the computer is enabled to perform the 5 

method in the first aspect. 

According to a fifth aspect, this application provides a communication system. The 

communication system includes the communication apparatus in the second aspect. 

For beneficial effects of the possible implementations of the second aspect to the fifth aspect, 

refer to the beneficial effects brought by the first aspect. Details are not described herein again. 10 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a diagram of a structure of a communication system according to an embodiment of 

this application;

FIG. 2 is a diagram of an architecture of a vehicle ranging system according to an embodiment 

of this application;15 

FIG. 3 is an example flowchart of a measurement method according to an embodiment of this 

application;

FIG. 4 is a diagram of structures of radio frames and a super frame according to an 

embodiment of this application;

FIG. 5 is a diagram of transmission of a ranging symbol according to an embodiment of this 20 

application;

FIG. 6 is a diagram of transmission of a ranging symbol according to another embodiment of 

this application;

FIG. 7 is a diagram of transmission of a ranging symbol according to still another embodiment 

of this application;25 

FIG. 8 is a diagram of a relationship between transmission moments of ranging symbols 

according to an embodiment of this application;

FIG. 9 is a diagram of a time relationship between receiving and sending a ranging symbol 

by an antenna connector according to an embodiment of this application;

FIG. 10 is a diagram of transmission of multi-user ranging symbols according to an 30 

embodiment of this application;

FIG. 11 is an example flowchart of a measurement method according to another embodiment 

of this application;



13

FIG. 12 is a diagram of transmission of a ranging symbol according to still another 

embodiment of this application;

FIG. 13 is a diagram of a relationship between transmission moments of ranging symbols 

according to another embodiment of this application;

FIG. 14 is an example flowchart of a measurement method according to another embodiment 5 

of this application;

FIG. 15 is a diagram of transmission of a ranging symbol according to still another 

embodiment of this application;

FIG. 16 is a diagram of a relationship between transmission moments of ranging symbols 

according to another embodiment of this application;10 

FIG. 17 is a diagram of a structure of a measurement apparatus according to an embodiment 

of this application; and

FIG. 18 is a diagram of a structure of a measurement apparatus according to another 

embodiment of this application. 

DESCRIPTION OF EMBODIMENTS 15 

FIG. 1 is a diagram of a structure of a ranging system according to an embodiment of this 

application. The ranging system may include a device 101 and a device 102. 

The device 101 and the device 102 may communicate with each other by using a 

communication link. In some communication scenarios, the device 101, the device 102, and the 

communication link between the device 101 and the device 102 may be collectively referred to as 20 

a communication domain. 

It may be understood that FIG. 1 shows only one communication domain. However, a 

quantity of communication domains is not limited in the ranging system in this application, and 

the system in this application may include one or more communication domains. 

In addition, although FIG. 1 shows only an example in which one communication domain 25 

includes two devices, a quantity of devices in the communication domain is not limited in this 

application. 

Each communication domain may include one master node and at least one slave node. The 

master node may also be referred to as a management node, which is referred to as a G node (Grant 

Node) for short, manages and allocates a time-frequency resource of a communication domain to 30 

the slave node, and schedules a time-frequency resource for communication or measurement 

between nodes in the communication domain. The slave node may also be referred to as a terminal 

node, which is referred to as a T node (Terminal Node) for short. 
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In an example, the device 101 may be a management node in the SparkLink Basic (SparkLink 

Basic, SLB) standard/SparkLink Low Energy (SparkLink Low Energy, SLE) standard, and the 

device 102 may be a terminal node in the SLB/SLE. The device 101 is a G node, and the device 

102 is a T node. 

In another example, the device 101 may be a master device (master) in the Bluetooth low 5 

energy (Bluetooth Low Energy, BLE) standard, and the device 102 may be a slave device (slave) 

in the Bluetooth low energy (Bluetooth Low Energy, BLE) standard. The device 101 is a G node, 

and the device 102 is a T node. 

In still another example, the device 101 may be an access point (AP) in the Wi-Fi standard, 

and the device 102 may be a station (STA) in the Wi-Fi standard. The device 101 is a G node, and 10 

the device 102 is a T node. 

The system shown in FIG. 1 may be used in a plurality of scenarios, for example, may be 

used in an in-vehicle wireless positioning scenario, an indoor positioning scenario, an indoor 

navigation scenario, or an indoor ranging scenario, or may be used in another wide area wireless 

communication scenario or local area wireless communication scenario. 15 

An example in which the system shown in FIG. 1 includes a plurality of slave nodes and is 

used in an in-vehicle positioning scenario is used below for description with reference to FIG. 2. 

As shown in FIG. 2, in the in-vehicle positioning scenario, positioning anchors may be 

respectively deployed on four corners of a vehicle, and positioning anchors are deployed on a 

center console, rear view mirrors, and a ceiling (that is, a top inside the vehicle) of the vehicle, to 20 

position a vehicle key used as a to-be-positioned node. The vehicle key may include a vehicle key 

that has a positioning function in a conventional form, or may include a mobile phone, a wearable 

device, or the like that may be used to unlock a vehicle, or serve as a vehicle key. The positioning 

anchor may also be referred to as a positioning node, a positioning base station, or a positioning 

beacon (beacon), and may be referred to as an anchor (anchor) for short. The to-be-positioned node 25 

may be referred to as a positioning tag (tag) or a measured node, and may be referred to as a tag 

for short. 

It may be understood that, that the positioning anchors are deployed on the corners of the 

vehicle, the central control console, the rear view mirrors, or the ceiling is merely an example. An 

in-vehicle wireless device such as a display screen, a microphone, a speaker, a camera, and a T-30 

BOX inside the vehicle, or a camera of a 360 all-around application outside the vehicle may also 

be reused as a positioning anchor. 

In the scenario shown in FIG. 2, any node may act as a node G. For example, the node G may 

be a vehicle key, and all anchors in the vehicle are T nodes. For another example, the node G is 

any anchor in the vehicle, and other anchors and the vehicle key are all T nodes. 35 



15

In the scenario shown in FIG. 2, a distance between each of the plurality of anchors and the 

to-be-positioned node (that is, the vehicle key) may be measured, and the to-be-positioned node 

(the vehicle key) is positioned based on the measured distances. 

For a method for positioning the to-be-positioned node based on the measured distances, refer 

to a distance-based positioning method in the existing communication field, for example, a 5 

trilateration method (Trilateration) or a multilateration method (Multilateration). Details are not 

described herein again. The following describes a method for measuring a distance/angle (for 

example, an angle of arrival) between an anchor and a to-be-positioned node. In the distance 

measurement method in this application, both the anchor and the to-be-positioned node are referred 

to as devices. 10 

FIG. 3 is a schematic flowchart of a measurement method according to an embodiment of 

this application. It may be understood that FIG. 3 is merely an example, and the measurement 

method in this application may include more or similar steps. 

A first device may be the device 101 in FIG. 1, and a second device may be the device 102 in 

FIG. 1; or the first device may be any anchor in FIG. 2, and the second device may be the 15 

positioned node in FIG. 2. 

S310: The first device sends a first symbol. Correspondingly, the second device receives the 

first symbol. 

In this embodiment, in an example, a radio frame that carries the first symbol is a radio frame 

in a SparkLink wireless communication technology. 20 

A basic version of the SparkLink wireless communication standard (SLB) includes 

transmission frame structures of a super frame and a radio frame. A period of the super frame is 1 

millisecond (ms), each super frame includes 48 radio frames, a length of each radio frame may be 

20.833 microseconds, and one radio frame may include a downlink data symbol, an uplink data 

symbol, a system overhead symbol (a system overhead G symbol or a system overhead T symbol), 25 

and an uplink/downlink switching interval. The downlink data symbol may also be referred to as 

a G link symbol, which is referred to as a G symbol for short, and the G symbol is transmitted on 

a G link. The uplink data symbol may also be referred to as a T link symbol, which is referred to 

as a T symbol for short, and the T symbol is transmitted on a T link. The system overhead G symbol 

may also be referred to as an SG symbol, the system overhead T symbol may also be referred to 30 

as an ST symbol, and the uplink/downlink switching interval may also be referred to as a GAP. 

In an example, the downlink data symbol and/or the uplink data symbol of the radio frame 

may be orthogonal frequency-division multiplexing (orthogonal frequency-division multiplexing, 

OFDM) symbols. 

A diagram of structures of a super frame and radio frames is shown in FIG. 4. In the frame 35 
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structures shown in FIG. 4, one super frame includes 48 radio frames, the radio frames are 

numbered from 0, and one radio frame includes four G symbol resources, one SG symbol resource 

or one ST symbol resource, three T symbol resources, and two GAPs. The G symbol resource is 

used for a device used as a management node to send a data symbol, and the data symbol may be 

referred to as a G symbol. The SG symbol resource is used for the device used as the management 5 

node to send a system overhead symbol, and the system overhead symbol is referred to as an SG 

symbol. The ST symbol resource is used for a device used as a slave node to send a system 

overhead symbol, and the system overhead symbol is referred to as an ST symbol. The T symbol 

resource is used for the device used as the slave node to send a data symbol, and the data symbol 

is referred to as a T symbol. The GAP is used for switching between sending and receiving of the 10 

device. 

In FIG. 4, for example, a frame 0 and a frame 1 in the radio frames include SG symbol 

resources, and a frame 46 and a frame 47 in the radio frames include ST symbol resources. 

It may be understood that the structure shown in FIG. 4 is merely an example. A quantity of 

radio frames included in one super frame, and quantities of G symbol resources, SG symbol 15 

resources, ST symbol resources, T symbol resources, and GAPs included in one radio frame may 

not be limited thereto. 

In an example of this embodiment, the radio frame carrying the first symbol may be any radio 

frame in the super frame shown in FIG. 4. 

In this embodiment, a symbol used to carry a ranging signal is referred to as a ranging symbol, 20 

and a resource carrying the ranging symbol is referred to as a ranging symbol resource. The ranging 

symbol may also be referred to as a measurement symbol, and is used for ranging and/or angle 

measurement. In this embodiment, a ranging symbol sent by the first device is referred to as a first 

ranging symbol, and may be referred to as the first symbol for short. 

In the SparkLink wireless communication technology, an OFDM signal whose physical 25 

bandwidth is approximately 20 megahertz (MHz) is referred to as a carrier, and an operating 

bandwidth is one or more carriers. For example, an operating bandwidth after carrier aggregation 

is 20 MHz, 40 MHz, 80 MHz, 160 MHz, 200 MHz, or 320 MHz. 

S320: The second device sends a second symbol, where the first symbol and the second 

symbol are carried on a same radio frame or carried on the different radio frames. Correspondingly, 30 

the first device receives the second symbol. 

The radio frame carrying the second symbol may be a radio frame in the SparkLink wireless 

communication technology. In an example, the radio frame carrying the second symbol may be 

any radio frame in the super frame shown in FIG. 4. 

In this embodiment, a ranging symbol sent by the second device is referred to as a second 35 
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ranging symbol, and may be referred to as the second symbol for short. 

FIG. 5 is a diagram of transmission of a ranging symbol according to an embodiment of this 

application. In a radio frame shown in FIG. 5, the first symbol and the second symbol are carried 

on a same radio frame, that is, carried on a radio frame #1. The first symbol is carried on all or 

some resources that are in the radio frame #1 and that are used to transmit a G link symbol, and 5 

the second symbol is carried on all or some resources that are in the radio frame #1 and that are 

used to transmit a T link symbol. 

FIG. 6 is a diagram of transmission of a ranging symbol according to another embodiment of 

this application. In a radio frame shown in FIG. 6, the first symbol and the second symbol are 

carried on a same radio frame. 10 

For example, the first symbol is carried on all or some resources that are in the radio frame 

#1 and that are used to transmit a G link symbol, and a resource used to transmit an SG symbol, 

and the second symbol is carried on all or some resources that are in the radio frame #1 and that 

are used to transmit a T link symbol. 

For another example, the first symbol is carried on all or some resources that are in the radio 15 

frame #46 and that are used to transmit a G link symbol, and the second symbol is carried on all 

or some resources that are in the radio frame #46 and that are used to transmit a T link symbol, 

and a resource used to transmit an ST symbol. 

In this embodiment of this application, when the first symbol and the second symbol are 

carried on a same radio frame, measurement may be completed in a single radio frame. In a fastest 20 

case, ranging/angle measurement may be completed once in duration (20.83 μs) of one radio frame, 

and a measurement latency is extremely low. In this application, a frame structure that includes 

both a G symbol and a T symbol and that is of one radio frame is fully used, so that extremely low 

latency performance is provided, or more measurement results can be provided within a specific 

measurement time, thereby providing more sampling data for subsequent post-processing of 25 

positioning such as extended Kalman filtering. 

FIG. 7 is a diagram of transmission of a ranging symbol according to another embodiment of 

this application. In an example shown in FIG. 7, the first symbol is carried on a radio frame #K+1, 

the second symbol is carried on a radio frame #K, and K is an integer less than 48. The first symbol 

is carried on all or some resources that are in the radio frame #K+1 and that are used to transmit a 30 

G link symbol and/or an SG symbol, and the second symbol is carried on all or some resources 

that are in the radio frame #K and that are used to transmit a T link symbol. The radio frame #K 

and the radio frame #K+1 are examples, and the radio frames carrying the first symbol and the 

second symbol may be consecutive or inconsecutive. 

FIG. 4 to FIG. 7 are frame structures of a super frame, and a horizontal coordinate in each of 35 
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FIG. 4 to FIG. 7 is time. 

When the first symbol and the second symbol are carried on a same radio frame, in some 

implementations, ranging may be performed based on a quantity of devices by using radio frames 

with different ratios of G symbol resources to T symbol resources (that is, different radio frame 

structures). 5 

S330: The first device determines a first time difference, where the first time difference is a 

time interval between a first moment at which the first device sends the first symbol and a second 

moment at which the first device receives the second symbol, and the first time difference is used 

to determine a distance between the first device and the second device. 

For example, the first device obtains a time point at which the first symbol is sent, and denotes 10 

the time as the first moment; and obtains a time point at which the second symbol is received, and 

denotes the time as the second moment; and calculates a difference between the first time t1 and 

the second time t2, to obtain the first time difference. The first time difference should be a positive 

number, that is, the first time difference is t2–t1, and the second time is after the first time. 

S340: The second device obtains first time information, where the first time information is 15 

used to determine a second time difference, and the second time difference is a time interval 

between a third moment at which the second device receives the first symbol and a fourth moment 

at which the second device sends the second symbol. 

In an example, the second device obtains a time point at which the first symbol is received, 

and denotes the time as the third moment; and obtains a time point at which the second symbol is 20 

sent, and denotes the time as the fourth moment. 

In this embodiment, a sequence between S310 and S320 is not limited, and a sequence 

between S330 and S340 is not limited either. 

S350: The second device sends the first time information to the first device. Correspondingly, 

the first device receives the first time information from the second device. 25 

In an example, the second device calculates a difference between the third time t3 and the 

fourth time t4, to obtain the second time difference. After obtaining the second time difference, the 

second device sends the first time information to the first device, where the first time information 

includes the second time difference. The second time difference should also be a positive number, 

that is, the second time difference is t4–t3, where the fourth time is after the third time. 30 

In another example, the second device sends the first time information to the first device, 

where the first time information includes indication information of the third moment and the fourth 

moment, so that the first device determines the third moment and the fourth moment based on the 

first time information and determines the second time difference based on the third moment and 

the fourth moment. 35 
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S360: The first device determines the distance between the first device and the second device 

based on the first time difference and the second time difference. 

For example, the first device determines the second time difference based on the first time 

information, and determines the distance between the first device and the second device based on 

the first time difference and the second time difference. 5 

An example diagram of a time relationship between the first moment, the second moment, 

the third moment, and the fourth moment is shown in FIG. 8. It can be learned from FIG. 8 that, 

in an example, the first device may determine the distance between the first device and the second 

device based on the following relational expression: 

𝐷 = |
|t2−t1|−|t4−t3|

2
| 𝐶, where 10 

𝑡1 represents the first moment, 𝑡2 represents the second moment, 𝑡3 represents the third 

moment, 𝑡4 represents the fourth moment, 𝐶 represents a speed of light, and 𝐷 represents the 

distance between the first device and the second device. 

When t2 > t1 and t4 > t3, the foregoing formula may be changed to 𝐷 =
(t2−t1)−(t4−t3)

2
𝐶. 

In ranging exchange shown in FIG. 5 to FIG. 8, the first symbol and the second symbol 15 

respectively correspond to a first message and a second message, and therefore the ranging 

exchange may also be referred to as a mode of two way 2 messages. 

In this embodiment of this application, in some implementations, the first moment is a time 

point at which the first symbol leaves an antenna connector of the first device, the second moment 

is a time point at which the second symbol arrives at the antenna connector of the first device, the 20 

third moment is a time point at which the first symbol arrives at an antenna connector of the second 

device, and the fourth moment is a time point at which the second symbol leaves the antenna 

connector of the second device. The time may be collectively referred to as an antenna connector 

(antenna connector) time. 

In this implementation, if a sending time 𝑡1′ of the first symbol and a receiving time 𝑡2′ of 25 

the second symbol that are recorded by the first device are baseband times determined by the first 

device based on a baseband sending time, the first device may estimate the first time difference 

based on 𝑡1′, 𝑡2′, and Tcali,G. Tcali,G represents a calibration time parameter of the first device, 

and may be a sum of delays introduced by a radio frequency (RF) transmit channel and an RF 

receive channel of the first device and a baseband processing delay when the first device receives 30 

the second symbol. In an example, 𝑡𝑟𝑜𝑢𝑛𝑑1 = 𝑡2 − 𝑡1 = 𝑡1′ − 𝑡2′ − Tcali,G , where 𝑡𝑟𝑜𝑢𝑛𝑑1

represents the first time difference. 

Similarly, if a receiving time 𝑡3′ of the first symbol and a sending time 𝑡4′ of the second 

symbol that are recorded by the second device are baseband times determined by the second device 
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based on the baseband sending time, the second device may estimate the second time difference 

based on 𝑡3′, 𝑡4′, and Tcali,T. Tcali,T represents a calibration time parameter of the second device, 

and may be a sum of delays introduced by a radio frequency (RF) transmit channel and an RF 

receive channel of the second device and a baseband processing delay when the second device 

receives the first symbol. In an example, 𝑡𝑟𝑒𝑝𝑙𝑦1 = 𝑡4 − 𝑡3 = 𝑡4′ − 𝑡3′ − Tcali,T, where 𝑡𝑟𝑒𝑝𝑙𝑦15 

represents the second time difference. 

Tcali,G  may be determined by the first device by measuring the sum of delays of the RF 

transmit channel and the RF receive channel; and Tcali,T may be determined by the second device 

by measuring the sum of delays of the RF transmit channel and the RF receive channel. An 

operation of measuring, by the device, the sum of delays of the RF transmit channel and the RF 10 

receive channel may also be referred to as loopback measurement. 

Both Tcali,G and Tcali,T may be referred to as Tcali, and Tcali may also be referred to as a 

delay calibration parameter. A diagram of a structure between a baseband processor, an RF transmit 

channel, an RF receive channel, and an antenna receiver is shown in FIG. 9. As shown in FIG. 9, 

the device may calculate Tcali  according to the following formula: Tcali = Tcali,TX + Tcali,RX , 15 

where Tcali,TX represents a delay of the RF transmit channel, and Tcali,RX represents a delay of 

the RF receive channel. In this embodiment of this application, a baseband processing delay of the 

device may also be included in Tcali. 

In some implementations of this embodiment of this application, if a radio frame carries M 

first symbols, and the radio frame carries N second symbols, the first moment may be a time point 20 

at which the first device sends a starting point of an Sth first symbol, the second moment may be a 

time point at which the first device receives a starting point of an Sth second symbol, the third 

moment is a time point at which the second device receives the starting point of the Sth first symbol, 

the fourth moment is a time point at which the second device sends the starting point of the Sth

second symbol, M and N are positive integers, and S is a positive integer and is less than or equal 25 

to a smaller value of M and N. In an example, S is 1. 

For example, the first moment may be a time point at which the antenna connector of the first 

device sends a starting point of the 1st first symbol, the second moment is a time point at which 

the antenna connector of the first device receives a starting point of the 1st second symbol, the 

third moment is a time point at which the antenna connector of the second device receives the 30 

starting point of the 1st first symbol, and the fourth moment is a time point at which the antenna 

connector of the second device sends the starting point of the 1st second symbol. 

If the first symbol includes a cyclic prefix CP, the first moment may be a moment at which a 

starting point of the CP of the 1st first symbol arrives at the antenna connector of the first device, 

and the third moment is a moment at which the starting point of the CP of the 1st first symbol 35 
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arrives at the antenna connector of the second device. 

If the second symbol includes a CP, the second moment may be a moment at which a starting 

point of the CP of the 1st second symbol arrives at the antenna connector of the first device, and 

the fourth moment is a moment at which the starting point of the CP of the 1st second symbol 

arrives at the antenna connector of the second device. 5 

In some implementations of this embodiment of this application, optionally, a ranging symbol 

may be generated based on a ZC (Zadoff–Chu) sequence. Because a simple and reliable time-

domain correlation detection algorithm can still be used in the ZC sequence in a multipath case, in 

this implementation, time-domain autocorrelation of a ranging symbol can be ensured in a 

multipath environment, thereby ensuring detection performance of a first path (line of sight). 10 

In an example, a manner of generating the ZC sequence used to generate the ranging symbol 

is as follows: 

𝑑(𝑛) =

⎩
⎨

⎧ 𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 0,1, … ,18

0,𝑛 = 19

𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 20,21, … ,38

, where 

n represents a subcarrier sequence number, and u is a preset value. 

u is any integer from a to b, a is an integer greater than or equal to 2, and b is an integer less 15 

than or equal to 39. 

An example method for determining u is as follows: Within a specific time range, a positive 

integer is randomly selected as a value of u in a closed interval [a, b], so as to generate, according 

to the foregoing formula, the ZC sequence for RTT ranging exchange. In a ranging negotiation 

phase, a node G and a node T determine the value of u in advance by exchanging a message. 20 

Therefore, in an RTT ranging process, u is a preset value known to both the node G and the node 

T. 

To enhance safety of RTT ranging exchange, the value of u may be adjusted based on a time 

period T, that is, a positive integer value is randomly re-selected as a new value of u within [a, b] 

at intervals of T, so that another device cannot continuously listen to the ZC sequence that has a 25 

random change. In addition, a random ZC sequence can be obtained by randomly selecting the 

value of u, and different ZC sequences can also avoid generating large measurement signal 

interference between the ZC sequence and a neighboring device. 

Because the value of u is different from a value of u related to a symbol of a first training 

signal (first training signal, FTS) or a second training signal (second training signal, STS), a 30 

positioning reference signal different from the first training signal and the second training signal 

may be obtained, and a same waveform may be avoided from being used with the FTS and the 

STS. 
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The ranging symbol carrying the foregoing ZC sequence may be referred to as a positioning 

reference signal (Positioning Reference Signal, PRS). In addition to the PRS carrying the ZC 

sequence, an existing channel state information reference signal (CSI-RS) or sounding reference 

signal (SRS) in the SLB may also be used as the ranging symbol. 

In some implementations of this embodiment of this application, a unit of each measurement 5 

time may be a picosecond (ps). For example, a unit of the first moment, the second moment, the 

third moment, and the fourth moment may be ps. Similarly, a unit of the first time difference and 

the second time difference may be ps. 

In an example, the first device may send first configuration information to the second device. 

The first configuration information may include one or more of the following information: a 10 

quantity of times of measurement, an identifier of a first radio frame in each measurement, a time-

frequency resource of the first symbol in each measurement, an identifier of a second radio frame 

in each measurement, and a time-frequency resource of the second symbol in each measurement. 

An example format of the first configuration information is shown in the following table. 

Field Description 

P Quantity of times of measurement, where P is a positive integer. 

Radio frame 

identifier 1-1 

An identifier or a number of a radio frame on which the first 

symbol is located in the first measurement, where an example of the 

first symbol is a G link ranging symbol;

Bitmap (bitmap) Indicating a resource that is in the radio frame identifier 1-1 and 

that is used to carry the first symbol, where the bitmap may include R1

bits, R1 is a quantity of symbol resources in a radio frame indicated by 

the radio frame identifier 1-1, the R1 bits are in a one-to-one 

correspondence with R1 symbol resources in the radio frame, a symbol 

resource corresponding to a bit with a value of 1 carries the first 

symbol, and a symbol resource corresponding to a bit with a value of 

0 does not carry the first symbol;

Radio frame 

identifier 1-2 

An identifier or a number of a radio frame on which the second 

symbol is located in the first measurement, where an example of the 

second symbol is a T link ranging symbol;

Bitmap Indicating a symbol resource that is in a radio frame indicated by 

the radio frame identifier 1-2 and that carries the second symbol, 

where the bitmap may include K1 bits, K1 is a quantity of symbol 

resources in the radio frame indicated by the radio frame identifier 2, 

the K1 bits are in a one-to-one correspondence with K1 symbol 
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Field Description 

resources in the radio frame, a symbol resource corresponding to a bit 

with a value of 1 carries the second symbol, and a symbol resource 

corresponding to a bit with a value of 0 does not carry the second 

symbol;

… … 

Radio frame 

identifier p-1 

An identifier or a number of a radio frame on which the first 

symbol is located in a pth measurement, where p is a positive integer 

less than or equal to P;

Bitmap Indicating a resource that is in a radio frame indicated by the 

radio frame identifier p-1 and that carries the first symbol, where the 

bitmap may include Rp bits, Rp is a quantity of symbol resources in 

the radio frame indicated by the radio frame identifier p-1, the Rp bits 

are in a one-to-one correspondence with Rp symbol resources in the 

radio frame, a symbol resource corresponding to a bit with a value of 

1 carries the first symbol, and a symbol resource corresponding to a 

bit with a value of 0 does not carry the first symbol;

Radio frame 

identifier p-2 

An identifier or a number of a radio frame on which the second 

symbol is located in the pth measurement;

Bitmap Indicating a resource that is in a radio frame indicated by the 

radio frame identifier p-2 and that carries the second symbol, where 

the bitmap may include Kp bits, Kp is a quantity of symbol resources 

in the radio frame indicated by the radio frame identifier p-2, the Kp

bits are in a one-to-one correspondence with Kp symbol resources in 

the radio frame, a symbol resource corresponding to a bit with a value 

of 1 carries the second symbol, and a symbol resource corresponding 

to a bit with a value of 0 does not carry the second symbol;

… … 

FIG. 10 is a diagram of transmission of a ranging symbol according to still another 

embodiment of this application. In a radio frame shown in FIG. 10, different T symbol resources 

may be used to measure distances for different devices. To be specific, a T1 symbol resource, a T2 

symbol resource, and a T3 symbol resource are respectively used by a device 1, a device 2, and a 5 

device 3 to send the second symbol. 

It may be understood that, that the T symbol resources in FIG. 10 are used by the three devices 
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to separately send respective T ranging symbols is merely an example. In this embodiment, a 

quantity 3 of devices does not constitute a limitation on a quantity of ranging devices associated 

with the T symbol resources. For example, T symbol resources in a same radio frame may be used 

by W devices to send respective T ranging symbols, provided that W is a positive integer greater 

than 1. 5 

In other words, T symbol resources in one radio frame may not only be used to measure a 

distance between one G node and one T node, but also be used to measure a distance between each 

of a plurality of T nodes and the G node, that is, used for multi-user distance measurement or multi-

device distance measurement. 

In multi-user distance measurement, the first device used as the G node may group the 10 

plurality of T nodes into one group of nodes, and send group configuration information to the 

group of T nodes. The group configuration information may include a time-frequency resource 

used by the G node to send a G ranging symbol (for example, the first symbol) and a T symbol 

resource used by each T node in the group of nodes to send a T ranging symbol (for example, the 

second symbol). After receiving the group configuration information, each T node may obtain a 15 

related time difference based on a resource indicated by the group configuration information, to 

measure a distance between the T node and the G node. 

In this embodiment of this application, time information used to determine a time difference 

is collectively referred to as time feedback information. For example, the first time information is 

the time feedback information. 20 

In this embodiment of this application, when the time feedback information sent by a device 

directly includes a time difference, in some implementations, the second device may send the time 

difference in a format shown in the following table. 

Field Description 

Q A quantity of time differences that are fed back;

Time difference 1 Indicating the 1st time difference in Q time differences fed back 

by the device;

… … 

Time difference p Indicating a qth time difference in the Q time differences fed 

back by the device, where q is a positive integer less than or equal to 

Q;

… … 

FIG. 11 is a schematic flowchart of a ranging method according to another embodiment of 25 

this application. The method may include S310, S320, S330, S340, S325, S350, S341, S342, S351, 
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and S370. It may be understood that the execution sequence in the implementation shown in FIG. 

11 is merely an example. This is not limited in this embodiment of this application. 

S325: The first device sends a third symbol. 

In this embodiment, the third symbol may also be referred to as a ranging symbol. 

In some implementations of this embodiment, the first symbol and the second symbol are 5 

carried on the first radio frame, the third symbol is carried on the second radio frame, and the 

second radio frame is located after the first radio frame. 

S341: The first device determines a third time difference, where the third time difference is a 

time interval between the second moment at which the first device receives the second symbol and 

a fifth moment at which the first device sends the third symbol. 10 

In an example, the first moment is before the fourth moment, and the fourth moment is before 

the fifth moment. 

S342: The second device obtains second time information, where the second time information 

is used to determine a fourth time difference, and the fourth time difference is a time interval 

between the third moment at which the second device sends the second symbol and a sixth moment 15 

at which the second device receives the third symbol. 

S351: The second device sends the second time information. Correspondingly, the first device 

receives the second time information. 

S370: The first device and the second device determine the distance between the first device 

and the second device based on the first time difference, the second time difference, the third time 20 

difference, and the fourth time difference. 

FIG. 12 is a diagram of transmission of a ranging symbol according to an embodiment of this 

application. As shown in FIG. 12, G symbol resources and T symbol resources in the radio frame 

#K and G symbol resources in the radio frame #K+1 carry ranging symbols. 

In an example, the G symbol resources in the radio frame #K carry the first symbol, the T 25 

symbol resources in the radio frame #K carry the second symbol, and the G symbol resources in 

the radio frame #K+1 carry the third symbol. A diagram of interactive transmission of the first 

symbol, the second symbol, and the third symbol in this example is shown in FIG. 13. 

FIG. 14 is a schematic flowchart of a ranging method according to another embodiment of 

this application. The method may include S305, S310, S320, S321, S322, S330, S340, S350, S351, 30 

and S370. It may be understood that the execution sequence in the implementation shown in FIG. 

14 is merely an example. This is not limited in this embodiment of this application. 

S305: The second device sends a third symbol. 

In this embodiment, the third symbol may also be referred to as a ranging symbol. 

S321: The first device determines a third time difference, where the third time difference is a 35 
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time interval between a sixth moment at which the first device receives the third symbol and the 

first moment at which the first device sends the first symbol. 

S322: The second device obtains second time information, where the second time information 

is used to determine a fourth time difference, and the fourth time difference is a time interval 

between a fifth moment at which the second device sends the third symbol and a third moment at 5 

which the second device receives the first symbol. 

In an example, the first moment is before the fourth moment, and the fifth moment is before 

the first moment. 

In some implementations of this embodiment, the first symbol and the second symbol are 

carried on the first radio frame, the third symbol is carried on the second radio frame, and the 10 

second radio frame is located before the first radio frame. 

FIG. 15 is a diagram of transmission of a ranging symbol according to an embodiment of this 

application. As shown in FIG. 15, T symbol resources in the radio frame #K and G symbol 

resources and T symbol resources in the radio frame #K+1 carry ranging symbols. 

In an example, the T symbol resources in the radio frame #K carry the third symbol, the G 15 

symbol resources in the radio frame #K+1 carry the first symbol, and the T symbol resources in 

the radio frame #K+1 carry the second symbol. A diagram of interactive transmission of the first 

symbol, the second symbol, and the third symbol in this example is shown in FIG. 16, and the 

interactive transmission constitutes measurement exchange of two way ranging 3 messages (Two 

way ranging 3 Messages). 20 

In the method shown in FIG. 11 or FIG. 14, when the first device or the second device 

determines the distance between the first device and the second device based on the first time 

difference, the second time difference, the third time difference, and the fourth time difference, in 

an example, the first device may determine the distance between the first device and the second 

device based on a relational expression 𝐷 =
𝑡round1×𝑡round2−𝑡reply1×𝑡reply2

𝑡round1+𝑡round2+𝑡reply1+𝑡reply2
𝐶, where D represents 25 

the distance, 𝑡round1  represents the first time difference, 𝑡reply1  represents the second time 

difference, 𝑡reply2  represents the third time difference, 𝑡round2  represents the fourth time 

difference, and C represents the speed of light. 

In the method shown in FIG. 11 or FIG. 14, because the devices of the two ranging parties 

separately send the first symbol, the second symbol, and the third symbol (corresponding to the 30 

first message, the second message, and a third message respectively), the mode may be referred to 

as the mode of two way ranging 3 messages. A time of flight measurement error of the two way 3 

messages may be deduced as 𝑒𝑟𝑟𝑜𝑟 = 𝑇𝑓 × (1 −
𝑘𝐺+𝑘𝑇

2
), where 𝑇𝑓 represents a one-way time of 

flight of a signal, and 𝑘𝐺   and 𝑘𝑇  respectively represent multiples of timing frequencies of a 
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clock (clock) of a node G and a clock of a node T relative to an ideal real clock. For example, 

𝑘𝐺=1.00002 represents that a frequency offset of the clock of the node G relative to the ideal clock 

is 20 ppm. Compared with the mode of two way 2 messages, the mode of two way 3 messages can 

greatly eliminate a measurement error caused by a non-ideal factor such as a clock drift, thereby 

improving ranging accuracy. 5 

In the method shown in FIG. 11 or FIG. 14, the first device may send configuration 

information to the second device. In an example, the configuration information may include one 

or more of the following information: the quantity of times of measurement, the identifier of the 

first radio frame in each measurement, the time-frequency resource of the first symbol in each 

measurement, the identifier of the second radio frame in each measurement, the time-frequency 10 

resource of the second symbol in each measurement, an identifier of a third radio frame in each 

measurement, and a time-frequency resource of the third symbol in each measurement. An 

example format of the resource configuration information is shown in the following table. 

Field Description 

P Quantity of times of measurement, where P is a positive 

integer. 

Radio frame identifier 1-1 An identifier or a number of a radio frame on which the 

first symbol is located in the first measurement, where an 

example of the first symbol is a G link ranging symbol;

Bitmap (bitmap) Indicating a resource that is in the radio frame identifier 1-

1 and that is used to carry the first symbol, where the bitmap 

may include R1 bits, R1 is a quantity of symbol resources in a 

radio frame indicated by the radio frame identifier 1-1, the R1

bits are in a one-to-one correspondence with R1 symbol 

resources in the radio frame, a symbol resource corresponding 

to a bit with a value of 1 carries the first symbol, and a symbol 

resource corresponding to a bit with a value of 0 does not carry 

the first symbol;

Radio frame identifier 1-2 An identifier or a number of a radio frame on which the 

second symbol is located in the first measurement, where an 

example of the second symbol is a T link ranging symbol;

Bitmap Indicating a symbol resource that is in a radio frame 

indicated by the radio frame identifier 1-2 and that carries the 

second symbol, where the bitmap may include K1 bits, K1 is a 

quantity of symbol resources in the radio frame indicated by the 
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Field Description 

radio frame identifier 1-2, the K1 bits are in a one-to-one 

correspondence with K1 symbol resources in the radio frame, a 

symbol resource corresponding to a bit with a value of 1 carries 

the second symbol, and a symbol resource corresponding to a 

bit with a value of 0 does not carry the second symbol;

Radio frame identifier 1-3 An identifier or a number of a radio frame on which the 

third symbol is located in the first measurement, where an 

example of the third symbol is a G link ranging symbol;

Bitmap Indicating a symbol resource that is in a radio frame 

indicated by the radio frame identifier 1-3 and that carries the 

third symbol, where the bitmap may include L1 bits, L1 is a 

quantity of symbol resources in the radio frame indicated by the 

radio frame identifier 1-3, the L1 bits are in a one-to-one 

correspondence with L1 symbol resources in the radio frame, a 

symbol resource corresponding to a bit with a value of 1 carries 

the third symbol, and a symbol resource corresponding to a bit 

with a value of 0 does not carry the third symbol;

… … 

Radio frame identifier p-1 An identifier or a number of a radio frame on which the 

first symbol is located in a pth measurement, where p is a 

positive integer less than or equal to P;

Bitmap Indicating a resource that is in a radio frame indicated by 

the radio frame identifier p-1 and that carries the first symbol, 

where the bitmap may include Rp bits, Rp is a quantity of 

symbol resources in the radio frame indicated by the radio 

frame identifier p-1, the Rp bits are in a one-to-one 

correspondence with Rp symbol resources in the radio frame, a 

symbol resource corresponding to a bit with a value of 1 carries 

the first symbol, and a symbol resource corresponding to a bit 

with a value of 0 does not carry the first symbol;

Radio frame identifier p-2 An identifier or a number of a radio frame on which the 

second symbol is located in the pth measurement;

Bitmap Indicating a resource that is in a radio frame indicated by 
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Field Description 

the radio frame identifier p-2 and that carries the second 

symbol, where the bitmap may include Kp bits, Kp is a quantity 

of symbol resources in the radio frame indicated by the radio 

frame identifier p-2, the Kp bits are in a one-to-one 

correspondence with Kp symbol resources in the radio frame, a 

symbol resource corresponding to a bit with a value of 1 carries 

the second symbol, and a symbol resource corresponding to a 

bit with a value of 0 does not carry the second symbol;

Radio frame identifier p-3 An identifier or a number of a radio frame on which the 

third symbol is located in the pth measurement;

Bitmap (bitmap) Indicating a resource that is in a radio frame indicated by 

the radio frame identifier p-3 and that carries the third symbol, 

where the bitmap may include L1 bits, L1 is a quantity of 

symbols in the radio frame indicated by the radio frame 

identifier p-3, the L1 bits are in a one-to-one correspondence 

with L1 symbols in the radio frame, a symbol resource 

corresponding to a bit with a value of 1 carries the third symbol, 

and a symbol resource corresponding to a bit with a value of 0 

does not carry the third symbol;

… … 

In the method shown in FIG. 11 or FIG. 14, for an implementation in which the second device 

sends each piece of time information, refer to a transmission manner in which the time information 

is fed back in the foregoing content. 

For resource scheduling of two way 2 messages and two way 3 messages based on dynamic 5 

scheduling data control information of SLB, some examples of scheduling signaling may be as 

follows for different cases of a plurality of antennas and a single antenna: 

1. For a ranging mode of two way 2 messages with a plurality of antenna ports, the node G 

performs resource indication by reusing a total of 69 bits of dynamic scheduling data control 

information. An example definition of information about the bits is as follows: 10 

1 bit: cross-super frame scheduling indication. A value 0 indicates that control information 

and a resource scheduled based on the control information are located on a same super frame, and 

a value 1 indicates that the resource scheduled based on the control information is located on a 

super frame after a super frame on which the control information is located. 
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2 bits: extended resource configuration indication. A value 00 indicates that indication 

information of subsequent fields is used. 

2 bits: reserved bits. 

1 bit: receiving and sending indication information of a ranging signal of a G link resource. 

A value 0 indicates to send a signal, and a value 1 indicates to receive a signal. 5 

3 bits: indication information of a start radio frame of a G link resource. In a scheduled super 

frame, a frame number of the start radio frame is #(a 3-bit value×6). 

4 bits: a quantity 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔 of antenna ports of the G link resource, where a value 0 indicates 

not to perform resource configuration. 

3 bits: a quantity 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of antenna port ranging of the G link 10 

resource. If the field value is v, 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 

5 bits: a quantity of beams of beam enhanced ranging of the G link resource. If the field value 

is v, the quantity of beams is 2v, and a value 0 indicates not to perform resource configuration. 

3 bits: a quantity 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of beam enhanced ranging of the G 

link resource. If the field value is v, 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 15 

1 bit: interval switching indication information of beam enhanced ranging of the G link 

resource. A value 0 indicates that an interval symbol does not need to be switched, and a value 1 

indicates that the interval symbol needs to be switched. 

2 bits: ranging type indication information of a T link resource. A value 00 indicates antenna 

port ranging, a value 01 indicates beamforming enhanced ranging, a value 11 indicates antenna 20 

port ranging and beamforming enhanced ranging, and a value 11 indicates not to configure 

resources. 

1 bit: receiving and sending indication information of a ranging signal of the T link resource. 

A value 0 indicates to send a signal, and a value 1 indicates to receive a signal. 

3 bits: indication information of a start radio frame of the T link resource. In a scheduled 25 

super frame, a frame number of the start radio frame is #(a 3-bit value×6). 

4 bits: a quantity 𝑁𝑇,𝑠𝑠,𝑟𝑎𝑛𝑔 of antenna ports of the T link resource, where a value 0 indicates 

not to perform resource configuration. 

3 bits: a quantity 𝑁𝑇,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of antenna port ranging of the T link 

resource. If the field value is v, 𝑁𝑇,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 30 

5 bits: a quantity of beams of beam enhanced ranging of the T link resource. If the field value 

is v, the quantity of beams is 2v, and a value 0 indicates not to perform resource configuration. 

3 bits: a quantity 𝑁𝑇,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of beam enhanced ranging of the T link 

resource. If the field value is v, 𝑁𝑇,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 
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1 bit: interval switching indication information of beam enhanced ranging of the T link 

resource. A value 0 indicates that an interval symbol does not need to be switched, and a value 1 

indicates that the interval symbol needs to be switched. 

24 bits: According to a processing method in section 6.10.1 of this standard, a polynomial 

g_CRC24B(D) is generated by using cyclic redundancy check, to calculate a cyclic redundancy 5 

check sequence, and a 24-bit multi-antenna ranging control information identifier mask is added. 

The 24-bit multi-antenna ranging control information identifier mask is configured by a high layer. 

2. For a ranging mode of two way 3 messages (Two way 3 messages) with a single antenna 

port, the node G performs resource indication by reusing a total of 69 bits of dynamic scheduling 

data control information. The antenna port is defined based on the following features: a 10 

transmission channel of one symbol on an antenna port may be deduced from a transmission 

channel of another symbol on a same antenna port; an antenna port for transmitting broadcast 

information and G link control information is the same as an antenna port for transmitting a 

synchronization signal; and antenna ports for transmitting the synchronization signal at different 

moments are the same. Information about bits in the 69-bit dynamic scheduling data control 15 

information of two way 3 messages with the single antenna port is defined as follows: 

1 bit: cross-super frame scheduling indication. A value 0 indicates that control information 

and a resource scheduled based on the control information are located on a same super frame, and 

value 1 indicates that the resource scheduled based on the control information is located on a super 

frame after a super frame on which the control information is located. 20 

2 bits: extended resource configuration indication. A value 01 indicates that indication 

information of subsequent fields is used. 

2 bits: reserved bits. 

1 bit: receiving and sending indication of three message resources, where a value 0 indicates 

sending-receiving-sending, and a value 1 indicates receiving-sending-receiving. 25 

1 bit: indication information of a G/T link of a first message resource, where a value 0 

indicates a G link resource, and a value 1 indicates a T link resource. 

3 bits: indication information of a start radio frame of the first message (that is, a first ranging 

symbol) resource. In a scheduled super frame, a frame number of the start radio frame is #(a 3-bit 

value×6). 30 

5 bits: a quantity of single-port beams of the first message resource. If the field value is v, the 

quantity of beams is 2v, and a value 0 indicates not to perform resource configuration. 

3 bits: a quantity 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝  of times of repetition of single-port beams of the first 

message resource. If the field value is v, 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 

1 bit: interval switching indication information of the first message. A value 0 indicates that 35 
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an interval symbol does not need to be switched, and a value 1 indicates that the interval symbol 

needs to be switched. 

1 bit: indication information of a G/T link of a second message (that is, a second ranging 

symbol) resource, where a value 0 indicates a G link resource, and a value 1 indicates a T link 

resource. 5 

3 bits: indication information of a start radio frame of the second message resource. In a 

scheduled super frame, a frame number of the start radio frame is #(a 3-bit value×6). 

5 bits: a quantity of single-port beams of the second message resource. If the field value is v, 

the quantity of beams is 2v, and a value 0 indicates not to perform resource configuration. 

3 bits: a quantity 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of single-port beams of the second 10 

message resource. If the field value is v, 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 

1 bit: interval switching indication information of the second message. A value 0 indicates 

that an interval symbol does not need to be switched, and a value 1 indicates that the interval 

symbol needs to be switched. 

1 bit: indication information of a G/T link of a third message (that is, a third ranging symbol) 15 

resource, where a value 0 indicates a G link resource, and a value 1 indicates a T link resource. 

3 bits: indication information of a start radio frame of the third message resource. In a 

scheduled super frame, a frame number of the start radio frame is #(a 3-bit value×6). 

5 bits: a quantity of single-port beams of the third message resource. If the field value is v, 

the quantity of beams is 2v, and a value 0 indicates not to perform resource configuration. 20 

3 bits: a quantity 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝  of times of repetition of single-port beams of the third 

message resource. If the field value is v, 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^v, where "^" represents power operation. 

1 bit: interval switching indication information of the third message. A value 0 indicates that 

an interval symbol does not need to be switched, and a value 1 indicates that the interval symbol 

needs to be switched. 25 

24 bits: According to a processing method in section 6.10.1 of this standard, a polynomial 

g_CRC24B(D) is generated by using cyclic redundancy check, to calculate a cyclic redundancy 

check sequence, and a 24-bit multi-antenna ranging control information identifier mask is added. 

The 24-bit multi-antenna ranging control information identifier mask is configured by a high layer. 

3. For a ranging mode of two way 3 messages (two way 3 messages) with a plurality of 30 

antenna ports, the node G performs resource indication by reusing a total of 69 bits of dynamic 

scheduling data control information. Information about the bits is defined as follows: 

1 bit: cross-super frame scheduling indication. A value 0 indicates that control information 

and a resource scheduled based on the control information are located on a same super frame, and 

a value 1 indicates that the resource scheduled based on the control information is located on a 35 
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super frame after a super frame on which the control information is located. 

2 bits: extended resource configuration indication. A value 10 indicates that indication 

information of subsequent fields is used. 

2 bits: reserved bits. 

1 bit: receiving and sending indication of three message resources, where a value 0 indicates 5 

sending-receiving-sending, and a value 1 indicates receiving-sending-receiving. 

1 bit: reserved bit. 

1 bit: indication information of a G/T link of a first message resource, where a value 0 

indicates a G link resource, and a value 1 indicates a T link resource. 

3 bits: indication information of a start radio frame of the first message resource. In a 10 

scheduled super frame, a frame number of the start radio frame is #(a 3-bit value×6). 

4 bits: a quantity 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔 of antenna ports of the first message resource, where a value 0 

indicates not to perform resource configuration. 

2 bits: a quantity 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of antenna port ranging of the first 

message resource. If the field value is v, 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 =2^(v+1), where "^" represents power 15 

operation. 

4 bits: a quantity of beams of beam enhanced ranging of the first message resource. If the 

field value is v, the quantity of beams is 4v, and a value 0 indicates not to perform resource 

configuration. 

2 bits: a quantity 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of beam enhanced ranging beams of 20 

the first message resource. If the field value is v, 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝=2^(v+1), where "^" represents 

power operation. 

1 bit: interval switching indication information of the first message. A value 0 indicates that 

an interval symbol does not need to be switched, and a value 1 indicates that the interval symbol 

needs to be switched. 25 

1 bit: indication information of a G/T link of a second message resource, where a value 0 

indicates a G link resource, and a value 1 indicates a T link resource. 

3 bits: indication information of a start radio frame of the second message resource. In a 

scheduled super frame, a frame number of the start radio frame is #(a 3-bit value×6). 

4 bits: a quantity 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔 of antenna ports of the second message resource, where a value 30 

0 indicates not to perform resource configuration. 

2 bits: a quantity 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 of times of repetition of antenna port ranging of the second 

message resource. If the field value is v, 𝑁𝐺,𝑠𝑠,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 =2^(v+1), where "^" represents power 

operation. 
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4 bits: a quantity of beams of beam enhanced ranging of the second message resource. If the 

field value is v, the quantity of beams is 4v, and a value 0 indicates not to perform resource 

configuration. 

2 bits: a quantity 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝  of times of repetition of beam enhanced ranging of the 

second message resource. If the field value is v, 𝑁𝐺,𝑏𝑓,𝑟𝑎𝑛𝑔,𝑟𝑒𝑝 =2^(v+1), where "^" represents 5 

power operation. 

1 bit: interval switching indication information of the second message. A value 0 indicates 

that an interval symbol does not need to be switched, and a value 1 indicates that the interval 

symbol needs to be switched. 

1 bit: indication information of a G/T link of a third message resource, where a value 0 10 

indicates a G link resource, and a value 1 indicates a T link resource. 

3 bits: indication information of a start radio frame of the third message resource. In a 

scheduled super frame, a frame number of the start radio frame is #(a 3-bit value×6). 

24 bits: According to a processing method in section 6.10.1 of this standard, a polynomial 

g_CRC24B(D) is generated by using cyclic redundancy check, to calculate a cyclic redundancy 15 

check sequence, and a 24-bit multi-antenna ranging control information identifier mask is added. 

The 24-bit multi-antenna ranging control information identifier mask is configured by a high layer. 

FIG. 17 is a diagram of a structure of a measurement apparatus according to an embodiment 

of this application. As shown in FIG. 17, the apparatus 1700 includes a transceiver module 1701 

and a processing module 1702. 20 

In an example, the apparatus 1700 may be used in a first device. In this example, the apparatus 

1700 may be configured to implement an operation implemented by the first device in any one of 

the foregoing methods. The transceiver module 1701 may be configured to implement a receiving 

operation and a sending operation, and the processing module 1702 may be configured to 

implement operations such as obtaining, determining, and configuration. 25 

For example, the transceiver module 1701 may be configured to implement the operations 

implemented by the first device in S310, S320, and S350 in the embodiment shown in FIG. 3, and 

the processing module 1702 may be configured to implement S330 and S360 in the embodiment 

shown in FIG. 3. 

For another example, the transceiver module 1701 may be configured to implement the 30 

operations implemented by the first device in S310, S320, S325, S350, and S351 in the 

embodiment shown in FIG. 11, and the processing module 1702 may be configured to implement 

S330, S341, and S370 in the embodiment shown in FIG. 11. 

For another example, the transceiver module 1701 may be configured to implement the 

operations implemented by the first device in S310, S320, S305, S350, and S351 in the 35 
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embodiment shown in FIG. 14, and the processing module 1702 may be configured to implement 

S330, S321, and S370 in the embodiment shown in FIG. 14. 

In another example, the apparatus 1700 may be used in the second device. In this example, 

the apparatus 1700 may be configured to implement an operation implemented by the second 

device in any one of the foregoing methods. The transceiver module 1701 may be configured to 5 

implement a receiving operation and a sending operation, and the processing module 1702 may be 

configured to implement operations such as obtaining, determining, recording, and configuration. 

For example, the transceiver module 1701 may be configured to implement the operations 

implemented by the second device in S310, S320, and S350 in the embodiment shown in FIG. 3, 

and the processing module 1702 may be configured to implement S340 in the embodiment shown 10 

in FIG. 3. 

For another example, the transceiver module 1701 may be configured to implement the 

operations implemented by the second device in S310, S320, S325, S350, and S351 in the 

embodiment shown in FIG. 11, and the processing module 1702 may be configured to implement 

S340 and S342 in the embodiment shown in FIG. 11. 15 

For another example, the transceiver module 1701 may be configured to implement the 

operations implemented by the second device in S310, S320, S305, S350, and S351 in the 

embodiment shown in FIG. 14, and the processing module 1702 may be configured to implement 

S322 and S340 in the embodiment shown in FIG. 14. 

FIG. 20 is a diagram of a structure of a measurement apparatus according to another 20 

embodiment of this application. The apparatus 1800 shown in FIG. 20 may be configured to 

perform a method performed by the first device in any one of the foregoing methods, or configured 

to perform a method performed by the second device in any one of the foregoing methods. 

As shown in FIG. 20, the apparatus 1800 in this embodiment includes a memory 1801, a 

processor 1802, a communication interface 1803, and a bus 1804. The memory 1801, the processor 25 

1802, and the communication interface 1803 are communicatively connected to each other by 

using the bus 1804. 

The memory 1801 may be a read-only memory (read-only memory, ROM), a static storage 

device, a dynamic storage device, or a random access memory (random access memory, RAM). 

The memory 1801 may store a program. When the program stored in the memory 1801 is executed 30 

by the processor 1802, the processor 1802 is configured to perform the steps performed by the first 

device in any one of the foregoing methods, or the processor 1802 is configured to perform the 

steps performed by the second device in any one of the foregoing methods. 

The processor 1802 may be a general-purpose central processing unit (Central Processing 

Unit, CPU), a microprocessor, an application-specific integrated circuit (Application-Specific 35 
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Integrated Circuit, ASIC), or one or more integrated circuits, and is configured to execute a related 

program. 

The processor 1802 may alternatively be an integrated circuit chip and has a signal processing 

capability. In an implementation process, the related steps in embodiments of this application may 

be completed by using an integrated logic circuit of hardware in the processor 1802, or instructions 5 

in a form of software. 

The processor 1802 may alternatively be a general-purpose processor, a digital signal 

processor (digital signal processing, DSP), an application-specific integrated circuit (ASIC), a field 

programmable gate array (field programmable gate array, FPGA) or another programmable logic 

device, a discrete gate or transistor logic device, or a discrete hardware component. The methods, 10 

steps, and logic block diagrams disclosed in embodiments of this application may be implemented 

or executed. The general-purpose processor may be a microprocessor, or the processor may be any 

conventional processor or the like. 

The steps of the methods disclosed with reference to embodiments of this application may be 

directly performed by a hardware decoding processor, or may be performed by using a 15 

combination of hardware and software modules in the decoding processor. The software module 

may be located in a mature storage medium in the art, such as a random access memory, a flash 

memory, a read-only memory, a programmable read-only memory, an electrically erasable 

programmable memory, or a register. The storage medium is located in the memory 1801. The 

processor 1802 reads information in the memory 1801, and completes, in combination with 20 

hardware of the processor 1802, functions that need to be performed by units included in the 

apparatus in this application. 

The communication interface 1803 may use, but not limited to, a transceiver apparatus of a 

transceiver type, to implement communication between the apparatus 1800 and another device or 

a communication network. 25 

The bus 1804 may include a path for transmitting information between various components 

(for example, the memory 1801, the processor 1802, and the communication interface 1803) of 

the apparatus 1800. 

It should be understood that the apparatus 1800 shown in this embodiment of this application 

may be a communication device, or may be a chip configured in a communication device. 30 

Some embodiments of this application further provide a computer program product, for 

example, a distance measurement application. When the computer program product is run on a 

processor, the method implemented by the first device or the second device in any one of the 

foregoing embodiments may be implemented. Some embodiments of this application further 

provide a computer-readable storage medium. The computer-readable storage medium includes 35 
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computer instructions. When the computer instructions are run on a processor, the method 

implemented by the first device or the second device in any one of the foregoing embodiments 

may be implemented. In some embodiments of this application, a communication system is further 

provided. The communication system includes the first device and the second device in any one 

of the foregoing methods. 5 

It should be noted that the modules or components in the foregoing embodiments may be 

configured as one or more integrated circuits for implementing the foregoing methods, for example, 

one or more application-specific integrated circuits (application-specific integrated circuit, ASIC), 

one or more microprocessors (digital signal processor, DSP), or one or more field programmable 

gate arrays (field programmable gate array, FPGA). In another example, when one of the foregoing 10 

modules is implemented in a form of scheduling program code by a processing element, the 

processing element may be a general-purpose processor, for example, a central processing unit 

(central processing unit, CPU) or another processor that can invoke the program code, such as a 

controller. For another example, the modules may be integrated together and implemented in a 

form of a system-on-a-chip (system-on-a-chip, SoC). 15 

All or some of the foregoing embodiments may be implemented by using software, hardware, 

firmware, software modules or any combination thereof. When software is used to implement the 

embodiments, all or some of the embodiments may be implemented in a form of a computer 

program product. The computer program product includes one or more computer instructions. 

When the computer program instructions are loaded and executed on a computer, all or some of 20 

the procedures or functions according to embodiments of this application are generated. The 

computer may be a general-purpose computer, a dedicated computer, a computer network, or 

another programmable apparatus. The computer instructions may be stored in a computer-readable 

storage medium, or transmitted from one computer-readable storage medium to another computer-

readable storage medium. For example, the computer instructions may be transmitted from a 25 

website, computer, server, or data center to another website, computer, server, or data center in a 

wired (for example, a coaxial cable, an optical fiber, or a digital subscriber line (DSL)) or wireless 

(for example, infrared, wireless, or microwaves) manner. The computer-readable storage medium 

may be any usable medium accessible by a computer, or a data storage device, such as a server or 

a data center, integrating one or more usable media. The usable medium may be a magnetic 30 

medium (for example, a floppy disk, a hard disk, or a magnetic tape), an optical medium (for 

example, a DVD), a semiconductor medium (for example, a solid state disk Solid State Disk 

(SSD)), or the like. 

The term "a plurality of" in this specification means two or more. The term "and/or" in this 

specification describes only an association relationship between associated objects, and indicates 35 
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that three relationships may exist. For example, A and/or B may represent three cases: Only A 

exists, both A and B exist, and only B exists. In addition, the character "/" in this specification 

usually indicates an "or" relationship between associated objects, and a character "/" in a formula 

usually indicates a "division" relationship between associated objects. In addition, it should be 

understood that, in the description of this application, terms such as "first" and "second" are used 5 

only for purposes of distinguishing descriptions, and cannot be understood as indicating or 

implying relative importance, or as indicating or implying a sequence. 

It may be understood that various numeric numbers in embodiments of this application are 

merely distinguishing for ease of description, and are not intended to limit the scope of 

embodiments of this application. 10 

It may be understood that, in embodiments of this application, sequence numbers of the 

foregoing processes do not mean execution sequences. The execution sequences of the processes 

should be determined based on functions and internal logics of the processes, and should not 

constitute any limitation on the implementation processes of embodiments of this application.
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CLAIMS 

1. A measurement method, comprising: 

sending, by a first device, a first symbol;

receiving, by the first device, a second symbol from a second device, wherein the first symbol 

and the second symbol are carried on a same radio frame or different radio frames; and5 

determining, by the first device, a first time difference, wherein the first time difference is a 

time interval between a first moment at which the first device sends the first symbol and a second 

moment at which the first device receives the second symbol, and the first time difference is used 

to determine a distance between the first device and the second device. 

2. The method according to claim 1, wherein the method further comprises: 10 

receiving, by the first device, first time information from the second device, wherein the first 

time information is used to determine a second time difference, and the second time difference is 

a time interval between a third moment at which the second device receives the first symbol and a 

fourth moment at which the second device sends the second symbol; and

determining, by the first device, the distance between the first device and the second device 15 

based on the first time difference and the second time difference. 

3. The method according to claim 1 or 2, wherein the first symbol and/or the second symbol 

are/is generated based on a ZC sequence, and the ZC sequence is generated in the following 

manner: 

𝑑(𝑛) =

⎩
⎨

⎧ 𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 0,1, … ,18

0,𝑛 = 19

𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 20,21, … ,38

, wherein 20 

n represents a subcarrier sequence number, u is a preset value, and 𝑑(𝑛) represents a ZC 

sequence on an nth subcarrier. 

4. The method according to claim 3, wherein u is any integer from a to b, a is a positive integer 

greater than 1, b is a positive integer less than 39, and a is less than b. 

5. The method according to any one of claims 1 to 4, wherein the radio frame comprises a G 25 

link symbol, an SG symbol, and a T link symbol, or the radio frame comprises a G link symbol, a 

T link symbol, and an ST symbol; and

the first symbol is a G link ranging symbol and the second symbol is a T link ranging symbol, 

or the first symbol is a T link ranging symbol and the second symbol is a G link ranging symbol, 

wherein the G link ranging symbol is carried on a resource used to transmit a G link symbol and/or 30 

a resource used to transmit an SG symbol, and the T link ranging symbol is carried on a resource 

used to transmit a T link symbol and/or a resource used to transmit an ST symbol. 
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6. The method according to any one of claims 1 to 5, wherein when the first symbol and the 

second symbol are carried on the same radio frame, a switching gap GAP exists between the first 

symbol and the second symbol. 

7. The method according to any one of claims 1 to 5, wherein when the first symbol and the 

second symbol are carried on the different radio frames, the first symbol is carried on a first radio 5 

frame, and the second symbol is carried on a second radio frame, wherein 

when the first symbol is carried on the resource used to transmit the G link symbol and/or the 

resource used to transmit the SG symbol, and the second symbol is carried on the resource used to 

transmit the T link symbol and/or the resource used to transmit the ST symbol, the first radio frame 

further comprises a T link symbol, and the second radio frame further comprises a G link symbol; 10 

or 

when the first symbol is carried on the resource used to transmit the T link symbol and/or the 

resource used to transmit the ST symbol, and the second symbol is carried on the resource used to 

transmit the G link symbol and/or the resource used to transmit the SG symbol, the first radio 

frame further comprises a G link symbol, and the second radio frame further comprises a T link 15 

symbol. 

8. The method according to any one of claims 1 to 7, wherein the method further comprises: 

receiving, by the first device, the first time information from the second device, wherein the 

first time information is used to determine the second time difference, and the second time 

difference is the time interval between the third moment at which the second device receives the 20 

first symbol and the fourth moment at which the second device sends the second symbol; and

receiving, by the first device, first measurement information from the second device, wherein 

the first measurement information indicates a measurement exchange sequence number 

corresponding to the first time information. 

9. The method according to any one of claims 1 to 8, wherein the first symbol is the 1st one 25 

of M ranging symbols sent by the first device in the radio frame, the second symbol is the 1st one 

of N ranging symbols received by the first device in the radio frame, N is a positive integer, and 

M is a positive integer. 

10. The method according to any one of claims 1 to 9, wherein the first moment is a moment 

at which a starting point of the first symbol arrives at a first antenna connector of the first device, 30 

and the second moment is a moment at which a starting point of the second symbol arrives at the 

first antenna connector; or

the first moment is a moment at which a starting point of a cyclic prefix CP of the first symbol 

arrives at the first antenna connector of the first device, and the second moment is a moment at 

which a starting point of a CP of the second symbol arrives at the first antenna connector. 35 
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11. The method according to any one of claims 1 to 10, wherein the method further comprises: 

sending, by the first device, first configuration information to the second device, or receiving, 

by the first device, the first configuration information from the second device, wherein 

the first configuration information indicates at least one of the following content: a 

Transaction ID corresponding to the measurement, an identifier of the radio frame, a first resource 5 

that is in the radio frame and that carries the first symbol, and a second resource that is in the radio 

frame and that is used to carry the second symbol. 

12. The method according to claim 11, wherein the first configuration information indicates 

the first resource and/or the second resource by using a bitmap. 

13. The method according to any one of claims 2 to 12, wherein the method further comprises: 10 

sending, by the first device, a third symbol;

determining, by the first device, a third time difference, wherein the third time difference is a 

time interval between the second moment at which the first device receives the second symbol and 

a fifth moment at which the first device sends the third symbol; and

receiving, by the first device, second time information from the second device, wherein the 15 

second time information is used to determine a fourth time difference, and the fourth time 

difference is a time interval between the third moment at which the second device sends the second 

symbol and a sixth moment at which the second device receives the third symbol; and

the determining, by the first device, the distance between the first device and the second 

device based on the first time difference and the second time difference comprises: 20 

determining, by the first device, the distance between the first device and the second device 

based on the first time difference, the second time difference, the third time difference, and the 

fourth time difference. 

14. The method according to claim 13, wherein when the first symbol and the second symbol 

are carried on the first radio frame, the third symbol is carried on the second radio frame; or when 25 

the first symbol is carried on the first radio frame, the second symbol and the third symbol are 

carried on the second radio frame, wherein 

the second radio frame is located after the first radio frame. 

15. The method according to any one of claims 1 to 14, wherein the radio frame further 

comprises a ranging symbol used to measure a distance between the first device and a third device, 30 

or comprises a ranging symbol used to measure a distance between the second device and the third 

device. 

16. A measurement apparatus, wherein the measurement apparatus is used in a first device, 

and the apparatus comprises: 

a sending module, configured to send a first symbol;35 
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a receiving module, configured to receive a second symbol from a second device, wherein 

the first symbol and the second symbol are carried on a same radio frame or different radio frames; 

and 

a processing module, configured to determine a first time difference, wherein the first time 

difference is a time interval between a first moment at which the first device sends the first symbol 5 

and a second moment at which the first device receives the second symbol, and the first time 

difference is used to determine a distance between the first device and the second device. 

17. The apparatus according to claim 16, wherein the receiving module is further configured 

to receive first time information from the second device, wherein the first time information is used 

to determine a second time difference, and the second time difference is a time interval between a 10 

third moment at which the second device receives the first symbol and a fourth moment at which 

the second device sends the second symbol; and

the processing module is further configured to determine the distance between the first device 

and the second device based on the first time difference and the second time difference. 

18. The apparatus according to claim 16 or 17, wherein the first symbol and/or the second 15 

symbol are/is generated based on a ZC sequence, and the ZC sequence is generated in the following 

manner: 

𝑑(𝑛) =

⎩
⎨

⎧ 𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 0,1, … ,18

0,𝑛 = 19

𝑒𝑥𝑝 (−𝑗
𝜋𝑢𝑛(𝑛+1)

41
) ,𝑛 = 20,21, … ,38

, wherein 

n represents a subcarrier sequence number, u is a preset value, and 𝑑(𝑛) represents a ZC 

sequence on an nth subcarrier. 20 

19. The apparatus according to claim 18, wherein u is any integer from a to b, a is a positive 

integer greater than 1, b is a positive integer less than 39, and a is less than b. 

20. The apparatus according to any one of claims 16 to 19, wherein the radio frame comprises 

a G link symbol, an SG symbol, and a T link symbol, or the radio frame comprises a G link symbol, 

a T link symbol, and an ST symbol; and25 

the first symbol is a G link ranging symbol and the second symbol is a T link ranging symbol, 

or the first symbol is a T link ranging symbol and the second symbol is a G link ranging symbol, 

wherein the G link ranging symbol is carried on a resource used to transmit a G link symbol and/or 

a resource used to transmit an SG symbol, and the T link ranging symbol is carried on a resource 

used to transmit a T link symbol and/or a resource used to transmit an ST symbol. 30 

21. The apparatus according to any one of claims 16 to 20, wherein when the first symbol and 

the second symbol are carried on the same radio frame, a switching gap GAP exists between the 

first symbol and the second symbol. 
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22. The apparatus according to any one of claims 16 to 20, wherein when the first symbol and 

the second symbol are carried on the different radio frames, the first symbol is carried on a first 

radio frame, and the second symbol is carried on a second radio frame, wherein 

when the first symbol is carried on the resource used to transmit the G link symbol and/or the 

resource used to transmit the SG symbol, and the second symbol is carried on the resource used to 5 

transmit the T link symbol and/or the resource used to transmit the ST symbol, the first radio frame 

further comprises a T link symbol, and the second radio frame further comprises a G link symbol; 

or 

when the first symbol is carried on the resource used to transmit the T link symbol and/or the 

resource used to transmit the ST symbol, and the second symbol is carried on the resource used to 10 

transmit the G link symbol and/or the resource used to transmit the SG symbol, the first radio 

frame further comprises a G link symbol, and the second radio frame further comprises a T link 

symbol. 

23. The apparatus according to any one of claims 16 to 22, wherein the receiving module is 

further configured to receive the first time information, wherein the first time information is used 15 

to determine the second time difference, and the second time difference is the time interval between 

the third moment at which the second device receives the first symbol and the fourth moment at 

which the second device sends the second symbol; and

the receiving module is further configured to receive first measurement information, wherein 

the first measurement information indicates a measurement exchange sequence number 20 

corresponding to the first time information. 

24. The apparatus according to any one of claims 16 to 23, wherein the first symbol is the 1st 

one of M ranging symbols sent by the first device in the radio frame, the second symbol is the 1st 

one of N ranging symbols received by the first device in the radio frame, N is a positive integer, 

and M is a positive integer. 25 

25. The apparatus according to any one of claims 16 to 24, wherein the first moment is a 

moment at which a starting point of the first symbol arrives at a first antenna connector of the first 

device, and the second moment is a moment at which a starting point of the second symbol arrives 

at the first antenna connector; or

the first moment is a moment at which a starting point of a cyclic prefix CP of the first symbol 30 

arrives at the first antenna connector of the first device, and the second moment is a moment at 

which a starting point of a CP of the second symbol arrives at the first antenna connector. 

26. The apparatus according to any one of claims 16 to 25, wherein the sending module is 

further configured to send first configuration information to the second device, or the receiving 

module is further configured to receive the first configuration information from the second device, 35 
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wherein 

the first configuration information indicates at least one of the following content: a 

Transaction ID corresponding to the measurement, an identifier of the radio frame, a first resource 

that is in the radio frame and that carries the first symbol, and a second resource that is in the radio 

frame and that is used to carry the second symbol. 5 

27. The apparatus according to claim 26, wherein the first configuration information indicates 

the first resource and/or the second resource by using a bitmap. 

28. The apparatus according to any one of claims 17 to 27, wherein the sending module is 

further configured to send a third symbol;

the processing module is further configured to determine a third time difference, wherein the 10 

third time difference is a time interval between the second moment at which the first device 

receives the second symbol and a fifth moment at which the first device sends the third symbol;

the receiving module is further configured to receive second time information from the 

second device, wherein the second time information is used to determine a fourth time difference, 

and the fourth time difference is a time interval between the third moment at which the second 15 

device sends the second symbol and a sixth moment at which the second device receives the third 

symbol; and

when configured to determine the distance between the first device and the second device 

based on the first time difference and the second time difference, the processing module is 

specifically configured to determine the distance between the first device and the second device 20 

based on the first time difference, the second time difference, the third time difference, and the 

fourth time difference. 

29. The apparatus according to claim 28, wherein when the first symbol and the second 

symbol are carried on the first radio frame, the third symbol is carried on the second radio frame; 

or when the first symbol is carried on the first radio frame, the second symbol and the third symbol 25 

are carried on the second radio frame, wherein the second radio frame is located after the first radio 

frame. 

30. The apparatus according to any one of claims 16 to 29, wherein the radio frame further 

comprises a ranging symbol used to measure a distance between the first device and a third device, 

or comprises a ranging symbol used to measure a distance between the second device and the third 30 

device. 

31. A measurement apparatus, comprising a processor and a memory, wherein 

the memory stores computer instructions; and

the processor is configured to execute the computer instructions stored in the memory, to 

enable the communication apparatus to perform the method according to any one of claims 1 to 35 
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15. 

32. A computer-readable storage medium, storing a computer program or instruction, and 

when the computer program or instruction is run, the method according to any one of claims 1 to 

15 is implemented. 

33. A computer program product, comprising a computer program or instruction, and when 5 

the computer program or instruction is executed by a processor, the method according to any one 

of claims 1 to 15 is implemented. 


